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EXECUTIVE SUMMARY 

INTRODUCTION AND PURPOSE 
Georgia-Pacific LLC (Georgia-Pacific) is conducting a Supplemental Remedial 
Investigation/Feasibility Study (RI/FS) for Operable Unit 5 (OU-5) of the Allied Paper, Inc./ 
Portage Creek/Kalamazoo River Superfund Site (Site or Superfund Site) in Kalamazoo and 
Allegan counties of southwest Michigan. This work is being performed with oversight of the U.S. 
Environmental Protection Agency (USEPA) under the Comprehensive Environmental 
Response, Compensation, and Liability Act of 1980 (CERCLA) and an Administrative 
Settlement Agreement and Order on Consent (AOC) signed by Georgia-Pacific on February 21, 
2007. 

The purpose of this Area 1 FS is to evaluate sediment and floodplain soil remedial alternatives 
and present information in a manner consistent with the National Oil and Hazardous 
Substances Pollution Contingency Plan (NCP). 

This report includes the following information: 

• Summary of RI results and conceptual site model 

• Remedial Action Objectives (RAOs) in accordance with Section 300.430(e)(2)(i) of the 
NCP for impacted media that require a remedial action based on the findings and risk 
assessments presented in the Area 1 Supplemental Remedial Investigation (SRI) Report 
(ARCADIS 2012a) 

• Identification and screening of remedial technologies 

• Development of remedial alternatives for protection of human health and the 
environment 

• Evaluation of remedial alternatives using the CERCLA criteria (USEPA 1988) 

• Comparison of remedial alternatives 

Site History and Setting 
The Kalamazoo Mill, purchased by Georgia-Pacific in 1967, recycled various types of paper 
stock starting in the 1950s. This included carbonless paper that contained polychlorinated 
biphenyls (PCBs) that were released into the mill’s waste streams and eventually into the 
Kalamazoo River through the recycling process. Other mills along the river also recycled 
carbonless paper that contained PCBs, contributing PCBs to the river. Non-paper sources of 
PCBs have also been identified throughout the watershed. In 1990, the Site was added to the 
National Priorities List due to the presence of PCBs in the sediment, fish, and surface water of 
the Kalamazoo River. 

OU-5 encompasses about 80 miles of the Kalamazoo River, which is divided into seven Areas. 
This FS addresses Area 1, which is the 22-mile reach of the Kalamazoo River from Morrow 
Dam to the former Plainwell Dam, plus a 3-mile stretch of Portage Creek from Alcott Street to its 
confluence with the Kalamazoo River. Area 1 is the furthest upstream Area of OU-5. Areas 2 
through 7 of OU-5 will be addressed separately. 

Several former paper mills and disposal areas associated with the Site are located in Area 1. To 
date, several time-critical removal actions (TCRAs) and multiple PCB source control activities 
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have been implemented in Area 1. Sediment accumulation occurred within the former Plainwell 
Impoundment and to a lesser extent in the Plainwell No. 2 Dam Area due to the historical 
presence of dams. The two TCRA projects were completed in these locations in 2009 and 2010, 
respectively and included the removal of sediment and floodplain soil with relatively higher PCB 
concentrations and the implementation of erosion control measures. The former Plainwell dam 
was removed and the river was returned to its original channel. 

USEPA also  completed two TCRAs to address areas of higher PCB concentrations in Portage 
Creek. The first was completed in 1998 and 1999 when PCB containing materials were 
removed from the Bryant Mill Pond (CH2MHill 2013). The second TCRA removed over 27,000 
cubic yards (cy) of sediment and floodplain soil from targeted, hot spots between Reed Street 
and Portage Creek’s confluence with the Kalamazoo River. This TCRA work was completed 
between August 2011 and October 2013.(USEPA 2013)  

The Kalamazoo River in Area 1 has been divided into eight sections plus Mill Race* for the 
purpose of describing the variations in the physical and chemical characteristics of the sediment 
within this 22-mile stretch of the river (Figures ES-1 through ES-3): 

• Section 1:  Morrow Dam (RM76.50) to King Highway (RM73.10) 
• Section 2:  King Highway (RM73.10) to Portage Creek (RM71.65) 
• Section 3:  Portage Creek (RM71.65) to Mosel Avenue (RM70.00) 
• Section 4:  Mosel Avenue (RM70.00) to D Avenue (RM65.10) 
• Section 5:  D Avenue (RM65.10) to Railroad Bridge (RM59.40) 
• Section 6:  Railroad Bridge (RM59.40) to Plainwell No. 2 Dam (RM58.20) 
• Section 7:  Plainwell No. 2 Dam (RM58.20) to Main Street, Plainwell (RM56.65) 
• Section 8:  Main Street, Plainwell (RM56.65) to former Plainwell Dam (RM54.75) 
• Mill Race:  Plainwell No. 2 Dam (RM58.20) to confluence near Main Street (RM56.60) 

*Please note that in this report, main sections of the text are referenced with a decimal 
designation (e.g., Section 1.0, Section 2.0, etc.) to distinguish them from the river 
sections as designated above. 

Nature and Extent of Sediment Contamination 
Most of the PCBs detected in Area 1 sediment are associated with lower energy depositional 
areas of the river as described in the USEPA-approved Area 1 SRI Report (ARCADIS 2012a). 
PCBs in Area 1 are broadly distributed over the 22-mile reach, but are confined mostly to 
isolated pockets of fine-grained material. PCB concentrations greater than 50 mg/kg in the 
sediment were identified as hot spot areas during SRI sampling events. The size of these hot 
spots range from approximately 0.025 acre to 1.4 acres 

A surface-area weighted average concentration (SWAC) was used to estimate an average PCB 
concentrations in each of the eight Area 1 sections. A SWAC is a method of calculating the 
spatial mean (average) concentration of a constituent in sediment over a given area. Samples 
are collected throughout the area of concern, representative subareas are associated with each 
sample location, and a SWAC is produced for each section.  

SWACs, as calculated in this report, are used as a tool to identify river sections that would be 
considered in the development of remedial alternatives. The SWAC values calculated for Area 1 
indicate that Section 3 should be the focus of additional statistical and geomorphologic 
evaluation to identify appropriate remedial alternatives. Identification of remedial areas will not 
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necessarily be confined by the current section boundaries, and remedial design sampling would 
span approximately 3 miles from the downstream end of Section 2 to the upstream end of 
Section 4 to include the identified hot spots. Additional hot spots are not expected outside of 
these 3 miles due to the low PCB concentrations observed in the remainder of these sections. 
The SWACs for other sections were less than 1 mg/kg, except in Section 8. The Section 8 
SWAC still includes some sediment data collected prior to the removal action, that are not 
representative of present-day PCB concentrations in that section. Current PCB concentrations 
are expected to be near or less than 1 mg/kg following the TCRA. Additional sampling in 
Section 8 will be performed as part of Area 1 remedial design to confirm current conditions in 
that part of the river.  

A separate SWAC was calculated for the Crown Vantage side channel (see Figure E-2). SWAC 
values calculated for this area were above 1 mg/kg of PCBs for the three depth intervals. 
Sediment remedial alternatives were assembled to include the Crown Vantage channel based 
on these PCB SWACs. 

Nature and Extent of Floodplain Soil Contamination 
The Area 1 floodplain soil data have been grouped into 4 geographic areas: 

• Soil Area 1: upstream of Plainwell No. 2 Dam Area 
• Soil Area 2: Plainwell No. 2 Dam Area 
• Soil Area 3: area between Plainwell No. 2 Dam and Main Street, Plainwell 
• Soil Area 4: from Main Street, Plainwell to former Plainwell Dam 

These divisions were established based on the premise that the dams had an important 
influence on depositional conditions. Where the river flow slowed through the impoundment 
behind the former Plainwell Dam and in the frequently inundated area around the two flow 
control structures of Plainwell No. 2 Dam area, PCB-containing sediment tended to settle out of 
the water column. The resulting PCB concentrations in Soil Areas 2 and 4 are higher as 
compared to those in Soil Areas 1 and 3. The mean surface PCB concentrations (ARCADIS 
2012a) were 2.1 and 8.5 mg/kg for Soil Areas 2 and 4, respectively (post-TCRA); and 0.76 and 
1.6 for Soil Areas 1 and 3, respectively.  

Portage Creek floodplain soil with elevated PCB levels was addressed as part of USEPA’s 
TCRA completed in 2013. USEPA selected a PCB remedial action level (RAL) of 10 mg/kg for 
soil in the Portage Creek floodplain (USEPA 2011). Areas with soil concentrations greater than 
10 mg/kg PCBs were removed until 5 mg/kg PCBs was achieved in those areas.  

Risk Assessment Summary 
The Baseline Human Health Risk Assessment (BHHRA) for the Site was completed by CDM in 
May 2003 (CDM 2003b). The BHHRA found that unacceptable risks and hazards were primarily 
associated with the fish ingestion pathway. Direct contact exposures to river sediment and 
surface water during recreational activities (e.g., swimming, wading) were determined not to be 
important means of exposure to PCBs based on an evaluation prepared by the Michigan 
Department of Community Health, and were not evaluated further in the BHHRA. 

CDM prepared a Site-Wide (OU-5) Baseline Ecological Risk Assessment (BERA) (CDM, 2003a) 
that identified terrestrial and aquatic receptors and exposure pathways. An updated Area 1 
Terrestrial Baseline Ecological Risk Assessment (TBERA) for terrestrial birds and mammals 
was conducted and included as Appendix B to the USEPA-approved Area 1 SRI Report 
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(ARCADIS 2012a). The TBERA for the former Plainwell impoundment and Plainwell No. 2 Dam 
areas found no unacceptable risk to either carnivorous birds and mammals or mid-range 
sensitivity birds. Possible risk was identified for vermivorous mammals in localized areas. 
Potential, but inconclusive, risk was also identified for high-sensitivity insectivorous birds and 
vermivorous birds (i.e., birds with greater than 40 percent worms in diet), if present. 

MEDIA OF CONCERN 
The media of concern are sediment, fish, and floodplain soil. Remediation target locations in 
Area 1 are sediment hot spots in Sections 2, 3, 4, and the Crown Vantage side channel, and 
floodplain soil in the former Plainwell Impoundment. Active remedial alternatives for sediment 
address the potential for bank soil erosion and transport through ongoing inspection and 
maintenance. Remedial alternatives for sediment also include additional sampling as part of 
remedial design activities in a reach spanning 3 miles in Sections 2, 3 and 4 (specifically, from 
RM69.3 to RM72.3) and in Section 8. The additional sampling will be used to identify potential 
additional hot spots and refine the remedial footprint in the remedial reach. Sampling will also be 
performed during the remedial design to update the PCB SWAC estimate for Section 8  

The existing floodplain data set outside of the TCRA areas is limited. Therefore, additional 
floodplain soil sampling will be performed in Area 1 prior to or during the remedial design phase 
to further evaluate PCB contamination in the floodplain soil in accordance with a USEPA-
approved work plan.   

REMEDIAL ACTION OBJECTIVES AND GENERAL RESPONSE ACTIONS 
Area 1-specific RAOs were prepared in consultation with USEPA based on available information 
and standards, such as the preliminary applicable or relevant and appropriate requirements 
(ARARs), to be considered (TBC) guidelines, and risk-based screening concentrations (RBCs) 
developed in the human health and ecological risk assessments. Area 1 RAOs are: 

• RAO 1: Protect people who consume Area 1 Kalamazoo River fish from exposure 
to PCBs that exceed protective levels. This RAO is expected to be progressively 
achieved over time by meeting the following targets for fish tissue and sediment: 

– Reduction in fish tissue to the Michigan fish advisory level for smallmouth bass to 
two meals per month (0.11 mg/kg total PCB concentration) within 30 years 

– Achievement of a non-cancer Hazard Index (HI) of 1 and a 10-5 cancer risk within 30 
years for the high-end sport angler (100 percent bass diet) 

– Achievement of the fish tissue goal for bass by reducing the sediment PCB SWAC in 
each of eight sections of the river in Area 1 to 0.33 ppm or less following completion 
of the remedial action 

• RAO 2: Protect aquatic ecological receptors from exposure to concentrations of 
PCBs in sediment that exceed protective levels for local populations. This RAO is 
designed to protect fish-eating birds and mammals by reducing fish tissue PCB 
concentrations to levels that do not harm the sustainability of local populations of these 
receptors. 

• RAO 3: Protect terrestrial ecological receptors from exposure to concentrations of 
PCBs in soil that exceed protective levels. This RAO is intended to protect local 
populations of birds and mammals by reducing PCB concentrations in soil to levels that 
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do not harm the sustainability of local populations. 

• RAO 4: Reduce transport of PCBs from Area 1 to downstream Areas of the 
Kalamazoo River and Lake Michigan. This RAO includes reducing the potential for 
erosion and downstream migration of PCB-impacted sediment and riverbank soil. 

The preliminary remedial goals (PRGs) associated with these RAOs are discussed below. The 
fish tissue goal will be achieved by reducing sediment SWACs for total PCBs in Area 1. The 
ability to meet the risk-based fish tissue targets stated above will be evaluated as part of the 
five-year review process following remedial action. These reviews will consider factors identified 
during long-term monitoring that may limit overall fish tissue and sediment recovery (e.g., fish 
tissue or sediment concentrations approaching background levels due to atmospheric 
deposition or other sources). Background concentrations are subject to change over time. 
Current fish tissue background concentrations from both Morrow Lake and Ceresco Reservoir 
are considered in the recovery projections for the sediment remedial alternatives to help 
understand the potential impact of background concentrations on meeting fish tissue goals. 
Future long-term monitoring of these, or other reference areas, as appropriate, will be used to 
determine realistic fish tissue endpoints. 

Applicable or Relevant and Appropriate Requirements 
ARARs are evaluated to determine the appropriate extent of site cleanup/scope, formulate 
remedial action alternatives, and govern the implementation and operation of the selected 
action. Applicable requirements are those that specifically address a circumstance at a 
CERCLA site. Relevant and appropriate requirements may not be “applicable” to site 
circumstances, but address circumstances sufficiently similar to those encountered at the 
CERCLA site that their use is well-suited. Requirements judged to be relevant and appropriate 
must be complied with to the same degree as if applicable. USEPA considers ARARs to fall 
within three categories: chemical-specific, location-specific and action-specific. 

Lead and support regulatory agencies may, as appropriate, identify other advisories, criteria or 
guidance TBC for a particular site. TBCs are not legally binding and lack the status of ARARs. 
In this Area 1 FS, the remedial alternatives are screened against their ability to meet ARARs 
and TBCs. 

Preliminary Remediation Goals 
PRGs are numeric cleanup goals sufficient to protect human health and the environment and to 
comply with ARARs/TBCs. PRGs are the targets for the selection of long-term remedial goals. 
The calculation of RBCs is a tool for selecting PRGs. RBCs are calculated, chemical-specific 
concentrations below which no significant health effects are anticipated for a receptor. For 
human receptors, Site RBCs correspond to a target risk (TR) of 1 × 10-5 for carcinogenic effects 
and a target HI of 1 for noncarcinogenic effects. For ecological receptors, RBCs correspond to a 
target hazard quotient of 1. 

The recommended PCB PRGs based on the RBCs developed are: 

• 0.042 mg/kg for fish tissue based on risk estimates to high-end sports anglers and 0.6 
mg/kg for fish tissue based on risk estimates to the most sensitive ecological receptor 
(mink) 

• 0.33 mg/kg for sediments based on risk estimates to the most sensitive ecological 
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receptor (mink) and high-end sports anglers 

• 11 mg/kg for floodplain surface soil based on ecological and recreational receptors 

• 2.5 mg/kg for floodplain surface soil in current or potential residential use areas, based 
on residential receptors  

General Response Actions, Remedial Technologies and Process Options 
General Response Actions (GRAs) represent the types of remedial responses available for 
impacted media to meet RAOs. Technologies and process options were developed from the 
GRAs and then screened for implementability, effectiveness and relative cost. Tables ES-1 and 
ES-2 below present the GRAs, technologies and process options screened for sediment and 
floodplain soil. 

Sediment Remediation Areas 
The PCB SWAC analysis previously discussed is an appropriate screening tool to evaluate the 
distribution of PCBs and identify potential remediation locations in Area 1. The results of the 
SWAC analysis show that the Section 3 PCB SWACs were relatively higher than the other 
sections, and the section is a candidate for remedial action evaluation. 

A geomorphic (physical features)-PCB RAL analysis was performed with the objective of 
identifying the most likely areas within Section 3 where relatively higher concentrations of PCBs 
would be found. In addition to areas identified through the geomorphic-PCB analysis, remedial 
alternatives were developed for known hot spot areas (multiple samples showing PCB 
concentrations greater than 50 mg/kg) in the remedial reach spanning Sections 2, 3 and 4. The 
geomorphic–PCB analysis was performed in accordance with the procedures agreed to by the 
Work Group formed by USEPA, Michigan Department of Environmental Quality (MDEQ) and 
Georgia-Pacific from May to July 2013 (Work Group). Remedial alternatives were also 
developed for the Crown Vantage side channel. 

Table ES-1 
Remedial Technology Screening Summary – Sediment 

Area 1, OU5 Kalamazoo River 
General 

Response 
Actions 

Technology 
Type Process Options Cost Implementability 

Short-Term 
Effectiveness 

Long-Term 
Effectiveness Retain 

No Further 
Action 

Natural Recovery  Natural Recovery Low Straightforward Unknown Unknown Yes 

MNR MNR MNR Low Straightforward Not Effective Moderately 
Effective 

Yes 

Enhanced 
MNR 

Enhanced 
Sedimentation 

Enhanced 
Sedimentation 

Moderate Moderately 
Difficult 

Not Effective Moderately 
Effective 

No 

Thin Layer Cap Thin Layer Cap Moderate Straightforward Moderately 
Effective 

Not Effective No 

ICs Legal and 
Administrative 
Mechanisms 

Fish Consumption 
Advisory 

Low Straightforward Moderately 
Effective 

Moderately 
Effective  

Yes 

ECs Access 
Restrictions 

Fences Moderate Not Practical Not Effective Not Effective No 

Warning Signs Low Straightforward Moderately 
Effective 

Moderately 
Effective 

Yes 

Erosion Controls Armoring Moderate Straightforward Effective Effective Yes 
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General 

Response 
Actions 

Technology 
Type Process Options Cost Implementability 

Short-Term 
Effectiveness 

Long-Term 
Effectiveness Retain 

Contain-
ment 

Capping In Situ Capping 
with and without 
amendments 

Moderate Moderately 
Difficult 

Effective Effective Yes 

Rechannelization Rechannelization Moderate Very Difficult Effective Effective No 

Removal Dredging Mechanical 
Dredging  

High Difficult Effective Effective Yes 

Hydraulic 
Dredging  

High Very Difficult Effective Effective No 

Excavation Excavation "in the 
dry" 

High Difficult Effective Effective Yes 

Treatment 
and 
Disposal 

Treatment of 
Dredged 
Sediments 

Dewatering Medium Moderately 
Difficult 

Effective Effective Yes 

Amendment 
Addition  

Medium Moderately 
Difficult 

Effective Effective Yes 

Disposal in a 
Landfill 

On-site  Landfill High Very Difficult Effective Effective No  

Off-site  Landfill High Straightforward Effective Effective Yes 

MNR = monitored natural recovery    
ICs = Institutional Controls   PREPARED BY/DATE: FKM 6/25/13 
ECs = Engineering Controls   CHECKED BY/DATE: CED 6/28/13 

 

Table ES-2 
Remedial Technology Screening Summary – Floodplain Soil 

Area 1, OU5 Kalamazoo River 
General 

Response 
Actions 

Technology 
Type 

Process 
Options Cost Implementability 

Short-Term 
Effectiveness 

Long-Term 
Effectiveness Retain 

No Action Natural 
Recovery  

Natural 
Recovery 

Low Straightforward Unknown Unknown Yes 

MNR MNR MNR Low Straightforward Not Effective Moderately 
Effective 

Yes 

ICs Legal and 
Administrative 
Mechanisms 

Land Use 
Restrictions 

Low Moderately 
Difficult 

Moderately 
Effective 

Moderately 
Effective 

Yes 

ECs Access 
Restrictions 

Fences Low Not Practical Not Effective Not Effective No 

Contain-
ment 

Capping Cover Soil Moderate Moderately 
Difficult 

Effective Effective Yes 

Engineered 
Barrier 

Moderate Moderately 
Difficult 

Effective Effective Yes 

Removal Excavation Excavation  Moderately 
High 

Moderately 
Difficult 

Effective Effective Yes 

Treatment 
and 
Disposal 

Treatment of 
Excavated Soils 

Soil 
Amendments 

Medium Moderate Effective Effective Yes 

Landfill On-site Landfill High Very Difficult Effective Effective No 

Off-site Landfill High Straightforward Effective Effective Yes 

MNR = monitored natural recovery    
ICs = Institutional Controls   PREPARED BY/DATE: FKM 6/25/13 
ECs = Engineering Controls   CHECKED BY/DATE: CED 6/28/13 
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To address Area 1-wide sediment, alternatives ranging from no action to area-wide removal 
were developed and evaluated. The SWAC and geomorphic analysis indicate that remedial 
alternatives focusing on the remedial reach will achieve the site RAOs. An Area 1-wide removal 
alternative for sediment with PCB concentrations greater than 1 mg/kg was also evaluated to 
provide an upper bound on potential remedial actions. The lower bound is a no further action 
alternative, as required by USEPA to provide a baseline for comparison. 

Floodplain Soil Remediation Areas 
The evaluation of potential floodplain soil remediation areas within the former Plainwell 
Impoundment and Plainwell No. 2 Dam TCRA areas was performed using an RAL screening 
approach where surface soil (0- to 6-inch depth interval) PCB concentrations are greater than 
candidate RALs. A range of floodplain soil PCB RALs was considered (0.5, 5, 10, 15, 20 and 25 
mg/kg) to compare incremental risk reduction to the current post-TCRA conditions. The 
effectiveness of each candidate RAL scenario was considered based on the resulting 
protectiveness to potential receptors. 

An Area 1-wide RAL of 0.5 mg/kg was considered to provide an upper bound on potential 
remedial actions protective of ecological receptors. Remediation to this level would result in 
100% of home ranges for birds and mammals being protected based on RBCs throughout 
Area 1, regardless of the uncertainty in their application.  

Based on an evaluation of the range of RALs provided above, USEPA, MDEQ and GP have 
agreed that 20 mg/kg is an appropriate RAL value for constructing a range of alternatives for 
soil to be evaluated in the FS. An RAL of 20 mg/kg is proposed for floodplain soil based on 
assessment of the incremental risk reduction for the volume of soil remediated and protecting 
95% to 100% of the receptors (shrew, wren and robin under the dietary model).  

REMEDIAL ALTERNATIVES 
Remedial alternatives were developed for sediment and floodplain soil to provide a range of 
options to achieve Area 1 RAOs. Remedial alternatives were developed by assembling 
combinations of the remedial technologies screened in Tables ES-1 and ES-2 above. 

Each sediment and floodplain soil alternative identified below was evaluated in detail, 
individually and comparatively, against the criteria established in 40 CFR §300.430(e)(9)(iii) 
(with the exception of the two modifying criteria: state and community acceptance. These two 
criteria were not evaluated because they will be based on comments received and addressed in 
the Proposed Plan Public Meeting and Record of Decision (ROD) following the public review 
period. The seven criteria that were evaluated are listed below. 

Threshold Criteria: 
• Overall protection of human health and the environment 
• Compliance with ARARs 

Balancing Criteria: 
• Short-term effectiveness 
• Long-term effectiveness 
• Reduction of toxicity, mobility and volume (TMV) through treatment 
• Implementability 
• Cost 
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SEDIMENT REMEDIAL ALTERNATIVES 
The Area 1 sediment remedial alternatives categorized by remediation area are listed below: 

• S-1: No Further Action 
• S-2: Monitored Natural Recovery (MNR), Institutional Controls (ICs) and Engineering 

Controls (ECs) 
• S-3A: Removal of Hot Spot Areas and Crown Vantage Side Channel, MNR, ICs and 

ECs 
• S-3B: Removal of Hot Spot Areas, In Situ Capping for Crown Vantage Side Channel, 

MNR, ICs and ECs 
• S-4A: Removal of Hot Spot Areas, Crown Vantage Side Channel, and Section 3 River 

Channel Edges, MNR, ICs and ECs 
• S-4B: Removal of Hot Spot Areas and Section 3 Channel Edges, In-situ Capping for 

Crown Vantage Side Channel, MNR, ICs and ECs 
• S-5: Area 1-Wide Removal (RAL 1), MNR, ICs and ECs 
 

Alternatives S3A/B and S4A/B address the whole of Area 1 as they include additional sampling 
to confirm that current SWACs in Section 8 are near 1 mg/kg following the removal of sediment 
and soil during the previous TCRA in the former Plainwell Impoundment. 

S-1: No Further Action 
No Further Action considers only the results of removal action and source control activities 
previously completed in and next to Area 1 (see Section 1.3.4). This alternative includes no 
sampling, active remediation, or monitoring. Changes to sediment conditions or PCB 
concentrations in the water column and fish tissue would result from natural recovery processes 
following the TCRAs and OU source control activities previously completed and ongoing in and 
next to Area 1 (summarized in Section 1.3.4). S-1 is a baseline against which other Area 1 
sediment alternatives are compared. The time to reach protective levels and compliance with 
PRGs could be lengthy. No cost is associated with this alternative.  

S-2: MNR, ICs and ECs 
This alternative applies MNR and ICs/ECs and relies on natural recovery processes following 
the active remediation activities conducted as part of the TCRAs and OU source control 
activities (see Section 1.3.4). Existing ICs/ECs (fish consumption advisories and warning signs) 
would continue under S-2. MNR would include implementation of a long-term monitoring (LTM) 
program to confirm the ongoing effects of natural processes and support review of the remedy 
every five years. Inspections and erosion control maintenance would also be performed. The 
time to reach protective levels and compliance with PRGs is estimated at 87 to 145 years after 
ROD issuance for smallmouth bass (SMB) and common carp, respectively. Cost is estimated at 
$2,700,000.  

S-3A: Removal of Hot Spot Areas and Crown Vantage Side Channel, MNR, ICs and ECs 
Alternative S-3A includes the removal of 19,500 cubic yards (cy) of sediment in at least five hot 
spot areas and the Crown Vantage side channel with MNR, ICs and ECs throughout Area 1. 
The five identified hot spots (KPT-19, KPT-20, KRT-4, KRT-5 and S-IM1) are located within a 
stretch of Area 1 spanning from RM69.3 to RM72.3 that is designated the “remedial reach.” It is 
assumed that a thin layer sand cap would be placed over exposed bottom sediment following 
completion of excavation. LTM and ICs/ECs would be implemented. Remedial design would 
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include detailed pre-remedial and LTM sampling plans approved by USEPA. Inspections and 
maintenance of the restored areas would be included as part of the visual inspection program. 
This alternative would reach protective levels in fish within 32 years (SMB) to 118 years (carp) 
after ROD issuance. Overall progress toward achievement of the RAO goals would be verified 
through LTM. The time to complete construction is approximately 1 to 2 years at an estimated 
cost of $13,100,000 to $16,600,000.  

S-3B: Removal of Hot Spot Areas, In-Situ Capping for Crown Vantage Side Channel, 
MMR, ICs and ECs 

Alternative S-3B would include the activities described for alternative S-3A with the exception of 
the Crown Vantage side channel, which would be capped instead of removed. The cap area for 
the Crown Vantage side channel is approximately 1.2 acres. Pre-remedial sampling and LTM 
would be the same as for alternative S-3A, with additional inspection and maintenance for the 
Crown Vantage side channel area cap. Additional ECs for erosion control are assumed within 
the 30-year evaluation period. This alternative would reach protective levels in fish in 32 to 118 
years after ROD issuance for the SMB and carp, respectively. The time to complete 
construction is approximately 1 to 2 years with an estimated cost of $12,200,000 to 
$15,700,000.  

S-4A: Removal of Hot Spot Areas, Crown Vantage Side Channel, and Section 3 River 
Channel Edges, MNR, ICs and ECs 

This alternative includes the activities described for alternative S-3A plus the excavation of 
sediment along the edges of the Section 3 river channel that exceed 1 mg/kg for a total 
estimated removal volume of 63,900 cy spanning approximately 18 acres. The edge removal in 
Section 3 would span roughly 80 percent of each bank, or 1.4 miles along each side of the river. 
Pre-remedial sampling and LTM would be the same as for alternative S-3A over an assumed 
30-year period, with additional EC inspection and erosion control maintenance for the Section 3 
edges. This alternative would reach protective levels in fish in 25 to 108 years after ROD 
issuance for the SMB and carp, respectively. The time to complete is approximately 4 years at 
an estimated cost of $33,700,000 to $37,200,000.  

S-4B: Removal of Hot Spot Areas and Section 3 Channel Edges, In Situ Capping for 
Crown Vantage Side Channel, MNR, ICs and ECs 

The scope of this alternative includes the activities described for alternative S-4A with capping 
of the Crown Vantage side channel (as described in alternative S-3B) instead of removal. Pre-
remedial sampling and LTM would be the same as for alternative S-3B over an assumed 30-
year period, with additional inspection and maintenance for erosion controls. This alternative 
would reach protective levels in fish in 25 to 108 years after ROD issuance for SMB and carp, 
respectively. The time to complete is approximately 4 years at an estimated cost of $32,300,000 
to $35,800,000.  

S-5: Area 1-Wide Removal (RAL 1), MNR, ICs and ECs 
Alternative S-5 includes excavation of sediment exceeding an RAL of 1 mg/kg total PCB 
throughout the river in Area 1. A range of excavation area (140 to 300 acres) and volume 
(300,000 to 490,000 cy) was estimated. Pre-remedial sampling and LTM would be the same as 
for alternative S-3A over an assumed 30-year period, with additional inspections and 
maintenance of ECs for erosion control. This alternative would reach protective levels in fish in 
47 to 110 years after ROD issuance for SMB and carp, respectively. Implementation of this 
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alternative is estimated to require 18 to 30 years to complete working with one crew sequentially 
from upstream to downstream. To complete construction in a more reasonable time of 6 to 10 
years, three crews could work simultaneously, but there is a potential for cross-contamination 
with multiple crews. The estimated cost range is $202,000,000 to $337,000,000.  

FLOODPLAIN SOIL REMEDIAL ALTERNATIVES 
The Area 1 floodplain soil remedial alternatives categorized by remedial technology are listed 
below: 

• FPS-1: No Further Action 
• FPS-2: MNR, ICs and ECs 
• FPS-3: Capping (RAL 20), ICs and ECs 
• FPS-4A: Removal (RAL 20), ICs and ECs 
• FPS-4B: Removal (RAL 0.5), ICs and ECs 

FPS-1: No Further Action 
No Further Action considers only the results of removal action and source control activities 
previously completed and ongoing in and next to Area 1 (see Section 1.3.4). Under this 
alternative, no additional sampling, active remediation, or monitoring would be conducted. 
Natural recovery processes would occur. The primary mechanism for natural attenuation of 
PCBs in surface soil is anticipated to be the deposition of cleaner sediment during periodic 
flooding events, filtering of storm runoff from upland areas, and accumulation of vegetative 
debris. This deposition over time would effectively become a natural cap, which would reduce 
the bioavailability of PCBs in floodplain soil. A rate of deposition for such natural recovery 
processes is unknown. 

FPS-1 is a baseline against which other Area 1 floodplain soil alternatives are compared. The 
time to reach protective levels and compliance with PRGs could be lengthy in achieving overall 
protection of human health and the environment and compliance with ARARs. No cost is 
associated with this alternative. 

FPS-2: MNR, ICs and ECs 
Under FPS-2, no further remediation would be conducted beyond that performed as part of the 
floodplain soil sampling, and completed and ongoing source control and removal actions in and 
next to Area 1. Progress toward achieving PRGs would rely on natural recovery processes and 
the maintenance of existing ECs. ICs would also apply to restrict disturbance of the soil surface 
to allow these natural recovery processes to occur. Ongoing natural recovery would reduce 
PCB concentrations and risk from exposure over time. Additional soil core sampling over time 
and depositional studies would be performed with this alternative to quantify the rate of 
recovery, because the future rate of natural recovery is unknown at this time. This alternative 
would include implementation of an LTM program. Floodplain status inspections would be 
performed to inspect the previously installed ECs and monitor for erosion. The time to reach 
protective levels and compliance with PRGs could be lengthy in achieving overall protection of 
human health and the environment and compliance with ARARs. Cost is estimated at 
$1,300,000.   

FPS-3: Capping (RAL 20), ICs and ECs 
FPS-3 involves capping approximately 7 acres of floodplain soil with PCB concentrations 
greater than an RAL of 20 mg/kg in contiguous areas of one-quarter acre or larger in the former 
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Plainwell Impoundment, and implementation of ICs/ECs and LTM. The capping footprint would 
be confirmed during remedial design sampling. Soil sampling for PCBs in the floodplain would 
also be performed prior to or during remedial design in accordance with a USEPA-approved 
work plan. Six inches of borrow material and 6 inches of topsoil would be placed over the 
remediation area to provide a new ecological habitat zone. LTM would be required to verify cap 
performance over time, and periodic maintenance would be carried out as necessary to 
preserve or restore the integrity of the cap. ICs (land use restrictions) would be procured for the 
cap area to limit disturbance of the cap. This alternative would result in 98 to 100 percent of 
home ranges for ecological receptors being below the PRG of 11 mg/kg in the former Plainwell 
Impoundment study area. Time to complete following ROD issuance and remedial design is 
approximately 1 year at an estimated cost of $3,800,000.  

FPS-4A: Removal (RAL 20), ICs and ECs 
FPS-4A consists of excavating 11,300 cy (about 7 acres) of floodplain soil with PCB 
concentrations greater than an RAL of 20 mg/kg in contiguous areas of one-quarter acre or 
larger in the former Plainwell Impoundment, the placement of clean backfill/ topsoil in excavated 
areas to restore floodplain grade elevations, and the implementation of ICs/ECs and LTM. Soil 
sampling to confirm the remedial footprint would be performed prior to remedial design. Soil 
sampling for PCBs in the floodplain would also be performed prior to or during remedial design 
in accordance with a USEPA-approved work plan. A target standard depth of 12 inches 
representing 6 inches of ecological exposure zone plus a 6-inch buffer would be excavated. The 
excavated area would be covered with a geotextile fabric and backfilled with 6 inches of fill soil 
and a minimum 6-inch topsoil cover. LTM would be required to evaluate backfill erosion, 
vegetative cover and ECs over time. Periodic maintenance would be carried out as necessary to 
repair or maintain the integrity of these systems. ICs (land use restrictions) would be 
implemented. This alternative results in 98 to 100 percent of home ranges for ecological 
receptors being below the PRG of 11 mg/kg in the former Plainwell impoundment study area. 
The time to complete following ROD issuance and remedial design is approximately 1 year at 
an estimated cost of $6,800,000.  

FPS-4B: Removal (RAL 0.5), ICs and ECs 
FPS-4B includes excavation of 1,400,000 cy (about 850 acres) of floodplain soil containing 
PCBs at concentrations greater than 0.5 mg/kg, placement of backfill with topsoil, restoration, 
ECs for erosion, and ICs throughout Area 1. Soil sampling in Area 1 to identify areas of PCB 
contamination above the RAL to protect and define the remedial footprint would be performed 
as part of remedial design. The RAL for this alternative is below the 2.5 mg/kg residential 
exposure limit, so remedial design sampling and remediation will be protective of current and 
potential future residents in the floodplain. The excavation areas were based on the RAL 
analysis for soil exceeding 0.5 mg/kg (see Appendix G). For Soil Areas 1 through 4, excluding 
the Plainwell Dam and Plainwell Dam No. 2 areas, it was assumed that removal would be 
performed to a depth of 1 foot in a 200-foot-wide continuous band along the banks on each side 
of the river -- approximately 17 miles. Post-removal backfill consisting of up to 6 inches of 
borrow fill (700,000 cy), and 6 inches (700,000 cy) of topsoil would be placed over the 
excavation areas. This alternative would include implementation of an LTM program including 
inspections to evaluate conditions of the vegetative cover and ECs. 

 
Removal of floodplain soil to an RAL of 0.5 mg/kg would provide protection to human health and 
the environment from exposure to PCBs but would destroy vast areas of the habitat and wildlife 
it is intended to protect. This level of impact renders the alternative not effective in protecting 
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habitat and receptors because the habitat and wildlife may not fully recover. This alternative 
would not comply with all ARARs. For example, it would be difficult to obtain a waiver for 
wetland destruction of 850 acres. FPS-4B would not be effective in the short or long term 
because of the extensive destruction of habitat. Implementation would be difficult and would 
require extensive access roads and staging areas and access to numerous properties. Time to 
complete following ROD issuance and remedial design is greater than 10 years at an estimated 
cost of $486,000,000.  

COMPARATIVE ANALYSIS OF ALTERNATIVES 
Sediment alternatives S-3A and S-3B are the most favorable alternatives. S-3B (which includes 
capping of Crown Vantage side channel) has an advantage because of a slightly lower cost and 
greater ease of implementation compared to S3A (with excavation of Crown Vantage side 
channel). However, S-3B would require long term maintenance for materials capped in place. 
Both alternatives provide the highest overall cost/benefit, because they significantly reduce 
SWACs in Section 3 with minimal habitat destruction and achieve PRGs in a timeframe of 32 to 
118 years from ROD issuance for SMB and carp, respectively. These alternatives preserve 
habitat, meet the threshold criteria for protecting human health and environment, and meet 
ARARs within the shortest time. Table ES-3 lists each sediment remedial alternative, 
area/volume, time to reach fish tissue PRGs, and cost. 

Floodplain soil remedial alternative FPS-3 and FSP-4 are the most favorable of the floodplain 
soil alternatives, because they are the least invasive to habitat with the lowest short-term 
exposure risk during implementation (to workers and the public), and meet the threshold criteria 
(protecting human health and the environment and meeting ARARs) within the shortest time 
(one year).  It is recommended that a combination of removal and capping be evaluated during 
the remedial design based on distance from the river and PCB concentrations.  
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Table ES-3 
Summary of Sediment Remedial Alternatives 
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Effective Effective No 

reduction 
Readily 

implementable $2,700,000  

S-3A 0 / 
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timeframe 

Complies  Effective Effective Reduced 
volume 

Readily 
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$202,000,000 
to $337,000,000 
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Table ES-4 lists each floodplain soil remedial alternative, area/volume, time to complete 
remediation, and cost. 

 

Table E-4 
Brief Summary of Floodplain Soil Remedial Alternatives 
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1.0 INTRODUCTION 

Georgia-Pacific, LLC (Georgia-Pacific) is conducting a Supplemental Remedial 
Investigation/Feasibility Study (RI/FS) for Operable Unit 5 (OU-5) of the Allied Paper, 
Inc./Portage Creek/Kalamazoo River Superfund Site (Site or Superfund Site) in Kalamazoo and 
Allegan Counties of southw est Michigan (Figure 1-1). This w ork is being performed w ith 
oversight of the U.S. Environmental Protection Agency (USEPA) under the Comprehensive 
Environmental Response, Compensation, and Liability Act of 1980 (CERCLA) and an 
Administrative Settlement Agreement and Order on Consent (AOC) signed by Georgia-Pacific 
on February 21, 2007. 

OU-5 encompasses 80 miles of the Kalamazoo River from Morrow  Dam east of Kalamazoo to 
the river mouth at Lake Michigan, plus a stretch of Portage Creek in Kalamazoo. The other OUs 
are the Allied Paper, Inc. Landfill (OU-1), Willow  Boulevard/A-Site Landfill (OU-2), King Highw ay 
Landfill (OU-3), the 12th Street Landfill (OU-4), and the former Plainw ell Mill (OU-7). This 
Feasibility Study Report (FS) addresses Area 1 of OU-5, w hich is the 22-mile reach of the 
Kalamazoo River from Morrow  Dam to the former Plainw ell Dam, plus a 3-mile stretch of 
Portage Creek from Alcott Street to its confluence w ith the Kalamazoo River (Figure 1-2). 

The purpose of this Area 1 FS is to evaluate sediment and floodplain soil remedial alternatives 
and present information in a manner consistent w ith the National Oil and Hazardous 
Substances Pollution Contingency Plan (NCP; 40 Code of Federal Regulations [CFR] 
300.430(e)(6)) to select an Area-specific remedy (USEPA 2007a). This Area 1 FS Report w as 
prepared in accordance w ith USEPA’s Contaminated Sediment Remediation Guidance for 
Hazardous Waste Sites (USEPA 2005b) and the Guidance for Conducting Remedial 
Investigations and Feasibility Studies Under CERCLA (USEPA 1988a), and CERCLA 
Compliance w ith Other Law s Manual, Parts I and II (USEPA 1988b; USEPA 1989). 

The original draft FS (ARCADIS 2012d) w as submitted to USEPA w ith an updated version of 
the Alternatives Screening Technical Memorandum (ASTM) (ARCADIS 2012b) incorporated as 
an appendix. This version of the Area 1 FS has been revised to include a summary of pertinent 
information from the ASTM in the text body. Portions of the former ASTM referenced herein are 
reproduced in the appendix, but the entire ASTM w ill not be resubmitted and is no longer 
presented as a stand-alone attachment to this FS. 

1.1 PURPOSE AND REPORT ORGANIZATION 
This revised Area 1 FS has been prepared to support the selection of a remedy for Area 1 that 
is protective of human health and the environment. This Report includes the follow ing 
information: 

• Remedial Action Objectives (RAOs) in accordance w ith Section 300.430(e)(2)(i) of the 
NCP for impacted media that require a remedial action based on the findings and risk 
assessments presented in the Area 1 Supplemental Remedial Investigation (SRI) Report 
(ARCADIS 2012a) 

• Identification and screening of remedial technologies 

• Development of remedial alternatives for protection of human health and the 
environment 

• Evaluation of remedial alternatives using the nine CERCLA criteria (USEPA 1988a) 
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• Comparison of remedial alternatives 

This document is organized into the follow ing sections: 

• Section 1.0 – Introduction 
• Section 2.0 – RAOs/General Response Actions 
• Section 3.0 – Technology Identification/Screening and Alternatives Development 
• Section 4.0 – Sediment Remedial Alternatives Analysis 
• Section 5.0 – Floodplain Soil Remedial Alternatives Analysis 
• Section 6.0 – Residential Floodplain Analysis 
• Section 7.0 – Summary and Recommendations 
• Section 8.0 – References 

1.2 SITE HISTORY 
In 1990, the Site w as added to the National Priorities List due to the presence of polychlorinated 
biphenyls (PCBs) in the sediment, fish, and surface water of the Kalamazoo River. Georgia-
Pacific has, since 1991, entered into a series of agreements w ith the USEPA and the State of 
Michigan to carry out investigations under Superfund to identify sources of PCBs to the river; 
assess the nature and extent of PCB concentrations in relevant media, and complete cleanup 
w ork in and along the river. 

The Kalamazoo Mill, w hich Georgia-Pacific purchased in 1967, w as one of a group of mills in 
the Kalamazoo area that recycled various types of paper stock starting in the 1950s. Materials 
that w ere recycled included carbonless paper, w hich from at least 1954 until 1971 contained 
PCBs as an ink transfer agent. PCBs w ere released into the mills’ w aste streams, and 
eventually into the Kalamazoo River, through the recycling process. Non-paper sources of 
PCBs have also been identified throughout the w atershed. 

1.2.1 Responsible Parties 
On February 21, 2007, Georgia-Pacific and Millennium Holdings, LLC (Millennium) jointly 
entered into an AOC w ith USEPA (CERCLA Docket No. V-W-07-C-864). The 2007 AOC 
describes a series of supplemental remedial investigations and feasibility studies (SRIs/FSs) to 
be carried out at the Superfund Site and is know n as the SRI/FS AOC. 

Follow ing the Millennium bankruptcy in January 2009, Georgia-Pacific is the sole company 
performing investigation and cleanup w ork in OU-5. Georgia-Pacific has completed remedial 
w ork at the Willow  Boulevard/A-Site (OU-2) and the King Highw ay Landfill (OU-3). Another 
responsible party, Weyerhaeuser Company, is engaged in cleanup w ork at the 12th Street 
Landfill (OU-4) and the former Plainw ell Mill (OU-7). 

Georgia-Pacific implemtented tw o Time Critical Removal Actions (TCRAs) in the dow nstream 
portion of Area 1 betw eeen 2007 and 2010. The first action w as performed from 2007 to 2009 to 
remove a portion of the former Plainw ell Dam and contaminated floodplain soil and sediment in 
the former Plainw ell Impoundment. The second action w as performed in 2009 and 2010 to 
remove contaminated floodplain soil and sediment in the Plainw ell No. 2 Dam area. A USEPA-
led TCRA to remove paper residuals from the former Bryant Mill Pond located on Portage Creek 
w as performed betw een 1998 and 1999. A second USEPA-led TCRA is currently being 
implemented in the city of Kalamazoo along the stretch of Portage Creek in Area 1 betw een 
Reed Street and the confluence w ith the Kalamazoo River (USEPA 2011). In addition, cleanup 
w ork at the other OUs and former mill sites has occasionally extended into OU-5, including 
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removal and/or backfilling to address the presence of PCBs or papermaking residuals in 
shoreline areas and in near-shore sediment and floodplain soil. Summaries of the TCRA actions 
and adjacent cleanup activities affecting OU-5 are described in more detail in Section 1.4. 

1.2.2 OU-5 Areas 
Attachment A of the SRI/FS AOC defines a breakdow n of OU-5 into seven Areas (Figure 1-1) 
and includes a Statement of Work (SOW) that sets forth the requirements for conducting the 
Site SRIs/FSs. The SRI/FS process and SOW activities are being performed in each area 
individually. The seven areas are: 

• Area 1: Morrow  Dam to Plainw ell Dam, w hich includes a stretch of Portage Creek from 
Alcott Street to its confluence w ith the Kalamazoo River (Figure 1-2) 

• Area 2: Plainw ell Dam to Otsego City Dam 

• Area 3: Otsego City Dam to Otsego Dam 

• Area 4: Otsego Dam to Trow bridge Dam 

• Area 5: Trow bridge Dam to the Allegan City Dam 

• Area 6: Allegan City Dam to Lake Allegan Dam (also know n as the Calkins Bridge Dam) 

• Area 7: Lake Allegan Dam to Lake Michigan 

1.2.3 Site Setting 
OU-5 extends from Morrow  Dam dow nstream to the mouth of the Kalamazoo River at Lake 
Michigan, spanning approximately 80 miles of river, and traversing urban, rural, forested, 
agricultural, and marshland areas. Flow  conditions throughout the Site vary intermittently 
betw een free-flowing and impounded reaches. Topography next to the river varies as w ell, 
ranging from an incised valley w ith narrow  floodplains in the upper reaches of the Site to flatter 
topography w ith adjacent marshes dow nstream of Lake Allegan, w hich is the largest and most 
dow nstream impoundment on the Kalamazoo River. 

Area 1 is the most upstream segment of the Site, w hich flows through the communities of 
Comstock, Kalamazoo, Parchment, and Plainw ell. Area 1 includes 22 miles of the Kalamazoo 
River from Morrow  Dam to the former Plainw ell Dam and 2 miles of Portage Creek from Alcott 
Street dow nstream to the confluence w ith the Kalamazoo River (Figure 1-2). Several former 
paper mills and disposal areas associated w ith the Site are located along this reach of the river 
and Portage Creek. 

Area 1 has been divided into eight river sections* for the purpose of describing the variations in 
the physical and chemical characteristics of the sediment w ithin this 22-mile stretch of the river. 
These Area 1 segments are defined by landmarks and river mile (RM) measurements from the 
mouth of the Kalamazoo River at Lake Michigan, as listed below  and show n on Figure 1-3: 

• Section 1:  Morrow  Dam (RM76.50) to King Highw ay (RM73.10) 
• Section 2:  King Highw ay (RM73.10) to Portage Creek (RM71.65) 
• Section 3:  Portage Creek (RM71.65) to Mosel Avenue (RM70.00) 
• Section 4:  Mosel Avenue (RM70.00) to D Avenue (RM65.10) 
• Section 5:  D Avenue (RM65.10) to Railroad Bridge (RM59.40) 
• Section 6:  Railroad Bridge (RM59.40) to Plainw ell No. 2 Dam (RM58.20) 
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• Section 7:  Plainw ell No. 2 Dam (RM58.20) to Main Street, Plainw ell (RM56.65) 
• Section 8:  Main Street, Plainw ell (RM56.65) to former Plainw ell Dam (RM54.75) 
• Mill Race:  Plainw ell No.2 Dam (RM58.20) to confluence near Main Street (RM56.60) 

*Please note that in this Report, main sections of the text are referenced with a decimal 
designation (e.g., Section 1.0, Section 2.0, etc.) to distinguish them from the Area 1 river 
sections as designated above. 

 
To date, remediation w ork along the Kalamazoo River and the adjacent OUs has included 
multiple PCB source control activities in Area 1 (summarized in Section 1.3.4). Most of Area 1 is 
a free-flowing river w ith bed slopes of about 2 to 6 feet per mile, w hich result in relatively rapid 
flow  velocity. Free-flowing conditions are present w ith the exception of low  head former 
diversion structures (Plainw ell No. 2 Dam) upstream of the tow n of Plainw ell. The urban 
Kalamazoo region betw een RM72.4 and RM68.4 (i.e., starting in Section 2 and continuing into 
Section 4) is a low er gradient section w ith a bed slope of approximately 2 feet per mile. This part 
of the river in Area 1 historically accumulated thicker deposits of sediment in some areas. 

Land use along the river and creek in Area 1 varies, w ith industrial, commercial, municipal, 
recreational, and residential areas near the population centers of Comstock, Kalamazoo, 
Parchment, and Plainw ell. Betw een the population centers, land use is dominated by large 
areas of State-ow ned forested land and privately ow ned forested and agricultural properties. 
These are interspersed w ith residential and recreational parcels. 

The river bottom is predominantly sand and gravel w ith some fine-grained sediment. Fine-
grained sediment occurs in areas along the channel margins and in side channels. 

The average depth of w ater in the eight sections of the Kalamazoo River established during the 
SRI w ork ranges from 2.4 to 6.2 feet, and from 0.8 foot to 1.5 feet in the four sections of Portage 
Creek. The greatest w ater depths occur in the segment from RM71.65 to RM70 (Portage Creek 
Confluence to Mosel Avenue in Section 3) and the shallow est depths occur betw een RM76.50 
and RM73.1 (Morrow  Dam to King Highw ay in Section 1). 

In the urban region and in the nearly 2-mile reach of Portage Creek in Area 1, shorelines have 
been extensively altered as a result of industrial and municipal construction. Consequently, a 
variety of bank types can be found in the river and Portage Creek, from natural, vegetated 
banks to hard concrete apron shorelines. 

There are 26 bridge crossings over 22 miles of the river betw een Morrow  Dam and the former 
Plainw ell dam (including the mill race and side channels). Outside the developed stretches, the 
riverbanks and adjacent lands are in a largely natural condition w ith extensive vegetation. 

Historically, sediment accumulation occurred w ithin the former Plainw ell Impoundment and to a 
lesser extent in the Plainw ell No. 2 Dam Area due to the historical presence of dams. Opening 
and partially removing the former Plainw ell Dam resulted in temporarily unstable riverbanks that 
served, to varying degrees, as ongoing sources of PCBs to the river. As part of the tw o TCRA 
projects completed in these locations, the riverbanks w ere cut back, reconstructed and restored 
w ith natural habitat. Rock armoring w as also added in much of the TCRA areas. Targeted 
deposits of floodplain soil, exposed former sediment, and in-channel sediment w ere excavated 
and disposed offsite. These TCRA events are summarized in Section 1.3.4. These removal 
actions controlled erosion of exposed former sediment and removed targeted floodplain soil w ith 
high PCB concentrations. In both locations, the riverbanks and revegetated areas are monitored 
and maintained to support  the established clean buffer zones and desired habitat. Monitoring 
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activities and results are documented in annual monitoring reports submitted to USEPA. A final 
inspection of the former Plainw ell Impoundement TCRA area w as performed on June 12, 2013. 
The final inspection of the Plainw ell No. 2 Dam Area TCRA site is expected to be completed in 
the first half of 2014. 

The shoreline of the portion of Portage Creek included in Area 1 – the stretch from Alcott Street 
just dow nstream of the Allied Paper, Inc. Operable Unit (OU-1 of the Site) to the confluence w ith 
the river – has been extensively altered. The first half mile of the creek dow nstream of Alcott 
Street to East Stockbridge Avenue has a very steep gradient, w ith slopes of 35 feet per mile in 
the first 0.16-mile stretch, and 18 feet per mile over the next 0.34 mile. The average sediment 
thickness in these reaches is 0.4 foot and 0.8 foot, and the w ater depth is betw een 0.8 and 0.9 
foot. Dow nstream of East Stockbridge Avenue, the slope decreases and sediment thicknesses 
increase. The stretch dow nstream of East Stockbridge Avenue is the focus of an ongoing 
USEPA-led TCRA to address areas of higher PCB concentrations in creek bed sediment. This 
removal action also includes removal of floodplain soil from an area w ith elevated PCB 
concentrations along Portage Creek. Some sediment that exceeded the PCB remedial action 
level (RAL) concentrations of 10 milligrams per kilogram (mg/kg) w ere left in place because they 
w ere difficult to access or represented relatively small deposits (see Section 1.3.4.3). 

1.2.4 Area 1 SRI/FS Progress 
The follow ing reports document activities completed in Area 1 in accordance w ith the SOW. 
These reports support the development and evaluation of remedial alternatives for sediment 
and floodplain soil in this FS. 

• Area 1 Supplemental Remedial Investigation/Feasibility Study Work Plan (Area 1 SRI/FS 
Work Plan; ARCADIS BBL 2007a) – The Area 1 SRI/FS Work Plan (Task 1.3 of the 
SOW) outlines activities designed to develop an “SRI that fully determines the nature 
and extent of the release or threatened release of hazardous substances, pollutants, or 
contaminants” and an “FS that identifies and evaluates alternatives for remedial action to 
protect human health and the environment.” The efforts described in the USEPA-
approved Area 1 SRI/FS Work Plan have either been completed, or determined to be 
unnecessary based on existing information and the results of early phases of the 
supplemental w ork. 

• Multi-Area FS Documents – To guide the Area 1 FS and provide consistency and 
efficiency across the seven Areas of OU-5, four Multi-Area FS Planning Documents 
(ARCADIS 2010a, 2010b, 2010c, 2010d) w ere prepared as the first step in developing 
the FS Reports. As stated in Task 1.2.2 of the SOW, these USEPA-approved Multi-Area 
FS Planning Documents are intended to “set forth general approaches and concepts 
w ith the intent of streamlining preparation of w ork plans and minimizing review  times for 
future deliverables” (USEPA 2007a). 

• Area 1 SRI Report (ARCADIS 2012a) – The Area 1 SRI Report documents the nature 
and extent of PCBs and the assessment of risks to human health and the environment in 
Area 1 in accordance w ith Task 3 of the SOW. In addition, the Area 1 SRI Report 
provides Area 1 background information, summarizes investigation data, describes Area 
1 characteristics, and describes fate and transport processes. The Area 1 SRI Report 
w as conditionally approved by USEPA on June 28, 2012 and w as finalized on August 
21, 2012. Area 1 ASTM (ARCADIS 2012b) – The Area 1 ASTM summarized the w ork 
already completed in Area 1 (RI and source control activities); preliminary RAOs and 
Preliminary Remedial Goals (PRGs) based on the baseline human health and ecological 
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risk assessments in the Area 1 SRI Report; documented the remedial alternatives 
development and screening process; and presented the resulting array of alternatives to 
be evaluated in the Area 1 FS Report. The Area 1 ASTM w as submitted to USEPA on 
April 22, 2012, after a series of planning meetings and discussions among Georgia-
Pacific, USEPA, and the MDEQ. USEPA and MDEQ provided comments on the Area 1 
ASTM on August 1 and 10, 2012, respectively. Georgia-Pacific prepared responses to 
the USEPA comments and submitted the responses for review  on August 22, 2012. 
Preliminary responses w ere submitted to MDEQ on September 6, 2012, and discussed 
via conference call on September 12, 2012. The Area 1 ASTM w as revised based on 
Agency comments and submitted as an appendix to the Draft Area 1 FS in October 
2012. 

• Draft Area 1 FS (ARCADIS 2012c) – A Draft Area 1 FS presented a summary of site 
conditions and an evaluation of remedial alternatives for Area 1 sediment and floodplain 
soil. USEPA and MDEQ comments on the Draft Area 1 FS w ere provided on February 5, 
2013, and February 15, 2013, respectively. Planning meetings w ith the agencies and 
agency representatives to review  Agency comments and discuss approaches to revising 
the FS w ere held on February 20, 2013; April 3, 2012; and May 9–10, 2013. Work Group 
meetings w ith representatives for USEPA, MDEQ, and Georgia-Pacific also occurred 
w eekly from April to early June 2013 to assess data applicability and to finalize 
calculation methods for determining PCB surface-area w eighted average concentrations 
(SWACs) and fish-tissue concentration trends. 

1.3 AREA 1 SRI SUMMARY 
This section of the Report summarizes the physical characteristics of Area 1; PCB 
concentrations in sediment, floodplain soil, and fish tissue; human health and ecological risk 
assessments; and prior remedial actions performed in Area 1. The historical data collection 
activities are summarized in Table 1-1. 

Fish tissue sampling locations/reaches are identified by a series of aquatic biota sampling area 
(ABSA) designations along the Kalamazoo River. The ABSAs applicable to Area 1 referenced by 
landmark are listed below  and show n on Figure 1-3: 

• ABSA-01:  Kalamazoo River reference area upstream of Battle Creek  
(includes Ceresco Reservoir) 

• ABSA-02:  Morrow  Lake reference area from the city of Battle Creek to Morrow  Dam 
(immediately upstream of the Site) 

• ABSA-03:  Morrow  Dam to Mosel Avenue 

• ABSA-04:  Mosel Avenue to Highw ay 131 Bridge 

• ABSA-05:  Highw ay 131 Bridge to former Plainw ell Dam 

1.3.1 Nature and Extent of Contamination 

1.3.1.1 Sediment 
Historical Sampling Events 
Sediment data for Area 1 have been collected under various sampling programs since the 
original RI w ork in 1993/1994. During the RI, Area 1 w as characterized and the available data 
w ere used to develop an understanding of spatial and historical PCB trends in sediment. These 
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data w ere supplemented in 2000 by additional sediment sampling using the same field sampling 
and quality assurance/quality control protocols as used under the 1993/94 RI w ork plans. 

Bank soil and sediment sampling w as carried out in the former Plainw ell Impoundment in 2003 
and 2005–2006, respectively, to support the TCRA design efforts. A summary of the TCRA 
efforts performed in Area 1 is provided in Section 1.3.4. From 2007 through 2009, field 
investigations w ere performed in Area 1 to satisfy the requirements of the SRI/FS AOC and add 
to the more than 4,100 PCB data points for Area 1 sediment and soil collected in 1993/1994 and 
2000. The primary intent of the post 2000 SRI w ork w as to address localized data gaps. 

PCB concentrations in sediment are reported as total Aroclors (total PCBs). 

Sediment Sampling Summary 
1993/94 and 2000 RI Sampling:  Investigations of the Site began in 1993, and several entities – 
including the potentially responsible parties (PRPs) that have participated in the CERCLA 
process, USEPA, and the State of Michigan – have collected an extensive body of data for a 
variety of environmental media. More than 15,000 site-w ide (Areas 1 through 7) samples w ere 
collected and analyzed before the start of the SRI w ork and the design of the TCRAs in the 
former Plainw ell Impoundment and Plainw ell No. 2 Dam Area. The samples w ere analyzed for 
various constituents including PCBs, metals, polycyclic aromatic hydrocarbons (PAHs), and 
pesticides. Analysis of non-PCB constituents is discussed in Section 3.0. 

SRI Transect Sampling:  As part of the Phase I SRI, 128 locations along 16 transects were 
probed betw een Morrow  Dam and Main Street, Plainw ell. From these transects, 183 sediment 
samples from 44 sediment cores w ere analyzed for PCBs. PCB concentrations ranged from 
nondetect (ND) to 210 mg/kg w ith surface (0-6 inch depth interval) sediment PCB SWACs  for 
the various Area 1 sections ranging from 0.11 to 2.19 mg/kg. SWAC calculation methodology 
and results are discussed below . Approximately 81% (148 of 183) of the SRI sediment samples 
collected w ere less than 1.0 mg/kg, w hile approximately 3% (5 of 183) exceeded 50 mg/kg. 

Resampling at 1993/94 and 2000 Transect Locations:  In October 2007, additional surface 
sediment samples w ere collected from transect locations that w ere sampled during the 
1993/1994 RI and the 2000 supplemental efforts. During this sampling event, 52 surface 
sediment samples collected betw een Morrow  Dam and Main Street, Plainw ell w ere analyzed for 
PCBs. PCB concentrations ranged from ND to 13 mg/kg. Approximately 81% (42 of 52) of 
sediment samples collected had PCB concentrations less than 1.0 mg/kg. 

Sampling at Plainwell No. 2 Dam:  From this study area, 202 sediment samples from 47 
sediment core locations w ere analyzed for PCBs. PCB concentrations ranged from ND to 42 
mg/kg. Approximately 88% (177 of 202) of sediment samples collected had PCB concentrations 
less than 1.0 mg/kg, w hile approximately 1.0% (2 of 202) exceeded 10 mg/kg. 

Side Channel Sampling:  An Area 1 side channel survey w as performed to identify and evaluate 
potential sediment/PCB depositional areas. A total of 34 sediment samples from ten sediment 
core locations from selected side channel and oxbow  areas w ere analyzed for PCBs. PCB 
concentrations ranged from ND to 6.1 mg/kg. Approximately 71% (24 of 34) of sediment 
samples collected had PCB concentrations less than 1.0 mg/kg. 

Sampling between Crown Vantage Landfill and Plainwell No 2 Dam:  This stretch of the river w as 
resampled to evaluate areas w here PCBs w ere observed in focused samples collected in 2000 
and to characterize the size and orientation of potential sediment deposits in these areas. 
Focused sampling at a sediment location in an embayment on the east side of the river at RM64 
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(identified as sample area FF-35) w as the only location of the five revisited in July 2009 w here 
additional step-out sampling w as conducted. From this focused step-out sampling, 48 sediment 
samples from 11 core locations w ere analyzed for PCBs. PCB concentrations ranged from ND to 
21 mg/kg. PCB concentrations in approximately 44% (21 of 48) of sediment samples collected in 
these areas w ere less than 1.0 mg/kg, w hile approximately 6.3% (3 of 48) exceeded 10 mg/kg. 

Hot Spot Assessment Areas:  Forty-two sediment cores w ere collected from the six hot spot 
assessment areas (i.e., locations w here transect samples indicated PCB concentrations of 50 
mg/kg or greater), resulting in 234 sediment samples for analysis of PCB, total organic carbon 
(TOC), solids, and grain size. Hot spot areas are discussed further in Section 4.0. PCB 
concentrations at sediment locations sampled as part of the hot spot assessment ranged from 
ND to 310 mg/kg. Approximately 51% (120 of 234) of sediment samples had PCB 
concentrations less than 1.0 mg/kg, w ith approximately 16% (38 of 234) exceeding 50 mg/kg. 

Distribution of PCBs in Sediment 
Most PCBs currently in sediment are associated w ith low er energy depositional areas of the 
river as described in the USEPA-approved Area 1 SRI Report (ARCADIS 2012a). Most of the 
river channel in Area 1 is in a condition of dynamic equilibrium (except for the former Plainw ell 
Impoundment follow ing the TCRA implemented from 2007 to 2009). Dynamic equilibrium 
defines a condition w here sediment settle out of the w ater column during receding flow s, but are 
susceptible to movement during increasing flow s. The river in the former Plainw ell Impoundment 
is non-depositional due to removal of the Plainw ell Dam. Figures 1-4a through 1-4f depict the 
sediment PCB data in Area 1 categorized by depth, show ing the highest PCB concentration 
detected in each of four depth intervals:  0 to 6 inches, 6 to 12 inches, 12 to 24 inches, and 
greater than 24 inches. 

PCBs in Area 1 are broadly distributed in mostly pockets of fine-grained material over the 22-
mile reach. PCB concentrations greater than 50 mg/kg in the river w ere identified as hot spot 
areas during SRI sampling events. The areas of these hot spots range from approximately 
0.025 acre to 1.4 acres. 

Concentrated deposits of PCBs are present in low er Portage Creek, sediment PCB hot spots 
near the city of Kalamazoo, and sediment in a side channel next to the Crow n Vantage landfill 
area. The USEPA-led removal action in Portage Creek is remediating PCB deposits found 
there. Portage Creek currently represents an upstream source of PCBs to the river. Areas w ith 
PCB concentrations greater than 10 mg/kg are targeted for removal. USEPA estimates the post-
removal PCB SWAC for Portage Creek w ill be approximately 1.8 mg/kg for sediment and soil, 
compared to the current pre-removal SWAC estimate of 6.1 mg/kg (USEPA 2012). 

SWAC Methodology 
A SWAC is a method of spatially calculating the mean (average) concentration of a constituent 
in sediment. Samples are collected throughout the area of concern, representative subareas are 
generated for each sample location, and a subarea-w eighted average concentration is 
calculated to produce the SWAC. The subareas may be generated using several different 
methods such as grids or stream tubes. Stream tubes are longitudinal slices (“tubes”) of the 
river channel that capture the general hydrodynamic flow  pattern of the river. Multiple parallel 
“tubes” provide bank-to-bank coverage of the river. The sides of the stream tube curve to match 
the centerline of the river w hen the river curves. The ends of the tubes are perpendicular to the 
river flow  and are determined by the location of the sampling points, typically at the midpoint 
betw een adjacent sampling points (Figures 1-5a and 1-5b). Sediment transport along a river is 
generally parallel to the flow  direction and sediment variability is generally much greater 
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perpendicular to the flow  of the river. A Work Group consisting of USEPA, MDEQ, and Georgia-
Pacific representatives met w eekly from April to early June 2013 to select appropriate SWAC 
calculation methods and data applicability. The results presented herein reflect the Work 
Group’s agreed-upon methods and data application. 

SWACs, as calculated herein, are used as a tool to identify river sections that w ould be carried 
forw ard in the development of remedial alternatives in Section 3.0. Additional sampling w ould be 
performed for active remedial alternatives during remedial design to better define the remedial 
area prior to remedial action. 

A Geographic Information System (GIS) can be used to facilitate the generation of stream tubes 
because of GIS’s ability to represent spatial data and provide an interactive user interface. 
Stream tubes can be generated automatically based on the centerline of the river and using the 
riverbanks as boundaries. These stream tubes can then be interactively refined based on 
existing sediment sample locations, additional know ledge of the river’s flow  characteristics, and 
other pertinent information. A step-by-step description of the methodology used in GIS to 
process data, define stream tubes, and calculate SWACs for each section of Area 1 is 
described in Appendix A. Also included in Appendix A is a data disc w ith the GIS source files 
and backup documentation. A SWAC w as calculated for Sections 1 through 8 of Area 1, the 
Plainw ell Mill Race, and the Crow n Vantage side channel (show n in Figure 1-2). A SWAC w as 
estimated for three depth intervals: Interval 1 (0 inch–6 inches), Interval 2 (6–12 inches), and 
Interval 3 (12–24 inches). 

Confidence Interval Calculations 
A 90 percent confidence interval (corresponding to symmetrical low er 5 percent confidence limit 
and upper 95 percent confidence limit) w as calculated on the Total PCB concentrations in 
sediment used for the SWAC for each Interval and section in Area 1. The data w ere checked for 
normality by interval. Confidence limits could not be calculated using a normal distribution 
primarily due to the large number of NDs. The nonparametric Chebyshev bounds w ere 
calculated to approximate w hat the limits w ould be if the underlying distribution of the data could 
be mathematically described. Follow ing methodology described in USEPA’s ProUCL package, 
the Chebyshev low er 5 percent and upper 95 percent confidence interval bounds w ere 
calculated in R (R Development Core Team, 2009) for the SWACs using area w eighted 
concentrations and variances in each section for the three depth intervals individually. These 
Chebyshev bounds calculate the minimum and maximum value that the confidence limits could 
be, regardless of the underlying distribution of the data. Thus, these bounds are overly 
conservative. 

SWAC and Confidence Interval Results 
Figures 1-5a and 1-5b are provided as an example to show  sediment stream tubes in Interval 1 
used to calculate SWAC values in Section 1. Plots of the stream tubes for all sections of Area 1 
for each depth interval are presented in Appendix A. The SWACs for each section of Area 1 are 
listed in Table 1-2. The SWAC values indicate that river Section 3 should be the focus of 
additional statistical and geomorphologic evaluation to identify appropriate remedial alternatives. 
The Section 3 SWAC is relatively high compared to surrounding sections. The SWACs for 
Sections 2 and 4 are relatively low  with SWAC concentrations less than 1 mg/kg in each 
interval; how ever, their upper confidence bounds (95%) are relatively higher and hot spots have 
been previously identified in these tw o sections Therefore, remedial alternatives for sediment 
hot spot areas in river Sections 2 and 4 are developed in Section 3.0 of this report. Evaluation of 
the remedial areas w ill not necessarily be truncated by the current section boundaries. For 
example, the remedial design sampling area w ould span from RM69.3 to RM72.3 (generally 
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from hot spot KPT 19 to S-IM1), w hich includes all of Section 3 and portions of Sections 2 
and 4. Additional hot spots are not expected outside this zone due to the low  PCB 
concentrations observed in the remainder of Sections 2 and 4. The specific locations for 
remedial design sampling w ill be provided in a remedial design w ork plan as approved by 
USEPA. The SWACs for all other sections and intervals w ere less than 1 mg/kg w ith the 
exception of Section 8. The SWAC for Section 8 still includes some sediment concentrations 
measured prior to the Plainw ell Dam removal action, and is not representative of present-day 
PCB concentrations in that section. Current PCB concentrations are likely much low er follow ing 
the TCRA. Additional sampling for Section 8 w ill be performed as part of Area 1 remedial design 
to confirm current conditions in that part of the river. A separate SWAC w as calculated for the 
Crow n Vantage side channel (see Figure 1-2). SWAC values calculated for this area are 8.2, 
21.2, and 21.0 mg/kg for the three depth intervals 0-6 inches, 6-12 inches, and 12-24 inches, 
respectively. Sediment remedial alternatives w ill be assembled to include the Crow n Vantage 
channel based on these PCB SWACs.  

USEPA completed the TCRA activities in Portage Creek in the fall of 2013. The post-TCRA 
sediment SWAC in Portage Creek is estimated to be 1.8 mg/kg, and no additional remedial 
action is considered necessary by the USEPA for this area. Portage Creek is part of OU-5 and 
w ill be included in the Area 1 inspections and long-term monitoring (LTM) program to assess 
restored bank conditions and document ongoing natural recovery. 

1.3.1.2 Floodplain Soil 
Historical Sampling Events 
Floodplain soil samples w ere collected in Area 1 during several investigation programs, 
beginning w ith the RI in 1993 and continuing through the SRI in 2010. The purpose of the 
floodplain soil investigation w as to evaluate PCB deposition in formerly impounded areas, 
assess whether past flooding events transported PCBs to the floodplain, and characterize the 
nature and extent of PCB-impacted floodplain soil. 

The initial floodplain investigation involved five Kalamazoo River floodplain sampling transects 
established betw een the confluence of Portage Creek and the city of Allegan. In addition to the 
five initial transects, six transects w ere sampled to characterize the nature and extent of PCB 
distribution w ithin the boundaries of the former Plainw ell Impoundment. PCB concentrations for 
soil in the floodplain are reported as total Aroclors (total PCBs). 

Investigations since 1993 (including the SRI) w ere performed to address data gaps and refine 
the understanding of the nature and extent of PCB contamination. One of the objectives of the 
SRI w as to “characterize PCB concentrations in sediment, riverbanks, and floodplain soil near 
the Plainw ell No. 2 Dam and Plainw ell” (ARCADIS BBL 2007a). As part of the SRI, floodplain 
soil data w ere collected from floodplain areas w ithin Area 1, including top-of-bank soil cores 
from Section 7, floodplain and adjacent soil sampling at the Crow n Vantage landfill in Section 4, 
and the historically inundated area upstream of the Plainw ell No. 2 Dam Area in Section 6. Most 
of the floodplain soil samples w ere collected near the Plainw ell No. 2 Dams. Because several 
sampling locations w ere excavated as part of the tw o TCRAs completed in this area, the PCB 
data associated w ith those now  removed locations are no longer representative of current 
conditions. 

Distribution of PCBs in Floodplain Soil 
The floodplain soil data have been grouped into four geographic subareas of Area 1. Each 
Area 1 floodplain Soil Area w as identified as falling upstream, w ithin, or betw een the tw o dam 
areas. 
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• Soil Area 1 is the reach from Morrow  Dam to the railroad bridge at the upstream end of 
the Plainw ell No. 2 Dam Area. Data include floodplain transect data, focused soil data 
w ithin this reach, and the Crow n Vantage soil data. 

• Soil Area 2 is the Plainw ell No. 2 Dam Area. Data include floodplain soil samples, bank 
samples, and soil samples that fall w ithin this reach. 

• Soil Area 3 is the area betw een the Plainw ell No. 2 Dam and Main Street, Plainw ell. Data 
include top-of-bank samples from along the river and the mill race. 

• Soil Area 4 is the reach from Main Street, Plainw ell to the former Plainw ell Dam. Data 
include top-of-bank and floodplain soil samples. 

The different characteristics of the four Area 1 soil areas influenced PCB concentrations in the 
floodplains. These divisions w ere established based on the premise that the dams had an 
important influence on depositional conditions. Where the river flow  slowed through the 
impoundment behind the former Plainw ell Dam and in the frequently-inundated area around the 
tw o flow control structures of Plainw ell No. 2 Dam area, PCB-containing sediment tended to 
settle out of the w ater column. The resulting PCB concentrations in floodplain soil (including 
exposed former sediment in the former Plainw ell Impoundment) in Soil Areas 2 and 4 are higher 
as compared to those in the natural floodplains surrounding the free-flow ing sections of the 
river. Mean floodplain soil PCB concentrations in the Area 1 floodplain soil areas are 
summarized in Table 1-3. Summary statistics are reported herein, how ever, it is acknow ledged 
that there is variability and uncertainty as is observed w ith most analytical soil results. 

PCB concentrations across sample depths of the floodplain are low er in Soil Area 1 than in the 
remaining Soil Areas. In Soil Area 1 w ith natural floodplains and no dams, the maximum 
(5.9 mg/kg), mean (0.46 mg/kg), and median (0.050 mg/kg) PCB concentrations are low er than 
in any other soil area. 

Surface soil PCB concentrations are low est in Soil Areas 1 and 3, w hich are those not directly 
influenced by dams. Maximum surface PCB concentrations in Soil Areas 1 and 3 are 5.8 mg/kg 
and 8.4 mg/kg, respectively, as compared to maximum surface soil values of 15 mg/kg in Soil 
Area 2 and 49 mg/kg in Soil Area 4. Mean surface PCB concentrations follow  a similar pattern, 
w here the mean surface PCB concentrations in Soil Areas 1 and 3 (0.76 and 1.6 mg/kg, 
respectively )are low er than those found in Soil Areas 2 and 4 (2.1 and 8.5 mg/kg, respectively). 

The subsurface maximum soil PCB concentrations ranged from 5.9 mg/kg in Soil Area 1 to 
79 mg/kg in Soil Area 4. Mean soil PCB concentrations w ithin the four Soil Areas range from 
0.46 mg/kg (Soil Area 1) to 3.4 mg/kg (Soil Area 4). Higher PCB concentrations and frequency 
of detections occur dow nstream of the Plainw ell No. 2 Dam Area in the top-of-bank samples 
(Soil Area 3) and in the former Plainw ell Impoundment (Soil Area 4). Mean PCB concentrations 
in Soil Areas 1 and 2 for subsurface samples are 0.30 and 0.48. mg/kg, respectively, w hile for 
dow nstream Soil Areas 3 and 4, the mean subsurface concentrations are 2.0 and 1.9 mg/kg, 
respectively. 

In the Plainw ell No. 2 Dam Area (Soil Area 2), most of the elevated PCBs are found w ithin the 
top 0.5 foot. In the Plainw ell No. 2 Dam Area, the average thickness of PCB-containing soil is 
approximately 1.4 feet. In the former Plainw ell Impoundment (Soil Area 4), PCB-containing soil 
is found at greater depths (approximately 1 foot to 3 feet). The average thickness of the PCB-
containing layer in soil core samples in the former Plainw ell Impoundment is approximately 
3.4 feet (subject to uncertainty associated w ith depth of core penetration and recovery). 
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Exposed former sediment in the floodplains of the former Plainw ell Impoundment and the 
Plainw ell No. 2 Dam Area w ere the primary focus of the TCRAs completed in each area. The 
pre-TCRA soil PCB SWAC in the former Plainw ell Impoundment and the Plainw ell No. 2 Dam 
Area w ere 17 mg/kg and 3.2 mg/kg, respectively. Data representative of post-TCRA soil PCB 
levels indicate the current floodplain soil SWAC in the former Plainw ell Impoundment is 
6.6 mg/kg. In the Plainw ell No. 2 Dam Area, the current post-removal SWAC is 2.4 mg/kg (see 
Section 6.3.4 of the Area 1 SRI Report [ARCADIS 2012a]). 

The restored riverbanks and the clean soil placed over removal areas serve as a buffer in many 
locations betw een the river and the PCBs remaining in the exposed former sediment (i.e., 
materials that w ere underw ater when the dam w as fully operational but are now  located in the 
floodplain). In both locations, the riverbanks and revegetated areas are monitored and 
maintained to provide erosion control. 

Floodplain soil data show  that flooding of the Kalamazoo River has not resulted in appreciable 
accumulation of PCBs in the natural floodplains (i.e., areas not influenced or inundated by the 
historical operations of dams) (ARCADIS 2012a). Targeted sampling performed in low -lying 
areas show ed the average PCB concentration in the natural floodplain soil in Area 1 upstream 
of the railroad bridge on the upstream edge of the Plainw ell No. 2 Dam Area is less than 
1 mg/kg across sample depths and w ithin the surface soil (0 to 6 inches). Additional details are 
provided in Section 6.3 of the USEPA-approved Area 1 SRI Report (ARCADIS 2012a). 

Portage Creek floodplain soil w ith elevated PCB levels w as addressed as part of a TCRA 
implemented by USEPA. The estimated SWAC PCB concentration (top 6 inches) w ithin the 
USEPA-delineated floodplain area targeted for removal is 24.1 mg/kg (polygon SA7, USEPA 
2012). USEPA developed an RAL for soil w ith PCB concentrations of 10 mg/kg or greater, and 
established a post-removal cleanup goal of 5 mg/kg for soil to be confirmed by post-excavation 
sampling (USEPA 2011). 

1.3.1.3 Fish Tissue Trends 
Fish Trending Methodology 
A Work Group consisting of USEPA, MDEQ, and Georgia-Pacific representatives convened 
w eekly from April to early June 2013 to review  fish tissue data applicability and data trending 
techniques. The information presented below  reflects the results of this review . 

Fish tissue samples from multiple species have been collected in Area 1 since the mid-1980s 
for analysis of total PCB concentrations. Smallmouth bass (SMB) and common carp w ere 
chosen as the tw o representative species of fish for fish tissue trending. Smallmouth bass are 
an upper level predatory fish, w hich are muscular in nature w ith a low  body fat content, w hereas 
common carp are grazers near the bottom of the food chain and are a fatty fish. Fish tissues 
w ere analyzed for total PCB concentrations and percent lipids. The fish tissue analyses w ere 
based on the typical use of the fish. Carp tissue w as analyzed as fillet w ith skin removed. 
Smallmouth bass tissue w as processed two ways. Young-of-the year (YOY) smallmouth bass 
tissue w as analyzed as w hole-body composite samples. Adult smallmouth bass tissue w as 
analyzed as fillet samples w ith the skin on. Smallmouth bass samples labeled as “fillet” w ere 
assumed to be skin-on because most of the smallmouth bass samples w ere analyzed w ith the 
skin. Carp samples labeled as “fillet” w ere assumed to be analyzed w ithout skin because most 
of the carp w ere analyzed w ithout the skin. In 1999 and 2009, split samples of fish w ere 
analyzed by tw o different laboratories. For consistency, concentrations analyzed by Northeast 
Analytical, Inc. (NEA) w ere chosen to represent concentrations in fish during these tw o years. 
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Fish w ere collected and analyzed in Area 1 over several years as presented below : 

• Smallmouth bass fillet in 1985, 1993, 1997, 1999, 2000, 2001, 2006, 2009, and 2011 

• Smallmouth bass YOY whole-body composite in 1999, 2000, 2001, 2006, 2009, and 
2011 

• Carp fillet in 1983, 1985, 1986, 1987, 1993, 1997, 1999, 2000, 2001, 2006, 2009, and 
2011 

Fish collected before 1986 w ere not retained in the datasets due to changes in laboratory 
methods for extracting and analyzing total PCBs as w ell as the age of the data. Samples w ere 
analyzed using at least one of tw o methods: reporting total congener PCBs and/or total Aroclor 
PCBs. Both of these analyses w ere reported in some cases. Total Aroclors w ere used to 
represent smallmouth bass fillet and carp fillet if both analyte results w ere available (Appendix 
Table B-1 and Table B-3). Total Congeners w ere used to represent smallmouth bass young of 
year w hole body if both analyte results w ere available (Appendix Table B-2). The concentration 
differences betw een these tw o methods w ere minimal, although these tw o approaches measure 
PCBs differently. Samples w ith ND concentrations (i.e., concentrations w ere U flagged because 
the result w as below  detection limits) w ere included in the dataset as one-half the detection 
limit. The fillet tissue, both smallmouth bass and carp, w ere analyzed only for total Aroclors. The 
smallmouth bass young of year w hole body w ere analyzed for total congeners. These w ere the 
only complete data sets available for each of these fish tissue types. 

Fish lengths and percent lipid composition for each tissue type w as compared across years. 
YOY samples collected in 1997 w ere nearly 50 percent longer than fish collected in other YOY 
sampling years. These samples w ere removed from the dataset because these samples are not 
comparable based on the length of the fish collected. Lengths for fillet samples w ere relatively 
similar so length normalization w as not necessary. Percent lipids w ere highly variable across 
years. 

Total PCB concentrations in fish tissue w ere adjusted for the lipid content of each fish sample 
by dividing total PCB concentration by the percent lipid of that sample. This results in PCB 
concentrations on a per lipid basis (i.e., mg total PCB/kg lipid). Trends of PCB concentrations in 
the three fish tissue combinations (i.e., smallmouth bass fillet, smallmouth bass YOY w hole 
body, and carp fillet) w ere evaluated using these lipid-corrected PCB concentrations. Changes 
in lipid-corrected total PCB concentrations in fish over time w ere statistically evaluated using 
three different models: linear model, log-linear model (first order model), and mixed-order 
model. The mixed-order models, using Equation 5 in Stow  et al. (1999), is an exponential decay 
model w hich allow s the decay rate to be variable based on the data rather than pre-selected as 
occurs w ith the log-linear model. Mixed-order model regression cannot be directly calculated 
like a normal linear regression and must be calculated by an iterative process. Iterations are 
calculated until the model converges. Alternatively, if the acceptable number of iterations (i.e., 
50) has been exceeded, the model is considered "not to converge" and no regression equation 
is generated. If the model converges, the model is considered valid for prediction of fish tissue 
concentrations over time. 

Tw o methods w ere used to subdivide Area 1 into representative reaches to perform statistical 
analyses and trend total PCB concentrations in fish over time. The first method used the three 
existing ABSAs in Area 1 (ABSA-03, ABSA-04, and ABSA-05). ABSA-03 includes the 
Kalamazoo River from Morrow  Lake Dam at the beginning of Area 1 to Mosel Avenue just 
outside the city of Kalamazoo. This reach includes the sampling location near Kalamazoo 
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Avenue designated ABSA-03.5. ABSA-04 starts at Mosel Avenue and ends at the Highw ay 131 
Bridge upstream of the former Plainw ell Dam. This reach includes sampling locations near D 
Avenue (designated ABSA-04.5) and Plainw ell No. 2 Dam (designated ABSA-04.6). ABSA-05 
extends from the Highw ay 131 Bridge to the end of Area 1 at the former Plainw ell Dam. The 
second method split Area 1 into tw o segments identified as the Urban and Dams reaches. The 
Urban reach includes part of ABSA-03 starting at Kalamazoo Avenue to D Avenue near the 
middle of ABSA-04. The Dams reach includes the remaining portion of ABSA-04 (i.e., 
dow nstream of D Avenue) and ABSA-05. The locations of the sampling stations w ithin each 
ABSA are show n on Appendix B Figure B-1. 

Statistical analyses to identify and evaluate fish tissue concentration trends w ere performed 
using the statistical package R (R Development Core Team, 2009). Datasets used for these 
statistical analyses and plots of the data and the resulting regression models are included in 
Appendix B. 

Fish Trending Results 
Lipid-corrected total PCB concentrations in smallmouth bass fillet have experienced statistically 
significant declines in ABSA-03, ABSA-05, and the Dam reach (Tables 1-4 and 1-5). Declines in 
these reaches range from 2.3 percent per year to 3.4 percent per year. The mixed-order model 
only converged for ABSA-03, at a 2 percent per year decline in total PCB concentrations. This 
value (2 percent per year) is therefore the minimum statistically meaningful fish tissue trend for 
this reach. The percent decrease of total PCB concentrations in smallmouth bass fillets in 
ABSA-05 and the Dams reaches is approximately equal to the decrease in carp fillet, indicating 
consistency in the decrease in total PCB concentrations in this reach of the river. For certain fish 
tissues/areas, a statistically meaningful trend w as not observed, either because a trend is 
actually not evident or because insufficient data/highly variable data preclude a statistically 
meaningful analysis. 

Lipid-corrected total PCB concentrations in smallmouth bass YOY w hole-body composites have 
experienced statistically significant declines in ABSA-05 and the Dams reach (Tables 1-4 and 
1-5). Statistically significant declines in these reaches are 7.7 percent per year and 7.5 percent 
per year, respectively. Tw o mixed-order models converged for YOY smallmouth, ABSA-03 and 
ABSA-05. The percent decline for ABSA-03 calculated from the mixed-order model indicated a 
2.8 percent decrease per year. The percent decline for ABSA-05 calculated from the mixed-
order model indicated a 10.4 percent decrease per year. 

Lipid-corrected total PCB concentrations in carp fillet have significantly declined since the late 
1980s (Table 1-4). Statistically significant declines in the different reaches range from 
1.9 percent per year to 4.2 percent per year for the log-linear models (Table 1-5). The largest 
percent declines in total PCB concentrations w ere in ABSA-03 and the Dams reach w hile the 
low est percent decline w as in the Urban reach. Mixed-order models did not converge for carp, 
indicating that first order models are more appropriate to describe trends of PCBs in fish given 
the data. 

Recent TCRA events around the Plainw ell Dams contribute to the decrease in concentrations in 
the Dam reach. TCRA events in Portage Creek may contribute to the low er percent decline or 
lack of statistically significant decline in the Urban reach. Some models did not show  a 
statistically significant trend for each reach of the river. Statistically significant percent declines 
ranged from 1.9 to 7.7 percent since 2006 for the first order models. Mixed-order models w hich 
converged show ed percent declines ranging from 2.0 to 10.4 percent since 2006. Future 
estimates of fish tissue assuming no additional remedial actions w ill be based on a range of 
 

Project No.:  3293131541 
 1-14  

 



OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site December 19, 2014 
Area 1 Feasibility Study   
  
percent declines ranging from 0 to 7 percent w ith a focus on the range of 2 and 4 percent. The 
rates of decline of PCB concentrations in fish tissue are the result of several factors occurring 
simultaneously. These factors include, but are not limited to, removal actions, source control 
measures, changes in PCB load to Area 1, flood events, resuspension events, changes in fish 
habitat, and natural recovery processes. The rate of decline represents the collective effect of all 
these factors such that rates of decline solely due to natural recovery or other factors cannot be 
distinguished. 

1.3.1.4 Surface Water 
Completion of the TCRAs, continued decline of upstream contributions, and further reduction in 
loading of PCBs to the river from external sources have resulted in reductions in surface-water 
column PCB concentrations. The average PCB concentrations from 1994 to 2006–2010 
declined in surface water within Area 1, with the highest reductions occurring between 1994 
and 2000/2001. Recent data from 2011 LTM activities indicate an average surface water 
concentration of 1.1 nanograms per liter (ng/L). In 2011, average water column PCB 
concentrations were highest at the Portage Creek outlet (5.0 ng/L) compared to average 
concentrations of 1.0 ng/L at the Morrow Dam outlet. Farther downstream, at the Main Street 
Bridge in Plainwell, average concentrations are 1.1 ng/L, similar to those flowing from Morrow 
Lake (ARCADIS 2012c). 

1.3.1.5 Non-PCB Constituents 
Media samples collected during the Area 1 and Area 2 site investigation in and along Portage 
Creek and the Kalamazoo River (soil, sediment, surface w ater, and biota – fish tissue) w ere 
periodically analyzed for non-PCB constituents. These samples w ere analyzed for CERCLA 
Target Compound List/Target Analyte List (TCL/TAL) parameters, including: metals, volatile 
organic compounds (VOCs), semivolatile organic compounds (SVOCs), pesticides, and 
polychlorinated dibenzodioxins/polychlorinated dibenzofurans (PCDD/PCDF). Results of these 
analyses are presented and evaluated in Appendix M of the SRI (ARCADIS 2012a). An 
evaluation is currently being conducted to screen non-PCB constituents and identify w hich, if 
any, may be of potential concern. Sediment and soil samples collected in Areas 1, 2, and 3 that 
w ere analyzed for non-PCB constituents w ill be pooled to produce a statistically relevant data 
set. When complete, the results of this evaluation w ill be appended to the final revision of this 
FS. The results of this evaluation w ill help to understand if non-PCB constituents may be of 
concern, associated w ith background levels, and/or may be collocated w ith PCBs such that 
remediation of PCB material w ould achieve remediation of non-PCBs. The protocols to perform 
the non-PCB constituent screening w ere provided to USEPA and MDEQ on April 8, 2014; 
USEPA responded on May 16, 2014 w ith recommendations that w ill be incorporated into the 
protocols.  

Dioxins/furans were evaluated for potential risk in Area 1 based on a USEPA request. 
Dioxins/furans were detected in soil, sediment, and fish tissue samples. Toxic equivalent (TEQ) 
concentrations of PCDD/PCDF in soil following the TCRAs did not exceed 90 ng/kg, the State 
of Michigan direct contact criterion (Michigan Part 201 Cleanup Criteria). Concentrations in fish 
tissues, expressed as TEQs, are generally less than 10 ng/kg, except for carp. The overall 
PCDD/PCDF data for fish show that PCDD/PCDF levels in fish do not pose health risks, and 
that the detected levels in sediment, therefore, are not associated with unacceptable 
bioaccumulation in biota. There was no observed correlation between PCB and PCDD/PCDF 
in either soil or sediment. 
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1.3.2 Contaminant Fate and Transport 
PCB Chemical Properties 
The chemical properties of PCBs include low aqueous solubility, high hydrophobicity, high 
affinity for nonaqueous phases, high chemical stability, and low biodegradability. These 
properties influence the mode of transport and the ultimate fate of PCBs in the environment. 
PCBs are predominantly associated with fine-grained sediment particles in the aquatic 
systems, due to their hydrophobicity and high affinity to sorb to mineral surfaces and to 
partition into natural organic material. This association with sediment particles also makes 
sediment a “sink” for PCBs and, to a more limited extent, a reservoir supplying PCBs to the 
water column and biota within the aquatic ecosystem. As a result, the fate and transport of 
PCBs in the river are governed in part by the fate and transport of sediment in the river system. 

Sediment Transport 
An available sediment transport model for the Kalamazoo River (Syed et al. 2005) suggests 
that most of the river‘s sediment transport processes are in a state of dynamic equilibrium. 
Sediment in Area 1 are predominantly coarse-grained (approximately 80% are coarse and 20% 
are fine, as described in the Area 1 SRI Report – ARCADIS, 2012a). The degree of movement 
and locations of deposition and erosion depend on grain size of the sediment and on the 
magnitude and duration of flow events. Generally, finer-grained, uncompacted materials are 
more easily transported than coarse-grained sediment. There are no extensive areas of long-
term accretion of large amounts of sediment. The same was not true historically when the lake-
like impoundment created by the Plainwell Dam trapped sediment behind the dam. With the 
removal of the dam, that portion of Area 1 will establish a new dynamic equilibrium between 
erosion and deposition processes. 

An important distinction regarding sediment transport processes is that between cohesive and 
non-cohesive sediment. Coarse grains, such as sands and gravel, are non-cohesive and tend 
to erode from the channel bed, banks, and floodplains as individual particles. In general, finer-
grained sediment (primarily composed of silt and clay) can become more cohesive than 
coarser-grained sediment when compacted. As particle size decreases, the amount of total 
surface area among particles increases, and the inter-particle forces dominate the behavior of 
sediment. Fine-grained particles of clay and silt can flocculate to form discrete, larger silt-sized 
and even sand-sized particles that can deposit on the riverbed. These sediment can compact 
and consolidate over time, forming a sediment bed or riverbank that behaves and erodes 
differently than non-cohesive sediment. The interaction of organic content, suspended 
sediment concentration and turbulence that ultimately determine the size of individual flocs is 
complex; however, it is important to recognize this process. In particular, greater scour force 
would be required to remobilize cohesively formed deposits than conditions under which the 
materials are deposited. Cohesive sediment are of interest in many rivers because they are 
composed of fine-grained particles, and many chemical constituents, such as metals, 
pesticides, and PCBs, preferentially adsorb to such particles. 

Along the Kalamazoo River, the effects of channel morphology are evident in localized areas 
where PCBs have accumulated in relatively thicker sediment deposits along the channel 
margins or in point bars on the inside of channel curves where velocities are slower. Woody 
debris in the river and other impediments to flow in shallower water along the banks would also 
contribute to finer-grained sediment occurring along the channel margins. 

Bank Erosion 
River channels, riverbanks, and floodplains exchange sediment as materials are transported 
from headwaters downstream through an alluvial valley. During this process, banks tend to 
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erode during floods and accumulate sediment as a point bars during low and moderate flows. 
In sinuous and meandering streams, bank erosion is most often focused on the outside of a 
meander bend with the eroded sediment from one bank typically being deposited downstream, 
on the inside of the meander bend to form a point bar. In Area 1, most of the river is a single-
threaded, sandy-bottomed channel with low to moderate sinuosity, moderate to high width-to-
depth ratios, and narrow floodplain, all of which limit meandering and channel migrations, and 
therefore, bank erosion. Visual reconnaissance through most of Area 1 performed in June 
2013 indicated that the majority of riverbanks are gently sloped and well-vegetated with little 
evidence of bank erosion except in limited locations where development has encroached on 
the river. Photographic documentation of riverbank conditions is provided in Appendix C. 

Historically, it has been recognized that the most important sources of PCBs for downstream 
transport are associated with erosion of PCB-containing paper residues and soil in exposed 
banks in the former impoundments and dam areas. Within Area 1, these sources have been 
predominantly controlled with the implementation of the TCRAs in the former Plainwell 
Impoundment and Plainwell No. 2 Dam Area. An evaluation and monitoring of potential erosion 
from banks containing PCBs in Area 1 will be included in remedial alternatives. There is the 
potential for unremediated bank and floodplain soil to contribute PCBs to the river with other 
continuing low-level sources. 

Floodplains 
River-floodplain interactions govern the extent to which PCBs in the river influence floodplain 
soil PCB concentrations. In sections of the river that were historically influenced by dams, PCB 
levels in floodplain soil are higher than in the more natural floodplain areas where inundation 
has occurred much less frequently and for shorter duration. PCB impacts to natural floodplain 
soil are significantly less than within the formerly impounded or inundated areas (ARCADIS 
2012a). 

Impacted floodplain soil potentially serve as depositional areas for PCBs that are delivered 
during periods of flooding and that would reenter the river through surface runoff erosion 
processes. Given the generally flat topography and well-vegetated state of most of the 
floodplain in Area 1, mobilization of floodplain soil via erosion into the river is not expected to 
be a major transport mechanism. 

Fish Tissue 
Risks to human health (CDM 2003b) and aquatic ecological receptors (CDM 2003a) are driven 
by the consumption of fish. Human health risk estimates show concentrations of PCBs in fish 
tissue result in exceedances of USEPA target levels for both cancer and noncancer risks. PCB 
levels in fish are linked to concentrations in sediment through the food chain. 

Following control of external paper industry-related sources of PCBs in Area 1, remaining 
external PCB sources and fate and transport of PCBs within Area 1 will govern the 
bioavailability of PCBs to fish in the future. As external sources are controlled, fate and 
transport processes internal to Area 1 with habitat and biological factors will govern the extent 
and temporal response of PCB levels in fish tissue. External sources of PCBs to Area 1 are 
expected to sustain low levels of PCBs in fish tissue in the long-term, even with control of 
known potential source areas associated with historical papermaking operations. 
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1.3.3 Risk Assessment Summary 

1.3.3.1 Baseline Human Health Risk Assessment Summary 
The Baseline Human Health Risk Assessment (BHHRA) for the Site w as completed by CDM in 
May 2003 (CDM, 2003b). The BHHRA evaluated potential current and future risks to people 
w ho may live or engage in recreational activities near the Kalamazoo River and its floodplain. 
The BHHRA w as performed for all seven areas of OU-5 (Figure 1-1). 

The BHHRA evaluated risks to subsistence and sport anglers w ho may consume fish caught 
from each of 12 ABSAs identified on the Kalamazoo River (Figure 1-3 show s the ABSAs 
relative to Area 1). Nine ABSAs were considered exposure areas in w hich fish would have 
contact w ith Site-related PCBs (ABSAs 3 through 11). Tw o ABSAs (ABSA 1 and ABSA 2) are 
located upstream of know n sources associated w ith the API/PC/KR site and serve as reference 
areas for PCB contamination in fish tissues (Table 1-6). ABSA 12 is located in Portage Creek 
and w as not included in the BHHRA. Data from three ABSAs (ABSAs 3, 4, and 5) 
encompassing the area betw een the Morrow  Dam and the former Plainw ell Dam w ere 
combined by CDM to represent exposure for Area 1, w hile the other six ABSAs w ere each 
evaluated as a discrete exposure area. 

ARCADIS updated the BHHRA (CDM 2003b) in 2012 as part of the SRI (ARCADIS, 2012a). 
MDEQ and Georgia-Pacific have collected additional fish tissue samples since the publication of 
the 2003 BHHRA. Risk estimates for anglers w ere updated based on recent detected PCB 
concentrations in fish tissue. 

The updated BHHRA estimated risks and hazards for tw o populations of anglers: a sport angler 
and a subsistence angler. Risks and hazards w ere associated w ith exposures to PCBs released 
into the Kalamazoo River system. The assumptions and equations used to estimate potential 
human exposure via fish consumption in the updated BHHRA are summarized in Table 1-7.  

In addition to fish consumption by anglers, several other potential exposure pathw ays were 
described in the 2003 BHHRA and are relevant to Area 1. These potential human health 
exposure pathw ays and associated conclusions, w hich are based on either CDM (2003b) or the 
Michigan Department of Community Health of the State of Michigan (MDCH) Health 
Consultation, are summarized below . 

• Consumption of turtles: Although this pathw ay w as evaluated qualitatively by CDM 
(2003b) as a potential exposure pathw ay, CDM concluded that the overall exposure and 
risks by receptors ingesting turtles w ould be less than that of anglers. The analytical data 
that exist for turtle tissue (ABSAs 5 and 10) indicate that PCB concentrations are less 
than that for smallmouth bass and carp fish tissue. 

• Consumption of waterfowl: This exposure pathw ay w as considered by CDM (2003b). 
How ever, because of data limitations w ith waterfowl samples, CDM did not quantify risk 
estimates and did not complete a qualitative evaluation. 

• Direct contact with river sediment (by swimmers or waders):  Direct contact exposures to 
river sediment during recreational activities (sw imming, w ading) w ere determined not to 
be important means of exposure to PCBs based on an evaluation prepared by the 
MDCH, and w ere not evaluated further in the CDM (2003b) BHHRA. 

• Exposure to in-stream surface water (by swimmers or waders): These exposures w ere 
considered by CDM (2003b) to be low  due to the relatively low  ingestion rates of surface 
w ater, the low  solubility of PCBs in w ater, and the low  dermal absorption of PCBs. 
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Therefore, CDM (2003b) concluded that this pathw ay could be assumed to be w ithout 
risk. 

• Exposure to air: Inhalation of particulates and volatile emissions from exposed floodplain 
soil and sediment w ere quantitatively evaluated in the CDM (2003b) BHHRA as part of 
the evaluation of direct contact pathw ays with floodplain soil and exposed sediment (see 
above). CDM did not conduct a quantitative risk evaluation for the inhalation of volatile 
emissions from surface water. 

• Direct contact with floodplain soil and exposed sediment: Residential developments exist 
next to the floodplains in the former Plainw ell Impoundment, the Plainw ell No. 2 Dam 
Area and in and next to floodplains throughout Area 1. Direct contact pathw ays (dermal 
contact and incidental ingestion) may be relevant to either residents (the most highly 
exposed receptor group) or recreational visitors, and w ere quantitatively evaluated in the 
CDM (2003b) BHHRA.  

Fish Advisory 
MDCH issued a fish advisory for parts of the Kalamazoo River extending from Morrow  Lake 
Dam to Lake Michigan (MDCH 2010). The advisory, from Morrow  Lake Dam to the Allegan Dam 
and on Portage Creek dow nstream of Monarch Mill Pond, recommends that the general 
population not consume carp, catfish, suckers, smallmouth bass, and largemouth bass on the 
Kalamazoo River. Betw een Allegan Dam and Lake Michigan, the advisory recommends that the 
general public not consume carp, catfish or northern pike. Healthy adult males are advised to 
eat no more than one meal per w eek of all other species. For w omen of childbearing age and 
children under 15 years of age, no consumption of any species is recommended for fish caught 
above Allegan Dam (including Area 1). The fish consumption advisory issued by MDCH is only 
a recommendation, is not legally binding, and has limited effectiveness in protecting human 
health. A 1994 survey of anglers on the Kalamazoo River conducted by MDCH reported that 
anglers from Kalamazoo and Allegan Counties ate on average tw o meals per month of various 
species including bass, catfish, panfish, bullheads, and carp taken from contaminated reaches 
of the river. More than 10 percent of anglers ate more than one meal per w eek of these various 
species. This survey confirmed that the Kalamazoo River is an important recreational resource 
and may serve as an important source of food for certain subpopulations. 

Data Evaluation 
Fish tissue data collected in 2009 w ere included in the risk assessment data set for anglers. 
Although, data for multiple species of fish w ere included in the 2003 BHHRA, only tw o species, 
smallmouth bass and carp, w ere selected to represent a popular pelagic sport fish and a 
bottom-feeding fish in the risk calculations. The fish tissue data collected in 2009 included PCB 
concentrations for rock bass, sunfishes, bullheads, and channel catfish in addition to the 
species evaluated in the 2003 BHHRA How ever, risks w ere updated using the 2009 data for 
smallmouth bass and carp only to be consistent w ith the 2003 BHHRA. A separate, secondary 
analysis of the 2009 data w as also performed, w hich included PCB concentrations for the 
additional species in the fish data set. This assessment w as conducted to provide information 
on PCB levels and risks in other species targeted by anglers, based on the information from 
angler surveys. Fish tissue data included skin-off fillet data for carp and skin-on fillet data for 
smallmouth bass. Fillet data w as used in the BHHRA because these data best represent the 
edible portions of fish prepared and consumed by anglers. Individual Aroclors in fish tissue 
samples w ere analyzed; how ever, the BHHRA w as based on total PCBs, as recommended by 
USEPA. 
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Floodplain surface soil data presented in the 2003 BHHRA near the former Plainw ell, Otsego, 
and Trow bridge Dams w ere used to assess risk from floodplain soil to residents and 
recreational receptors. While these dams impounded w ater, PCB-contaminated sediment w as 
deposited in the impoundments. When the Plainw ell Dam at the dow nstream end of Area 1 w as 
initially low ered to the sill by the Michigan Department of Natural Resources (MDNR) in the 
1980s and then later removed as part of the TCRA described above, the w ater level w as 
low ered, and former contaminated sediment deposits w ere exposed in the floodplain. The 
Plainw ell Dam removal and sediment/soil TCRA low ered the overall PCB concentrations in 
Sections 7 and 8. How ever, risk estimates to floodplain soil exposures w ere not updated as part 
of the 2012 SRI. 

Exposure Assessment 
The final list of receptors and exposure pathw ays quantitatively evaluated for the site include: 

• Sport anglers – fish ingestion 

• Subsistence anglers – fish ingestion 

• Residents living next to exposed floodplain soil – incidental ingestion of, dermal contact 
w ith, and inhalation of particles and the volatile fractions of floodplain soil 

• Recreationists exposed to floodplain soil – incidental ingestion of, dermal contact w ith, 
and inhalation of particles and the volatile fractions of floodplain soil 

Tw o key studies of fish ingestion behaviors of anglers in the Great Lakes region w ere used to 
estimate the percentage of fish species ingested and the ingestion rates included in the HHRA 
(West 1989, 1993). Using data from these studies, tw o scenarios were evaluated for both sport 
and subsistence anglers: 1) ingestion of 100 percent smallmouth bass; and 2) ingestion of a 
combination of 76 percent smallmouth bass and 24 percent carp. For the first scenario, 
exposure concentrations w ere based solely on smallmouth bass data collected from the Site. 
For the second scenario, a combination of smallmouth bass and carp data w ere used. Total 
ingestion rates w ere apportioned across the tw o species accordingly. Risk characterization for 
sport anglers w as further evaluated using tw o separate ingestion rates: 1) central tendency (i.e., 
0.015 kilogram per day (kg/day) or 24 half-pound meals/year); and 2) high end (i.e., 0.078 
kg/day or 125 half-pound meals/year). The central tendency ingestion rate is the mean ingestion 
value for sport anglers in the Great Lakes Basin and is the 90th percentile for the overall 
population in the Great Lakes Basin (West 1989, 1993), Wisconsin (Fiore, et al. 1989), and New  
York (Connelly, et al. 1990). This fish ingestion rate has been used by the MDEQ Surface Water 
Quality Division to establish surface w ater quality standards for ingestion of fish. The high-end 
ingestion rate for sport anglers is based on the 95th percentile ingestion values (West 1989, 
1993) for non-minority low -income anglers. A fish ingestion rate of 0.11 kg/day or 179 half-
pound meals/year w as used for subsistence anglers based on the 95th percentile ingestion 
rates (West 1989, 1993) for minority low -income anglers. 

The exposure point concentration (EPC) of PCBs in fish tissue w as estimated by calculating the 
95 percent upper confidence limit of the mean (95% UCL) concentration (Table 1-8). The 95% 
UCL w as determined using USEPA’s ProUCL statistical softw are (Version 4.1). The 95% UCL 
w as used as the EPC for the high-end analysis, and the arithmetic mean w as used as the EPC 
for the central tendency analysis. Similarly, w hen it w as assumed that individuals consume 76% 
smallmouth bass and 24% carp, the 95% UCL values, calculated separately for the smallmouth 
bass and the carp, w ere combined in a w eighted average (76% assumed to have the 95% UCL 
concentration in smallmouth bass and 24% assumed to have the 95% UCL concentration for 
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carp) to derive a high-end EPC. The arithmetic means shown in Table 1-8 for each species group 
w ere similarly combined in a w eighted average to derive the central tendency EPC. 

For each of the three exposure scenarios (high-end sports angler, central tendency sports 
angler, and subsistence angler), four scenarios w ere used in the updated risk calculations: 

1. 100% of the fish consumed w ere smallmouth bass and the arithmetic mean PCB 
concentration for smallmouth bass w as used as the EPC 

2. 100% of the fish consumed w ere smallmouth bass, and the 95% UCL PCB 
concentration w as used as the EPC 

3. 76% of the fish consumed w ere smallmouth bass and 24% w ere carp and, for each 
group, the arithmetic mean PCB concentration w as used as the EPC 

4. 76% of the fish consumed w ere smallmouth bass and 24% w ere carp and, for each 
group, the 95% UCL PCB concentration w as used as the EPC 

Toxicity Assessment 
In the toxicity assessment, the potential health effects of PCBs w ere evaluated and toxicological 
benchmarks w ere identified to quantify cancer risks and noncancer hazards. The potential 
health effects of PCBs include cancer, reproductive effects, and immunological effects. 

Risk Characterization 
The risk characterization step of the BHHRA combined information from the data evaluation, 
toxicity assessment, and exposure assessment to develop estimates of cancer risks and 
noncancer hazards. Excess cancer risks are expressed as a probability of an individual 
developing cancer from site-related exposures. Cumulative noncancer risk is expressed as a 
hazard index (HI), w hich is a ratio of the estimated dose of PCBs received from an exposure to 
a reference dose (RfD), w hich is the dose below  which adverse health effects are not expected 
to occur. In the BHHRA, tw o noncancer endpoints w ere evaluated: reproductive health effects 
and immunological health effects. USEPA has established a generally acceptable target range 
for carcinogenic risk of 1 in 1,000,000 (1 × 10-6) to 1 in 10,000 (1 × 10-4); The MDEQ considers 
risk less than 1 in 100,000 (1 × 10-5) to be acceptable. Both USEPA and MDEQ consider hazard 
quotients (HQs) and HIs at or less than 1 to be acceptable. The follow ing report sections 
summarize the estimated risks and hazards for each receptor group. 

Results of the Updated Risk Analysis for Anglers 
Summaries of the BHHRA estimated potential risks and hazards due to human exposure 
through consumption of smallmouth bass and carp based on 95% upper prediction limit 
(UPL)/UCL fish EPCs and 2009 mean fish EPCs are presented in Tables 1-9 and 1-10, 
respectively. The results of the updated risk characterization are summarized below  for each 
angler exposure scenario. 

Central tendency Sport Anglers:  Carcinogenic risks in Area 1 w ere w ithin USEPA‘s acceptable 
risk range for specific receptor scenarios (100% smallmouth bass diet with 50% of the fish from the 
Kalamazoo River) of 1 × 10-6 to 1 × 10-4, but w ere greater than the MDEQ target of 1 × 10-5 

regardless of the EPC used or the fish consumption scenario evaluated. 

Reproductive hazards using the 95% UCL as an EPC resulted in Area 1 HQs greater than the 
target of 1 in ABSA 5 assuming the consumption of 100% smallmouth bass, and HQs greater than 
the target of 1 in ABSA 4&5, ABSA 4, and ABSA 5 assuming the consumption of a mixture of 
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species. Using an EPC equal to the arithmetic mean, HQs in Area 1 w ere within the target of 1 for 
ABSAs 4 and 5 assuming the consumption of 100% smallmouth bass. HQs, w hen based on the 
consumption of a mixture of species, w ere greater than the target of 1 in ABSAs 4 and 5.  

Immunological hazards, regardless of EPC used, resulted in Area 1 HQs greater than the target 
of 1. 

Subsistence Anglers:  Carcinogenic risks in Area 1 w ere greater USEPA‘s acceptable risk range 
of 1 × 10-6 to 1 × 10-4, and greater than the MDEQ target of 1 × 10-5 in ABSAs 4 and 5 regardless 
of the EPC used or the fish consumption scenario evaluated.  

Reproductive and immunological hazards in Area 1 w ere indicated by HQs greater than the 
target of 1 in ABSAs 4 and 5 and under both EPCs and both fish consumption scenarios. 

High-end Sports Angler:  For the high-end sport angler scenario, cancer risk estimates and HQs 
fall betw een the results for the subsistence angler and central tendency sport angler. Assuming a 
100% smallmouth bass consumption scenario, carcinogenic risks in Area 1 w ere greater than 
USEPA‘s acceptable risk range of 1 × 10-6 to 1 × 10-4 and the MDEQ target of 1 × 10-5 in tw o 
exposure areas (ABSA 5 and ABSA 4 and 5) regardless of the EPC assumed. Assuming a mixed 
species consumption scenario, carcinogenic risks in Area 1 w ere greater than USEPA‘s 
acceptable risk range of 1 × 10-6 to 1 × 10-4 and the MDEQ target of 1 × 10-5 in all three exposure 
areas evaluated for Area 1.  

Reproductive and immunological hazards w ere potentially indicated by HQs greater than the 
target of 1 in the three exposure areas of Area 1 using both the 95% UCL concentration and the 
mean concentration and under both fish consumption scenarios. 

Secondary Risk Analysis for Anglers 
A secondary risk assessment w as conducted for anglers w ho were opportunistic and ate a 
variety of species of fish. Specifically, it w as assumed that individuals might consume any 
species for w hich 2009 data w ere available for fish greater than or equal to 8 inches in length. In 
this secondary analysis, fish species for w hich relevant 2009 data (i.e., from samples that meet 
the length criterion) w ere available w ere grouped into one of tw o categories: 1) pelagic feeders, 
w hich included smallmouth bass and rock bass, and 2) bottom-feeders, w hich included carp, 
bullheads, and channel catfish. It w as assumed that anglers either consumed 100% pelagic fish 
or 76% pelagic fish and 24% bottom-feeders, to be consistent w ith the primary risk analysis 
performed for anglers. 

All fish samples w ere given equal w eight in the EPC calculation (i.e., they w ere not w eighted by 
species preference or by numbers of samples available for each species) and, therefore, the 
EPCs reflect the numbers of fish collected in each ABSA during 2009. For each ABSA, EPCs 
w ere calculated using 95%UCL concentrations for each fish category. Arithmetic average 
concentrations w ere also calculated to be consistent w ith CDM‘s approach, as previously 
described. 

The cancer risk estimates and HQs resulting from this secondary analysis of the consumption of 
pelagic and bottom-feeding species are similar to, or slightly low er than, the updated risks and 
hazards discussed above, w hich were based on the use of data for smallmouth bass and carp 
only. 
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Risks and Hazards for Residents and Recreationists Exposed to Floodplain Soil 
Risks to floodplain soil exposures to residents and recreationists next to the areas near the 
former Plainw ell, Otsego, and Trow bridge Impoundments (the w estern end of Areas 1, 2, and 4; 
see Figure 1-1) w ere assessed using both average surface soil PCB concentrations and 
maximum PCB concentrations (insufficient data w as available to calculate a 95% UCL 
concentration for PCBs in surface soil). 

Using average floodplain soil concentrations, cancer risks to residents in all three floodplain soil 
areas w ere within the USEPA target cancer risk range of 1 × 10-6 to 1 × 10-4, but above the 
MDEQ cancer risk threshold of 1 × 10-5. Using maximum floodplain soil concentrations, cancer 
risks w ere greater than the USEPA target cancer risk range and exceeded the MDEQ threshold. 

Using both average and maximum floodplain soil concentrations, HIs based on immunological 
endpoints for residents in all three floodplain soil areas exceeded the USEPA and MDEQ HI 
threshold of 1. For residential receptors exposed via multiple routes (i.e., ingestion, dermal 
contact, and inhalation of fugitive dust) to floodplain soil, HIs for the reproductive endpoint 
exceeded 1 using maximum concentrations for all three areas. HIs for the reproductive endpoint 
using average floodplain soil concentrations did not exceed 1. 

Using average floodplain soil concentrations, cancer risks to recreationists in all three floodplain 
areas w ere within the USEPA target risk range and less than the MDEQ cancer risk threshold. 
Using maximum floodplain soil concentrations, cancer risks w ere w ithin the USEPA target risk 
range, but greater than the MDEQ cancer risk threshold. The highest cancer risk using 
maximum concentrations w as estimated for the Plainw ell area w here cancer risks were 4 in 
100,000. 

Using average floodplain soil concentrations, HIs to recreationists based on both the 
immunological and reproductive endpoints w ere less than the USEPA and MDEQ threshold of 
1.0. Using maximum concentrations, HIs based on the immunological endpoint exceeded the 
USEPA and MDEQ threshold for the Plainw ell (2.7), Otsego (1.1) and Trow bridge (2.5) areas. 
Using maximum concentrations, HIs based on the reproductive endpoint w ere all less than the 
HI threshold. 

BHHRA Conclusions 
The BHHRA for the Site and Area 1 presented estimated cancer risks and noncancer hazards 
for several populations of anglers consuming fish from the Kalamazoo River, and residential and 
recreational receptors exposed to floodplain soil adjacent to the former Plainw ell, Otsego, and 
Trow bridge Impoundments. 

Risk characterization for anglers w as performed for three potential populations:  1) central 
tendency sports angler consuming an average of 0.015 kg fish tissue/day (24 half-pound 
meals/year);  2) high-end sports angler consuming 0.078 kg fish tissue /day (125 half-pound 
meals/year); and, 3) subsistence anglers consuming 0.11 kg fish tissue/day (179 half-pound 
meals/year). Tw o exposure scenarios for the three angler populations w ere included in the 
BHHRA. In the first scenario, a diet of 100 percent pelagic fish species w as assumed. The 
second scenario assumed a mixed species diet (76 percent pelagic species and 24 percent 
bottom-feeding species). Both the 95%UCL of the mean PCB concentration and the arithmetic 
mean w ere used as EPCs for fish tissue. 

Regardless of the specific angler population or EPC used to calculate risk, potential excess 
cancer risks and noncancer hazards exceeded acceptable levels for the fish ingestion pathw ay. 
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Cancer risks w ere 2 × 10-3 for the subsistence angler. In addition, the subsistence angler also 
had the highest estimated HI of 123. Adverse health effects associated w ith PCB exposure 
include increased risk of liver cancers and reproductive and immunological impairment. The 
highest risks and hazards are associated w ith a mixed species diet, and w ere highest in ABSA 
5. ABSA 5 is located in the vicinity of the recent TCRAs and the BHHRA does not take into 
account recent reductions of PCB concentrations in sediment and soil. 

Excess cancer risks and noncancer hazards estimated for residents and recreationists 
potentially exposed to floodplain surface soil are based on pre- TCRA concentrations, and thus 
overestimate risks and hazards under current and future conditions. For the three areas 
evaluated (i.e., the former Plainw ell, Otsego, and Trow bridge Dams), estimated risks for 
residents exposed to average floodplain surface soil concentrations w ere w ithin the USEPA 
target cancer risk range of 1 × 10-6 to 1 × 10-4, but w ere greater than the MDEQ cancer risk 
threshold of 1 × 10-5. Excess cancer risk estimates exceed the acceptable risk range w hen the 
maximum detected concentration for each area w as used as the EPC. For residential receptors 
exposed via multiple routes (i.e., ingestion, dermal contact, and inhalation of fugitive dust) to 
floodplain soil, HIs for the reproductive endpoint exceeded 1 using maximum concentrations for 
all three areas. HIs for the reproductive endpoint using average floodplain soil concentrations 
did not exceed 1. Using both average and maximum floodplain soil concentrations, HIs based 
on immunological endpoints for residents in all three floodplain soil areas exceeded the USEPA 
and MDEQ HI threshold of 1. 

Excess cancer risks and noncancer hazards for recreationists exposed to average floodplain 
surface soil concentrations w ere within the USEPA target cancer risk range of 1 × 10-6 to 
1 × 10-4, and less than the MDEQ cancer risk threshold of 1 × 10-5 in the three areas evaluated 
(i.e., the former Plainw ell, Otsego, and Trow bridge Dams). Potential cancer risks were within the 
USEPA target risk range, but greater than the MDEQ cancer risk threshold if the maximum 
floodplain soil concentration w as used as the EPC in each area. Noncancer health effects were 
not indicated for this receptor (i.e., HQs w ere less than 1) using an average PCB soil 
concentration; how ever, potential adverse health effects were indicated using a maximum PCB 
soil concentration. USEPA and MDEQ have instituted fish advisories for the consumption of fish 
based on the risk assessment results. There are no restrictions for human health associated 
w ith exposure to sediment, soil, or surface w ater. 

In summary, unacceptable risks and hazards w ere associated w ith the fish ingestion pathw ay, 
but unacceptable risks and hazards for residents and recreationists w ere also associated w ith 
potential exposure to maximum floodplain soil concentrations. Assumptions w ere made using 
best professional judgment and the scientific literature on site risk assessments. The risk 
assessment for floodplain surface soil w as based on pre-TCRA soil concentrations and w ould 
tend to overestimate current and future risks for residents and recreationists. The overall risk to 
public health attributable to Area 1 is an upper-bound probability of adverse health effects. True 
health effects may be low er. The highest risks based on the floodplain soil pathw ays are 2- and 
25-fold low er than those for the central tendency sports angler and subsistence angler 
scenarios, respectively. 

1.3.3.2 Baseline Ecological Risk Assessment 
On behalf of MDEQ, CDM prepared a Site-Wide (OU-5) Baseline Ecological Risk Assessment 
(BERA) (CDM, 2003a) that identified terrestrial and aquatic receptors and exposure pathw ays. 
An updated Area 1 Terrestrial Baseline Ecological Risk Assessment (TBERA) for terrestrial 
birds and mammals w as conducted and included as Appendix B to the USEPA-approved Area 1 
SRI Report (ARCADIS, 2012a). The methods and approaches incorporated in the Area 1 
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TBERA built on the information in the Site-Wide BERA (CDM, 2003a) and the USEPA-approved 
Generalized Conceptual Site Model (CSM Report; ARCADIS, 2009). The Area 1 TBERA 
methods and approaches also accounted for updated risk assessment guidance and scientific 
research, additional sampling conducted at the Site, tw o TCRAs completed in Area 1, and 
source control activities completed or underw ay at the former mill properties and landfill OU 
areas in Area 1 since the Site-Wide BERA w as completed. The removal and source control 
actions changed exposure concentrations of PCBs in environmental media in Area 1 compared 
to those reflected in the Site-Wide BERA. The ecological dataset for the Area 1 TBERA 
analyses reflected conditions after completion of the tw o TCRAs and incorporated the results 
from post-removal sampling events. The Area 1 TBERA did not revisit the aquatic portion of the 
Site-Wide BERA. The Site-Wide BERA conclusions for aquatic receptors w ere carried forw ard 
in the Area 1 TBERA. The follow ing report sections summarize the results of the Site-Wide 
BERA and the Area 1 TBERA. 

1.3.3.3 Summary of Site-Wide BERA 
The Site-Wide BERA (CDM, 2003a) w as conducted to evaluate potential ecological effects to 
terrestrial and aquatic receptors associated w ith PCB exposures in surface w ater, sediment, 
surface soil, and biota. Representative ecological receptors included aquatic plants, aquatic 
macroinvertebrates, game fish, forage fish, rough fish, terrestrial invertebrates, small burrow ing 
omnivorous mammals, semi-aquatic herbivorous mammals, small semi-aquatic carnivorous 
mammals, and top mammalian and avian predators. The Site-Wide BERA evaluated complete 
exposure pathw ays that included the follow ing: 

• Surface w ater – direct contact, uptake, ingestion, or ingestion of prey 

• In-stream sediment/interstitial w ater – direct contact, ingestion, or ingestion of prey 

• Surface soil/floodplain sediment and soil – direct contact, ingestion, or ingestion of 
vegetation/prey 

Risk estimates w ere based on the Site-w ide 95% UCL on the arithmetic mean total PCB 
concentrations for abiotic media and fish. For food chain modeling, maximum total PCB 
concentrations for sampled terrestrial biota (i.e., earthw orms, mice, and muskrat) w ere used. 

No observed adverse effects level (NOAEL) and low est observed adverse effects level 
(LOAEL)-based HQs indicated the highest potential for risk for piscivorous mammals, 
represented by the mink. For terrestrial species, vermivorous birds, represented by the 
American robin, had the highest potential for risk. Based on the calculated NOAEL-based HQs, 
risk for minks is highest, follow ed by the bald eagle, the great horned ow l, the American robin, 
and the red fox. Deer mouse and muskrat appeared to be at little or no risk w ith NOAEL-based 
HQs less than 1. 

The Site-Wide BERA concluded the follow ing: 

• Most aquatic biota, such as invertebrates and fish, are not expected to be adversely 
affected by direct contact w ith and ingestion of surface w ater because of relatively low  
PCB toxicity to most aquatic biota. 

• PCB contamination of surface w ater and streambed sediment may adversely affect 
sensitive piscivorous predators, such as mink, through the consumption of fish. 

– Impaired reproduction is the primary adverse effect predicted for the mink. 
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– Other piscivorous predators, such as bald eagles, are potentially at risk based on 
dietary assumptions (e.g., consumption of fish and foraging takes place mostly w ithin 
on-site aquatic areas). 

• Terrestrial and semi-aquatic biota are potentially at risk from floodplain sediment and 
surface soil, depending on life cycle characteristics (e.g., foraging behavior, diet, 
mobility) and predicted sensitivity to PCBs. 

– Vermivorous birds (represented by the American robin) that consume a large portion 
of soil invertebrates (e.g., earthw orms) in the diet w ould be at risk if foraging takes 
place in areas w ith higher concentrations. 

– Carnivorous terrestrial mammals (represented by the red fox) w ould be at risk if 
foraging is concentrated in floodplain riparian areas w here higher concentrations in 
soil have been detected. These estimates assume the diet for carnivorous terrestrial 
mammals consists of prey that resides in areas w ith higher concentrations w ith 
bioaccumulation of PCBs w ithin the food chain. 

– Carnivorous birds (represented by the great horned ow l), depending on dietary 
assumptions, may be at potential risk. Potential risks calculated for these receptors 
w ere associated w ith elevated PCB concentrations in eggs; risk estimates based 
solely on food w eb modeling w ere comparatively low . Food w eb risk estimates based 
solely on terrestrial exposure may underestimate or overestimate risk, introducing 
some uncertainty in the estimation of risk. 

– Omnivorous terrestrial species (represented by mice) are not expected to be at risk 
unless the species resides in the areas w ith higher concentrations. Based on the 
data collected during the BERA, PCB uptake in mice appeared to be relatively low . 

– Semi-aquatic herbivorous mammals (represented by the muskrat) are potentially at 
risk from PCB contamination because estimated dietary doses exceed 
recommended threshold values for laboratory rats. This conclusion w as based on the 
assumption that laboratory rats and muskrats are equally sensitive to PCBs via 
ingestion. PCB concentrations in muskrats w ere concluded to present potential 
adverse effects to muskrat predators because some muskrats contained PCBs in 
excess of recommended dietary limits for PCB-sensitive predators, such as mink. 

Terrestrial receptors (e.g., insectivorous birds, vermivorous mammals, vermivorous birds, and 
carnivorous mammals and birds) w ere reevaluated as part of the Area 1 TBERA and are 
discussed further in Section 1.3.3.4. 

1.3.3.4 Summary of Area 1 TBERA 
An updated Area 1 TBERA for terrestrial birds and mammals is included as Appendix B to the 
USEPA-approved Area 1 SRI Report (ARCADIS 2012d). The Area 1 TBERA did not revisit the 
aquatic portion of the Site-Wide BERA conducted by CDM on behalf of MDEQ (CDM 2003a), 
but rather carried forward the BERA conclusions relative to aquatic receptors. The aquatic 
receptors w hich are most at risk (i.e., mink) are primarily exposed via the consumption of PCB-
containing fish. To address risks to aquatic-feeding receptors, the focus of remedy planning for 
sediments is the reduction of PCB concentrations in fish. 

The development of the Area 1 TBERA w as a coordinated effort among Georgia-Pacific, 
USEPA, the State of Michigan, and the U.S. Fish and Wildlife Service (USFWS). The 
participants agreed on key inputs and elements of the assessment, including establishing the 
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focus of the Area 1 TBERA on the terrestrial environment, receptors, and pathw ays within the 
former Plainw ell Impoundment and the Plainw ell No. 2 Dam Area. These tw o areas w ere the 
focus of recent TCRAs completed to address PCBs; therefore, the participants agreed to have 
the update focus on the assessment of residual risks to terrestrial receptors associated w ith 
PCB exposure via the food chain in the former Plainw ell Impoundment and the Plainw ell No. 2 
Dam Area. Representative receptors w ere selected as the most highly-exposed species likely to 
inhabit Area 1. The participants also agreed that the Area 1 TBERA w ould use the inputs to the 
CDM Site-Wide BERA (CDM 2003a) as a point of departure. 

The representative receptors included insectivorous birds (house w ren), vermivorous mammals 
(short-tailed shrew ), vermivorous birds (American robin and American w oodcock), carnivorous 
mammals (red fox), and carnivorous birds (red-tailed haw k). To evaluate risks for the receptors 
w ith individual foraging ranges that are smaller than the tw o areas of assessment (i.e., the 
American robin, American w oodcock, house w ren, and short-tailed shrew ), a moving-w indow  
approach w as used to approximate the receptor-specific exposure units (EUs). The moving-
w indow approach provides a continuous measure of exposure for each predetermined home 
range size across the entire area instead of non-overlapping, discrete home ranges. EPCs w ere 
generated using a moving w indow for small foraging area receptors by calculating a mean 
exposure estimate for each home range using a circular moving w indow of a given size over a 
spatially-interpolated PCB concentration surface. Mean EPCs w ere calculated based on the 
interpolated surface for a large number of possible home ranges (e.g., over 2 million in the 
former Plainw ell Impoundment) using unbiased and biased floodplain soil data. EPCs for w ide 
ranging receptors (i.e., red fox and red-tailed haw k) were assessed for the tw o areas separately 
using unbiased floodplain soil data. Area-wide EPCs w ere estimated as an area-w eighted 
mean. At the request of USEPA, risk associated w ith exposure to 2,3,7,8-tetrachlorodibenzo-p-
dioxin TEQs w as also considered for a subset of the receptors/exposure scenarios. 

HQs w ere calculated using three approaches to model potential PCB exposure to terrestrial 
w ildlife. Approach 1, the Dietary Approach, estimated average daily doses based on floodplain 
soil and tissue ingestion, and w as calculated for both total PCBs (birds and mammals) and 
TEQs (small mammals only). Tw o egg-based approaches w ere modeled for birds at the request 
of USEPA. In Approach 2 (Egg-Based Approach), egg-based exposure to both PCBs and TEQs 
for robins, w oodcocks, and house w rens was estimated by modeling egg tissue concentrations 
from floodplain soil concentrations using a bioaccumulation factor (BAF). An alternate Egg-
Based Approach via Dietary Ingestion (Approach 3) w as also used to estimate egg-based 
exposure by incorporating a dietary exposure model to estimate egg tissue TEQ concentrations 
for the American robin (i.e., using a floodplain soil to soil invertebrates to egg BAF). Avian 
receptor evaluations included HQs based on high sensitivity and mid-range sensitivity toxicity 
reference values (TRVs). Research on the relative sensitivity of avian species to dioxin-like 
compounds has show n that the primary mechanisms of PCB toxicity in vertebrate species are 
aryl hydrocarbon receptor (AhR)-mediated effects. Studies indicated that there are three primary 
AhR genetic structures, w hich are associated w ith high, moderate, and low  sensitivity to dioxin-
like compounds. Genetic sequencing of the AhR identified the domestic chicken as the most 
sensitive species. High sensitivity TRVs w ere based on domestic chicken studies, w hereas mid-
range sensitivity TRVs w ere based on a variety of w ild species. Tw o species w ithin the 
insectivorous birds feeding guild, the grey catbird and the European starling, have been 
reported as sensitive species and w ere observed in the Kalamazoo floodplain. The house w ren 
represented these species in the Area 1 TBERA. Other lines of evidence for avian receptors 
included the evaluation of American robin eggs collected w ithin the former Plainw ell 
Impoundment, the house w ren productivity study conducted dow nstream in the former 
Trow bridge Impoundment, and the American robin productivity study conducted on the 
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Housatonic River (Henning et al. 2003). Other lines of evidence for vermivorous mammalian 
receptors included the Housatonic River shrew  population demographic study (Boonstra and 
Bow man 2003). 

Potential risk calculated using the dietary approach (Approach 1) is considered relatively more 
certain than the egg-based approaches (Approaches 2 and 3), due to the follow ing 
uncertainties: 

• The dietary approach uses species-specific exposure parameters available from 
species-specific field studies. The lack of species-specific inputs for the egg-based 
approach results in identical exposure estimates for the species evaluated.  

• BAFs used in Approach 2 are based on data that are not specifically spatially related 
(i.e., the BAF is based on an impoundment-w ide soil concentration compared to a mean 
egg tissue concentration for the house w ren eggs collected). Use of broad-scale BAFs 
applied to 2-acre moving w indow EUs results in uncertainty in the egg-based approach.  

• Differential uptake of specific PCB congeners through the food chain may occur and 
result in over- or underestimation of exposure and effects.  

• BAFs used to estimate prey tissue for the dietary approach are considered more certain 
than the BAFs used to estimate egg tissue concentrations for Approach 2. Prey tissue 
BAFs are estimated from soil and tissue data that are more spatially related because 
prey tissue and soil w ere either co-located or collected from a discrete grid. The egg 
BAF used for Approach 2 is based on an impoundment-w ide mean floodplain soil 
concentration relative to house w ren egg tissue concentrations measured in the former 
Trow bridge Impoundment. Thus, the egg tissue EPCs are considered less certain than 
prey tissue EPCs in Approach 1. 

• Approach 3 is comprised of tw o modeling steps to estimate egg exposure: prey-tissue 
BAFs to estimate a PCB concentration in diet and a diet to egg biomagnification factor to 
derive an egg concentration. This approach assumes that uptake from diet to eggs is 
constant and identical for the species, w hich introduces more uncertainty than 
Approach 1.  

• TEQ concentrations are estimated from modeled total PCB estimates for egg tissue. 
This conversion of total PCB exposure estimates to TEQs adds uncertainty to the TEQ 
exposure estimates for Approaches 2 and 3.  

• Uncertainty associated w ith the egg-based TEQ TRVs includes the use of egg-injections 
as the method of dosing. The unnatural process of injection in a laboratory is not a 
natural bioaccumulation process, and among other limitations, imparts relatively greater 
uncertainty than dietary-based estimates supported by site-specific data. PCB 
concentrations achieved by a single injection compared to concentrations resulting from 
maternal deposition over time are uncertain.  

The Area 1 TBERA results are summarized below  and a table listing the results of the moving 
w indow analysis is provided as Table 1-11. 

• Vermivorous mammals (represented by the short-tailed shrew ) have some potential for 
risk (maximum LOAEL HQ of 1.2 for the former Plainw ell Impoundment) based on a 
dietary evaluation.  
Plainw ell No. 2 Dam Area: 
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– 98% of possible vermivorous mammal home ranges (based on a 1-acre moving 
w indow) were protected (i.e., HQs less than or equal to 1.0) based on NOAEL total 
PCB TRVs in the Plainw ell No. 2 Dam Area  

– 73% of possible home ranges w ere protected based on NOAEL TEQ TRVs in the 
Plainw ell No. 2 Dam Area 

– 100% of possible home ranges w ere protected based on LOAEL total PCB TRVs in 
the Plainw ell No. 2 Dam Area 

– 100% of possible home ranges w ere protected based on LOAEL TEQ TRVs in the 
Plainw ell No. 2 Dam Area 

Former Plainw ell Impoundment: 

– 66% of possible vermivorous mammal home ranges w ere protected based on 
NOAEL total PCB TRVs in former Plainw ell Impoundment  

– 41% of possible home ranges w ere protected based on NOAEL TEQ TRVs in the 
former Plainw ell Impoundment 

– 99% of possible home ranges w ere protected based on LOAEL total PCB TRVs in 
the former Plainw ell Impoundment 

– 100% of possible home ranges w ere protected based on LOAEL TEQ TRVs in the 
former Plainw ell Impoundment  

Evaluation of a second line of evidence w as performed for vermivorous mammals. The 
Housatonic River shrew  study (Boonstra and Bow man 2003) indicated that average PCB 
concentrations in soil, generally higher than those found w ithin Area 1, resulted in no 
adverse effects on shrew  populations. In the Housatonic River BERA, USEPA reported 
that shrew s living on soils w ith an average PCB concentration of 21.1 mg/kg did not 
experience significant effects in population demographics (measured as density, 
survival, rate of reproduction, sex ratio and grow th rate). Although there are uncertainties 
associated w ith the Housatonic shrew  study (i.e., PCB congener composition, single 
season study, observed high natural variation in shrew  demographics, and the 
connection betw een soil concentrations and shrew  movement), this line of evidence w as 
given high w eight. This study w as conducted using the same species (w hich is 
considered conservatively representative of small mammal exposure) at a riverine PCB 
site and has been peer review ed and accepted by USEPA in risk decision making. Use 
of the NOAEL soil concentration of 21.1 mg/kg from the Housatonic River shrew  study 
as a protective soil concentration results in a NOAEL dose of 0.78 mg/kg-day, w hich is 
more than 3 times higher than the NOAEL TRV and higher than the LOAEL TRV used in 
the Area 1 TBERA. An additional HQ calculation for mice suggested that the shrew  risk 
model selected to represent a range of small mammals likely overestimates risk to other 
small mammals because the mice HQs w ere less than 1.0, indicating no unacceptable 
risk.  
In summary, risk to vermivorous mammals is possible, but unlikely based on the low  
magnitude of shrew  HQs (maximum LOAEL HQ of 1.2), low  frequency of possible home 
ranges w ith LOAEL HQs greater than 1.0, and the results of the Housatonic River shrew  
study. Based on estimated NOAEL dietary HQs, carnivorous mammals (represented by 
the red fox w ith a home range more than ten times as large as either area) have 
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acceptable risks that are w ell below  1.0 for both the former Plainw ell Impoundment and 
the Plainw ell No. 2 Dam Area.  

• Moderate to low  sensitivity insectivorous birds (represented by the house w ren) are not 
at risk.  
– 100% of possible home ranges (based on a 2-acre moving w indow) were protected 

(i.e., HQs less than or equal to 1.0) based on NOAEL and LOAEL dietary total PCB 
HQs and egg-based total PCB and TEQ HQs in Plainw ell No. 2 Dam Area 

– 100% of possible home ranges (based on a 2-acre moving w indow) were protected 
(i.e., HQs less than or equal to 1.0) based on NOAEL and LOAEL dietary total PCB 
HQs and egg-based total PCB and TEQ HQs in the former Plainw ell Impoundment 
area 

• High sensitivity insectivorous birds (also represented by the house w ren) have a 
potential for risk based on the egg-based HQs (Approach 2), but unacceptable risk is not 
likely based on dietary HQs (Approach 1). 

Plainw ell No. 2 Dam Area: 

– 100% of possible home ranges w ere protected based on NOAEL and LOAEL dietary 
total PCB HQs in Plainw ell No. 2 Dam Area 

– 61% of the possible home ranges w ere protected based on LOAEL egg-based total 
PCB TRVs in Plainw ell No. 2 Dam Area 

– 22% of the possible home ranges w ere protected based on LOAEL egg-based TEQ 
TRVs in Plainw ell No. 2 Dam Area 

Former Plainw ell Impoundment: 
– 99.9% of possible home ranges w ere protected based on NOAEL dietary total PCB 

HQs (maximum HQ of 1.1) in the former Plainw ell Impoundment area 

– 100% of possible home ranges w ere protected based on LOAEL dietary total PCB 
HQs in the former Plainw ell Impoundment area 

– 30% of the possible home ranges are protected based on LOAEL egg-based total 
PCB TRVs in the former Plainw ell Impoundment area 

– 16% of the possible home ranges are protected based on LOAEL egg-based TEQ 
TRVs in the former Plainw ell Impoundment area 

Evaluation of a second line of evidence for insectivorous birds included the house w ren 
productivity study conducted by Michigan State University (MSU) in the former 
Trow bridge Impoundment of the Kalamazoo River. This study indicated no PCB-related 
impacts on house w rens in an area w ith PCB concentrations greater than those found in 
Area 1. Although there are uncertainties w ith the study design, sample size, and habitat 
differences betw een the study area and reference area, egg-tissue regression analyses 
indicated that egg PCB concentrations w ere not correlated w ith adverse impacts on 
productivity. Based on the results of the house w ren study and the HQs for the mid-
range sensitivity TRVs, unacceptable risk to moderate or low  sensitivity insectivorous 
birds in Area 1 is not anticipated. For high sensitivity insectivorous species, the dietary 
LOAEL HQs w ere less than 1.0 for all possible home ranges, w hile the LOAEL egg-
based HQs w ere greater than 1.0 for a large percentage of possible home ranges. For 
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Plainw ell No. 2 Dam Area, betw een 39% and 78% of the possible home ranges w ere not 
protected based on LOAEL TRVs. For the former Plainw ell Impoundment area, betw een 
70% and 84% of the possible home ranges w ere not protected based on LOAEL TRVs. 
Based on the evaluation of uncertainty associated w ith each HQ approach, there is 
higher confidence in the dietary HQs than the egg-based HQs. Thus, unacceptable risk 
to high sensitivity insectivorous bird species in Area 1 is not expected, but is possible 
based on the HQs developed using Approach 2 (egg-based). 

• Highly exposed (i.e., greater than 40% terrestrial invertebrates), moderate to low  
sensitivity vermivorous birds (represented by the American robin) are not considered at 
risk 

– 100% of possible home ranges (based on a 2-acre moving w indow) were protected 
based on NOAEL and LOAEL dietary total PCB (Approach 1) and egg-based total 
PCB and TEQ HQs (both NOAEL and LOAEL for Approaches 2 and 3) in Plainw ell 
No. 2 Dam Area 

– 100% of possible home ranges w ere protected based on NOAEL and LOAEL dietary 
total PCB (Approach 1) and egg-based total PCB and TEQ HQs (both NOAEL and 
LOAEL for Approaches 2 and 3) in the former Plainw ell Impoundment area 

• Unacceptable risk to highly exposed, high sensitivity vermivorous species (represented 
by the American robin) is possible, but considered unlikely. 

Plainw ell No. 2 Dam Area: 
– 100% of possible home ranges (based on a 2-acre moving w indow) were protected 

based on NOAEL and LOAEL dietary total PCB (Approach 1) in Plainw ell No. 2 Dam 
Area 

– 61% of the possible home ranges w ere protected based on LOAEL egg-based total 
PCB TRVs (Approach 2) in Plainw ell No. 2 Dam Area 

– 22% of the possible home ranges w ere protected based on LOAEL egg-based TEQ 
TRVs (Approach 2) in Plainw ell No. 2 Dam Area 

– 6% of the possible home ranges w ere protected based on LOAEL egg-based 
approach via dietary ingestion TEQ TRVs (Approach 3) in Plainw ell No. 2 Dam Area 

Former Plainw ell Impoundment: 

– 96% of possible home ranges w ere protected based on NOAEL dietary total PCB 
HQs (Approach 1; maximum HQ of 1.3) in the former Plainw ell Impoundment area 

– 100% of possible home ranges w ere protected based on LOAEL dietary total PCB 
(Approach 1) in the former Plainw ell Impoundment area 

– 30% of the possible home ranges are protected based on LOAEL egg-based total 
PCB TRVs (Approach 2) in the former Plainw ell Impoundment area 

– 16% of the possible home ranges are protected based on LOAEL egg-based TEQ 
TRVs (Approach 2) in the former Plainw ell Impoundment area 

– 11% of the possible home ranges are protected based on LOAEL egg-based 
approach via dietary ingestion TEQ TRVs (Approach 3) in the former Plainw ell 
Impoundment area 
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• Site-specific measured PCB egg concentrations w ere used as a second line of evidence 
and indicated that the HQ egg-based model (Approach 2) results in an over-estimation 
of potential robin exposure based on current site conditions. The Housatonic River robin 
study (Henning et al. 2003) w as used as a third line of evidence for vermivorous birds 
and indicated no impacts on robin productivity at floodplain soil PCB concentrations 
higher than those observed w ithin Area 1 and at measured egg concentrations almost 
an order of magnitude higher than those predicted for Area 1.  

• Highly exposed, moderate to low  sensitivity vermivorous birds (represented by the 
American w oodcock) are not considered at risk 

– 100% of possible home ranges (based on an 11-acre moving w indow) were 
protected based on NOAEL and LOAEL dietary total PCB (Approach 1) and NOAEL 
and LOAEL egg-based total PCB and TEQ HQs (Approach 2) in Plainw ell No. 2 Dam 
Area 

– 100% of possible home ranges w ere protected based on NOAEL and LOAEL dietary 
total PCB (Approach 1) and LOAEL egg-based total PCB and TEQ HQs (Approach 
2) in the former Plainw ell Impoundment area 

– 93% of possible home ranges w ere protected based on NOAEL dietary total PCB 
HQs (maximum HQ of 1.3) in the former Plainw ell Impoundment area 

• Unacceptable risk to highly exposed, high sensitivity vermivorous species (represented 
by the American w oodcock) is possible, but considered unlikely. 
Plainw ell No. 2 Dam Area: 

– 100% of possible home ranges w ere protected based on NOAEL and LOAEL dietary 
total PCB (Approach 1) in Plainw ell No. 2 Dam Area 

– 65% of the possible home ranges are protected based on LOAEL egg-based total 
PCB TRVs (Approach 2) in the Plainw ell Dam No. 2 Area 

– 17% of the possible home ranges are protected based on LOAEL egg-based TEQ 
TRVs (Approach 2) in the Plainw ell Dam No. 2 Area 

Former Plainw ell Impoundment: 

– 65% of possible home ranges w ere protected based on NOAEL dietary total PCB 
(Approach 1; maximum HQ of 2.0) in the former Plainw ell Impoundment area 

– 86% of possible home ranges w ere protected based on LOAEL dietary total PCB 
(Approach 1) in the former Plainw ell Impoundment area 

– 23% of the possible home ranges w ere protected based on LOAEL egg-based total 
PCB TRVs (Approach 2) in the former Plainw ell Impoundment area 

– 9% of the possible home ranges w ere protected based on LOAEL egg-based TEQ 
TRVs (Approach 2) in the former Plainw ell Impoundment area 

In summary, risk to vermivorous avian species in Area 1 is considered unlikely based on mid-
range sensitivity TRVs because LOAEL HQs w ere less than 1.0. High sensitivity TRVs resulted 
in HQs greater than 1.0 for both dietary (in former Plainw ell Impoundment only) and egg-based 
exposures; how ever, no small ranging, highly exposed, high sensitivity vermivores have been 
observed at the Site in over 30 years of surveys conducted by the Kalamazoo River Nature 
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Center. Given the low  probability that highly exposed (i.e., greater than 40% terrestrial 
invertebrates in diet), high sensitivity avian vermivores are present in Area 1, ecologically 
significant adverse effects on vermivorous birds in Area 1 is possible, but not likely. 

• Carnivorous birds (represented by the red-tailed haw k) are not considered to be at risk. 
– 100% of possible home ranges w ere protected based on mid-range and high 

sensitivity NOAEL and LOAEL dietary total PCB TRVs (Approach 1) in Plainw ell No. 
2 Dam Area 

– 100% of possible home ranges w ere protected based on mid-range and high 
sensitivity NOAEL and LOAEL dietary total PCB TRVs (Approach 1) in the former 
Plainw ell Impoundment area 

1.4 PRIOR REMEDIAL ACTIONS 
Overall, the Area 1 TBERA found no unacceptable risk to either carnivorous birds and mammals 
or mid-range sensitivity birds. Possible risk w as identified for vermivorous mammals in localized 
areas. Possible, but inconclusive, risk w as also identified for high-sensitivity insectivorous birds 
and vermivorous birds (i.e. birds w ith greater than 40% terrestrial invertebrates in diet), if 
present. How ever, highly exposed, high sensitivity vermivorous birds have not been observed at 
the Site. Based on the results of the TBERA and the acknow ledged uncertainty in the risk 
estimates, reduction of unacceptable risks to terrestrial ecological receptors is considered in this 
FS. 

In keeping w ith USEPA’s principles for managing sediment sites (USEPA 2002), controlling 
sources of PCBs has been a goal of cleanup activities completed throughout Area 1 since 1998, 
w hen one of the furthest upstream source of PCBs, Bryant Mill Pond, w as addressed through a 
removal action. Subsequent efforts have included TCRAs in the former Plainw ell Impoundment, 
the Plainw ell No. 2 Dam Area, and in Portage Creek, w ork at former paper mill properties, and 
cleanups at locations next to Area 1 along Portage Creek and the Kalamazoo River that w ere 
used as disposal sites for papermaking residuals and w astes. One such cleanup w as an 
Emergency Response Action completed by Weyerhaeuser, under the direction of USEPA, 
betw een November 2007 and April 2008 to “prevent, abate, or minimize a release or potential 
release from the former Plainw ell Mill banks” (RMT 2008). The various projects completed to 
date are summarized in Table 1-12. 

The follow ing report sections provide additional details on prior removal actions. These activities 
have resulted and w ill result in the control or elimination of the most significant know n sources 
of PCBs in Area 1 and are supportive of the recovery of PCB levels in fish tissue. 

1.4.1.1 Former Plainwell Impoundment TCRA 
USEPA determined that the concentrations of PCBs in the sediment, riverbank soil, and 
floodplain soil of the former Plainwell Impoundment posed an imminent and substantial danger 
to both human and ecological receptors. As a result, USEPA determined that a TCRA was 
necessary to address the contamination. The AOC for the TCRA was issued by USEPA in 
August 2008. Removal Action construction activities were performed May 2007 through June 
2009, followed by post-removal monitoring and maintenance completed in March 2013. The 
work completed during the TCRA and the effectiveness of the removal action are discussed 
below. 
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TCRA Objectives 

Source Control 
• Cut back and stabilize riverbanks 

• Excavate targeted sediment to prevent migration 

• Remove near-shore areas, behind the old dam, mid-channel areas w ith PCBs greater 
than 50 mg/kg 

• Dew ater/process/dispose excavated materials 

• Control sediment re-suspension during construction 

Risk Management 
• Remove targeted soil w ith PCBs greater than 50 mg/kg 

• Excavate sediment to mitigate effects of dam removal on dow nstream transport of PCBs 

Restoration 
• Monitor effects of low ering water levels on sediment movement during and after dam 

removal 

• Establish stable channel, revegetate w ork zones 

• Monitor restored area, cut-back, and erosion control of riverbanks 

Sediment and Soil Removal 
Sediment and soil removal areas were subdivided to facilitate removal work, and removal 
generally proceeded from upstream to downstream. The excavation/removal areas are 
depicted on Figure 1-6. Approximately 126,700 cy of material was removed and disposed at 
commercial offsite landfills. This material consisted of approximately 20,860 cy of Toxic 
Substances Control Act of 1976 (TSCA) material and 105,840 cy of non-TSCA material. 
Approximately 7,625 linear feet of riverbank were addressed during the TCRA (ARCADIS, 
2010e). 

The design incorporated removal of sediment (near-shore and PCB “hot spots”) w ith bank 
stabilization to prevent dow nstream migration w ith dam removal. Near-shore sediment was 
generally excavated 40 feet outward from the pre-construction top-of-bank (the reach of the 
excavator). Sediment was removed down to the native (pre-impoundment) gravel riverbed. 
Mid-channel sediment that could not be safely reached by the excavator in the center of the 
project area (prism) and that had concentrations of less than 50 mg/kg PCBs were left in place 
and were expected to erode gradually over time. Sediment immediately upstream of the dam 
and three deposits of mid-channel sediment with PCB concentrations greater than 50 mg/kg 
were removed to 1 mg/kg PCB or to the pre-impoundment channel bottom. 

Two cofferdams were installed during the project to isolate the materials to be excavated within 
the former Plainwell Impoundment. The water-level control structure (WCS) facilitated the 
removal of the remnant power house structure and controlled the water level in the former 
Plainwell Impoundment, improving the efficiency of sediment removal activities in the 
downstream portion of the project area. Once the WCS was removed in January 2008, the 
river was returned to its original channel. 
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Control systems were installed in the river to minimize downstream transport of resuspended 
materials associated with the removal of sediment and soil. The systems used included 
turbidity curtains, a combination of turbidity curtain and flow deflector wall, and fully enclosing 
steel sheet pile walls. The structures used to control resuspended sediment were capable of 
functioning under a variety of potential river flow and depth scenarios. Upstream and 
downstream turbidity was measured and monitored throughout the day, and actions to reduce 
turbidity were taken when the farthest downstream measurement was two times greater than 
the concurrent upstream measurement. 

Excavation was performed from the top-of-bank using an open bucket long-reach excavator 
equipped with a real-time kinematic global positioning system (RTK GPS). Excavated soil and 
sediment was loaded into off-road trucks and hauled to the nearest staging area for temporary 
storage and processing such as dewatering and consolidation and/or reloaded for offsite 
disposal in licensed commercial landfills. 

Soil removal in the former Plainwell Impoundment included the excavation of 30 feet from the 
river into the bank/floodplain soil where PCB concentrations exceeded 5 mg/kg (or 4 mg/kg 
adjacent to residential area). The purpose of the bank removal and restoration was to stem the 
supply of PCBs to the river from the eroding banks and provide clean buffer to mitigate 
exposures to PCB-contaminated banks, and control future bank erosion. PCB-contaminated 
floodplain soil identified from pre-removal action data and containing PCB concentrations greater 
than 50 mg/kg PCBs w as also excavated. 

Confirmation monitoring was performed to verify that the design specifications were achieved. 
An RTK GPS-equipped excavator was used to provide preliminary confirmation that excavation 
was completed in an area. Confirmation sampling was then performed in removal areas. In 
some cases where additional material removal was necessary to meet the performance 
standard, confirmation monitoring affected the depth of excavation. The lateral extent of 
removal was determined using historical data collected before development of the Design 
Report. The PCB sampling performance standard for floodplain soil was generally 5 mg/kg, but 
was reduced to 4 mg/kg in one location where removal was performed near a residential area. 
The PCB sampling performance standard for sediment was 1 mg/kg. Confirmation sampling 
results were presented in Table 5 of the Construction Completion Report (ARCADIS, 2010e). 

Bank Restoration 
As removal operations were completed within a removal area, the banks were reconstructed 
with clean fill dirt or graded to a stable slope and revegetated. A portion of the banks, where 
modeling predicted higher erosional forces, were armored with river run rock. Coir log and 
temporary erosion control fabric were installed as necessary to protect exposed bank soil 
before the bank could be fully revegetated. Topsoil was installed as necessary to support 
revegetation. Vegetation and riparian habitat were established by seeding and planting with 
native plant species as described in the Design Report (ARCADIS 2007). 

Grubbed areas that were originally vegetated were restored. Where necessary, a 6-inch layer 
of topsoil was placed to restore pre-excavation grades, followed by placement of grass seed 
and straw or an erosion control blanket. New native species trees and shrubs were installed in 
accordance with the appropriate vegetation zone in which the disturbed area was located. 

In accordance with the SRI/FS AOC and as described in the Design Report (ARCADIS 2009), 
annual monitoring of the restored banks was required for three years following approval of the 
construction completion report which occurred in March 2010. The condition of restored banks 
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and floodplains was evaluated based on visual inspection, a topographic survey, a bank 
erosion hazard index (BEHI) rating, and vegetation monitoring. The first bank conditions 
monitoring report was submitted in July 2011 (ARCADIS 2011b). During the monitoring and 
maintenance period, maintenance was performed to address bank erosion in areas that did not 
receive rock armor as part of the original design, replace rock in several areas where the river 
rock sloughed off the bank, replace or add trees and shrubs, and address invasive species of 
vegetation, as summarized in Table 1-13 for the specified removal subarea. 

TCRA Effectiveness 
Surface water PCB concentrations, turbidity, temperature, and conductivity were monitored 
during the TCRA Activities at locations approximately 200 feet from the upstream work limit 
and 200 to 300 feet from the downstream work limit. Actions were taken to install additional 
equipment or adjust work activities if the downstream turbidity measurement exceeded two 
times the concurrent upstream measurement. Surface water data (398 ND [0.05 µg/L method 
detection limit] out of 402 samples) indicated that the TCRA construction activities did not 
result in an increase of PCB loading to areas downstream. 

Surface water concentrations declined since 2000/2001 so that post TCRA average surface-
water concentrations were 1.1 ng/L, which is consistent with average upstream concentrations 
in Marrow Lake of 1.0 ng/L. This reduction to background concentrations on average is a result 
of completing the TCRAs, continued decline in upstream contributions, and a reduced loading 
of PCBs to the river from external sources.Yearling smallmouth bass were sampled in the 
Otsego City impoundment immediately downstream of the TCRA area, to assess potential 
impacts associated with release/erosion of sediment during the Plainwell Impoundment TCRA. 
Three sampling events were carried out, with the first in 2006 occurring before the TCRA. The 
other two sampling events were performed in 2007, after the first year of the TCRA and in 
2008, after the second year of the TCRA. There was not a statistically significant difference in 
the average lipid-adjusted PCB concentration before and after the TCRA. Fish tissue trends are 
discussed in Section 1.3.1.3 above. 

Adult fish tissue concentrations declined from 2006 to 2011 at a rate of 1.9 to 7.7% for the first 
order decay regression model and 2 to 10.4% for the mixed-order regression model where the 
trend converged or the trend was statistically significant. This decrease in fish tissue PCB 
concentrations is a result of several factors, as listed above for surface water, including 
completion of the TCRAs in Area 1. 

Soil and sediment confirmation sampling was performed during the TCRA activities as 
discussed above. Soil and sediment were excavated an additional 6 inches where confirmation 
samples indicated PCB concentrations remained above the performance standard. If the 
second round of confirmation sampling indicated PCB concentrations above the performance 
standard, additional excavation or placement of clean backfill material was performed as 
decided in the field through discussions with USEPA. 

Post-removal surface sediment sampling was performed in January 2008 for areas excavated 
during 2007, and in March 2009 for the areas excavated in 2008. Seventy-five locations were 
sampled. The PCB concentrations ranged from ND to 48 mg/kg, with an average PCB 
concentration of 1.7 mg/kg. 

The pre-TCRA soil PCB SWAC (top 6 inches) in the former Plainwell Impoundment was 17 
mg/kg. Data representative of post-TCRA soil PCB levels indicated that the floodplain soil 
SWAC is 6.6 mg/kg (see Section 6.3.4 of the Area 1 SRI Report [ARCADIS 2012a]). 
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Post-removal sampling of the Mid-Channel (prism) sediment found average PCB 
concentrations of less than 0.6 mg/kg. Bathymetric monitoring of the prism sediment was 
performed twice per year to assess prism erosion. The 80 percent decrease in the prism (AOC 
goal) was reached in May 2010, 17 months after the WCS was removed. 

Groundwater sampling was performed for 5 quarters in a network of 15 monitoring wells. PCBs 
were not detected in groundwater. Groundwater is not a medium of concern. 

1.4.1.2 Plainwell No. 2 Dam Area TCRA 
USEPA determined that a TCRA w as necessary to address areas that represent potential 
sources of PCBs to the river after review ing the results of sampling and investigation w ork in the 
Plainw ell No. 2 Dam Area completed pursuant to the SRI/FS AOC. Areas targeted for this 
TCRA included bank soil, sediment in a portion of a historical oxbow  channel, and soil in a 
floodplain area next to the oxbow  (Figure 1-7). 

The follow ing activities w ere performed as part of this TCRA: 

• Stem the potential loading of PCBs to the Kalamazoo River from riverbanks in the 
Plainw ell No. 2 Dam Area 

• Remove sediment at the mouth of and along the w estern side of the former oxbow  
channel 

• Dispose of the removed PCB-containing bank soil and sediment in a w ay that did not 
present unreasonable risk to human health or the environment 

• Mitigate potential adverse environmental impacts of construction 

• Complete habitat enhancement 

Soil and Sediment Removal 
Sediment and soil removal areas w ere subdivided to facilitate removal w ork, and removal 
generally proceeded from upstream to dow nstream. The removal areas designated are depicted 
on Figure 1-6 (ARCADIS 2011). Removal activities on the north side of the river w ere performed 
in 2009 and removal activities on the south side of the river w ere performed in 2010. 
Approximately 15,700 cy of material w ere removed and disposed in off-site licensed commercial 
landfills as a result of TCRA activities. Approximately 10,000 linear feet of riverbank w ere 
addressed by the TCRA. 

Control systems w ere installed in the river to minimize dow nstream transport of resuspended 
materials associated w ith the removal of sediment and soil. The system used throughout the 
TCRA included turbidity curtains combined w ith a flow  deflector wall. The selected systems had 
a relatively short setup/breakdow n time and could be easily modified to adapt to changes in field 
conditions. 

Excavation w as performed from the top-of-bank using an open bucket excavator equipped w ith 
a RTK GPS. Excavated soil and sediment w ere loaded into off-road trucks and hauled to the 
nearest staging area for temporary storage and processing, and/or reloaded for offsite disposal 
in licensed commercial landfills. 

Confirmation monitoring w as performed to verify that the design specifications were achieved. 
An RTK GPS-equipped excavator w as used to give preliminary confirmation that excavation 
w as completed in an area. Confirmation sampling w as then performed in the removal areas to 

 

Project No.:  3293131541 
 1-37  

 



OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site December 19, 2014 
Area 1 Feasibility Study   
  
verify that no unacceptable PCB concentrations remained w ithin the excavation boundaries. In 
some cases w here additional material removal w as necessary to meet the performance 
standard, confirmation monitoring affected the depth of excavation. The lateral extent of removal 
w as determined using historical data collected before development of the Design Report. 

Soil removal included the excavation of 30 feet from the river into the bank/floodplain soil 
where PCB concentrations exceeded 5 mg/kg (or 4 mg/kg adjacent to residential area). The 
purpose of the bank removal and restoration was to stem the supply of PCBs to the river from 
the eroding banks and provide clean buffer to mitigate exposures to PCB-contaminated banks, 
and control future bank erosion. PCB-contaminated floodplain soil identified from pre-removal 
action data and containing PCB concentrations greater than 50 mg/kg PCBs w as also 
excavated. 

Bank Restoration 
As removal operations w ere completed w ithin a removal area, the banks w ere reconstructed or 
graded to a stable slope and revegetated in a manner similar to that described above for the 
Plainw ell Dam Removal TCRA. 

In accordance w ith the SRI/FS AOC and as described in the Design Report (ARCADIS, 2009), 
annual monitoring of the restored banks is required for three years follow ing approval of the 
construction completion report w hich occurred in March 2011. The condition of restored banks 
w as evaluated based on visual inspection, topographic survey, a BEHI rating, and vegetation 
monitoring. The first bank conditions monitoring report w as submitted in July 2011 (ARCADIS, 
2011b). This report found that 96% of the restored banks received a BEHI rating of Low  and 4% 
received a BEHI rating of Moderate, indicating that most of the bank restoration measures w ere 
controlling erosion. It w as expected that the portions rated w ith a Moderate potential for erosion 
w ould improve to Low  as vegetation density and root depth increased. Subsequent bank 
surveys characterized the restored areas w ith a rating of Low . Tree and shrub survival in the 
restored areas did not meet the 85% performance standard, and replacement plantings w ere 
installed in 2012. In January 2013 bank maintenance w as completed in one removal area that 
w as observed during the 2012 monitoring to exhibit significant bank erosion. The area w as 
armored. In November 2013 and April 2014 bank maintenance w as performed in parts of three 
removal areas that w ere observed during the 2013 monitoring to exhibit significant bank 
erosion. Brush w attles and large w oody debris w ere installed in the river along the bank for 
about 800 feet in the three areas. Woody live plants w ere also planted in the same areas in May 
2014. All five of the areas requiring bank maintenance did not include rock armoring of the river 
bank toe as part of the original design. The final inspection of the site w as completed on June 5, 
2014. A summary of maintenance activities is provided in Table 1-14.  

TCRA Effectiveness 
Surface w ater PCB concentrations, turbidity, temperature, and conductivity w ere monitored 
during the TCRA Activities at locations approximately 200 feet from the upstream w ork limit and 
200 to 300 feet from the dow nstream w ork limit. Surface w ater data indicated that the TCRA 
activities did not result in an increase of solids or PCB loading to areas dow nstream. 

Surface water concentrations declined since 2000/2001 so that post TCRA average surface-
water concentrations were 1.1 ng/L, which is consistent with average concentrations in  

upstream Marrow Lake of 1.0 ng/L. This reduction to background concentrations on average is 
a result of completing the TCRAs, continued decline in upstream contributions, and a reduced 
loading of PCBs to the river from external sources. 
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Adult fish tissue concentrations declined from 2006 to 2011 at a rate of 1.9 to 7.7% for the first 
order decay regression model and 2 to 10.4% for the mixed-order regression model where the 
trend converged or the trend was statistically significant. This decrease in fish tissue PCB 
concentrations is a result of several factors, as listed above for surface water, including 
completion of the TCRAs in Area 1. 

Soil and sediment confirmation sampling w as performed during the TCRA activities as 
discussed above. The PCB sampling performance standard w as 5 mg/kg for soil throughout the 
project area, and 1 mg/kg for sediment in the oxbow  area. Soil confirmation sampling w as 
carried out before placement of backfill that w as placed in most soil removal areas. The only 
exception w as along certain portions of the riverbanks w here the post-excavation elevation did 
not require backfill. 

The pre-TCRA soil PCB SWAC in the Plainwell No. 2 Dam Area was 3.2 mg/kg. The current 
post-removal SWAC is 2.4 mg/kg. The pre and post-removal SWAC for sediment in the oxbow 
was 18 mg/kg and 6.6 mg/kg, respectively. This post-removal SWAC is below the 
recommended soil PRG of 11 mg/kg PCBs. PRGs are presented in Section 2.4.7 (see Section 
6.3.4 of the Area 1 SRI Report [ARCADIS 2012a]). 

1.4.1.3 Bryant Mill Pond TCRA 
An important effort in reducing PCB concentrations in Portage Creek w as the Bryant Mill Pond 
TCRA performed by USEPA. Bryant Mill Pond is a 71-acre site on Portage Creek and w as the 
furthest upstream source of PCBs to OU-5 (MDEQ 1999). A TCRA w as performed in 1998 and 
1999 to remove 150,000 cy of sediment and floodplain soil. PCB concentrations in the area 
w ere found to be as high as 1,000 mg/kg prior to the Removal Action. Excavated materials w ere 
placed in former dew atering lagoons and capped. The lagoons are on higher ground and are 
protected from stream flow s by a stabilized dike. 

TCRA Effectiveness 
Post-removal PCB concentrations in sediment follow ing the Bryant Mill Pond TCRA w ere below  
0.46 mg/kg, and 92 percent of post-remediation samples in the area overall w ere below  the 
PCB remedial goal of 1 mg/kg (MDEQ 1999). PCB concentrations in Portage Creek surface 
w ater in the former Bryant Mill Pond area w ere reduced by tw o orders of magnitude follow ing 
the TCRA, and PCB concentrations in fish tissue w ere reduced by one order of magnitude and 
have been maintained in carp and w hole body w hite suckers since 1998/1999 (Kern 2013). 

1.4.1.4 Portage Creek TCRA 
USEPA determined that a TCRA w as necessary in the Portage Creek Area to address the risk 
to human and ecological receptors from PCBs in floodplains and sediment. Samples w ere 
collected in November 2010 and results w ere used to identify hot spots; concentrations ranged 
from non-detect to 590 mg/kg in sediment (0 to 80 inches in depth) and 0.26 to 72 mg/kg in 
floodplain soil (0 to 36 inches in depth). Betw een August 2011 and October 2013 a total of 
23,727 cy of soil and sediment w ere removed from targeted, high-priority areas of Portage 
Creek and its floodplains betw een Reed Street and the confluence w ith the Kalamazoo River 

Soil and Sediment Removal 
The TCRA site w as divided into 9 slope areas (SAs) to facilitate removal w ork, w hich proceeded 
from upstream (Reed Street) to dow nstream (Kalamazoo River confluence). Soil and sediment 
w ere dew atered, solidified, and staged prior to shipment for final disposal. Water recovered from 
dew atering or solidification w as collected in a reservoir for treatment and discharge. Wastew ater 
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w as collected and treated in USEPA’s mobile w astewater treatment plant to meet surface w ater 
discharge criteria (USEPA 2013c). 

Pre-excavation characterization of the SAs included core samples from each SA to delineate 
data gaps and identify areas w ith contaminated sediment exceeding 50 mg/kg total PCB. The 
estimated pre-removal SWAC for Portage Creek sediment and soil w as 6.1 mg/kg (USEPA 
2012). Excavator operators used Triangular irregular netw ork (TIN) files in conjunction w ith 
control points to document that excavation w as performed to the appropriate removal depth. 

Prior to excavation, trees and brush w ere removed from each SA, access roads w ere 
constructed, and a construction entrance, material transfer station, access to excavation points 
w ere established, and groundw ater diversion and creek w ater bypass controls were installed. 
Areas w ith PCBs concentrations greater and less than 50 mg/kg w ere delineated for disposal 
purposes.  

Sheet pile cofferdams w ere installed to separate each excavation area to allow  for groundw ater 
diversion and creek w ater bypass. Silt curtains w ere placed in strategic locations in Portage 
Creek to control turbidity during sediment excavation. Real-time turbidity monitoring stations 
recorded turbidity upstream and dow nstream of the excavation areas. Based on these readings, 
w ork activities w ere adjusted or paused to prevent discharge of sediment dow nstream. 
Polyethylene plastic sheeting w as placed along creek banks to prevent the spread of 
contamination during excavation. 

Sediment and soil w ere removed by mechanical dredging techniques, including the use of RTK 
GPS equipped long-reach excavators equipped w ith both environmental buckets and standard 
excavating buckets. Excavated sediment w as maintained in separate stockpiles at the staging 
area to segregate material exceeding 50 mg/kg PCBs. Waste sediment and soil w ere analyzed 
for RCRA w aste characterization parameters prior to disposal. TSCA-manifested material 
(material w ith concentrations greater than 50 mg/kg) w as transported to Wayne Disposal in 
Belleville, Michigan. Non-hazardous, non-TSCA manifested material w as transported to C&C 
Landfill in Marshall, Michigan. 

Excavation w as performed to the initial target depth; if paper residuals w ere still apparent in the 
grid(s), samples w ere collected in every other grid of the slope area to verify remaining 
contamination. If w arranted in a particular grid(s), over excavation w as performed until visible 
evidence of paper residuals or confirmed contaminated sediment w as removed. Once visible 
and confirmed contamination w ere removed, confirmation samples w ere collected by collecting 
a six-point composite sample from each grid of the SA. If the grid met the performance standard 
goal of less than 1 mg/kg, backfilling and restoration proceeded. If a grid failed to meet the 
performance standard goal, an additional 6 inches of sediment w ere excavated and another 
confirmation sample w as collected from the new  surface.  

Backfilling and Bank Restoration 
The restoration plan for the Portage Creek TCRA w as published in the Restoration Plan for 
Portage Creek Area Time Critical Removal Action Kalamazoo County, Kalamazoo, Michigan, 
report prepared by Environmental Quality Management (2011). Restoration activities included 
returning disturbed areas to pre-construction conditions. Once performance standard goals 
w ere met in a SA, the excavated areas w ere lined w ith geotextile fabric and backfilled. If the 
removal depth exceeded 30 inches, a 24-inch layer or more of 6-inch diameter crushed stone 
(rip-rap) w as placed, follow ed by a 6-inch layer of river rock along the creek. Finally, a sand and 
gravel mix (bank-run) w as used to backfill above layers of crushed stone and river rock to 
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restore the original creek bottom elevation. Backfill materials w ere analyzed for contaminants 
prior to approval as placement material. A bathymetric survey was performed after backfilling in 
each SA to ensure restoration to the correct creek bottom elevation. 

Once backfilling w as complete, the structures installed for excavation and restoration activities 
w ere removed. Erosion control features such as silt fences w ere maintained and monitored until 
final vegetation w as established. Re-vegetation consisted of placing a grass seed/fertilizer mix 
and straw  mulch over impacted areas and planting native trees and shrubs in accordance w ith 
SA-specific restoration plans. Restored areas are monitored for 1 year, including replanting as 
needed and inspection documentation. 

TCRA Effectiveness 
Post-removal monitoring to verify the effectiveness of the Portage Creek TCRA w ill include 
surface w ater monitoring, soil and sediment confirmation monitoring, fish tissue monitoring, and 
monitoring/maintenance of erosion controls. USEPA’s estimated post-removal PCB SWAC in 
Portage Creek sediment is 1.88 mg/kg (USEPA 2012). 

1.5 MEDIA OF CONCERN 
The media of concern are sediments, fish, and floodplain soils. Hot spot areas in Sections 2 and 
4, the Crow n Vantage side channel, and sediment in Section 3 are remediation target areas and 
w ill be further discussed in Sections 2.0 through 4.0 of this FS Report. Remedial alternatives for 
sediment w ill address the potential for bank soil erosion and transport. Remedial alternatives for 
sediment w ill also include additional post-TCRA sampling in Section 8 as part of remedial 
design activities. The SWAC for Section 8 is primarily based on pre-TCRA data, and remedial 
design sampling w ill be performed to provide current and representative sediment PCB 
concentrations. 

Floodplain soil in the former Plainw ell Impoundment study area w ill be further evaluated as 
media of concern in Sections 2.0, 3.0, and 5.0 of this FS Report. In addition, an evaluation of 
potential residential exposure to floodplain soil PCB concentrations in the remainder of Area 1 is 
evaluated, and recommendations for residential property sampling during the remedial design 
phase are provided in Section 3.0. 
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2.0 REMEDIAL ACTION OBJECTIVES/GENERAL RESPONSE ACTIONS 

2.1 COCs 
As described in the Generalized CSM (ARCADIS 2009), the Site data, w hich have been 
presented in various documents listed in Section 1.2.4, indicate that PCBs are the primary 
COCs. The available data indicate that exposure to PCBs w ill drive risks at the Site, and that 
management of risks due to PCB exposure w ill also address risks associated w ith other 
constituents. CDM’s Site-Wide BERA (CDM 2003a) states: 

“PCB contamination is considered to be the primary focus of this ERA because of the 
current magnitude and distribution of PCBs throughout the [Site]. This ERA, therefore, does 
not consider the additional incremental effects that may be caused by other chemical 
stressors…” 

Media samples collected during the Area 1 and Area 2 site investigation in and along Portage 
Creek and the Kalamazoo River (soil, sediment, surface w ater, and biota – fish tissue) w ere 
selectively analyzed for non-PCB constituents. These samples w ere analyzed for CERCLA 
TCL/TAL parameters, including: metals, VOCs, SVOCs, pesticides, and PCDD/PCDF. Results 
of these analyses are presented and evaluated in Appendix M of the SRI (ARCADIS 2012a).  

Many non-PCB constituents w ere detected in all media, likely from multiple point and non-point 
sources in the industrialized portions of the w atershed (and general anthropogenic deposition 
throughout the w atershed), and may not be directly linked to the PCB releases. The Area 1 data 
suggest that several non-PCB constituents w ith an affinity for fine-grained organic particles 
similar to that of PCBs are collocated w ith PCBs as a result of similar transport and deposition 
mechanisms. Non-PCB constituents are not expected to drive risk to human health and the 
environment for this Site based on their low  frequency of detection, low  concentration, and/or 
ubiquitous nature. An evaluation of non-PCB constitutes detected in Areas 1, 2, and 3 is 
currently being conducted, as discussed in Section 1.3.1.5, to more systematically screen the 
non-PCB constituents. The remedial alternatives evaluation presented in Sections 4.0 and 5.0 
w ill address how  a given remedial alternative w ill affect non-PCB constituents in Area 1. 

2.2 RAOs 
The development of RAOs and PRGs is the first step in identifying and screening remedial 
alternatives for addressing the COCs and media of concern (USEPA 1988a). The RAOs 
presented herein form the basis for the development of the remedial alternatives presented in 
Sections 4.0 and 5.0. 

In accordance w ith USEPA’s Guidance for Conducting Remedial Investigations and Feasibility 
Studies under CERCLA (USEPA 1988a), RAOs represent contaminant- and medium-specific 
goals for the protection of human health and the environment. Area 1-specific RAOs w ere 
prepared in consultation w ith USEPA based on available information and standards, such as the 
preliminary applicable or relevant and appropriate requirements (ARARs), to be considered (TBC) 
guidelines, and risk-based screening concentrations (RBCs) developed in the human health and 
ecological risk assessments. RAOs are identified to protect those receptors associated w ith the 
exposure pathw ays and media w here risk outside the range acceptable to USEPA may be 
present. The follow ing four RAOs have been developed for PCB-containing media in Area 1: 
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• RAO 1: Protect people who consume Area 1 Kalamazoo River fish from exposure 
to PCBs that exceed protective levels. This RAO is expected to be progressively 
achieved over time by meeting the follow ing targets for fish tissue and sediment: 

– Reduction in fish tissue to the Michigan fish advisory level for smallmouth bass to 
tw o meals per month (0.11 mg/kg total PCB concentration) w ithin 30 years 

– Achievement of a non-cancer HI of 1 and a 10-5 cancer risk w ithin 30 years for the 
high-end sport angler (100 percent bass diet) 

– The fish tissue goal for bass w ill be achieved by reducing the sediment PCB SWAC 
in each of eight sections of the river in Area 1 to 0.33 ppm or less follow ing 
completion of the remedial action 

The ability to meet the risk-based fish tissue targets stated above w ill be evaluated as 
part of the 5-year review  process following remedial action. These review s will consider 
factors identified during LTM that may limit overall fish tissue and sediment recovery 
(e.g., fish tissue or sediment concentrations approaching background levels due to 
atmospheric deposition or other sources). Current background reference area fish tissue 
and sediment concentrations are summarized in Sections 2.4.2 and 2.4.4, respectively. 
These background concentrations are subject to change over time. Time to reach fish 
tissue goals for each sediment remedial alternative is estimated in Section 4.0 based on 
the projection of fish tissue concentrations w ith time compared to the fish tissue goals 
listed above. Current fish tissue background concentrations from both Morrow  Lake and 
Ceresco Reservoir are show n with the time projections to help understand the potential 
impact of background concentrations on meeting fish tissue goals.  

• RAO 2: Protect aquatic ecological receptors from exposure to concentrations of 
PCBs in sediment that exceed protective levels for local populations. This RAO is 
designed to protect fish-eating birds and mammals by reducing fish tissue PCB 
concentrations to levels that do not harm the sustainability of local populations of these 
receptors.  

• RAO 3: Protect terrestrial ecological receptors from exposure to concentrations of 
PCBs in soil that exceed protective levels. This RAO is intended to protect local 
populations of birds and mammals by reducing PCB concentrations in soil to levels that 
do not harm the sustainability of local populations. 

• RAO 4: Reduce transport of PCBs from Area 1 to downstream Areas of the 
Kalamazoo River and Lake Michigan. This RAO includes reducing the potential for 
erosion and dow nstream migration of PCB-impacted sediment and riverbank soil. 

The remedial action goal for RAO 2 is a fish tissue concentration of 0.6 mg/kg protective of mink 
(the most ecological sensitive receptor). For RAO 3, the floodplain soil PRG is 11 mg/kg. 
Floodplain soil data available to date do not indicate an unacceptable risk to residents or 
recreationists based on average concentrations, therefore an RAO w as not developed for this 
case. Additional data w ill be collected in floodplain areas before or during the remedial design 
phase to confirm that floodplain soils do not represent unacceptable current or potential future 
residential or recreational risk.  

The development of the PRGs associated w ith these RAOs is presented in Section 2.4.  
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2.3 AREA 1 ARARs 
ARARs are evaluated to determine the appropriate extent of site cleanup/scope, formulate 
remedial action alternatives, and govern the implementation and operation of the selected 
action. 

The NCP at 40 C.F.R § 300.5 defines ARARs as follow s: 

Applicable requirements are cleanup standards, standards of control, and substantive 
environmental protection requirements, criteria, or limitations promulgated under federal 
environmental or state environmental law , or facility siting law s, that specifically address a 
hazardous substance, pollutant, contaminant, remedial action, location, or any other 
circumstances at a CERCLA site. 

Relevant and appropriate requirements are those cleanup standards, standards of control, or 
other substantive environmental protection requirements, criteria, standards of control, and 
other substantive environmental protection requirements, criteria, or limitations promulgated 
under federal or state law  that, w hile not “applicable” to a hazardous substance, pollutant, 
contaminant, remedial action, location, or other circumstance at a CERCLA site, address 
problems or situations sufficiently similar to those encountered at the CERCLA site that their 
use is w ell suited to the particular site. 

USEPA ARAR guidelines (USEPA, 1988) state that the relevance and appropriateness of a 
requirement is judged by combining a number of factors including characteristics of the remedial 
action, the hazardous substances in question, or the physical circumstances of the site w ith 
those addressed in the requirement. The origin and objective of the requirement may aid in the 
determination of relevance and appropriateness. A requirement judged to be relevant and 
appropriate must be complied w ith to the same degree as if it w ere applicable. How ever, more 
discretion may be used in the determination. Only part of the requirement may be considered 
relevant and appropriate and the rest dismissed if judged not to be relevant and appropriate in a 
given case. Once a requirement is determined to be relevant and appropriate, it must be 
complied w ith as if it w ere applicable. 

USEPA considers ARARs to fall w ithin three categories (USEPA, 1988): 

a) Chemical-specific ARARs are usually health- or risk-based numerical values or 
methodologies used to determine acceptable concentrations of chemicals that may be 
found in or discharged to the environment; 

b) Action-specific ARARs are usually technology- or activity-based requirements or 
limitations on actions or conditions involving specific substances; and 

c) Location-specific ARARs restrict actions or contaminant concentrations in certain 
environmentally sensitive areas. 

An alternative that does not comply w ith an ARAR but provides protection of human health and 
the environment may be eligible to have the ARAR w aived by USEPA, as described in CERCLA 
Section 121(d)(4). An ARAR w aiver may be obtained under the follow ing circumstances: 

• The selected remedial action is only part of a total remedial action that w ill attain such 
ARAR w hen completed. 
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• Compliance w ith such ARAR w ill result in greater risk to human health and the 
environment than alternative options. 

• Compliance w ith such ARAR is technically impracticable from an engineering 
perspective. 

• The selected remedial action w ill attain a standard of performance that is equivalent to 
that required under the given ARAR, through use of another method or approach. 

• The requirement is a State requirement that has been inconsistently applied in similar 
circumstances at other remedial actions w ithin the State. 

If an ARAR w aiver is appropriate, the reasons for invoking the w aiver will be presented in the 
discussion of the particular remedial alternative. 

In accordance w ith CERCLA Section 121(e), permits are not required for “on-site” CERCLA 
response actions. How ever, the selected remedy must comply w ith the substantive 
requirements of regulations that otherw ise w ould require permits. 

In addition to ARARs, the lead and support regulatory agencies may, as appropriate, identify 
other advisories, criteria, or guidance TBC for a particular site. This TBC category consists of 
non-promulgated advisories, criteria, or guidance developed by USEPA, other federal agencies, 
states, or localities that may be useful in developing CERCLA remedies. TBCs are not legally 
binding and lack the status of ARARs. In this Area 1 FS, the remedial alternatives w ill be 
screened against their ability to meet ARARs and TBCs. 

Identification of ARARs and TBCs w as performed on a Site-w ide basis and w as documented in 
the Multi-Area Feasibility Study Technical Memorandum Preliminary List of Possible Applicable 
or Relevant and Appropriate Requirements (ARCADIS 2010a) approved by USEPA on 
December 23, 2008. This section presents the ARARs and TBCs that are applicable to Area 1. 
Although TBCs may be practically applicable  or relevant and appropriate to the site, non-
promulgated advisories or guidance documents issued by Federal or State governments do not 
have the legal status of ARARs.  

Michigan’s soil and sediment clean up criteria for PCBs w ere reviewed, but w ere concluded not 
to be ARARs for soil direct contact. Michigan Admin Code R. 299.49, footnote [T], referencing 
soil direct contact criteria for PCBs identifies PCB cleanup standards to be used if TSCA 
standards are not applicable. Federal regulations at 40 C.F.R. Part 761 have been identified as 
relevant and appropriate requirements for OU-5. In this case, there are currently site-specific 
criteria developed for PCBs for soil direct contact for Area 1 pursuant to Part 761, and the 
Michigan Part 201 standards are not more stringent than those site-specific TSCA criteria. 
Therefore, and as long as the final PCB cleanup numbers selected under TSCA are more 
stringent than the Part 201 standards, Michigan’s Part 201 criteria for PCBs for soil direct 
contact w ill not be considered ARARs.  

The follow ing State requirements w ere reviewed, but w ere concluded to not be ARARs because 
it is anticipated that management of any identified hazardous materials and solid w aste will 
include transportation off site for treatment and/or disposal and therefore subject to the offsite 
rule found at 40 C.F.R.§ 300.440, w hich is not itself ARAR but part of the NCP: 

Part 111 of NREPA (hazardous w aste management); Part 115 of NREPA (solid w aste 
management); MCL 324.11501-11550, Michigan Administrative Code R. 299.4101-
4122; MCL 324.11101-11153. 
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The follow ing State requirement w as reviewed, but w as concluded to not be an ARAR for runoff 
from floodplain soil because although there w ill be discharges to surface w ater from each of the 
remedies described herein, the floodplains are nonpoint source and none of the remedies 
included herein anticipate discharges into the river from point sources: 

Part 8 of NREPA as it relates to w ater quality based effluent limits (WQBELs) for point 
sources. 

The follow ing State requirement w as reviewed, but w as concluded not to be an ARAR because 
none of the remedies described herein include w ork related to the dams: 

Part 315 of NREPA, Dam Safety, MCL 324.31501 et seq. 

The State antidegredation rule w as reviewed and determined to relevant but not appropriate at 
this time since the total maximum daily load standards for the Kalamazoo River have not yet 
been established by the State of Michigan, but are in draft form. As such R. 323.1098 is not an 
ARAR. Note, how ever, that this requirement may be relevant and appropriate at other areas of 
the Site. 

The State requirements for safety standards in the w orkplace w ere reviewed and determined 
not to be ARARs because those requirements are not cleanup standards, standards of control 
or other substantive requirements, criteria or limitations promulgated under state environmental 
or facility siting law s. 

2.3.1 Chemical-Specific ARARs and TBCs 
Chemical-specific ARARs and TBCs that are applicable to surface w ater, soil, sediment, and 
other media (e.g., fish) in Area 1 are presented in Table 2-1 and are summarized below . ARARs 
and TBCs for air are tied to emissions during remedial construction w ork, and these are 
presented in the action-specific discussion in Section 2.3.3. 

2.3.1.1 Soil-Specific ARARs and TBCs 
The provisions of the TSCA, as regulated by 40 CFR Part 761, establish requirements for 
handling, storage, and disposal of PCB-containing materials. This ARAR may be applicable to 
PCB-containing materials that either remain in place or are removed from Area 1 during 
remedial action. For PCB-containing media remaining in place, the selected remedy w ould be 
based on meeting site-specific risk goals to attain a standard of performance that is equivalent 
to that required under TSCA. Because the selected remedy w ould provide for the protection of 
human health and the environment through risk management, a site-specific TSCA equivalency 
assessment w ill be required for media left in place.  

At the State level, soils are subject to regulations listed in Part 201 of the Natural Resources 
and Environmental Protection Act of 1994 (NREPA), MCL 324.20101 et seq. Generic soil 
cleanup criteria and screening levels promulgated under Part 201 are set forth at Mich. Admin. 
Code R. 299.46 and Table 2 (generic soil cleanup criteria for residential category) and Mich 
Admin Code R. 299.48 and Table 3 (generic soil cleanup criteria for nonresidential category). 
Nonresidential cleanup criteria are also published pursuant to legislative directive at MCL 
324.20120a(1)(b). Where criteria under TSCA regulations at 40 CFR § 761, Subpart G, are not 
available, the Part 201 Residential Soil Direct Contact Cleanup Criterion for PCBs is 4 mg/kg 
and the Nonresidential Soil Direct Contact Cleanup Criterion for PCBs is 16 mg/kg (Table 2 and 
Table 3, footnote T). How ever, these values are superseded by the risk-based values w hich are 
more stringent, as discussed above.  
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The USEPA’s Office of Emergency and Remedial Response document, Guidance on Remedial 
Actions for Superfund Sites with PCB Contamination (USEPA 1990), is a TBC and serves as a 
guideline for handling soil/sediment during remedial action w ork in Area 1. The USEPA’s Office 
of Research and Development document, Technology Alternatives for the Remediation of PCB-
Contaminated Soil and Sediment (USEPA 1993), is another TBC and serves as guidance on 
alternative technologies for the remediation of PCB-contaminated soil and sediment. 

2.3.1.2 Sediment-Specific ARARs and TBCs 
Sediment is subject to NREPA Part 201 (Environmental Remediation). Part 201 also applies to 
concentrations of COCs in sediment that can adversely affect biota and their habitats. While 
Part 201 does not include generic sediment cleanup criteria, Area 1-specific cleanup criteria 
may be required to address exposure scenarios in Area 1 that are associated w ith the PCB 
materials addressed in this FS. Part 201 allow s development of site-specific cleanup level if 
such criteria better reflect best available information concerning the toxicity or exposure risk 
posed by the hazardous substance or other factors, and to meet the other requirements of Part 
201, including but not limited to the risk standards set forth at MCL 324.20120a, 20120b. 

PCB-contaminated sediments removed as part of remedial action must be disposed of in 
accordance w ith disposal requirements set forth in the TSCA regulations at 40 CFR Part 761. 

2.3.1.3 Water-Specific ARARs 
The CWA and TSCA (as regulated under 40 CFR 761.50 (a)) establish effluent standards for 
contaminants such as PCBs in navigable w aters of the United States, and regulate quality 
standards for surface waters. The ambient w ater quality criterion for navigable w aters is 0.001 
microgram per liter (μg/L) total PCBs (40 CFR Part 129.105 - Toxic Pollutant Effluent 
Standards). The PCB w ater quality criteria established by the CWA for protection of aquatic life 
for continuous concentration (chronic) is 0.014 µg/L and for protection of human health is 
0.000064 µg/L in freshwater. The provisions of TSCA [under 40 CFR 761.50 (a)] limit 
discharges w ith PCB concentrations exceeding 3 μg/L or outside the allow able discharge limit 
set in a permit to navigable w aters. These ARARs w ould be applicable to remedial alternatives 
that include discharge of w ater to the river. 

At the state level, chemical-specific ARARs may include the provisions contained w ithin Part 31 
(Water Resources Protection) of NREPA (also called Act 451), MCL 324.3101 et seq, w hich 
prohibit direct or indirect discharges of substances that may be injurious to public health, 
recreational use, or aquatic life, and establishes rules setting several w ater quality standards; 
the Part 4 rules promulgated under Part 31 at Mich. Admin. R 323.1041-323.1117 provide the 
w ater quality requirements for surface w aters of the state. Any remedial action that results in the 
unacceptable discharge of injurious substances w ill not be considered effective or complete. 
Substantive requirements of a National Pollutant Discharge Elimination System (NPDES) permit 
must be attained. 

Prior Substantive Requirement Documents (SRDs) w ithin Area 1 (including the former Plainw ell 
Impoundment TCRA SRD MIU990025 [MDEQ 2007] and the Plainw ell No. 2 Dam Area TCRA 
SRD MIU990029 [MDEQ 2009]) have specified PCB discharge limitations of 2.6 × 10-5 μg/L. In 
addition, MDEQ Water Resources Protection has established a w ater quality value of 
0.00012 μg/L for protection of w ildlife. 

The final Water Quality Guidance for the Great Lakes System (40 CFR Parts 9, 122, 123, 131, 
and 132) is a chemical-specific TBC. This guidance establishes w ater quality criteria for 
29 pollutants and includes: 
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• Detailed methodologies for developing criteria for additional pollutants 

• Procedures for developing enforceable WQBELs in discharge permits and a total 
maximum daily load of pollutants that can be allow ed to reach the Great Lakes and their 
tributaries from all sources 

• Policies and procedures related to anti-degradation 

PCBs are listed in the guidance, w ith a human health criterion of 3.9 × 10-6 μg/L for both 
drinking and non-drinking w ater, and a w ildlife protection criterion of 7.5 × 10-5 μg/L. 

At the state level, chemical-specific ARARs applicable to w ater may include the provisions of 
Part 31 (Water Resources Protection) of the NREPA , MCL324.3101 et seq, and the rules 
promulgated under Part 31 at Mich. Admin. Code R. 323.1041-1097 and R. 323.1100-1117 
(Part 4 Rules), R. 323.1201-1221 (Part 8 Rules), and R. 323.1211-1329 (Part 13 Rules). These 
provisions provide the w ater quality standards for surface w aters in Michigan and establish 
permit requirements for alterations of floodplains and discharges to surface w aters. Criteria are 
applicable to venting groundw ater, storm w ater, and discharges associated w ith remedial action 
w ork. 

The provisions of the Part 8 Rules (also promulgated under Part 31) and found at Mich. Admin. 
R. 323.1201-1221 are relevant and appropriate. The Part 8 Rules establish toxic substance 
WQBELs for point source discharges. 

2.3.1.4 Other Chemical-Specific TBCs 
The “trigger levels” used by the MDCH in establishing sport fish consumption advisories and fish 
consumption guidelines developed by the Great Lakes Sport Fish Advisory Task Force are 
relevant and appropriate chemical-specific TBCs. Trigger level concentrations of total PCBs in 
fish for five consumption frequency categories are set by MDCH and are listed in Table 2-1. 

2.3.2 Location-Specific ARARs and TBCs 
Location-specific ARARs include requirements that govern activities conducted in floodplains, 
w etlands, historical areas, and recreational rivers, and activities affecting endangered species. 
Location-specific ARARs and TBCs that may be applicable to Area 1 are presented in Table 2-2 
and are summarized below . 

2.3.2.1 Water-Specific ARARs 
The CWA (as regulated by 40 CFR Part 132 Appendix E) is applicable to action or activity by 
any source, point or non-point, of a pollutant that is anticipated to result in an increased loading 
of bioaccumulative COCs to surface w aters of the Great Lakes. MDEQ Administrative Code 
(R323.1041 through R323.1117) establishes w ater quality standards for surface w ater in the 
State for protection of w ildlife and human health. 

2.3.2.2 Wetland and Floodplain-Specific ARARs 
Federal location-specific ARARs are contained in the Statement of Procedures on Floodplain 
Management and Wetlands Protection (40 CFR Part 6 Appendix A) Executive Orders 11988 
and 11990, w hich require federal agencies to avoid or minimize adverse impacts of federal 
actions on w etlands/floodplains. The provisions of CWA 404 w ould also require a permit for 
discharge of dredged material into navigable w aters, including adjacent w etlands. 

State of Michigan location-specific ARARs are contained in several parts of NREPA, including: 
Part 17 (Michigan Environmental Protection Act), Part 91 (Soil Erosion and Sediment Control), 
 

Project No.:  3293131541 
 2-7  

 



OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site December 19, 2014 
Area 1 Feasibility Study   
  
Part 201 (Environmental Remediation), Part 301 (Inland Lakes and Streams), Part 303 
(Wetlands Protection), and Part 323 (Shorelands Protection and Management). The Part 13 
Floodplains and Floodw ays rules, Mich. Admin. Code R. 323.1311-1329, regulate activities to 
occupy, fill, or grade lands in a floodplain, streambed or channel of a stream. Substantive 
requirements of permit conditions in the rules are relevant and appropriate to actions that fall 
w ithin regulated areas under these rules. 

2.3.2.3 Endangered Species-Specific ARARs 
The Endangered Species Act of 1973 lists species of w ildlife and plants identified as 
endangered or threatened w ith extinction. Government agencies are required to verify that any 
action authorized, funded, or carried out does not jeopardize the continued existence of any 
endangered species or threatened species, or result in the destruction or adverse modification 
of a critical habitat of such species. 

State of Michigan location-specific ARARs related to endangered species are contained in 
NREPA Part 365 (Michigan Endangered Species Act). 

2.3.2.4 Other Location-Specific ARARs and TBCs 
Additional location-specific provisions include preservation of historic places and farmland 
protection. The National Historic Preservation Act of 1966 (regulated by 36 CFR Part 65 and 
800) applies to properties/landmarks that are currently listed on the National Register of Historic 
Places. This is relevant if activities w ill affect historic properties or landmarks in or near areas of 
remediation in Area 1. 

The Archeological and Historical Preservation Act of 1974 (regulated by 40 CFR Part 6.301[c]) 
establishes procedures for the preservation of historical and archeological data that might be 
destroyed through alteration of terrain as a result of a construction project pertaining to a 
federally licensed activity or program. 

The Farmland Protection Policy Act of 1981 is intended to minimize the impact federal programs 
have on the unnecessary and irreversible conversion of farmland to nonagricultural uses. 

The Fish and Wildlife Coordination Act of 1934 as amended 1958 requires the involvement of 
the USFWS if the remedial alternative includes impoundment, diversion, channel deepening, or 
controlling or modifying a stream or body of w ater. 

In 1998, MDCH adopted a new  advisory protocol for w omen of childbearing age and children 
less than 15 years old (MDEQ 2006), based on the sport fish consumption advisory issued by 
the Great Lakes Sport Fish Advisory Task Force (GLSFATF) and presented in “Protocol for a 
Uniform Great Lakes Sport Fish Consumption Advisory” (GLSFATF 1993). MDCH’s fish 
consumption advice, w hich is specific to various state w ater bodies (including the Kalamazoo 
River) by fish species and fish length, is published annually in The Michigan Family Fish 
Consumption Guide (MDCH 2012). 

2.3.3 Action-Specific ARARs and TBCs 
Action-specific ARARs include requirements for w orking in navigable w aterways, handling and 
disposing of PCBs and hazardous w aste (including transportation and disposal, permitting, 
manifesting, and disposal and treatment facilities), and general health and safety requirements. 
Action-specific ARARs also cover air emissions, dam construction/removal and management, 
discharge of fill and dredged materials, and discharge of processed w ater. Action-specific 
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ARARs and TBCs applicable to Area 1 are presented in Table 2-3 and are summarized in the 
subsections below . 

2.3.3.1 Navigable Waters, Lakes, Streams, and Wetlands-Specific ARARs 
Federal location-specific ARARs contained in CWA 301, CWA 401, and CWA 404. CWA 301 
and CWA 401 (as regulated by 40 CFR Parts 231 and 320–330) pertain to any federally 
authorized activity that may result in any discharge into navigable w aters, and require 
reasonable assurance that the action w ill comply w ith applicable w ater quality standards. The 
provisions of CWA 404 w ould require acquisition of a permit to discharge dredged materials into 
navigable w aters. In addition, the Rivers and Harbors Appropriation Act of 1899 (regulated by 
33 CFR Parts 320-330) prohibits unauthorized obstruction or any alteration of any navigable 
w aters in the United States. If in-stream excavation or capping activities are performed, 
requirements for permits for affecting navigable w aters of the United States may apply. 

State Statutes and regulations are also in place to protect inland lakes, streams, and w etlands, 
and to require restoration and mitigation for impacts to those resources. Part 301 (Inland Lakes 
and Streams) of the NREPA, MCL324.30101 et seq , regulates impacts from activities such as 
dredging or filling of lake bottoms and requires restoration and mitigation. Part 303 (Wetland 
Protection), MCL 324.30301 et seq, regulates w etland uses, the permit application process for 
regulated activities in w etlands, and the mitigation requirements for injured or lost w etland 
resources. Part 303 and its rules (at Mich. Admin. Code R. 281.921-925 and R. 281.941-961) 
are applicable as are the substantive permit requirements. 

The substantive requirements of State regulations at Mich. Admin. Code R. 323.2101-2197, 
containing procedural requirements for NPDES permits, are relevant and appropriate to onsite 
actions that qualify under the rules. R. 323.1701-1714, the Part 17 rules, provide erosion control 
and permitting requirements, and are relevant and appropriate to any actions taken as part of 
the remedy that qualify as earth changes under the rules, including substantive requirements of 
the permitting rules. Part 315 of the NREPA, Dam Safety, MCL 324.31501 et seq, applies to 
certain dams and provides safety requirements for repair, alteration, removal, abandonment and 
reconstruction of state-regulated dams. Where dam evaluation and repair, or dam removal, is 
proposed or required, the substantive requirements of Part 315 and permits thereunder are 
relevant and appropriate. 

Part 413, Invasive Species, of the NREPA, MCL 324.41301 et seq, lists nonnative species that 
are prohibited or restricted in Michigan, provides penalties for violations, and provides for 
permits for introduction of genetically engineered organisms. Part 413 is relevant and 
appropriate to remedial actions that involve planting, and the selection or introduction of plant 
species. 

2.3.3.2 Identification and Management of Hazardous Materials ARARs/ Disposal and 
Storage ARARs 

Regulations regarding identifying and listing hazardous w astes are pursuant to RCRA and 
outlined in 40 CFR Parts 260 to 264 and Part 111 (Hazardous Waste Management) of NREPA. 
40 CFR Part 260 contains RCRA regulations governing identification, classification, generation, 
management, and disposal of hazardous w aste. 40 CFR Part 261 defines threshold levels and 
criteria to identify w hether a material is hazardous w aste. 40 CFR Parts 262 and 263 identify 
standards applicable to generators and transporters of hazardous w aste, respectively. 
Operators of Hazardous Waste Treatment and Disposal facilities are governed by 40 CFR Part 
264. Part 111, MCL 324.11101 et seq, establishes rules for hazardous w aste generators, 
transporters, and treatment/storage/disposal facilities. Part 111, and its rules at Mich. Admin. 
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Code R. 299.9101-11009, are relevant and appropriate to response activities that generate 
w aste material that may be classified as hazardous w aste, and its provisions used to 
characterize w aste and determine appropriate disposal options. 

Part 115 (Solid Waste Management) of the NREPA, MCL 324.11501 et seq, establishes rules 
for methods of solid w aste disposal and for design/operational standards for disposal areas, and 
describes how  differing types of landfill standards apply. The Part 115 provisions and the rules 
set forth at Mich. Admin. Code R. 299.4101-4922 are relevant and appropriate to the 
characterization, handling, and offsite disposal of w astes generated by the cleanup. 

Part 121 (Liquid Industrial Waste), MCL 324.12101 et seq, imposes requirements on generators 
of w astes within the statute’s definitions for safe onsite handling of liquid w astes, use of 
registered haulers, and controls on disposal. These requirements are relevant and appropriate 
to remedial actions that may require the storage, transport, and disposal of liquid w aste. Federal 
regulations for the transport and handling of hazardous materials are provided under 49 CFR 
Parts 107 and 171–172, 40 CFR Part 263, and the elements of Part 111 of NREPA related to 
handling and transportation requirements may also apply. The rules under 49 CFR include 
procedures for packaging, labeling, manifesting, and transporting hazardous materials and 
w ould potentially apply to the transport of hazardous materials from Area 1 for remedial 
alternatives that include offsite disposal of excavated materials. 40 CFR Part 263 sets standards 
that apply to transporters of hazardous w aste within the United States if the transportation w ill 
require a manifest under 40 CFR Part 262. 

Management of hazardous w aste including record-keeping requirements is pursuant to the Solid 
Waste Disposal Act of 1965 as amended in 1976 (SWDA) and outlined in 40 CFR Parts 262 
through 265, w hich include standards applicable to generators, transporters of hazardous 
w aste, and standards for ow ners and operators of hazardous w aste treatment and storage 
facilities. Land disposal restrictions, w hich regulate the management and disposal of PCBs, are 
also pursuant to the SWDA and are listed under 40 CFR Part 268. 

Although ARARs associated w ith RCRA are listed above, listed hazardous w astes have not 
been identified and w astes classified as hazardous by characteristic are not anticipated. 
Analysis using the toxicity characteristic leaching procedure (TCLP) may be performed on 
excavated materials before transport to confirm the nonhazardous classification. 

Federal regulations under TSCA govern disposal restrictions for substances such as PCBs. 
TSCA (as regulated by 40 CFR Part 761.50) identifies disposal requirements for various PCB 
w aste types. TSCA (as regulated by 40 CFR Part 761.61) specifies cleanup and disposal 
options for PCB remediation w aste including sediment and dredged materials. TSCA (as 
regulated by 40 CFR Part 761.65) establishes technical requirements for temporary storage of 
PCB w astes prior to treatment or disposal. TSCA (as regulated by 40 CFR Part 761.79) 
provides decontamination standards and procedures for removing PCBs that are regulated for 
disposal from w ater, organic liquids, and other materials. 

CWA 401(b) and 501(a) (as regulated by 40 CFR Part 230) are TBCs w hich provide guidelines 
for specification of disposal sites for dredged or fill material. USEPA’s Evaluation of Dredged 
Material Proposed for Discharge in Waters of the U.S. Testing Manual (EPA 823-B-98-004) is 
also a TBC w hich establishes the procedures for identifying the potential for contaminant-related 
impacts associated w ith discharge of dredged material in inland w aters. 
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2.3.3.3 Discharge ARARs 
Federal regulations under multiple sections of the CWA as regulated by 40 CFR Parts 403 and 
136 establish responsibilities of federal, state, and local government, industry, and the public to 
implement National Pretreatment Standards to control pollutants that pass through or interfere 
w ith treatment processes in publicly ow ned treatment w orks (POTW). If w ater is treated during 
remedial action and discharged to a POTW, the influent requirements of these facilities must be 
met prior to discharging to the POTW, as prescribed 40 CFR Parts 136 and 403. These 
regulations also provide guidelines establishing test procedures for the analysis of pollutants. 

In addition, 40 CFR Part 231 and 33 CFR Parts 320–330 apply to all existing, proposed, or 
potential disposal sites for discharges of dredged or fill materials into w aters of the United 
States. 

At the state level, the Water Resources Division w ithin MDEQ has responsibility for 
administering the NPDES program under the authority of the CWA and Part 31 of NREPA. The 
Part 8 Rules promulgated under Part 31 (Water Quality-based Effluent Limit Development for 
Toxic Substances) are found at Mich. Admin. Code R. 323.1201-1221, and are relevant and 
appropriate for response activities that involve qualifying point source discharges to w aters of 
the State. The part 21 Rules at Mich. Admin. Code R. 323.2101-2197 are applicable if the 
potential remedial alternative for Area 1 results in discharges to surface w ater. The Part 22 
Rules at Mich. Admin. Code R. 323.2201-2240 are relevant if remedial activities involve 
discharge of w ater or w aste to groundw ater or the ground. 

2.3.3.4 Air Release ARARs 
Potential remedial alternatives may result in primary or secondary releases of COCs or fine 
particulates into ambient air. Air quality standards to protect public health are covered under the 
Clean Air Act of 1963 as amended in 1970 (CAA) as regulated by 40 CFR Part 50. 40 CFR Part 
52 establishes filing requirements and standards for constituent emission rates in accordance 
w ith the National Ambient Air Quality Standards. 

At the state level, Part 55 of NREPA (Michigan Air Pollution Act) is an ARAR. This regulation 
establishes performance standards, filling requirements, and rules prohibiting the emission of air 
contaminants in quantities that can cause harmful effects to human health, animal life, plant life, 
and/or property. 

2.3.3.5 Safety ARARs 
Remedial action conducted in Area 1 must comply w ith applicable requirements outlined under 
the Occupational Safety and Health Administration (OSHA). General industry standards are 
outlined under 29 CFR 1910, w hich sets 8-hour, time-w eighted average air concentrations for 
particulates and PCBs for protection of w orker breathing zones. OSHA also establishes 
personal protective equipment (PPE), medical monitoring, and hazardous materials training 
requirements for w orkers involved w ith hazardous w aste operations as specified under 29 CFR 
1926. Recordkeeping and reporting-related regulations are outlined under 29 CFR 1904. 

At the state level, the Michigan OSHA (MIOSHA) Act 154 of 1974 establishes the rules for 
safety standards in the w ork place. Where applicable, any remedial action must follow  certain 
provisions of MIOSHA that are more stringent than the counterpart federal OSHA requirements. 
Local traffic or noise ordinances may apply to remedial actions in certain sections of Area 1. 
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2.3.3.6 Management and Design ARARs 
Pursuant to several sections w ithin the CWA as regulated under 40 CFR 122 and 125, the 
potential remedial activity must employ the best available technology and monitoring and must 
specify best management practices. 40 CFR 125 establishes criteria and standards for imposing 
technology-based treatment requirements. 

2.3.3.7 Fish and Wildlife-Specific ARARs 
The Water Resources Development Act of 1986 as amended in 2007 and 2013 requires the 
involvement of the U.S. Army Corps of Engineers (USACE) to develop mitigation plans to repair 
fish and w ildlife damage associated w ith remedy implementation. 

2.3.3.8 Other Action-Specific TBCs 
USEPA Sediment Remediation Guidance (USEPA 2005b) discusses sediment investigation 
procedures, remedial technologies, LTM, and the use of site-specific risk-based decision-
making. 

2.4 PRGs 
As part of the BHHRA completed in 2003 (CDM 2003b), CDM developed a series of RBCs for 
fish, sediment, and floodplain soil (CDM 2003b) that w ere intended to be protective of anglers, 
recreationists, and residents. The site-w ide BERA and Area 1 TBERA also developed RBCs for 
sediment and floodplain soil intended to be protective of sensitive w ildlife receptors. The RBCs 
are calculated, chemical-specific concentrations below  w hich no significant health effects are 
anticipated for a receptor. For human receptors, Site RBCs correspond to a target risk (TR) for 
carcinogenic effects (1 × 10-5) and a target hazard index (THI) of 1 for noncarcinogenic effects. 
For ecological receptors, RBCs correspond to a target HQ (THQ) of 1. RBCs for ecological 
receptors represented a risk range based on NOAEL and LOAEL risk estimates for each 
receptor group. RBCs w ere calculated for total PCBs, w hich have been determined to be the 
primary risk driver in the BHHRA, BERA, and TBERA (see Section 1.3 for risk assessment 
summaries). 

The calculation of RBCs is a tool for selecting PRGs. PRGs are numeric cleanup goals sufficient 
to protect human health and the environment and comply w ith ARARs. PRGs are the targets for 
the analysis and selection of long-term remedial goals. 

2.4.1 Methodology for the Development of Fish RBCs 
The risk-based concentrations for fish tissue (RBCf ish) w ere developed by reverse calculation of 
the risk assessment equations used to estimate the systemic hazards or cancer risk for anglers 
exposed to PCBs via the fish ingestion pathw ay. Using the TR and THI as the starting point, risk 
calculations w ere solved in reverse to estimate acceptable concentrations of PCBs in the edible 
portions of fish tissue. The same assumptions regarding ingestion rates (227 grams per fish 
meal), fraction ingested from Area 1, reduction factors from cooking (50 percent), body w eight, 
averaging time, exposure frequencies (meals per year), exposure durations (years), and toxicity 
values for total PCBs listed in Appendix B of the BHHRA (CDM 2003b) w ere retained in the 
RBCf ish analysis. A copy of the BHHRA risk data and calculations has been reproduced and 
incorporated as Appendix D of this FS for reference. The RBCf ish are linked to each of the three 
receptor categories addressed in the BHHRA, namely the Sport Angler-Central Tendency (24 
meals per year), Sport Angler- High End (125 meals per year), and the Subsistence Angler (179 
meals per year). A summary of the RBCf ish for each receptor is provided in Table 2-4. Equations 
and calculations used for RBCf ish determination are located in Appendix B of the BHHRA (CDM 
2003b). The RBCf ish presented in Table 2-4 are not lipid-corrected values and are not species-
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specific. A mixture of species (e.g., 76% smallmouth bass and 24% carp) or one species (e.g., 
100% smallmouth bass) may be ingested; how ever, the overall intake of PCBs from fish tissue 
from Area 1 should not exceed the RBCf ish to be protective of human health. The RBCf ish values 
presented in Table 2-4 are conservative values based on assumptions ranging from a w orst-
case scenario (i.e., subsistence angler) to a more typical risk exposure scenario (i.e., the central 
tendency sport angler). These values are also conservative because the exposure scenario 
assumes that the receptor ingests only fish from Area 1.The value for fish tissue above 
represents concentrations in edible portions of the fish (fillet tissue only) because this is the 
preferred preparation of anglers prior to consumption. 

RBCs are only one tool used in the analysis of a PRG. Background fish tissue concentrations 
may also be considered in the selection of a PRG. Background concentrations are 
representative of levels entering Area 1 from an upstream source and are not attributed to Site 
activities. Remediation below  background levels w ould not be practicable because reductions 
achieved below  background w ould be temporary and w ould eventually rebound and come to 
equilibrium w ith background. 

2.4.2 Reference Area (Background) Fish Concentrations 
Background fish tissue concentrations w ere evaluated for three potential reference areas: 
ABSA-01, ABSA-02, and ABSA-03. ABSA-01 represents the Kalamazoo River upstream of the 
city of Battle Creek. ABSA-01 fish tissue samples w ere collected primarily in Ceresco Reservoir, 
w hich is more than 30 river miles upstream of the start of Area 1. ABSA-02 starts just upstream 
of the city of Battle Creek and spans Morrow  Lake to the Morrow  Lake Dam. ABSA-02 fish 
tissue samples w ere collected in Morrow  Lake, w hich is immediately upstream of Area 1 
(Figure 1-2). ABSA-03 spans the first 6.5 river miles of Area 1 from Morrow  Lake Dam to Mosel 
Avenue (Figure 1-2). Fish tissue samples designated as being collected dow nstream of the 
Portage Creek confluence, i.e., identified as having been collected at sampling station 
ABSA-03.5, w ere excluded in this analysis.. At the request of MDEQ, ABSA-03 w as evaluated 
as a potential reference area because it is the most upstream ABSA w ithin Area 1 and 
represents free-flow ing conditions and habitat similar to ABSA-04 and ABSA-05 that are also 
located w ithin Area 1. 

The Ceresco reservoir sampling area in ABSA-01 represents a similar lacustrine habitat to 
ABSA-02 (as opposed to the free-flowing conditions in Area 1) and is much farther upstream (30 
miles). The habitat of ABSA-02 is immediately upstream and is physically separated by Morrow  
Lake Dam from the paper mill-related PCB sources affecting Area 1 fish. While it is possible that 
a limited number of fish from reference area ABSA-02 may migrate into Area 1 during flooding, 
fish from Area 1 are not expected to migrate into this reference area. PCBs in surface water and 
sediment in ABSA-02 reflect similar background inputs from atmospheric deposition or other 
upstream sources that affect Area 1. ABSA-03 has a free-flowing environment that is typical of 
Area 1, but is not representative of background exposure conditions. ABSA-03 spans Area 1 
Sections 1, 2, and 3: Section 3 has been impacted by former paper recycling-related PCBs. 
Therefore, ABSA-03 w as not selected as an appropriate background or reference area. 

2.4.2.1 Fish Data 
Fish have been collected and analyzed for PCBs in the reference ABSAs over several years for 
three categories of fish tissue: 

• Smallmouth bass fillets in 1993, 1997, 1999, 2000, 2001, 2006, 2009, and 2012 
• Smallmouth bass YOY whole-body composites in 1999, 2000, 2001, and 2006 
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• Carp fillets in 1993, 1997, 1999, 2000, 2001, 2006, 2009, 2011, and 2012 

Fish PCB data from the reference areas w ere treated in the same manner as fish collected in 
Area 1 (Section 1.3.1). As representative of more current conditions, fish concentration trends 
w ere calculated using data from 2006 to 2012 (see Appendix B). The methods and dataset for 
statistical analyses of each fish tissue category in ABSA-01 and -02 are included in Appendix B. 
Figures depicting data and regression models are also included in Appendix B. These 
evaluations are discussed and presented for ABSA-03 in Section 1.3.1.3 and Appendix B. 

Generally, smallmouth bass fish fillet tissue PCB concentrations show ed a statistically-
significant decline in ABSA-01, but increased slightly in the log-linear model (not statistically 
significant) in ABSA-02. No significant trend w as observed in YOY smallmouth bass. Significant 
trends in carp fillet tissue w ere also not observed in ABSA-01; how ever, a decline in PCB 
concentrations in carp fillet tissue w as observed in ABSA-02. This trending information suggests 
that sample collection for background fish tissue concentrations should continue so that future 
background concentrations may be compared to fish tissue concentrations in Area 1 after 
remediation. 

2.4.2.2 RBC for Fish Tissue (RBCfish) 
Based on protection of high-end sport anglers as the representative Site receptors, a risk-based 
concentration (RBCf ish) of 0.042 mg/kg (non-lipid-corrected, carcinogenic risk of 10-5) w as 
previously calculated (Figure 2-1; CDM 2003). This also approximately corresponds to the fish 
advisory consumption level for w omen of childbearing age and children under age 15 eating 4 
meals of fish per month (MDCH 2013). 

2.4.2.3 Current Fish Tissue PCB Concentrations and Percent Lipids 
Total PCB concentrations in fish tissue in the reference ABSAs w ere calculated using fish tissue 
samples from the most recent data collection events, w hich were 2006 for ABSA-01 and 2012 
for ABSA-02. The follow ing ranges of median total PCB concentrations w ere observed in fish 
tissue samples from ABSA-01 and -02 (Table 2-5): 

• Smallmouth bass fillet: 0.026 to 0.23 mg/kg 
• Smallmouth bass YOY whole body: 0.12 to 0.34 mg/kg 
• Carp fillet: 0.13 to 0.34 mg/kg 

The data provided in Table 2-5 also include mean and median total PCB concentrations from 
ABSA-03, for the data set described above in Section 2.4.2. Concentrations in fish tissue 
samples collected in ABSA-01 are less than the non-lipid-corrected RBCf ish of 0.042 mg/kg for 
carcinogenic risk associated w ith the high-end sport angler, w hile concentrations of fish 
collected in ABSA-02 are equal to or greater than the RBCf ish. Overall fish tissue PCB 
concentrations just dow nstream of the Morrow  Lake Dam in ABSA-03 are greater than those in 
ABSA-02. 

2.4.2.4 Lipid-Corrected PCB Concentrations 
For comparison w ith the lipid-corrected RBCs, the reference area fish tissue PCB 
concentrations w ere lipid-corrected using the mean percent lipid for fish tissue in the respective 
reference ABSA (see Table B-5 for lipid percentages). (Note that for the fish tissue trending 
described above, each data point w as corrected individually for the sample lipid content.) For 
fish sampled from 2006–2012 in the reference area ABSAs, median lipid-corrected 
concentration ranges are as follow s (Table 2-6): 
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• Smallmouth bass fillet: 4.5 to 27 mg/kg 
• Smallmouth bass YOY whole body: 3.2 to 16 mg/kg 
• Carp fillet: 7.3 to 19 mg/kg 

2.4.3 Selection of Fish Preliminary Remediation Goals 
The selection of a fish tissue PRG w as a multi-step process that considered the RBCf ish values 
generated for each receptor, the likely exposure scenario to be frequently encountered, and the 
background levels of PCBs in fish tissue. Although a subsistence angler scenario w as included 
in the calculation of RBCf ish, this pathw ay represents a w orst-case scenario and an exposure 
pathw ay that is not expected to be frequently encountered compared to sport anglers. The 
RBCf ish w ould likely reflect a diet that is w eighted tow ard the 100 percent smallmouth bass 
consumption scenario over a mixed carp and bass species scenario because the smallmouth 
bass is a popular sport fish on the Kalamazoo River. The range of RBCf ish for sport anglers is 
from 0.042 mg/kg to 0.187 mg/kg. The upper end of this range is similar to the mean 
background concentration in smallmouth bass fillets in ABSA 2, w hich is immediately upstream 
of Area 1 (0.23 mg/kg). The upper end of this range is also protective of w omen of childbearing 
age and young children consuming one half-pound meal a month from the site (0.11 to 
0.21 mg/kg). The recommended fish tissue PRGs range from 0.042 to 0.187 mg/kg, and are 
based on risk estimates to sports anglers, sensitive populations, and background 
considerations. 

2.4.4 Methodology for the Development of Sediment RBCs 
The RBCf ish w ere used to develop human health risk-based concentrations for sediment 
(RBCsed) protective of sport and subsistence anglers w ho consume fish from Area 1. The 
RBCsed w as calculated using the biota-to-sediment accumulation factor (BSAF) method. The 
BSAF method relates site-specific fish concentrations to site-specific sediment concentrations 
using the follow ing relationship: 

BSAF = (PCBf ish / %lipid) / (PCBsed / %TOC) 

Where: 
PCBf ish = concentration of PCBs in fish fillet 
%lipid = percentage of lipids in fish fillet 
PCBsed = concentration of PCBs in sediment 
%TOC = percentage of total organic carbon in sediment 

BSAFs w ere based on lipid-normalized fish fillet PCB concentrations and organic carbon-
normalized sediment concentrations. Normalization of fish fillet and sediment concentrations is 
performed because the body burden of hydrophobic PCBs are found in the fatty tissues of fish, 
and the amount of organic carbon can influence the extent to w hich PCBs sorb to the sediment. 
Using site-specific BSAFs, the follow ing equation w as used to derive RBCsed: 

RBCsed = (%TOC x RBCf ish ) / (BSAF x %lipid) 

Where: 
%TOC (site-w ide mean) = 2.79% 
BSAF (site-w ide mean) = 0.444 (bass); 0.641 (carp) 
%lipid (site-w ide mean) = 1.3% (bass); 3.58% (carp) 
RBCf ish = See Table 2-4 
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The equation for RBCsed above is dependent on the percentage of lipids present in fish, and this 
value can vary by species. Bioaccumulation of PCBs from the sediment into fish tissue may also 
vary by species depending on life cycle characteristics. Bottom-dw elling species (e.g., carp) that 
are in close contact w ith sediment likely exhibit different bioaccumulation profiles from fish that 
reside in the w ater column (e.g., smallmouth bass) w here PCB levels are low er. These factors 
can influence the RBCsed values depending on w hether a 100% smallmouth diet or mixed 
species diet is assumed. BSAFs and RBCsed w ere calculated on a site-w ide basis for the range 
of RBCf ish values and dietary scenarios developed in the BHHRA. Mean BSAFs w ere calculated 
for each of the seven ABSAs; how ever, the BSAFs did not differ greatly among ABSAs, and 
ABSA-to-ABSA differences likely represent variability in measurements and uncertainties in the 
BSAF model. Thus, for risk assessment purposes, pooled data from all ABSAs w ere used for 
final calculations of RBCsed. Although the RBCsed w ere developed using pooled site-w ide data, 
the values are applicable to individual ABSAs as w ell. The full analysis and description of the 
BSAF is presented in CDM (2003). The calculated RBCsed for human health receptors are 
summarized in Table 2-7. 

The BERA (CDM 2003a), based on many of the same site data, also presented a range of 
RBCs based on ecological risk. The Site-Wide BERA concluded that PCBs in surface w ater and 
streambed sediment are likely to adversely affect sensitive piscivorous predators, such as the 
mink and bald eagle, through consumption of PCB-contaminated prey (predominantly fish) and 
through direct exposure. The mink w as the most sensitive receptor to PCBs through exposure 
to prey items and sediment, and ecological RBCs protective of the mink, w hich range from 
0.5 mg/kg (No Effects Level) to 0.6 mg/kg (Low  Effects Level), and w ould be protective of the 
bald eagle, and other w ildlife. 

The range of RBCsed based on protection of ecological receptors and RBCs developed based 
on risks and hazards to human health are show n in Figure 2-1. The sediment RBC endpoint 
concentration ranges show n on Figure 2-1 for protection of human health from fish ingestion 
represent 10-6 to 10-4 cancer risk and non-cancer HIs of 0.1 to 3 calculated for each human 
exposure and fish diet scenario. RBCsed concentrations associated w ith a range of carcinogenic 
risk (10-6 to 10-4) and noncarcinogenic risk (HIs of 0.1 to 3) are provided as additional 
information for the risk manager. The specific concentrations w ithin each range associated w ith 
target risk values are indicated. RBCsed ranges for representative ecological receptors are 
included, w ith the mink representing the more conservative receptor (low er associated sediment 
concentrations) and the bald eagle representing an upper range. 

Like RBCf ish, RBCsed are only one tool used in the analysis of a PRG. Background sediment 
concentrations should also be considered in the selection of a PRG. The background sediment 
concentration w as determined using data from Morrow  Lake (65 samples), Ceresco Reservoir 
(1 sample), and the area surrounding Battle Creek (1 sample) (see Appendix E). Data from the 
top 6 inches w ere included in the background data set as this interval is the most likely to come 
into contact w ith fish. After eliminating outliers, the arithmetic mean and 95% UPL of the mean 
background surface sediment concentration w ere calculated using ProUCL to be 0.31 mg/kg 
and 0.81 mg/kg, respectively. The 95% UPL background sediment concentration falls in the 
range of RBCsed near the 1x10-5 cancer risk and HI of 1 calculated for the central tendency sport 
angler w ith 100% smallmouth bass diet. 

2.4.5 Selection of Sediment PRGs 
The selection of a sediment PRG considered the human health RBCsed values associated w ith 
the human receptors w ho consume fish. MDEQ has conducted an independent evaluation and 
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has recommended a sediment of PRG of 0.33 mg/kg (P.Bucholtz, November 22, 2013 e-mail to 
C.Draper). MDEQ concluded that this PRG value is appropriate for sediment because it is 
sufficiently protective of the high-end sports angler. This PRG value also corresponds to the 
historical MDEQ PCB detection limit that has previously been used as a screening and target 
level in Michigan, and has become a precedent value in the state for PCB site cleanup efforts 
under Michigan NREPA Part 201. A PRG of 0.33 mg/kg falls below  the RBCsed risk ranges for 
ecological receptors and is at the low er end of the human health exposure ranges as show n on 
Figure 2-1. Specifically, this PRG is near (similar order of magnitude) or below  the  

• Central-tendency sport angler 10-5 carcinogenic  risk value for the 100% bass diet and 
mixed fish diet 

• Central-tendency sport angler noncarcinogenic risk HI value of 1 for the 100% bass diet 
and mixed fish diet 

• High-end sport angler 10-5 carcinogenic risk value for the 100% bass diet and mixed fish 
diet 

• High-end sport angler noncarcinogenic risk HI value of 1 for the 100% bass diet and 
mixed fish diet 

This PRG value is also less than the corresponding sediment concentrations for the 10-4 risk 
level and HI of 3 for the subsistence sport angler. Based on the above evaluation and that 
conducted by MDEQ, sediment concentrations below  0.33 mg/kg are not likely to bioaccumulate 
in fish tissue to levels that present unacceptable risk and hazards to human populations, and 
w ill promote the achievement of the RAO for fish tissue over time. For the high-end sports 
angler w ith a 100% SMB diet, 0.33 mg/kg in sediment corresponds to a fish tissue of 0.072 
mg/kg noncarcinogenic risk HI value of 1 and is near the fish tissue concentration associated 
w ith the 10-5 carcinogenic risk value. 

The range of RBCsed values for protection of the mink, the most sensitive ecological receptor, 
and the bald eagle are greater than the range of human health RBCs.  

2.4.6 Methodology for the Development of Floodplain Surface Soil RBCs 
The site-w ide, risk-based floodplain soil concentrations (RBCsoil) for the protection of human 
receptors w ere derived in the same manner as the RBCf ish (i.e., reverse calculation of the 
forw ard risk equations to a THI of 1 and a TR of 1 × 10-5). The same exposure assumptions 
used to estimate risks and hazards w ere used to derive RBCsoil for residential and recreational 
receptors potentially exposed to floodplain soil surrounding the three former MDNR 
impoundments. Calculations of the RBCsoil for noncarcinogenic hazards w ere performed 
separately for the tw o endpoints assessed in the BHHRA: reproductive effects and 
immunological effects. The equations and calculations used for the RBCsoil determination are 
located in Appendix B of CDM (2003). 

Table 2-8 presents the RBCsoil for the residential receptors, and Table 2-9 presents the RBCsoil 
for the recreational receptors. The RBCsoil values presented in Tables 2-8 and 2-9 are 
reasonable maximum values based on assumptions ranging from a high-end exposure scenario 
(i.e., resident living next to the floodplain for 30 years) and a more typical risk exposure scenario 
(i.e., recreationist accessing the floodplains for hunting, picnicking, or bird w atching). 

The Area 1 TBERA (ARCADIS 2012d) presented a range of soil RBCs for terrestrial receptors. 
Table 2-10 presents a summary of the potential RBCsoil for ecological receptors. Figure 2-2 
 

Project No.:  3293131541 
 2-17  

 



OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site December 19, 2014 
Area 1 Feasibility Study   
  
presents the range of RBCs calculated for each w ildlife receptor, w hich generally are w ithin the 
range of RBCsoil calculated for the residential and recreational receptors. 

2.4.7 Selection of Floodplain Surface Soil PRGs 
The selection of a floodplain surface soil PRG w as based on the range of site-specific RBCsoil 
values calculated for human and ecological receptors. The representative RBCsoil for human 
receptors likely falls somew here w ithin the range of the calculations presented. Although 
ecological risk w as predominantly associated w ith high sensitivity insectivorous and 
vermivorous birds and vermivorous mammals in the Area 1 TBERA, a range of RBCsoil w as 
calculated based on the protection of multiple w ildlife receptors (Table 2-10 and Figure 2-2). A 
detailed analysis of the uncertainty associated w ith the TBERA RBCs is provided in 
Attachment 1 of Appendix G. These uncertainties are summarized below . 

In the selection of floodplain soil PRGs, RBCs for the shrew  were evaluated because this 
receptor has a relatively high ingestion rate, small home range, and high rate of dietary soil 
exposure due to a high percentage of soil invertebrates in its diet compared to other small 
mammals. The TEQ RBCs for the shrew  are considered more uncertain than the total PCB-
based RBCs because the RBCs for TEQs include an additional modeling step over the total 
PCB RBCs.  

RBCs for high sensitivity birds w ere also evaluated in the selection of floodplain surface soil 
PRGs. RBCs calculated using the dietary approach (Approach 1) are considered relatively more 
certain than the egg-based approaches (Approaches 2 and 3), as discussed in Section 1.3.3.4. 
Additional uncertainty associated w ith the avian risk characterization and subsequent RBCs was 
also evaluated in the selection of floodplain surface soil PRGs. Recent research published 
follow ing preparation of the Area 1 ASTM (ARCADIS 2012b) indicates that the relative 
sensitivity of avian receptors is more complex than the simple classification of high, moderate, 
and low  sensitivity. Manning et al. (2013) suggests there is no simple ratio of species sensitivity 
betw een the classifications based on the AhR structure and that the relative sensitivity is also 
affected by the mix of congeners present. As such, the sensitivity of avian species to PCBs may 
be site-specific. The Area 1 TBERA (ARCADIS 2012d) and Area 1 ASTM (ARCADIS 2012b) do 
not discuss this uncertainty; how ever, this uncertainty is considered in the FS characterization of 
current conditions and relative risk reduction of the various alternatives.  

The range of RBCs from the Area 1 TBERA, as show n in Figure 2-2, w ere used to select an 
appropriate floodplain soil that w ould be protective of the range of ecological receptors. Based 
on the analysis presented in the Area 1 ASTM (Appendix G) and the current post-TCRA 
conditions at the former Plainw ell Impoundment, a PRG of 11 mg/kg is show n to be protective of 
82% of the possible 1-acre home ranges for maximally exposed mammalian receptors (i.e., the 
shrew ). Current post-TCRA conditions at the Plainw ell No. 2 Dam Area are 100% protective of 
the possible 1-acre shrew  home ranges. A PRG of 11 mg/kg PCBs is also assumed to be 
protective of avian receptors as it represents a balance betw een risk and uncertainty associated 
w ith the various methodologies and assumptions used in the TBERA to calculate risk to avian 
receptors. A PRG of 11 mg/kg is below  the dietary high sensitivity RBCs calculated for the 
house w ren and American robin and w ithin the mid-range and high sensitivity dietary RBCs 
calculated for the American w oodcock. For the American w oodcock, a PRG of 11 mg/kg is 
w ithin the mid-range sensitivity dietary RBCs and above the high sensitivity dietary RBCs. A 
PRG of 11 mg/kg falls betw een the egg-based RBCs for mid-range and high sensitivity avian 
receptors. Evaluation of the dietary and/or egg-based RBCs calculated for the ecological 
receptors indicates that the proposed PRG of 11 mg/kg in floodplain soil is protective of the 
various ecological receptors. This value is also protective of recreational receptors. A PRG of 
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2.5 mg/kg w ill be applied for floodplain surface soil in current or potential residential use areas, 
based on residential receptors.  

2.5 GENERAL RESPONSE ACTIONS 
General Response Actions (GRAs) represent the types of remedial responses available for 
impacted media to meet RAOs. The GRAs for Area 1 sediment and floodplain soil include: 

• No Action, as mandated by CERCLA, includes no new  remedial measures. According 
to the NCP, 40 CFR 300.68, No Action is retained for detailed analysis and used as a 
baseline in comparing alternatives. 

• Monitored Natural Recovery (MNR) involves actively monitoring the progressive 
reduction, isolation, or sequestration of COCs in media of concern due to natural 
physical, chemical, and biological processes that break dow n or reduce contaminant 
concentrations or availability over time. Options for enhancing MNR may also be 
considered, such as thin-layer capping to augment naturally occurring sediment 
deposition processes. 

• Institutional Controls (ICs) are intended to restrict exposure to impacted media. ICs 
can include extended monitoring, land use restrictions, and restrictions on fish 
consumption. ICs do not reduce constituent concentrations or protect ecological 
receptors. ICs, as a stand-alone remedial action, are appropriate w here there is 
significant natural recovery, w here constituents are immobile, w here the risk assessment 
does not identify constituents as potential future hazards, w here the costs to implement 
remedial measures outw eigh the benefits, or w here the short-term risk to implement a 
technology outw eighs the benefit. ICs are typically used in conjunction w ith active 
remediation such as capping or dredging at contaminated sediment sites w hen 
achieving fish tissue concentrations is not initially feasible. ICs then serve to enhance 
protection until such time that MNR achieves protective fish tissue concentrations. ICs, 
including but not limited to deed/land use restrictions and fish consumption advisories, 
w ill be considered for Area 1 in combination w ith other remedial technologies. 

• Engineering Controls (ECs) are intended to limit exposure of receptors to impacted 
media. ECs do not reduce constituent concentrations or protect ecological receptors. 
ECs typically include fencing, posting of w arning signs, placement of physical barriers, 
security measures, and other physical structures that w ould restrict human receptors. 
Other examples include erosion control measures to prevent erosion and dow nstream 
migration of impacted media. ECs w ill be considered for Area 1 in combination w ith other 
remedial technologies. 

• Containment includes preventing direct exposure to the impacted media and limiting 
constituent mobility. Containment technologies do not reduce toxicity or volume. Long-
term, in-place management w ould be required w ith an LTM program. Examples of 
sediment containment are in situ capping, natural or enhanced sedimentation, and 
rechannelization (e.g., permanently diverting flow  around a portion of an existing 
channel) to isolate impacted media. 

• Removal involves dredging or excavation of impacted sediment or floodplain soil 
follow ed by either on-site or off-site treatment and/or disposal to reduce risk. Removal 
does not provide treatment or reduce toxicity; therefore, it must be combined w ith 
treatment and/or disposal. Dredging of w et sediment may result in incomplete sediment 
removal due to sediment resuspension during dredging and remaining residuals. While 
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the mass of impacted material may be reduced, risk may or may not be reduced to 
acceptable levels. Short-term to moderate-term adverse effects TBC include an increase 
in sediment suspension and remobilization of PCB-containing material, follow ed by an 
increase in concentrations in fish during removal; or the destruction of habitat to achieve 
contaminant removal goals for ecological risk. 

• Disposal of dredged/excavated sediment or excavated soil can be accomplished by 
removal to an off-site facility. Dew atering, stabilization, and/or treatment of recovered 
material may be required prior to disposal. Off-site disposal w ould involve transporting 
nonhazardous sediment and/or soil to an approved, permitted landfill. 
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3.0 TECHNOLOGY IDENTIFICATION/SCREENING AND ALTERNATIVE 
DEVELOPMENT 

3.1 REMEDIAL TECHNOLOGY IDENTIFICATION AND SCREENING 
This section presents the evaluation of GRAs, technologies, and process options applicable for 
Area 1 consistent w ith the requirement of Task 5.1.3 of the SOW. The remedial technologies 
and corresponding process options for sediment and floodplain soil are presented in Table 3-1 
and Table 3-2, respectively. Technology types are general categories of technologies, w hile 
process options refer to specific processes within each technology type (USEPA 1988a). For 
example, dredging is a technology type under the more general sediment removal GRA, and 
mechanical and hydraulic dredging are process options under dredging. The follow ing sections 
describe each technology and identify those retained for further evaluation. 

The remedial technologies and process options w ere screened based on the criteria of overall 
effectiveness, implementability, and relative cost as established by USEPA Guidance (USEPA 
1988a). In addition, the technologies and corresponding process options w ere screened based 
on their technical merit relative to other available technologies. This screening process identified 
those technologies that are the most applicable and feasible. 

The results of this evaluation are used to select representative process option(s) for each 
technology type for Area 1, w hich are then used to assemble potential sediment and floodplain 
soil alternatives. The screening criteria used in this evaluation are described below . 

• Criterion 1:  Implementability 
Implementability addresses the technical and administrative feasibility of implementing 
an alternative and the availability of various services and material required during its 
implementation. This criterion involves: 1) technical feasibility (construction, operation, 
reliability, ease of undertaking, and monitoring), 2) administrative feasibility (coordination 
among agencies for such items as permitting), and 3) availability of services and 
materials (treatment/disposal services, equipment, specialists, provisions, and 
technologies) (USEPA 1988). The evaluation of implementability considers the 
conditions and characteristics of Area 1 that w ould potentially limit or challenge the use 
of a particular technology or process option, along w ith considerations such as permit 
equivalency requirements; the availability of treatment, storage, and disposal services 
(including capacity); and the availability of necessary equipment and skilled w orkers to 
implement the technology. 

• Criterion 2:  Effectiveness 
Effectiveness is based on the ability of the technology and process option to meet the 
RAOs, the potential impacts to human health and the environment during the 
construction and implementation phase, and the reliability of the technology to address 
PCBs in Area 1. Overall effectiveness considers short-term effectiveness during 
remedial action and long-term effectiveness after the remedial action is completed. 
Remedial alternatives that do not meet RAOs w ere not considered for detailed analysis, 
w ith the exception of the No Action technology, w hich is required by USEPA as a 
baseline condition. 
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• Criterion 3:  Relative Cost 
A relative cost evaluation is performed qualitatively at this stage (i.e., high, medium, 
low ), based on engineering judgment and site-specific information. The overall cost for 
implementing a particular process option is evaluated relative to other options w ithin the 
same technology group. Considerations include the capital, implementation, and 
maintenance expenditures. 

3.1.1 Sediment Technologies Evaluation 
Sediment remediation technologies and process options w ere evaluated to reject those that are 
less viable and/or not applicable. The results of this screening are presented in Table 3-1. The 
follow ing technologies/process options w ere retained to develop sediment remedial alternatives: 

• No Further Action 

• MNR 

• ICs/ECs 

• Sediment containment (capping) 

• Removal of impacted sediment (dredging, excavation) 

• Treatment (dew atering and/or addition of conditioning amendments to dredged or 
excavated sediment) 

• Disposal (on-site or off-site landfill) 

The sediment remediation technology screening analysis is summarized below . 

3.1.1.1 No Further Action 
No Further Action w as retained as required by the NCP to be used as a baseline against w hich 
other sediment alternatives w ill be evaluated. Typically, this process option is described as No 
Action, but because extensive source control efforts w ere completed in and adjacent to Area 1 
(see Section 1.3.4), it is appropriate to refer to this process option as No Further Action. While 
ongoing natural recovery processes drive the effectiveness of this process option in achieving 
RAOs, the reductions in exposure and risk achieved through ongoing natural recovery 
processes w ould not be tracked through monitoring. 

3.1.1.2 MNR 
MNR w as retained as a GRA because USEPA (2005) recognizes MNR as one of three major 
remedial approaches available for managing risks associated w ith contaminated sediment and 
supports combining approaches to attain protection of human health and the environment, 
especially at large, complex sites. Ongoing natural recovery processes in Area 1 w ould be 
tracked through implementation of an LTM program. In 1998, MDEQ initiated an LTM program 
for the Site that includes collection of fish tissue samples and surface water data. This LTM 
program could be modified/expanded as part of a remedy for Area 1. 

3.1.1.3 Enhanced MNR 
Enhanced sedimentation (via dams or other engineered structures) w as considered but not 
carried forw ard to the assembly of sediment alternatives, because the construction of structures 
needed to facilitate higher rates of sedimentation w ould be in opposition to restoring the free-
flow ing conditions created through the removal of the Plainw ell Dam. The former Plainw ell Dam 
w as removed, and the remaining structures (the tw o Plainw ell No 2. diversion structures) are 
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unmaintained remnants. Thin-layer capping w as considered but not retained as a technology 
option; most of Area 1 is not suitable for sediment cap installation because the majority of this 
area is a free-flow ing river channel, conducive to transporting thin cap layers during flooding 
events. The purpose of this thin-layer cap is to add a layer of clean material as a starting point 
to reduce the time to reach cleanup goals using natural processes such as deposition of clean 
sediment. 

3.1.1.4 ICs 
Under ICs, fish consumption advisories w ere retained as a representative process option. It is 
anticipated that fish consumption advisories currently in place and maintained by MDCH w ould 
remain in place until the State agencies determine that they can be revised or removed. The 
current advisories include the recommended fish consumption limitations and exclusions for 
various species collected betw een Morrow  Dam and Lake Allegan Dam. The fish consumption 
advisory issued by MDCH is only a recommendation, is not legally binding, and has limited 
effectiveness in protecting human health. Retained ICs w ould be applied in combination w ith 
other remedial technologies; they are not recommended as stand-alone remedies. 

3.1.1.5 ECs 
ECs that w ere retained during screening are the posting of w arning signs and erosion controls 
for the riverbank. ECs may include armoring, vegetation, and grading. These controls w ould be 
applied in combination w ith other remedial technologies. Signage is already in place at river 
access points in Area 1 and is maintained by MDEQ. Sediment armoring techniques could be 
deployed to protect riverbanks from erosion. Fencing w as also considered as an EC but 
deemed impractical, and w as not retained. 

3.1.1.6 Sediment Containment 
Installing an in situ sediment cap w ould reduce potential risks associated w ith exposure to PCB-
containing sediment over the long term through physical and/or chemical isolation. While some 
temporary impacts to the benthic organisms and habitat w ould likely occur, it is expected that 
the benthic community w ould recover quickly. Design considerations that must be evaluated to 
fully assess the effectiveness of a capping remedy are erosional forces from w ater flow  during 
both high flow /flooding events and normal flow s, particularly given the shallow  w ater depths and 
moderate flow  velocities typical for much of the year. 

Water depths are also important because they define the maximum allow able thickness of a cap 
and identify the potential for cap erosion due to ice scour and w ind-induced w aves. Water 
depths are also important to define the recreational usability of an area follow ing construction of 
the cap (because a cap could be compromised by, for example, prop w ash). Impacted sediment 
areas that are located in side channels w ould be most suitable for cap placement. Sediment 
capping w as retained as an option for these areas. Capping is an accepted and approved 
approach for managing potential risks posed by contaminants of concern in sediment (USEPA 
1996) and has been applied in a variety of settings including rivers, near-shore areas, and 
estuaries (USEPA 2005). Cap amendments to further sequester PCB may be applied and w ould 
be considered in the remedial design, if capping is part of the selected remedy alternative.  

Rechannelization w as also considered, but w as not carried forward as a containment 
technology in Area 1 due to poor implementability. Area 1 consists primarily of a free-flowing 
main channel not conducive to rechannelization. Administrative concerns (e.g., attainment of 
land for river reconfiguration, agreement w ith adjacent property ow ners, etc.) would likely limit 
the applicability of this technology. 
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3.1.1.7 Sediment Removal 
Removal w as retained for combination into alternatives. Removal includes the process options 
of mechanical dredging, hydraulic dredging, and excavation “in the dry.” Mechanical dredging in 
the w et appears to be the most viable of the three process options under sediment removal 
based on the success of the TCRAs completed in the former Plainw ell Impoundment and 
Plainw ell No. 2 Dam Area. The design for the TCRA completed in the former Plainw ell 
Impoundment included both mechanical dredging in the w et and excavation in the dry after 
installation of cofferdams and construction of a WCS. While operation of the WCS successfully 
low ered w ater levels, excavation in the dry w as not achieved because of field conditions. The 
design for the Plainw ell No. 2 Dam Area TCRA included mechanical dredging in the w et, w hich 
w as successfully implemented during construction. 

Hydraulic dredging has been excluded as an option because w ater depths are typically too 
shallow  to support dredging equipment barges, and because of the cost of mobilizing and 
relocating such equipment to address isolated areas of impact. 

Mechanical dredging can be performed from shore or from barges w here w ater depth allow s. 
Both approaches incorporate ECs (e.g., silt curtains, sheet pile w alls, etc.) to minimize impacts 
to the aquatic environment during construction. The utility of mechanical dredging w ould be 
considered in targeted locations of Area 1 based on key considerations, such as remediation 
area dimensions, w ater depth, and shoreline accessibility. This process option is implementable 
in constricted or confined areas, such as w orking adjacent to shoreline structures. Excavation in 
the dry may also be considered as necessary or appropriate for specific areas that could be 
more effectively addressed with this process option (e.g., shoreline areas that could be 
managed in the dry). 

Both excavation options can reduce potential risks associated w ith exposure to PCB-containing 
sediment over the long term, although residual concentrations may remain post-removal and 
could require an attenuation period and/or placement of a cover over residuals to achieve short-
term goals. Other challenges associated w ith effectiveness and implementation of removal 
include the temporary damage or destruction of benthic habitat including areas damaged or 
destroyed w hile constructing access roads and staging areas, short-term ecological exposure 
risks due to sediment resuspension, exposure risks to remediation w orkers, community impacts 
associated w ith site access and construction traffic for hauling recovered material to disposal 
facilities, and persistence of residuals not accessible for removal. 

3.1.1.8 Treatment 
Treatment w as retained for combination into alternatives involving removal. Treatment includes 
process options for dew atering and subsequent treatment of dew atering fluids. The drained 
w ater w ould be collected, treated, and discharged to the river. Sediment w as dewatered and 
dew atering fluids w ere treated successfully during the TCRAs. 

In addition to dew atering, dredged material may be treated w ith amendments to chemically bind 
w et materials or physically segregate w ater from PCB-containing solids. During the TCRAs in 
the former Plainw ell Impoundment and Plainw ell No. 2 Dam Area, dry soil mixing (w here 
possible) and solidifying agents (portland cement, cement kiln dust, or other sorbent materials) 
w ere effectively used as amendments prior to off-site transport and disposal. 

3.1.1.9 Disposal 
Disposal w as retained for combination into alternatives involving removal. Process options 
considered for the disposal of dredge or excavated material include a confined disposal facility 
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(CDF), or off-site permitted facility. Soil and sediment removed during the TCRAs w ere 
manifested for off-site disposal at Allied Waste’s C&C Landfill located in Marshall, Michigan; 
MDEQ’s Wayne Disposal Facility in Detroit, Michigan; or Allied Waste’s Ottaw a County Farms 
Landfill located in Coopersville, Michigan. Disposal at an off-site permitted facility w as retained 
as the representative process option based on the successful implementation of the TCRAs, 
and relative cost of building and permitting a CDF. On-site disposal w as rejected based on the 
volume to be disposed and the impracticality of purchasing land and permitting it for this 
purpose. 

3.1.2 Floodplain Soil Technologies Evaluation 
Floodplain soil remediation technologies and process options w ere evaluated to reject those 
that w ere less viable and/or not applicable. The results of this screening are presented in 
Table 3-2. The follow ing technologies/process options w ere retained to develop floodplain soil 
remedial alternatives: 

• No Further Action 
• MNR 
• ICs/ECs 
• Containment (capping) 
• Removal of impacted soil (excavation) 
• Treatment (dew atering, amendment addition) 
• Disposal (on-site or off-site landfill) 

The floodplain soil remediation technology screening is summarized below . 

3.1.2.1 No Further Action 
No Further Action w as retained as required by the NCP to be used as a baseline against w hich 
other floodplain soil remedial alternatives w ill be evaluated. Typically, this process option is 
described as No Action, but because of the Plainw ell TCRA actions affecting floodplain soil in 
Area 1 (see Section 1.3.4), it is appropriate to refer to this process option as No Further Action. 
While ongoing natural recovery processes drive the effectiveness of this process option in 
achieving RAOs, the reductions in exposure and risk achieved through ongoing natural recovery 
processes w ould not be tracked through monitoring. 

3.1.2.2 Monitored Natural Recovery 
MNR w as retained as a GRA. MNA w ould involve monitoring to confirm that natural physical, 
chemical, and/or biological processes are attenuating PCBs in floodplain soil. PCB degradation 
occurs very slowly. The primary mechanism for natural attenuation of PCBs in surface sediment 
is anticipated to be the deposition of cleaner sediment during periodic flooding events, filtering 
of storm runoff from upland areas, and accumulation of vegetative debris. This deposition over 
time w ould effectively become a natural cap, w hich would reduce the bioavailability of PCBs in 
floodplain soil. 

As described in the USEPA-approved Area 1 SRI Report (ARCADIS 2012a), the natural 
floodplains of Area 1 (that is the stretch of Area 1 upstream of the Plainw ell No. 2 Dam Area) 
continue to be periodically inundated, though the periods of flooding are relatively short-lived. 
PCB mass in transport in the river has declined considerably since 1994. Consequently, 
ongoing depositional processes in the floodplain and biodegradation processes w ill likely 
contribute to reducing soil PCB exposure concentrations over time. The rate of natural recovery 
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is unknow n at this time because no study of MNR in floodplain soil of the Kalamazoo River has 
been undertaken since the removal of the former Plainw ell Dam. 

3.1.2.3 ICs 
For this GRA, land use restrictions w ere retained as the representative process option for 
floodplain soil. ICs are currently in place for floodplain and bank soil as part of the 2007 AOC for 
the former Plainw ell Impoundment TCRA, the 2000 AOC for the King Highw ay Landfill OU, and 
the 2009 Consent Decree for the Willow  Boulevard/A-Site OU. These documents specify long-
term maintenance of the restored riverbanks w ithin the former Plainw ell Impoundment and long-
term maintenance to prevent PCBs from entering the river in the future. No additional ICs w ould 
be implemented beyond the existing governmental and proprietary controls that are currently in 
place, for these areas. Existing floodplain development restrictions and permitting requirements 
governing land uses w ill prohibit construction activities that w ould disturb PCB-containing soil or 
cause unacceptable erosion and migration of this material. Floodplain soil w ill also require ICs 
such as restrictions or notices to ensure activities do not disturb PCB-containing soils or result in 
relocation of contaminated material w ithin the floodplain. 

3.1.2.4 ECs 
Riverbank erosion control by armoring or vegetative cover w as retained as a representative 
process option for this GRA. Erosion control w as retained to address potential eroding banks 
w ith elevated PCB concentrations and banks/buffer areas restored during the former Plainw ell 
Impoundment and Plainw ell No. 2 Area TCRAs, if necessary. Armoring and vegetative cover 
w ere used successfully to provide erosion control and bank stabilization during completion of 
the TCRAs. It is possible that these options may have location-specific applications during 
remedy implementation; their use w ould be considered further during detailed design, as 
necessary. 

3.1.2.5 In Situ Containment 
Construction of a soil cover or an engineered barrier (a multilayer cap consisting of 
impermeable layer, sand, gravel, clay, geotextiles, and/or topsoil) w as retained as a 
representative process option for this GRA. These containment technologies protect receptors 
from exposure to the PCB-impacted media below . Soil covers can be used w here prevention of 
contact by a permeable barrier is sufficient to control exposure. Engineered barriers are 
employed w here an impermeable cap is required to prevent migration of contaminants. In both 
cases, the top cover layer w ould be vegetated to restore habitat destroyed during cap 
construction. This process option w ould be effective and is implementable in most floodplain 
areas. Floodplain evaluations and state permitting w ould be required if final ground surface 
elevations are to be modified through cap or cover installation. The appropriate equipment, 
materials, and personnel are available. 

3.1.2.6 Removal 
Excavation w as retained as a representative process option for this GRA. Excavation w ith and 
w ithout backfilling w as successfully implemented in bank and floodplain areas as part of the 
TCRAs completed in the former Plainw ell Impoundment and the Plainw ell No. 2 Dam Area, and 
w ould be implementable in other parts of Area 1 w ith conventional earthmoving equipment. 
Removal w ould be effective in reducing potential risks associated w ith exposure to PCB-
containing floodplain soil over the long term, although some risks w ould be associated w ith 
implementation (e.g., the ecological habitat w ould be temporarily disturbed/destroyed including 
areas damaged or destroyed w hile constructing access roads and staging areas). Where a 
large volume of soil is excavated and requires off-site disposal, potential risks w ould be 
associated w ith dust generation and potential public exposure during transport. The need to 
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provide backfill w ould depend on the anticipated residual PCB concentration follow ing 
excavation, final surface elevation and grading requirements, and restoration requirements. 

3.1.2.7 Treatment 
Treatment w as retained for combination into alternatives involving removal. Treatment includes 
process options for the dew atering floodplain soil and the addition of soil amendment. Portland 
cement, cement kiln dust, and other sorbent materials w ere used effectively as amendments 
prior to off-site transport and disposal during the TCRAs. 

3.1.2.8 Disposal 
Disposal w as retained for combination into alternatives involving removal. Process options 
considered for the disposal of excavated material include a CDF, or off-site permitted facility. 
Soil and sediment removed during the TCRAs w ere manifested for off-site disposal at the Allied 
Waste’s C&C Landfill in Marshall, Michigan; MDEQ’s Wayne Disposal Facility in Detroit, 
Michigan; or Allied Waste’s Ottaw a County Farms Landfill in Coopersville, Michigan. Disposal at 
an off-site permitted facility w as retained as the representative process option based on the 
successful implementation of the TCRAs, and relative cost of building and permitting a CDF. 
On-site disposal w as rejected based on the volume to be disposed and the impracticality of 
purchasing land and permitting it for this purpose. 

3.2 REMEDIAL ALTERNATIVES DEVELOPMENT 
As required in Section 5.1.4 of the SOW, a range of remedial alternatives w ere assembled for 
media of concern using the representative process options carried through the preliminary and 
secondary screening steps. The remedial alternatives for Area 1 sediment and floodplain soil 
w ere developed based on Agency input, the findings of the Area 1 SRI, experience obtained 
through the conduct of the TCRAs in Area 1, and the technology screening process. The 
sediment and floodplain soil alternatives provide a range of potential cleanup approaches and 
options to achieve the RAOs described in Section 2.2. Once a final remedial approach has been 
selected, it may be modified during the design and implementation phases from the alternative 
descriptions below  because of engineering considerations, localized site conditions, and/or new  
information. 

For the purposes of this discussion and future evaluations conducted during the FS, sediment 
and floodplain soil remedial alternatives are considered independently. This simplifies the 
process of alternative development and evaluation due to the different physical conditions and 
PRGs applicable to these media. Implementation of the remedies for sediment and floodplain 
soil may be conducted concurrently w here this w ould result in potential cost savings and 
efficiencies through reuse of common remedial components such as labor, equipment, access 
roads, and staging areas. Sequencing of remedial activities w ould be considered during 
remedial design of the selected sediment and floodplain soil remedies. 

3.2.1 Sediment Remediation Areas 
The PCB SWAC analysis (presented in Section 1.3.1.1) is an appropriate screening tool to 
evaluate the distribution of PCBs and identify potential remediation locations in Area 1. The 
SWACs provide predictions of the average exposure concentration in a specified area (i.e., 
reach of the river and are appropriate tools to screen and develop the remedial alternatives. The 
SWACs for Sections 1 through 8 and Crow n Vantage are based on limited (i.e., w idely spaced) 
data and additional samples w ill be collected in the areas targeted for remediation during a 
remedial design phase prior to remedial action. This sampling effort w ill be conducted to further 
define the remedial area.  
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The results of the SWAC analysis (see Table 1-2) show  that the Section 3 (Portage Creek 
[RM71.65] to Mosel Avenue [RM70.00]) PCB SWACs w ere relatively higher than the other 
sections, and it is a candidate for remedial action evaluation. The Section 3 SWACs w ere 2.19 
mg/kg for the 0- to 6-inch interval, 4.25 mg/kg for the 6- to 12-inch interval and 18.13 mg/kg for 
the 12- to 24-inch interval. The SWACs for all other sections and intervals w ere less than 1 
mg/kg w ith the exception of Section 8. The SWACs in Section 8 reflect pre-TCRA conditions 
such that the actual SWAC is expected to be near or less than 1 mg/kg. Additional sampling and 
analysis w ill be performed as part of remedial design in accordance w ith an USEPA approved 
w ork plan to confirm the current Section 8 SWACs.  

The sediment PRG of 0.33 mg/kg for PCBs w ould be met by reducing the SWACs to 0.33 
mg/kg (sediment PRG) through removal actions and/or natural recovery processes. This 
expected reduction is consistent w ith the SWAC reduction achieved by the Portage Creek 
TCRA currently completed by USEPA in 2013. Remedial activities in Portage Creek produced a 
post-remedial SWAC of 1.8 mg/kg, w hich will be further reduced over time via natural recovery 
processes to levels acceptable to USEPA. As noted in Section 1.3.1.1, the Section 8 SWACs 
w ere calculated using primarily pre-TCRA data and are not representative of current conditions. 
The current conditions in Section 8 w ill be further evaluated during the remedial design phase. 
Therefore, Section 3 is targeted for further statistical and geomorphic (physical features) 
evaluation to develop sediment remedial alternatives. 
A geomorphic–PCB RAL analysis w as performed w ith the objective of identifying the most likely 
areas w ithin Section 3 w here relatively higher concentrations of PCBs w ould be found. In 
addition to areas identified through the geomorphic-PCB analysis, remedial alternatives w ere 
developed for know n hot spot areas (multiple samples show ing PCB concentrations greater 
than 50 mg/kg) in Section 3. The geomorphic–PCB analysis w as performed in accordance w ith 
the procedures agreed to by the Work Group formed by USEPA, MDEQ, and Georgia-Pacific 
from May to July 2013 (Work Group). 

Remedial alternatives are also developed for the Crow n Vantage side channel and know n hot 
spot areas in Sections 2 and 4. The Crow n Vantage side channel has SWACs of 8.2 mg/kg for 
the 0- to 6-inch interval, 21.2 mg/kg for the 6- to 12-inch interval, and 21.0 mg/kg for the 12 to 
24-inch interval. While the SWACs for Sections 2 and 4 are less than or near 1 mg/kg, these 
sections have a relatively higher UCL for SWACs for some depth intervals (Table 1-2) and 
contain know n hot spot areas w ith multiple samples show ing PCB concentrations greater than 
50 mg/kg. Figures 3-1, 3-2, and 3-3 provide a summary of sampling data in Sections 2, 3, and 4, 
respectively, w ith insets for the four know n hot spot areas and the Crow n Vantage side channel. 

Removal of PCB-containing sediment w ould also serve to remove some other constituents 
detected in Area 1 sediment. Organic constituents, such as, 4-methylphenol, benzaldehyde, and 
bis(2-ethylhexyl)phthalate, and metals, such as aluminum, copper, and lead, w ere detected in 
Area 1 sediment. Of the three organic constituents listed, benzaldehyde appears to be 
collocated w ith PCBs in sediment such that removal or capping w ould provide protection to 
ecological receptors from exposure to PCBs and this constituent as w ell. The collocation of non-
PCB constituents w ith PCBs in the sediment does not imply that they came from a similar 
source area or that they are related to paper mill recycling processes. Rather, their collocation is 
likely a result of shared fate and transport mechanisms. Aluminum, copper, lead, 
4-methylphenol and bis(2-ethylhexyl)phthalate appear to be ubiquitous in Area 1 sediment such 
that removal or capping w ithin a portion of Area 1 w ill not notably reduce overall concentrations 
of these constituents in Area 1 (ARCADIS 2012c). 
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3.2.1.1 Geomorphic-PCB RAL Analysis 
The geomorphology-based RAL analysis used sediment data from Sections 2, 3, and 4 w ith the 
exception of data from the know n hot spot KRT5/FF19 in Section 3 and Crow n Vantage side 
channel in Section 4, as show n on Figures 3-2 and 3-3, respectively. Exclusion of the data from 
these tw o hot spots w as based on an agreement w ith the Work Group because of the unique 
geomorphic conditions at these areas, w hich were associated with anomalous and isolated 
dense clay deposits in the center of the river channel, and not representative of general river 
conditions. The remaining three hot spot areas w ere included in the analysis. 

The geomorphic analysis first identified physical features that could affect sediment deposition, 
and that may be useful to predict areas of PCB accumulation. The stream tubes created for the 
SWAC calculations w ere grouped and classified according to physical (geomorphic) categories 
so that the PCB data points w ithin those tubes could be associated w ith physical features for 
statistical analysis. Step-out data previously excluded from the SWAC calculations in 
Section 1.0 of this FS w ere included for the geomorphic-PCB analysis per agreement w ith the 
Work Group. The geomorphic-PCB analysis w as performed for sediment depth intervals of 0 to 
6 inches and 6 to 24 inches. ND results in the low est interval of a core location w ere removed 
from the evaluation to more closely represent the impacted portion of the core. 

The geomorphic categories included the follow ing: 

• Transverse Location 
– Left channel 
– Right channel 
– Mid-channel 
– Backw ater (stagnant w ater area protected from the main river current) 
– Confluence (entry point of a flow ing side channel or tributary into the main river 

channel) 

• Channel Slope 

– Low  
– Moderate 
– High 

• Curve Position 

– Inside curve 
– Mid-channel in curve 
– Outside curve 
– Straight section 

The channel slope categories w ere developed by MDEQ and w ere imported unmodified for this 
analysis (MDEQ 2013). The MDEQ-designated low , moderate, and high slope categories are as 
follow s: 

• Low  ≤ 0.0234% 
• Moderate from 0.0235% to 0.0569% 
• High ≥ 0.0570% 
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Other specific channel position categories such as point bars and proximity to flow  obstructions 
(i.e., bridge piers) w ere considered, but not included in the final analysis due to lack of data 
w ithin these categories. 

The initial analysis also included sediment physical and chemical characteristics (grain size, 
percent solids, hard/soft designations from sediment probing assessments, and TOC). These 
sediment categories w ere not used for decision-making at this time because of limited sampling 
sites in Sections 2, 3, and 4. Although PCB presence may be positively correlated to a category 
(e.g., TOC or smaller grain sizes), a sediment sample must be collected and analyzed for these 
parameters throughout the Area in order to be predictive. Future sampling efforts in other Areas 
may be designed to use these correlations in a productive and efficient manner. 

Overall, the geomorphic-PCB analysis show ed a positive relationship betw een channel 
confluence and higher PCB concentrations (Tables 3-3 and 3-4 and Figures 3-4 and 3-5). 
Although the 50th percentile for both the edges and middle of the river channel are associated 
w ith PCB concentrations less than 1 mg/kg, the analysis also indicated that the side or edges of 
the river channel have higher concentrations relative to those in the center of the river. The 
analysis did not suggest strong positive relationships betw een PCB concentrations and the 
other categories listed above. Plots and tables summarizing the geomorphic analysis for all 
categories are presented in Appendix F. 

An RAL analysis w as performed comparing the PCB data by geomorphic category versus PCB 
RAL concentration levels of 1, 2, 5, 10, and 50 mg/kg. The results of this analysis for the 
channel location geomorphic categories are show n in Tables 3-5 and 3-6 for the shallow  (0 inch 
to 6 inches) and deep (6 to 24 inches) data sets, respectively. The RAL tables for the channel 
slope and curve position categories are presented in Appendix F. 

The probability of a confluence sample exceeding a PCB RAL of 1, 2, or 5 mg/kg w as 25% for 
the shallow  interval (0-6 inches). The shallow  interval confluence samples did not exceed an 
RAL of 10 or 50 mg/kg. Samples from the deep interval (6-24 inches) in the confluence 
exceeded RALs of 1 and 2 mg/kg w ith a probability of 67% or greater. This probability 
decreased to 33% for RALs of 5 and 10 mg/kg and 0% for an RAL of 50 mg/kg. These statistics 
are based on only four shallow  and three deep samples from tw o locations just dow nstream of 
the Portage Creek confluence. 

Shallow  and deep backw ater samples have a 25% probability of exceeding RALs of 1, 2, and 5 
mg/kg. No backw ater sample exceeded an RAL of 10 or 25 mg/kg. The statistical significance of 
the backw ater is low  given that the 25% represents only 1 of 4 samples available in that 
category. 

Shallow  edge (right and left channel) samples have a 15% and 23% probability of exceeding an 
RAL of 1 mg/kg compared to the middle channel samples, w hich have a 3% probability of 
exceeding this RAL. Deeper samples show  a similar pattern w ith 14% to 33% probability of 
exceeding an RAL of 1 mg/kg in the edge samples and 11% probability for the mid-channel 
samples. This analysis indicates that the edges of the river channel have a higher percentage of 
exceeding an RAL of 1 mg/kg relative to the center of the river. The probability of edge samples 
exceeding RALs greater than 1 mg/kg is notably less. For example, the probability of exceeding 
an RAL drops from 23% to 12% in the left shallow  edge samples w hen the RAL is increased 
from 1 to 2 mg/kg. 
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Remedial alternatives w ere developed based on this RAL analysis, w ith the hot spot areas 
described above. The confluence data reside in the discharge area of Portage Creek and 
indicate a probability of higher PCB concentrations in this area. The prediction is reasonable 
due to the pre-TCRA and pre-OU remediation conditions in and along Portage Creek, w hich 
w as a major source of PCBs to Area 1 and specifically to the confluence area in Section 3 
(RM71.65). Also, the edges of the river channel have a higher likelihood of containing higher 
PCB concentrations than the middle of channel, although the 50% percentile is low er than 
1 mg/kg for both. 

3.2.1.2 Identification of Sediment Remediation Areas 
The overall process flow diagram for application of the SWAC and geomorphic-PCB analysis to 
identify sections and subareas requiring further evaluation of remedial alternatives is provided 
on Figure 3-6. 

The data and geomorphic-PCB analysis indicated a potential for a PCB depositional area to 
exist at the confluence of Portage Creek and the Kalamazoo River in Section 3 (RM 71.65). Two 
know n hot spots exist dow nstream of the confluence betw een RM70.5 and RM71.25 
(Figure 3-2). Statistically, this portion of Section 3 w ould be predicted to have the highest 
concentrations of PCBs dow nstream of Portage Creek. Sampling results from this very limited 
area w ithin Section 3 (about 0.75 river mile plus the Portage Creek Confluence area) appear 
heterogeneous and may contain other hot spot areas or may indicate a more continuous PCB 
remediation area. Hot spots also exist in the dow nstream end of Section 2 and the upstream 
end of Section 4, bracketing Section 3. For purposes of remedial alternative development, the 
portion of the river spanning the hot spots in Sections 2, 3, and 4 (i.e., approximately from 
RM69.3 to RM 72.3) w ill be evaluated as a “remedial reach” (Figure 3-7) that w ill require 
additional sampling as part of the remedial design (included in Section 4.0 of this FS). This 
remedial design sampling w ill be performed to evaluate w hether other areas in this remedial 
reach (in addition to the know n hot spots) w ill require remediation. Additional sampling during 
remedial design is included w ith all sediment remedial alternatives except MNR. Sampling w ill 
be conducted in accordance w ith an USEPA-approved w ork plan. Identification and 
quantification of remediation areas w ithin the remedial reach w ill require concurrence by USEPA 
and MDEQ prior to implementation of remedial action.  

The geomorphic-PCB analysis also indicated higher PCB concentration along the edges of the 
river channel relative to the middle of the river channel in Section 3. Therefore, sediment 
removal along the edges of the river channel in Section 3 w as also selected for evaluation in 
Section 4.0 of this FS.  

As noted on Figure 3-6, Section 8 w as not carried forw ard for the development of remedial 
alternatives, except for a river-w ide removal alternative discussed below . Additional sampling in 
Section 8 w ill be performed during remedial design based on a w ork plan approved by USEPA. 
This sampling w ill be performed to confirm a reduction in SWACs based on the removal of 
sediment and soil during the previous TCRA for the former Plainw ell Impoundment. The 
Section 8 SWACs presented in Table 1-2 do not fully represent post-TCRA sediment conditions. 
Samples collected prior to the TCRA w ere included in the SWAC estimate as a conservative 
estimate. Re-evaluation is expected to indicate a SWAC near or below  1 mg/kg and confirm that 
further active remediation is not required in this section. 

To address Area 1-w ide sediment, alternatives ranging from no action to area-w ide removal w ill 
be evaluated (Section 4.0). The SWAC and geomorphic analysis indicate that remedial 
alternatives focusing on the remedial reach w ill also achieve the site RAOs. Excavation of the 
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follow ing know n hot spot locations in Sections 2, 3, and 4 is included in the active sediment 
remediation alternatives.  

Section 2 (Figure 3-1) 
• KPT-19 Hot Spot Area (RM72.25) 
• KPT-20 Hot Spot Area (RM71.94) 

Section 3 (Figure 3-2) 
• KRT-4 Hot Spot Area (RM71.10) (Figure 3-2) 
• KRT-5/FF-19 Hot Spot Area (RM70.75) (Figure 3-2) 
• River channel edges (Figure 3-8) 

Section 4 (Figure 3-3) 
• S-IM1 Hot Spot Area (RM69.35) 
• Crow n Vantage side channel (RM67.75 to RM67.90) 

Outside of the hot spots listed above, one sample at transect KPT23 (sample core KPT23-6 at a 
depth of 12 to 20 inches), indicated a concentration of more than 50 mg/kg (Figure 3-2). 
Subsequent investigations to evaluate this area as a potential hot spot indicate that this sample 
is very isolated. The presence of high PCB concentrations in this location w as not confirmed 
during later sampling events, as total PCB concentrations w ere at or below  3.7 mg/kg in all of 
the samples that surrounded this core interval, both horizontally and vertically. Therefore, this 
location is not considered a know n hot spot at this time. It w ill be sampled again during remedial 
design. If sampling indicates the presence of a hot spot that should be remediated this area it 
w ill be added to the remedial effort in accordance w ith USEPA and MDEQ approval. 

An Area 1-w ide removal alternative for sediment w ith PCB concentrations greater than 1 mg/kg 
is included to provide an upper bound on potential remedial actions. This remedial alternative 
w ould include extensive removal activities in Sections 2 through 8, the Crow n Vantage side 
channel, and Mill Race. This alternative w as developed by identifying individual stream tubes 
w ith PCB concentrations greater than 1 mg/kg in any of the three depth intervals (0 to 6 inch, 6 
to 12 inch, and 12 to 24 inch), as show n in Figures 3-9a through 3-9e. A more detailed 
description of this alternative is provided in Section 4.0.  

Pre- and post-remedial SWACs w ill be developed and discussed in Section 4.0 for each 
alternative involving active remediation.  

3.2.2 Sediment Remedial Alternatives 
A range of alternatives w as developed for sediment to achieve Area 1 RAOs. Remedial 
alternatives w ere developed by assembling combinations of the remedial technologies screened 
in Section 3.1.2. Bank erosion ECs are considered as part of the sediment remedial 
alternatives. Consistent w ith USEPA’s Contaminated Sediment Remediation Guidance for 
Hazardous Waste Sites (USEPA 2005b), the sediment remedial alternatives include a 
combination of remedial options (i.e., removal in some areas and capping in others). Because 
capping has limited applicability in Area 1, sediment alternatives S-3, S-4, and S-5 are 
categorized by remedial footprint for removal rather than by remedial technology. The Area 1 
sediment remedial alternatives are listed below . 
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• S-1: No Further Action 

• S-2: MNR, ICs, and ECs 

• S-3A: Removal of Hot Spot Areas and Crow n Vantage Side Channel, MNR, ICs, and 
ECs 

• S-3B: Removal of Hot Spot Areas, In-situ Capping for Crow n Vantage Side Channel, 
MNR, ICs, and ECs 

• S-4A: Removal of Hot Spot Areas, Crow n Vantage Side Channel, and Section 3 River 
Channel Edges, MNR, ICs, and ECs 

• S-4B: Removal of Hot Spot Areas and Section 3 Channel Edges, In situ Capping for 
Crow n Vantage Side Channel, MNR, ICs, and ECs 

• S-5: Area 1-Wide Removal (RAL 1), MNR, ICs, and ECs 

It is assumed that all active remedial alternatives w ill include an LTM program and maintenance 
of ICs until long-term goals are achieved. Active remedial alternatives w ould also include 
additional sampling in Section 8 to document post-TCRA conditions and additional sampling for 
hot spot areas from RM69.3 to RM72.3 (Figure 3-7). A sampling w ork plan w ill be developed 
and approved by USEPA prior to implementation. Concurrence by USEPA and MDEQ on the 
remedial footprint w ill also be required prior to remedial action.  

The specific methods for implementation of the selected remedy w ill be identified during design 
based on engineering considerations and remediation area characteristics. Identification of the 
remedial area footprints w ill be confirmed through remedial design sampling. Construction 
considerations include access and preparation, erosion and sedimentation controls, material 
handling, and post-construction verification surveys. While details of implementation and 
processes are provided for evaluation purposes in this FS, the specific methods for 
implementation of the selected remedy w ill be identified during remedial design.  

3.2.3 Floodplain Soil Remediation Areas 

3.2.3.1 Floodplain Soil RAL Analysis 
The evaluation of each RAL began w ith identification of areas w here surface (0- to 6-inch depth 
interval) soil PCB concentrations are currently greater than the specified RAL. This identification 
w as based on the spatially interpolated surface (natural neighbor interpolation) soil PCB 
concentration map developed for the Area 1 TBERA (ARCADIS 2012a) for post-removal action 
conditions in the former Plainw ell Impoundment and the Plainw ell No. 2 Dam Area. An RAL of 
20 mg/kg w as selected based on an evaluation of the incremental risk reduction offered by 
successively lower candidate RAL values to achieve the selected PRG (Appendix G). 

For the former Plainw ell Impoundment and the Plainw ell No. 2 Dam Area, the areas greater 
than a quarter acre w ith soil concentrations exceeding 20 mg/kg w ere delineated. The PCB 
concentration in each polygon above this concentration w as then replaced w ith a concentration 
of 0.078 mg/kg, w hich represents the assumed PCB concentration of clean backfill placed after 
excavation. The appropriately sized moving w indow (1 or 2 acres based on the ecological 
receptor) w as then passed over the altered surface to calculate post-remediation EPCs 
(ARCADIS 2012b, Appendix A). 

A range of RALs w as considered to compare incremental risk reduction to the current post-
TCRA conditions. Candidate PCB RALs of 0.5, 5, 10, 15, 20, and 25 mg/kg for floodplain soil 
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w ere evaluated w ithin the formerly inundated areas in the former Plainw ell Impoundment and/or 
Plainw ell No. 2 Dam Area (ARCADIS 2012b). A summary of the RAL analysis previously 
compiled for Area 1 floodplain soil is presented in Appendix G. Outside the tw o TCRA areas, the 
detailed RAL analysis w as not conducted for natural floodplains because of the low  soil PCB 
concentrations observed.  

The protectiveness of each candidate RAL scenario w as considered based on the 
protectiveness to potential receptors and the scale of the possible remedy. Table G-3 in 
Appendix G summarizes the area, volumes, and protectiveness of each RAL scenario for the 
various ecological receptors for w hich possible risk w as identified in the Area 1 TBERA 
(ARCADIS 2012d) and the Site-Wide BERA (CDM 2003).  

The follow ing RALs w ere considered by area as follow s: 

• An RAL of 0.5 mg/kg w as considered for all of Area 1. A home range analysis w as not 
performed for this RAL as resulting EPCs throughout the Site w ould be protective of the 
low est RBC for ecological species follow ing implementation (100% of home ranges 
protected).  

• Home range analysis for RALs of 5, 10, 15, 20, and 25 mg/kg w as performed for the 
former Plainw ell Impoundment. The 0.5 mg/kg RAL w as also considered, as described 
above. 

• Home range analysis for only RALs of 5 mg/kg and 10 mg/kg w as performed for the 
Plainw ell No. 2 Dam Area because residual (post-TCRA) soil PCB concentrations are 
already below  15 mg/kg in the Plainw ell No. 2 Dam Area. The 0.5 mg/kg RAL w as also 
considered, as described above.  

An Area 1-w ide RAL of 0.5 mg/kg is proposed to provide an upper bound on potential remedial 
actions protective of ecological receptors. Remediation to this level w ould result in 100% of 
home ranges for birds and mammals being protected based on RBCs in the Plainw ell No. 2 
Dam Area and the former Plainw ell Impoundment areas, including the most conservative 
values, regardless of the uncertainty in their application.  

A second soil PCB RAL of 20 mg/kg is applied to the former Plainw ell Impoundment (TCRA). A 
soil PCB RAL of 20 mg/kg is recommended; USEPA, MDEQ and GP have agreed that 20 
mg/kg is an appropriate RAL value for constructing a range of alternatives for soils to be 
evaluated in the FS. An RAL of 20 mg/kg is proposed for floodplain soil based on assessment of 
the incremental risk reduction, protecting 95% to 100% of the receptors (shrew , wren, and robin 
under the dietary model) and the incremental area and soil volume associated w ith each value. 
The RAL analysis for the former Plainw ell Impoundment yielded the follow ing results: 

• Current conditions in the former Plainw ell Impoundment are protective of 82% of the 
possible 1-acre shrew  home ranges (i.e., concentrations are less than the selected 
floodplain surface soil PRG of 11 mg/kg in 82% of the possible 1-acre shrew  home 
ranges).  

• Remediating residual soils w ith PCB concentrations greater than 20 mg/kg in the former 
Plainw ell Impoundment w ould result in 95% of the possible 1-acre shrew  home ranges 
having soil PCB concentrations below  the selected floodplain surface soil PRG of 11 
mg/kg.  

• Current conditions in the former Plainw ell Impoundment are protective of approximately 
96% to 99% of possible high sensitivity avian 2-acre home ranges based on the dietary 
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RBCs of 14 mg/kg for vermivorous birds and 17 mg/kg for insectivorous birds, 
respectively, derived from the Area 1 TBERA.  

• Implementation of an RAL of 20 mg/kg w ould result in protectiveness of 100% of 
possible home ranges for high sensitivity avian species in the former Plainw ell 
Impoundment based on the dietary exposure approach. Protectiveness of birds based 
on RBCs for egg-based approaches is discussed in Section 2.4.7. RBCs calculated 
based on egg-based approaches have a higher degree of uncertainty than the dietary 
approaches. Therefore, there is more certainty in the RAL analyses based on dietary 
RBCs. 

The available data representative of potential residential exposure in the natural floodplains (i.e., 
outside the tw o TCRA areas, near-channel OUs, former mill properties, and closed landfill 
areas) w ere evaluated and are presented below .  

3.2.3.2 Floodplain Soil Exposure Analysis 
To date, a comprehensive floodplain soil sampling program has not been performed outside of 
the TCRA areas in Area 1. A limited assessment of the available floodplain soil data outside of 
the TCRA areas w as performed for Area 1. A preliminary classification of Area 1 land use 
characteristics by parcel w as also compiled to identify potential properties for future sampling. 

The floodplain data currently available in the Site and MDEQ databases w ere compiled, plotted 
in GIS, and screened to remove: 

• Field duplicates 

• Duplicate samples betw een databases (i.e., samples w ith the same location ID, date, 
and result in both databases) 

• Non-floodplain soil samples (e.g., samples flagged, coded, or described as “sediment,” 
“residual”, etc.) 

• Samples collected from intervals w ith a start depth greater than 6 inches 

• Samples from other OUs, previously excavated areas, and former potential source areas 
adjacent to the river (e.g., on former mill site properties and closed landfills) 

• Samples from the areas w here TCRAs w ere performed (i.e., in the former impoundment 
of the Plainw ell Dam and frequently inundated area of the Plainw ell No. 2 Dam area) 

The final data set after screening contained 64 data points from the 0- to 6-inch interval of 
discrete sample cores representing floodplain areas typical of the depositional environment and 
properties along the river. None of the discrete data points represent full EUs, w hich w ould 
comprise an entire backyard. Therefore, the applicability of this data set is very limited. 
Representative samples for current or future residential exposure w ill be collected to better 
quantify the risk from exposure to soil in the Area 1 floodplain. All properties w hich are, or w hich 
may potentially become residential w ill be considered for future residential exposure. 

Property plat data w as procured from Kalamazoo and Allegan Counties in Michigan and 
imported into GIS to identify the locations and density of residential properties along the river in 
Area 1. Parcel classifications were taken directly from the county databases. The county 
property plats are plotted on Figures 3-10a through 3-10e, w ith shading used to indicate 
property use characteristics (residential, agricultural, commercial, parks/schools, state-ow ned, 
etc.). These figures also show  the limited floodplain soil sample points used in the data 
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evaluation. Many of the data points appear to be located in the riverbank, or possibly, at the top 
of the bank. These potential bank samples w ere retained in this evaluation although they are not 
likely to be representative of residential exposure concentrations. 

Results and Recommendations 
The screened floodplain soil data set w as exported to ProUCL to compute the 95% Chebyshev 
UCL. The 95% UCL for the data set is 6.45 mg/kg. A plot of the ranked dataset is show n on 
Figure 3-11. See Appendix E for the full data set (Table E-4) and ProUCL output (Table E-5). 
Only 3 of the 64 data points (5%) exceed the computed UCL, and the highest value (61.2 
mg/kg) exceeds the next highest value (9.16 mg/kg) by a factor of nearly 7. The maximum value 
of 61.2 mg/kg w as detected in w hat appears to be a riverbank sample located at approximately 
RM64.3 in river Section 5 (Figure 3-10d). 

The calculated UCL appears to be conservative, because excluding the maximum value 
produces a UCL of 1.72 mg/kg (Table E-6). The UCL of 1.72 mg/kg PCBs, w hich excludes the 
river bank sample, is below  the site-specific cancer risk-based threshold value of 2.5 mg/kg for 
current or future residential receptors.  

The recommendations for future confirmation sampling include submittal of a floodplain 
sampling plan to be approved by USEPA that, at a minimum, includes the follow ing. 

• Identify representative parcels for sampling based on a desktop evaluation that w ill 
identify characteristics such as depositional conditions, land use classification, land 
cover (e.g. pavement or grasses), and inundation frequency. 

• Perform reconnaissance w ith USEPA/MDEQ to confirm property use and select 
representative properties for sampling. 

• Obtain access agreements from property ow ners and finalize properties to be sampled. 

• Perform incremental sampling w ithin representative current and potential future 
residential EUs. 

The potential for sediment deposition (i.e., frequent flooding), land cover, and current and future 
potential land use w ill be considered in preparing the sample collection plan. The study area for 
sampling w ill be Area 1 excluding Section 1 upstream of the former source areas and other 
OUs. Depending upon the specific circumstances, sampling on some commercial/industrial 
parcels may be avoided, to extent practical, to reduce the potential influence of parcel-related 
PCBs or PCBs from non-paper mill residuals. Incremental sampling methodology (ISM) w ill be 
used to collect and measure PCB concentrations representing current and future residential 
EUs in the floodplain. 

3.2.3.3 Floodplain Soil Remediation Areas 
Results of the moving-w indow  home range analysis indicated that implementing remediation for 
an RAL of 20 mg/kg results in 95% of possible 1-acre home ranges for vermivorous mammals 
(based on the total PCB exposure model for the shrew ) having concentrations below  the 
selected PRG of 11 mg/kg in the former Plainw ell Impoundment area, as presented in 
Appendix G. An RAL of 20 mg/kg PCBs is also assumed to be protective of avian receptors as it 
represents a balance betw een risk and uncertainty associated w ith the various methodologies 
and assumptions used in the TBERA to calculate risk to avian receptors. An RAL of 20 mg/kg 
w ould result in 100% of possible 2-acre home ranges for high sensitivity insectivorous and 
vermivorous birds (based on the dietary exposure models for the w ren and American robin) 
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being below  the respective dietary RBCs from the Area 1 TBERA (17 mg/kg and 14 mg/kg, 
respectively) in the former Plainw ell Impoundment. The former Plainw ell Impoundment 
floodplain soil area exceeding an RAL of 20 mg/kg comprises approximately 7 acres 
(Figure 3-12) and 15,000 cy of floodplain soil. Current PCB soil concentrations in Plainw ell No. 2 
Dam Area do not exceed 20 mg/kg.  

An Area 1-w ide removal alternative for floodplain soil w ith PCB concentrations greater than 0.5 
mg/kg w as also evaluated to provide an upper bound on potential remedial actions. This 
remedial alternative w ould include extensive removal activities along the river spanning 
Sections 2 through 8 (approximately 17 miles). Section 1 w as not included as it is upstream of 
the paper-mill related PCB inputs to Area 1. For the former Plainw ell Impoundment and 
Plainw ell No. 2 Dam areas, the excavation areas are based on the 0.5 mg/kg RAL analysis 
(Appendix G). For the remainder of Sections 2 through 8, it w as assumed that removal w ould be 
performed to a depth of 1 foot in a 200-foot-w ide continuous band along the banks on each side 
of the river, as indicated on Figure 3-13. A more detailed description and evaluation of this 
alternative is provided in Section 5.0. 

3.2.4 Floodplain Soil Remedial Alternatives 
Remedial alternatives w ere developed for floodplain soil to provide a range of alternatives to 
achieve Area 1 RAOs. Remedial alternatives w ere developed by assembling combinations of 
the remedial technologies screened in Section 3.1.2. The Area 1 floodplain soil (FPS) remedial 
alternatives categorized by remedial technology are listed below . 

• FPS-1: No Further Action 
• FPS-2: MNR, ICs, and ECs 
• FPS-3: Capping (RAL 20) ICs, and ECs 
• FPS-4A: Removal (RAL 20), ICs, and ECs 
• FPS-4B: Removal (RAL 0.5), ICs, and ECs 

The above alternatives w ould address both PCBs and constituents that are collocated w ithin a 
remedial area. Metals such as chromium, copper and lead, as w ell as organic compounds such 
as aldrin, and endrin aldehyde tend to be collocated w ith PCB in soil in Area 1 so that a cap or 
removal action w ould provide protection to ecological receptors from exposure to PCBs and 
these constituents as w ell. The collocation of non-PCB constituents w ith PCBs in the floodplain 
soil does not imply that they came from a similar source area or that they are related to paper 
mill recycling processes. Rather, their collocation is likely a result of shared fate and transport 
mechanisms. Other constituents such as benzaldehyde appear to be ubiquitous in Area 1 soil 
such that capping w ithin a portion of Area 1 w ill not notably reduce overall ecological risk 
associated w ith exposure to such non-collocated constituents (ARCADIS 2012c). 

Construction considerations are similar to those for the sediment alternatives and include 
access and preparation, erosion and sedimentation controls, material handling, and post-
construction verification surveys. While details of implementation and processes are provided in 
this description for evaluation purposes, the specific methods for implementation of the selected 
remedy w ould be identified during remedial design. The floodplain alternatives also assume that 
the Portage Creek TCRA is successfully completed prior to additional Area 1 floodplain remedial 
action. USEPA reported that removal activities for Portage Creek should be completed in 
October 2013, but w ork could extend into 2014 depending on w eather conditions. 
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3.3 EVALUATION CRITERIA 
Each of the sediment and floodplain soil alternatives identified above w ill be evaluated in detail 
individually and also comparatively against the nine criteria established in 40 CFR 
§300.430(e)(9)(iii) in Sections 4.0 and 5.0. These nine evaluation criteria are divided into the 
follow ing three categories: threshold criteria (each alternative must meet these criteria), 
balancing criteria (basis for alternative selection), and modifying criteria (applied follow ing the 
proposed plan). The specific evaluation criteria that fall under each of these categories are listed 
below . 

Threshold 

• Overall protection of human health and the environment 
• Compliance w ith ARARs 

Balancing 

• Short-term effectiveness 
• Long-term effectiveness 
• Reduction of toxicity, mobility, and volume (TMV) through treatment 
• Implementability 
• Cost 

Modifying 

• State acceptance 
• Community acceptance 

The remedial alternatives w ill be evaluated for the first seven criteria and then compared w ith 
one another to identify their respective strengths and w eaknesses. Two criteria, State and 
community acceptance, w ill not be evaluated because they w ill be based on comments received 
and addressed in the Proposed Plan Public Meeting and Record of Decision (ROD) follow ing 
the public review  period. 
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4.0 DETAILED ANALYSIS OF SEDIMENT ALTERNATIVES 

A detailed evaluation of the seven remedial alternatives for Area 1 sediment has been 
performed based on the CERCLA evaluation criteria. A description of each alternative is 
presented, follow ed by a summary of the evaluation of the seven CERCLA Threshold and 
Balancing Criteria. The tw o Modifying Criteria, State and community acceptance, are not 
evaluated in the Area 1 FS; USEPA w ill address the Modifying Criteria based on comments 
received during the comment period for the proposed remedial action plan. 

4.1 ALTERNATIVE S-1:  NO FURTHER ACTION 

4.1.1 S-1 Description 
The No Further Action remedial alternative (S-1) w ould rely on natural recovery processes 
follow ing the TCRAs and OU source control activities previously completed and ongoing in and 
adjacent to Area 1 (summarized in Section 1.3.4). No active remediation or monitoring w ould be 
included under this alternative. Changes to sediment conditions or PCB concentrations in the 
w ater column and fish tissue resulting from natural recovery processes would not be formally 
evaluated. No Further Action is considered as a baseline against w hich other Area 1 sediment 
alternatives are compared as required by the NCP [40 CFR 300.430(e)(6)]. 

4.1.2 S-1 Alternative Evaluation 
4.1.2.1 Overall Protection of Human Health and the Environment 
The No Further Action alternative w ould not improve, reduce, or control risk to human health or 
ecological receptors beyond that initiated by the remedial w ork completed in the river to date 
including the Bryant Mill Pond, Plainw ell Dam areas, and Portage Creek removal actions, and 
remedial actions completed and ongoing at the other OUs located adjacent to the river. 
Monitoring of further natural recovery w ould not be performed under the ROD. This alternative 
may not address the RAOs and may require a timeframe to achieve fish tissue goals beyond 
that evaluated in this FS. 

4.1.2.2 Compliance with ARARs 
Potential federal and state ARARs applicable to Area 1 sediment are addressed in Section 2.3 
and listed in Tables 2-1 through 2-3. Alternative S-1 may eventually meet most ARARs through 
natural recovery; how ever, the timeframe may be longer than that evaluated in this FS and 
documentation of recovery w ould not be available. 

4.1.2.3 Long-Term Effectiveness 
Alternative S-1 does not provide for tracking or confirmation of future achievement of RAOs, 
under a ROD and, therefore, effectiveness would not be demonstrated or documented. 

4.1.2.4 Short-Term Effectiveness 
Alternative S-1 w ould not have any immediate short-term impact. 

4.1.2.5 Reduction in TMV through Treatment 
This alternative does not involve treatment. 

4.1.2.6 Implementability 
No measures are implemented under this alternative. 
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4.1.2.7 Cost 
Alternative S-1 has no capital or maintenance cost. 

4.2 ALTERNATIVE S-2:  MNR, ICs, AND ECs 

4.2.1 S-2 Description 
This alternative applies MNR and ICs/ECs and relies on natural recovery processes following 
the active remediation activities conducted as part of the TCRAs and OU source control 
activities previously completed and ongoing in and adjacent to Area 1 (see Section 1.3.4). 
Further improvements beyond current conditions in Area 1 sediment and progress tow ard RAOs 
w ould rely on ongoing natural recovery processes. These processes include deposition of 
cleaner sediment from the w atershed, mixing of surface and cleaner sediment, and, possibly, 
biodegradation. Existing ICs/ECs (fish consumption advisories and w arning signs) w ould 
continue under S-2. 

MNR w ould include implementation of an LTM program to confirm the ongoing effects of natural 
processes and document the continued declines in PCB concentrations in various media, 
resulting in reductions in risk and ecological exposures. It is anticipated that the monitoring 
program w ould be in addition to the current MDEQ program that includes fish and w ater column 
monitoring. Monitoring w ould continue over the FS evaluation period of 30 years for alternative 
S-2 (and other alternatives that include MNR). The final components of the LTM program w ould 
be defined as part of the ROD; how ever, for developing cost estimates it is assumed that the 
LTM program w ould include the follow ing activities. Detailed costing assumptions are presented 
in Appendix H. 

• Fish monitoring annually for the first 5 years, then once every 5 years for the remainder 
of the LTM period. Fish samples w ould be collected w ithin locations spanning Area 1 
and the reference/background areas. The actual sampling locations w ill be specified in 
the ROD or during the remedial design process. Smallmouth bass and carp w ould be 
collected at each sampling location. Adult carp and both adult (fillet) and YOY (w hole 
body) smallmouth bass w ould be collected and analyzed for total PCBs and lipid 
content. 

• Surface w ater quality monitoring w ould occur annually for the first five years then once 
every five years for the remainder of the LTM period to support periodic review  by 
USEPA, w hich typically occur every five years. Samples w ould be collected representing 
each of the eight Sections of Area 1. Water samples w ould be analyzed for total PCBs. 

• Sediment samples w ould also be collected to support the 5-year review s by USEPA by 
monitoring ongoing recovery conditions and natural attenuation in selected portions of 
Area 1. A sampling plan for surface w ater, fish, and sediment w ill be developed and 
approved by USEPA for implementation follow ing remedial action. 

• Visual inspections of riverbank erosion w ould occur annually for the first five years then 
once every five years for the remainder of the LTM period, plus additional inspections 
after major storm/flooding events, as necessary. 

Site-specific fish consumption advisories established and publicized by the State of Michigan 
w ould continue as a component of S-2 to manage risks posed to anglers and their families by 
consumption of PCB-containing fish. These advisories are already in place for Area 1 (MDCH 
2011), and the advisory for each fish type w ould remain in effect until fish tissue PCB 
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concentrations achieve RAOs for the fish specified. The advisories w ould be review ed and 
verified annually as a component of the site ICs. The fish consumption advisories issued by 
MDCH are only a recommendation, are not legally binding, and have limited effectiveness in 
protecting human health. Fish advisories, alone, w ould not be an appropriate remedial 
alternative.  

4.2.2 S-2 Alternative Evaluation 
4.2.2.1 Overall Protection of Human Health and the Environment 
Completed and ongoing source control efforts in and adjacent to Area 1 have resulted in the 
control or elimination of the most significant sources of PCBs to Area 1. Natural recovery of the 
river subsequent to these remedial activities and declining PCB levels in fish and the w ater 
column w ould be documented through LTM. Fish consumption advisories for each fish type w ill 
remain in place until the RAOs are achieved in that fish. 

Future fish tissue concentrations under this alternative have been projected based on the 
historical fish tissue trends observed to date (Section 1.3.1.3 and Appendix B). Current rates of 
decline range from 0 to 7.7% per year depending on the fish species, as listed in Table 1-5. 
These rates represent a variety of conditions occurring simultaneously and include, but are not 
limited to, removal/source control activities, resuspension during removals and high flood 
events, deposition of cleaner sediment over impacted sediment, dilution w ith incoming 
sediment, and changes in PCB load to the river (point sources, surface runoff, aerial deposition, 
etc,).  

A range of fish tissue concentration recovery rates expressed as average annual percent 
declines (AAPD) w ere established for each fish tissue type (Table 1-5). Regression equations 
for the trends in historical fish tissue data w ere statistically tested for significance, and those 
significantly different than zero (p < 0.05) w ere used to project the time to meet the fish tissue 
goals listed under RAO1. If the available regression equations did not include a p-value < 0.05, 
an equation w ith a p-value approaching 0.05 w as used.  

Fish tissue historical trend regressions and future projections w ere calculated for tw o river 
designations in Area 1. These designations w ere used to separate the fish tissue data into tw o 
subsets, those identified as being in urban areas and those identified as being in dam areas. 
The designation “Urban Area” represents the free-flowing portion of the Kalamazoo starting in 
the urban area near Portage Creek. The designation “Dams Area” represents the historically 
quiescent portion of the Kalamazoo River at the dow nstream end of Area 1 starting upstream of 
the Plainw ell No. 2 Dam area. A description of the river miles and ABSAs used to represent the 
Urban and Dam Areas are provided in Appendix I.  In Section 4, the time to reach fish tissue 
goals is reported for the more conservative recovery time (longer). Details and assumptions for 
both Dams Area and Urban Area estimates area provided in Appendix I.   

Many variables affect the estimated rates of decline for MNR and other remedial alternatives. 
Variation among sample data sets, limits to the analytical methods, and heterogeneity among 
fish and their exposure are just a few . Therefore, time projections to reach various fish tissue 
goals as stated in RAO1 are also expected to contain variability. The most likely time projection 
scenario, identified as the “mid” approximation, w as calculated by using the mid-range percent 
decline that w as statistically significant. In addition, a 95 percent confidence interval around this 
mid approximation w as calculated (i.e., upper and low er bound approximations) to demonstrate 
the potential variability in time projections. The reporting of upper and low er bounds on the time 
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projection to meet the fish tissues goals is appropriate for MNR and each of the sediment 
remedial alternatives presented herein.  

The percent decline for MNR fish tissue projections w ere selected as follow s (the percentages 
for each fish type and river designation are presented in Tables 4-1a through 4-1c): 

• Upper Bound: the low er confidence bound of the regression equation w ith the low est 
AAPD w as selected to represent the upper bound (slow est) rate of decline (0% for all 
three fish tissue types). 

• Mid Approximation: the regression equation that resulted in the median AAPD w as 
selected to represent the mid-range decline. If only tw o significant regression equations 
w ere available, the low er of the AAPDs w as selected to calculate a conservative 
projection. (See Tables 4-1a through 4-1c for specific rates of decline for each fish.) 

• Low er Bound: the upper confidence bound of the regression equation w ith the highest 
AAPD w as selected to represent the low er bound (fastest) rate of decline. (See 
Tables 4-1a through 4-1c for specific rates of decline for each fish.) 

These rates are cumulative such that each year the rate is applied to increasingly low er total 
PCB concentrations in fish tissue and produces a curve w ith a slope that decreases over time.  

Tables 4-2a through 4-2c list projections of the time (mid approximation, low er bound, and 
upper bound) to achieve fish tissue goals for the three fish tissue types (SMB fillets, SMB YOY 
w hole body, and common carp fillets) for each remedial alternative. Details of the fish projection 
methodology w ith tabulations of the calculation inputs and results are presented in Appendix I. 

Time projections to meet fish tissue goals under MNR (Alternative S-2) are measured from ROD 
issuance as the start of MNR implementation. Under MNR, fish tissue concentrations 
throughout Area 1 are projected to meet the 1 x 10-5 cancer risk fish tissue goal for protection of 
human health (0.042 mg/kg) w ithin a mid approximation of 87 years for smallmouth bass and 
145 years for common carp. Whole-body YOY smallmouth bass are projected to meet the 
ecological risk goal (0.6 mg/kg for mink) in Area 1 w ithin 7 years. The mid approximation for 
times to reach other risk-based goals, as listed in Tables 4-2a through 4-2c, are shorter than 
those stated above. Fish projections w ith the upper and low er bounds for each fish type for S-2 
are provided in Figures 4-1a through 4-1f.  

The recovery rates applied in the fish tissue projections described above are based on PCB fish 
tissue concentration trends, w hich reflect the reduction in sediment concentrations and PCB 
load to the river over time due to source control and TCRAs. Background concentrations of 
PCBs as discussed in Sections 2.4.2 and 2.4.4 may limit the reduction of PCB concentrations in 
fish tissue. Long term monitoring w ill be performed to assess background concentrations and 
how  background changes w ith time. The results of long term monitoring for reference 
(background) areas w ill be considered in evaluating achievable fish tissue PCB concentrations.  

Observations made during a June 2013 visual inspection survey indicate that bank erosion is 
localized to short stretches w here development encroaches on the river in Area 1 (see Section 
1.3.2 and Appendix C). In addition, the TCRAs have removed PCB impacted media and 
protected most riverbanks in areas of historical PCB deposition. Therefore, bank erosion in 
Area 1 is not significantly contributing to dow nstream PCB transport, based on a limited visual 
survey conducted in June 2013. How ever, bank erosion may potentially occur in the future. 
MNR w ould achieve RAO 4 by continued monitoring and maintenance of the restored banks in 
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the TCRA areas and monitoring for erosion of unremediated PCB deposits in Sections 2, 3, and 
4 and the Crow n Vantage side channel. 

This alternative w ould include the installation of additional ECs for erosion control, w ith 
monitoring and maintenance over the 30-year evaluation period. 

4.2.2.2 Compliance with ARARs 
ARARs are discussed in Section 2.3 and listed in Tables 2-1 through 2-3. An equivalency 
demonstration to show  that TSCA ARARs w ould be met is required to allow  PCB concentrations  
to remain in place w ithout deed/access restrictions. 

Discharges from remedial activity must meet MDEQ requirements. Long-term ability of the 
w atershed to meet in-stream standards may be addressed by MDEQ/USEPA in the future. For 
instance, a technical impracticability w aiver for the Michigan NREPA w ater quality ARARs may 
be needed in the future due to low -level continuing sources to the river that may sustain levels 
of PCBs in the w ater column (e.g., from the atmosphere, upstream areas, and urbanized areas 
of the w atershed, etc.). Currently, PCB detection limits do not directly compare to the MDEQ 
w ater requirements, because typical detection limits for PCBs in surface w ater are 0.2 to 1.0 
ng/L, or 8 to 77 times higher than the current Michigan w ater quality standards for protection of 
w ildlife and human health.  

A mid approximation of time to comply w ith human health (1 x 10-5 risk) target in fish under MNR 
(alternative S-2) is estimated to be 87 years for smallmouth bass and 145 years for common 
carp (Table 4-2a through 4-2c). Upper and low er bounds to this time estimate are discussed in 
Section 4.2.2.1, above and show n on Figures 4-1a through 4-1f.  

4.2.2.3 Long-Term Effectiveness 
Completed and ongoing source control efforts in Area 1 and adjacent OUs have controlled the 
most significant sources of PCBs to Area 1, promoting the long-term natural recovery of the 
river and corresponding PCB levels in fish and the w ater column. The decreasing PCB 
concentrations in Area 1 fish and surface w ater (Sections 1.3.1.3 and 1.3.1.4) are anticipated to 
continue in response to these actions and ongoing natural recovery processes. Area 1 sediment 
PCB SWACs are also anticipated to continue to decline over time due to these processes. The 
SWAC estimates in Table 1-2 provide evidence of MNR because they show  much low er 
concentrations of PCBs in the surficial (upper 6 inches) sediment compared to deeper sediment 
intervals. For example, the upper interval SWAC for Section 3 is 2.19 mg/kg, w hile the low er 
intervals are 4.25 and 18.13 mg/kg (Table 1-2). The low er concentrations of PCBs in the upper 
interval represent net ongoing recovery processes. Low-level continuing sources of PCBs from 
the atmosphere, upstream areas, urbanized areas of the w atershed, and unremediated Area 1 
sediment and floodplain soil w ould limit the low est achievable levels of PCBs in fish, surface 
w ater, and sediment under S-2. 

Because higher-concentration, PCB-containing sediment w ould remain in the river under the 
MNR alternative, the potential for sediment erosion and migration is relevant in the evaluation of 
long-term effectiveness and permanence. Sediment erosion, mixing, bioturbation, etc., w ould 
potentially result in movement of PCBs from buried intervals to the surface w here they become 
bioavailable and w ould interact w ith the w ater column. Though these processes may expose 
subsurface contamination, they also w ork to reduce overall sediment concentrations; natural 
recovery processes would be expected to mitigate the potential exposure over time.  
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Overall human health and ecological exposures are driven by fish tissue concentrations. Some 
fish tissue goals have already been met (i.e., smallmouth bass w hole body in the Dams area), 
and projections indicate that fish tissue targets not yet met can be achieved by MNR in 87 years 
for smallmouth bass and 145 years for common carp as a mid approximation of time 
(Tables 4-2a through 4-2c). Overall progress tow ard achievement of the RAO goals w ould be 
verified through LTM. 

4.2.2.4 Short-Term Effectiveness 
MNR w ould not have any short-term impact. 

4.2.2.5 Reduction in TMV through Treatment 
This alternative does not involve treatment. 

4.2.2.6 Implementability 
LTM and inspections w ould be implemented. ICs and ECs for erosion control are currently in 
place at the TCRA areas and w ould continue to be inspected and maintained. 

4.2.2.7 Cost 
The S-2 cost estimate is presented in Table 4-3. A present w orth analysis w as performed using 
a discount rate of 7% in accordance w ith USEPA guidance (USEPA 1988a). A list of cost 
assumptions and unit rates are provided in Appendix H. 

Alterative S-2  Present Worth $1,400,000 
 Total Cost $2,700,000 

4.3 ALTERNATIVE S-3A:  REMOVAL OF HOT SPOT AREAS AND CROWN VANTAGE 
SIDE CHANNEL, MNR, ICs, AND ECs 

4.3.1 S-3A Description 
Alternative S-3A includes the removal of impacted sediment in at least five hot spot areas and 
the Crow n Vantage side channel, w ith MNR, ICs and ECs throughout Area 1. The five identified 
hot spots (KPT-19, KPT-20, KRT-4, and KRT-5/FF-19, and S-IM1) are located w ithin a stretch 
of Area 1 spanning from RM69.3 to RM72.3 that is designated the “remedial reach.” The 
remedial reach includes Section 3 and the adjacent upstream and dow nstream portions of 
Sections 2 and 4, respectively (Figures 3-1 through 3-3). Additional sampling of the remediation 
reach w ould be performed as part of the remedial design phase to further delineate the removal 
boundaries around the know n hot spots, and to identify other locations for remediation w ithin the 
remedial reach. Additional sampling w ould also be performed in Section 8 to confirm post-TCRA 
conditions. Remedial design w ould include the development of a detailed sampling plan for both 
pre-remedial sampling and LTM to be approved by USEPA. Tw o additional, currently unknow n 
hot spots are included in the cost evaluation in the anticipation of identifying additional hot spot 
areas during the remedial design. Sampling w ould be conducted in accordance w ith a USEPA-
approved w ork plan. Identification and quantification of remediation areas w ithin the remedial 
reach w ould require concurrence by USEPA and MDEQ prior to implementation of remedial 
action.  

The anticipated average removal depth in the identified hot spots ranges from 24 to 40 inches. 
The estimated removal depth for each area w as calculated using the average bottom depth of 
the sample intervals containing total PCBs greater than 1 mg/kg w ithin the remediation area 
boundaries show n on Figures 3-1 through 3-3. The total volume that w ould be removed in S-3A 
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is approximately 19,500 cy (quantities in cost estimates include adjustments because of 
constructability considerations) over an area of approximately 3.8 acres. Surveying methods 
and GPS-equipped earth-moving equipment w ould be used to verify that specified removal 
depths have been achieved. Residuals management in the form of a thin-layer cap addition 
w ould occur in approximately 50% of the area is assumed for the purpose of cost estimating. 
The need for and effectiveness of a thin-layer cap w ould be evaluated in the remedial design. 

Ancillary activities such as site access and preparation, debris removal, monitoring during 
construction, material and equipment staging, removed sediment dew atering and handling, 
w ater management including treatment using the addition of coagulants/flocculants and 
clarification or filtration, post-removal confirmation sampling, and dredged-sediment transport 
and disposal w ould be required to support remedy implementation under this alternative. S-3A 
is estimated to require 1 to 2 years to complete (assuming a construction season of 8 out of 12 
months) follow ing design, permitting, and obtaining the necessary land access agreements. 

Typical silt curtain controls and surface water monitoring w ould be employed for turbidity and 
PCB migration from removal areas. Restoration w ould be conducted w here disturbances to the 
existing vegetation and natural habitats w ould occur w ithin upland, w etland, and riverbank areas 
due to the construction of support facilities and implementation of remedial activities. Excavated 
channel edges w ould be stabilized, and formerly vegetated upland areas that are disturbed for 
river access would be restored in kind w ith topsoil and revegetated w ith native seed mixes and 
w oody plantings. 

The LTM and ICs/ECs w ould be implemented over an assumed 30-year period throughout 
Area 1 as described for Alternative S-2 for MNR documentation follow ing completion of the 
sediment removal action. Inspections and maintenance of the restored areas w ould be included 
as part of the visual inspection program. Overall progress tow ard achievement of the RAO goals 
w ould be verified through LTM. 

4.3.2 S-3A Alternative Evaluation 
4.3.2.1 Overall Protection of Human Health and the Environment 
Removing PCB-containing sediment in the Area 1 hot spot areas and Crow n Vantage side 
channel w ould provide protection of human health and the environment by reducing overall PCB 
exposure risk to humans and ecological receptors and w ould support the reduction in PCB 
concentrations in fish tissue over time. 

As part of this alternative evaluation, current and post-remediation SWAC estimates for the 
remedial reach w ere calculated using several methods to assess the potential range in the 
SWACs. The details of this SWAC analysis are presented in Appendix J, and the overall results 
are summarized in Table 4-4.  

Four methods w ere applied to calculate pre- and post-remediation SWACs for the remedial 
reach. The first three applied GIS-based approaches using stream tube PCB concentrations, 
similar to the method described in Section 1.3.1.1. The fourth w as an arithmetic approach using 
statistical average PCB concentrations to represent the hot spot areas and the remainder of the 
remedial reach (i.e., outside of the hot spots). Each method w as used to calculate SWACs for 
four depth intervals: 0 to 6 inches, 6 to 12 inches, 12 to 24 inches and a combined 0 to 24 
inches. A summary of each calculation method is provided below : 

• Method GIS-3A: Stream tube method as described in Section 1.3.1.1 applied to the 
remedial reach. Stream tube PCB concentrations w ere limited to the unbiased sediment 
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transect dataset, and w hole stream tubes intersecting the hot spots to be excavated 
w ere replaced w ith a post-excavation PCB concentration of 1 mg/kg. 

• Method GIS-3B: Stream tube divisions w ere extended or truncated to fit the hot spot 
excavation boundaries as show n in Figures 3-1 through 3-3. Stream tube PCB 
concentrations w ere limited to the unbiased sediment transect dataset. The truncated 
stream tube segments w ithin the excavation footprints w ere replaced w ith a post-
excavation PCB concentration of 1 mg/kg. 

• Method GIS-3C: Stream tube divisions w ere extended or truncated to fit the boundaries 
of the hot spot excavation footprints. PCB concentrations for stream tube segments 
inside of the hot spot boundaries prior to excavation w ere based on averages calculated 
using all available data w ithin the hot spot footprint. The truncated stream tube segments 
w ithin excavation footprints w ere replaced w ith a post-excavation PCB concentration of 
1 mg/kg. 

• Arithmetic Method: Tw o average w eighted concentrations w ere calculated. The first w as 
the average of all sediment data falling w ithin the excavation footprints of hot spots 
KPT-19, KPT-20, KRT-4, KRT-5, and S-IM1. The second w as the average concentration 
of all sediment data in the remedial reach outside of the hot spot. The arithmetic SWAC 
w as then calculated using the areas for the hot spot areas and area of remainder of the 
remedial reach. The post-remediation SWAC applied a concentration of 1 mg/kg to the 
combined area of the hot spots. 

A post-excavation replacement value of 1 mg/kg w as used as a conservative estimate of 
residual concentrations immediately after removal. The sensitivity of the post-remedial SWAC 
calculation to this replacement value is also relatively low  because the total area of excavation 
in comparison to the total area of the remedial reach is about 3% in this alternative, and the 
post-SWAC estimates are controlled by the sediment concentrations in the unexcavated stream 
tubes. 

The SWAC estimate considered to be the most representative of site conditions based on the 
available data is produced using Method GIS-3C. This SWAC method considers all of the data 
w ithin each hot spot (reflects know n hot spot size and magnitude), and limits post remedial 
reductions to the actual excavation area (not w hole stream tubes). By this method, the surface 
(0-6 inch) PCB SWACs for the remedial reach pre- and post-Alternative S-3A remediation w ere 
calculated to be 1.76 and 1.09 mg/kg, respectively (Table 4-4). The arithmetic approach 
provides a method for calculating low er confidence limit (LCL) and UCL bounds (symmetrical 
95% confidence limits representing 2.5% to 97.5% confidence around the mean) on these 
SWACs. The pre-remediation LCL-UCL PCB SWAC range for the 0 to 6-inch interval in the 
remedial reach is 0.49 to 2.33 mg/kg. The post-remediation LCL-UCL PCB SWAC range 
follow ing Alternative S-3A remedial action is 0.35 to 1.06 mg/kg. The best estimate is slightly 
above the UCL calculated, w hich is reasonable given the use of tw o different SWAC calculation 
methods, and that (by definition), a 95% confidence interval w ill not contain 1 out of 20 values. 
The difference betw een these tw o methods is that one w eights each hot spot area separately 
and the other w eights the aggregate average hot spot concentration. The UCL is based on the 
latter, w hich has low er variability.  

In addition to estimating the post-remediation SWAC, an estimate of the mass of PCB that 
w ould be removed from Area 1 by excavating the hot spots w as also calculated. Sediment core 
data w ere used to calculate average percent solids and average total PCB concentrations for 
four depth intervals w ithin each of the five hot spot footprints. The percent solids to sediment 
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bulk density correlation developed in the SRI (ARCADIS 2012a, Appendix J) w as used to 
estimate the average dry bulk density of each interval. This bulk density multiplied by the 
average total PCB concentration and the volume of each hot spot interval allow s for the 
calculation of a rough estimate of the total PCB mass in that interval. These calculations are 
provided in Appendix K. The mass of PCB that w ould be removed from the five hot spots in the 
remedial reach (KPT-19, KPT-20, KRT-4, KRT-5, and SIM-1) is estimated by this method to be 
approximately 390 kg. This estimate is based on limited data, approximations of density and 
moisture content, and average-w eighted PCB concentrations. It is important to note that PCB 
mass is not a predictor of ecological or human health risks. Rather, it is the exposure 
concentration that is used to determine w hether risk to human health and the environment are 
w ithin an acceptable range.  

Future fish tissue concentrations under this alternative have been projected based on a range of 
recovery rates that w ere calculated using the methods described for Alternative S-2. For 
Alternative S-3A, the rate of decline w as set equal to that for MNR under S-2 during the tw o 
years preceding the start of remedial action. Tw o years w ere allocated for development of the 
ROD and remedial design. It is assumed that fish tissue concentrations w ould remain constant 
during remedial action implementation due to sediment resuspension effects, etc. during 
Alternative S-3A implementation (assumed 2 years).  

Follow ing completion of remedial action, the projections include a step dow n and then a range 
of recovery rates to estimate the time until fish tissue concentrations reach target concentrations 
in Area 1. The rate of recovery and time to reach fish tissue goals for S-3A are based on the 
Urban Area fish data set because these data w ere collected w ithin or near the remedial reach 
area addressed in this alternative. Applying a step dow n phase w ithin the time projection is 
based on the occurrence of a step dow n in tissue concentrations follow ing remediation at the 
Bryant Mill Pond TCRA w ithin the Kalamazoo w atershed and observations made at the Fox 
River in Wisconsin (MDEQ 2013). Step dow ns with upper and low er bounds w ere estimated to 
account for the potential variability in the outcome and limitations of data sets gathered over 
varying conditions and time. The step dow n is a function of the change in SWAC (pre- and post-
remediation) for the remedial reach and a sediment:fish ratio adjustment factor. Tw o sources of 
ratio adjustment factors w ere used to provide a mid approximation and upper/low er bounds: (1) 
a loglinear regression equation developed for the relationship betw een fish tissue and sediment 
concentrations for the Kalamazoo River (Enclosure 1 of MDEQ comments; MDEQ, 2013) and 
(2) a ratio adjustment factor based on the Bryant Mill Pond TCRA. Bryant Mill Pond TCRA 
results indicated an order-of-magnitude reduction in fish tissue PCB concentrations for a tw o-
order magnitude reduction in PCB sediment concentrations (i.e., a ratio of 0.10).  

A detailed description and equations used in the step dow n calculations are provided in 
Appendix I. The step dow n value in mg/kg is reported for each fish type for each remedial 
alternative in Table 4-1a through 4-1c.  

The upper, mid approximation, and low er bound step dow ns w ere calculated using the tw o 
methods to calculate the step dow n paired w ith the LCL, best estimate, and UCL SWAC ranges 
for this alternative (Table 4-4).  

The percent decline in fish tissue PCB concentrations follow ing the step dow n w ere selected as 
follow s (the percentage for each fish type and river section are presented in Table 4-1a through 
4c): 

• Upper Bound:  The AAPD from the mid-range scenario for MNR w as selected. 
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• Mid Approximation:  An AAPD w as used with a pow er equation that results in a curve 
w ith a slope that decreases over time. The selected AAPD w as greater than the mid-
range AAPD for MNR and less than the AAPD for the low er bound. 

• Low er Bound:  The UCL of the statistically significant highest AAPD from MNR w as 
retained for the “low er bound”. 

Tables 4-2a thorough 4-2c list projections of the time to achieve fish tissue goals for the three 
fish tissue types (SMB fillets, SMB YOY whole body, and common carp fillets) for each remedial 
alternative for mid approximation, upper bound, and low er bound time estimates. Details of the 
fish projection methodology w ith tabulations of the calculation inputs and results are presented 
in Appendix I. 

Time projections to meet fish tissue goals under Alternative S-3A are measured from the start of 
remedial action implementation. Under this alternative, fish tissue concentrations throughout 
Area 1 are projected to meet the 1 x 10-5 carcinogenic risk goal for protection of human health 
(0.042 mg/kg) w ithin 32 years (mid approximation of time) for smallmouth bass and 118 years 
(mid approximation of time) for common carp. Whole-body SMB YOY concentrations are 
projected to meet the ecological risk goal (0.6 mg/kg for mink) in Area 1 w ithin 2 years as a mid 
approximation of time. Mid approximations of times to reach other risk-based goals are listed in 
Tables 4-2a through 4-2c, and are shorter than those stated above. Fish projections for each 
fish type for S-3A are provided in Figures 4-2a through 4-2c.  

The recovery rates applied in the fish tissue projections described above are based on PCB fish 
tissue concentration trends, w hich reflect reduction in sediment concentrations and PCB load to 
the river over time due to source control and TCRAs. Background concentrations of PCBs as 
discussed in Sections 2.4.2 and 2.4.4 may limit the reduction of PCB concentrations in fish 
tissue. Long term monitoring w ill be performed to assess background concentrations and how  
background changes w ith time. The results of long term monitoring for reference (background) 
areas w ill be considered in evaluating achievable fish tissue PCB concentrations.  

For river Sections 1, 5, 6, 7, and Mill Race, the sediment conditions for this Alternative are the 
same as presented for MNR and that the SWAC for Section 8 is less than 1 mg/kg based on 
post TCRA sampling to be performed during the remedial design. The overall SWAC (0-24 
inches) in Sections 2 and 4 outside the remediation reach is at or below  the sediment PRG. The 
post-excavation SWAC estimates indicate that the remediation reach average concentrations in 
the 0 to 6 inch interval w ould be 1.09 mg/kg w ith a LCL and UCL of 0.35 and 1.06 mg/kg, 
respectively. The Crow n Vantage side channel impacted sediment w ould be removed, and the 
post-remediation SWAC w ould be less than 1 mg/kg. Post-remediation recovery of sediment 
through natural processes is then anticipated to further reduce the area-w ide sediment 
concentrations to the sediment remediation goal of 0.33 mg/kg throughout Area 1 over time.  

Remediation under Alternative 3A w ould augment the natural recovery observed follow ing the 
removal of most PCB inputs to Area 1 through the TCRAs and other OU actions as documented 
by declining fish tissue trends, improved surface w ater quality, etc. Time to reach overall 
sediment goals in Area 1 w ill be faster than under MNR, as removal immediately improves 
conditions in the remedial reach, and w ould boost fish tissue recovery rates. 

Removal of PCB-containing sediment w ould also serve to remove some other constituents 
detected in Area 1 sediment. Organic constituents and metals w ere detected in Area 1 
sediment. Removal or capping w ould provide protection to ecological receptors from exposure 
to PCBs and these constituents as w ell. The collocation of non-PCB constituents w ith PCBs in 
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the sediment does not imply that they came from a similar source area or that they are related 
to paper mill recycling processes. Rather, their collocation is likely a result of shared fate and 
transport mechanisms (ARCADIS 2012c). 

4.3.2.2 Compliance with ARARs 
Compliance w ith ARARs for Alternative S-3A is similar to that for S-2. A risk-based equivalency 
demonstration w ould be required for compliance w ith TSCA ARARs to allow  isolated PCB 
concentrations greater than 50 mg/kg to remain in place. It is assumed that appropriate control 
measures w ould be implemented during construction such that the substantive requirements of 
the action- and location-specific ARARs w ould be achieved. Permits are not required to be 
obtained under CERCLA, but the substantive requirements of those permits must be met. 

The time to comply w ith human health and ecological exposure risk targets (chemical-specific 
ARARs) in fish for the proposed hot spot areas and Crow n Vantage side channel removal 
Alternative S-3A is estimated to be 32 years in smallmouth bass and 118 years in common carp 
after the start of remedial action for the mid approximation (Table 4-2a through 4-2c). Time to 
reach overall sediment goals in Area 1 is expected to be faster than the overall fish tissue 
recovery periods, given that the sediment concentrations in much of Area 1 are already below  or 
near the PRGs, as noted above. 

4.3.2.3 Long-Term Effectiveness 
Long-term effectiveness of S-3A following removal of the hot spot areas and Crow n Vantage 
side channel sediment is similar to that for S-2. The benefit of contaminated sediment 
excavation in the remedial reach is overall SWAC reduction to reduce PCB exposure and 
improve fish tissue concentrations, and removal of buried PCB-containing sediment that could 
be re-exposed or eroded in the future. The result of the SWAC reduction is a projected increase 
in the rates of decline in fish tissue and in overall Area 1 sediment PCB concentrations. With the 
expected increased rate of fish tissue recovery, the time to reach fish tissue goals for a 1 x 10-5 
risk target is estimated at 32 years in smallmouth bass and 118 years in common carp after the 
start of remedial action for the mid approximation (Table 4-2a through 4-2c). Overall progress 
tow ard achievement of the RAO goals w ould be verified through LTM. 

4.3.2.4 Short-Term Effectiveness 
Removal of hot spot areas and Crow n Vantage Side Channel materials results in immediate 
reductions in sediment SWACs. There is a potential for PCB concentrations in the w ater column 
to temporarily increase during dredging due to disturbance of contaminated sediment. This risk 
w ould be managed through ECs such as silt curtains, sheet-pile, or porta-dams to isolate the 
dredging w ork area. Temporary impacts to stream bank and channel bottom habitats during 
removal are localized and reversible. Risks to w orkers during excavation activities w ould be 
controlled through safe w ork practices and training. Risk to the public due to disruptions and 
intrusions into local communities, equipment and truck traffic, material handling and staging 
operations, etc. during implementation of this w ork w ould also be managed by monitoring in 
active w ork areas, safe w ork practices, and training. 

4.3.2.5 Reduction in TMV through Treatment 
Treatment, other than dew atering, w ould not be performed. How ever, this Alternative w ould 
reduce the volume of impacted sediment in the river. 
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4.3.2.6 Implementability 
Removal under this option requires the construction of roads and staging areas to access the 
various hot spot locations and the Crow n Vantage Side Channel. Removal and dew atering 
w ould be performed using conventional equipment, w hich is readily available. Transport of 
dew atered material to an approved off-site landfill w ould be required. Remedial design is 
anticipated to take tw o years follow ing ROD issuance, w ith implementation estimated at 
betw een one and tw o years. 

4.3.2.7 Cost 
The S-3A cost estimate is presented in Table 4-5. A present w orth analysis w as performed 
using a discount rate of 7% in accordance w ith USEPA guidance (USEPA 1988a). This 
alternative includes the removal of five hot spot areas and Crow n Vantage side channel. For 
costing purposes, it w as assumed that up to tw o additional removal areas may also be identified 
in the remedial reach during remedial design, and a range of costs representing five to seven 
hot spot areas is presented based on the average removal cost calculated for the larger know n 
hot spots KPT-19, KRT-4, KRT-5/FF-19, and S-IM1. The average cost per hot spot area 
removal is $1,750,000. An assumption has been made that allow s for the removal of up to tw o 
additional hot spots as part of this alternative has been made for the purpose of providing a 
possible cost range for comparison w ith other remedial alternatives in this FS. The actual 
number and extent of hot spots in the remedial reach requiring remedial action w ill be 
determined and agreed upon by USEPA and MDEQ during remedial design and prior to 
implementation of remedial action. A list of cost assumptions and unit rates are provided in 
Appendix H. 

Alterative S-3A  Present Worth $11,900,000 to $15,400,000 
 Total Cost  $13,100,000 to $16,600,000 

4.4 ALTERNATIVE S-3B:   REMOVAL OF HOT SPOT AREAS, IN-SITU CAPPING OF 
CROWN VANTAGE SIDE CHANNEL, ICS/ECS, AND MNR 

4.4.1 S-3B Description 
The scope of Alternative S-3B w ould include the activities described for alternative S-3A for the 
five hot spot areas in the remedial reach plus capping of the Crow n Vantage side channel 
(Figures 3-1 through 3-3). The cap area for the Crow n Vantage side channel is approximately 
1.2 acres. Ancillary activities and support areas w ould be similar to that described for alternative 
S-3A. Remedial design w ould include the development of a detailed sampling plan to be 
approved by USEPA for both pre-remedial sampling and LTM. 

The Crow n Vantage side channel w as selected for capping activities because this area 
represents an environment that is amenable to capping. It lies outside the main river channel, 
and is a backw ater except during flooding events. The channel w ould be cut off from its 
connection to the river at the dow nstream end, capped, and armored to prevent erosion during 
floods, ice scour, etc. The cap w ould be designed in accordance w ith USEPA and USACE 
guidance to provide long-term isolation and provide for stability, integrity, and protectiveness. 

Cap installation w ould be performed from land using conventional earth moving equipment. The 
engineered cap w ould consist of a geotextile layer and a 12-inch-thick sand isolation layer 
overlain by a 6-inch gravel armor layer. The final cap composition, configuration, and transitions 
w ould be determined during remedy design. 
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LTM w ould the same as for alternative S-3A over an assumed 30-year MNR period, w ith 
additional inspection and maintenance for the Crow n Vantage side channel area cap (annual for 
the first five years, then every five years for the remainder of the period; plus additional 
inspections after major storm/flooding events, as necessary. Additional ECs for erosion control 
are assumed w ithin the 30-year evaluation period. 

4.4.2 S-3B Alternative Evaluation 
4.4.2.1 Overall Protection of Human Health and the Environment 
Protectiveness of this alternative is the same as for alternative S-3A. Capping of the Crow n 
Vantage side channel provides physical and chemical isolation of PCB-containing sediment 
similar to removal to prevent human and ecological exposures. 

4.4.2.2 Compliance with ARARs 
Compliance w ith ARARs for Alternative S-3B is similar to that for S-3A. The time to comply w ith 
fish tissue targets for human health and ecological exposure risk for alternative S-3B is 
estimated to be the same as S-3A (i.e., 32 years in smallmouth bass and 118 years in common 
carp, follow ing the start of remedial action for the mid approximation, Tables 4-2a through 4-2c). 

4.4.2.3 Long-Term Effectiveness 
Long-term effectiveness of this alternative is predicted to be similar to S-3A. 

4.4.2.4 Short-Term Effectiveness 
The short-term effectiveness of this alternative is predicted to be similar to S-3A, w ith slightly 
less construction w orker and public risk for capping of the Crow n Vantage side channel as 
opposed to excavation because it avoids PCB residuals handling, transport, and disposal 
operations for that area. The potential for release of residuals during capping of sediments at 
Crow n Vantage is also expected to be less for alternative S-3B than for S-3A. 

4.4.2.5 Reduction in TMV through Treatment 
Treatment, other than dew atering, w ould not be performed. How ever, capping in the Crow n 
Vantage side channel w ould reduce the mobility of sediment containing PCBs. Mass and toxicity 
w ould remain the same. Reduction in TMV for excavated material w ould be as described in 
S-3A. 

4.4.2.6 Implementability 
Implementability is the same as for S-3A; capping is implementable w ith conventional 
equipment. 

4.4.2.7 Cost 
The S-3B cost estimate is presented in Table 4-6. The cost ranges for removing five to seven 
hot spots are the same as presented for S-3A, plus the cost for capping rather than excavating 
Crow n Vantage side channel. A present w orth analysis was performed using a discount rate of 
7% in accordance w ith USEPA guidance (USEPA 1988a). A list of cost assumptions and unit 
rates are provided in Appendix H. 

Alterative S-3B Present Worth $10.900,000 to $14,400,000 
 Total Cost $12,200,000 to $15,700,000 
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4.5 ALTERNATIVE S-4A:   REMOVAL OF HOT SPOT AREAS, CROWN VANTAGE SIDE 

CHANNEL AND SECTION 3 RIVER EDGES, MNR, ICS, AND ECS 

4.5.1 S-4A Description 
The scope of this alternative includes the activities described for alternative S-3A plus the 
addition of excavating sediment along the edges of the Section 3 river channel that exceed 
1 mg/kg  per the geomorphic analysis described in Section 3.2.1.1 (Figure 3-8). The total 
estimated removal volume for the five hot spot areas, Crow n Vantage side channel, and the 
Section 3 channel edges is 63,900 cy, spanning approximately 18 acres (quantities in cost 
estimates include adjustments because of constructability considerations). 

Additional sampling of the remediation reach w ould be performed as part of the remedial design 
phase to further delineate the removal boundaries. Remedial design w ould include the 
development of a detailed sampling plan for both pre-remedial sampling and LTM. Sampling 
w ould be conducted in accordance w ith a USEPA-approved w ork plan. Identification and 
quantification of remediation areas w ithin the remedial reach w ould require concurrence by 
USEPA and MDEQ prior to implementation of remedial action.  

The edge removal in Section 3 w ould span roughly 80% of each bank, or 1.4 miles along each 
side of the river. Ancillary activities w ould be similar to those described for alternative S-3A w ith 
additional staging and access roads for edge removals. Design planning, permitting, and 
obtaining property access agreements w ould be required to construct access roads and staging 
areas along both sides of the river. Surveying w ould be used to verify that specified removal 
depths are achieved. It is assumed that a thin layer sand cap (3-6 inches) w ould be placed over 
the exposed bottom sediment follow ing completion of excavation to aid residual management 
for the purpose of cost estimation. The need for type of, and effectiveness of a thin layer cap 
w ould be evaluated during remedial design. Restoration w ould be conducted w here 
disturbances to the existing vegetation and natural habitats occurred w ithin upland, w etland, 
and riverbank areas due to the construction of support facilities and implementation of remedial 
activities. Excavated channel edges w ould be protected w ith erosion controls and/or rock 
armoring (as necessary), and formerly vegetated upland areas disturbed for river access would 
be restored in kind w ith topsoil and revegetated w ith native seed mixes and w oody plantings. 

Time for construction completion is estimated at 4 years follow ing ROD issuance and remedial 
design, assuming eight months to a construction season. Remedial design is expected to 
require 2 years. LTM w ould be the same as for alternative S-3A over an assumed 30-year 
period, w ith additional ECs inspection and erosion control maintenance for the Section 3 edges 
and restored access and support areas. 

4.5.2 S-4A Alternative Evaluation 
4.5.2.1 Overall Protection of Human Health and the Environment 
Adding the removal of the river edges in Section 3 provides similar overall protection to human 
health and the environment as described for alternative S-3A. It w ould reduce overall exposure 
risk to humans and ecological receptors and support the reduction in PCB levels in fish over 
time. 

Current and post-remediation SWAC estimates for the remedial reach w ere calculated using 
several methods to assess the potential range in the SWACs. The details of this SWAC analysis 
are presented in Appendix J, and the overall results are summarized in Table 4-4.  
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For remedial Alternative S-4A, seven methods w ere applied to calculate SWACs for the 
remedial reach. The first six applied GIS-based approaches used the stream tube method 
described in Section 1.3.1.1 over the remedial reach. The seventh w as an arithmetic approach 
using average PCB concentrations to represent the hot spot areas, river edges (30 feet from 
each bank) and the remainder of the remedial reach (i.e., outside of the hot spots and edges). 
Each method w as used to calculate SWACs for four depth intervals: 0 to 6 inches, 6 to 12 
inches, 12 to 24 inches and a combined 0 to 24 inches. A summary of each calculation method 
is provided below : 

• Method GIS-4A: Stream tube method as described in Section 1.3.1.1 applied to the 
remedial reach. Stream tube PCB concentrations w ere limited to the unbiased sediment 
transect dataset. Whole stream tubes intersecting the hot spots and w hole stream tubes 
w ith any part w ithin 30 feet of the river bank w ere replaced w ith a post-excavation PCB 
concentration of 1 mg/kg. 

• Method GIS-4B: Stream tube divisions w ere extended or truncated to fit the hot spot 
excavation boundaries as show n in Figures 3-1 through 3-3. Stream tube PCB 
concentrations w ere limited to the unbiased sediment transect dataset. The truncated 
stream tube segments w ithin excavation footprints and w hole stream tubes w ith any part 
w ithin 30 feet of the river bank w ere replaced w ith a post-excavation PCB concentration 
of 1 mg/kg. 

• Method GIS-4C: Stream tube divisions w ere extended or truncated to fit the boundary of 
hot spot excavation footprints. PCB concentrations for stream tube segments inside of 
the hot spot boundaries w ere calculated using all available data w ithin the hot spot 
footprint. The truncated stream tube segments w ithin excavation footprints and w hole 
stream tubes w ith any part w ithin 30 feet of the river bank w ere replaced w ith a post-
excavation PCB concentration of 1 mg/kg. 

• Method GIS-4D, 4E, and 4F: This method is similar to GIS-4A, 4B, and 4C, respectively, 
but w ith edge stream tubes sliced longitudinally so that post-excavation edge tube 
replacement includes only the portions of the tubes w ithin 30 feet of the river bank. 

• Arithmetic Method: Three w eighted average concentrations w ere calculated. The first 
w as the average of all sediment data falling w ithin the excavation footprints of hot spots 
KPT-19, KPT-20, KRT-4, KRT-5, and S-IM1. The second w as the average concentration 
of all sediment data falling w ithin 30 feet of either river edge in Section 3. The third w as 
the average concentration of all sediment data in the remedial reach outside of the hot 
spot areas and further than 30 feet from the river bank in Section 3. The arithmetic 
SWAC w as then calculated using the respective areas for the combined hot spot areas, 
30-foot river edges (both sides of the river in Section 3), and the remainder of the 
remedial reach. The post-remediation SWAC applied a concentration of 1 mg/kg to the 
hot spots and river edges in Section 3. 

A post-excavation replacement value of 1 mg/kg w as used as a conservative estimate of 
residual concentrations immediately after removal. The sensitivity of the post-remedial SWAC 
calculation to this replacement value is also relatively low  because the total area of excavation 
in comparison to the total area of the remedial reach is about 12% in this alternative, and the 
post-SWAC estimates are controlled by the sediment concentrations in the unexcavated stream 
tubes.  
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The SWAC estimate considered to be the most representative of site conditions based on the 
available data is produced using Method GIS-4F. It considers all of the data w ithin each hot spot 
(reflects know n hot spot size and magnitude), considers only the portions of the “edge tubes” 
actually w ithin 30 feet of the river bank, and limits post remedial reduction to the actual 
proposed excavation area (not w hole stream tubes). By this method, the surface (0-6 inch) PCB 
SWACs for the remedial reach pre- and post-Alternative S-4A remediation w ere calculated to be 
1.76 and 0.60 mg/kg, respectively (Table 4-4). The arithmetic method provides a means for 
calculating LCL and UCL (symmetrical 95% confidence limits representing 2.5% to 97.5% 
confidence around the mean) on these SWACs. The pre-remediation LCL-UCL PCB SWAC 
range for the 0 to 6-inch surface interval in the remedial reach is 0.49 to 2.23 mg/kg. The post-
remediation LCL-UCL PCB SWAC range follow ing Alternative S-4A remedial action is 0.34 to 
0.90 mg/kg. Post-remediation recovery of sediment through natural processes is then 
anticipated to further reduce the area-w ide sediment concentrations to the sediment remedial 
goal of 0.33 mg/kg throughout Area 1 over time. 

An estimate of the additional mass of PCB that w ould be removed from Area 1 by removing the 
Section 3 river edges w as also calculated. Using the same calculation methodology applied for 
the hot spots removal in Alternative S-3A, sediment core data w as used to calculate average 
percent solids and average total PCB concentrations for four depth intervals for the Section 3 
channel edges spanning a w idth of 30 feet on each side of the river. The percent solids to 
sediment bulk density correlation developed in the SRI (ARCADIS 2012a, Appendix J) w as 
used to calculate the average dry bulk density of each interval. This bulk density multiplied by 
the average total PCB concentration and the volume of each edge interval allow s a rough 
estimate of the PCB mass in that interval to be calculated. These calculations are presented in 
Appendix K. The mass of PCB that w ould be removed from the Section 3 edges is estimated by 
this method to be about 54 kg, w ithout hot spot removal. With hot spot removal of 390 kg, 
(Section 4.3.2.1), the overall total estimate of PCB mass removal is approximately 444 kg for 
this alternative. This estimate is based on limited data, approximations of density and moisture 
content, and average-w eighted PCB concentrations. It is important to note that PCB mass is not 
a predictor of ecological or human health risks. Rather, it is the exposure concentration that is 
used to determine w hether risk to human health and the environment are w ithin an acceptable 
range.  

Future fish tissue concentrations under this alternative have been projected based on a range of 
recovery rates that w ere calculated based on the historical trend rates as described for 
Alternative S-2 and S-3A. For Alternative S-4A, the percent decline w as set equal to that for 
MNR under S-2 during the tw o years preceding the start of remedial action. Tw o years w ere 
allocated for development of a ROD and remedial design. It w as assumed that fish tissue 
concentrations w ould remain constant due to sediment resuspension effects, etc. during 
Alternative S-4A implementation (4 years).  

Follow ing completion of remedial action, the projections include a step dow n and then a range 
of recovery rates. The basis for and method of calculating the step dow n is the same as that 
applied to S-3A. The pre-and post-remedial SWACs for the remedial reach used in the step 
dow n equation are provided in Table 4-4.  

The percent decline in fish tissue PCB concentrations follow ing the step dow n w ere selected as 
follow s:   

• Upper Bound:  The AAPD for the mid-range scenario for MNR w as selected. 
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• Mid Approximation:  An AAPD w as generated from a pow er equation w ith produces a 
curve w ith a slope that decreases over time. The selected AAPD w as greater than the 
mid-range AAPD for MNR and less than the AAPD for the low er bound. 

• Low er Bound:  The UCL of the statistically significant highest AAPD from MNR w as 
retained for the low er bound. 

The specific rates for each fish type and river area are listed in Tables 4-1a through 4-1c. 
Tables 4-2 a through 4-2c lists projections of the time to achieve fish tissue goals for the three 
fish tissue types (SMB fillets, SMB YOY whole body, and common carp fillets) for each remedial 
alternative. Details of the fish projection methodology w ith tabulations of the calculation inputs 
and results are presented in Appendix I. 

Time projections to meet fish tissue goals under Alternative S-4A are measured from the start of 
remedial action implementation. Under this alternative, fish tissue concentrations throughout 
Area 1 (both urban and dams areas) are projected to meet the fish tissue goal associated w ith a 
1 x 10-5 carcinogenic risk for human health (0.042 mg/kg) w ithin 25 years for smallmouth bass 
and 108 years for common carp for the mid approximation. Whole-body SMB YOY 
concentrations are projected to meet the ecological risk goal (0.6 mg/kg for mink) in Area 1 
w ithin 4 years for the mid approximation. Mid approximations of times to reach other risk-based 
goals are listed in Tables 4-2a through 4-2c, and are shorter than those stated above. Fish 
projections for each fish type for S-4A for the mid approximation, low er bound, and upper bound 
time to reach the fish tissue goals are provided in Figures 4-3a through 4-3c.  

The recovery rates applied in the fish tissue projections described above are based on PCB fish 
tissue concentration trends, w hich reflect reduction in sediment concentrations and PCB load to 
the river over time due to source control and TCRAs. Background concentrations of PCBs as 
discussed in Sections 2.4.2 and 2.4.4 may limit the reduction of PCB concentrations in fish 
tissue. Long term monitoring w ill be performed to assess background concentrations and how  
background w ill change w ith time. The results of long term monitoring for reference 
(background) areas w ill be considered in evaluating achievable fish tissue PCB concentrations.  

For river Sections 1, 5, 6, 7, and Sections 2 and 4 outside the remedial reach, Mill Race, and 
Crow n Vantage side channel, sediment recovery conditions for this Alternative are the same as 
presented for S-3A. SWACs for Section 8 are assumed to be near or less than 1 mg/kg based 
on post TCRA sampling to be performed during the remedial design. The post-remedial SWAC 
estimates for Alternative S-4A indicate that Section 3 SWACs for the 0- to 6-inch interval w ould 
be 0.60 mg/kg w ith an LCL and UCL of 0.34 and 0.90 mg/kg, respectively. This range of post-
remedial SWACs is similar to that calculated for S-3A. 

4.5.2.2 Compliance with ARARs 
Compliance w ith ARARs for Alternative S-4A is similar to that for S-3A. It is assumed that 
appropriate control measures w ould be implemented during construction such that the 
substantive requirements of the action- and location-specific ARARs w ould be achieved. 
Permits are not required to be obtained under CERCLA, but the substantive requirements of 
those permits must be met. 

The time to comply w ith human health and ecological exposure risk targets in fish for alternative 
S-4A is estimated to be 25 years in smallmouth bass and 108 years in common carp follow ing 
the start of remedial action for the mid approximation (Tables 4-2a through 4-2c). 
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4.5.2.3 Long-Term Effectiveness 
Long-term effectiveness of this alternative is predicted to be similar to S-3A. Added LTM and 
maintenance w ould be required for ECs to control erosion along the riverbanks and excavated 
channel areas. Ecological habitat recovery time w ould be lengthy due to the extent of 
disturbance in Section 3. 

4.5.2.4 Short-Term Effectiveness 
Removal of material results in reductions in sediment SWACs. Impact to habitat w ould be 
invasive such that much of the riverbank w ooded habitat and channel habitat along the 
1.7 miles of Section 3 w ould be destroyed. Restoration of vegetative cover and habitat/w ildlife 
recovery w ould be lengthy. Excavated channel edges w ould be protected w ith erosion controls 
and/or rock armoring (as necessary). Risks to w orkers during excavation activities w ould be 
controlled through safe w ork practices and training. Risk to the public due to disruptions and 
intrusions into local communities, equipment and truck traffic, material handling and staging 
operations, etc. during implementation of this w ork also be managed by monitoring in active 
w ork areas, safe w ork practices, and training. 

4.5.2.5 Reduction in TMV through Treatment 
Treatment, other than dew atering, w ould not be performed. How ever, this Alternative w ould 
reduce the volume of impacted sediment in the river. 

4.5.2.6 Implementability 
This alternative requires the construction of roads and staging areas on both sides of Section 3 
for edge excavation. Removal and dew atering w ill be performed through the use of conventional 
equipment, w hich is readily available. Transport of dew atered material to an approved off-site 
landfill w ould be required. Requires approximately tw o years more than Alternative S3-A to 
implement. 

4.5.2.7 Cost 
The S-4A cost estimate is presented in Table 4-7. The cost ranges for removing five to seven 
hot spots and Crow n Vantage side channel are the same as presented for S-3A, plus the cost of 
excavating the Section 3 channel edges, estimated at about $20,600,000. A present w orth 
analysis w as performed using a discount rate of 7% in accordance w ith USEPA guidance 
(USEPA 1988a). A list of cost assumptions and unit rates are provided in Appendix H. 

Alterative S-4A Present Worth $32,500,000 to $36,000,000 
 Total Cost  $33,700,000 to $37,200,000 

4.6 ALTERNATIVE S-4B:   REMOVAL OF HOT SPOT AREAS AND SECTION 3 CHANNEL 
EDGES, IN SITU CAPPING OF CROWN VANTAGE SIDE CHANNEL, ICS/ECS, AND 
MNR 

4.6.1 S-4B Description 
The scope of this alternative includes the activities described for alternative S-4A w ith capping 
of the Crow n Vantage side channel (as described in alternative S-3B) instead of removal. The 
cap area for the Crow n Vantage side channel is approximately 1.2 acres. Support areas and 
ancillary activities w ould be similar to those described in S-4A. Remedial design w ould include 
the development of a detailed sampling plan to be approved by USEPA for both pre-remedial 
sampling and LTM. 

 

Project No.:  3293131541 
 4-18  

 



OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site December 19, 2014 
Area 1 Feasibility Study   
  
LTM w ould the same as for alternative S-3B over an assumed 30-year period, w ith additional 
inspection and maintenance for erosion controls. 

4.6.2 S-4B Alternative Evaluation 
4.6.2.1 Overall Protection of Human Health and the Environment 
Protectiveness of this alternative is the same as for alternative S-4A. Capping of the Crow n 
Vantage side channel provides physical and chemical isolation of PCB-containing sediment to 
prevent human and ecological exposures, providing protection similar to removal. 

4.6.2.2 Compliance with ARARs 
Compliance w ith ARARs for Alternative S-4B is similar to that for S-4A. The time to comply w ith 
human health and ecological exposure risk targets in fish for alternative S-4B is estimated to be 
the same as for S-4A (i.e.,25 years in smallmouth bass and 108 years in common carp follow ing 
the start of remedial action for the mid approximation, Tables 4-2a through 4-2c). 

4.6.2.3 Long-Term Effectiveness 
Long-term effectiveness of this alternative is predicted to be similar to S-4A. 

4.6.2.4 Short-Term Effectiveness 
The short-term effectiveness of this alternative is predicted to be similar to S-4A. 

4.6.2.5 Reduction in TMV through Treatment 
Treatment, other than dew atering, w ould not be performed. How ever, capping in the Crow n 
Vantage side channel w ould reduce the mobility of sediment containing PCBs. Mass and toxicity 
w ould remain the same. Reduction in TMV for excavated material w ould be as described in 
S-4A. 

4.6.2.6 Implementability 
Implementability is the same as for S-4A; capping is implementable w ith conventional 
equipment. 

4.6.2.7 Cost 
The S-4B cost estimate is presented in Table 4-8. A present w orth analysis w as performed 
using a discount rate of 7% in accordance w ith USEPA guidance (USEPA 1988a). The cost 
ranges for removing five to seven hot spots and Section 3 River edges are the same as 
presented for S-4A, plus cost for capping rather than excavating Crow n Vantage side channel. 
A list of cost assumptions and unit rates are provided in Appendix H. 

Alterative S-4B Present Worth $31,000,000 to $34,500,000 
 Total Cost $32,300,000 to $35,800,000 

4.7 ALTERNATIVE S-5: AREA 1-WIDE REMOVAL (RAL 1), MNR, ICs, AND ECs 

4.7.1 S-5 Description 
Alternative S-5 includes excavation of sediment exceeding 1 mg/kg total PCB throughout the 
river in Area 1. The extent of excavation required for S-5 w as estimated in tw o ways to provide 
remediation area and volume ranges for evaluating this alternative. The low er bound w as 
estimated using the stream tube geometry created for the Area 1 SWAC calculations. In this 
estimate, the total remediation area w as calculated by summing individual stream tubes 
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encompassing a sample location w ith a result exceeding the RAL. An excavation depth of  6, 
12, 24, or 36 inches w as assigned to each tube depending on the bottom depth of the deepest 
sample interval exceeding the RAL in a given stream tube. For RAL-exceeding sample intervals 
extending past 24 inches, an excavation depth of 36 inches w as applied, because this value 
represents the average sample bottom depth of those intervals throughout Area 1. An 
excavation depth of 24 inches w as applied throughout the Crow n Vantage side channel. The 
low er bound excavation area and volume calculated for Alternative S-5 by this method are 
140 acres and 300,000 cy, respectively. 

The upper bound for this alternative w as estimated by assuming a gross average of 12 inches 
w ould be excavated from about 60% of Area 1. This total w ould include all of the fine-grained 
sediment areas (mostly represented by contiguous deposits in bars and along channel edges), 
estimated to be about 20% of the total Area 1 surface area (ARCADIS 2012a), plus half of the 
remaining surface area comprised of medium and mixed/distributed coarse/fine-grained 
sediment. This additional 40% (one half of 80%) is assumed to be excavated along w ith the 
fine-grained materials since it w ould be difficult to surgically remove only fined-grained 
materials. Bank sediment/soils w ould also be in included in this estimate. This amounts to 60% 
(i.e., 20% plus 40%) of the total surface area of Area 1, plus the Crow n Vantage side channel 
area (excavated to a depth of 24 inches). The upper bound excavation area and volume 
estimated for Alternative S-5 w ere 300 acres and 490,000 cy, respectively. 

Design planning, permitting, and obtaining property access agreements w ould be required to 
construct access roads and staging areas along both sides of the river throughout most of 
Area 1. Surveying w ould be used to verify that specified removal depths are achieved. A thin 
layer sand cap (3–6 inches) w ould be placed over the exposed bottom sediment follow ing 
completion of excavation in approximately 50% of the area to aid residual management. 
Restoration w ould be conducted w here disturbances to the existing vegetation and natural 
habitats occurred w ithin upland, w etland, and riverbank areas due to the construction of support 
facilities and implementation of remedial activities. Excavated channel edges w ould be 
protected w ith erosion controls and/or rock armoring (as necessary), and formerly vegetated 
upland areas for river access would be restored in kind w ith topsoil and revegetated w ith native 
seed mixes and w oody plantings. Remedial design w ould include the development of a detailed 
sampling plan to be approved by USEPA for both pre-remedial sampling and LTM. 

Implementation of this alternative is estimated to require 18 to 30 years to complete w orking 
w ith one crew  sequentially from upstream to dow nstream. To complete construction in a more 
reasonable time of 6 to 10 years, three crew s would w ork simultaneously. Working three crew s 
simultaneously w ould potentially result in cross-contamination through resuspension in one 
w ork area and migration into another. Typical silt curtain controls and surface w ater monitoring 
for turbidity and PCB migration from removal areas w ould be employed. 

LTM w ould be the same as for alternative S-3A over an assumed 30-year period, w ith additional 
inspections and maintenance of ECs for erosion control. 

4.7.2 S-5 Alternative Evaluation 
4.7.2.1 Overall Protection of Human Health and the Environment 
Removal of sediment exceeding 1 mg/kg PCBs in throughout Area 1 w ould provide protection of 
human health and the environment, but achieving protection w ould be hampered by the long 
construction period. It w ould reduce overall PCB SWAC concentrations and fish tissue 
concentrations over time. 
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The current Area 1 SWAC estimates are 0.59, 0.59, and 2.12 mg/kg in intervals 1, 2, and 3, 
respectively, and an overall SWAC (intervals 1, 2, and 3 combined) of 0.92 mg/kg. Post-
excavation SWAC estimates for this alternative w ere calculated using the w hole stream tube 
method as described in Section 1.3.1.1, w ith a final PCB concentration of 1 mg/kg applied to all 
excavated stream tubes. The estimated post-remediation SWACs follow ing excavation of 
sediment exceeding 1 mg/kg throughout Area 1 are 0.23, 0.17, and 0.15 mg/kg for intervals 1, 
2, and 3, respectively, and an overall SWAC (intervals 1, 2, and 3 combined) of 0.22 mg/kg. 
Post-remedial SWAC calculations for S-5 represents an Area 1-w ide change in SWACs. 
Sediment PRGs w ould be achieved upon completion of excavation activities, and removal of 
PCB-containing sediment w ould also serve to remove other constituents detected in Area 1 
sediment.  

Fish tissue concentration recovery percentages w ere calculated based on the historical trend 
rates as described previously. Tw o river-w ide rates, Dams Area and Urban Area, w ere 
calculated as representative of Area 1. In Section 4, the time to reach fish tissue goals is 
reported for the more conservative recovery time (longer). Details and assumptions for both 
Dams Area and Urban Area estimates area provided in Appendix I.  For Alternative S-5, the rate 
of decline w as set equal to that for MNR under S-2 during the tw o years preceding the start of 
remedial action. Tw o years w ere allocated for the development of the relative percent difference 
and remedial design. It is assumed that fish tissue concentrations w ould remain constant due to 
sediment resuspension effects, etc. during Alternative S-5 implementation (10 years).  

Follow ing completion of remedial action, the projections include a step dow n and then a range 
of recovery rates. The basis for and method of calculating the step dow n is the same as that 
applied to S-3A. Rates of decline for PCB concentrations in fish tissue follow ing the step dow n 
w ere selected as described for S-3A and as follow s: 

• Upper Bound:  The AAPD from the mid-range scenario for MNR w as selected. 

• Mid Approximation:  An AAPD w as used with a pow er equation that results in a curve 
w ith a slope that decreases over time. The selected AAPD w as greater than the mid-
range AAPD for MNR and less than the AAPD for the low er bound. 

• Low er Bound:  The UCL of the statistically significant and highest AAPD from MNR w as 
retained for the “low er bound”. 

Tables 4-2a through 4-2c list projections of the time to achieve fish tissue goals for the three fish 
tissue types (SMB fillets, SMB YOY whole body, and common carp fillets) for each remedial 
alternative for the mid approximation, low er bound, and upper bound time approximations. 
Details of the fish projection methodology w ith tabulations of the calculation inputs and results 
are presented in Appendix I. 

Time projections to meet fish tissue goals under Alternative S-5 are measured from the start of 
remedial action implementation. Under this alternative, fish tissue concentrations throughout 
Area 1 are projected to meet the goal associated w ith the 1 x 10-5 carcinogenic target for 
protection of human health (0.042 mg/kg) w ithin 47 years for smallmouth bass, and 110 years 
for common carp for the mid approximation. Whole-body SMB YOY concentrations are 
projected to meet the ecological risk goal (0.6 mg/kg for mink) in Area 1 w ithin 10 years for the 
mid approximation. Mid approximations of times to reach other risk-based goals are listed in 
Tables 4-2a through 4-2c, and are shorter than those stated above. Fish projections for each 
fish type for S-5 are provided in Figures 4-4a through 4-4f for the mid approximation, low er 
bound, and upper bound time estimates.  
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The recovery rates applied in the fish tissue projections described above are based on PCB fish 
tissue concentration trends, w hich reflect reduction in sediment concentrations and PCB load to 
the river over time due to source control and TCRAs. Background concentrations of PCBs as 
discussed in Sections 2.4.2 and 2.4.4 may limit the reduction of PCB concentrations in fish 
tissue. Long term monitoring w ill be performed to assess background concentrations and how  
background changes w ith time. The results of long term monitoring for reference (background) 
areas w ill be considered in evaluating achievable fish tissue PCB concentrations.  

4.7.2.2 Compliance with ARARs 
Applicable ARARs are discussed in Section 2.3 and listed in Tables 2-1 through 2-3. Alternative 
S-5 complies w ith ARARs. The ability of the remedy to meet Michigan NREPA w ater quality 
ARARs in the long-term w ill be assessed in the future, due to: 

• Low -level continuing sources to the river that may sustain levels of PCBs in the w ater 
column (e.g., from the atmosphere, upstream areas and urbanized areas of the 
w atershed, etc.) 

• An inability to detect such low  PCB concentration, as current typical w ater column 
detection limits are 1.0 to 0.2 ng/L 

Discharge resulting from remediation activities such as dew atering w ould need to comply w ith 
applicable surface w ater quality standards.  

The time to comply w ith human health and ecological exposure risk target for a 1 x 10-5 
carcinogenic risk target in fish for the Area 1-w ide excavation under Alternative S-5 w ould be 47 
years for smallmouth bass and 110 years for common carp, follow ing the start of remedial 
action for the mid approximation (Tables 4-2a through 4-2c). The sediment PRG w ould be met 
upon completion of excavation. 

4.7.2.3 Long-Term Effectiveness 
Long-term effectiveness of this option is good w ith respect to PCB levels, as sediment w ould 
meet goals upon completion of excavation, reducing ecological risk and future potential erosion 
and dow nstream migration. Overall progress tow ard achievement of the RAO goals w ould be 
verified through LTM. 

Overall protectiveness is not substantially improved over the less invasive options, nor is time to 
achieve overall goals. In addition, the harm to the ecosystem by implementing this alternative 
(both short- and long-term impacts) may out-w eigh and outlast the benefits of PCB reduction 
achieved. Extensive destruction of habitat diminishes overall effectiveness. 

4.7.2.4 Short-Term Effectiveness 
Excavation throughout Area 1 w ould not be effective in the short term because of the prolonged 
construction period of at least 6 to10 years. Sediment resuspension and migration impacts 
during excavation w ould be increased w ith multiple crew s working simultaneously to achieve the 
6- to 10-year completion goal. Hard armoring required to control in-stream erosion w ill 
significantly alter the habitat in the river, and the destruction of sensitive riparian habitat for 
access and support areas to implement Alternative S-5 is invasive and extensive. Although 
restorative planting w ould be included for these disturbed areas, restoration may never fully 
replace the current quality of habitat that exists in and along the river. Public risk due to 
disruptions and intrusions into local communities, equipment and truck traffic, material handling 
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and staging operations, etc. over the 6- to 10-year implementation of this w ork would also need 
to be managed by monitoring in active w ork areas, safe w ork practices, and training. 

4.7.2.5 Reduction in TMV through Treatment 
Treatment, other than dew atering, w ould not be performed. How ever, this Alternative w ould 
reduce the volume of impacted sediment in the river. 

4.7.2.6 Implementability 
The effort required to construct access roads and staging areas along the River w ould be 
extensive. Access along all 22 miles of Area 1 w ould be difficult to achieve both physically and 
administratively. Achieving w ork completion in 10 years (assuming 8 months to a construction 
season) requires three crew s working simultaneously. The use of multiple crew s would increase 
impacts from sediment resuspension and cross-contamination even w ith w ork flow progressing 
from upstream to dow nstream areas. If a single crew  were to w ork dow nriver sequentially to 
avoid cross-contamination, construction w ould take approximately 30 years. 

Removal and dew atering w ould be performed through the use of conventional equipment w hich 
is readily available. Transport of extensive quantities of dew atered material to an approved off-
site landfill w ould be required. Truck traffic along local haul routes during removal w ould be 
frequent. 

4.7.2.7 Cost 
The S-5 cost estimate is presented in Table 4-9. A present w orth analysis w as performed using 
a discount rate of 7% in accordance w ith USEPA guidance (USEPA 1988a). A list of cost 
assumptions and unit rates are provided in Appendix H. Sampling to identify areas w ith PCB 
concentrations greater than 1 mg/kg throughout Area 1 w ould require an extensive effort and 
cost during remedial design.  

Alterative S-5  Present Worth $134,000,000 to $223,000,000 
 Total Cost  $202,000,000 to $337,000,000 

4.8 COMPARATIVE ANALYSIS OF SEDIMENT ALTERNATVIES 
The comparative analysis of the sediment remedial alternatives is presented in Table 4-10. 
Alternatives S-3B and S-3A are the most favorable by comparison, w ith S-3B being slightly 
more favorable because of a slightly low er cost and ease of implementability compared to S3A. 
How ever, S-3B w ould require long term maintenance because the material w ill be capped in 
place. Both alternatives provide the highest overall cost/benefit because they significantly 
reduce SWACs in the remedial reach w ith minimal habitat destruction and achieve PRGs 
throughout Area 1 in a timeframe of 32 to 118 years from the start of remedial action, depending 
on fish species. These alternatives remove the highest concentration deposits know n to exist in 
Area 1. Remedial design sampling w ould assist in identifying other such deposits for removal, 
w hich would address RAO 4 by minimizing the potential for future contaminated sediment 
erosion and transport. 

Alternatives S-4B and S-4A are the next most favorable alternatives, respectively. S-4B is 
slightly low er in cost and slightly more easily implemented. How ever, S-4B w ould require long 
term maintenance because the material w ill be capped in place. These alternatives cost roughly 
3 times more to implement than the most favorably compared alternative, S-3B, w ith minimal 
improvement in risk reduction, PCB mass removal, and time to achieve fish tissue goals and 
w ith a significant increase in habitat destruction. Implementing S-4A/B w ould reduce the mass 
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of PCB available for dow nstream transport, addressing RAO 4 to a slightly greater degree 
compared to S-3A/B, but requires more than four times the removal footprint (habitat 
destruction) and achieves only a 14% increase in PCB mass removed.  

The range produced for the LCL and UCL for the post-removal SWACs for S-3A and S-4A is 
very similar, as are the fish tissue recovery projections; w ith the S-4 alternatives providing a 
decrease in the mid approximation of time by seven years to reach target fish tissue goals for 
smallmouth bass fillets. Comparative plots of the fish tissue projections for SMB fillets, SMB 
YOY w hole body, and common carp fillets for the different rates show n in Tables 4-2a through 
4-2c are presented in Figures 4-1a through 4-4f. 

S-2 (MNR) and S-1 (No Further Action) compare favorably only for cost and implementability. 
Both alternatives require 87 to 145 years (mid approximation of time) from ROD issuance to 
meet PRGs (depending on fish species and risk target goal). MNR w ill be less effective than 
active remediation alternatives in minimizing dow nstream transport of contaminated sediment 
(RAO4), since only long-term depositional areas w ill be protected from erosion.  

The Area 1-w ide removal to RAL 1 is the least favorably compared of the seven alternatives. 
This is due to the long implementation time, intensive habitat destruction, long recovery time, 
and anticipated sediment suspension/migration issues resulting from simultaneous activity at 
multiple dredging sites. The extent of habitat destruction and restoration/maintenance activity 
required for this alternative w ould significantly prolong habitat recovery times. The fish 
projection plots (Figures 4-1 through 4-4) depict the longer duration in fish tissue recovery for 
S-5 resulting from the long implementation time (10 years), despite the post-remediation step 
drop in fish tissue concentrations and higher potential rates of decline predicted follow ing Area 
1-w ide excavation. This extensive removal effort spanning Area 1 results in a slow er overall rate 
of fish tissue improvement due to resuspension and increased ecological exposures during the 
10 years required to implement this alternative compared to all other removal/capping 
alternatives. 

Overall, remedial alternatives S-3A/B compares most favorably because it preserves habitat 
and meets the threshold criteria for protecting human health and environment and meeting 
ARARs w ithin a similar amount of time to S-4A/B (32 to 25 years SMB fillets and 118 to 108 
years for carp fillets, respectively).  
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5.0 DETAILED ANALYSIS OF FLOODPLAIN SOIL ALTERNATIVES 

A detailed evaluation of the seven remedial alternatives for Area 1 floodplain soil w as performed 
based on the CERCLA evaluation criteria. A description of each alternative is presented, 
follow ed by a summary of the evaluation of the seven CERCLA Threshold and Balancing 
Criteria. The tw o Modifying Criteria are not evaluated in the Area 1 FS (see Section 3.3). 

5.1 ALTERNATIVE FPS-1: NO FURTHER ACTION 

5.1.1 FPS-1 Description 
No Further Action considers only the results of removal action and source control activities 
previously completed and ongoing in and adjacent to Area 1 (see Section 1.3.4). Under this 
alternative, no additional sampling, active remediation, or monitoring w ould be conducted. 
Natural recovery processes would occur; how ever, a rate of deposition for such natural recovery 
processes is unknow n. The primary mechanism for natural attenuation of PCBs in surface soil is 
anticipated to be the deposition of cleaner sediment during periodic flooding events, filtering of 
storm runoff from upland areas, and accumulation of vegetative debris. This deposition over 
time w ould effectively become a natural cap, w hich would reduce the bioavailability of PCBs in 
floodplain soil. 

Previously collected soil core data are representative of current soil concentrations and past 
recovery rates, but they should not be used to predict future recovery rates. The depositional 
rates are expected to change in the future since the Plainw ell Dam w as removed. 

FPS-1 is a baseline against w hich other Area 1 floodplain soil alternatives are compared; 
consistent w ith the NCP (40 CFR 300.430(e)(6)). This alternative includes the risk reduction 
achieved through implementation of the removal and source control actions in progress and 
completed in Area 1. 

5.1.2 FPS-1 Alternative Evaluation 
5.1.2.1 Overall Protection of Human Health and the Environment 
No further action w ould rely on naturally occurring processes to reduce PCB concentrations in 
floodplain soil over time. Time to achieve the PRG could be lengthy and w ould be unknow n, as 
no monitoring w ould be performed to document recovery progress. Further inspections and 
maintenance of bank protection ECs in the TCRA areas w ould not be performed. 

Previous soil cores should not be used to predict future recovery rates in the former Plainw ell 
Impoundment since these cores represent recovery rates w hen the Plainw ell Dam w as in place. 
Recovery rates are expected to change in the future w ith the Dam removed. Therefore, the 
achievement of overall protectiveness and the amount of time to reach protective levels is not 
know n at this time. 

5.1.2.2 Compliance with ARARs 
Applicable ARARs are discussed in Section 2.3 and listed in Tables 2-1 through 2-3. No Further 
Action w ould consist of naturally occurring processes to reduce PCB concentrations in 
floodplain soil over time. The time to achieve the PRG could be lengthy. Previous soil cores 
cannot be used to predict future MNR rates because they are not representative of current 
conditions w ith the Plainw ell Dam removed. LTM w ould not be performed to establish MNR 
rates to confirm ability to meet chemical-specific ARARs. A site-specific TSCA equivalency 
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demonstration and deed/access restrictions w ould be required to leave in place PCB 
concentrations outside the range of acceptable risk to a resident (i.e., 2.5 to 15 mg/kg). 

5.1.2.3 Long-Term Effectiveness 
Long-term effectiveness is not know n at this time. Effectiveness w ould not be demonstrated or 
documented to determine w hether/when the PRG w ould be achieved. 

5.1.2.4 Short-Term Effectiveness 
This alternative is not effective in the short term and has no immediate short-term impact. 

5.1.2.5 Reduction in TMV through Treatment 
This alternative does not reduce TMV. 

5.1.2.6 Implementability 
No measures are implemented under this alternative. 

5.1.2.7 Cost 
FPS-1 has no capital or maintenance cost. 

5.2 ALTERNATIVE FPS-2: MNR, ICs, AND ECs 

5.2.1 FPS-2 Description 
Under FPS-2, no further remediation w ould be conducted beyond those performed as part of 
the floodplain soil sampling (Section 3.2.3.2), and completed and ongoing source control and 
removal actions in and next to Area 1. Progress tow ard achieving PRGs w ould rely on natural 
recovery processes and the maintenance of existing ECs. The primary mechanism for natural 
attenuation of PCBs in surface soil is anticipated to be the deposition of cleaner sediment during 
periodic flooding events, filtering of storm runoff from upland areas, and accumulation of 
vegetative debris. This deposition over time w ould effectively become a natural cap, w hich 
w ould reduce the bioavailability of PCBs in floodplain soil. 

ICs w ould also apply to restrict disturbance of the soil surface to allow  these natural recovery 
processes to occur. Ongoing natural recovery w ould reduce PCB concentrations and risk from 
exposure over time. These natural recovery processes would act at relatively slow  rates. 
Additional soil core sampling over time and depositional studies w ould be performed w ith this 
alternative to quantify the rate of recovery because the future rate of natural recovery is 
unknow n at this time. 

This alternative w ould include implementation of an LTM program to confirm improvements from 
natural attenuation by measuring PCB concentrations over time in floodplain soil. The new  data 
w ould be used to monitor changes in exposure and/or bioavailability of PCB over time. For this 
alternative (and others including MNR), the monitoring duration is assumed to be 30 years, a 
typical duration among projects of this size and magnitude. 

Floodplain status inspections to inspect the previously installed ECs and monitor for erosion 
w ould be performed annually for the first five years, then every five years thereafter. The 
assumed soil monitoring program includes core sampling throughout the study area (anticipated 
to be the 7 acres identified on Figure 3-12). Samples w ill be collected initially and at year 5 at 
various depth intervals. Periodic progress review s (typically every five years) will be performed 
to assess effectiveness and trends tow ard achieving the RAOs. 
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5.2.2 FPS-2 Alternative Evaluation 
5.2.2.1 Overall Protection of Human Health and the Environment 
MNR in depositional areas such as floodplains typically occurs; how ever, changes in 
impoundment area and area of floodplain due to the removal of the Plainw ell Dam make 
evaluation of previous core data for future recovery rates moot. The current floodplain data are 
appropriate for characterizing current soil characteristics and estimating the area of remediation. 
Additional core data w ould need to be collected in the future to establish depositional rates and 
time to reach protective levels. Bank erosion protection ECs installed follow ing the TCRA 
actions w ould continue to be inspected and maintained. 

5.2.2.2 Compliance with ARARs 
Additional core data w ould need to be collected in the future to establish depositional rates and 
time to reach chemical-specific ARARs. An equivalency demonstration to show  that TSCA 
ARARs w ould be met is required to allow  PCB concentrations  to remain in place w ithout 
deed/access restrictions. 

5.2.2.3 Long-Term Effectiveness 
Effectiveness is not currently know n, but the rate of recovery w ould be determined based on 
core sampling over time. 

5.2.2.4 Short-Term Effectiveness 
MNR w ould not be effective in the short term and w ould take several years to identify a recovery 
rate. No action w ould be taken, so there w ould be no negative short-term impacts. 

5.2.2.5 Reduction in TMV through Treatment 
MNR does not reduce TMV. 

5.2.2.6 Implementability 
Implementation is straightforw ard, and consists of LTM including inspections and maintenance 
of ECs for erosion control. 

5.2.2.7 Cost 
The FPS-2 cost estimate is presented in Table 5-1. A present w orth analysis w as performed 
using a discount rate of 7% in accordance w ith USEPA guidance (USEPA 1988a). The LTM 
program assumes inspections of ICs/ECs and floodplain soil core collection and sampling to 
track recovery over a 30-year monitoring period. Costs for this alternative also include soil 
sampling in the Area 1 floodplain to identify areas of PCB contamination. A list of cost 
assumptions and unit rates are provided in Appendix H. 

Alterative FPS-2  Present Worth $1,200,000 
 Total Cost $1,300,000 

5.3 ALTERNATIVE FPS-3: CAPPING (RAL 20), ICs, AND ECs 

5.3.1 FPS-3 Description 
FPS-3 involves capping floodplain soil in the former Plainw ell Impoundment w ith PCB 
concentrations greater than a RAL of 20 mg/kg in contiguous areas of one-quarter acre or 
larger, and implementation of ICs/ECs w ith LTM. Soil sampling to identify areas of PCB 
contamination for current and potential future residential receptors in the floodplain outside of 
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the TCRA areas w ill be performed according to a USEPA-approved floodplain sampling plan 
(Section 3.2.3.2). PCB concentrations exceeding 2.5 mg/kg over a current or future potential 
residential EU w ill be addressed through remedial action (application of effective and 
enforceable ICs and/or removal). Soil sampling for PCBs in the floodplain (Section 3.2.3.2) 
w ould be performed prior to or during remedial design. The anticipated locations of remedial 
areas for this scenario are show n on Figure 3-12. The total cap area for this alternative is 
estimated to be about 7 acres. This footprint w ould be confirmed during remedial design 
sampling. Non-PCBs constituents w ithin the soil w ould also be capped. 

Capping w ould be achieved by placing 6 inches of borrow  material and 6 inches of topsoil over 
the remediation area to provide a new  ecological habitat zone (i.e., the top 6 inches), plus a 6-
inch buffer. Prior to cap placement, the remedial footprint w ould be confirmed by sampling 
during remedial design, vegetation w ould be removed and a geotextile fabric w ould be placed 
over the area to separate the PCB-containing floodplain soil from the cover soil. The fabric 
w ould prevent soil mixing during cap placement and further mitigate the potential for ecological 
exposure after the cover material has been installed. Material specifications w ould require fill 
soil to be clean. The topsoil layer w ould be suitable both for supporting the native vegetation to 
be planted and for the desired ecological habitat. The actual cap composition and thickness 
w ould be determined during the remedial design. 

Ancillary activities required to support the capping activities for FPS-3 include: site access and 
preparation, erosion control, cover soil delivery and staging, construction w aste disposal, cap 
placement verification, storm w ater management, dust monitoring/control, seeding/planting, and 
restoration (as necessary). 

Before implementation of intrusive w ork, site access authorizations and approvals w ould be 
obtained and site preparation performed. Site preparation activities w ould include the 
construction of access roads, support zones, and staging areas for personnel, equipment, and 
material. Although CERCLA sites are not subject to the permit approval process, remedial 
actions must meet the substantive requirements of an applicable permit. Clearing and 
installation of erosion controls may be required in upland areas outside the remediation zone for 
support and staging areas. 

Cap placement activities w ould be conducted using standard construction equipment (e.g., 
backhoes, bulldozers, graders, etc.). Topographic survey and GPS instrumentation w ould be 
used to confirm extents and final grades of cap emplacement. Ambient air monitoring for dust 
w ould be necessary during construction, similar to the efforts carried out during the TCRAs and 
landfill OU remedial actions. Dust control measures w ould include w etting roads, stockpiles, and 
staging areas. Real-time air monitoring w ould be performed w ithin the construction areas during 
construction activities to verify compliance w ith ARARs. 

LTM w ould be required to verify cap performance over time, and periodic maintenance w ould be 
carried out as necessary to preserve or restore the integrity of the cap. ICs (land use 
restrictions) w ould be procured for the cap area. 

5.3.2 FPS-3 Alternative Evaluation 
5.3.2.1 Overall Protection of Human Health and the Environment 
FPS-3 is protective of human health and the environment. Capping of soil area greater than 
¼ acre in size above the RAL of 20 mg/kg results in 98 to 100% of home ranges for ecological 
receptors being below  the 11 mg/kg floodplain soil PRG. A RAL and home range protection 
evaluation is discussed in Section 3.2.3 and Appendix G. Non-PCB constituents including 
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metals and organic compounds are collocated w ith PCB in soil in Area 1 so that a cap w ould 
provide protection to ecological receptors from exposure to PCBs and these constituents as 
w ell, as discussed in Appendix M of the SRI report (ARCADIS 2012a). 

5.3.2.2 Compliance with ARARs 
Filling in or raising the floodplain ground surface w ould need to be evaluated and offset under 
Executive Order 11988. The potential reduction in floodplain capacity w ould be offset by the 
considerable volume of additional floodplain created during the TCRA through removal of a 
portion the former Plainw ell dam and removal of about 130,000 cubic yards of sediment and 
floodplain soil, much of w hich w as not backfilled. Additional studies and evaluation may be 
necessary to understand the impact of changing the ground surface elevation in the designated 
7 acres of floodplain by 1 foot after installing the proposed cap in relation to the floodplain area 
created by the TCRA. A w aiver would be required to w ork in and disturb the riparian stream 
buffer/floodplain area. A site-specific TSCA equivalency demonstration and deed/access 
restrictions w ould be required to leave in place PCB concentrations outside the range of 
acceptable risk to a resident (i.e., 2.5 to 15 mg/kg).  

5.3.2.3 Long-Term Effectiveness 
Capping is effective in the long term. The cap w ould require LTM, land use restrictions to limit 
future disturbance of the cover soil and inspections/maintenance for erosion controls and 
revegetated areas. Inspections and maintenance w ould include inspection existing bank erosion 
controls in the Plainw ell TCRA areas. Reference markers w ould be placed w ithin the 
established erosion buffer zones to provide visual evidence of effective erosion control. 

5.3.2.4 Short-Term Effectiveness 
Capping w ould be effective in the short term. Exposure risk w ould be mitigated immediately 
upon cap completion. Moderate damage to habitat over 7 acres of capped soil and the support 
areas (roads, staging areas) w ould be addressed by revegetating to initiate habitat recovery. 
Risk to w orkers would be managed through safe w ork practices and appropriate PPE. PCB 
materials w ould not be directly handled by on-site w orkers. The public w ould be subject to truck 
traffic associated w ith hauling local cover soil. 

5.3.2.5 Reduction in TMV through Treatment 
Capping w ould reduce the mobility of the underlying impacted soil. 

5.3.2.6 Implementability 
Access roads and staging areas w ould need to be constructed to implement w ork; some 
support areas installed for the TCRA implementation may be available for reuse. Property 
access rights and permits/w aivers w ould be needed to w ork in the floodplain. Conventional 
capping equipment (e.g., earthmoving equipment) is readily available. Revegetation and erosion 
controls w ould be implemented using experience gained from the TCRAs. PCB material 
handling is minimal. Time to complete implementation is estimated at one year (one 
construction season). 

5.3.2.7 Cost 
The FPS-3 cost estimate is presented in Table 5-2. A present w orth analysis w as performed 
using a discount rate of 7% in accordance w ith USEPA guidance (USEPA 1988a). Work 
involves installing a 1-foot-thick geotextile (as demarcation layer) and borrow /topsoil cap system 
over 7 acres of floodplain in the former Plainw ell Impoundment, and revegetating cap/disturbed 
areas w ith native seed mix and w oody plantings. Post-installation inspections and maintenance 
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w ould be performed for vegetative cover and erosion controls. Costs for this alternative also 
include soil sampling in the Area 1 floodplain to identify areas of PCB contamination. A list of 
cost assumptions and unit rates are provided in Appendix H. 

Alterative FPS-3  Present Worth $3,600,000 
 Total Cost $3,800,000 

5.4 ALTERNATIVE FPS-4A: REMOVAL (RAL 20), ICs, AND ECs 

5.4.1 FPS-4A Description 
FPS-4A consists of excavating floodplain soil (w ithin the TCRA areas) w ith PCB concentrations 
greater than an RAL of 20 mg/kg in contiguous areas of one-quarter acre or larger, the 
placement of clean backfill/ topsoil in excavated areas to restore floodplain grade elevations, 
and the implementation of ICs/ECs and LTM. Soil sampling to identify areas of PCB 
contamination for current and potential future residential receptors in the floodplain outside of 
the TCRA areas w ill be performed according to a USEPA-approved floodplain sampling plan 
(Section 3.2.3.2). PCB concentrations exceeding 2.5 mg/kg over a current or future potential 
residential EU w ill be addressed through remedial action (application of effective and 
enforceable ICs and/or removal). Soil sampling for PCBs in the floodplain (Section 3.2.3.2) 
w ould be performed prior to or during remedial design.  

The anticipated locations and footprints of remedial areas in the former Plainw ell Impoundment 
for this scenario are show n on Figure 3-12. The total excavation footprint is estimated to be 
approximately 7 acres. This footprint w ould be confirmed during remedial design sampling. Non-
PCB constituents w ould also be removed in this alternative consistent w ith those listed under 
Alternative FPS-3. 

Excavation w ould be completed to a target standard depth of 12 inches to remove contaminated 
soil in the ecological exposure zone (i.e., the top 6 inches), plus a 6-inch buffer. A geotextile 
fabric w ould be placed over the completed excavation area to separate the underlying floodplain 
soil from the backfill that w ill be placed on top to restore grades to pre-removal floodplain 
elevations. Backfill w ould include 6 inches of fill soil and a minimum 6-inch topsoil cover to 
support revegetation and restoration of ecological habitat. The actual cover composition and 
thickness w ould be determined during the remedial design. 

Ancillary activities for FPS-4A w ould be conducted as detailed above for FPS-3, and w ould 
include: site access and preparation, erosion control, backfill material delivery and staging, 
excavated material staging and handling, post-excavation confirmation sampling, backfill 
verification, w ater management, dust monitoring/control, w aste soil transport and disposal, 
seeding/planting, and restoration/stabilization. 

Before implementation of intrusive w ork, necessary approvals and property access 
authorizations w ould be obtained. Although CERCLA sites are not subject to the permit 
approval process, remedial actions must meet the substantive requirements of an applicable 
permit. Site preparation activities w ould include the construction of access roads, support 
zones, and staging areas for personnel, equipment, and material. Clearing and storm w ater 
erosion controls w ould be required in upland areas outside the remediation zone for these 
areas. 

Removal activities w ould be conducted using standard construction equipment (e.g., backhoes, 
bulldozers) equipped w ith GPS instrumentation, attached to the excavator bucket and blades to 
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monitor the removal progress and confirm that excavations meet the established horizontal and 
vertical control. Backfill w ould be placed to predetermined floodplain elevations using 
conventional earthmoving equipment. The targeted excavation depth and post-backfill elevation 
w ould be confirmed through implementation of topographic surveys, conducted using 
conventional surveying instrumentation. Seeding and erosion controls w ould be implemented 
upon verification that backfill design elevations have been met. 

Excavated floodplain soil w ould be stockpiled w ithin a materials staging area to undergo 
dew atering and/or amendment, as needed, to meet appropriate disposal requirements prior to 
transportation. It is assumed that some excavated floodplain soil w ould be dew atered as 
necessary through a combination of gravity dew atering and the addition of amendments (e.g., 
bed ash, fly ash, or portland cement) similar to the soil processing performed during the 
implementation of the TCRAs in Area 1. Dew atered materials w ould be transported for disposal 
to an off-site permitted landfill. 

Drainage from dew atering operations and potentially impacted storm w ater would be collected 
and treated on-site in accordance w ith regulatory requirements before being discharged to the 
river. An on-site w ater treatment system similar to those used for the tw o Area 1 Plainw ell 
TCRAs w ould be constructed for this purpose. 

Ambient air monitoring for dust w ould be performed during construction, similar to the efforts 
carried out during the TCRAs and OU remedial activities. Dust control measures w ould be 
implemented, and w ould include w etting roads, stockpiles, and staging areas. Real-time air 
monitoring w ould be performed during construction activities to verify compliance w ith ARARs. 

LTM w ould be required to evaluate backfill erosion, vegetative cover, and ECs over time. 
Periodic maintenance w ould be carried out as necessary to repair or maintain the integrity of 
these systems. ICs (deed/land use restrictions) w ould be implemented. 

5.4.2 FPS-4A Alternative Evaluation 
5.4.2.1 Overall Protection of Human Health and the Environment 
FPS-4A is protective of human health and the environment. Removal to an RAL of 20 mg/kg 
results in 98 to 100% of home ranges for ecological receptors being below  the 11 mg/kg 
floodplain soil PCB PRG. Non-PCB constituents including metals and organic compounds are 
collocated w ith PCB in soil in Area 1 so that removal w ould provide protection to ecological 
receptors from exposure to PCBs and these constituents as w ell, as discussed in Appendix M of 
the SRI report (ARCADIS 2012a). 

5.4.2.2 Compliance with ARARs 
The substantive requirements of permits w ould be required for excavation in and disturbance to 
riparian stream buffer/floodplain areas. Although CERCLA sites are not subject to the permit 
approval process, remedial actions must meet the substantive requirements of an applicable 
permit. An equivalency demonstration to show  that TSCA ARARs w ould be met is required to 
allow  PCB concentrations to remain in place w ithout deed/access restrictions. 

5.4.2.3 Long-Term Effectiveness 
Removal is effective in protecting receptors from exposure to surface soil in the long term w ithin 
the 7 acre footprint. The excavated area w ould require ICs to limit disturbance of the 
backfill/cover soil. Inspections/maintenance of the erosion controls and revegetated areas w ould 
also be performed. Inspections and maintenance w ould include inspection existing bank erosion 
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controls in the Plainw ell TCRA areas. Reference markers w ould be placed w ithin the 
established erosion buffer zones to provide visual evidence of effective erosion control. 

5.4.2.4 Short-Term Effectiveness 
Removal w ould be effective in the short term. Exposure risk w ould be mitigated immediately 
upon backfilling the excavation area. Moderate damage to habitat over the 7-acre excavation 
area and the support areas (roads, staging areas) w ould be addressed by restoring and 
revegetating to initiate habitat recovery. Risk to w orkers would be managed through safe w ork 
practices and appropriate PPE. Air monitoring w ould be required during earthmoving activities, 
and dust w ould be controlled through dust suppression practices. The public w ould be subject to 
truck traffic associated w ith hauling local cover soil and excavated material. 

5.4.2.5 Reduction in TMV through Treatment 
Removal w ould reduce the volume of PCB-containing floodplain soil in Area 1. 

5.4.2.6 Implementability 
Access roads and staging areas w ould need to be constructed to implement w ork; some 
support areas installed for the TCRA implementation may be available for reuse. Property 
access rights and permits/w aivers w ould be needed for the w ork in the floodplain. Conventional 
earthmoving equipment w ould be used for removal. Dew atering and w ater management 
systems are readily available and w ould be similar to those used during TCRA implementation. 
Revegetation and erosion controls w ould also be based on experience gained from the TCRAs. 
PCB material handling is minimal. Time to complete implementation is estimated at one year 
(one construction season). 

5.4.2.7 Cost 
The FPS-4A cost estimate is presented in Table 5-3. A present w orth analysis was performed 
using a discount rate of 7% in accordance w ith USEPA guidance (USEPA 1988a). Work 
involves excavating 7 acres in the former Plainw ell Impoundment to a depth of 1 foot, laying a 
geotextile as a demarcation layer over the excavated area, backfilling w ith borrow  soil and 
topsoil, and revegetating 11 acres of disturbed areas w ith a native seed mix and w oody 
plantings. Ancillary operations include excavated and fill soil staging, soil dew atering, drainage 
and storm w ater treatment, and air monitoring during excavation. Transportation and disposal 
costs assume 5% TSCA and 95% non-TSCA by w eight. Post-installation inspections and 
maintenance w ould be performed for vegetative cover and erosion controls. Costs for this 
alternative also include soil sampling in the Area 1 floodplain to identify areas of PCB 
contamination. A list of cost assumptions and unit rates are provided in Appendix H. 

Alterative FPS-4A  Present Worth $6,600,000 
 Total Cost $6,800,000 

5.5 ALTERNATIVE FPS-4B: REMOVAL (RAL 0.5), ICs, AND ECs 

5.5.1 FPS-4B Description 
FPS-4B includes excavation of floodplain soil containing PCBs at concentrations greater than 
0.5 mg/kg, placement of backfill w ith topsoil, restoration, ECs for erosion, and ICs throughout 
Area 1. Soil sampling in Area 1 to identify areas of PCB contamination above the RAL to protect 
and define the remedial footprint w ould be performed as part of remedial design. The RAL for 
this alternative is below  the 2.5 mg/kg residential exposure limit, so remedial design sampling 
and remediation w ill be protective of current and potential future residents in the floodplain.  
 

Project No.:  3293131541 
 5-8  

 



OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site December 19, 2014 
Area 1 Feasibility Study   
  
The extent of removal and backfill for this option is show n on Figure 3-13. For the former 
Plainw ell Impoundment and Plainw ell No. 2 Dam areas, the excavation areas are based on the 
RAL analysis for soil exceeding the 0.5 mg/kg (see Appendix G). For Sections 2 through 8, 
excluding the Plainw ell Dam and Plainw ell Dam No. 2 areas, it w as assumed that removal 
w ould be performed to a depth of 1 foot in a 200-foot-w ide continuous band along the banks on 
each side of the river, approximately 17 miles (Figure 3-13). Floodplains adjacent to Section 1 
w ould not be included because this portion of the river does not exhibit sediment SWACs 
greater than 0.33 mg/kg. Therefore, it is unlikely that floodplain soil along Section 1 w ould be a 
medium of concern. 

The total extent of floodplain soil removal for this alternative encompasses approximately 
850 acres of riparian habitat to a removal depth of 12 inches, resulting in a total neatline 
removal volume of approximately 1,400,000 cy. Post-removal backfill consisting of up to 
6 inches of borrow  fill (700,000 cy), and 6 inches (700,000 cy) of topsoil w ould be placed over 
the excavation areas (quantities in cost estimates include adjustments because of 
constructability considerations). 

Implementation w ould begin w ith construction of access roads and material and equipment 
staging areas. Appropriate storm w ater erosion and sedimentation controls w ould be installed 
before construction. Other ancillary activities for FPS-4B are similar to FPS-3B, but at a much 
larger scale. These activities w ould include excavated material management, backfill and topsoil 
delivery and staging, post-excavation cover verification, w ater management, dust 
monitoring/control, transport and disposal, seeding, and erosion control. 

This alternative w ould include implementation of an LTM program including inspections to 
evaluate conditions of the vegetative cover and ECs. The monitoring duration w ould begin as 
construction is completed and continue until year 30. Inspections w ould be performed annually 
for five years follow ing completion of construction and then every five years thereafter 

5.5.2 FPS-4B Alternative Evaluation 
5.5.2.1 Overall Protection of Human Health and the Environment 
Removal of floodplain soil to an RAL of 0.5 mg/kg w ould provide protection to human health and 
the environment for PCBs. Non-PCB constituents including metals and organic compounds are 
collocated w ith PCB in soil in Area 1 so that removal w ould provide protection from exposure to 
PCBs and these constituents as w ell, as discussed in Appendix M of the SRI report (ARCADIS 
2012a). How ever, removal of sediment w ith PCB concentrations greater than 0.5 mg/kg w ould 
only be gained at the expense of extensive destruction of 850 acres of habitat. This level of 
impact to the riparian habitat along approximately 17 miles of river renders the alternative not 
protective because the habitat and w ildlife may not fully recover. This alternative destroys vast 
areas of habitat and w ildlife it is intended to protect. 

5.5.2.2 Compliance with ARARs 
This alternative w ould not comply w ith all ARARs. For example, it w ould be difficult to obtain a 
w aiver for wetland destruction of 850 acres. 

5.5.2.3 Long-Term Effectiveness 
FPS-4B w ould be effective in removing PCBs, but w ould not be effective at protecting ecological 
receptors in the long term due to extensive habitat destruction. 
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5.5.2.4 Short-Term Effectiveness 
This alternative w ould not be protective in the short term due to the long implementation time 
(more than10 years) and extensive habitat destruction. 

5.5.2.5 Reduction in TMV through Treatment 
Removal w ould not reduce volume through treatment, but w ould reduce the volume of PCB-
containing floodplain soil in Area 1. 

5.5.2.6 Implementability 
The area of impact including access roads and staging w ould be excessive. Conventional 
removal/dew atering equipment w ould be applied. The amount of truck traffic along local roads 
w ould be very frequent for an extended period. Obtaining access agreements for such a large-
scale area of impact on private residential and commercial properties along approximately 
17 miles of river is unrealistic, and may not be possible even w ith compensation. Obtaining an 
approval/w aiver for this level of w etland/riparian habitat destruction w ould be unlikely. The time 
to complete construction w ould be greater than 10 years. 

5.5.2.7 Cost 
The FPS-4B cost estimate is presented in Table 5-4. A present w orth analysis was performed 
using a discount rate of 7% in accordance w ith USEPA guidance (USEPA 1988a). Work 
involves excavating 850 acres to a depth of 1 foot, laying a geotextile over the excavated area, 
backfilling w ith borrow  soil and topsoil, and revegetating w ith a native seed mix and w oody 
plantings. Ancillary operations include excavated and fill soil staging, soil dew atering, drainage 
and storm w ater treatment, and air monitoring during excavation. Transportation and disposal 
costs assume 5% TSCA and 95% non-TSCA by w eight. Post-installation inspections and 
maintenance w ould be performed for vegetative cover and erosion controls. Costs for this 
alternative also include soil sampling in the Area 1 floodplain to identify areas of PCB 
contamination. A list of cost assumptions and unit rates are provided in Appendix H. 

Alterative FPS-4B  Present Worth $335,000,000 
 Total Cost $486,000,000 

5.6 COMPARATIVE ANALYSIS OF FLOODPLAIN SOIL ALTERNATVIES 
The comparative analysis of the floodplain soil remedial alternatives is presented in Table 5-5. 
Floodplain soil sampling to evaluate PCB contamination in Area 1 w ill be performed as part of 
each remedial alternative, except for the FPS-1 (the no action alternative), and w ould be more 
extensive for FPS-4B. Alternatives FPS-3 and FPS-4A (capping and excavation to an RAL of 20 
mg/kg, respectively) are the most favorably compared, w ith FPS-3 being slightly more favorable. 
FPS-3 is roughly half the cost of FPS-4A because it does not require excavation, dew atering, 
transport, and disposal, and is easier to implement w ith less exposure risk to w orkers and the 
public. The capping option w ould be more favorable but for the fact that it w ould result in an 
elevation change to a portion of the floodplain, a factor that w ould trigger a floodplain impact 
assessment and approvals before implementation. Both alternatives provide the highest overall 
cost/benefit because they achieve PRGs immediately upon completion w ith limited habitat 
destruction. Construction is estimated to take one year for both alternatives. Although the soil 
remedial alternatives are presented as either capping or removal follow ed by capping, it is 
recommended that both capping and removal be considered in the remedial design phase. 
Areas w ithin the seven acres that are not immediately adjacent to the river (approximately 2 
acres) may be candidates for capping as part of an overall remedial action.  
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FPS-2 (MNR) and FPS-1 (No Further Action) are the next most favorable, w ith favorable 
comparisons for cost and implementability. The time to reach chemical-specific ARARs and 
PRGs using these options is unknow n. Under MNR, the rate of natural recovery w ould be 
evaluated over time. 

The Area 1-w ide removal to RAL 0.5 is the least favorable of the five alternatives. This is due to 
the long implementation time, intensive habitat destruction, long recovery time, and 
improbability of obtaining an approval/access rights to excavate 850 acres of w etland/riparian 
stream buffer. The extent of habitat destruction and bank restoration/maintenance activity 
required for this alternative w ould significantly prolong habitat recovery time, and the ecosystem 
may never fully recover to its current state. This alternative destroys vast areas of habitat and 
w ildlife it is intended to protect and is not considered protective. 

Overall, remedial alternative FPS-3 is the most favorable because it is the least invasive to 
habitat w ith the low est short-term exposure risk during implementation (to w orkers and the 
public), and meets the threshold criteria (protecting human health and the environment and 
meeting ARARs) w ithin the least amount of time (one year). 
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6.0 CONCLUSIONS 

Each of the sediment and floodplain soil alternatives identified below  w ere evaluated in detail 
individually and comparatively against the criteria established in 40 CFR §300.430(e)(9)(iii) in 
Sections 4.0 and 5.0. The nine evaluation criteria are listed below . 

Threshold 
• Overall protection of human health and the environment 
• Compliance w ith ARARs 
 
Balancing 
• Short-term effectiveness 
• Long-term effectiveness 
• Reduction of TMV through treatment 
• Implementability 
• Cost 
 
Modifying 
• State acceptance 
• Community acceptance 

The remedial alternatives w ere evaluated for the first seven criteria and then compared w ith one 
another to identify their respective strengths and w eaknesses. Tw o criteria, State and 
community acceptance, are not evaluated because they w ill be based on comments received 
and addressed in the Proposed Plan Public Meeting and ROD follow ing the public review  
period. 

The evaluation of the seven criteria considered in this FS is presented in Table 4-10 (sediment 
alternatives) and Table 5-5 (floodplain soil alternatives). 

6.1 SEDIMENT REMEDIAL ALTERNATIVES 
The Area 1 sediment remedial alternatives categorized by remediation area are listed below . 

• No Further Action 

• S-2: MNR, ICs, and ECs 

• S-3A: Removal of Hot Spot Areas and Crow n Vantage Side Channel, MNR, ICs, and 
ECs 

• S-3B: Removal of Hot Spot Areas, In-situ Capping for Crow n Vantage Side Channel, 
MNR, ICs, and ECs 

• S-4A: Removal of Hot Spot Areas, Crow n Vantage Side Channel, and Section 3 River 
Channel Edges, MNR, ICs, and ECs 

• S-4B: Removal of Hot Spot Areas and Section 3 Channel Edges, In-situ Capping for 
Crow n Vantage Side Channel, MNR, ICs, and ECs 

• S-5: Area 1-Wide Removal (RAL 1), MNR, ICs, and ECs 
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It is assumed that all active remedial alternatives w ill include an LTM program and maintenance 
of institutional and erosion controls until long-term goals are achieved. Active remedial 
alternatives w ould also include additional sampling in Section 8 to document post-TCRA 
conditions and additional sampling for hot spot areas from RM70.5 to RM71.25 and at RM71.65 
(Portage Creek confluence). 

Identification of the remedial area footprints w ill be confirmed through remedial design sampling. 

6.1.1 S-1: No Further Action 
The No Further Action remedial alternative w ould rely on natural recovery processes following 
the TCRAs and OU source control activities previously completed and ongoing in and next to 
Area 1 (summarized in Section 1.3.4). No active remediation or monitoring w ould be included 
under this alternative. Changes to sediment conditions or PCB concentrations in the w ater 
column and fish tissue w ould result from natural recovery processes. These processes include 
deposition of cleaner sediment from the w atershed, mixing of surface and cleaner sediment, 
and, possibly, biodegradation. 

S-1 is a baseline against w hich other Area 1 sediment alternatives are compared. The time to 
reach protective levels and compliance w ith PRGs could be lengthy in achieving overall 
protection of human health and the environment and compliance w ith ARARs. No cost is 
associated w ith this alternative.  

6.1.2 S-2: MNR, ICs, and ECs 
This alternative applies MNR and ICs/ECs and relies on natural recovery processes following 
the active remediation activities conducted as part of the TCRAs and OU source control 
activities (see Section 1.3.4). Further improvements beyond current conditions and progress 
tow ard RAOs w ould rely on ongoing natural recovery processes. Existing ICs/ECs (fish 
consumption advisories and w arning signs) w ould continue under S-2. MNR w ould include 
implementation of an LTM program to confirm the ongoing effects of natural processes and 
inspections to document and control erosion. 

The time to reach protective levels and compliance w ith PRGs is estimated at 87 to 145 years 
after ROD issuance, depending on fish type. Cost is estimated at $2,700,000. 

6.1.3 S-3A: Removal of Hot Spot Areas and Crown Vantage Side Channel, MNR, ICs, 
and ECs 

Alternative S-3A includes the removal of 19,500 cy of sediment in five hot spot areas in Sections 
2, 3, and 4 (KPT-19, KPT-20 KRT-4, and KRT-5, and S-IM1) and the Crow n Vantage side 
channel w ith MNR, ICs and ECs throughout Area 1. The remediation area boundaries are 
show n on Figures 3-1 through 3-3. The mass of PCB that w ould be removed from the river 
through this alternative is estimated to be approximately 390 kg. LTM and ICs/ECs w ould be 
implemented over an assumed 30-year period throughout Area 1 as described for Alternative 
S-2 for MNR. Inspections and maintenance of the restored areas w ould be included as part of 
the visual inspection program. This alternative also includes sampling during the remedial 
design for additional hot spot areas in the remedial reach (spanning Sections 2, 3, and 4), and 
to assess current post-TCRA conditions in Section 8. It is assumed for costing purposes that 
tw o additional hot spots w ould be identified and remediated. 

This alternative w ould reach protective levels in fish in 32 to 118 years after ROD issuance, 
depending on fish type. The time to complete construction is approximately 1 to 2 years, at an 
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estimated cost of $13,100,000 to $16,600,000, depending on the number of hot spot areas 
identified during remedial design sampling. The cost range represents 0 to 2 additional hot spot 
areas in addition to the 5 know n hot spot areas.  

6.1.4 S-3B: Removal of Hot Spot Areas, In-Situ Capping for Crown Vantage Side 
Channel, MMR, ICs, and ECs 

Alternative S-3B w ould include the activities described for alternative S-3A for removing 
15,600 cy of sediment in the know n hot spot areas plus capping of the Crow n Vantage side 
channel. The cap area for the Crow n Vantage side channel is approximately 1.2 acres. 
Remedial design sampling and LTM w ould be the same as for alternative S-3A. LTM w ould be 
performed over an assumed 30-year MNR period, w ith additional inspection and maintenance 
for the Crow n Vantage side channel area cap. Additional ECs for erosion control are assumed 
w ithin the 30-year evaluation period. 

This alternative w ould reach protective levels in fish in 32 to 118 years after ROD issuance, 
depending on fish type. The time to complete construction is approximately 1 to 2 years w ith an 
estimated cost of $12,200,000 to $15,700,000, depending on the number of hot spot areas 
identified during remedial design sampling. The cost range represents 0 to 2 additional hot spot 
areas in addition to the 4 know n hot spot areas.  

6.1.5 S-4A: Removal of Hot Spot Areas, Crown Vantage Side Channel, and Section 3 
River Channel Edges, MNR, ICs, and ECs 

This alternative includes the activities described for alternative S-3A plus the addition of 
excavating sediment along the edges of the Section 3 river channel that exceed 1 mg/kg 
(Figure 3-8). The total estimated removal volume for the four hot spot areas, Crow n Vantage 
side channel, and the Section 3 channel edges is 63,900 cy, spanning approximately 15 acres.  

The edge removal in Section 3 w ould span roughly 80% of each bank, or 1.4 miles along each 
side of the river. The mass of PCB that w ould be removed from the river edges is an additional 
54 kg above that achieved in Alternative S-3A. The total PCB removal estimate for this 
alternative is approximately 444 kg. LTM w ould be the same as for alternative S-3A over an 
assumed 30-year period, w ith additional EC inspection and erosion control maintenance for the 
Section 3 edges. 

This alternative w ould reach protective levels in fish in 25 to 108 years after ROD issuance, 
depending on fish type. The time to complete is approximately 4 years, at an estimated cost of 
$33,700,000 to $37,200,000, depending on the number of hot spot areas identified during 
remedial design sampling. The cost range represents 0 to 2 additional hot spot areas in addition 
to the 4 know n hot spot areas.  

6.1.6 S-4B: Removal of Hot Spot Areas and Section 3 Channel Edges, In-situ Capping 
for Crown Vantage Side Channel, MNR, ICs, and ECs 

This alternative includes the activities described for alternative S-4A for removing 59,900 cy of 
sediment in the know n hot spot areas/Section 3 river edges w ith capping of the Crow n Vantage 
side channel (as described in alternative S-3B) instead of removal. The cap area for the Crow n 
Vantage side channel is approximately 1.2 acres. LTM w ould the same as for alternative S-3B 
over an assumed 30-year period, w ith additional inspection and maintenance for erosion 
controls. 
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This alternative w ould reach protective levels in fish in 25 to 108 years after ROD issuance, 
depending on fish type. The time to complete is approximately 4 years, at an estimated cost of 
$32,300,000 to $35,800,000, depending on the number of hot spot areas identified during 
remedial design sampling. 

6.1.7 S-5: Area 1-Wide Removal (RAL 1), MNR, ICs, and ECs 
Alternative S-5 includes excavation of sediment exceeding 1 mg/kg total PCB throughout the 
river in Area 1 (Figures 3-9a through 3-9e) A range of excavation area (140 to 300 acres) and 
volume (300,000 to 490,000 cy) w as estimated. LTM w ould the same as for alternative S-3A 
over an assumed 30-year period, w ith additional inspections and maintenance of ECs for 
erosion control. 

This alternative w ould reach protective levels in fish in 47 to 110 years after ROD issuance, 
depending on fish type. Implementation of this alternative is estimated to require 18 to 30 years 
to complete w orking w ith one crew  sequentially from upstream to dow nstream. To complete 
construction in a more reasonable time of 6 to 10 years, three crew s would work 
simultaneously. Working three crew s simultaneously w ould potentially result in cross-
contamination through resuspension in one w ork area and migration into another. The 
estimated cost ranged betw een $202,000,000 and $337,000,000, depending on the 
assumptions associated w ith the size of the area requiring remediation.  

6.1.8 Comparative Analysis of Sediment Alternatives 
The comparative analysis of the sediment remedial alternatives is presented in Table 4-10. 
Alternatives S-3B and S-3A w ere the most favorable, w ith an advantage to S-3B because of a 
slightly low er cost and ease of implementability compared to S3A. How ever, S-3B w ould require 
long term maintenance for materials capped in place. Both alternatives provide the highest 
overall cost/benefit because they significantly reduce SWACs in Section 3 w ith minimal habitat 
destruction and achieve PRGs in a timeframe of 32 to 118 years from ROD issuance, 
depending on fish species. 

Alternatives S-4B and S-4A are the next most favorable, respectively. S-4B is favored due to 
slightly low er cost and ease in implementability. How ever, S-4B w ould require long term 
maintenance for materials capped in place. These alternatives cost roughly 3 times more to 
implement than the most favorable alternative, S-3B, w ith a small improvement in risk reduction 
and significant increase in habitat destruction. The modest improvement in estimated post-
remediation SWAC for these alternatives reduce the overall time by 7 to 10 years to achieve fish 
tissue goals compared to S-3B/S-3A. 

S-2 (MNR) and S-1 (No Further Action) compared favorably only for cost and implementability. 
Both alternatives require 87 to 145 years from ROD issuance to meet PRGs, depending on fish 
species. 

The Area 1-w ide removal to RAL 1 (S-5) is the least favorably compared of the seven 
alternatives. This is due to the long implementation time, intensive habitat destruction, long 
recovery time, and anticipated sediment suspension/migration issues resulting from 
simultaneous activity at multiple dredging sites for a construction period of 6 to 10 years w ith 
three dredge crew s. The extent of habitat destruction and restoration/maintenance activity 
required for this alternative w ould significantly prolong habitat recovery times. This extensive 
removal effort spanning Area 1 results in a slow er overall rate of fish tissue improvement due to 
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resuspension and increased ecological exposures during the 6 to 10 years required to 
implement this alternative compared to all other removal/capping alternatives. 

Overall, remedial alternative S-3B is preferred because it preserves habitat and meets the 
threshold criteria for protecting human health and environment and meeting ARARs w ithin the 
least amount of time (32 years for smallmouth bass fillets and 118 years for carp fillets). 

6.2 FLOODPLAIN SOIL REMEDIAL ALTERNATIVES 
The Area 1 floodplain soil remedial alternatives categorized by remedial technology are listed 
below : 

• FPS-1: No Further Action 
• FPS-2: MNR, ICs, and ECs 
• FPS-3: Capping (RAL 20) ICs, and ECs 
• FPS-4A: Removal (RAL 20), ICs, and ECs 
• FPS-4B: Removal (RAL 0.5), ICs, and ECs 

6.2.1 FPS-1: No Further Action 
No Further Action considers only the results of removal action and source control activities 
previously completed and currently in progress in and next to Area 1 (see Section 1.3.4). Under 
this alternative, no additional sampling, active remediation, or monitoring w ould be conducted. 
Natural recovery processes would occur; how ever, a rate of deposition for such natural recovery 
processes is unknow n. The primary mechanism for natural attenuation of PCBs in surface soil is 
anticipated to be the deposition of cleaner sediment during periodic flooding events, filtering of 
storm runoff from upland areas, and accumulation of vegetative debris. This deposition over 
time w ould effectively become a natural cap, w hich would reduce the bioavailability of PCBs in 
floodplain soil.  

FPS-1 is a baseline against w hich other Area 1 floodplain soil alternatives are compared. The 
time to reach protective levels and compliance w ith PRGs could be lengthy in achieving overall 
protection of human health and the environment and compliance w ith ARARs. No cost is 
associated w ith this alternative. 

6.2.2 FPS-2:  MNR, ICs, and ECs 
Under FPS-2, no further remediation w ould be conducted beyond those performed as part of 
the source control actions and completed TCRAs. Progress tow ard achieving PRGs w ould rely 
on natural recovery processes and the maintenance of existing ECs. ICs w ould also apply to 
restrict disturbance of the soil surface to allow  these natural recovery processes to occur. 
Ongoing natural recovery w ould reduce PCB concentrations and risk from exposure over time. 
These natural recovery processes would act at relatively slow  rates. Additional soil core 
sampling over time and depositional studies w ould be performed w ith this alternative to quantify 
the rate of recovery because the future rate of natural recovery is unknow n at this time. This 
alternative w ould include implementation of an LTM program. Floodplain status inspections to 
inspect the previously installed ECs and monitor for erosion w ould be performed. 

The time to reach protective levels and compliance w ith PRGs could be lengthy in achieving 
overall protection of human health and the environment and compliance w ith ARARs. LTM cost 
is estimated at $290,000, w hile floodplain sampling is estimated at an additional $1,000,000.  
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6.2.3 FPS-3: Capping (RAL 20) ICs, and ECs  
FPS-3 involves capping 7 acres of floodplain soil in the former Plainw ell Impoundment w ith PCB 
concentrations greater than a RAL of 20 mg/kg in contiguous areas of one-quarter acre or 
larger, and implementation of ICs/ECs w ith LTM. The anticipated locations of remedial areas for 
this scenario are show n on Figure 3-12, and the actual cap areas/footprints w ould be 
determined based on additional remedial design sampling. Soil sampling for PCBs in the 
floodplain w ould also be performed prior to or during remedial design. Capping w ould be 
achieved by placing 6 inches of borrow  material and 6 inches of topsoil over the remediation 
area to provide a new  ecological habitat zone (i.e., the top 6 inches), plus a 6-inch buffer. LTM 
w ould be required to verify cap performance over time, and periodic maintenance w ould be 
carried out as necessary to preserve or restore the integrity of the cap. ICs (land use 
restrictions) w ould be procured for the cap area to limit disturbance of the cap. 

This alternative w ould be protective of human health and the environment. It results in 98% to 
100% of home ranges for ecological receptors being below  the PRG of 11 mg/kg. Caps are 
proven technologies that are effective in the short and long term and are readily implementable. 
Time to complete follow ing ROD issuance and remedial design is approximately 1 year, at an 
estimated cost of $2,800,000, plus an additional $1,000,000 for floodplain sampling.  

6.2.4 FPS-4A:  Removal (RAL 20), ICs, and ECs  
FPS-4A consists of excavating 11,300 cy of floodplain soil w ith PCB concentrations greater than 
an RAL of 20 mg/kg in contiguous areas of one-quarter acre or larger, the placement of clean 
backfill/ topsoil in excavated areas to restore floodplain grade elevations, and the 
implementation of ICs/ECs and LTM. The total excavation footprint w ould be approximately 
7 acres in the former Plainw ell Impoundment, as show n on Figure 3-12. The actual excavation 
areas/footprints w ould be determined based on additional remedial design sampling. Soil 
sampling in Area 1 for PCBs in the floodplain outside of the former Plainw ell Impoundment 
TCRA study area w ould also be performed prior to or during remedial design. 

Excavation w ould be completed to a target standard depth of 12 inches to remove contaminated 
soil in the ecological exposure zone (i.e., the top 6 inches), plus a 6-inch buffer. A geotextile 
fabric w ould be placed over the completed excavation area. Backfill w ould include 6 inches of fill 
soil and a minimum 6-inch topsoil cover to support revegetation and restoration of ecological 
habitat. LTM w ould be required to evaluate backfill erosion, vegetative cover, and ECs over 
time. Periodic maintenance w ould be carried out as necessary to repair or maintain the integrity 
of these systems. ICs (land use restrictions) w ould be implemented. 

This alternative w ould be protective of human health and the environment and is compliant w ith 
ARARs. It results in 98% to 100% of home ranges for ecological receptors being below  the PRG 
of 11 mg/kg. The time to complete follow ing ROD issuance and remedial design is 
approximately 1 year, at an estimated cost of $5,800,000, plus an additional $1,000,000 for 
floodplain sampling. 

6.2.5 FPS-4B: Removal (RAL 0.5), ICs, and ECs  
FPS-4B includes excavation of 1,400,000 cy of floodplain soil containing PCBs at 
concentrations greater than 0.5 mg/kg, placement of backfill w ith topsoil, restoration, ECs for 
erosion, and ICs throughout Area 1. Soil sampling for PCBs in the floodplain (Section 3.2.3.2) 
w ould be performed prior to or during remedial design. The extent of removal and backfill for 
this option is show n on Figure 3-13. For the former Plainw ell Impoundment and Plainw ell No. 2 
Dam areas, the excavation areas are based on the RAL analysis for soil exceeding the 0.5 
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mg/kg (see Appendix G). For Sections 2 through 8, excluding the Plainw ell Dam and Plainw ell 
Dam No. 2 areas, it w as assumed that removal w ould be performed to a depth of 1 foot in a 
200-foot-w ide continuous band along the banks on each side of the river, approximately 17 
miles (Figure 3-13). Floodplains next to Section 1 w ould not be included because this portion of 
the river does not exhibit sediment SWACs greater than 0.33 mg/kg. Therefore, it is unlikely that 
floodplain soil along Section 1 w ould be a medium of concern. 

The total extent of floodplain soil removal for this alternative encompasses approximately 
850 acres of riparian habitat to a removal depth of 12 inches, resulting in a total neatline 
removal volume of approximately 1,400,000 cy. Post-removal backfill consisting of up to 
6 inches of borrow  fill (700,000 cy), and 6 inches (700,000 cy) of topsoil w ould be placed over 
the excavation areas. This alternative w ould include implementation of an LTM program 
including inspections to evaluate conditions of the vegetative cover and ECs. 

Removal of floodplain soil to an RAL of 0.5 mg/kg w ould provide protection to human health and 
the environment from exposure to PCBs but at the expense of extensive destruction of 850 
acres of habitat. This level of impact to the riparian habitat along approximately 17 miles of river 
renders the alternative not effective in protecting habitat and receptors because the habitat and 
w ildlife may not fully recover. This alternative destroys vast areas of habitat and w ildlife it is 
intended to protect. This alternative w ould not comply w ith all ARARs. For example, it w ould be 
difficult to obtain a w aiver for w etland destruction of 850 acres. FPS-4B w ould not be effective in 
the short or long term because of the extensive destruction of habitat. Implementation w ould 
difficult and w ould require extensive access roads and staging areas, and access to numerous 
properties. Time to complete follow ing ROD issuance and remedial design is greater than 10 
years, at an estimated cost of $486,000,000.  

6.2.6 Comparative Analysis of Floodplain Soil Alternatives 
The comparative analysis of the floodplain soil remedial alternatives is presented in Table 5-5. 
Alternatives FPS-3 and FPS-4A (capping and excavation to an RAL of 20 mg/kg, respectively) 
are the most favorable, w ith FPS-3 slightly preferred. FPS-3 is roughly half the cost of FPS-4A 
because it does not require excavation, dew atering, transport, and disposal, and is easier to 
implement w ith less exposure risk to w orkers and the public. Both alternatives provide the 
highest overall cost/benefit because they achieve PRGs immediately upon completion w ith 
limited habitat destruction. Construction is estimated to take one year for both alternatives. 
Although the soil remedial alternatives are presented as either capping or removal follow ed by 
capping, it is recommended that both capping and removal be considered in the remedial 
design phase. Areas w ithin the seven acres that are not immediately adjacent to the river 
(approximately 2 acres) may be candidates for capping as part of an overall remedial action.  

FPS-2 (MNR) and FPS-1 (No Further Action) are the next most favorable, w ith favorable 
comparisons for cost and implementability. The time to reach chemical-specific ARARs and 
PRGs using these options is unknow n. Under MNR, the rate of natural recovery w ould be 
evaluated over time. 

The Area 1-w ide removal to RAL 0.5 is the least favorable of the five alternatives. This is due to 
the long implementation time, intensive habitat destruction, long recovery time, and 
improbability of obtaining an approval/access rights to excavate 850 acres of w etland/riparian 
stream buffer. The extent of habitat destruction and bank restoration/maintenance activity 
required for this alternative w ould significantly prolong habitat recovery time, and the ecosystem 
may never fully recover to its current state. This alternative destroys vast areas of habitat and 
w ildlife it is intended to protect. 
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Overall, remedial alternative FPS-3 is the most favorable: it is the least invasive to habitat w ith 
the low est short-term exposure risk during implementation (to w orkers and the public), and 
meets the threshold criteria (protecting human health and the environment and meeting ARARs) 
w ithin the least amount of time (one year). 
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Table 1-1 

Summary of Historical RI Activities and Data Available for Area 1 (4) 

Area 1, OU-5 Kalamazoo River 

 
 

Source Investigation Data Generated 

Responsible 

Party Data
1 

Remedial 

Investigations 

Sediment transect probing data, 1993 

Sediment PCB and total organic carbon (TOC) data, 1993 

Sediment particle size data, 1993 

Floodplain soil data, 1993 

Exposed sediment PCB and TOC data, 1993 

Surface water data, 1993 

Fish data, multiple locations, 1993 

Exposed sediment earthworm and mouse sampling, 1993 

Supplemental 

Investigations 

Fish data, multiple locations, 1999 

Geotechnical sediment sampling, 1999 

Sediment PCB and TOC data, 1999-2000 

Ocean Surveys, Inc. (OSI) bathymetry maps, 1999 

Sediment erodibility data (Lick UCSB)2, 1999 

Surface water PCB loading data, 1999-2000 

Erosion pin measurements, 2000-2002 

Ecological risk assessment sampling (Giesy MSU)3 2000-2003 
Finely sectioned sediment PCB, TOC, and radionuclide 
data, 1999 

Former Plainwell 

Impoundment 

Investigations 

Plainwell bank profile survey data, 2003 

Plainwell top-of-bank PCB sampling, 2003 

Plainwell habitat description and classification, 2003 

Sediment sampling in support of removal design, 2006 

Agency Data 

MDEQ Long-Term Monitoring Data (surface water, fish), 
1999, 2000, 2001, 2002-2008, 2009, 2011 (ongoing) 
USEPA Phase I (grid) sediment and soil sampling, 2001 

USEPA Phase II (radial) sediment and soil sampling, 2001 
MDEQ post-TCRA sampling in former Plainwell Impoundment 
(soil, sediment, and geomorphic data collection), 2008 

 

Notes: 
1. Only data collected by Georgia-Pacific, USEPA, or MDEQ are included in this table. Weyerhaeuser has also collected 

data within the Site, but those data are not listed here. 
2. The sediment erodibility/resuspension data were collected and analyzed under the direction of Dr. Wilbert Lick of the 

University of California at Santa Barbara (UCSB). 
3. Supplemental ecological field sampling program was carried out by staff from the Michigan State University‘s (MSU) 

Aquatic Toxicology Laboratory - Department of Zoology and the National Food Safety and Toxicology Center under the 
direction of Dr. John Giesy of MSU. 

4. Source: Table 2-1 Area 1 SRI Report (ARCADIS 2012a) 

 

 



Section Interval SWAC
Number 
of Data 
Points

Section 1 0-6" 0.11 90 <DL 0.28
Section 2 0-6" 0.23 42 0.14 0.33
Section 3 0-6" 2.19 33 <DL 5.59
Section 4 0-6" 0.42 92 <DL 1.16
Section 5 0-6" 0.24 64 0.07 0.42
Section 6 0-6" 0.72 43 <DL 1.91
Section 7 0-6" 0.72 13 <DL 1.76
Mill Race 0-6" 0.33 17 <DL 0.91
Section 8 0-6" 1.77 29 <DL 5.74

Section 1 6-12" 0.06 87 0.01 0.12
Section 2 6-12" 0.22 40 0.10 0.34
Section 3 6-12" 4.25 32 <DL 10.11
Section 4 6-12" 0.24 83 <DL 0.48
Section 5 6-12" 0.11 58 <DL 0.23
Section 6 6-12" 0.31 34 0.04 0.58
Section 7 6-12" 0.66 11 <DL 2.40
Mill Race 6-12" 0.21 12 <DL 0.56
Section 8 6-12" 1.79 22 <DL 5.28

Section 1 12-24" 0.12 66 <DL 0.35
Section 2 12-24" 1.05 26 <DL 5.16
Section 3 12-24" 18.13 26 <DL 42.67
Section 4 12-24" 0.26 49 <DL 0.78
Section 5 12-24" 0.09 29 <DL 0.27
Section 6 12-24" 0.39 26 <DL 0.98
Section 7 12-24" 0.76 8 <DL 2.29
Mill Race 12-24" 0.07 11 <DL 0.17
Section 8 12-24" 2.97 14 <DL 9.09

Notes:

DL = Detection Limit

PREPARED BY/DATE: NTG 5/20/13
CHECKED BY/DATE: LSV 6/13/13

Table 1-2 
SWAC Calculations By Section and Bounds on Confidence Limits

 Area 1, OU-5 Kalamazoo River

Chebyshev Area-
weighted (5% LCL, 95% 

UCL) CI Bounds **

* SWAC calculation by both GIS and R's SDMTools utilities

** Chebyshev nonparametric bounds on the confidence limits about the 
mean are not the actual confidence limits (which may not be exactly 
calculated if data does not fit a known distribution). The bounds are 
confidence limit values that cannot be exceeded no matter what the 
distribution of the underlying data really is.  The true LCL and UCL must 
lie within the bounds, but are often quite a bit within these bounds (i.e. 
the true UCL may be quite noticeably less than the UCL bound.)  For this 
reason, the nonparametric bound on the UCL is generally overly 
conservative and should not be used as an exposure point 
concentration.     
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Table 1-3 
Post-TCRA Mean PCB Concentrations by Floodplain Soil Area1 

Area 1, OU-5 Kalamazoo River 
 

Soil Area 

Mean PCB Concentration 

(mg/kg)2 

Surface3 Subsurface All depths 

Soil Area 1: 0.76 0.30 0.46 

Soil Area 2: 2.1 0.48 0.99 

Soil Area 3: 1.6 2.0 1.9 

Soil Area 4: 8.5 1.9 3.4 

Notes: 

1. Data set represents post-TCRA conditions. 
2. Results rounded to two significant digits.  
3. Average of surface intervals includes all samples with a depth interval starting at 

the ground surface 
Source: ARCADIS 2012a, Table 6-33 

 



Smallmouth Bass Fillet

Intercept Intercept SE Slope Slope SE Adj. R
2

p Intercept Intercept SE Slope Slope SE Adj. R
2

p C0 C0 SE k k SE θ θ SE

ABSA-03 77.85 ± 22.8 -0.04 ± 0.011 0.18 0.002 4631 ± 1372 -2.28 ± 0.69 0.19 0.002 86.5 ± 8.9 1.66E-06 ± 3.0E-05 3.46 ± 4.5

ABSA-04 -2.28 ± 18.1 0.003 ± 0.009 0.00 0.721 -1883 ± 1760 0.98 ± 0.88 0.00 0.268

ABSA-05 54.40 ± 22.0 -0.02 ± 0.011 0.05 0.027 3993 ± 4338 -1.93 ± 2.17 0.00 0.376

Urban 24.50 ± 18.3 -0.01 ± 0.009 0.00 0.266 529 ± 1519 -0.23 ± 0.76 0.00 0.762

Dams 60.03 ± 18.2 -0.03 ± 0.009 0.07 0.003 5127 ± 3227 -2.50 ± 1.61 0.01 0.124

Smallmouth Bass YOY WB

Intercept Intercept SE Slope Slope SE Adj. R
2

p Intercept Intercept SE Slope Slope SE Adj. R
2

p C0 C0 SE k k SE θ θ SE

ABSA-03 73.23 ± 32.6 -0.03 ± 0.016 0.25 0.057 1540 ± 751 -0.76 ± 0.37 0.22 0.071 30.7 ± 6.5 0.00369 ± 0.092 1.68 ± 7.8

ABSA-04 147.69 ± 84.3 -0.07 ± 0.042 0.09 0.104 2918 ± 2025 -1.44 ± 1.01 0.05 0.170

ABSA-05 197.85 ± 21.1 -0.10 ± 0.011 0.77 <0.001 6610 ± 473 -3.28 ± 0.24 0.88 <0.001 57.7 ± 2.1 22.09 ± 39.9 -0.53 ± 0.50

Urban 57.20 ± 29.5 -0.03 ± 0.015 0.08 0.079 1161 ± 691 -0.57 ± 0.34 0.06 0.112

Dams 191.28 ± 18.8 -0.09 ± 0.009 0.77 <0.001 6545 ± 416 -3.24 ± 0.21 0.89 <0.001

Common Carp

Intercept Intercept SE Slope Slope SE Adj. R
2

p Intercept Intercept SE Slope Slope SE Adj. R
2

p C0 C0 SE k k SE θ θ SE

ABSA-03 99.79 ± 25.8 -0.05 ± 0.013 0.25 0.001 9386 ± 2532 -4.64 ± 1.26 0.25 0.001

ABSA-04 49.64 ± 16.8 -0.02 ± 0.008 0.07 0.008 4341 ± 1508 -2.12 ± 0.75 0.08 0.006

ABSA-05 65.04 ± 14.0 -0.03 ± 0.007 0.15 <0.001 4908 ± 1731 -2.40 ± 0.87 0.06 0.007

Urban 51.68 ± 18.2 -0.02 ± 0.009 0.06 0.011 3817 ± 1608 -1.86 ± 0.80 0.05 0.023

Dams 63.93 ± 11.7 -0.03 ± 0.006 0.17 <0.001 5238 ± 1380 -2.57 ± 0.69 0.10 <0.001

Notes:

YOY WB = young of year whole body

Mixed-order Model uses Equation 5 in Stow et al. 1999: Ct = {C0
(1-q)

-kt(1-q)}
(1/(1-q))

Urban section includes fish collected between Kalamazoo Ave (near middle of ABSA-03) to D Avenue (near middle of ABSA-04)

Dams section includes fish collected between D Avenue (near middle of ABSA-04) to the Former Plainwell Dam at the end of ABSA-05

p  <0.05 indicates a slope significantly different than zero

Adj. R
2
 = Adjusted R-squared

SE = standard error PREPARED/DATE: LSV 6/10/2013

CHECKED/DATE: NTG 2/20/2014

Log-Linear Model Linear Model Mixed-order Model

Table 1-4

Summary of Regression Statistics for Fish Trends in Area 1 of the Kalamazoo River

Area 1, OU-5 Kalamazoo River

Does Not Converge

Does Not Converge

Does Not Converge

Does Not Converge

Log-Linear Model Linear Model Mixed-order Model

Log-Linear Model Linear Model Mixed-order Model

Does Not Converge

Does Not Converge

Does Not Converge

Does Not Converge

Does Not Converge

Does Not Converge

Does Not Converge

Does Not Converge
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Area 1

Mixed order First order Straight linear Mixed order First order Straight linear Mixed order First order Straight linear

ABSA-03 2.0% 3.4% 4.5% ABSA-03 2.8% 3.2% 3.1% ABSA-03 DNC 4.2% 6.3%

ABSA-04 DNC -0.3% -1.2% ABSA-04 DNC 6.0% 4.8% ABSA-04 DNC 2.1% 2.5%

ABSA-05 DNC 2.3% 1.6% ABSA-05 10.4% 7.7% 9.2% ABSA-05 DNC 2.8% 2.7%

Urban DNC 1.0% 0.3% Urban DNC 2.5% 2.3% Urban DNC 2.2% 2.3%

Dams DNC 2.6% 2.2% Dams DNC 7.5% 9.0% Dams DNC 2.8% 3.0%

Reference Areas

Mixed order First order Straight linear Mixed order First order Straight linear Mixed order First order Straight linear

ABSA-01 5.3% 5.1% 7.7% ABSA-01 DNC 3.5% 3.7% ABSA-01 DNC 0.03% -1.3%

ABSA-02 -1.1% -0.97% -1.0% ABSA-02 DNC -1.7% -1.5% ABSA-02 DNC 3.1% 3.4%

Notes:

Non-significant percent decline

Significant percent decline

Mixed Order model converged PREPARED/DATE: LSV 5/22/13

Negative percent decline values indicate increases in Total PCB concentrations CHECKED/DATE: NTG 2/20/14

Carp Fillet

Lipid Corrected

SMB Fillet SMB Whole Body

Lipid Corrected Lipid Corrected

Table 1-5

Carp Fillet

Lipid CorrectedLipid Corrected

SMB Fillet SMB Whole Body

Lipid Corrected

Percent Decline in Fish Tissue Total PCB Concentrations in Sections of Area 1 and the Reference Area of the Kalamazoo River, Michigan

Area 1, OU-5 Kalamazoo River
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Fish Type / Location / Time Frame Units

Minimum 

Detected 

Concentration

Maximum 

Detected 

Concentration Mean Median

Upper 

Prediction 

Limit Data Distribution

SMB/ABSA 1-Ceresco Reservoir/2000-2006 3 / 33 mg/kg 0.0664 0.0818 0.03 0.05 0.074 Non-Parametric

SMB/ABSA 2-Morrow Lake/2009-2012 31 / 32 mg/kg 0.0829 0.404 0.2 0.2 0.33 Normal

Carp/ABSA 1-Ceresco Reservoir/2000-2006 31 / 32 mg/kg 0.0621 0.582 0.2 0.2 0.69 Gamma

Carp/ABSA 2-Morrow Lake/2009-2012 32 / 32 mg/kg 0.084 1.55 0.5 0.3 1.4 Gamma

PREPARED/DATE: LMS 8/16/13

CHECKED/DATE: MKB 8/18/13

Frequency of 

Detection

Table 1-6

PCB Fish Concentrations for Reference Locations

Area 1, OU-5 Kalamazoo River
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Table 1-7
Exposure Assumptions Used to Estimate Potential Exposures Via the Fish Consumption Pathway1

Angler Exposure Assumptions

Scenario Timeframe:  Current / Future
Medium:  Fish Tissue
Exposure Medium:  Fish Fillet

    
Exposure Receptor Receptor Exposure Parameter Parameter Definition Value Units Intake Equation/

Route Population Age Point Code Model Name

Ingestion All Ages Fish
Fillet Tissue

CF Chemical Concentration in 
Fish Fillet

-- mg/kg Chronic Daily Intake (CDI) (mg/kg-day) =

RF Reduction Factor 0.5 unitless

IR-F Ingestion Rate of Fish 0.078 kg/day CS x RF x IR-F x EF x ED x FI
EF Exposure Frequency 365 days/year BW x AT

EDc / i Exposure Duration - Cancer 
and Immunological 30 years

EDr Exposure Duration - 
Reproductive 2 years

FI Fraction Ingested at Site 50% percent
BW Body Weight 70 kg

AT-C Averaging Time - Cancer 25,550 days

AT-Ni Averaging Time - Non-Cancer 
Immunological 10,950 days

AT-Nr Averaging Time - Non-Cancer 
Reproductive 730 days

Ingestion All Ages Fish
Fillet Tissue

CF Chemical Concentration in 
Fish Fillet

-- mg/kg Chronic Daily Intake (CDI) (mg/kg-day) =

RF Reduction Factor 0.5 unitless

IR-F Ingestion Rate of Fish 0.015 kg/day CS x RF x IR-F x EF x ED x FI
EF Exposure Frequency 365 days/year BW x AT

EDc / i Exposure Duration - Cancer 
and Immunological 30 years

EDr Exposure Duration - 
Reproductive 2 years

FI Fraction Ingested at Site 100% percent
BW Body Weight 70 kg

AT-C Averaging Time - Cancer 25,550 days

AT-Ni Averaging Time - Non-Cancer 
Immunological 10,950 days

AT-Nr Averaging Time - Non-Cancer 
Reproductive 730 days

Ingestion All Ages Fish
Fillet Tissue

CF Chemical Concentration in 
Fish Fillet

-- mg/kg Chronic Daily Intake (CDI) (mg/kg-day) =

RF Reduction Factor 0.5 unitless

IR-F Ingestion Rate of Fish 0.11 kg/day CS x RF x IR-F x EF x ED x FI
EF Exposure Frequency 365 days/year BW x AT

EDc / i Exposure Duration - Cancer 
and Immunological 30 years

EDr Exposure Duration - 
Reproductive 2 years

FI Fraction Ingested at Site 100% percent
BW Body Weight 70 kg

AT-C Averaging Time - Cancer 25,550 days

AT-Ni Averaging Time - Non-Cancer 
Immunological 10,950 days

AT-Nr Averaging Time - Non-Cancer 
Reproductive 730 days

Notes:
Original source of table:  ARCADIS; Modified with permission
1. Source: CDM (2003) Table 3-3
2. CDM (2003) used an exposure duration of 2 years in non-cancer hazard calculations for the reproductive endpoint, and 30 years for the immunological endpoint.

PREPARED BY/DATE: MKB 9/17/13
CHECKED BY/DATE: LMS 10/18/13

Area 1, OU-5 Kalamazoo River

High End Sport 
Angler

Central Tendancy 
Sport Angler

Subsistence 
Angler

Page 1 of 1
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Scenario Timeframe: Current and Future 

Medium: Fish Tissue

Exposure Medium: Fish Fillets

Smallmouth Bass Fillet Total PCBs mg/kg 4&5 0.47 0.77

(2009) mg/kg 4 0.33 0.38

mg/kg 5 0.88 1.3

Carp Fillet Total PCBs mg/kg 4&5 5.7 7.1

(2009) mg/kg 4 5.4 6.6

mg/kg 5 6.5 8.9

76% Smallmouth Total PCBs mg/kg 4&5 1.7 2.3

Bass /24% Carp mg/kg 4 1.6 1.9

(2009) mg/kg 5 2.2 3.1

Notes: 

(a) From Table A-4, Appendix A, 2012 Area 1 Supplemental Remedial Investigation Report, ARCADIS

ABSA = Aquatic Biota Study Area

mg/kg = milligrams per kilogram PREPARED BY/DATE: LMS 3/13/14

SMB = Concentration for Smallmouth Bass Fillets CHECKED BY/DATE: MKB 3/21/14

UCL = Upper Confidence Limit

95 percent upper confidence limits on the arithmetic mean and arithmetic means were calculated only for 2009 fillet data from fish greater 

than or equal to 8 inches in length.

Table 1-8

Exposure Point Concentration Summary - Fish Fillet

Reasonable Maximum Exposure

Area 1, OU-5 Kalamazoo River

Exposure Point Parameter Units

Arithmetic 

Mean 95% UCLABSA
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100% SMB
76% SMB & 

24% Carp
100% SMB

76% SMB & 24% 

Carp
100% SMB

76% SMB & 24% 

Carp
100% SMB

76% SMB & 24% 

Carp

Fish Fish Fillet ABSA 1 0.07 0.22 7E-06 2E-05 2E-05 5E-05 5E-05 1E-04

ABSA 2 0.33 0.59 3E-05 5E-05 8E-05 1E-04 2E-04 4E-04

ABSA 4&5 0.77 2.3 7E-05 2E-04 2E-04 5E-04 5E-04 2E-03

ABSA 4 0.38 1.9 4E-05 2E-04 9E-05 4E-04 3E-04 1E-03

ABSA 5 1.3 3.1 1E-04 3E-04 3E-04 7E-04 9E-04 2E-03

Fish Fish Fillet ABSA 1 0.07 0.22 0.4 1 1 3 3 9

ABSA 2 0.33 0.59 2 3 5 8 13 23

ABSA 4&5 0.77 2.3 4 12 11 32 30 90

ABSA 4 0.38 1.9 2 10 5 26 15 74

ABSA 5 1.3 3.1 7 17 18 44 52 123

Fish Fish Fillet ABSA 1 0.07 0.22 0.1 0.3 0.3 0.9 0.8 2

ABSA 2 0.33 0.59 0.5 0.9 1 2 4 7

ABSA 4&5 0.77 2.3 1 4 3 9 9 26

ABSA 4 0.38 1.9 0.6 3 2 7 4 21
ABSA 5 1.3 3.1 2.0 5 5 12 15 35

Notes:

1. Represents 95% UPLs for the two reference areas. 95% UCL of mean concentration in fish fillet samples greater than or equal to 8 inches in length.   

  Two fish tissue exposure point concentrations: diet of 100% smallmouth bass, and a diet composed of 24% carp and 76% smallmouth bass

2. Aquatic Biota Sampling Area (ABSA)

1 Ceresco Reservoir (Reference Area)

2 Morrow Lake (Reference Area)

4 & 5 Upstream of Plainwell Dam - 2009 Data

4 Near Former Plainwell No. 2 Dam - 2009 Data

5 Upstream of Plainwell Dam - 2009 Data

3. Target cancer risk range: 1E-06 to 1E-04 (USEPA); 1E-05 (MDEQ) PREPARED BY/DATE: LMS 3/13/14

4. Target hazard quotient: 1 (USEPA and MDEQ) CHECKED BY/DATE: MKB 3/21/14

Current Risks for Subsistence 

Angler

Carcinogenic Risk for Fish Ingestion

Systemic Hazard (Immunological)

Systemic Hazard (Reproductive)

Source 

Medium

Exposure 

Medium

Exposure 

Point
 2

EPCs
Current Risks for Central Tendency 

Sport Angler

Current Risks for High 

End Sport Angler

Area 1, OU-5 Kalamazoo River

Table 1-9

Summary of Estimated Potential Risks and Hazards Due to Exposure Through Consumption of Fish -- 95% UPL/UCL Fish EPCs in Smallmouth Bass and Carp 
1 
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100% SMB
76% SMB & 

24% Carp
100% SMB

76% SMB & 24% 

Carp
100% SMB

76% SMB & 24% 

Carp
100% SMB

76% SMB & 24% 

Carp

Fish ABSA 1 0.03 0.08 3E-06 7E-06 7E-06 2E-05 2E-05 5E-05

ABSA 2 0.2 0.3 2E-05 2E-05 5E-05 6E-05 1E-04 2E-04

ABSA 4&5 0.5 1.7 4E-05 2E-04 1E-04 4E-04 3E-04 1E-03

ABSA 4 0.3 1.6 3E-05 1E-04 8E-05 4E-04 2E-04 1E-03

ABSA 5 0.88 2.2 8E-05 2E-04 2E-04 5E-04 6E-04 1E-03

Fish ABSA 1 0.03 0.08 0.2 0.4 0.4 1 1 3

ABSA 2 0.2 0.3 1 1 3 4 8 11

ABSA 4&5 0.5 1.7 3 9 7 24 18 68

ABSA 4 0.3 1.6 2 8 5 22 13 61

ABSA 5 0.88 2.2 5 12 12 31 35 87

Fish ABSA 1 0.03 0.08 0.05 0.1 0.1 0.3 0.4 0.9

ABSA 2 0.2 0.3 0.3 0.4 0.8 1 2 3

ABSA 4&5 0.5 1.7 0.7 3 2 7 5 19

ABSA 4 0.3 1.6 0.5 2 1 6 4 17

ABSA 5 0.88 2.2 1 3 4 9 10 25

Notes:

1. Represents arithmetic mean concentration in  fish fillet samples greater than or equal to 8 inches in length.  Two fish tissue exposure point concentrations: 100% smallmouth bass

   and a fish diet composed of 24% carp and 76% smallmouth bass. 

2. Aquatic Biota Sampling Area (ABSA)

1 Ceresco Reservoir (Reference Area)

2 Morrow Lake (Reference Area)

4 & 5 Upstream of Plainwell Dam - 2009 Data

4 Near Former Plainwell No. 2 Dam - 2009 Data

5 Upstream of Plainwell Dam - 2009 Data

3. Target cancer risk range: 1E-06 to 1E-04 (USEPA); 1E-05 (MDEQ) PREPARED BY/DATE: LMS 3/13/14

4. Target hazard quotient: 1 (USEPA and MDEQ) CHECKED BY/DATE: MKB 3/21/14

Table 1-10

Summary of Estimated Potential Risks and Hazards Due to Exposure Through Consumption of Fish -- 2009 Mean Fish EPCs in Smallmouth Bass and Carp 
1 

Area 1, OU-5 Kalamazoo River

Source 

Medium

Exposure 

Medium

Exposure 

Point
 2

EPC
Current Risks for Central Tendency 

Sport Angler

Current Risks for High End Sport 

Angler

Current Risks for Subsistence 

Angler

Carcinogenic Risk for Fish Ingestion

Systemic Hazard (Immunological)

Systemic Hazard (Reproductive)
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Representative

Assessment Endpoint Receptor NOAEL LOAEL NOAEL LOAEL NOAEL LOAEL NOAEL LOAEL NOAEL LOAEL NOAEL LOAEL

Approach 1 -  Total PCBs

Vermivorous Birds Robin 13 16 19 56 96% 100% 100% 100% 100% 100% 100% 100%

Woodcock 4 5 7 20 65% 86% 93% 100% 100% 100% 100% 100%

Insectivorous Birds Wren 16 20 23 70 99.9% 100% 100% 100% 100% 100% 100% 100%

Vermivorous Mammals Shrew
a

6 18 6 18 66% 99% 66% 99% 98% 100% 98% 100%

Approach 1 - TEQs

Vermivorous Mammals Shrew
a

3 27 3 27 41% 100% 41% 100% 73% 100% 73% 100%

Approach 2 - Total PCBs

Vermivorous Birds Robin 1 2 43 62 16% 30% 100% 100% 21% 61% 100% 100%

Insectivorous Birds Wren 1 2 43 62 16% 30% 100% 100% 21% 61% 100% 100%

Woodcock 1 2 43 62 9% 23% 100% 100% 16% 65% 100% 100%

Approach 2 - TEQs

Vermivorous Birds Robin 0.3 1 32 65 8% 16% 100% 100% 1% 22% 100% 100%

Insectivorous Birds Wren 0.3 1 32 65 8% 16% 100% 100% 1% 22% 100% 100%

Woodcock 0.3 1 32 65 4% 9% 100% 100% 0% 17% 100% 100%

Approach 3 - TEQs

Vermivorous Birds Robin 0.2 0.5 17 35 1% 11% 100% 100% 0% 6% 100% 100%

Notes:

HQ = hazard quotient

LOAEL = Lowest Observed Adverse Effect Level

NOAEL = No Observed Adverse Effect Level

PCBs = polychlorinated biphenyls

RBC = Risk Based Concentration

TEQ = toxic equivalents

Approach 1:  Dietary approach

Approach 2: Egg-based approach with bioaccumulation from soil to egg tissue

Approach 3: Egg-based approach with bioaccumulation from soil to soil invertebrates to egg tissue Prepared by/Date: KPH 12/17/2013
a. The RBCs for the shrew are the same for moderate sensitivity and high sensitivity species analysis. Checked by/Date: MTP 12/17/2013

Table 1-11

Summary of Possible Home Ranges with HQs Less Than or Equal to 1.0

Area 1, OU-5 Kalamazoo River

RBCs

High Sensitivity Range Mid-Sensitivity Range

Percent of Home Ranges 

High Sensitivity Range Mid-Sensitivity Range High Sensitivity Range Mid-Sensitivity Range

Former Plainwell Impoundment Plainwell No. 2 Dam Area
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Table 1-12 
Summary of Response Actions in Area 1*** 

Area 1, OU-5 Kalamazoo River 
 

Location Dates of 
Action 

Response Actions 

Allied Paper, Inc. 

Operable Unit 
1998–2004 

 Stabilized berms and installed sheet pile walls along Portage 
Creek (completed in 2001) 

 Removed 2,000 cy of materials from along Portage Creek and 
consolidated at the OU (2002) 

 Installed Part 115 cover system across 18-acre landfill site 
(completed in 2003) 

Bryant Mill Pond 

TCRA 
1998–1999 

 Removal of 150,000 cy of sediment and floodplain soil in Bryant 
Mill Pond and along Portage Creek 

 Consolidation of PCB-containing materials under cap in former 
dewatering lagoons 

King Highway 

Landfill Operable 

Unit (KHL OU) 

1994–2000 

 Excavated 58,000 cy of materials: King Street Storm Sewer, 
Kalamazoo Mill Lagoons, King Mill Lagoons, the river next to the 
KHL OU and other locations 

 Installed Part 115 cover system across 23-acre site 

 Stabilized berms around the OU and installed a sheet pile wall 
along the Kalamazoo River 

Willow Boulevard/A-

Site Landfill 

Operable Unit 

1999–2000 

 Stabilized A-Site berms and installed a sheet pile wall along the 
Kalamazoo River 

 Excavated 7,000 cy sediment from the river next to Willow 
Boulevard 

 Consolidated materials at Willow Boulevard Site, regraded area, 
and installed a sand/soil cover for erosion protection 

Plainwell Mill*  2007–2008  Removed 4,700 cy of soil from riverbank and disposed off site 

Former Plainwell 

Impoundment TCRA 
2007–2009 

 Removed 126,700 cy sediment and soil and disposed off site 

 Reconstruction/erosion control of riverbanks 

Kalamazoo Mill/ 

Hawthorne Mill 

TCRA** 

2007–2009 
 Removed 50,000 cy soil from mill properties and disposed in A-

Site 

Plainwell No. 2 Dam 

Area TCRA  
2009–2010 

 Removed 15,700 cy sediment and soil and disposed off site 

 Reconstruction/erosion control of riverbanks 

12th Street Landfill 

Operable Unit* 
2010–2011 

 Consolidation of PCB-containing materials 

 Installed Part 115 landfill cover system 

Willow Boulevard/A-

Site Landfill 

Operable Unit 

2011–2013 
 Consolidation of PCB-containing materials into landfills 

 Installed Part 115 landfill cover system 

Portage Creek 

TCRA 
2012-2013  

 Removal and off-site disposal of approximately 23,700 cy of 
sediment and soil from and along the creek. 

Allied Paper, Inc. 

Operable Unit 

To be 

determined 
 Remedial alternatives in FS include consolidation of PCB-

containing materials and installation of a cap over the OU  

* Weyerhaeuser Co. is the responsible party at the Plainwell Mill and the 12th Street Landfill Operable Unit. 

** After the Kalamazoo Mill/Hawthorne Mill TCRA and documentation under the SRI/FS AOC that the two mill properties were no 

longer sources of PCBs to the Site, USEPA determined that no further investigation under CERCLA was necessary at either 

location and the mill properties are no longer considered part of the Site (Karl 2009). 

*** Source:  Table 2-1 Draft Area 1 ASTM (ARCADIS 2012b), updated with permission. 



Table 1-13 

Summary of Maintenance Work Completed from 2008 to 2013 

at the Former Plainwell Impoundment Area TCRA 

Area 1, OU-5 Kalamazoo River 

Removal Area Year Description 

RA-4A 2012 Angular riprap installed to the predicted river elevation after dam 
removed (prism-out 2-year river flow elevation). Soil was filled 
behind riprap in a portion of the area to allow the armored bank to 
be at a 3:1 slope.  

RA-6B & 7 
 

2008 Installed river run rock and coir log to the prism-out median river 
elevation in western 100 feet of RA-6B and eastern 400 feet of 
RA-7. 

RA-6B 2012 & 2013 Installed angular rip rap at toe of bank and river run rock to the 
prism-out 2-year river elevation in remaining section not repaired in 
2008. Installed live willow stakes above the prism-out 2-year river 
elevation. Planted willow live plants in 2013 to replace live stakes 
that did not survive.  

RA-7, 8, & 9B 2009 & 2013 Installed river run rock and coir log to approximately prism-out 
median flow elevation in most sections, and to the prism-out 3-year 
river elevation in the western 125 feet of RA-8 and the eastern 150 
feet of RA-9B. Placed willow live plants in 2013.  

Ra-9B 2010 Re-graded/vegetated bank around 35-foot bank washout area and 
installed river run rock to the top of bank 

RA-11A 2009 Removed gray material from edge of water and re-graded/reseeded 
bank in vicinity of the pipeline crossing. 

RA-11A, 12A, & 
13A 

2011 Taller trees were replanted in the vicinity of the great ragweed. 

South Bank of 
Western Channel 

2012 & 2013 Installed angular rip rap and river rock on areas of exposed 
geotextile fabric. 

Miscellaneous 
Areas 

2009 & 2010 

2011 

2012 

Herbicide treatment for reed and canary grass 

Herbicide treatment for Phragmites and Purple loosestrife. 

Installed angular rip rap over areas of exposed geotextile 

 

  



Table 1-14 

Summary of Maintenance Work Completed at the Plainwell No. 2 Dam Area TCRA  

 (2011–2014) 

Area 1, OU-5 Kalamazoo River 

 

Removal Area Year Description 

RA-3A 2012  Installed river run rock and coir log to the median river 
elevation for 150 feet. 

RA-2, 3A. & 4A 2013 and 2014 Installed brush wattles and woody debris (2013 and 
2014); plant woody vegetation along 800 feet of bank 
(2014) 

Miscellaneous 
Areas 

2011 and 2012 Herbicide application to control purple loosestrife. 

2012 Trees replanted due to low survival rate as the result of 
high river levels and beaver harvesting. 

2013 Purple loosestrife control with Galerucella beetles.  

 

 

 



Sediment Soil

Protection of surface water and 

sediment

Establishes effluent standard for toxic compounds including PCBs.  

Applies to discharges to navigable waters.    The ambient water quality 

criterion for navigable waters is 0.001 μg/L total PCB.

Discharges to waters of the State of Michigan - 

relevant and appropriate

40 CFR Part 129.105

Toxic Pollutant Effluent Standards 
X X

Protection of aquatic life and 

human health

Water quality criterion for protection of aquatic life for continuous 

concentration (chronic) is 0.014 μg/L PCBs in freshwater. Water quality 

criterion for protection of human health is 0.000064 μg/L PCBs in 

freshwater.

PCB concentrations in surface water - relevant 

and appropriate

63 Fed. Reg. 68354 (December 10, 1998)

Clean Water Act
X

Protection of surface water, 

sediment, and soil

Water quality criteria for 29 pollutants and detailed methodologies to 

develop criteria for additional pollutants; implementation procedures to 

develop more consistent, enforceable water quality-based effluent limits in 

discharge permits, as well as total maximum daily loads of pollutants that 

can be allowed to reach the Great Lakes and their tributaries from all 

sources; and antidegradation policies and procedures. The Great Lakes 

States must adopt water quality standards, antidegradation policies and 

implementation procedures for waters within the Great Lakes System. 

The PCB human health criterion is 3.9 × 10-6 μg/L for both drinking and 

non-drinking water, and the wildlife protection criterion is 7.5 × 10-5 μg/L.

Effluent discharges to the Great Lakes and/or their 

tributaries - relevant and appropriate   

40 CFR Parts 9, 122, 123, 131, and 132

Final Water Quality Guidance for the Great Lakes 

System

X X

Protection of potential drinking 

water sources

The Safe Drinking Water Act regulations establish maximum contaminant 

levels (MCL) and maximum contaminant level goals (MCLG) for public 

water supplies. The MCL for PCBs is 0.5 µg/L and the MCLG is 0.0 µg/L.

PCB concentrations in a potential drinking water 

source - relevant and appropriate

40 CFR 141 

Safe Drinking Water Act

Protection of soil and sediment

Establishes requirements for handling, storage, and disposal of PCB-

containing materials, including PCB remediation waste, in excess of 50 

mg/kg.  Applicable for PCB-containing materials that are removed from 

the Site.

Establishes performance standards for disposal technologies. Soils 

containing PCBs at concentrations >50 mg/kg can be incinerated, treated 

with an equivalent method, or landfilled at a licensed chemical waste 

landfill. Industrial sludge with PCB concentrations in excess of 500 mg/kg 

may not be landfilled.

Spill cleanup policy establishes cleanup criteria for spills after 5/4/87. Soil 

cleanup levels:  Unrestricted access - 10 mg/kg, restricted access - 25 

mg/kg.

PCB concentrations in soil and/or sediment - 

relevant and appropriate

40 CFR Part 761.60 - 761.79

Polychlorinated Biphenyls (PCBs) Manufacturing, 

Processing, Distribution in Commerce, and Use 

Prohibitions

(Toxic Substance Control Act (TSCA) Regulations)

X X

Protection of soil and sediment
Guidance on remedial actions for Superfund sites containing PCBs.  May 

be used as a guideline for handling PCB-contaminated sediment/soil.

PCB concentrations in soil and/or sediment at 

CERCLA sites - TBC

OSWER Directive 9355.4-01

Guidance on Remedial Actions for Superfund Sites 

with PCB Contamination

X X

Table 2-1

Federal and State Chemical-Specific Applicable or Relevant and Appropriate Requirements (ARARs) and To Be Considereds (TBCs)

Area 1, OU-5 Kalamazoo River

Applicable to Sediment/Soil 

AlternativesRequirements CitationAction/Medium Prerequisite
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Sediment Soil

Table 2-1

Federal and State Chemical-Specific Applicable or Relevant and Appropriate Requirements (ARARs) and To Be Considereds (TBCs)

Area 1, OU-5 Kalamazoo River

Applicable to Sediment/Soil 

AlternativesRequirements CitationAction/Medium Prerequisite

Protection of soil and sediment
Guidance on technology alternatives for the remediation of PCB-

contaminated soil and sediment.

Remedial actions for PCB-contaminated soil and 

sediment  - TBC

USEPA Guidance EPA/540/S-93/506 

Technology Alternatives for the Remediation of PCB-

Contaminated Soil and Sediment

X X

Protection of surface water

Establishes water quality requirements for surface waters in the State. 

Part 4 rules specify standards for all waters of the State, and require that 

all deseignated uses of the receiving water be protected, including aquatic 

life and wildlife. Applicable to remedial activities. The approved water 

quality standard for  protection of wildlife and human health are 1.2 x 10
-4 

μg/L and 2.6 x 10
-5

 μg/L PCBs, respectively.  Prior Substantive 

Requirement Documents (SRDs) at the Site have specified PCB 

discharge limitations of 2.6 x 10
-5

 μg/L.

Discharges to waters of the State of Michigan -- 

standards are applicable to venting groundwater, 

storm water, and discharges associated with 

remedial action - relevant and appropriate, 

except as noted in citation

Michigan NREPA, MCL 324.3101-3133; Mich. Admin. 

Code R 323.1041-1097, R 323.1100-1117 (Part 4 

Rules), and R 323.1201-1221 (Part 8 Rules)

R 323.1098, Michigan's Antidegradation Rule, is 

relevant but NOT APPROPRIATE for this site. The 

Antidegradation Rule may be relevant and appropriate 

when TMDLs are established for PCBs entering the 

Kalamazoo River

X

Protection of soil
Establishes screening levels and generic cleanup criteria for soils in the 

State.

PCB concentrations in sediment/soil -- would 

apply if federal requirements were less stringent. 

Here, because site-specific cleanup criteria are set 

at 2.5 and 11 mg/kg, Michigan's criteria are  

relevant but NOT APPROPRIATE for the 

floodplains.

Mich Admin Code R 299.1-299.50                                   

Risk-based Sediment Criteria for 

PCBs

Part 201 generic sediment cleanup criteria are not available.  Site-specific 

cleanup criteria may be required to address multiple exposure scenarios. 

These standards may be used in determining site-specific PCB cleanup 

levels.

Would apply to development of site-specific 

cleanup criteria for PCBs in sediment; the cancer 

(1 in 100,000) and noncancer (HI=1) risk 

standards in Michigan's NREPA can be more 

protective than the EPA standards, and therefore 

would be relevant and appropriate

Michigan NREPA, MCL 324.20120a, 324.20120b X

Risk-based Soil Criteria for PCBs

Protocol for developing site-specific human exposure concentrations over 

a representative exposure area (e.g., a residential back yard) for PCBs in 

soil. Concentrations are back-calculated from various cancer risk 

thresholds and non-cancer hazard indices based on a combination of site-

specific characteristics and site-specific exposure assumptions.

Site-specific PCB risk-based thresholds in soil (CDM 2003b):

   Residential:

       Carcinogenic at 1x10
-5

 risk:  2.5 mg/kg

       Non-carcinogenic at HI = 1:  15 mg/kg

   Recreationist:

       Carcinogenic at 1x10
-5

 risk:  23 mg/kg

       Non-carcinogenic at HI = 1:  139 mg/kg

PCB concentrations in floodplain soil; site-specific 

human health risk assessment per CERCLA 

guidance - TBC

Risk Assessment Guidance for Superfund Volume 1, 

Human Health Evaluation Manual (Part B, 

Development of Risk-based Preliminary Remediation 

Goals) , EPA/540/R-92/003, December 1991.

X
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Sediment Soil

Table 2-1

Federal and State Chemical-Specific Applicable or Relevant and Appropriate Requirements (ARARs) and To Be Considereds (TBCs)

Area 1, OU-5 Kalamazoo River

Applicable to Sediment/Soil 

AlternativesRequirements CitationAction/Medium Prerequisite

Protection of surface water, soil, 

and floodplains

Establishes permit requirements for alteration of floodplains and 

discharges to surface waters.  Applicable if remedial alternatives involve 

construction in floodplains.

Discharges to waters of the State of Michigan 

classified for wildlife use and human health, 

Alteration of floodplains as defined by MDEQ 

R324.3101 - R324.3111 and R323.2190 - 

relevant and appropriate

Michigan NREPA (Part 4 of Part 31)

Water Resources Protection R324.3101 - R324.3111
X

Fish Tissue Residue Criterion for 

PCBs

Since 1970, MDCH has issued Guidelines to provide the public with the 

information needed to make decisions to protect themselves and their 

families from the health risks of consuming fish that contain 

environmental contaminants. The MDCH Mission statement summarizes 

the intent of Michigan's GUidelines: Protect, preserve, and promote the 

health and safety of the people of Michigan with particular attention to 

providing for the needs of vulnerable and under-served populations. 

(MDCH 2014)

PCBs in fish tissue residue - TBC
Michigan Fish Consumption Advisory Program 

Guidance Document Dated August 1, 2013. 
X

References

MDCH 2014. Michigan Fish Consumption Advisory Program Guidance Document. http://www.michigan.gov/documents/mdch/MDCH_MFCAP_Guidance_Document_417043_7.pdf

TMDLs - total maximum daily load standards Prepared by/Date:  KPW 04/21/14

Checked by/Date:  MTP 06/11/14
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Sediment Soil

Presence of farmland as 

indicated in Farmland 

Protection Policy Act of 1981                                                   

7 USC 4201, et seq

The purpose of the law is to “...minimize the extent to which Federal programs contribute to 

the unnecessary conversion of farmland to nonagricultural uses...” (P.L. 97-98, Sec. 1539-

1549; 7 U.S.C. 4201, et seq.). The FPPA also stipulates that federal programs be 

compatible with state, local and private efforts to protect farmland. For the purposes of the 

law, federal programs include construction projects—such as highways, airports, dams and 

federal buildings—sponsored or financed in whole or part by the federal government, and 

the management of federal lands.

Federal actions that involve potential 

conversion of farmland to non-

agricultural areas - relevant and 

appropriate

Farmland Protection Policy Act of 1981         X

Presence of Kalamazoo River, 

a direct link to surface waters of 

the Great Lakes

Applicable to action or activity by any source, point or nonpoint, of pollutants that is 

anticipated to result in an increased loading of bioaccumulative contaminants of concern to 

surface waters of the Great Lakes.

Remedial actions that are anticipated to 

result in increased loading of 

bioaccumulative contaminants in the 

surface water of the Kalamazoo River 

and, in turn, the Great Lakes - relevant 

and appropriate

40 CFR Part 132, Appendix E

Great Lakes Water Quality Initiative 

Antidegradation Policy
X

Presence of floodplain, 

designated as such on a map  

Shall take action to reduce the risk of flood loss, to minimize the impact of floods on human 

safety, health and welfare, and to restore and preserve the natural and beneficial values 

served by floodplains.

Federal actions that involve potential 

impacts to, or take place within, 

floodplains – applicable

Executive Order 11988  –  Floodplain 

Management  Section 1. Floodplain 

Management

X X

Presence of floodplain, 

designated as such on a map  

Shall consider alternatives to avoid, to the extent possible, adverse effects and 

incompatible development in the floodplain. Design or modify its action in order to minimize 

potential harm to or within the floodplain

Federal actions that involve potential 

impacts to, or take place within, 

floodplains – applicable

Executive Order 11988 

Section 2.(a)(2) Floodplain Management X X

Presence of floodplain, 

designated as such on a map  

If there is no practicable alternative to locating in or affecting the floodplain, the potential 

harm to the floodplain shall be minimized.

The natural and beneficial values of floodplains shall be restored and preserved.

Federal actions that involve potential 

impacts to, or take place within, 

floodplains – applicable

40 C.F.R. Part 6, App. A, § 6(a)(5) X X

Presence of floodplain, 

designated as such on a map  

Structures and facilities must be constructed in accordance with existing criteria and 

standards set forth under the National Flood Insurance Program (NFIP) and must include 

mitigation of adverse impacts wherever feasible.  

If newly constructed structures or facilities are to be located in a floodplain, accepted 

floodproofing and other flood protection measures shall be undertaken.  To achieve flood 

protection, EPA shall, wherever practicable, elevate structures above the base flood level 

rather than filling land.

Construction of structures and facilities 

within floodplains – applicable
40 C.F.R. Part 6, App. A, § 6(c)(1) & (2) X X

Presence of floodplain, 

designated as such on a map; 

discharge to surface water

Establishes permit requirements for alteration of floodplains and discharges to surface 

waters.

Substantive requirements would apply if 

remedial alternatives involve 

construction in floodplains - relevant 

and appropriate

Michigan NREPA, MCL 324.3108; Part 13 

Floodplain Rules at Mich. Admin. Code R. 

323.1311-323.1329
X

Table 2-2 

Applicable to 

Sediment/Soil AlternativesRequirements Citation

Federal and State Location-Specific Applicable or Relevant and Appropriate Requirements (ARARs) and To Be Considereds (TBCs)

Location Prerequisite

Area 1, OU-5 Kalamazoo River
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Sediment Soil

Table 2-2 

Applicable to 

Sediment/Soil AlternativesRequirements Citation

Federal and State Location-Specific Applicable or Relevant and Appropriate Requirements (ARARs) and To Be Considereds (TBCs)

Location Prerequisite

Area 1, OU-5 Kalamazoo River

Presence of federally 

endangered or threatened 

species, as designated in 50 

C.F.R. §§ 17.11 and 17.12 -or- 

critical habitat of such species 

listed in 50 C.F.R. § 17.95

Actions that jeopardize the existence of a listed species or results in the destruction or 

adverse modification of critical habitat must be avoided or reasonable and prudent 

mitigation measures taken.

Action that is likely to jeopardize fish, 

wildlife, or plant species or destroy or 

adversely modify critical habitat— 

relevant and appropriate

16 U.S.C. § 1538(a) X X

Presence of federally 

endangered or threatened 

species, as designated in 50 

C.F.R. §§ 17.11 and 17.12 -or- 

critical habitat of such species 

listed in 50 C.F.R. § 17.95

Each Federal agency shall, in consultation with and with the assistance of the Secretary [of 

DOI], insure that any action authorized, funded, or carried out by such agency is not likely to 

jeopardize the continued existence of any endangered species or threatened species or 

result in the destruction or adverse modification of habitat of such species which is 

determined by [DOI] to be critical.

Actions authorized, funded, or carried 

out by any Federal agency, pursuant to 

16 U.S.C. § 1536 – relevant and 

appropriate

16 U.S.C. § 1536(a)(2); 50 C.F.R. §§ 

402.13(a), 402.14
X X

Presence of endangered or 

threatened species, as 

designated in MCL 324.36501-

36507

Establishes requirements for conservation, management, enhancement, and protection of 

species either endangered or threatened with extinction. For certain remedial alternatives, 

activities may disrupt or disturb endangered species.

Action that is likely to jeopardize fish, 

wildlife, or plant species or destroy or 

adversely modify critical habitat — 

relevant and appropriate

Michigan NREPA (Part 365), MCL 

324.36501-36507
X X

Presence of any migratory bird, 

as defined by 50 C.F.R. § 10.13

It shall be unlawful at any time, by any means or in any manner, to pursue, hunt, take, 

capture, kill, attempt to take, capture, or kill, possess, offer for sale, sell, offer to barter, 

barter, offer to purchase, purchase, deliver for shipment, ship, export, import, cause to be 

shipped, exported, or imported, deliver for transportation, transport or cause to be 

transported, carry or cause to be carried, or receive for shipment, transportation, carriage, 

or export, any migratory bird, any part, nest, or eggs of any such bird.

Federal actions that have, or are likely to 

have, a measurable negative effect on 

migratory bird populations – relevant 

and appropriate

16 U.S.C. § 703(a) X X

Presence of archaelogically or 

historically sensitive area 

Establishes procedures to provide for preservation of historical and archaeological data 

which might be destroyed through alteration of terrain as a result of a federal construction 

project for a federal licensed activity or program. Historic or archaeological value is currently 

unknown. 

Location of historically or archaelogically 

significant areas in Area 1 - relevant 

and appropriate

40 CFR Part 6.301(c) X X

Presence of archaelogically or 

historically sensitive area 

The NAGPR act requires federal agencies and museums with possession or control over 

Native American human remains and associated funerary objects to compile an inventory of 

such items. It requires federal agencies and museums with possession or control over 

Native American non-associated funerary objects, sacred objects, or objects of cultural 

patrimony to provide a written summary of such objects. It prescribes when a federal 

agency or museum must return Native American cultural items.  This regulation is only 

applicable if Native American remains or funerary objects are in Area 1.

Applies if Native American remains or 

funerary objects are discovered in Area 

1 - relevant and appropriate

43 CFR Part 10

Excavations and Inadvertent Discoveries
X

Presence of wetlands
Shall take action to minimize the destruction, loss or degradation of wetlands and to 

preserve and enhance beneficial values of wetlands.

Federal actions that involve potential 

impacts to, or take place within, wetlands 

– TBC

Executive Order 11990 – Protection of 

Wetlands  Section 1.(a)
X X

Presence of wetlands

Shall avoid undertaking construction located in wetlands unless: (1) there is no practicable 

alternative to such construction, and (2) that the proposed action includes all practicable 

measures to minimize harm to wetlands which may result from such use.

Federal actions that involve potential 

impacts to, or take place within, wetlands 

– TBC

Executive Order 11990,

Section 2.(a) Protection of Wetlands X X
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Table 2-2 

Applicable to 

Sediment/Soil AlternativesRequirements Citation

Federal and State Location-Specific Applicable or Relevant and Appropriate Requirements (ARARs) and To Be Considereds (TBCs)

Location Prerequisite

Area 1, OU-5 Kalamazoo River

Location encompassing aquatic 

ecosystem as defined in 40 

C.F.R. § 230.3( c )

No discharge of dredged or fill material shall be permitted if there is a practicable alternative 

to the proposed discharge which would have less adverse impact on the aquatic 

ecosystem, so long as the alternative does not have other significant adverse 

environmental consequences.

Action that involves discharge of 

dredged or fill material into waters of the 

United States, including wetlands – 

relevant and appropriate

40 C.F.R. § 230.10(a) X

Location encompassing aquatic 

ecosystem as defined in 40 

C.F.R. § 230.3( c )

No discharge of dredged or fill material shall be permitted if it:

• Causes or contributes, after consideration of disposal site dilution and dispersion, to 

violations of any applicable State water quality standard;

• Violates any applicable toxic effluent standard or prohibition under Section 307 of the 

Clean Water Act;

• Jeopardizes the continued existence of species listed as endangered or threatened under 

the Endangered Species Act of 1973, or results in the likelihood of the destruction or 

adverse modification of critical habitat;

• Violates any requirement imposed by the Secretary of Commerce to protect any marine 

sanctuary designated under title III of the Marine Protection, Research, and Sanctuaries Act 

of 1972.

Action that involves discharge of 

dredged or fill material into waters of the 

United States, including wetlands – 

relevant and appropriate

40 C.F.R. § 230.10(b) X

Location encompassing aquatic 

ecosystem as defined in 40 

C.F.R. § 230.3( c )

No discharge of dredged or fill material shall be permitted which will cause or contribute to 

significant degradation of the waters of the United States

Action that involves discharge of 

dredged or fill material into waters of the 

United States, including wetlands – 

relevant and appropriate

40 C.F.R. § 230.10( c ) X

Location encompassing aquatic 

ecosystem as defined in 40 

C.F.R. § 230.3( c )

No discharge of dredged or fill material shall be permitted unless appropriate and 

practicable steps have been taken which will minimize potential adverse impacts of the 

discharge on the aquatic ecosystem.

Action that involves discharge of 

dredged or fill material into waters of the 

United States, including wetlands – 

relevant and appropriate

40 C.F.R. § 230.10(d) X

Presence of any stream or 

other body of water proposed to 

be impounded, diverted, 

controlled, or modified for 

drainage

Whenever the waters of any stream or other body of water are proposed or authorized to be 

impounded, diverted, the channel deepened, or the stream or other body of water otherwise 

controlled or modified for any purpose whatever, including navigation and drainage, by any 

department or agency of the United States, or by any public or private agency under 

Federal permit or license, such department or agency first shall consult with the United 

States Fish and Wildlife Service, Department of the Interior, and with the head of the 

agency exercising administration over the wildlife resources of the particular State wherein 

the impoundment, diversion, or other control facility is to be constructed, with a view to the 

conservation of wildlife resources by preventing loss of and damage to such resources as 

well as providing for the development and improvement thereof in connection with such 

water-resource development.

Federal actions that propose to 

impound, divert, control, or modify 

waters of any stream or body of water  – 

relevant and appropriate

16 U.S.C. § 662(a) X

Presence of contamination 

requiring remedial action, risk 

assessment, and 

environmental response 

activities.

Establishes rules specifying environmental response, risk assessment, remedial action, and 

site cleanup criteria.  Applicable to remedial activities conducted in Area 1.

Occurrence of environmental response, 

remedial action, and site cleanup - 

relevant and appropriate

Michigan NREPA (Part 201); MDEQ 

Admin. Code R324.20101 - R324.20142
X X
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Table 2-2 

Applicable to 

Sediment/Soil AlternativesRequirements Citation

Federal and State Location-Specific Applicable or Relevant and Appropriate Requirements (ARARs) and To Be Considereds (TBCs)

Location Prerequisite

Area 1, OU-5 Kalamazoo River

Presence of floodplain as 

defined in MDEQ Admin. Code 

R324.9101 - R324.9123a

Establishes rules prescribing soil erosion and sedimentation control plans, procedures, and 

measures.  If work is conducted in floodplain areas, a soil erosion and sedimentation 

control plan may be required to perform earth changes.

State actions that involve potential 

impacts to, or take place within, a 

floodplain - relevant and appropriate

                                               

Michigan NREPA (Part 17); Michigan 

NREPA (Part 91); MDEQ Admin. Code 

R324.9101 - R324.9123a

X X

Presence of designated 

environmental area boundary 

as defined in MDEQ Admin. 

Code R324.32301 - 

R324.32315 

In the absence of an approved local ordinance, any person or agency must first apply for 

and obtain a permit from the MDEQ when proposing to dredge, fill, grade, or otherwise alter 

the soil, alter the natural drainage, or alter the vegetation on a parcel or property within a 

designated environmental area boundary.

Activities likely to involve dredging, filling, 

grading, or other alterations to the soil 

within an environmental boundary - 

relevant and appropriate

Michigan NREPA (Part 323); MDEQ 

Admin Code R324.32301 - R324.32315
X X

Presence of endangered or 

thereatened species, as 

deisgnated in MDEQ Admin. 

Code R324.36501 - 

R324.36507

Establishes rules to provide for conservation, management, enhancement, and protection 

of species either endangered or threatened with extinction.  For certain remedial 

alternatives, activities may disrupt or disturb endangered species.

Action that is likely to jeopardize fish, 

wildlife, or plant species or destory or 

adversely modify critical habitat - 

relevant and appropriate

Michigan NREPA (Part 365); MDEQ 

Admin Code R324.36501 - R324.36507
X X

Enaction of fish consumption 

advisory as defined by MDCH 

Division of Community Health 

2014

The MichiganEat Safe Consumption Guide  provides fish consumption advice for 

Kalamazoo River by fish species and fish length.
Consumption of fish from Area 1 - TBC

Michigan Department of Community 

Health (MDCH) Fish Consumption 

Advisory MDCH Division of Community 

Health 2014

X

Reference

Prepared by/Date:  KPW 04/22/14

Checked by/Date:  MTP 06/11/14

MDCH. 2014. Michigan Fish Advisory. Michigan Department of Community Health, Lansing, MI, 2014.
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Engagement in remedial activities 

damaging to fish or wildlife

Requires the Corps of Engineers to develop mitigation plans to repair fish and wildlife damage 

associated with remedy implementation.

Remedy incurs damage to fish and wildlife as indicated in 

33 USC §§ 2201-2331 - relevant and appropriate
33 USC § 2201 et seq. X

Water quality-based limits for discharge 

into navigable waters

Regulates any federal-authorized activity which may result in any discharge into navigable 

waters and requires reasonable assurance that the action will comply with state applicable water 

quality standards. 

Dredging activities are considered to impact discharge to 

navigable waters as defined in Section 401, Clean Water 

Act - relevant and appropriate

Clean Water Act 

33 USC §§ 1341 Section 401
X

Risk-based limits protective of human 

health for air emissions associated with 

soil and sediment removal

Establishes ambient air quality standards for protection of public health.

Air emissions are generated that create threats to human 

health as defined in 40 CFR Part 50 - relevant and 

appropriate

40 CFR Part 50

National Primary and Secondary Ambient 

Air Quality Standards

X X

Risk-based limits protective of human 

health for air emissions associated with 

soil and sediment removal

Establishes filing requirements and standards for constituent emission rates in accordance with 

National Ambient Air Quality Standards (NAAQS).  To be considered for remedial alternatives 

that include removal of sediment/soil.

Air emissions are generated that create threats to human 

health as defined in 40 CFR Part 50 - relevant and 

appropriate

40 CFR Part 52

Approval and Promulgation of 

Implementation Plans

X X

Protection of soil and sediment

Establishes requirements for handling, storage, and disposal of PCB-containing materials, 

including PCB remediation waste in excess of 50 mg/kg.  Applicable for PCB-containing 

materials that are removed from the Site.

Establishes performance standards for disposal technologies. Soils containing PCBs at 

concentrations in excess of 50 mg/kg can be incinerated, treated with an equivalent method, or 

landfilled at a licensed chemical waste landfill. Industrial sludge with PCB concentrations in 

excess of 500 mg/kg may not be landfilled.

Spill cleanup policy establishes cleanup criteria for spills after 5/4/87. Soil cleanup levels:  

Unrestricted access - 1 to10 mg/kg, restricted access - 10 to 50 mg/kg.

Actions which address soil and/or sediment containing 

PCBs  - relevant and appropriate

40 CFR Part 761.60 - 761.79

Polychlorinated Biphenyls (PCBs) 

Manufacturing, Processing, Distribution in 

Commerce, and Use Prohibitions

(Toxic Substance Control Act (TSCA) 

Regulations)

X X

Transportation of hazardous waste off site Defines threshold levels and criteria to determine whether material is hazardous waste.

Waste generated from remedial process and analyzed in 

accordance with 40 CFR Part 261 - relevant and 

appropriate

40 CFR Part 261                                                                                    

Identification and Listing of Hazardous 

Waste

X X

Transportation of hazardous waste off site
Includes manifest, record-keeping and other requirements applicable to generators of hazardous 

waste.  

Waste generated from remedial process and transported 

off site for storage and/or disposal - relevant and 

appropriate

40 CFR Part 262

Standards Applicable to Generators of 

Hazardous Waste

X X

Transportation of hazardous waste off site
Sets forth standards for transporters of hazardous wastes, including the receipt of an EPA 

identification number and manifesting requirements.  

Waste generated from remedial process and transported 

off site for storage and/or disposal - relevant and 

appropriate

40 CFR Part 263

Standards Applicable to Transporters of 

Hazardous Waste

X X

Transportation, storage, and disposal of 

hazardous waste off site

Includes management standards including record keeping, requirements for particular units such 

as tanks or containers, and other requirements applicable to owners and operators of hazardous 

waste treatment, storage and disposal facilities.

Waste generated from remedial process and transported 

off site for storage and/or disposal in accordance with 40 

CFR Part 264 - relevant and appropriate

40 CFR Parts 264 and 265

Standards for Owners and Operators of 

Hazardous Waste Treatment, Storage 

and Disposal Facilities

X X

Disposal of samples and remedial waste
Places land disposal restrictions, including treatment standards and related testing, tracking and 

record keeping requirements on hazardous waste.  

Waste generated from remedial process and analyzed 

samples transported off site for disposal in accordance 

with 40 CFR Part 268 - applicable and relevant

40 CFR Part 268

Land Disposal Restrictions
X X

Table 2-3

Action Prerequisite

Area 1, OU-5 Kalamazoo River

Applicable to Sediment/Soil 

AlternativesRequirements Citation

 Federal and State Action-Specific Applicable or Relevant and Appropriate Requirements (ARARs) and To Be Considereds (TBCs)
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Table 2-3

Action Prerequisite

Area 1, OU-5 Kalamazoo River

Applicable to Sediment/Soil 

AlternativesRequirements Citation

 Federal and State Action-Specific Applicable or Relevant and Appropriate Requirements (ARARs) and To Be Considereds (TBCs)

Disposal of samples and remedial waste Identifies disposal requirements for various PCB waste types.

40 CFR Part 761.50

Polychlorinated Biphenyls (PCBs) 

Manufacturing, Processing, Distribution in 

Commerce, and Use Prohibitions: 

Storage and Disposal, Applicability

X X

Disposal of  waste material off site

Cleanup and disposal options for PCB remediation waste, which includes PCB-contaminated 

sediments and dredged materials.  Disposal options for PCB remediation waste include disposal 

in a high-temperature incinerator, an approved chemical waste landfill, or a facility with a 

coordinated approval under 40 CFR Part 761.77.  PCB remediation waste containing PCBs at 

concentrations less than 50 mg/kg may be disposed of off-site in an approved land disposal 

facility for the management of municipal solid waste, or in a disposal facility approved under 40 

CFR Part 761.  40 CFR Part 761.61(c) allows an EPA Regional Administrator to approve a risk-

based disposal method that will not pose an unreasonable risk of injury to human health or the 

environment.

Sediment waste with PCB concentrations less than 50 

mg/kg generated from remedial process and transported 

off site for storage and/or disposal in accordance with 40 

CFR Part 761.61 -relevant and appropriate

40 CFR Part 761.61

PCB Remediation Waste 
X X

Storage of hazardous waste on site
Storage requirements:  Establishes technical requirements for temporary storage of PCB wastes 

prior to treatment or disposal.

PCB wastes generated on site with storage needs defined 

in 40 CFR Part 761.65 - relevant and appropriate

40 CFR Part 761.65

Polychlorinated Biphenyls (PCBs) 

Manufacturing, Processing, Distribution in 

Commerce, and Use Prohibitions: 

Storage for Disposal

X X

Decontamination of equipment used in 

remedial activities

Decontamination standards and procedures for removing PCBs that are regulated for disposal 

from water, organic liquids, and other materials.

Decontamination necessary for equipment, water, organic 

liquids, or other materials contaminated with PCBs during 

remedial activities 40 CFR Part 761.79 - relevant and 

appropriate

40 CFR Part 761.79

Polychlorinated Biphenyls (PCBs) 

Manufacturing, Processing, Distribution in 

Commerce, and Use Prohibitions: 

Decontamination standards and 

procedures

X X

Technology-based water quality 

discharge limits
Best available technology and monitoring requirements.

Wastewater generated in remedial process to be 

discharged  - relevant and appropriate

40 CFR Part 122.44 (a,e,i)

Establishing Limitations, Standards, and 

Other Permit Conditions

X X

Technology-based water quality 

discharge limits
Establishes criteria and standards for imposing technology-based treatment requirements.

Wastewater generated in remedial process to be 

discharged  - relevant and appropriate

40 CFR Part 125

Criteria and Standards for the National 

Pollutant Discharge Elimination System

X X

Disposal of dredged or fill material on site 

These regulations apply to all existing, proposed, or potential disposal sites for discharges of 

dredged or fill materials into U.S. waters, which include wetlands.  Includes special policies, 

practices, and procedures to be followed by the U.S. Army Corp of Engineers in connection with 

the review of applications for permits to authorize the discharge of dredged or fill material into 

waters of the United States pursuant to Sections 301 and 404 of the Clean Water Act.  In 

accordance with CERCLA Section 121(e), a permit is not required for on-site CERCLA response 

actions, although the selected remedy will comply with substantive requirements of these 

regulations.

Dredged or fill materials will be disposed of on site,  in a 

wetland area as defined in 40 CFR Part 231, 

Section 301 Effluent Standards, Section 404(c) 

Procedures, and 33 CFR Parts 320-330 - relevant and 

appropriate

40 CFR Part 231

Section 301 Effluent Standards 

Section 404(c) Procedures

33 CFR Parts 320-330

Navigation and Navigable Waters

X X

Treatment of wastewater generated from 

remediation process

Establishes responsibilities of Federal, State, and local government, industry and the public to 

implement National Pretreatment Standards to control pollutants which pass through or interfere 

with treatment processes in Publicly Owned Treatment Works (POTWs).  Provides guidelines 

establishing test procedures for the analysis of pollutants.

Remedial actions generate waste that will pass through or 

interfere with treatment processes in POTWs as defined in 

40 CFR Part 403 and 40 CFR Part 136 - relevant and 

appropriate

40 CFR Part 403

General Pre-Treatment Regulations for 

Existing and New Sources of Pollution

40 CFR Part 136

Guidelines Establishing Test Procedures 

for the Analysis of Pollutants

X X
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Table 2-3

Action Prerequisite

Area 1, OU-5 Kalamazoo River

Applicable to Sediment/Soil 

AlternativesRequirements Citation

 Federal and State Action-Specific Applicable or Relevant and Appropriate Requirements (ARARs) and To Be Considereds (TBCs)

Remedial activities on site include 

dredging, filling, etc. 

Prohibits unauthorized obstruction or alteration of any navigable water in the U.S. (dredging, 

filling, cofferdams, piers, etc.).  Remedial activities may have to be conducted in such a way as 

to avoid obstruction or alteration of the waterway. 

The Kalamazoo River altered by dredging, filling, etc. to 

complete remedial actions - relevant and appropriate

33 CFR Parts 320-330

Navigation and Navigable Waters
X

Remedial activities on site include 

dredging, filling, etc. 

Requirements for permits affecting "navigable waters of the U.S."  If excavation or capping 

activities are performed, the substantive requirements of the Act must be met for work affecting 

"navigable waters of the United States."

The Kalamazoo River altered by dredging, filling, etc. to 

complete remedial actions - relevant and appropriate

33 CFR Part 322

Permits for Structures or Work in or 

Affecting Navigable Waters of the United 

States                                                                              

X

Transportation, storage, and disposal of 

hazardous waste off site

Transportation and handling requirements for hazardous materials, including procedures for the 

packaging, labeling, manifesting and transporting of hazardous materials.  This would apply to 

alternatives where sediment/soil are removed and transported from Area 1.

Contaminated, hazardous soil and sediment are removed 

and transported off site for storage and/or disposal as 

defined by 49 CFR Part 107, 49 CFR Part 171, and 49 

CFR Part 172 - relevant and appropriate

49 CFR Part 107

Hazardous Materials Program 

Procedures

49 CFR Part 171

General Information, Regulations and 

Definitions

49 CFR Part 172

Hazardous Materials Table, Special 

Provisions, Hazardous Materials 

Communications, Emergency Response 

Information, and Training Requirements

X X

Human health and risk-based limits for air 

emissions

Establishes 8-hour time-weighted average air concentrations for particulates and PCBs for 

protection of worker breathing zones, PPE requirements, medical monitoring requirements, 

respiratory protection requirements, and HAZMAT training requirements.  Establishes health and 

safety requirements for cleanup operations at NPL sites; Site is listed on NPL.

Air emissions are generated during remedial activities that 

create threats to human health as defined in 29 CFR Part 

1910 Subpart I - to be considered (TBC)

29 CFR Part 1910 Subpart I, Personal 

Protective Equipment (General Industry); 

also Parts 1904 and 1926

X X

Disposal of dredged or fill material

Guidelines for Specification of Disposal Sites for Dredged or Fill Material.  Except as otherwise 

provided under Clean Water Act § 404(b)(2), no discharge of dredged or fill material shall be 

permitted if there is a practicable alternative to the proposed discharge which would have less 

adverse impact on the aquatic ecosystem, so long as the alternative does not have other 

significant adverse environmental consequences.  If there is no other practical alternative, 

impacts must be minimized.  Includes criteria for evaluating whether a particular discharge site 

may be specified. 

Disposal of dreged or fill materials will create adverse 

environmental impacts in proposed disposal site - relevant 

and appropriate

40 CFR Part 230

Guidelines for Specification of Disposal 

Sites for Dredged or Fill Material.

X X

Waste characterization of dredged or fill 

material

Testing manual establishes procedures for determining the potential for contaminant-related 

impacts associated with discharge of dredged material in inland waters.

Dredged or fill wastes generated in the remedial process 

for disposal off site as defined in Department of Army, U.S. 

Army Corps of Engineers Directive - TBC

Department of Army

U.S. Army Corps of Engineers Directive
X X

Transportation and handling of 

contaminated sediments

Guidance designed to assist EPA staff managing sediment sites by providing a thorough 

overview of methods that can be used to reduce risk caused by contaminated sediment. 

Dredged or fill wastes generated in the remedial process 

for handling/transportation off site as defined in EPA-540-R-

05-012, OSWER 9355.0-85 - TBC

EPA-540-R-05-012, OSWER 9355.0-85 X

Characterization of solid waste (all 

primary and secondary wastes)

Must determine if solid waste is excluded from regulation under 40 C.F.R. § 261.4(b); and 

determine if waste is listed as hazardous waste under subpart D 40 C.F.R. Part 261.

Must determine whether the waste is (characteristic waste) identified in subpart C of 40 CFR part 

261by either:

    (1) Testing the waste according to the methods set forth in subpart C of 40 CFR part 261, or 

according to an equivalent method approved by the Administrator under 40 CFR 260.21; or

    (2) Applying knowledge of the hazard characteristic of the waste in light of the materials or the 

processes used.

Generation of solid waste as defined in 40 C.F.R. § 261.2 

– applicable
40 C.F.R. § 262.11 X X

Characterization of solid waste (all 

primary and secondary wastes)

Must refer to Parts 261, 262, 264, 265, 266, 268, and 273 of Chapter 40 for possible exclusions 

or restrictions pertaining to management of the specific waste.

Generation of solid waste which is determined to be 

hazardous waste – applicable
40 C.F.R. § 262.11(d) X X
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Characterization of hazardous waste (all 

primary and secondary wastes)

Must obtain a detailed chemical and physical analysis on a representative sample of the 

waste(s), which at a minimum contains all the information that must be known to treat, store, or 

dispose of the waste in accordance with pertinent sections of 40 C.F.R. Parts 264 and 268.

Generation of RCRA-hazardous waste for storage, 

treatment or disposal – applicable 
40 C.F.R. § 264.13(a)(1) X X

Determinations for management of 

hazardous waste

Must determine each EPA Hazardous Waste Number (waste code) applicable to the waste in 

order to determine the applicable treatment standards under 40 C.F.R. Part 268 et seq. 

Note: This determination may be made concurrently with the hazardous waste determination 

required in Sec. 262.11 of this chapter.

Generation of  hazardous waste for storage, treatment or 

disposal – applicable
40 C.F.R. § 268.9(a) X X

Determinations for management of 

hazardous waste

Must determine the underlying hazardous constituents [as defined in 40 C.F.R. § 268.2(i)] in the 

waste.

Generation of RCRA characteristic  hazardous waste for 

storage, treatment or disposal – applicable
40 C.F.R. § 268.9(a) X X

Determinations for management of 

hazardous waste

Must determine if the hazardous waste meets the treatment standards in 40 C.F.R. §§ 268.40, 

268.45, or 268.49 by testing in accordance with prescribed methods or use of generator 

knowledge of waste.

Note: This determination can be made concurrently with the hazardous waste determination 

required in 40 CFR 262.11.

Generation of RCRA characteristic  hazardous waste for 

storage, treatment or disposal – applicable
40 C.F.R. § 268.7(a) X X

Temporary on-site storage of hazardous 

waste in containers (e.g., excavated 

sediments and soils)

A generator may accumulate hazardous waste at the facility provided that:

• Waste is placed in containers that comply with 40 C.F.R. §§ 265.171-173; and

• The date upon which accumulation begins is clearly marked and visible for inspection on each 

container; and

• Container may be marked with other words that identify the contents.

• Container is marked with the words “hazardous waste”; or

Accumulation of RCRA hazardous waste on site as defined 

in 40 C.F.R. § 260.10 – applicable

Accumulation of 55 gal. or less of RCRA hazardous waste 

or one quart of acutely hazardous waste listed in 261.33(e) 

at or near any point of generation – applicable

40 C.F.R.  § 262.34(a)(1)(i);

40 C.F.R. § 262.34(a)(2) &(3);

40 C.F.R. § 262.34(c)(1)
X X

Use and management of hazardous 

waste in containers

If container is not in good condition (e.g. , severe rusting, structural defects) or if it begins to leak, 

must transfer waste into container in good condition. Use container made or lined with materials 

compatible with waste to be stored so that the ability of the container is not impaired. Keep 

containers closed during storage, except to add/remove waste. Open, handle and store 

containers in a manner that will not cause containers to rupture or leak. Containers having 

capacity greater than 30 gallons must not be stacked over two containers high.

Storage of RCRA hazardous waste in containers – 

applicable

40 C.F.R. § 265.171

40 C.F.R. § 265.172

40 C.F.R. § 265.173

X X

Storage of hazardous waste in container 

area 

Area must have a containment system designed and operated in accordance with 40 C.F.R. § 

264.175(b).
Storage of RCRA hazardous waste in containers with free 

liquids  – applicable
40 C.F.R. § 264.175(a) X X

Storage of hazardous waste in container 

area 

Area must be sloped or otherwise designed and operated to drain liquid from precipitation, or

Containers must be elevated or otherwise protected from contact with accumulated liquid.

Storage of RCRA-hazardous waste in containers that do 

not contain free liquids  (other than F020, F021, F022, 

F023, F026 and F027) –applicable

40 C.F.R. § 264.175(c) X X

Closure of RCRA container storage  unit

At closure, all hazardous waste and hazardous waste residues must be removed from the 

containment system. Remaining containers, liners, bases, and soils containing or contaminated 

with hazardous waste and hazardous waste residues must be decontaminated or removed.

[Comment: At closure, as throughout the operating period, unless the owner or operator can 

demonstrate in accordance with40 CFR 261.3(d) of this chapter that the solid waste removed 

from the containment system is not a hazardous waste, the owner or operator becomes a 

generator of hazardous waste and must manage it in accordance with all applicable 

requirements of parts 262 through 266 of this chapter].

Storage of RCRA hazardous waste in containers in a unit 

with a containment system – applicable
40 C.F.R. § 264.178 X X
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Temporary on-site storage of remediation 

waste in staging piles (e.g., excavated 

sediments and soils)

Must be located within the contiguous property under the control of the owner/operator where the 

wastes are to be managed in the staging pile originated.

For purposes of this section, storage includes mixing, sizing, blending or other similar physical 

operations so long as intended to prepare the wastes for subsequent management or treatment.

Accumulation of non-flowing hazardous remediation waste 

(or remediation waste otherwise subject to land disposal 

restrictions) as defined in 40 C.F.R. § 260.10 –applicable

40 C.F.R. § 264.554(a)(1) X X

Performance criteria for staging pile

Staging pile must:

•  Facilitate a reliable, effective and protective remedy;

• Must be designed to prevent or minimize releases of hazardous wastes and constituents into 

the environment, and minimize or adequately control cross–media transfer as necessary to 

protect human health and the environment (e.g. use of liners, covers, run–off/run–on controls).

Storage of remediation waste in a staging pile –applicable 40 C.F.R. § 264.554(d)(1)(i) and (ii) X X

Operation of a staging pile

Must not operate for more than 2 years, except when an operating term extension under 40 CFR 

264.554(i) is granted.  Note: Must measure the 2-year limit (or other operating term specified)   

from first time remediation waste placed in staging pile.

Must not use staging pile longer than the length  of time designated by EPA in appropriate 

decision document

Storage of remediation waste in a staging pile – 

applicable

40 C.F.R. § 264.554(d)(1)(iii)

40 C.F.R. § 264.554(h)
X X

Design criteria for a staging pile

In setting standards and design criteria, must consider the following factors:

• Length of time pile will be in operation;

• Volumes of waste you intend to store in the pile;

• Physical and chemical characteristics of the wastes to be stored in the unit;

• Potential for releases from the unit;

• Hydrogeological and other relevant environmental conditions at the facility that may influence 

the migration of any potential releases; and

• Potential for human and environmental exposure to potential releases from the unit. 

Storage of remediation waste in a staging pile – 

applicable
40 C.F.R. § 264.554(d)(2)(i) –(vi) X X

Closure of staging pile of remediation 

waste 

Must be closed within 180 days after the operating term by removing or decontaminating all 

remediation waste, contaminated containment system components, and structures and 

equipment contaminated with waste and leachate.

Must decontaminate contaminated sub –soils in a manner that EPA determines will protect 

human and the environment.

Storage of remediation waste in staging pile in previously 

contaminated area  – applicable
40 C.F.R. § 264.554(j)(1) and (2) X X

Discharge of residual water from 

dewatering activities to surface water

Comply with any applicable substantive water quality requirements under the Clean Water Act 

(CWA) including application of technology- or ambient water quality- based effluent limitations to 

ensure discharge does not cause or contribute to violation of water quality standards.

Discharge of pollutants into surface waters – applicable 40 C.F.R. § 122 X
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Discharge of residual water from 

dewatering activities to surface water

• Technology based effluent limitations and standards based on effluent limitations and 

standards promulgated under Sections 301 of the [CWA], or case-by-case effluent limitations 

determined under Section 402(a)(1) of the [CWA] when technology based standards or new 

source performance standards have not been promulgated, or on a combination of the two.

• Other applicable effluent limitations and standards under Sections 301, 302, 303, 304, 307, 

318, and 405 of the [CWA] and applicable effluent guidelines and standards under 40 C.F.R. 

Subchapter N.; and

• Other requirements in addition to or more stringent than promulgated effluent limitations, 

guidelines, or standards under Sections 301, 306, 307, 318, and 405 of the Clean Water Act 

where necessary to achieve water quality standards established under Section 303 of the Clean 

Water Act and AWPCA §2-22-9(g)

• Take all reasonable steps to minimize or prevent any discharge or sludge use or disposal in 

violation of effluent standards which has the reasonable likelihood of adversely affecting human 

health and the environment.

• Properly operate and maintain all facilities and systems of treatment and control (and related 

appurtenances) which are installed or used to achieve compliance with effluent standards.  

Proper operation and maintenance also includes adequate laboratory controls and appropriate 

quality assurance procedures.

Discharge of pollutants into surface waters – applicable

40 C.F.R. § 122.44(a), (b), (d)

40 C.F.R. § 122.41(d)

40 C.F.R. § 122.41(e)

X

Disposal of RCRA hazardous waste in an 

off-site  land-based unit

May be land disposed if it meets the requirements in the table “Treatment Standards for 

Hazardous Waste” at 40 CFR 268.40 before land disposal. 

Land disposal, as defined in 40 CFR 268.2, of restricted 

RCRA waste – applicable
40 C.F.R. § 268.40(a) X X

Disposal of RCRA hazardous waste in an 

off-site  land-based unit

All underlying hazardous constituents [as defined in 40 CFR 268.2(i)] must meet the Universal 

Treatment Standards (UTSs), found in 40 CFR 268.48 Table UTS prior to land disposal

Land disposal of restricted RCRA characteristic wastes 

(D001 –D043) that are not managed in a wastewater 

treatment system that is regulated under the CWA, that is 

CWA equivalent, or that is injected into a Class I 

nonhazardous injection well – applicable

40 C.F.R. § 268.40(e) X X

Disposal of RCRA – hazardous waste soil 

in an off-site land–based unit

Must be treated according to the alternative treatment standards of 40 CFR 268.49(c) or 

according to the UTSs specified in 40 CFR 268.48 applicable to the listed and/or characteristic 

waste contaminating the soil prior to land disposal.

Land disposal, as defined in 40 CFR 268.2, of restricted 

hazardous soils – applicable 
40 C.F.R. § 268.49(b) X X

Transportation of hazardous materials 

Shall be subject to and must comply with all applicable provisions of the HMTA and HMR at 49 

C.F.R. §§ 171-180 related to marking, labeling, placarding, packaging, emergency response, 

etc.

Any person who, under contract with a department or 

agency of the federal government, transports “in 

commerce,” or causes to be transported or shipped, a 

hazardous material – applicable

49 C.F.R. § 171.1(c) X X

Transportation of hazardous waste 

off–site

Must comply with the generator standards of Part 262 including 40 C.F.R. §§ 262.20-23 for 

manifesting, Sect. 262.30 for packaging, Sect. 262.31 for labeling, Sect. 262.32 for marking, 

Sect. 262.33 for placarding,

Preparation and initiation of shipment of hazardous waste 

off–site – applicable
40 C.F.R. § 262.10(h); X X

Transportation of samples  (i.e. 

contaminated soils and wastewaters)

Except as provided in  40 C.F.R. § 261.4(d)(2), a sample of waste is not subject to any 

requirements of 40 C.F.R. Parts 261 through 268 or 270 provided the requirements specified in 

subparagraphs d)(1) (i) through (iii) are complied with.

Exemption does not apply if laboratory determines waste is hazardous but it no longer meets 

conditions in paragraph (d)(1).

Samples of solid waste or a sample of water, soil for 

purpose of conducting testing to determine its 

characteristics or composition – applicable

40 C.F.R. § 261.4 (d) X X

Presence of floodplain, designated as 

such on a map  

Shall take action to reduce the risk of flood loss, to minimize the impact of floods on human 

safety, health and welfare, and to restore and preserve the natural and beneficial values served 

by floodplains.

Federal actions that involve potential impacts to, or take 

place within, floodplains – relevant and appropriate

Executive Order 11988  –  Floodplain 

Management   Section 1. Floodplain 

Management

X X
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Presence of floodplain, designated as 

such on a map  

Shall consider alternatives to avoid, to the extent possible, adverse effects and incompatible 

development in the floodplain. Design or modify its action in order to minimize potential harm to 

or within the floodplain

Federal actions that involve potential impacts to, or take 

place within, floodplains – relevant and appropriate

Executive Order 11988  Section 2.(a)(2) 

Floodplain Management
X X

Presence of floodplain, designated as 

such on a map  

If there is no practicable alternative to locating in or affecting the floodplain, the potential harm to 

the floodplain shall be minimized. The natural and beneficial values of floodplains shall be 

restored and preserved.

Federal actions that involve potential impacts to, or take 

place within, floodplains  – relevant and appropriate
40 C.F.R. Part 6, App. A, § 6(a)(5) X X

Presence of floodplain, designated as 

such on a map  

Structures and facilities must be constructed in accordance with existing criteria and standards 

set forth under the National Flood Insurance Program (NFIP) and must include mitigation of 

adverse impacts wherever feasible.  

If newly constructed structures or facilities are to be located in a floodplain, accepted 

floodproofing and other flood protection measures shall be undertaken.  To achieve flood 

protection, EPA shall, wherever practicable, elevate structures above the base flood level rather 

than filling land.

Construction of structures and facilities within floodplains – 

relevant and appropriate
40 C.F.R. Part 6, App. A, § 6(c)(1) & (2) X X

Presence of federally endangered or 

threatened species, as designated in 50 

C.F.R. §§ 17.11 and 17.12 -or- critical 

habitat of such species listed in 50 C.F.R. 

§ 17.95

Actions that jeopardize the existence of a listed species or results in the destruction or adverse 

modification of critical habitat must be avoided or reasonable and prudent mitigation measures 

taken.

Action that is likely to jeopardize fish, wildlife, or plant 

species or destroy or adversely modify critical habitat— 

applicable

16 U.S.C. § 1538(a) X X

Presence of federally endangered or 

threatened species, as designated in 50 

C.F.R. §§ 17.11 and 17.12 -or- critical 

habitat of such species listed in 50 C.F.R. 

§ 17.95

Each Federal agency shall, in consultation with and with the assistance of the Secretary [of DOI], 

insure that any action authorized, funded, or carried out by such agency is not likely to 

jeopardize the continued existence of any endangered species or threatened species or result in 

the destruction or adverse modification of habitat of such species which is determined by [DOI] 

to be critical.

Actions authorized, funded, or carried out by any Federal 

agency, pursuant to 16 U.S.C. § 1536 – relevant and 

appropriate

16 U.S.C. § 1536(a)(2); 50 C.F.R. §§ 

402.13(a), 402.14
X X

Presence of any migratory bird, as 

defined by 50 C.F.R. § 10.13

It shall be unlawful at any time, by any means or in any manner, to pursue, hunt, take, capture, 

kill, attempt to take, capture, or kill, possess, offer for sale, sell, offer to barter, barter, offer to 

purchase, purchase, deliver for shipment, ship, export, import, cause to be shipped, exported, or 

imported, deliver for transportation, transport or cause to be transported, carry or cause to be 

carried, or receive for shipment, transportation, carriage, or export, any migratory bird, any part, 

nest, or eggs of any such bird.

Federal actions that have, or are likely to have, a 

measurable negative effect on migratory bird populations – 

applicable

16 U.S.C. § 703(a) X X

Presence of wetlands

Shall take action to minimize the destruction, loss or degradation of wetlands and to preserve 

and enhance beneficial values of wetlands.  Shall avoid undertaking construction located in 

wetlands unless: (1) there is no practicable alternative to such construction, and (2) that the 

proposed action includes all practicable measures to minimize harm to wetlands which may 

result from such use.

Federal actions that involve potential impacts to, or take 

place within, wetlands – TBC

Executive Order 11990 – Protection of 

Wetlands 

Section 1.(a)

Section 2.(a) 

X X

Location encompassing aquatic 

ecosystem as defined in 40 C.F.R. § 

230.3( c )

No discharge of dredged or fill material shall be permitted if there is a practicable alternative to 

the proposed discharge which would have less adverse impact on the aquatic ecosystem, so 

long as the alternative does not have other significant adverse environmental consequences.

Action that involves discharge of dredged or fill material 

into waters of the United States, including wetlands – 

relevant and appropriate

40 C.F.R. § 230.10(a) X
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Location encompassing aquatic 

ecosystem as defined in 40 C.F.R. § 

230.3( c )

No discharge of dredged or fill material shall be permitted if it:

• Causes or contributes, after consideration of disposal site dilution and dispersion, to violations 

of any applicable State water quality standard;

• Violates any applicable toxic effluent standard or prohibition under Section 307 of the Clean 

Water Act;

• Jeopardizes the continued existence of species listed as endangered or threatened under the 

Endangered Species Act of 1973, or results in the likelihood of the destruction or adverse 

modification of critical habitat;

• Violates any requirement imposed by the Secretary of Commerce to protect any marine 

sanctuary designated under title III of the Marine Protection, Research, and Sanctuaries Act of 

1972.

• No discharge of dredged or fill material shall be permitted which will cause or contribute to 

significant degradation of the waters of the United States

• No discharge of dredged or fill material shall be permitted unless appropriate and practicable 

steps have been taken which will minimize potential adverse impacts of the discharge on the 

aquatic ecosystem.

Action that involves discharge of dredged or fill material 

into waters of the United States, including wetlands – 

relevant and appropriate

40 C.F.R. § 230.10(b)

40 C.F.R. § 230.10(c)

40 C.F.R. § 230.10(d)

X

Presence of any stream or other body of 

water proposed to be impounded, 

diverted, controlled, or modified for 

drainage

Whenever the waters of any stream or other body of water are proposed or authorized to be 

impounded, diverted, the channel deepened, or the stream or other body of water otherwise 

controlled or modified for any purpose whatever, including navigation and drainage, by any 

department or agency of the United States, or by any public or private agency under Federal 

permit or license, such department or agency first shall consult with the United States Fish and 

Wildlife Service, Department of the Interior, and with the head of the agency exercising 

administration over the wildlife resources of the particular State wherein the impoundment, 

diversion, or other control facility is to be constructed, with a view to the conservation of wildlife 

resources by preventing loss of and damage to such resources as well as providing for the 

development and improvement thereof in connection with such water-resource development.

Federal actions that propose to impound, divert, control, or 

modify waters of any stream or body of water  – relevant 

and appropriate

16 U.S.C. § 662(a) X

Water quality-based limits for discharge 

into navigable waters

Establishes effluent standards in accordance with federal WPCA and CWA.  Applicable for 

alternatives involving discharge of water to the river.

Wastes generated from remedial process to be discharged 

to river would be subject to the substantive requirements of 

Part 31 of the NREPA, MCL 324.3101 et seq , and Mich 

Admin Code R. 323.1201-1221; and R. 323.2101-2195 - 

relevant and appropriate

Michigan NREPA, MCL 324.1301 et seq , 

Mich Admin Code R 323.1201-1221; R 

323.2101-2195

X X

Water quality-based limits for discharge to 

groundwater or the ground
Establishes requirements for discharges of waters or waste to groundwater or to the ground.  

Substantive requirements would apply if remedial 

alternatives involve discharges of wastewater or wastes to 

groundwater or to the ground - relevant and appropriate

Mich Admin Code R 323.2201-2240 (Part 

22 Rules for groundwater protection)
X X

Transportation, storage, and disposal of 

hazardous waste off site

Establishes requirements for hazardous waste generators, transporters, and 

treatment/storage/disposal (TSD) facilities.  Area 1  is likely not a TSD facility nor a generator of 

hazardous wastes, although certain portions of the regulations may be useful as a means of 

determining handling/transportation requirements.

Hazaradous wates generated from remedial process to be 

transported, stored, and/or disposed of off site as defined 

in MCL324.11101-11153 - relevant and appropriate

Miichigan NREPA, MCL 324.11101-

11153
X X

Disposal of non-hazardous waste off site
Establishes rules for solid waste disposal facilities.  Applies to a remedial alternative involving 

landfilling.

Non-hazardous wasts generated from remedial process to 

be transported and disposed of off site as defined in MCL 

324.11101-11153 and Mich Admin Code R. 299.4401 - 

4922 - relevant and appropriate

Michigan NREPA, MCL 324.11101-11153 

and Mich Admin Code R 299.4401 - 4922
X X

Regulation of activities in inland lakes or 

streams to complete remedial actions

Regulates dredging or filling of lake or stream bottoms and establishes mitigation requirments.  

For certain remedial alternatives, activities may be affected by these regulations.

Dredging or filling will be included in remedial activities as 

defined in MCL 324.30101 - 30113 - applicable

Michigan NREPA, MCL 324.30101 - 

30113; Mich Admin Code R 281.811-845
X X
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Use of dredging or filling in wetlands to 

complete remedial activities

Establishes the rules regarding wetland uses and the permit application process for protection of 

state wetland areas.  For certain remedial alternatives, activities may be affected by these rules.

Dredging or filling in regulated wetlands may be included in 

remedial activities as defined in MCL 324.30101 - 30113 -  

relevant and appropriate

Michigan NREPA, MCL 324.30101-

30329; Mich Admin Code R 281.921-925; 

R 281.951-961

X X

Maintaining safe conditions during 

remedial activities

Establishes the rules for safety standards in the workplace.  For certain remedial alternatives, 

activities may be restricted by these regulations.

Safety standards used during remedial activities as 

detailed in MCL 408.1001 - 1094 - applicable

Michigan NREPA, MCL 408.1001-1094; 

portions of the MIOSHA rules including 

Part 4 through 13 of the All Industry 

Administrative Rules, Parts 1-91 of 

Construction Safety Standards Comission 

Rules, Part 1-93 of the General Industry 

Safety Standards Comission Rules, and 

Parts 301-681 of the Occupational Health 

Standards Commission Rules.

X X

Human health and wildlife risk-based 

limits for air emissions

Establishes rules prohibiting the emission of air contaminants in quantities that cause injurious 

effects to human health, animal life, plant life of significant economic value, and/or property. For 

certain remedial alternatives, dust emissions may need to be monitored and controlled, if 

appropriate.

Air emissions may be generated that create threats to 

human health as defined in MCL 324.5501 - 5542 and 

Mich Admin Code R. 336.1101-2823 - relevant and 

appropriate

Michigan NREPA, MCL 324.5501-5542; 

Mich Admin Code R 336.1101-2823
X X

Soil erosion and sediment control 

requirements for owners of land 

undergoing an earth change

Establishes rules prescribing soil erosion and sedimentation control plans, procedures, and 

measures

For any remedial action involving an earth change, 

substantive requirements of permit must be satisfied - 

relevant and appropriate

Michigan NREPA, Part 91 (Soil Erosion 

and Sediment Control), MCL 324.9101-

9112; Mich Admin Code R 323.1701-

1714

X X

Dam Safety

Provides requirements for dam construction and maintenance to ensure that dams are properly 

constructed, inspected, and maintained, and that the owners have adequately prepared for 

potential emergencies. Permits are required for the construction, enlargement, repair, alteration, 

removal, abandonment, and reconstruction of state regulated dams.

Applies to dams over 6' in height and over 5 acres of 

impoundment during the design flood. Would apply to 

remedial actions that impact regulated dams and 

surrounding areas - relevant and appropriate

Michigan NREPA, Part 315 (Dam Safety), 

MCL 324.31501-31529
X X
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Invasive Species

Lists nonnative species that are prohibited or restricted in Michigan; provides authority and 

procedures for State Natural Resources Commission to add or delete from the list. Provides for 

a permit for introduction of genetically engineered organisms. Provides penalties for violations.

Substantive requirements apply to remedial alternatives 

that involve restoration or planting activities - relevant and 

appropriate

Michigan NREPA, Part 413 (Transgenic 

and Nonnative Organisms), MCL 

324.41301-41325

X X

Storage and handling of liquid industrial 

wastes

Imposes requirements on generators for storage, documentation, and handling for onsite liquid 

waste in preparation for transport, for the use of registered haulers, and for the inspection of 

vehicles and control of the disposal of wastes.

Remedial actions may require transportation and disposal 

of liquid waste, and the Part 121 requirements apply to the 

storage and transport of those wastes - relevant and 

appropriate

Michigan NREPA, Part 121 (Liquid 

Industrial Waste), MCL 324.12101-12118
X X

Reporting wastewater discharge
Requires discharge reporting on the part of any wastewater discharger other than of sanitary 

sewage to a sewer system.  Applicable to any alternatives involving discharge of wastewater.

Remedial activities include discharge of wastewater as 

defined Mich Admin Code R. 299.9007 - relevant and 

applicable

Michigan NREPA; Mich Admin Code R 

299.9007
X X

Human health and wildlife risk-based 

limits for air emissions

Establishes rules prohibiting the emission of air contaminants in quantities that cause injurious 

effects to human health, animal life, plant life of significant economic value, and/or property.  For 

certain remedial alternatives, dust emissions may need to be monitored.

Air emissions are generated that create threats to human 

health as defined in MCL 336.1101 - 2823 and MCL 

324.5501 -5542 - relevant and applicable

Michigan NREPA; MCL 336.1101 - 2823;

MCL 324.5501 - 5542
X X

Prepared by/Date:  KPW 04/22/14

Checked by/Date:  MTP 06/11/14
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Table 2-4 
Risk-Based Fish Fillet Concentrations (RBCfish)  

(CDM 2003a) 
Area 1, OU-5 Kalamazoo River 

 

Receptor/Scenario 

RBCfish 
(based on 1 x 10-5 Cancer 

Risk) 
(mg/kg) 

RBCfish 
(based on HQ=1 Hazard 

Quotient) 
(mg/kg) 

Sport Angler – Central Tendency 0.109 0.187 

Sport Angler – High End 0.042 0.072 

Subsistence Angler 0.015 0.025 

 



Fish Tissue Type

Concentration 

Value

ABSA-01 

Concentration 

(mg/kg)
a

Year
b

ABSA-02 

Concentration 

(mg/kg)
a

Year
b

ABSA-02 

Concentration 

(mg/kg)
a

Year
b

ABSA-03
c 

Concentration 

(mg/kg) Year
c

Smallmouth Bass Fillet Mean 0.030 2006 0.20 2012 0.20 2006-2012 1.1 1993

Median 0.026 2006 0.23 2012 0.20 2006-2012 0.82 1993

Smallmouth Bass YOY Whole Body Mean 0.13 2006 0.35 2006 -- -- NA NA

Median 0.12 2006 0.34 2006 -- -- NA NA

Common Carp Fillet Mean 0.14 2006 0.29 2012 0.54 2006-2012 4.4 1993

Median 0.13 2006 0.29 2012 0.34 2006-2012 3.5 1993

Notes:

a. Total Congeners used for Whole Body samples, Total Aroclors used for other tissue types

b. Year listed is the most recent year of data for which concentrations are presented

NA = not available

Prepared by: LSV 5/20/13

Checked by: NTG 2/24/14

Table 2-5

Recent Fish Tissue PCB Concentrations in Reference Areas

Area 1, OU-5 Kalamazoo River

c. Values for fish collected in ABSA-03 excludes samples identified as ABSA-3.5 (sampling location near Portage Creek confluence). 

    Collection location of other samples from ABSA-03 was not available.  
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Fish Tissue Type Concentration Value

ABSA-01
Concentration

(mg/kg)

ABSA-02
Concentration

(mg/kg)

Smallmouth Bass Fillet Median 4.5 27
Mean 5.6 30

Lipid-Corrected HI=1 RBCa,b 11 11
Lipid-Corrected 10-5 RBCa,b 6.4 6.2

Smallmouth Bass YOY Whole Body Median 3.2 16
Mean 3.2 16

Lipid-Corrected Mink RBCa,b 14 26

Common Carp Fillet Median 7.3 19
Mean 8.2 20

Lipid-Corrected HI=1 RBCa,b 4.1 3.9
Lipid-Corrected 10-5 RBCa,b 2.4 2.3

Notes:
a. Units for lipid corrected concentrations are in mg PCB / kg lipid

SMB = Smallmouth Bass
SMB YOY = Smallmouth Bass Young of Year
ABSA = Aquatic Biota Sampling Area
RBC = Risk-based Concentration Prepared by: LSV 6/07/13

Checked by: NTG 2/24/14

Table 2-6
Lipid-Corrected Total PCB Concentrations and Risk-Based Concentrations for Fish Collected 

b. Lipid-Corrected RBCs for HI=1 of 0.072 mg/kg and for 10-5 of 0.042 mg/kg corrected for the mean percent lipids since 
2006 for both fish fillets in ABSA-01 and ABSA-02. The mink RBC of 0.6 mg/kg corrected for mean percent lipids since 2006 
for SMB YOY whole body in ABSA-01 and ABSA-02.

from 2006-2012 from Reference Area ABSAs
Area 1, OU-5 Kalamazoo River

Page 1 of 1
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Table 2-7 

Human Health Risk-Based Concentrations for Sediment  

(CDM 2003b) 

Area 1, OU-5 Kalamazoo River 

Receptor/Scenario 

RBCsed 
(Protective of Fish Ingestion; 

Cancer Risk = 10-5) 
(mg/kg) 

RBCsed 
(Protective of Fish Ingestion; 

HQ=1) 
(mg/kg) 

Diet 100% 
Smallmouth 

Bass 

76% smallmouth 
bass/24% carp 

100% 
Smallmouth 

Bass 

76% smallmouth 
bass/24% carp 

Sport Angler – 
Central Tendency 

0.51 0.30 0.88 0.52 

Sport Angler – High 
End 

0.20 0.12 0.34 0.20 

Subsistence Angler 0.07 0.04 0.12 0.07 

 

 

 

Table 2-8 
Risk-Based Floodplain Soil Concentrations (RBCsoil) Protective of Residents 

(CDM 2003b) 
Area 1, OU-5 Kalamazoo River 

 

Receptor/Scenario 

Age-Adjusted RBCsoil 
(1 x 10-5 Cancer Risk ) 

(mg/kg) 

RBCsoil 
(THI=1 ) 
(mg/kg) 

Residential Receptor 2.5 
15 (R – 2 to 7 years) 

4.0 (I – 30 year exposure) 
(R) = Reproductive Endpoint 
(I) = Immunological Endpoint 

 

 

 

Table 2-9 
Risk-Based Floodplain Soil Concentrations (RBCsoil) Protective of Recreationists 

(CDM 2003b) 
Area 1, OU-5 Kalamazoo River 

 

Receptor/Scenario 

Age-Adjusted RBCsoil 
(10-5 Cancer Risk) 

(mg/kg) 

RBCsoil 
(THI=1) 
(mg/kg) 

Recreational Receptor 23 
139 (R – 2 to 7 years) 

32 (I- 30 year exposure) 
(R) = Reproductive Endpoint 
(I) = Immunological Endpoint 

  



 

Table 2-10 

RBCs for Floodplain Soil in mg/kg Total PCB 

(ARCADIS 2012d) 

Area 1, OU-5 Kalamazoo River 

 

  

High Sensitivity  

TRVs 

Mid-Range Sensitivity  

TRVs 

Receptor NOAEL LOAEL NOAEL LOAEL 

Approach 1 - Total PCBs 

American robin 13 16 19 56 

American woodcock 4 5 7 20 

House wren 16 20 23 70 

Red-tailed hawk* 29 38 44 137 

Shrewa 6 18 6 18 

Fox*,a 17 54 17 54 

Approach 1 – TEQs 

Shrewa 3 27 3 27 

Approach 2§ - Total PCBs 

Birds (robin, woodcock, wren) 1 2 43 62 

Approach 2§ - TEQs 

Birds (robin, woodcock, wren) 0.3 1 32 65 

Approach 3 - TEQs 

American robin 0.2 0.5 17 35 

* Range of NOAEL-and LOAEL-based RBCs presented for these species based on use of different 

BAF approaches. 
§ Approach 2 does not include species-specific inputs and is applicable to American Robin, American 

woodcock, and house wren 
a The RBCs for the shrew and the fox are the same for moderate sensitivity and high sensitivity 

species analysis. 

 



General Response 

Actions
Technology Type Process Options Description Cost Implementability Short-Term Effectiveness Long-Term Effectiveness Retain

No Further Action Natural Recovery      Natural Recovery Natural recovery through attenuation.  Extensive 

source control efforts have been completed in 

and adjacent to Area 1.  Existing site conditions 

left would be left "as-is".  Would rely on ongoing 

natural attenuation of PCBs in sediments to 

further reduce exposure.  Inclusion of No Action 

mandated by USEPA for a baseline comparison.

Low Straightforward Unknown

Without monitoring and documentation of 

recovery, effectiveness is not known. 

Unknown

Without monitoring and documentation of 

recovery, effectiveness is not known. 

Yes

Monitored Natural 

Recovery (MNR)

Monitored 

Natural Recovery

Monitored 

Natural Recovery

Relies on ongoing, naturally-occurring processes 

(reduction through deposition of incoming 

"cleaner" sediments, dilution, and/or 

biodegradation) to reduce constituent 

concentrations in sediment. Includes long-term 

monitoring to document constituent 

concentrations.

Low Straightforward

Readily implementable and minimally intrusive.  

Activities would include sediment and fish tissue 

sampling from a boat and/or shoreline.

Not Effective

Not expected to be effective in the short term. 

Effectiveness relies on the progression of 

ongoing natural recovery processes in the river. 

Immediate risk reduction may not be easily 

achieved as natural processes may take time. It 

is recognized as one of the three major remedial 

approaches available for managing risks 

associated with contaminated sediments (USEPA 

2005).

Moderately Effective

May be effective in the long term. Effectiveness 

relies on the progression of ongoing natural 

recovery processes in the river.  It is recognized 

as one of the three major remedial approaches 

available for managing risks associated with 

contaminated sediments (USEPA 2005).  Over a 

period of time, RAOs would be achieved.

Yes

Enhanced MNR Enhanced 

Sedimentation

Enhanced 

Sedimentation

Constructing or enhancing depositional areas to 

alter the rate of deposition of cleaner incoming 

sediments in some portions of the Area 1 to 

increase the rate of natural recovery.  Includes 

monitoring to confirm and document recovery. 

Moderate Moderately Difficult

Implementable, however, would be in opposition to 

restoring free-flowing conditions created through the 

removal of the Plainwell Dam.  

Not Effective

Not expected to be effective in the short term. 

Effectiveness relies on the progression of 

ongoing natural recovery processes in the river.  

Even with enhancements, immediate risk 

reduction may not be easily achieved as natural 

processes may take time. 

Moderately Effective 

May be effective in the long term. Effectiveness 

relies on the progression of ongoing natural and 

enhanced recovery processes in the river. Over a 

period  of time, RAOs would be achieved.

No

Thin Layer Cap Thin Layer Cap Application of a thin layer cap after dredging  to 

address the potential for post-dredging residuals.

Moderate Straightforward

Readily implementable.  May require access 

agreements with adjacent property owners.

Moderately Effective

Would reduce surface concentrations 

immediately upon placement of cover over 

dredge residuals.                                                                                                                                               

Not Effective

Not effective in free flowing river sections. Would 

reduce surface concentrations immediately upon 

placement of cover over dredge residuals.   

Potential for erosion of cap in naturally free-

flowing portions of the river may limit long-term 

effectiveness.  

No

Institutional Controls Legal and 

Administrative 

Mechanisms

Fish 

Consumption 

Advisory

Public notification, education, and warning 

systems regarding fish consumption to limit 

exposure above permissible limits.

Low Straightforward 

Fish consumption advisories are already in place and 

maintained by MDCH.  Advisories would remain in place 

until the MDCH determine it is appropriate to modify.  

Moderately Effective

Human exposure depends on public knowledge of 

and compliance with advisories.

Moderately Effective

Human exposure depends on public knowledge of 

and compliance with advisories.

Yes

Engineering Controls Access 

Restrictions

Fences Restrict access to limit exposure.  Moderate Not Practical

Fencing the river is not practical; numerous private 

properties adjoin the river.  It will be difficult to gain 

access and permission to install the fence.  Access 

along less populated areas would also be limited.   

Not Effective

Fence installation is not practical.

Not Effective

Fence installation is not practical.

No

Warning Signs Post activity advisories (fish consumption, 

cleaning, etc.) at river access locations to help 

limit exposure above permissible limits.

Low Straightforward 

Warning sings are already in place.

Moderately Effective

Human exposure depends on public response to 

warning signs.

Moderately Effective

Human exposure depends on public response to 

warning signs.

Yes

Erosion Controls Armoring Placement of armor material or structures to limit 

the potential for erosion

Moderate Straightforward

Armoring for erosion controls have been successfully 

implemented during the two TCRAs performed in 

Area 1.

Effective

Proven to be effective based upon of TCRA 

completion inspections.

Effective

Proven to be effective based upon TCRA 

completion inspections.                             

Yes

Table 3-1

Remedial Technology Screening Summary -- Sediment

Area 1, OU-5 Kalamazoo River
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General Response 

Actions
Technology Type Process Options Description Cost Implementability Short-Term Effectiveness Long-Term Effectiveness Retain

Table 3-1

Remedial Technology Screening Summary -- Sediment

Area 1, OU-5 Kalamazoo River

Containment Capping In-situ Capping 

(with or without 

amendments)

Containment is accomplished by placing cap 

material over areas of sediment exceeding the 

remediation goal.  A bioactive or habitat zone is 

installed over the cap materials.

If amendment added, containment may be 

enhanced by reactive or sorptive properties of 

admixture incorporated into capping material to 

impede contaminant migration through cap.

Moderate Moderately Difficult

Implementable in lower energy reaches of the river.  

Implementation in shallower, higher energy 

environments may not be practical.  Water depths are 

important to define the maximum allowable thickness of 

cap and to identify the potential for cap erosion during 

flooding, ice scour, and wind-induced waves. Side 

channels such as Crown Vantage area are conducive to 

cap placement in Area 1. 

If amendment added, requires specialized equipment to 

meter in and mix additive into cap media. Amendments 

may require special or modified placement techniques 

(e.g., to prevent loss to water column in broadcast 

application techniques). Availability of amendments 

would depend on material selected, and ability to 

procure sufficient quantities in the Kalamazoo River 

area.

Effective

Would be most effective in lower energy portions 

of Area 1 such as the Crown Vantage side 

channel.  

Short-term effectiveness of amendments is 

unknown, and a treatability study would be 

required during remedial design. Capacity of 

amendments to sorb or react with PCBs may be 

limited by competition with native constituents 

such as naturally-occurring organic compounds 

and metal complexes.

Effective

Would be most effective in lower energy portions 

of Area 1 such as the Crown Vantage side 

channel.  

Long-term effectiveness of amendments is 

unknown, and a treatability study would be 

required during remedial design. Capacity of 

amendments to sorb or react with PCBs may be 

limited by competition with native constituents 

such as naturally-occurring organic compounds 

and metal complexes.

Yes

Rechannelization Rechannelization Permanently redirecting a section of Kalamazoo 

River into a newly-constructed or modified 

channel, while isolating PCB-containing sediment 

through capping in the original channel, and 

restoring the channel to surrounding grade.

Moderate Very Difficult

Implementable only where property is available and 

river configuration is conducive to rechannelization. 

Effective

Reduces exposure to and potential erosion of 

PCB-containing sediments.

Effective

Reduces exposure to and potential erosion of 

PCB-containing sediments.

No

Removal Dredging Mechanical 

Dredging 

Underwater sediment removal using mechanical 

methods, such as buckets or clamshells.  Would 

be combined with dewatering and disposal of 

dredged materials.

High Difficult

Implementability would be dependent upon (1) access 

to removal areas, (2) water depths and velocities, and 

(3) availability of near shore support area for sediment 

storage and dewatering operations. Can be 

implemented from land depending on accessibility of 

shoreline and reach of equipment. May require access 

agreements with adjacent property owners.   

Effective

Reduces potential exposure to ecological 

receptors through removal of PCB-containing 

sediments. It has successfully been used for the 

TCRAs in the former Plainwell Impoundment and 

Plainwell No. 2 Dam Area.  Engineering controls 

to reduce the potential for  resuspension and 

transport of sediment would be used to reduce 

negative short-term effects.  Restoration of 

habitat may also be required where habitat is 

significantly disturbed.  

Effective

Reduces potential exposure to ecological 

receptors through removal of PCB-containing 

sediments. It has successfully been used for the 

TCRAs in the former Plainwell Impoundment and 

Plainwell No. 2 Dam Area.  

Yes

Hydraulic Dredging Underwater sediment removal using hydraulic 

methods.  Sediments are removed and 

transported in a slurry form for further 

processing/treatment.  Treatment would consist 

of dewatering followed by disposal of dredged 

materials. 

High Very Difficult

Implementability is highly dependent upon water levels.  

Sufficient water depth is needed to support hydraulic 

dredging equipment.  Access to removal areas and 

availability of nearby onshore support areas for 

sediment storage and dewatering operations are also 

critical.  May require access agreements with adjacent 

property owners.  

Effective

Reduces potential exposure to ecological 

receptors through removal of PCB-containing 

sediments. Engineering controls to reduce the 

potential for resuspension of sediment and 

transport would be used to reduce negative short-

term effects.  Restoration of habitat may also be 

required where habitat is significantly disturbed.  

Effective

Reduces potential long-term exposure through 

removal of PCB-containing sediments.  

No

Excavation Excavation "in the 

dry"

Rerouting or isolation of river section through the 

use of cofferdams or sheet pile barriers to create 

a dry environment for removal.   Removal would 

be combined with dewatering and disposal of 

excavated material.  

High Difficult

Implementability is dependent upon (1) water levels, 

(2) access to removal areas, and (3) availability of 

nearby onshore support areas for sediment storage and 

dewatering operations.  May require access 

agreements with adjacent property owners. 

Effective

Reduces potential exposure to ecological 

receptors through removal of PCB-containing 

sediments.  Restoration of habitat may also be 

required where habitat is significantly disturbed.  

Effective

Reduces potential long-term exposure through 

removal of PCB-containing sediments.  

Yes

Page 2 of 3



General Response 

Actions
Technology Type Process Options Description Cost Implementability Short-Term Effectiveness Long-Term Effectiveness Retain

Table 3-1

Remedial Technology Screening Summary -- Sediment

Area 1, OU-5 Kalamazoo River

Treatment and 

Disposal

Treatment of 

Dredged Sediments

Dewatering Dredged sediments would be dewatered either 

mechanically or in Geotubes
®
 to prepare material 

for landfill disposal.

Medium Moderately Difficult

Technically implementable, may require access 

agreements from private property owners for support 

areas.

Effective

Dewatering would be accomplished through 

proven technologies.

Effective

Dewatering would be accomplished through 

proven technologies.

Yes

Amendment 

Addition 

Dredged sediments would be treated with 

appropriate amendments for landfill disposal.

Medium Moderately Difficult

Technically implementable, may require access 

agreements from private property owners for support 

areas.

Effective

Amendment addition would be accomplished 

through proven technologies.

Effective

Amendment addition would be accomplished 

through proven technologies and treated material 

disposed of in a approved landfill.

Yes

Disposal in a 

Landfill

On-site  Landfill Construct an approved landfill cell(s) on site, also 

known as a confined disposal facility (CDF). 

CDFs are engineered structures enclosed by 

dikes and specifically designed to contain 

sediment. Dredge and deposit sediments and/or 

bulk waste (debris) into a CDF. Not applicable to 

TSCA residuals containing PCB concentrations 

greater than 50 mg/kg.

High Very Difficult

Technically implementable if suitable location is 

identified where a CDF could be constructed to 

accommodate the potential volume of dredged material.  

Handling is extensive and would require sufficient 

available space, which may be  limited.  Permits would 

be required.  May require purchase of property for 

construction and permitting.

Effective

Landfill cells are a proven technology to reduce 

mobility and contain waste.

Effective

Landfill cells are a technology proven to reduce 

mobility and contain waste.

No 

Off-site  Landfill Off-site disposal at an existing non-hazardous 

landfill or TSCA landfill for residuals exceeding 50 

mg/kg PCBs.

 High Straightforward

Several disposal facilities used during the 

implementation of previous removals at the site remain 

readily available.

Effective

A permitted landfill is a technology proven to 

reduce mobility and contain waste.

Effective

A permitted landfill is a technology proven to 

reduce mobility and contain waste.

Yes

MNR = monitored natural recovery PREPARED BY/DATE: FKM 06/25/2013

REVISED BY/DATE: MTP 02/21/2014

CHECKED BY/DATE: CED 02/24/2014
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General Response 

Actions
Technology Type Process Options Description Cost Implementability Short-Term Effectiveness Long-Term Effectiveness Retain

No Action Natural Recovery      Natural Recovery Natural recovery through attenuation. Inclusion of 

this remedial action mandated by USEPA as a 

baseline condition.

Low Straightforward Unknown

Without monitoring and documentation of 

recovery, effectiveness is not known. 

Unknown

Without monitoring and documentation of 

recovery, effectiveness is not known. 

Yes

Monitored Natural 

Recovery

Monitored Natural 

Recovery

Monitored Natural 

Recovery

Relies on ongoing, naturally-occurring processes 

to reduce constituent concentrations in floodplain 

soil. Includes long-term monitoring to document 

constituent concentration reduction over time.

Low Straightforward                                                            

Readily implementable and minimally intrusive.  

Not Effective

Not expected to be effective in the short term. 

Effectiveness relies on the progression of ongoing 

natural recovery processes. Immediate risk 

reduction may not be easily achieved as natural 

processes may take time. 

Moderately Effective                                  

Effectiveness relies on the progression of ongoing 

natural recovery processes in soil.  Over a period 

of time, risk reduction to meet RAOs would likely 

be achieved.

Yes

Institutional Controls Legal and 

Administrative 

Mechanisms

Land Use 

Restrictions

Land use restrictions involve zoning and/or deed 

restrictions to limit future land use of an area.

Low Moderately Difficult

Implementable but requires agreement of individual 

property owners. May be difficult to achieve for a large 

number of affected properties. 

Moderately Effective

Reduces human exposure to PCBs  by restricting 

activities such as excavation. 

Moderately Effective

Reduces human exposure to PCBs by restricting 

activities such as excavation.  

Yes

Engineering Controls Access 

Restrictions

Fences Restrict access to limit exposure.  Low Not Practical

Fencing the entire floodplain is not practical, numerous 

private properties would be involved  It may be difficult to 

gain access and permission to install a fence.          

Not Effective

Fence installation is not practical for entire 

floodplain. Would not restrict all ecological 

receptors.

Not Effective

Fence installation is not practical for entire 

floodplain. Would not restrict all ecological 

receptors.

No

Containment Capping Cover Soil Containment is accomplished by placing soil fill 

and/or topsoil over areas of floodplain soil 

exceeding the remediation goal.  The soil cover 

provides a barrier to prevent direct contact, 

erosion, or disturbance.  Would require clearing, 

grubbing, and site grading prior to barrier 

placement. Institutional controls may be required 

to prevent cap disturbance by trespassers or 

recreationists.  

Moderate Moderately Difficult

Implementation may require access agreements from 

property owners. Would require clearing, grubbing, and 

site grading prior to cover placement.  Access may be 

difficult depending upon location within Area 1. 

Floodplain evaluations and state permitting required if 

final ground surface elevations would be modified by 

cover soil placement.

Effective

Reduces potential exposure for ecological 

receptors to PCBs in the floodplain soil and the 

potential for migration of PCB-impacted surface 

soil.  Localized, short-term impacts on the 

ecological community (habitat destruction/ 

disturbance) are anticipated during cap 

placement. Soil cover design would allow for 

ecological habitat recovery following installation.

Effective

Reduces potential exposure for ecological 

receptors to PCBs in the floodplain soil and the 

potential for migration of PCB-impacted surface 

soil. 

Yes

Engineered Barrier This process option consists of the placement of 

impermeable layer, fill soil (sand, gravel, clay), 

geosynthetics, and/or topsoil.  The multi-layered 

cap would be designed to isolate and contain 

underlying soil, prevent direct contact, and reduce 

potential for PCB migration. Would require 

clearing, grubbing, and site grading prior to barrier 

placement. Institutional controls may be required 

to prevent cap disturbance by trespassers or 

recreationists.  

Moderate Moderately Difficult

Implementation may require access agreements from 

property owners.  Would require clearing, grubbing, and 

site grading prior to cover placement.  Access may be 

difficult depending upon location within Area 1. 

Floodplain evaluations and state permitting required if 

final ground surface elevations would be modified 

through barrier installation.

Effective

Reduces potential exposure for ecological 

receptors to PCBs in the floodplain soil and the 

potential for migration of PCB-impacted surface 

soil.  Localized, short-term impacts on the 

ecological community (habitat destruction/ 

disturbance) are anticipated during cap 

placement. Soil cover design would allow for 

ecological habitat recovery following installation.

Effective

Reduces potential exposure for ecological 

receptors to PCBs in the floodplain soil and the 

potential for migration of PCB-impacted surface 

soil. 

Yes

Removal Excavation Excavation This technology involves excavation of impacted 

floodplain soil using conventional earthmoving 

equipment and the backfilling of excavated areas 

with clean soil.  

Moderately 

High

Moderately Difficult

Technically implementable.  May require access 

agreements with property owners.  If large volumes are 

excavated and require off-site disposal, there are 

potential risks associated with release and exposure 

during staging and transportation.

Effective

Excavation removes impacted soil from the 

floodplain resulting in immediate reduction in risk.  

Has been successfully implemented as part of the 

TCRA in the former Plainwell Impoundment and 

Plainwell No. 2 Dam Area.  Excavation will 

temporarily destroy the ecological habitat. Design 

would allow for habitat restoration and recovery.

Effective

Excavation removes impacted soil from the 

floodplain resulting in immediate reduction in risk.  

Has been successfully implemented as part of the 

TCRA in the former Plainwell Impoundment and 

Plainwell No. 2 Dam Area.  

Yes

Table 3-2

Remedial Technology Screening Summary -- Floodplain Soil

Area 1, OU-5 Kalamazoo River
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General Response 

Actions
Technology Type Process Options Description Cost Implementability Short-Term Effectiveness Long-Term Effectiveness Retain

Table 3-2

Remedial Technology Screening Summary -- Floodplain Soil

Area 1, OU-5 Kalamazoo River

Treatment and 

Disposal

Treatment of 

Excavated Soils

Soil Amendments Excavated soil would be treated with soil 

amendments to meet landfill disposal 

requirements

Medium Moderate

Technically implementable; would require area for 

staging/mixing.

Effective

The addition of soil amendments to meet landfill 

disposal requirements is a proven technology.

Effective

The addition of soil amendments to meet landfill 

disposal requirements is a proven technology.

Yes

Landfill On-site Landfill Construct an approved landfill cell(s) on site, also 

known as a confined disposal facility (CDF). CDFs 

are engineered structures enclosed by dikes and 

specifically designed to contain soil. They can be 

built near-shore or upland.  It is anticipated that 

the excavated soil will be non-hazardous and not 

contain PCB concentrations greater than 50 

mg/kg on average.

High Very Difficult

May be difficult to obtain a suitable location where a 

CDF could be constructed to accommodate the 

excavated soil.  Permits would be required.  May require 

purchase of property for construction and permitting.  

Effective

Landfill cells are a proven technology to reduce 

mobility and contain waste.

Effective

Landfill cells are a technology proven to reduce 

mobility and contain waste.

No

Off-site Landfill Off-site disposal at an existing non-hazardous 

landfill.

 High Straightforward

Several disposal facilities used during the 

implementation of previous soil removals at the site 

remain readily available.

Effective

A permitted landfill is a technology proven to 

reduce mobility and contain waste.

Effective

A permitted landfill is a technology proven to 

reduce mobility and contain waste.

Yes

PREPARED BY/DATE: FKM 6/25/13

CHECKED BY/DATE: CED 6/28/13
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Table 3-3 

Shallow (0-6″) Geomorphic-PCB Analysis Data Summary 

Area 1, OU-5 Kalamazoo River 

 

Data Set n 

Quartile Range Values 

(mg/kg PCB) 

0% 25% 50% 75% 100% 

Transverse Location 

Backwater 4 0.085 0.192 0.414 1.73 5.1 

Confluence 4 0.403 0.671 0.835 2.19 6.02 

Left Channel 198 0.025 0.053 0.212 0.803 189 

Mid Channel 130 0.026 0.030 0.063 0.172 162 

Right Channel 170 0.008 0.046 0.158 0.525 101 

Channel Slope 

Low 209 0.008 0.086 0.217 0.610 148 

Moderate 163 0.017 0.030 0.047 0.176 68.5 

High 89 0.017 0.033 0.141 0.725 189 

Curve Position 

Inside Curve 101 0.008 0.095 0.264 0.940 189 

Mid-channel in Curve 74 0.026 0.031 0.083 0.199 162 

Outside Curve 100 0.025 0.046 0.198 0.763 101 

Straight 223 0.017 0.034 0.096 0.334 17.6 

 

 PREPARED/DATE: LSV 7/23/13 

 CHECKED/DATE: NTG 7/23/13  



Table 3-4 

Deep (>6”) Geomorphic-PCB Analysis Data Summary 

Area 1, OU-5 Kalamazoo River 

 

Data Set n 

Quartile Range Values 

(mg/kg PCB) 

0% 25% 50% 75% 100% 

Transverse Location 

Backwater 4 0.044 0.130 0.394 2.15 6.7 

Confluence 3 1.48 2.01 2.54 10.0 17.5 

Left Channel 116 0.014 0.050 0.295 2.55 161 

Mid Channel 65 0.015 0.042 0.133 0.530 22.4 

Right Channel 85 0.021 0.037 0.210 0.451 67 

Channel Slope 

Low 133 0.015 0.080 0.310 0.986 142 

Moderate 64 0.021 0.032 0.115 0.385 17.7 

High 52 0.014 0.034 0.130 3.56 161 

Curve Position 

Inside Curve 65 0.021 0.127 0.419 4.08 161 

Mid-channel in Curve 38 0.015 0.108 0.145 0.538 22.4 

Outside Curve 49 0.014 0.035 0.092 0.416 52.3 

Straight 113 0.026 0.034 0.180 0.540 122 

 

PREPARED/DATE: LSV 7/23/13 

 CHECKED/DATE: NTG 7/23/13 

 



n % n %

Backwater 1 25% 3 75%

Confluence 1 25% 3 75%

Left Channel 45 23% 153 77%

Mid Channel 4 3% 126 97%

Right Channel 25 15% 145 85%

Backwater 1 25% 3 75%

Confluence 1 25% 3 75%

Left Channel 24 12% 174 88%

Mid Channel 3 2% 127 98%

Right Channel 9 5% 161 95%

Backwater 1 25% 3 75%

Confluence 1 25% 3 75%

Left Channel 17 9% 181 91%

Mid Channel 2 2% 128 98%

Right Channel 6 4% 164 96%

Backwater 0 0% 4 100%

Confluence 0 0% 4 100%

Left Channel 9 5% 189 95%

Mid Channel 2 2% 128 98%

Right Channel 6 4% 164 96%

Backwater 0 0% 4 100%

Confluence 0 0% 4 100%

Left Channel 4 2% 194 98%

Mid Channel 2 2% 128 98%

Right Channel 4 2% 166 98%

PREPARED/DATE: LSV 7/23/13

CHECKED/DATE: NTG 7/23/13

RAL = 10 mg/kg PCB

RAL = 50 mg/kg PCB

Channel Location

Samples

Above RAL

Samples Below or 

Equal to RAL

RAL = 1 mg/kg PCB

Table 3-5

Shallow Sediment (0-6") PCB RAL Analysis by Transverse Location

Area 1, OU-5 Kalamazoo River

RAL = 2 mg/kg PCB

RAL = 5 mg/kg PCB

Sections 2-4
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n % n %

Backwater 1 25% 3 75%

Confluence 3 100% 0 0%

Left Channel 38 33% 78 67%

Mid Channel 7 11% 58 89%

Right Channel 12 14% 73 86%

Backwater 1 25% 3 75%

Confluence 2 67% 1 33%

Left Channel 31 27% 85 73%

Mid Channel 6 9% 59 91%

Right Channel 7 8% 78 92%

Backwater 1 25% 3 75%

Confluence 1 33% 2 67%

Left Channel 22 19% 94 81%

Mid Channel 4 6% 61 94%

Right Channel 5 6% 80 94%

Backwater 0 0% 4 100%

Confluence 1 33% 2 67%

Left Channel 20 17% 96 83%

Mid Channel 2 3% 63 97%

Right Channel 5 6% 80 94%

Backwater 0 0% 4 100%

Confluence 0 0% 3 100%

Left Channel 10 9% 106 91%

Mid Channel 0 0% 65 100%

Right Channel 2 2% 83 98%

PREPARED/DATE: LSV 7/23/13

CHECKED/DATE: NTG 7/23/13

Sections 2-4

Channel Location

RAL = 1 mg/kg PCB

RAL = 2 mg/kg PCB

RAL = 5 mg/kg PCB

RAL = 10 mg/kg PCB

RAL = 50 mg/kg PCB

Table 3-6

Deep Sediment (>6") PCB RAL Analysis by Transverse Location

Area 1, OU-5 Kalamazoo River

Samples 

Above RAL

Samples Below or 

Equal to RAL
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Upper Bound Mid Lower Bound

MNR 0.33% 2.3% 4.1%

Recovery 0.33% 2.3% 4.1%

Upper Bound Mid Lower Bound

2 Year MNR (%) 0% 3.4% 5.1%

2 Year Step Down (mg/kg) 0.0063 0.049 0.066

Recovery (%) 3.4% 4% (power) 5.1%

Notes:

Percentages with no (explanation) calculated from the log-linear regression

Upper Bound Mid Lower Bound

2 Year MNR (%) 0% 1.9% 5.1%

4 Year Step Down (mg/kg) 0.0067 0.092 0.075

Recovery (%) 3.4% 4% (power) 5.1%

Notes:

Percentages with no (explanation) calculated from the log-linear regression

Upper Bound Mid Lower Bound

2 Year MNR (%) 0.33% 2.3% 4.1%

10 Year Step Down (mg/kg) 0.023 0.15 0.14

Recovery (%) 2.3% 4% (power) 4.1%

Notes:

Used Area 1 Wide SWAC (see Section 4.7.2.1)

Percentages with no (explanation) calculated from a log-linear regression

Prepared by/Date: SAG 12/08/2014

Checked by/Date: LSV 12/09/2014

S-4

Used SWACs based on GIS and Arithmetic approaches for Remedial Reach (see 

Table 4-4 for SWAC values)

S-5

Used SWACs based on GIS and Arithmetic approaches for Remedial Reach (see 

Table 4-4 for SWAC values)

Table 4-1a

Smallmouth Bass Fillet: Fish Projection Rate Percentages and Step Downs

Area 1, OU-5 Kalamazoo River

S-2

S-3

Page 1 of 1



Upper Bound Mid Lower Bound

MNR (%) 6.3% 7.5% 8.9%

Recovery (%) 6.3% 7.5% 8.9%

Upper Bound Mid Lower Bound

2 Year MNR (%) 0% 3.2% 5.7%

2 Year Step Down (mg/kg) 0.021 0.16 0.21

Recovery (%) 3.2% 4% (power) 5.7%

Notes:

Percentages with no (explanation) calculated from the log-linear regression

Upper Bound Mid Lower Bound

2 Year MNR (%) 0% 3.2% 5.7%

4 Year Step Down (mg/kg) 0.022 0.30 0.24

Recovery (%) 3.2% 4% (power) 5.7%

Notes:

Percentages with no (explanation) calculated from the log-linear regression

Upper Bound Mid Lower Bound

2 Year MNR (%) 6.3% 7.5% 8.9%

10 Year Step Down (mg/kg) 0.059 0.39 0.36

Recovery (%) 7.5% 8% (power) 8.9%

Notes:

Used Area 1 Wide SWAC (see Section 4.7.2.1)

Percentages with no (explanation) calculated from a log-linear regression

Prepared by/Date: SAG 12/08/2014

Checked by/Date: LSV 12/09/2014

Table 4-1b

Smallmouth Bass Whole Body (Young of Year): Fish Projection Rate 

Percentages and Step Downs

Area 1, OU-5 Kalamazoo River

S-2

S-5

Used SWACs based on GIS and Arithmetic approaches for Remedial Reach (see 

Table 4-4 for SWAC values)

Used SWACs based on GIS and Arithmetic approaches for Remedial Reach (see 

Table 4-4 for SWAC values)

S-3

S-4

Page 1 of 1



Upper Bound Mid Lower Bound

MNR (%) 1.6% 2.8% 3.9%

Recovery (%) 1.6% 2.8% 3.9%

Upper Bound Mid Lower Bound

2 Year MNR (%) 0.58% 2.2% 6.1%

2 Year Step Down (mg/kg) 0.11 1.1 1.3

Recovery (%) 2.2% 3.5% (power) 6.1%

Notes:

Percentages with no (explanation) calculated from a log-linear regression

Upper Bound Mid Lower Bound

2 Year MNR (%) 0.58% 2.2% 6.1%

4 Year Step Down (mg/kg) 0.12 2.0 1.5

Recovery (%) 2.2% 3.5% (power) 6.1%

Notes:

Percentages with no (explanation) calculated from a log-linear regression

Upper Bound Mid Lower Bound

2 Year MNR (%) 1.6% 2.8% 3.9%

10 Year Step Down (mg/kg) 0.19 1.5 1.4

Recovery (%) 2.8% 3.5% (power) 3.9%

Notes:

Used Area 1 Wide SWAC (see Section 4.7.2.1)

Percentages with no (explanation) calculated from a log-linear regression

Prepared by/Date: SAG 12/08/2014

Checked by/Date: LSV 12/09/2014

S-4

Used SWACs based on GIS and Arithmetic approaches for Remedial Reach (see 

Table 4-3 for SWAC values)

S-5

Used SWACs based on GIS and Arithmetic approaches for Remedial Reach (see 

Table 4-3 for SWAC values)

Table 4-1c

Common Carp Fillet: Fish Projection Rate Percentages and Step Downs

Area 1, OU-5 Kalamazoo River

S-2

S-3

Page 1 of 1



S-2
a

Lower Bound S-2: (MNR)

S-2: (MNR)

Upper Bound S-2: (MNR)

S-3
b

Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down)

S-3: Section 2-4 Hotspots (Mid Approximation Step Down)

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down)

S-4
b

Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down)

S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down)

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down)

S-5
a

Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

S-5: Area-wide Removal (Mid Approximation Step Down)

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)

Notes:
a
 Scenarios S-2 and S-5 apply the more conservative dam model, see Appendix I

b
 Scenarios S-3 and S-4 apply the urban model, see Appendix I

NA = Not Achievable under this scenario

NC = Not Calculated 

RBC = Risk-Based Concentration

MDCH = Michigan Department of Community Health Prepared by/Date: SAG 12/05/14

mg/kg = milligrams per kilogram Checked by/Date: LSV 12/08/14

19

96

47

42

48

25

Table 4-2a

Summary of Years from Initiation of Remediation to Achieve Smallmouth Bass Fillet Concentration Thresholds

Area 1, OU-5 Kalamazoo River

Fish Concentration Thresholds

Remedial Alternative Scenarios

2012 Morrow Lake 

Reference Concentration 

0.23 mg/kg

MDCH: 

2 Meals Per Month 

0.11 mg/kg

Human Health Fish 

Consumption RBC: High 

End Sport Angler (HQ =1)

0.072 mg/kg

Human Health Fish 

Consumption RBC: High 

End Sport Angler (10
-5

)

0.042 mg/kg

2006 Ceresco Reservoir 

Reference Concentration

0.026 mg/kg

(years to goal)

Achieved

Achieved

Achieved

Achieved

9

18

151

Achieved

10

10

29

25

47

375

2

7

19

4

4

21

20

23

56

Achieved

12

34

30

35

65

504

9

19

34

74

57

106

813

26

43

59

27

36

61

52

59

115

32

10

18

32

46

667

87

47

(years to goal) (years to goal) (years to goal) (years to goal)
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S-2
a

Lower Bound S-2: (MNR)

S-2: (MNR)

Upper Bound S-2: (MNR)

S-3
b

Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down)

S-3: Section 2-4 Hotspots (Mid Approximation Step Down)

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down)

S-4
b

Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down)

S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down)

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down)

S-5
a

Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

S-5: Area-wide Removal (Mid Approximation Step Down)

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)

Notes:
a
 Scenarios S-2 and S-5 apply the more conservative dam model, see Appendix I

b
 Scenarios S-3 and S-4 apply the urban model, see Appendix I

NA = Not Achievable under this scenario

NC = Not Calculated 

RBC = Risk-Based Concentration

MDCH = Michigan Department of Community Health

mg/kg = milligrams per kilogram

Prepared by/Date: SAG 12/05/14

Checked by/Date: LSV 12/08/14

Remedial Alternative Scenarios

Mink RBC

0.60 mg/kg

2006 Morrow Lake 

Reference Concentration 

0.34 mg/kg

2006 Ceresco Reservoir 

Reference Concentration 

0.12 mg/kg

Table 4-2b

Summary of Years from Initiation of Remediation to Achieve Smallmouth Bass Young of Year Whole Body Concentration Thresholds

Area 1, OU-5 Kalamazoo River

Fish Concentration Thresholds

(years to goal) (years to goal) (years to goal)

5

7

9

Achieved

2

7

Achieved

4

9

3

10

23

18

10

13

16

18

24

30

35

52

4

4

25

19

28

54

22

27

32

10

10

15

15

13

21
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S-2
a

Lower Bound S-2: (MNR)

S-2: (MNR)

Upper Bound S-2: (MNR)

S-3
b

Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down)

S-3: Section 2-4 Hotspots (Mid Approximation Step Down)

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down)

S-4
b

Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down)

S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down)

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down)

S-5
a

Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

S-5: Area-wide Removal (Mid Approximation Step Down)

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)

Notes:
a
 Scenarios S-2 and S-5 apply the more conservative dam model, see Appendix I

b
 Scenarios S-3 and S-4 apply the urban model, see Appendix I

NA = Not Achievable under this scenario

NC = Not Calculated 

RBC = Risk-Based Concentration

MDCH = Michigan Department of Community Health

mg/kg = milligrams per kilogram

Prepared by/Date: SAG 12/05/14

Checked by/Date: LSV 12/08/14

Table 4-2c

Summary of Years From Initiation of Remediation to Achieve Common Carp Fillet Concentration Thresholds

Area 1, OU-5 Kalamazoo River

Fish Concentration Thresholds

Remedial Alternative Scenarios

2012 Morrow Lake 

Reference Concentration 

0.29 mg/kg

2006 Ceresco Reservoir 

Reference Concentration 

0.13 mg/kg

MDCH: 

2 Meals Per Month 

0.11 mg/kg

Human Health Fish 

Consumption RBC: High 

End Sport Angler (HQ =1) 

0.072 mg/kg

Human Health Fish 

Consumption RBC: High 

End Sport Angler (10
-5

) 

0.042 mg/kg

(years to goal) (years to goal) (years to goal) (years to goal)

53

80

144

27

64

112

28

54

113

46

56

87 114

78

64

71

106

193

75

111

203

151

44

80

153

37 40

147

76

38

145

86

67

82

119

85

127

229

46

103

170

47

93

172

78

95

135

90

98

(years to goal)

145

261

53

90

110

153

118

192

54

108

194
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Table 4-3

Estimated Cost for Alternative S-2 - MNR, ICs and ECs

Area 1, OU-5 Kalamazoo River

AREA 1 FEASIBILITY STUDY

Site: AREA 1 Description:  

Year: 2014

Unit Total Item
Description Quantity Units Cost Cost

1

CAPITAL COSTS

Fish Advisory and warning signs already exist. 1 LS -$                                

TOTAL CAPITAL COSTS -$                                

1 LS $8,960 $9,000

Fish Sampling - Field 1 LS $37,060 $37,000

Fish Sampling - Lab Analysis 1 LS $22,491 $22,000

Surface Water Sampling  - Field 1 LS $10,990 $11,000

Surface Water Sampling  - Lab Analysis 1 LS $838 $800

Sediment Sampling - Field 1 LS $33,830 $33,800

Sediment Sampling - Lab Analysis 1 LS $5,922 $5,900

Reporting/Evaluation 1 LS $47,040 $47,000

SUBTOTAL $166,500

Contingency 20% $33,000

SUBTOTAL $200,000

Project Management 10% $20,000

Technical Support 5% $10,000

TOTAL LTM PER EVENT $230,000

Verification of ICs and Reporting 1 LS $10,000 $10,000

Contingency 10% $1,000

SUBTOTAL $11,000

Project Management 10% $1,000

Technical Support 5% $600

TOTAL Annual O&M $12,600

One-time manintenance 1 LS $23,000 $23,000

Contingency 5% $1,200

SUBTOTAL $24,000

Project Management 10% $2,000

Technical Support 5% $1,200

TOTAL MAINTENANCE $27,200

MONITORED NATURAL RECOVERY/ICs/ECs     GP 

KALAMAZOO

ESTIMATED COSTS
1,3

O&M COSTS

LONG TERM MONITORING (LTM)

Visual Inspections of River Banks

This cost estimate includes long term monitoring of fish and 

surface water, visual inspections of river banks, and verification 

of ICs.  Fish/surface water monitoring and river bank inspections 

would be performed annually for the first 5 years and every 5 

years until year 30. ECs would be added for erosion control 

based on visual inspections over 30 years and erosion 

maintenance events are assumed at Years 0 and 15. 

MAINTENANCE COSTS

Page 1 of 2



Table 4-3

Estimated Cost for Alternative S-2 - MNR, ICs and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item
Description Quantity Units Cost Cost

1

Visual Inspection, Sampling, Reporting / 5-Year Review Report

PERIODIC COST  $230,000

Description Year

Maintenance 0 LS $27,200

Inspection, Sampling, Reporting 1 LS $230,000

Inspection, Sampling, Reporting 2 LS $230,000

Inspection, Sampling, Reporting 3 LS $230,000

Inspection, Sampling, Reporting 4 LS $230,000

Inspection, Sampling, Reporting 5 LS $230,000

Inspection, Sampling, Reporting 10 LS $230,000

Maintenance 15 LS $27,200

Inspection, Sampling, Reporting 15 LS $230,000

Inspection, Sampling, Reporting 20 LS $230,000

Inspection, Sampling, Reporting 25 LS $230,000

Inspection, Sampling, Reporting 30 LS $230,000

PRESENT WORTH ANALYSIS

Total Cost Total Discount Present 

Cost Type Year Per Year Cost Factor
2

Worth

Capital Cost 0  -$           1.000 -$       

Annual O & M Cost 1 - 30 $12,600 $380,000 12.409 $160,000

Periodic Cost 1 $230,000 0.935 $215,000

Periodic Cost 2 $230,000 0.873 $200,900

Periodic Cost 3 $230,000 0.816 $187,700

Periodic Cost 4 $230,000 0.763 $175,500

Periodic Cost 5 $230,000 0.713 $164,000

Periodic Cost 10 $230,000 0.508 $116,900

One-Time Maintenance 15 $27,200 0.362 $9,900

Periodic Cost 15 $230,000 0.362 $83,400

Periodic Cost 20 $230,000 0.258 $59,400

Periodic Cost 25 $230,000 0.184 $42,400

Periodic Cost 30 $230,000 0.131 $30,200

$2,700,000 $1,400,000

TOTAL PRESENT WORTH
2 

$1,400,000

TOTAL COST
3 $2,700,000

ICs - Institutional Controls PREPARED/DATE: FKM 07/03/2013

LS - Lump Sum REVISED/DATE: MTP 02/14/2014

O&M - Operation and Maintenance CHECKED/DATE: JNM 02/17/2014

1. A list of detailed assumptions is provided in Appendix H.

2. A discount rate of 7% annually was applied to calculate present worth.  

3. Estimated costs are considered to be -30% to +50% in accuracy and are meant to be comparative between

remedial alternatives (USEPA, 1988).  Costs are rounded to two significant figures.

PERIODIC COSTS
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Alternative S-3

LCL Best Est.(S-3C) UCL LCL Best Est.(S-3C) UCL LCL Best Est.(S-3C) UCL LCL Best Est.(S-3C) UCL

Pre Remediation 0.49 1.76 2.33 0.20 2.35 4.73 0.18 2.66 2.91 0.87 2.21 2.96

Post Remediation 0.35 1.09
d

1.06 0.06 1.12 3.07 0.00 1.00 1.27 0.39 1.07 1.73

Alternative S-4

LCL Best Est. (S-4F) UCL LCL Best Est. (S-4F) UCL LCL Best Est. (S-4F) UCL LCL Best Est. (S-4F) UCL

Pre Remediation 0.49 1.76 2.23 0.30 2.35 3.32 0.25 2.66
d

2.53 0.86 2.21 2.31

Post Remediation 0.34 0.60 0.90 0.43
c

0.72 0.79 0.00 0.56 0.81 0.50 0.63 0.71

Notes:

LCL - lower confidence limit

UCL - upper confidence limit

SWAC - Surface area weighted average concentration 

IPWCs - Interval participation weighted concentrations

Interval 1 = 0" to 6"

Interval 2 = 6" to 12" Prepared by: MTP 12/18/2013

Interval 3 = 12" to 24" Checked by: CED 12/18/2013

Table 4-4

Summary of SWAC Bounds for Remedial Alternatives S-3 and S-4

Area 1, OU-5 Kalamazoo River

Remedial Reach
a
 SWACs (mg/kg)

Interval 1 Interval 2 Interval 3 Combined Intervals

b. Best Estimate corresponds to calculation methods S-3C and S-4F, which are the most representative of site conditions based on the available data by

    limiting the post-remediation "credit" for removal to the actual footprint of excavation (rather than whole stream tubes), and consider all of the available

    sediment data within a hot spot area.

c. Post-remediation SWACs do not include sample variability from hotspots and edges. LCL and UCL values calculated solely on sample variability of the

    remaining reach concentrations. For interval 2, this results in a slightly higher post-remediation LCL than the pre-remediation LCL.

d. Best estimate in this scenario is slightly above the UCL calculated.  The difference between these two methods is that one weights each hot spot area 

    separately and the other weights the aggregate average hot spot concentration.  The UCL is based on the latter, which has lower variability.

Remedial Reach SWACs (mg/kg)

Interval 1 Interval 2 Interval 3 Combined Intervals

a. The Remedial Reach extends approximately 3 miles, from RM72.4 (upstream of KPT 19) to RM69.4 (downstream of S-IM1) and includes hot spots KPT-19,

    KPT-20, KRT-4, KRT-5, and S-IM1.
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Table 4-5

Estimated Cost for Alternative S-3A - Removal of Four Hot Spot Areas and

Crown Vantage Side Channel with MNR, ICs, and ECs

Area 1, OU-5 Kalamazoo River

REMOVAL OF 4 HOT SPOTS, Crown Vantage Side Channel, ICs/ECs, and MNR

GP KALAMAZOO

AREA 1 FEASIBILITY STUDY

Site: AREA 1 Description:  

Year: 2014

Unit Total Item

Description Quantity Units Cost Cost
1

CAPITAL COSTS

Sediment Removal

Mobilization/Demobilization 1 5% $221,000 $221,000

Site and Staging Areas Preparation 1 LS $350,000 $350,000

Access Roads 5,000 LF $21 $105,000

Resuspension Control 2,600 LF $80 $208,000

Debris Removal 4.00 AC $7,000 $28,000

Sediment Removal (Mechanical) 19,500  CY $75 $1,463,000

Material Dewatering and Handling 19,500 CY $50 $975,000

Water Treatment 9.0 MTH $50,000 $450,000

Confirmation Sampling 3.76 AC $14,300 $54,000

Residual Management 3,700  CY $40 $148,000

Transportation and Disposal

Sampling 57 EA $500 $28,500

TD - Non-TSCA 24,200 TONS $46 $1,113,000

TD - TSCA 4,300 TONS $170 $731,000

Environmental Monitoring 9.0 MTH $8,900 $80,000

Survey 1.0 LS $155,000 $155,000

Site Restoration 

Vegetation 5.0 AC $20,000 $100,000

Bank Armoring 3,700 LF $74 $274,000

SUBTOTAL $6,480,000

Contingency (15% scope+ 20% bid) 35% $2,270,000

SUBTOTAL $8,750,000

Project Management 5% $438,000

Pre-Remedial Design Sampling and Planning 1 $330,000

Remedial Design 5% $438,000

Construction Management 5% $438,000

TOTAL CAPITAL COSTS $10,390,000

ESTIMATED COSTS
1,3 

This cost estimate includes removal of four hot spot areas and Crown 

Vantage, MNR, ICs/ECs.  Long term monitoring costs include fish and 

surface water sampling and river bank inspections for the first 5 years and 

every five years thereafter over a 30 year period with  verification of ICs 

annually.  ECs would be added for erosion control based on visual 

inspections over 30 years. An erosion maintenance event is assumed at 

Year 15.
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Table 4-5

Estimated Cost for Alternative S-3A - Removal of Four Hot Spot Areas and

Crown Vantage Side Channel with MNR, ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

1 LS $8,960 $9,000

Fish Sampling - Field 1 LS $37,060 $37,000

Fish Sampling - Lab Analysis 1 LS $22,491 $22,000

Surface Water Sampling  - Field 1 LS $10,720 $11,000

Surface Water Sampling  - Lab 1 LS $838 $800

Sediment Sampling - Field 1 LS $33,830 $33,800

Sediment Sampling - Lab Analysis 1 LS $5,922 $5,900

Reporting/Evaluation 1 LS $47,040 $47,000

SUBTOTAL $166,500

Contingency 20% $33,300

SUBTOTAL $200,000

Project Management 10% $20,000

Technical Support 5% $10,000

TOTAL LTM PER EVENT $230,000

TOTAL PERIODIC COSTS $230,000

Verification of ICs and Reporting 1 LS $10,000 $10,000

Contingency 10% $1,000

SUBTOTAL $11,000

Project Management 10% $1,000

Technical Support 5% $600

TOTAL Annual Verification of ICs $12,600

ECs for erosion maintenance 10% $23,000

30-Year Distributed Costs Summary

Year

Capital Costs 0 LS $10,390,000

Verification of ICs 1-30 LS $12,600

LTM, Reporting 1 LS $230,000

LTM, Reporting 2 LS $230,000

LTM, Reporting 3 LS $230,000

LTM, Reporting 4 LS $230,000

LTM, Reporting 5 LS $230,000

LTM, Reporting 10 LS $230,000

One-Time Maintenance 15 LS $23,000

LTM, Reporting 15 LS $230,000

LTM, Reporting 20 LS $230,000

LTM, Reporting 25 LS $230,000

LTM, Reporting 30 LS $230,000

ANNUAL VERIFICATION OF ICs 

Visual Inspections of River Banks

Description

ONE-TIME MAINTENANCE COST

LONG TERM MONITORING (LTM)
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Table 4-5

Estimated Cost for Alternative S-3A - Removal of Four Hot Spot Areas and

Crown Vantage Side Channel with MNR, ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

PRESENT WORTH ANALYSIS

Total Cost Total Discount Present 

Cost Type Year Per Year Cost Factor
2

Worth

Capital Cost & ECs 0  $10,413,000 1.000 $10,413,000

Annual ICs Verification 0 - 30 $12,600 $380,000 12.409 $160,000

Periodic Cost 1 $230,000 0.935 $215,000

Periodic Cost 2 $230,000 0.873 $200,900

Periodic Cost 3 $230,000 0.816 $187,700

Periodic Cost 4 $230,000 0.763 $175,500

Periodic Cost 5 $230,000 0.713 $164,000

Periodic Cost 10 $230,000 0.508 $116,900

One-time Maintenance 15 $23,000 0.362 $8,300

Periodic Cost 15 $230,000 0.362 $83,400

Periodic Cost 20 $230,000 0.258 $59,400

Periodic Cost 25 $230,000 0.184 $42,400

Periodic Cost 30 $230,000 0.131 $30,200

$13,100,000 $11,900,000

TOTAL PRESENT WORTH
3 

$11,900,000

TOTAL COST
3 $13,100,000

 

ICs - Institutional Controls PREPARED/DATE: FKM  07/08/2013

MNR - Monitored Natural Recovery REVISED/DATE: MTP 02/14/2014

LS - Lump Sum CHECKED/DATE: JNM 02/17/2014

ECs - Engineering Controls

LF - Linear Feet

AC - Acres

CY - Cubic Yard

MTH - Month

EA - Each

1.   A list of detailed assumptions is provided in Appendix H.

3.   Estimated costs are considered to be -30% to +50% in accuracy and are meant to be comparative between remedial alternatives 

      (USEPA, 1988).  Costs are rounded to three significant figures.

2.   A discount rate of 7.0% annually was applied to calculate present worth.  
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Table 4-6

Estimated Cost for Alternative S-3B - Removal of Four Hot Spot Areas,

In-situ Capping of Crown Vantage Side Channel, MNR, ICs and ECs

Area 1, OU-5 Kalamazoo River

REMOVAL OF HOT SPOTS, CAPPING OF CV, ICs/ECs, and MNR

GP KALAMAZOO

AREA 1 FEASIBILITY STUDY

Site: AREA 1 Description:  

Year: 2014

Unit Total Item

Description Quantity Units Cost Cost
1

CAPITAL COSTS

Sediment Removal

Mobilization/Demobilization 1 5% $206,000 $206,000

Site and Staging Areas Preparation 1 LS $350,000 $350,000

Access Roads 5,000 LF $21 $105,000

Resuspension Control 2,600 LF $70 $182,000

Debris Removal 3.0 AC $7,000 $21,000

Sediment Removal (Mechanical) 15,600 CY $75 $1,170,000

Material Dewatering and Handling 15,600 CY $50 $780,000

Water Treatment 9.0 MTH $50,000 $450,000

Confirmation Sampling 2.8 AC $14,300 $39,000

Residual Management 2,700 CY $40 $108,000

Transportation and Disposal 

Sampling 46 EA $500 $23,000

TD - Non-TSCA 19,300 TONS $46 $888,000

TD - TSCA 3,500 TONS $170 $595,000

Environmental Monitoring 9.0 MTH $8,900 $80,000

Sediment Cap

Sand 4,900 CY $40 $196,000

Gravel Armor Stone 2,000 CY $45 $90,000

Survey 1 LS $155,000 $155,000

Site Restoration 

Vegetation 5.0 AC $20,000 $100,000

Bank Amoring 3,700 LF $74 $274,000

SUBTOTAL $5,810,000

Contingency (15% scope+ 20% bid) 35% $2,030,000

SUBTOTAL $7,840,000

Project Management 5% $392,000

Pre-Remedial Design Sampling and Planning 1 $330,000

Remedial Design 5% $392,000

Construction Management 5% $392,000

TOTAL CAPITAL COSTS $9,350,000

ESTIMATED COSTS
1,3 

This cost estimate includes removal of five hot spot areas, in-situ capping 

of Crown Vantage side channel, ICs/ECs, and MNR.  Long term 

monitoring costs include fish and surface water sampling, river bank 

inspections for the first 5 years and every five yerars until year 30 years 

with  verification of ICs/ECs with inspections annually. Costs include a 

one-time maintenance event on the cap at year 15. An erosion 

maintenance ia assumed at year 15.
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Table 4-6

Estimated Cost for Alternative S-3B - Removal of Four Hot Spot Areas,

In-situ Capping of Crown Vantage Side Channel, MNR, ICs and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

1 LS $8,960 $9,000

Fish Sampling - Field 1 LS $37,060 $37,000

Fish Sampling - Lab Analysis 1 LS $22,491 $22,000

Surface Water Sampling  - Field 1 LS $10,720 $11,000

Surface Water Sampling  - Lab 1 LS $838 $800

Sediment Sampling - Field 1 LS $33,830 $33,800

Sediment Sampling - Lab Analysis 1 LS $5,922 $5,900

Reporting 1 LS $47,040 $47,000

SUBTOTAL $166,500

Contingency 20% $33,300

Project Management 10% $20,000

Technical Support 5% $10,000

LTM SUBTOTAL $230,000

CAP AND EROSION CONTROL INSPECTIONS

Cap monitoring 1 LS $5,000 $5,000

Reporting 1 LS $5,000 $5,000

SUBTOTAL $10,000

Contingency 20% $2,000

Project Management 10% $1,200

Technical Support 5% $600

$13,800

LTM of fish, surface water, river banks, and reporting $230,000

Cap Monitoring/Inspections $13,800

TOTAL PERIODIC COSTS $243,800

Verification of ICs and Reporting 1 LS $10,000 $10,000

Contingency 10% $1,000

Project Management 10% $1,000

Technical Support 5% $600

TOTAL Annual Verification of ICs $12,600

One-time Cap Maintenance 5% % of installation w/ 35% contingency $30,000

One time Bank Erosion Control Maintenance 10% % of installation w/ 35% contingency $37,000

TOTAL ONE-TIME MAINTENANCE COSTS $67,000

Year

Capital Costs 0 LS $9,350,000

Annual Verification Ics 1-30 LS $12,600

LTM, Cap/EC Insp., Reporting 1 LS $243,800

LTM, Cap/EC Insp., Reporting 2 LS $243,800

LTM, Cap/EC Insp., Reporting 3 LS $243,800

LTM, Cap/EC Insp., Reporting 4 LS $243,800

LTM, Cap/EC Insp., Reporting 5 LS $243,800

LTM, Cap/EC Insp., Reporting 10 LS $243,800

One-time maintenance 15 LS $67,000

LTM, Cap/EC Insp., Reporting 15 LS $243,800

LTM, Cap/EC Insp., Reporting 20 LS $243,800

LTM, Cap/EC Insp., Reporting 25 LS $243,800

LTM, Cap/EC Insp., Reporting 30 LS $243,800

LONG TERM MONITORING

ANNUAL VERIFICATION OF ICs 

Visual Inspections of River Banks

CAP & EC INSPECTIONS SUBTOTAL

Description

PERIODIC COSTS

ONE-TIME MAINTENANCE COSTS

30-YEAR DISTRIBUTED COSTS SUMMARY:
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Table 4-6

Estimated Cost for Alternative S-3B - Removal of Four Hot Spot Areas,

In-situ Capping of Crown Vantage Side Channel, MNR, ICs and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

PRESENT WORTH ANALYSIS

Total Cost Total Discount Present 

Cost Type Year Per Year Cost Factor
2

Worth

Capital Cost 0  $9,350,000 1.000 $9,350,000

Annual Verification Ics 0 - 30 $12,600 $380,000 12.409 $160,000

Periodic Cost 1 $244,000 0.935 $228,000

Periodic Cost 2 $244,000 0.873 $213,100

Periodic Cost 3 $244,000 0.816 $199,200

Periodic Cost 4 $244,000 0.763 $186,100

Periodic Cost 5 $244,000 0.713 $174,000

Periodic Cost 10 $244,000 0.508 $124,000

One-Time Maintenance Cost 15 $67,000 0.362 $24,300

Periodic Cost 15 $244,000 0.362 $88,440

Periodic Cost 20 $244,000 0.258 $63,050

Periodic Cost 25 $244,000 0.184 $44,960

Periodic Cost 30 $244,000 0.131 $32,050

$12,200,000 $10,890,000

TOTAL PRESENT WORTH
3 

$10,900,000

TOTAL COST
3 $12,200,000

 

ICs - Institutional Controls PREPARED/DATE: FKM  07/08/2013

MNR - Monitored Natural Recovery REVISED/DATE: MTP 02/17/2014

LS - Lump Sum CHECKED/DATE: JNM 02/18/2014

ECs - Engineering Controls

LF - Linear Feet

AC - Acres

CY - Cubic Yard

MTH - Month

EA - Each

1.   A list of detailed assumptions is provided in Appendix H.

3.   Estimated costs are considered to be -30% to +50% in accuracy and are meant to be comparative between remedial alternatives 

      (USEPA, 1988).  Costs are rounded to three significant figures.

2.   A discount rate of 7.0% annually was applied to calculate present worth.  
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Table 4-7

Estimated Cost for Alternative S-4A - Removal of Four Hot Spot Areas,

Section 3 River Edges, Crown Vantage Side Channel, MNR, ICs, and ECs

Area 1, OU-5 Kalamazoo River

GP KALAMAZOO

AREA 1 FEASIBILITY STUDY

Site: AREA 1 Description:  

Year: 2014

Unit Total Item

Description Quantity Units Cost Cost
1

CAPITAL COSTS

Sediment Removal
1

Mobilization/Demobilization 1 5% $654,000 $654,000

Site and Staging Areas Preparation 1 LS $285,000 $285,000

Access Roads 10,000 LF $21 $210,000

Resuspension Control 10,400 LF $80 $832,000

Debris Removal 19.00 AC $7,000 $133,000

Sediment Removal (Mechanical) 63,900 CY $75 $4,793,000

Material Dewatering and Handling 63,900  CY $50 $3,195,000

Water Treatment 30.0 MTH $50,000 $1,500,000

Confirmation Sampling 17.66 AC $14,300 $253,000

Residual Management 10,400 CY $40 $416,000

Transportation and Disposal 

Sampling 187 EA $500 $93,500

TD - Non-TSCA 79,100 TONS $46 $3,639,000

TD - TSCA 14,000 TONS $170 $2,380,000

Environmental Monitoring 30.0 MTH $8,900 $267,000

Survey 1.0 LS $310,000 $310,000

Site Restoration 

Vegetation 12.0 AC $20,000 $240,000

Bank Amoring 7,400 LF $74 $548,000

SUBTOTAL $19,750,000

Contingency (15% scope+ 20% bid) 35% $6,910,000

SUBTOTAL $26,660,000

Project Management 5% $1,333,000

Pre-Remedial Design Sampling and Planning 1 $330,000

Remedial Design 5% $1,333,000

Construction Management 5% $1,333,000

TOTAL CAPITAL COSTS $30,990,000

This cost estimate includes removal of four hot spot areas, Section 3 

River Edges, Crown Vantage Side Channel, MNR, and ICs/ECs.  Long 

term monitoring costs include fish/surface water sampling for the first 5 

years and every five years until year 30-year with IC verification/reporting 

annually. ECs would be added for control of erosion based on visual 

inspections over the 30 years. An erosion maintenance ia assumed at 

Year 15.

ESTIMATED COSTS
1,3 

REMOVAL OF 4 HOT SPOTS, CROWN CHANNEL SIDE CHANNEL, SECTION 3 

RIVER EDGES, ICs/ECs, and MNR
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Table 4-7

Estimated Cost for Alternative S-4A - Removal of Four Hot Spot Areas,

Section 3 River Edges, Crown Vantage Side Channel, MNR, ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

1 LS $8,960 $9,000

Fish Sampling - Field 1 LS $37,060 $37,000

Fish Sampling - Lab Analysis 1 LS $22,491 $22,000

Surface Water Sampling  - Field 1 LS $10,720 $11,000

Surface Water Sampling  - Lab 1 LS $838 $800

Sediment Sampling - Field 1 LS $33,830 $33,800

Sediment Sampling - Lab Analysis 1 LS $5,922 $5,900

Reporting 1 LS $47,040 $47,000

SUBTOTAL $166,500

Contingency 20% $33,300

SUBTOTAL $200,000

Project Management 10% $20,000

Technical Support 5% $10,000

TOTAL LTM COSTS $230,000

Verification of ICs and Reporting 1 LS $10,000 $10,000

Contingency 5% $500

SUBTOTAL $11,000

Project Management 10% $1,000

Technical Support 5% $600

TOTAL Annual Verification of ICs $12,600

ECs - for erosion maintenance 10% % of installation w/ 35% contingency $73,980

30-Year Distributed Costs Summary

Year

Capital Costs 0 LS $30,990,000

Annual Verification Ics 1-30 LS $12,600

LTM and Reporting 1 LS $230,000

LTM and Reporting 2 LS $230,000

LTM and Reporting 3 LS $230,000

LTM and Reporting 4 LS $230,000

LTM and Reporting 5 LS $230,000

LTM and Reporting 10 LS $230,000

One-Time ECs Maintenance 15 LS $73,980

LTM and Reporting 15 LS $230,000

LTM and Reporting 20 LS $230,000

LTM and Reporting 25 LS $230,000

LTM and Reporting 30 LS $230,000

Visual Inspections of River Banks

ANNUAL VERIFICATION OF ICs 

Description

ONE-TIME COSTS

LONG TERM MONITORING
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Table 4-7

Estimated Cost for Alternative S-4A - Removal of Four Hot Spot Areas,

Section 3 River Edges, Crown Vantage Side Channel, MNR, ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

PRESENT WORTH ANALYSIS

Total Cost Total Discount Present 

Cost Type Year Per Year Cost Factor
2

Worth

Capital Cost 0  $30,990,000 1.000 $30,990,000

Annual Verification Ics 0 - 30 $12,600 $380,000 12.409 $160,000

Periodic Cost 1 $230,000 0.935 $215,000

Periodic Cost 2 $230,000 0.873 $200,900

Periodic Cost 3 $230,000 0.816 $187,700

Periodic Cost 4 $230,000 0.763 $175,500

Periodic Cost 5 $230,000 0.713 $164,000

Periodic Cost 10 $230,000 0.508 $116,900

ECs 15 $73,980 0.362 $26,810

Periodic Cost 15 $230,000 0.362 $83,360

Periodic Cost 20 $230,000 0.258 $59,440

Periodic Cost 25 $230,000 0.184 $42,380

Periodic Cost 30 $230,000 0.131 $30,210

$33,700,000 $32,500,000

TOTAL PRESENT WORTH
3 

$32,500,000

TOTAL COST
3 $33,700,000

 

PREPARED/DATE: FKM  07/08/2013

ICs - Institutional Controls REVISED/DATE: MTP 02/14/2014

MNR - Monitored Natural Recovery CHECKED/DATE: JNM 02/18/2014

LS - Lump Sum

ECs - Engineering Controls

LF - Linear Feet

AC - Acres

CY - Cubic Yard

MTH - Month

EA - Each

1.   A list of detailed assumptions is provided in Appendix H.

3.   Estimated costs are considered to be -30% to +50% in accuracy and are meant to be comparative between remedial alternatives 

      (USEPA, 1988).  Costs are rounded to three significant figures.

2.   A discount rate of 7.0% annually was applied to calculate present worth.  
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Table 4-8

Estimated Cost for Alternative S-4B - Removal of Four Hot Spot Areas

and Section 3 River Edges, In-situ Capping of Crown Vantage Side Channel, MNR, ICs, and ECs

Area 1, OU-5 Kalamazoo River

REMOVAL OF 5 HOT SPOTS, SECTION 3 RIVER EDGES, CAPPING OF 

CROWN VANTAGE, ICs/ECs and MNR

GP KALAMAZOO

AREA 1 FEASIBILITY STUDY

Site: AREA 1 Description:  

Year: 2014

Unit Total Item

Description Quantity Units Cost Cost
1

CAPITAL COSTS

Sediment Removal

Mobilization/Demobilization 1 5% $623,000 $623,000

Site and Staging Areas Preparation 1 LS $350,000 $350,000

Access Roads 10,000 LF $21 $210,000

Resuspension Control 10,400 LF $80 $832,000

Debris Removal 18 AC $7,000 $126,000

Sediment Removal (Mechanical) 59,900 CY $75 $4,493,000

Material Dewatering and Handling 59,900 CY $50 $2,995,000

Water Treatment 25.0 MTH $50,000 $1,250,000

Confirmation Sampling 16.65 AC $14,200 $236,000

Residual Management 9,400  CY $40 $376,000

Transportation and Disposal

Sampling 175 EA $500 $87,500

TD - Non-TSCA 74,200 TONS $46 $3,413,000

TD - TSCA 13,100 TONS $170 $2,227,000

Environmental Monitoring 30.0 MTH $8,900 $267,000

Sediment Cap

Sand 4,900 CY $40 $196,000

Gravel Armor Stone 2,000 CY $45 $90,000

Survey 1.0 LS $155,000 $155,000

Site Restoration 

Vegetation 12.0 AC $20,000 $240,000

Bank Amoring 7,400 LF $74 $548,000

SUBTOTAL $18,710,000

Contingency (15% scope+ 20% bid) 35% $6,550,000

SUBTOTAL $25,260,000

Project Management 5% $1,263,000

Pre-Remedial Design Sampling and Planning 1 $330,000

Remedial Design 5% $1,263,000

Construction Management 5% $1,263,000

TOTAL CAPITAL COSTS $29,380,000

This cost estimate includes removal of five hot spot areas, river channel 

edges, capping of Crown Vantage side channel, ICs/ECs, and MNR.  Long 

term monitoring costs include fish and surface water sampling, visual 

inspections of river banks, for the first 5 years and every five years following 

over a 30 year period with and verification of ICs/ECs annually.  ECs would 

be added for control of erosion based on visual inspections over the 30 

years. An erosion maintenance ia assumed at year 15.

ESTIMATED COSTS
1,3 
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Table 4-8

Estimated Cost for Alternative S-4B - Removal of Four Hot Spot Areas

and Section 3 River Edges, In-situ Capping of Crown Vantage Side Channel, MNR, ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

1 LS $8,960 $9,000

Fish Sampling - Field 1 LS $37,060 $37,000

Fish Sampling - Lab Analysis 1 LS $22,491 $22,000

Surface Water Sampling  - Field 1 LS $10,720 $11,000

Surface Water Sampling  - Lab 1 LS $838 $800

Sediment Sampling - Field 1 LS $33,830 $33,800

Sediment Sampling - Lab Analysis 1 LS $5,922 $5,900

Reporting 1 LS $47,040 $47,000

SUBTOTAL $166,500

Contingency 20% $33,300

Project Management 10% $20,000

Technical Support 5% $10,000

LTM SUBTOTAL $230,000

CAP AND EROSION CONTROL INSPECTIONS

Cap monitoring 1 LS $5,000 $5,000

Reporting 1 LS $5,000 $5,000

SUBTOTAL $10,000

Contingency 20% $2,000

Project Management 10% $1,200

Technical Support 5% $600

$13,800

LTM of fish, surface water, river banks, and reporting $230,000

Cap Monitoring/Inspections $13,800

TOTAL PERIODIC COSTS $243,800

Verification of ICs and Reporting 1 LS $10,000 $10,000

Contingency 10% $1,000

Project Management 10% $1,000

Technical Support 5% $600

TOTAL Annual Verification of ICs $12,600

One-time Cap Maintenance 5% % of installation w/ 35% contingency $30,000

One time Bank Erosion Control Maintenance 10% % of installation w/ 35% contingency $74,000

TOTAL ONE-TIME MAINTENANCE COSTS $104,000

Year

Capital Costs 0 LS $29,380,000

Annual ICs Verification 1-30 LS $12,600

LTM, Cap/ECs Insp, Reporting 1 LS $243,800

LTM, Cap/ECs Insp, Reporting 2 LS $243,800

LTM, Cap/ECs Insp, Reporting 3 LS $243,800

LTM, Cap/ECs Insp, Reporting 4 LS $243,800

LTM, Cap/ECs Insp, Reporting 5 LS $243,800

LTM, Cap/ECs Insp, Reporting 10 LS $243,800

One-time maintenance 15 LS $104,000

LTM, Cap/ECs Insp, Reporting 15 LS $243,800

LTM, Cap/ECs Insp, Reporting 20 LS $243,800

LTM, Cap/ECs Insp, Reporting 25 LS $243,800

LTM, Cap/ECs Insp, Reporting 30 LS $243,800

CAP & EC INSPECTIONS SUBTOTAL

PERIODIC COSTS

ONE-TIME MAINTENANCE COSTS

Visual Inspections of River Banks

ANNUAL VERIFICATION OF ICs 

Description

LONG TERM MONITORING (LTM)
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Table 4-8

Estimated Cost for Alternative S-4B - Removal of Four Hot Spot Areas

and Section 3 River Edges, In-situ Capping of Crown Vantage Side Channel, MNR, ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

PRESENT WORTH ANALYSIS

Total Cost Total Discount Present 

Cost Type Year Per Year Cost Factor
2

Worth

Capital Cost 0  $29,380,000 1.000 $29,380,000

Annual Verification Ics 0 - 30 $12,600 $380,000 12.409 $160,000

Periodic Cost 1 $244,000 0.935 $228,000

Periodic Cost 2 $244,000 0.873 $213,100

Periodic Cost 3 $244,000 0.816 $199,200

Periodic Cost 4 $244,000 0.763 $186,100

Periodic Cost 5 $244,000 0.713 $174,000

Periodic Cost 10 $244,000 0.508 $124,000

One-Time Maintenance Cost 15 $104,000 0.362 $37,700

Periodic Cost 15 $244,000 0.362 $88,440

Periodic Cost 20 $244,000 0.258 $63,050

Periodic Cost 25 $244,000 0.184 $44,960

Periodic Cost 30 $244,000 0.131 $32,050

$32,300,000 $30,900,000

TOTAL PRESENT WORTH
3 

$31,000,000

TOTAL COST
3 $32,300,000

 

PREPARED/DATE: FKM  07/08/2013

REVISED/DATE: MTP 02/17/2014

ICs - Institutional Controls CHECKED/DATE: JNM 02/18/2014

MNR - Monitored Natural Recovery

LS - Lump Sum

ECs - Engineering Controls

LF - Linear Feet

AC - Acres

CY - Cubic Yard

MTH - Month

EA - Each

1.   A list of detailed assumptions is provided in Appendix H.

2.   A discount rate of 7.0% annually was applied to calculate present worth.  

3.   Estimated costs are considered to be -30% to +50% in accuracy and are meant to be comparative between remedial alternatives 

      (USEPA, 1988).  Costs are rounded to three significant figures.
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Table 4-9

Estimated Cost for Alternative S-5 - Area 1-Wide Removal, MNR, ICs, and ECs

Area 1, OU-5 Kalamazoo River

REMOVAL OF IMPACTED SEDIMENTS FROM

THE ENTIRE AREA 1

GP KALAMAZOO

AREA 1 FEASIBILITY STUDY

Site: AREA 1 Description:

Year: 2014

Unit Total Item

Description Quantity Units Cost Cost
2

CAPITAL COSTS

Sediment Removal

Mobilization/Demobilization 1 5% $5,497,000 $5,500,000

Access Agreements 1 LS $5,000,000 $5,000,000

Site and Staging Areas Preparation 1 LS $1,530,000 $1,500,000

Access Roads 58,000 LF $21 $1,218,000

Resuspension Control 40,000 LF $80 $3,200,000

Debris Removal 300 AC $7,000 $2,100,000

Sediment Removal (Mechanical) 485,650  CY $75 $36,400,000

Material Dewatering and Handling 485,650  CY $50 $24,300,000

Water Treatment 240 MTH $50,000 $12,000,000

Confirmation Sampling 300 AC $12,900 $3,900,000

Residual Management 73,000  CY $40 $2,900,000

Transportation and Disposal

Sampling 1,430 EA $500 $715,000

TD - Non-TSCA 608,900 TONS $46 $28,000,000

TD - TSCA 107,500 TONS $170 $18,300,000

Environmental Monitoring 80.0 MTH $8,900 $700,000

Survey 1.0 LS $2,200,000 $2,200,000

Site Restoration 

Restoration 1 LS $10,500,000 $10,500,000

Vegetation 200 AC $20,000 $4,000,000

Bank Amoring 58,000 LF $74 $4,300,000

SUBTOTAL $166,700,000

Contingency (25% scope+ 20% bid) 45% $75,000,000

SUBTOTAL $242,000,000

Project Management 10% $24,200,000

Pre-Remedial Design Sampling and Planning 1 $2,420,000

Remedial Design 5% $12,100,000

Construction Management 10% $24,200,000

TOTAL CAPITAL COSTS $305,000,000

ESTIMATED COSTS
1,3 

This cost estimate includes costs for dredging the entire Area 1 with PCB 

conc > 1 mg/kg.  Long term monitoring costs include fish and surface 

water sampling, visual inspections of river banks for the first 5 years and 

every five years until year 30 year with verification of ICs annually.  
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Table 4-9

Estimated Cost for Alternative S-5 - Area 1-Wide Removal, MNR, ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
2

1 LS $8,960 $9,000

Fish Sampling - Field 1 LS $37,060 $37,000

Fish Sampling - Lab Analysis 1 LS $22,491 $22,000

Surface Water Sampling  - Field 1 LS $10,720 $11,000

Surface Water Sampling  - Lab 1 LS $838 $800

Reporting 1 LS $47,040 $47,000

SUBTOTAL $126,800

Contingency 20% $25,400

SUBTOTAL $152,000

Project Management 10% $15,000

Technical Support 5% $8,000

SUBTOTAL $175,000

TOTAL LTM PER EVENT $175,000

Verification of ICs and Reporting 1 LS $10,000 $10,000

Contingency 5% $500

SUBTOTAL $11,000

Project Management 10% $1,000

Technical Support 5% $600

TOTAL ANNUAL Verification of ICs $12,600

ECs for erosion maintenance 10% $30,500,000

Year

Capital Costs 0 - 10 LS $305,000,000

LTM, IC/EC Verification, Reporting 11 LS $175,000

LTM, IC/EC Verification, Reporting 12 LS $175,000

LTM, IC/EC Verification, Reporting 13 LS $175,000

LTM, IC/EC Verification, Reporting 14 LS $175,000

LTM, IC/EC Verification, Reporting 15 LS $175,000

LTM, IC/EC Verification, Reporting 20 LS $175,000

ECs 20 LS $30,500,000

LTM, IC/EC Verification, Reporting 25 LS $175,000

LTM, IC/EC Verification, Reporting 30 LS $175,000

Description

PERIODIC COSTS

LONG TERM MONITORING (LTM)

Visual Inspections of River Banks

ANNUAL VERIFICATION OF ICs 
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Table 4-9

Estimated Cost for Alternative S-5 - Area 1-Wide Removal, MNR, ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
2

PRESENT WORTH ANALYSIS

Total Cost Total Discount Present 

Cost Type Year Per Year Cost Factor
2

Worth

Capital Cost 0 - 10 $30,500,000 $305,000,000 7.024 $214,230,000

Annual O&M 11 - 30 $12,600 $250,000 5.385 $70,000

Periodic Cost 11 $175,000 0.475 $83,100

Periodic Cost 12 $175,000 0.444 $77,700

Periodic Cost 13 $175,000 0.415 $72,600

Periodic Cost 14 $175,000 0.388 $67,900

Periodic Cost 15 $175,000 0.362 $63,400

Periodic Cost 20 $175,000 0.258 $45,200

ECs 20 $30,500,000 0.258 $7,881,800

Periodic Cost 25 $175,000 0.184 $32,240

Periodic Cost 30 $175,000 0.131 $22,990

$337,000,000 $223,000,000

TOTAL PRESENT WORTH
3 

$223,000,000

TOTAL COST
3 $337,000,000

 

ICs - Institutional Controls PREPARED/DATE: FKM  07/08/2013

MNR - Monitored Natural Recovery REVISED/DATE: MTP 02/14/2014

LS - Lump Sum CHECKED/DATE: JNM 02/18/2014

ECs - Engineering Controls

LF - Linear Feet

AC - Acres

CY - Cubic Yard

MTH - Month

EA - Each

1.   A list of detailed assumptions is provided in Appendix H.

2.   A discount rate of 7.0% annually was applied to calculate present worth.  3.   Estimated costs are considered to be -30% to +50% in accuracy and are meant to be comparative between remedial

      alternatives (USEPA, 1988).  Costs are rounded to three significant figures.
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Alternative Description

Overall Protection of Human Health and the 

Environment Compliance with ARARs Short-term Effectiveness Long-term Effectiveness Reduction of TMV Through Treatment Implementability Cost

S-1 No Further Action

PRGs would eventually be met through natural 

recovery; however, the time to reach recovery is 

estimated to be lengthy (87 to 145 years 

depending on fish species). Recovery would not be 

documented by long-term monitoring.

Chemical-specific ARARs would eventually be met 

through natural recovery; however, the time to 

reach recovery is estimated to be lengthy (87 to 

145 years, depending on fish species). Recovery 

would not be documented by long-term monitoring.

No immediate short-term effect.

Implementation of TCRA and natural recovery 

have already reduced PCB concentrations in 

surficial sediment and will continue.  The 

timeframe to achieve the sediment PRG would be 

very lengthy. 

Does not reduce TMV. No active implementation required.
Total Cost: $0

S-2 MNR, ICs, and ECs

PRGs would eventually be met through natural 

recovery; however, the time to reach recovery is 

estimated to be lengthy (87 to 145 years, 

depending on fish species). Recovery would  be 

documented by long-term monitoring.  Fish 

advisories and signage would remain in place.  

Engineering controls would be implemented to limit 

observed erosion where PCBs are elevated.

TSCA equivalency documentation required. 

Chemical-specific ARARs would eventually be met 

through natural recovery.  Action-specific ARARs 

would include existing fish advisories and signage. 

Engineering controls would be implemented to limit 

observed erosion where PCB concentrations are 

elevated.

No immediate short-term effect.

Implementation of TCRA and natural recovery 

have already reduced PCB concentrations in 

surficial sediment and will continue.  The time to 

achieve the sediment PRG would be very lengthy. 

Does not reduce TMV.

Long-term monitoring and inspections are easy to 

implement.  ICs are currently in place and would be 

continued.

Total Cost: $2,700,000

S-3A

Removal of 5 Hot Spot Areas in 

Remedial Reach and Crown Vantage 

Side Channel; MNR; ICs; and ECs

PRGs estimated to be met in approximately 32 and 

118 years for smallmouth bass and carp, 

respectively.  Higher concentrations of PCBs 

would be removed to provide sediment SWACs at 

or below 1 mg/kg.  Natural recovery processes 

would then reduce the sediment concentrations to 

the PRG (0.33 mg/kg or background) over time.  

TSCA equivalency documentation required. 

Complies with ARARs in a reasonable timeframe 

32 to 118 years, depending upon fish species).

Reduction of sediment SWACs upon 

removal.  Temporary, reversible, and  

limited impact to habitat area. Risks to 

workers during construction activities would 

be controlled through safe work practices 

and training. 

Reduction of sediment SWACs to less than 1 

mg/kg upon removal with achievement of fish 

tissue PRGs over a period of 32 to 118 years. 

Does not reduce TMV through treatment; 

however, removal would reduce the volume 

of PCB containing sediment within Area 1.  

Requires the construction of roads and staging areas. 

Removal and dewatering will be performed through the 

use of conventional equipment which is readily available.  

Transport of dewatered material to an approved landfill 

would be required.  Time to complete is estimated at 1 to 

2 years assuming 8 months to a construction season.  

Total Cost: $13,100,000

to $16,600,000

S-3B
Same as S-3A except capping of 

Crown Vantage Side Channel

See Alternative S-3A.  Capping of the side channel 

would be immediately effective in overall 

protection in the side channel because a protective 

barrier would prohibit direct contact with receptors. 

See Alternative S-3A.  Capping of the side channel 

would be immediately effective in achieving 

ARARs in the side channel because a protective 

barrier would prohibit direct contact with receptors. 

See Alternative S-3A.  Capping would be 

effective in the short term. 

See Alternative S-3A.  Capping would be effective 

in the long term. 

Does not reduce TMV through treatment; 

however, mobility would be reduced through 

capping and removal would reduce the 

volume of PCB containing sediment . 

Capping is implementable with conventional equipment.  

Total Cost: $12,200,000

to $15,700,000

S-4A

Removal of 5 Hot Spot Areas in 

Remedial Reach, Crown Vantage 

Side Channel, and Section 3 River 

Edges; MNR, ICs, and ECs

PRGs estimated to be met in approximately 25 and 

108 years for smallmouth bass and carp, 

respectively.  Higher concentrations of PCBs 

would be removed to provide sediment SWACs 

less than 1 mg/kg.  Natural recovery processes 

would then reduce the sediment concentrations to 

the PRG (0.33 mg/kg or background) over time.  

TSCA equivalency documentation required. 

Complies with ARARs in a reasonable timeframe 

(estimated at 25 to 108 years, depending upon fish 

species).

Reduction of SWAC upon removal.  Impact 

to habitat would be invasive such that 

habitat in Section 3 (1.7 miles) would be 

destroyed and habitat/wildlife recovery could 

be lengthy. Risks to workers during 

excavation activities would be controlled 

through safe work practices and training. 

Reduction of sediment SWACs to less than 1 

mg/kg upon removal with achievement of fish 

tissue PRGs over a period of 25 to 108 years, 

depending on fish species. Large increase in 

habitat destruction over S-3A with no additional 

reduction in time to reach fish tissue and sediment 

PRGs.

Does not reduce TMV through treatment; 

however, removal would reduce the volume 

of PCB containing sediment .  

Requires the construction of roads and staging areas for 

access of 1.4 miles on both sides of river in Section 3. 

Removal and dewatering will be performed through the 

use of conventional equipment, which is readily available.  

Transport of dewatered material to an approved landfill 

would be required.  Time to complete is estimated at 4 

years assuming 8 months to a construction season.  

Total Cost : $33,700,000

to $37,200,000

S-4B
Same as S-4A except capping of 

Crown Vantage Side Channel

See Alternative S-4A.  Capping of the side channel 

would be immediately effective in overall 

protection in the side channel because a protective 

barrier would prohibit direct contact with receptors. 

See Alternative S-4A  Capping of the side channel 

would be immediately effective in achieving 

ARARs in the side channel because a protective 

barrier would prohibit direct contact with receptors. 

See Alternative S-4A.  Capping would be 

effective in the short term. 

See Alternative S-4A.  Capping would be effective 

in the long term. 

Does not reduce TMV through treatment; 

however, mobility would be reduced through 

capping and removal would reduce the 

volume of PCB containing sediment . 

Capping is implementable with conventional equipment.  

Total Cost: $32,300,000

to $35,800,000

S-5

Area 1-wide Removal of sediment 

with PCB concentrations greater than 

1 mg/kg

PRGs estimated to be met within 47 and 110 years 

for smallmouth bass and carp, respectively.  

Higher concentrations of PCBs would be removed 

to provide sediment SWACs less than 0.33 mg/kg. 

throughout Area 1.  However, an extensive 

construction effort and impact to habitat/wildlife 

would delay achievement of PRGs compared to 

other excavation alternatives. 

Compliance with ARARs would be delayed until 

after construction complete. Time to complete is 

10 years assuming a construction season of 8 

months within a year and a minimum of three 

crews working in three separate areas.  Removal 

activities would increase resuspension of PCBs 

within these 10 years such that time to reach goals 

is not improved over Alternatives 3A and 3B. Total 

time to reach chemical-specific ARARs is 

estimated to be 47 to 110 years, depending upon 

fish species. 

Not effective in short term due to 

resuspension potential during a prolonged 

construction period of at least 10 years. 

Impact to habitat would be invasive and 

extensive such that habitat within 22 miles of 

the River would be destroyed and 

habitat/wildlife recovery would be lengthy. 

Risks to workers during construction 

activities would be controlled through safe 

work practices and training. 

Evidence that extensive dredging leads to the 

achievement of long-term RAOs is generally 

lacking (National Research Council, 2007). Long-

term effectiveness of this option is good with 

respect to PCB levels, as sediments meet goals 

upon completion of excavation.  However, overall 

protectiveness and time to achieve overall fish 

tissue goals is longer than the less invasive 

options. Short and long term impacts to habitat 

may out-weigh and outlast the benefits of PCB 

reduction achieved. 

Does not reduce TMV through treatment; 

however, removal would reduce the volume 

of PCB containing sediment within Area 1.  

The effort required to construct access roads and staging 

areas along the River would be extensive. Access along 

all 22 miles of the Area 1 would be difficult to achieve 

both physically and administratively. Achieving work 

completion in 10 years (assuming 8 months to a 

construction season) requires three crews working 

simultaneously. The use of multiple crews would increase 

impacts from sediment resuspension and cross-

contamination even with work flow progressing from 

upstream to downstream areas. If a single crew were to 

work down river sequentially to avoid cross-

contamination, construction would take approximately 30 

years. Removal and dewatering would be performed 

through the use of conventional equipment which is 

readily available. Transport of extensive quantities of 

dewatered material to an approved landfill would be 

required.

Total Cost: $202,000,000

to $337,000,000

Prepared/Date: FKM 07/13/2012

Revised/Date: KPW 02/21/2014

Checked/Date: MTP 02/21/2014

Table 4-10

Comparative Analysis of Sediment Remedial Alternatives

Area 1, OU-5 Kalamazoo River
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Table 5-1

Estimated Cost for Alternative FPS-2 - MNR, ICs, and ECs

Area 1, OU-5 Kalamazoo River

AREA 1 FEASIBILITY STUDY

Site: AREA 1 Description: 

Year: 2014

Unit Total Item

Description Quantity Units Cost Cost
1

CAPITAL COSTS

Floodplain Exposure Sampling

Sampling/Analytical/Validation 1 LS $522,000 $522,000

Work Plan/Report 1 LS $283,300 $283,000

SUBTOTAL $805,000

Contingency 20% $161,000

TOTAL $966,000

TOTAL CAPITAL COSTS $970,000

1 LS $6,350 $6,400

Reporting 1 LS $10,000 $10,000

SUBTOTAL $16,400

Contingency 10% $1,600

SUBTOTAL $18,000

Project Management 10% $1,800

Technical Support 5% $900

SUBTOTAL $20,700

TOTAL LTM $20,700

MONITORED NATURAL RECOVERY/ICs     GP 

KALAMAZOO    

ESTIMATED COSTS
1,3

This cost estimate includes long term monitoring of floodplain 

soils with PCB conc. > 20 mg/kg. Monitoring would consist of: 

collection of soil core samples and visual inspections.  A baseline 

sampling event would occur in Year 0 with a follow-up event in 

Year 5.  Inspections/reporting would be performed annually for the 

first 5 years and every 5 years until year 30. Cost also includes 

floodplain sampling to identify areas of PCB contamination for 

current and potential future residential receptors in Area 1

LONG TERM MONITORING

Visual Inspections
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Table 5-1

Estimated Cost for Alternative FPS-2 - MNR, ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

Floodplain soil sampling -Field 1 LS $12,890 $12,900

Floodplain soil sampling -Lab 1 LS $3,232 $3,200

Evaluation 1 LS $15,082 $15,100

SUBTOTAL $31,200

Contingency 10% $3,100

SUBTOTAL $34,000

Project Management 10% $3,400

Technical Support 5% $1,700

TOTAL $39,100

PERIODIC COST/LONG TERM MONITORING  

Description Year

Exposure & Baseline Sampling 0 LS $1,009,100

Inspection, Reporting 1 LS $20,700

Inspection, Reporting 2 LS $20,700

Inspection, Reporting 3 LS $20,700

Inspection, Reporting 4 LS $20,700

Inspection, Reporting 5 LS $20,700

Soil Sampling, Evaluation 5 LS $39,100

Inspection, Reporting 10 LS $20,700

Inspection, Reporting 15 LS $20,700

Inspection, Reporting 20 LS $20,700

Inspection, Reporting 25 LS $20,700

Inspection, Reporting 30 LS $20,700

PERIODIC COSTS
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Table 5-1

Estimated Cost for Alternative FPS-2 - MNR, ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

PRESENT WORTH ANALYSIS

Total Cost Total Discount Present 

Cost Type Year Per Year Cost Factor
2

Worth

Exposure & Baseline Sampling 0  $1,009,100 1.000 $1,009,100

Periodic Cost 1 $20,700 0.935 $19,300

Periodic Cost 2 $20,700 0.873 $18,100

Periodic Cost 3 $20,700 0.816 $16,900

Periodic Cost 4 $20,700 0.763 $15,800

Periodic Cost 5 $20,700 0.713 $14,800

Soil Sampling 5 $39,100 0.713 $27,900

Periodic Cost 10 $20,700 0.508 $10,500

Periodic Cost 15 $20,700 0.362 $7,500

Periodic Cost 20 $20,700 0.258 $5,300

Periodic Cost 25 $20,700 0.184 $3,800

Periodic Cost 30 $20,700 0.131 $2,700

$1,260,000 $1,150,000

TOTAL PRESENT WORTH
2 

$1,200,000

TOTAL COST
3 $1,300,000

ICs - Institutional Controls PREPARED/DATE: FKM 07/03/2013

LS - Lump Sum REVISED/DATE: MTP 06/04/2014

ECs - Engineering Controls CHECKED/DATE: ADB 06/05/2014

1.   A list of detailed assumptions is provided in Appendix H.

2.    A discount rate of 7% annually was applied to calculate present worth.  

3.    Estimated costs are considered to be -30% to +50% in accuracy and are meant to be comparative between 

       remedial alternatives (USEPA, 1988).  Costs are rounded to thwo significant figures.
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Table 5-2

Estimated Cost for Alternative FPS-3 - Capping (RAL 20), ICs, and ECs

Area 1, OU-5 Kalamazoo River

CAPPING OF FLOODPLAIN SOILS, MNR, AND  ICs

GP KALAMAZOO

AREA 1 FEASIBILITY STUDY

Site: AREA 1 Description: 

Year: 2014

Unit Total Item

Description Quantity Units Cost Cost
1

CAPITAL COSTS

Implementation of ICs 

Institutional Controls (Deed Restrictions) 1  $10,000.00 $10,000

Cap Construction

Mobilization/Demobilization 1 5% $61,400 $61,400

Site Preparation 1 LS $117,345 $117,000

Staging Area Preparation 1 LS $132,750 $133,000

Access Roads 5,660 LF $28 $158,000

Common Borrow Fill 6,720  CY $25 $168,000

Top Soil 6,720  CY $40 $269,000

Geotextile layer 313,000 SF $0.30 $93,900

Transport of Materials for Site Prep 5,960 TONS $46 $274,000

Site Restoration 11 AC $20,000 $220,000

Environmental Monitoring (air) 2.3 MTH $5,800 $13,300

Survey 1 LS $56,000 $56,000

SUBTOTAL $1,570,000

Contingency (15% scope+ 20% bid) 35% $550,000

TOTAL $2,120,000

Project Management 5% $106,000

Pre-Remedial Design Sampling and Planning 1 $94,000

Remedial Design 5% $106,000

Construction Management 5% $106,000

TOTAL $412,000

Floodplain Sampling

Sampling/Analytical/Validation 1 LS $522,000 $522,000

Work Plan/Report 1 LS $283,300 $283,000

SUBTOTAL $805,000

Contingency 20% $161,000

TOTAL $966,000

TOTAL CAPITAL COSTS $3,500,000

ESTIMATED COSTS
1,3 

This cost estimate includes construction of a soil cover system over 

floodplain soils (PCB conc. > 20 mg/kg) consisting of a non-woven 

geotextile, 0.5 foot clean fill, and 0.5 foot top soil.  The cap area is 

approximately 7 acres. Long term monitoring costs include cap 

inspections/reporting annually for first 5 years and every five years until 

year 30. A cap repair erosion control is assumed to occur in Year 15. Cost 

also includes pre-design sampling to confirm remediation footprints and 

floodplain sampling to identify areas of PCB contamination for current and 

potential future residential receptors in Area 1.
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Table 5-2

Estimated Cost for Alternative FPS-3 - Capping (RAL 20), ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

1 LS $12,000 $12,000

Annual Reporting 1 LS $5,000 $5,000

$17,000

10% $1,700

SUBTOTAL $19,000

Project Management 5% $1,000

Technical Support 5% $1,000

TOTAL ANNUAL O&M COSTS $21,000

Maintenance
1

One-time Maintenance 10% $53,100

Contingency 10% $5,300

SUBTOTAL $58,400

Project Management 5% $2,900

Technical Support 5% $2,900

TOTAL MAINTENANCE $64,200
 

Year

Inspection and Reporting 1 LS $21,000

Inspection and Reporting 2 LS $21,000

Inspection and Reporting 3 LS $21,000

Inspection and Reporting 4 LS $21,000

Inspection and Reporting 5 LS $21,000

Inspection and Reporting 10 LS $21,000

Inspection and Reporting 15 LS $21,000

Cap Maintenance 15 LS $64,200

Inspection and Reporting 20 LS $21,000

Inspection and Reporting 25 LS $21,000

Inspection and Reporting 30 LS $21,000

Contingency

SUBTOTAL

Visual Inspections

ANNUAL O & M/PERIODIC COSTS

Description
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Table 5-2

Estimated Cost for Alternative FPS-3 - Capping (RAL 20), ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

PRESENT WORTH ANALYSIS

Total Cost Total Discount Present 

Cost Type Year Per Year Cost Factor
2

Worth

Capital Cost 0  $3,500,000 1.000 $3,500,000

Periodic Cost 1 $21,000 0.935 $19,600

Periodic Cost 2 $21,000 0.873 $18,300

Periodic Cost 3 $21,000 0.816 $17,100

Periodic Cost 4 $21,000 0.763 $16,000

Periodic Cost 5 $21,000 0.713 $15,000

Periodic Cost 10 $21,000 0.508 $10,700

Maintenance Cost 15 $64,000 0.362 $23,200

Periodic Cost 15 $21,000 0.362 $7,610

Periodic Cost 20 $21,000 0.258 $5,430

Periodic Cost 25 $21,000 0.184 $3,870

Periodic Cost 30 $21,000 0.131 $2,760

$3,800,000 $3,640,000

TOTAL PRESENT WORTH
2 

$3,600,000

TOTAL COST
3 $3,800,000

 

ICs - Institutional Controls PREPARED/DATE: FKM  07/08/2013

CY - Cubic yards REVISED/DATE: MTP 06/04/2014

LS - Lump Sum CHECKED/DATE: ADB 06/04/2014

SF - Square feet

LF - Linear Feet

AC - Acre

MTH - Month

1.   A list of detailed assumptions is provided in Appendix H.

3.   Estimated costs are considered to be -30% to +50% in accuracy and are meant to be comparative between remedial

      alternatives (USEPA, 1988).  Costs are rounded to three significant figures.

2.   A discount rate of 7.0% annually was applied to calculate present worth.  
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Table 5-3

Estimated Cost for Alternative FPS-4A - Removal (RAL 20), ICs, and ECs

Area 1, OU-5 Kalamazoo River

EXCAVATION OF FLOODPLAIN SOILS

GP KALAMAZOO

AREA 1 FEASIBILITY STUDY

Site: AREA 1 Description:  

Year: 2014

Unit Total Item

Description Quantity Units Cost Cost
1

CAPITAL COSTS

Implementation of ICs 

Institutional Controls $10,000

Excavation

Mobilization/Demobilization 1 5% $105,100 $105,000

Site Preparation 1 LS $97,841 $98,000

Staging Area Preparation 1 LS $403,188 $403,000

Access Roads 5,660 LF $28 $158,000

Floodplain Excavation 12,100  CY $25 $303,000

Backfill - Common Borrow Fill 6,720 CY $25 $168,000

Backfill -Topsoil 6,720 CY $40 $269,000

Material Dewatering and Handling 3,025 CY $40 $121,000

Water Treatment 5.3 MTH $25,000 $133,000

Confirmation Sampling 7 AC $9,800 $69,000

Transportation and Disposal (TD)

Sampling 49 EA $500 $24,500

TD - Non-TSCA 23,700 TONS $46 $1,090,000

TD - TSCA 790 TONS $170 $134,000

Environmental Monitoring 5.3 MTH $5,800 $31,000

Site Restoration 13 AC $20,000 $260,000

Survey 1 LS $63,500 $64,000

SUBTOTAL $3,440,000

Contingency (15% scope+ 20% bid) 35% $1,200,000

TOTAL $4,640,000

Project Management 5% $232,000

Pre-Remedial Design Sampling and Planning 1 $94,000

Remedial Design 5% $232,000

Construction Management 5% $232,000

TOTAL $790,000

Floodplain Sampling

Sampling/Analytical/Validation 1 LS $522,000 $522,000

Work Plan/Report 1 LS $283,300 $283,000

SUBTOTAL $805,000

Contingency 20% $161,000

TOTAL $966,000

TOTAL CAPITAL COSTS $6,400,000

ESTIMATED COSTS
1,3 

This cost estimate includes excavation of floodplain soils with PCB conc. 

greater than 20 mg/kg to a depth of 1 foot and Backfill with clean soil.  The 

excavation area is approximately 7 acres. Long term monitoring costs include 

inspections/reporting annually for the first 5 years and every five years until 

year 30. Estimate includes a one-time maintenance event for erosion control 

in Year 15. Cost also includes pre-design sampling to confirm remediation 

footprints and floodplain sampling to identify areas of PCB contamination for 

current and potential future residential receptors in Area 1.
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Table 5-3

Estimated Cost for Alternative FPS-4A - Removal (RAL 20), ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

1 LS $12,000 $12,000

Annual Reporting 1 LS $5,000 $5,000

$17,000

10% $1,700

SUBTOTAL $19,000

Project Management 5% $1,000

Technical Support 5% $1,000

TOTAL ANNUAL O&M COSTS (Inspections and Reporting) $21,000

Maintenance

One-time Maintenance/ erosion control 30% $131,100

Contingency 10% $13,100

SUBTOTAL $144,200

Project Management 5% $7,200

Technical Support 5% $7,200

ONE-TIME MAINTENANCE COST $158,600
 

Year

Inspection and Reporting 1 LS $21,000

Inspection and Reporting 2 LS $21,000

Inspection and Reporting 3 LS $21,000

Inspection and Reporting 4 LS $21,000

Inspection and Reporting 5 LS $21,000

Inspection and Reporting 10 LS $21,000

Inspection and Reporting 15 LS $21,000

Maintenance 15 LS $158,600

Inspection and Reporting 20 LS $21,000

Inspection and Reporting 25 LS $21,000

Inspection and Reporting 30 LS $21,000

Visual Inspections

Description

Contingency

SUBTOTAL

ANNUAL O & M
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Table 5-3

Estimated Cost for Alternative FPS-4A - Removal (RAL 20), ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

PRESENT WORTH ANALYSIS

Total Cost Total Discount Present 

Cost Type Year Per Year Cost Factor
2

Worth

Capital Cost 0  $6,400,000 1.000 $6,400,000

Inspection and Reporting 1 $21,000 0.935 $19,600

Inspection and Reporting 2 $21,000 0.873 $18,300

Inspection and Reporting 3 $21,000 0.816 $17,100

Inspection and Reporting 4 $21,000 0.763 $16,000

Inspection and Reporting 5 $21,000 0.713 $15,000

Inspection and Reporting 10 $21,000 0.508 $10,700

One-time Maintenance 15 $159,000 0.362 $57,600

Inspection and Reporting 15 $21,000 0.362 $7,610

Inspection and Reporting 20 $21,000 0.258 $5,430

Inspection and Reporting 25 $21,000 0.184 $3,870

Inspection and Reporting 30 $21,000 0.131 $2,760

$6,770,000 $6,570,000

TOTAL PRESENT WORTH
2 

$6,600,000

TOTAL COST
3 $6,800,000

 

ICs - Institutional Controls PREPARED/DATE: FKM 05/19/2014

LF - Linear Feet REVISED/DATE: MTP 05/19/2014

LS - Lump Sum CHECKED/DATE: CED 05/19/2014

MTH - Month

AC - Acre

CY - Cubic Yard

EA - Each

1.   A list of detailed assumptions is provided in Appendix H.

3.   Estimated costs are considered to be -30% to +50% in accuracy and are meant to be comparative between remedial 

alternatives (USEPA, 1988).  Costs are rounded to three significant figures.

2.   A discount rate of 7.0% annually was applied to calculate present worth.  
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Table 5-4

Estimated Cost for Alternative FPS-4B - Removal (RAL 0.5), ICs, and ECs

Area 1, OU-5 Kalamazoo River

EXCAVATION OF FLOODPLAIN SOILS

GP KALAMAZOO

AREA 1 FEASIBILITY STUDY

Site: AREA 1 Description: 

Year: 2013

Unit Total Item

Description Quantity Units Cost Cost
1

CAPITAL COSTS

Implementation of ICs 

Institutional Controls (Deed Restriction/GP Property Rights) $5,000,000

Excavation
1

Mobilization/Demobilization 1 3% $5,382,900 $5,400,000

Site Preparation 1 LS $10,197,329 $10,200,000

Staging Area Preparation 1 LS $2,419,125 $2,400,000

Access Roads 175,000 LF $39 $6,800,000

Floodplain Excavation 1,540,000  CY $25 $38,500,000

Backfill - Common Borrow Fill 924,000 CY $25 $23,100,000

Backfill -Topsoil 924,000 CY $40 $36,960,000

Material Dewatering and Handling 385,000 CY $40 $15,400,000

Water Treatment 85.5 MTH $50,000 $4,280,000

Confirmation Sampling 850 AC $9,800 $8,330,000

Transportation and Disposal (TD)

Sampling 4,370 EA $500 $2,190,000

TD - Non-TSCA 2,090,000 TONS $46 $96,100,000

TD - TSCA 100,000 TONS $170 $17,000,000

Environmental Monitoring 85.5 MTH $5,800 $496,000

Site Restoration 949 AC $30,000 $28,500,000

Bank Armoring 58,000 LF $31 $1,800,000

Survey 1 LS $474,000 $474,000

SUBTOTAL $303,000,000

Contingency (15% scope+ 20% bid) 35% $106,000,000

TOTAL $409,000,000

Project Management 5% $20,500,000

Remedial Design 5% $20,500,000

Construction Management 5% $20,500,000

TOTAL $61,500,000

Floodplain Sampling

Sampling/Analytical/Validation 1 LS $522,000 $522,000

Work Plan/Report 1 LS $283,300 $283,000

SUBTOTAL $805,000

Contingency 20% $161,000

TOTAL $966,000

TOTAL CAPITAL COSTS $471,000,000

ESTIMATED COSTS
1,3 

This cost estimate includes excavation of floodplain soils to a depth of 1 

foot and backfilling with clean soil (0.5' fill and 0.5' topsoil).  The 

excavation area is approximately 850 acres and covers the length of Area 

1 along the river. Long term monitoring costs include inspections annually 

for the first 5 years and every five years until year 30. Cost also includes 

pre-design sampling to confirm remediation footprints and floodplain 

sampling to identify areas of PCB contamination for current and potential 

future residential receptors in Area 1.
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Table 5-4

Estimated Cost for Alternative FPS-4B - Removal (RAL 0.5), ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

1 LS $12,000 $12,000

Annual Reporting
1

1 LS $5,000 $5,000

$17,000

10% $1,700

SUBTOTAL $19,000

Project Management 5% $1,000

Technical Support 5% $1,000

TOTAL ANNUAL O&M COSTS (Inspections and Reporting) $21,000

Maintenance
1

One-time Maintenance 20% $12,012,000

Contingency 10% $1,201,200

SUBTOTAL $13,213,200

Project Management 5% $660,700

Technical Support 5% $660,700

ONE-TIME MAINTENANCE COST $14,534,600
 

Year

Inspection and Reporting 11 LS $21,000

Inspection and Reporting 12 LS $21,000

Inspection and Reporting 13 LS $21,000

Inspection and Reporting 14 LS $21,000

Inspection and Reporting 15 LS $21,000

Inspection and Reporting 20 LS $21,000

Maintenance 20 LS $14,534,600

Inspection and Reporting 25 LS $21,000

Inspection and Reporting 30 LS $21,000

Contingency

Description

Visual Inspections
1

SUBTOTAL

ANNUAL O & M

Page 2 of 3



Table 5-4

Estimated Cost for Alternative FPS-4B - Removal (RAL 0.5), ICs, and ECs

Area 1, OU-5 Kalamazoo River

Unit Total Item

Description Quantity Units Cost Cost
1

PRESENT WORTH ANALYSIS

Total Cost Total Discount Present 

Cost Type Year Per Year Cost Factor
2

Worth

Capital Cost 0 - 10 $47,100,000 $471,000,000 7.024 $330,830,400

Inspection and Reporting 11 $21,000 0.475 $10,000

Inspection and Reporting 12 $21,000 0.444 $9,300

Inspection and Reporting 13 $21,000 0.415 $8,700

Inspection and Reporting 14 $21,000 0.388 $8,100

Inspection and Reporting 15 $21,000 0.362 $7,600

Inspection and Reporting 20 $21,000 0.258 $5,400

One-time Maintenance 20 $14,535,000 0.258 $3,800,000

Inspection and Reporting 25 $21,000 0.184 $3,900

Inspection and Reporting 30 $21,000 0.131 $2,800

$486,000,000 $335,000,000

TOTAL PRESENT WORTH
2 

$335,000,000

TOTAL COST
3 $486,000,000

 

ICs - Institutional Controls PREPARED/DATE: FKM  07/13/2013

LS - Lump Sum REVISED/DATE: MTP 06/04/2014

ECs - Engineering Controls CHECKED/DATE: ADB 06/04/2014

LF - Linear Feet

AC - Acres

CY - Cubic Yard

MTH - Month

EA - Each

1.   A list of detailed assumptions is provided in Appendix H.

3.   Estimated costs are considered to be -30% to +50% in accuracy and are meant to be comparative between remedial alternatives 

2.   A discount rate of 7.0% annually was applied to calculate present worth.  
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Alternative Description

Overall Protection of Human Health 

and the Environment Compliance with ARARs Short-term Effectiveness Long-term Effectiveness

Reduction of TMV Through 

Treatment Implementability Cost

FPS-1 No Further Action

No further action would rely on naturally-

occurring processes to reduce PCB 

concentrations in floodplain soil over time.  

Timeframe could be lengthy.  Previous soil 

cores cannot be used to predict future 

MNR rates since they are not 

representative of current conditions with 

the Plainwell dam removed.  LTM would 

not be performed to establish recovery 

rates to confirm ability to be protective. 

No further action would consist of naturally 

occurring processes to reduce PCB 

concentrations in floodplain soil over time.  

Timeframe could be lengthy.  Previous soil 

cores cannot be used to predict future 

MNR rates since they are not 

representative of current conditions with 

the Plainwell dam removed.  LTM would 

not be performed to establish MNR rates 

to confirm ability to meet chemical-specific 

ARARs. 

Not effective in the short term.  No 

action taken, so no negative short 

term effects.

Effectiveness is not known and would not 

be documented.
TMV would not be reduced. No actions to implement.

Total Cost: 

$0

FPS-2 MNR, ICs and ECs

MNR in depositional areas such as 

floodplains typically occurs; however, 

changes in impoundment area and area of 

floodplain due to the removal of the 

Plainwell dam make evaluation of 

previous core data for MNR moot.  

Additional core data would need to be 

collected in the future to establish 

depositional rates and time to reach 

protective levels.    

MNR in depositional areas such as 

floodplains typically occurs; however, 

changes in impoundment area and area of 

floodplain due to the removal of the 

Plainwell dam make evaluation of 

previous core data for MNR moot.  

Additional core data would need to be 

collected in the future to establish 

depositional rates and time to reach 

chemical-specific ARARs.    

MNR would not be effective in the 

short term and would it would take 

several years to identify a recovery 

rate.  No action taken, so no negative 

short term effects.

Effectiveness is not currently known, but 

rate of recovery would be determined over 

time based on LTM.

TMV would not be reduced. 

Implementation is straightforward and consists 

of long-term monitoring plus inspections and 

maintenance of ECs implemented for erosion 

control.

Total Cost: 

$1,300,000

FPS-3
Capping (RAL = 20 mg/kg), ICs 

and ECs

Protective of human health and the 

environment.  Results in 98-100% of 

home ranges for ecological receptors 

being below the 11 mg/kg PRG. 

Raising ground surface may not be 

allowed under Executive Order 11988. 

Additional studies/evaluation necessary to 

understand impact of changing ground 

surface elevation in floodplain due to cap. 

Chemical-specific ARARs would be met.

Would be effective in short term.  

Risk to workers would be managed 

through safe work practices and 

appropriate PPE.  PCB materials 

would not directly handled.

Effective in long term.  Would require ICs 

to limit disturbance of the cap and 

maintenance of EC to keep remaining 

volume from eroding. 

Capping would reduce mobility 

of PCB-containing floodplain 

soil.

Requires access roads, staging areas, and 

property access rights.  Conventional capping 

equipment is readily available.  Restoration 

would also be performed.  PCB material 

handling is minimal. Time to complete is 1 year. 

Permit/waiver required to change floodplain 

elevation.

Total Cost: 

$3,800,000

FPS-4A
Removal (RAL=20 mg/kg), ICs 

and ECs

Protective of human health and the 

environment.  Results in  98-100% of 

home ranges for ecological receptors 

being below the 11 mg/kg PRG. 

Chemical-specific ARARs would be met.

Would be effective in short term.  

Risk to workers would be managed 

through safe work practices and 

appropriate PPE.  Dust would need 

to monitored and controlled through 

dust suppression practices. 

Effective in long term.  Would require ICs 

to limit disturbance of the cover soil and 

maintenance of EC to keep remaining 

volume from eroding.

Partial removal and backfill 

would reduce volume and 

mobility of PCB-containing 

floodplain soil in Area 1. 

Requires access roads, staging areas and 

property access rights.  Conventional 

removal/dewatering equipment would be readily 

available.  Restoration would also be 

performed.  Off site disposal would be required.  

Time to complete construction would be 1 year. 

Total Cost: 

$6,800,000

FPS-4B
Removal (RAL = 0.5 mg/kg), 

ICs, and ECs

Extensive destruction of 850 acres of 

habitat would render alternative not 

protective because habitat and wildlife 

may not fully recover. 

Would not comply with all ARARs due to 

destruction of 850 acres of 

wetland/riparian habitat. 

Would not be protective in short term 

due to long implementation time (10 

years)  and extensive habitat 

destruction.  

Marginally protective in long term due to 

extensive habitat destruction.  

Removal would reduce volume 

of PCB-containing floodplain 

soil in Area 1. 

Area of impact plus that required for access 

roads and staging would be excessive.  

Conventional removal/dewatering equipment 

would be readily available.  Amount of truck 

traffic along local roads would also be 

excessive.  Obtaining access agreement for 

such large-scale destruction on private 

residential and commercial properties may not 

be granted even with compensation. Time to 

complete construction would be greater than 10 

years.

Total Cost: 

$486,000,000

Prepared/Date: FKM 07/13/2012

Revised/Date: KPW 02/21/2014

Checked/Date: MTP 02/21/2014

Table 5-5

Comparative Analysis of Floodplain Soil Remedial Alternatives

Area 1, OU-5 Kalamazoo River
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RBCs for Sediment (mg/kg) 

Figure 2-1
PCB Sediment RBCs Protective of Human and Ecological Receptors 

Based on Risk from Fish Ingestion

Mink: 0.5 mg/kg - 0.6 mg/kg

1. RBC ranges for human exposure scenarios:
- Cancer risk range = 1x10-6 to 1x10-4 

 1x10-6

 1x10-5

 1x10-4

- Non-cancer HQ range = 0.1 to 3
 HQ=0.1 
 HQ=1 
 HQ=3 

2. Mixed diet of 76% smallmouth bass (SMB)
and 24% carp

3. High End Sport Angler assumed to ingest 50       
percent of fish from the site.

4.  Range for ecological receptors based on    
NOAEL and LOAEL RBCs HQ =1.

PRG =  Preliminary Remediation Goal
RBC =  Risk Based Concentration

Central Tendency Sport Angler1, 3

Bald Eagle: 1.4 mg/kg -1.7 mg/kg

HQ, 100% SMB Diet: 0.012 mg/kg - 0.36 mg/kg

HQ, Mixed Diet2 0.007 mg/kg - 0.21 mg/kg

HQ, 100% SMB Diet: 0.088 mg/kg - 2.64 mg/kg

Cancer Risk, 100% SMB Diet 0.02 mg/kg - 2.0 mg/kg

Cancer Risk, Mixed Diet2:  0.012 mg/kg - 1.2 mg/kg

0.33 mg/kg recommended PRG 
(see Section 2.4.5)

Cancer Risk, 100% SMB Diet: 0.007 mg/kg - 0.7 mg/kg

Cancer Risk, Mixed Diet2: 0.004 mg/kg - 0.4 mg/kg

Cancer Risk, 100 % SMB Diet:
0.051 mg/kg - 5.1 mg/kg

Cancer Risk, Mixed Diet2: 0.03 mg/kg - 3.0 mg/kg

HQ, Mixed Diet2:  0.052 mg/kg - 1.56 mg/kg

HQ, 100 % SMB Diet: 0.034 mg/kg - 1.02 mg/kg

HQ, Mixed Diet2: 0.02 mg/kg - 0.6mg/kg

Subsistence Angler1, 3

High End Sport Angler1, 3

Ecological Receptors4

AMEC Project No. 3293131541

OU-5 Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site
Area 1 Feasibility Study

December 19, 2014
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Figure 2-2
PCB RBCs Protective of Human and Ecological Receptors

Based on Risk from Floodplain Surface Soil Exposure

American Robin

H
American Woodcock

House Wren

MR
H

MR
H

MR
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H

Red-Tailed Hawk

Short-Tailed
Shrew

Red Fox

Residential 
Receptor

Recreational Receptor

Notes:
H High Sensitivity
MR       Mid-Range Sensitivity

+      Geometric Mean

Recommended PRG
(11 mg/kg)

*Lowest and highest RBCs for mid 
and high sensitivity receptors 
selected from Approaches 1, 2, 
and 3 to represent ranges.

11 mg/kg recommended PRG

AMEC Project No. 3293131541

OU-5 Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site
Area 1 Feasibility Study

December 19, 2014
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Figure 3-4 
Box and Whisker Plots of Shallow (0-6”) PCB Data by Transverse Location 

 
Notes: 

1. Boxes extend from lower quartile value (25%) to upper quartile value (75%). The median value is shown as a bold 

line inside the box. Whiskers extend 1.5 times the inter‐quartile range (i.e., box height) above and below the box. 

Whiskers do not appear equal length due to log scale. 

2. Numbers inside each box represent the total number of data points in that geomorphic category. 
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Figure 3-5 
Box and Whisker Plots of Deep (>6”) PCB Data by Transverse Location 

 
 

Notes: 

1. Boxes extend from lower quartile value (25%) to upper quartile value (75%). The median value is shown as a bold 

line inside the box. Whiskers extend 1.5 times the inter‐quartile range (i.e., box height) above and below the box. 

Whiskers do not appear equal length due to log scale. 

2. Numbers inside each box represent the total number of data points in that geomorphic category. 
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Process Flow Diagram:  Identification of Area 1 Sediment Remediation Areas

AMEC Project No. 3293131541

Area 1 Feasibility Study Report – Morrow Dam to Former Plainwell Dam
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Figure 4-1a
Fish Tissue Projections for S-2:

Smallmouth Bass Fillet 

Upper Bound S-2: (MNR)

S-2: (MNR)

Lower Bound S-2: (MNR)

Upper Bound

Lower
Bound

2012 Morrow Lake Reference Concentration = 0.23 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (HQ = 1) = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-4) = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-5) = 0.042 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.026 mg/kg
Refer to Table I-1.1 for definition of segments 

RBC: High End Sport Angler 10-5
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OU-5 Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site
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Figure 4-1b
Fish Tissue Projections for S-2:

Smallmouth Bass Young of Year Whole Body 

Upper Bound S-2: (MNR)

S-2: (MNR)

Lower Bound S-2: (MNR)

Upper Bound

Lower
Bound

Mink RBC = 0.60 mg/kg
2006 Morrow Lake Reference Concentration = 0.34 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.12 mg/kg
Refer to Table I-2.1 for definition of segments

AMEC Project No. 3293131541

OU-5 Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site
Area 1 Feasibility Study

December 19, 2014
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Figure  4-1c
Fish Tissue Projections for S-2:

Common Carp Fillet 

Upper Bound S-2: (MNR)

S-2: (MNR)

Lower Bound S-2: (MNR)

RBC:  High End 
Sport Angler 10-5

Upper Bound

Lower 
Bound

2012 Morrow Lake 
Reference Concentration

2012 Morrow Lake Reference Concentration = 0.29 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.13 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg   
Human Health Fish Consumption RBC: High End Sport Angler HQ = 1  = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler 10-4 = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler 10-5 = 0.042 mg/kg
Refer to Table I-3.1 for definition of segments

2006 Ceresco Reservoir Reference Concentration

MDCH: 2 Meals Per Month

AMEC Project No. 3293131541

OU-5 Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site
Area 1 Feasibility Study

December 19, 2014
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Figure  4-2a
Fish Tissue Projections for S-3:

Smallmouth Bass Fillet 

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down)

S-3: Section 2-4 Hotspots (Mid Approximation Step Down)

Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down)

Upper Bound

Lower
Bound

2012 Morrow Lake Reference Concentration = 0.23 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (HQ = 1) = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-4) = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-5) = 0.042 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.026 mg/kg
Refer to Table I-1.2 for definition of segments 

AMEC Project No. 3293131541

OU-5 Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site
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Figure 4-2b
Fish Tissue Projections for S-3:

Smallmouth Bass Young of Year Whole Body 

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down)

S-3: Section 2-4 Hotspots (Mid Approximation Step Down)

Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down)

Upper Bound

Lower
Bound

Mink RBC = 0.60 mg/kg
2006 Morrow Lake Reference Concentration = 0.34 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.12 mg/kg
Refer to Table I-2.2 for definition of segments

AMEC Project No. 3293131541

OU-5 Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site
Area 1 Feasibility Study

December 19, 2014
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Figure  4-2c
Fish Tissue Projections for S-3:

Common Carp Fillet 

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down)

S-3: Section 2-4 Hotspots (Mid Approximation Step Down)

Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down)

Upper Bound

Lower 
Bound

2012 Morrow Lake 
Reference Concentration

RBC: High End Sport Angler 10-5 2006 Ceresco Reservoir Reference Concentration

2012 Morrow Lake Reference Concentration = 0.29 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.13 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg   
Human Health Fish Consumption RBC: High End Sport Angler HQ = 1  = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler 10-4 = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler 10-5 = 0.042 mg/kg
Refer to Table I-3.2 for definition of segments

MDCH: 2 Meals Per Month

AMEC Project No. 3293131541

OU-5 Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site
Area 1 Feasibility Study

December 19, 2014
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Figure  4-3a
Fish Tissue Projections for S-4:

Smallmouth Bass Fillet 

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down)

S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down)

Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down)

Upper Bound

Lower Bound

2012 Morrow Lake Reference Concentration = 0.23 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (HQ = 1) = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-4) = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-5) = 0.042 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.026 mg/kg
Refer to Table I-1.3 for definition of segments 

AMEC Project No. 3293131541
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Figure 4-3b
Fish Tissue Projections for S-4:

Smallmouth Bass Young of Year Whole Body 

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down)

S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down)

Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down)

Upper Bound

Lower
Bound

Mink RBC = 0.60 mg/kg
2006 Morrow Lake Reference Concentration = 0.34 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.12 mg/kg
Refer to Table I-2.3 for definition of segments

AMEC Project No. 3293131541
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Area 1 Feasibility Study
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Figure 4-3c
Fish Tissue Projections for S-4:

Common Carp Fillet 

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down)

S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down)

Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down)

2012 Morrow Lake 
Reference Concentration

RBC: High End 
Sport Angler HQ = 1

2006 Ceresco Reservoir
Reference Concentration

Lower 
Bound

Upper Bound

2012 Morrow Lake Reference Concentration = 0.29 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.13 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg   
Human Health Fish Consumption RBC: High End Sport Angler (HQ =1) = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-4) = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-5) = 0.042 mg/kg
Refer to Table I-3.3 for definition of segments

MDCH: 2 Meals Per Month

AMEC Project No. 3293131541

OU-5 Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site
Area 1 Feasibility Study
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Figure 4-4a
Fish Tissue Projections for S-5:

Smallmouth Bass Fillet 

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)

S-5: Area-wide Removal (Mid Approximation Step Down)

Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

Upper Bound

Lower
Bound

2012 Morrow Lake Reference Concentration = 0.23 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (HQ = 1) = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-4) = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-5) = 0.042 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.026 mg/kg
Refer to Table I-1.4 for definition of segments 
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Figure 4-4b
Fish Tissue Projections for S-5:

Smallmouth Bass Young of Year Whole Body 

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)

S-5: Area-wide Removal (Mid Approximation Step Down)

Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

Upper Bound

Lower Bound

Mink RBC = 0.60 mg/kg
2006 Morrow Lake Reference Concentration = 0.34 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.12 mg/kg
Refer to Table I-2.4 for definition of segments
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Figure 4-4c
Fish Tissue Projections for S-5:

Common Carp Fillet 

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)

S-5: Area-wide Removal (Mid Approximation Step Down)

Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

Upper Bound 

Lower 
Bound 

2012 Morrow Lake
Reference Concentration

RBC: High End Sport Angler 10-5

2006 Ceresco Reservoir Reference Concentration

2012 Morrow Lake Reference Concentration = 0.29 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.13 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg   
Human Health Fish Consumption RBC: High End Sport Angler (HQ =1) = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-4) = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-5) = 0.042 mg/kg
Refer to Table I-3.4 for definition of segments
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APPENDIX A 
GIS-BASED STREAM TUBE METHODOLOGY 

PREPARING THE SAMPLE DATA 

1. Sources of sediment transect data: 
a. 1993/1994 Sediment Investigation 
b. 2008 Plainwell No 2 Sediment Transect Sampling 
c. 2008 SRI Sediment Transect Sampling 
d. 2009 SRI Sediment Transect Sampling 

2. The transect data points contained interval information in the form of start and end 
depths. 

3. Intervals for SWAC analysis were defined to be: 
a. Interval 1 = 0–6 inches 
b. Interval 2 = 6–12 inches 
c. Interval 3 = 12–24 inches 

4. A “participation in interval” calculation was created to appropriately weight a sample 
concentration by its depth, relative to a given interval because the transect samples 
were collected at depths that did not necessarily fall into the interval categories used in 
this SWAC calculation. For example, if a sample (A) had an interval of 0 to 2 inches, and 
the next sample in the same core (B) had an interval of 2 to 6 inches. The concentration 
of A was multiplied by 2 inches (the thickness), and then divided by 6 (the full thickness 
of the analysis interval) or A × 2 / 6. The concentration of B was multiplied by 4 inches 
(the thickness) and then divided by 6 (the full thickness of the analysis interval) or 
B × 4 / 6. The two “participation in interval” weighted concentrations are then added 
together to give one concentration for the analysis of the 0 to 6-inch interval using this 
core. This is a weighted average based on sampling depth for each sample within an 
interval. 

5. Samples were assigned to each analysis interval that the sample participated in. A 
single sample could participate in multiple analysis intervals (e.g., a sediment core 
sampled from 2 to 8 inches would be assigned to Interval 1 and Interval 2). 

CREATING STREAM TUBES 

6. The river outline and centerline were used as the extent of the study. These data appear 
to be compiled from multiple sources, including Geographic Names Information System 
(GNIS), Digital Raster Graphics (DRGs), and Fieldwork. 

7. The centerlines were copied parallel on both sides in 5-foot increments extending to 
approximately 390 feet beyond the centerline.  
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8. The ends were capped with additional lines perpendicular to the river centerline of the 
river in order to support conversion to polygons. 

9. The resulting polygons were clipped by the river outline (riverbanks) polygons. 

10. The sample data set was queried to only include samples assigned to one interval. 

11. A “near” analysis was performed on the polygon data set from step 9. This analysis 
associates a data point with the stream tube polygons nearest to the data point. 
Polygons with the same nearest sample point were dissolved to group and merge them 
into single polygons. Due to the sinuosity of the river, this was approximately 75 percent 
successful in generating reasonable stream tubes. Manual editing and merging for the 
remaining 25 percent of the polygons was necessary to establish complete and correct 
stream tubes associated with each data point. 

12. Laterally, stream tube edges are half way between data points in the same transect. 

13. Longitudinally, stream tubes between transects ended half way between two transects. 
Where a Section boundary intersects a stream tube, stream tube boundaries are 
adjusted to correspond to Section boundaries so that data from one Section does not 
contribute to another Section only due to stream tube delineation. 

14. Once stream tubes were generated for Interval 1, the sample data set was queried to 
only include samples assigned to Interval 2. 

15. A copy of the Interval 1 stream tubes was created to serve as the starting point of the 
stream tubes for Interval 2. 

16. If data points existed in Interval 1, but did not exist in Interval 2, the stream tube in the 
second interval with no data point associated with the stream tube was removed. 

17. Steps 15 through 17 were repeated with stream tubes from the second interval and a 
data query for the third interval to create stream tubes for interval 3 data points. 

18. Stream tubes were attributed by Section IDs. 

19. Intervals deeper than Interval 3 (12 to 24 inches) were not analyzed due to the depth 
and paucity of data. 

ATTRIBUTING THE STREAM TUBES WITH THE SAMPLE LOCATION DATA FOR NON-
TRANSECT DATA POINTS 

20. Both the stream tubes and the sample data were queried to Interval 1 only. 

21. There were a few points that were not associated with a complete transect. These points 
were referred to as non-transect data points. These points were the result of transects 
where samples could not be gathered. A spatial join by location on the stream tubes and 
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non-transect data points was performed and these non-transect data points associated 
with the appropriate stream tube. Concentrations for the non-transect and transect data 
points were averaged for the stream tube. 

CALCULATING THE SWAC 

The area of the stream tube polygon was calculated for each Section. The total area of the 
polygons within that Section was summed (total Section area) and the following calculation for 
each individual polygon was performed: 

(Individual Polygon Area) x (Participation Weighted Concentration) 
(Total Area of Section) 

This is the contribution of an individual stream tube to the SWAC. The sum of all the individual 
polygon contributions within a Section and depth interval equals the SWAC for that Section. 
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Fish Tissue Datasets, Statistics, and Trend Analyses 
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Aquatic Biota 
Sampling Area Sample ID

Date
(mm/dd/yr)

Length
(cm) % Lipids

Total
Aroclor PCBs 

(mg/kg)

Total
Congener PCBs

(mg/kg) Lab ID Split
ABSA-03 K40045F 08/26/93 40 2.62 3.23 Triangle Labs N
ABSA-03 K40046F 08/26/93 37 1.36 0.99 Aquatec N
ABSA-03 K40047F 08/26/93 34 1.49 1.39 Aquatec N
ABSA-03 K40048F 08/26/93 37 2.68 1.71 Aquatec N
ABSA-03 K40049F 08/26/93 34 0.9 0.749 Aquatec N
ABSA-03 K40050F 08/26/93 33 0.97 0.608 Aquatec N
ABSA-03 K40051F 08/26/93 30 0.67 0.82 Aquatec N
ABSA-03 K40052F 08/26/93 31 0.52 0.384 Aquatec N
ABSA-03 K40053F 08/26/93 29 1.04 0.416 Aquatec N
ABSA-03 K40054F 08/26/93 31 1.13 0.89 Aquatec N
ABSA-03 K40055F 08/26/93 31 0.56 0.75 Aquatec N

ABSA-03.5 2000122-S02 (2000122-F002) 08/29/00 25.908 0.23 0.26 NEA N
ABSA-03.5 2000122-S03 (2000122-F003) 08/29/00 25.908 0.67 0.42 NEA N
ABSA-03.5 2000122-S04 (2000122-F004) 08/29/00 26.416 0.43 0.091 NEA N
ABSA-03.5 2000122-S05 (2000122-F005) 08/29/00 27.178 0.56 0.14 NEA N
ABSA-03.5 2000122-S06 (2000122-F006) 08/29/00 26.416 0.78 0.34 NEA N
ABSA-03.5 2000122-S07 (2000122-F007) 08/29/00 27.432 0.14 0.062 NEA N
ABSA-03.5 2000122-S08 (2000122-F008) 08/29/00 31.496 0.72 0.39 NEA N
ABSA-03.5 2000122-S09 (2000122-F009) 08/29/00 29.718 0.34 0.21 NEA N
ABSA-03.5 2000122-S10 (2000122-F010) 08/29/00 29.972 0.17 0.07 NEA N
ABSA-03.5 2000122-S11 (2000122-F011) 08/29/00 31.242 0.35 0.57 NEA N
ABSA-03.5 2000122-S12 (2000122-F012) 08/29/00 34.29 0.82 0.5 NEA N
ABSA-03.5 2006162-S12 (2006162-F012) 09/20/06 40.894 0.78 0.15 NEA N
ABSA-03.5 2006162-S13 (2006162-F013) 09/20/06 40.386 1.2 0.25 NEA N
ABSA-03.5 2006162-S14 (2006162-F014) 09/20/06 33.274 0.48 0.28 NEA N
ABSA-03.5 2006162-S15 (2006162-F015) 09/20/06 41.402 1.5 0.64 NEA N
ABSA-03.5 2006162-S16 (2006162-F016) 09/20/06 43.434 0.68 0.53 NEA N
ABSA-03.5 2006162-S17 (2006162-F017) 09/20/06 37.846 0.86 0.22 NEA N
ABSA-03.5 2006162-S18 (2006162-F018) 09/20/06 37.084 2 0.56 NEA N
ABSA-03.5 2006162-S19 (2006162-F019) 09/20/06 36.576 0.91 0.21 NEA N
ABSA-03.5 2006162-S20 (2006162-F020) 09/20/06 28.194 0.68 0.16 NEA N
ABSA-03.5 2006162-S21 (2006162-F021) 09/20/06 27.432 0.87 0.34 NEA N
ABSA-03.5 2006162-S22 (2006162-F022) 09/20/06 27.178 0.77 0.29 NEA N
ABSA-03.5 FW-062-0-12 09/12/11 49 0.71 0.263 MDEQ-ENV N
ABSA-03.5 FW-062-0-13 09/12/11 43.5 0.35 0.128 MDEQ-ENV N
ABSA-03.5 FW-062-0-14 09/12/11 39 0.12 0.079 MDEQ-ENV N
ABSA-03.5 FW-062-0-16 09/16/11 25.5 0.14 0.086 MDEQ-ENV N
ABSA-03.5 FW-062-0-17 09/16/11 29 0.12 0.035 MDEQ-ENV N
ABSA-03.5 FW-062-0-18 09/16/11 27.1 0.13 0.056 MDEQ-ENV N
ABSA-03.5 FW-062-0-19 09/16/11 26.5 0.17 0.114 MDEQ-ENV N
ABSA-03.5 FW-062-0-20 09/16/11 28 0.18 0.145 MDEQ-ENV N
ABSA-03.5 FW-062-0-21 09/16/11 45 0.63 0.179 MDEQ-ENV N
ABSA-03.5 FW-062-0-22 09/16/11 53 0.92 0.7 MDEQ-ENV N
ABSA-04 2001046-S01 (2001046-F001) 09/25/01 29.718 0.64 0.56 NEA N
ABSA-04 85051-S01 (85051-F001) 07/01/85 42.418 0.15 0.9 MDCH N
ABSA-04 85051-S02 (85051-F002) 07/01/85 25.654 0.21 1.9 MDCH N
ABSA-04 K40103F 09/01/93 34 0.78 0.574 Aquatec N
ABSA-04 K40104F 09/01/93 32 1.34 0.625 Aquatec N
ABSA-04 K40105F 09/01/93 31 1.49 0.56 Aquatec N
ABSA-04 K40106F 09/01/93 31 0.66 0.318 Aquatec N
ABSA-04 K40107F 09/01/93 31 0.62 0.438 Aquatec N
ABSA-04 K40108F 09/01/93 43 0.44 0.163 Aquatec N
ABSA-04 K40109F 09/01/93 33 0.66 0.55 Aquatec N
ABSA-04 K40110F 09/01/93 37 0.32 0.44 Aquatec N
ABSA-04 K40111F 09/01/93 33 0.91 0.623 Aquatec N
ABSA-04 K40112F 09/01/93 31 0.43 0.283 Aquatec N
ABSA-04 K40113F 09/01/93 31 1.14 0.72 Aquatec N
ABSA-04 K40673 10/26/99 42.9 0.7 0.56 STL N
ABSA-04 K40674 10/26/99 40.5 1.3 0.587 STL N
ABSA-04 K40675 10/26/99 36.5 0.8 0.408 STL N
ABSA-04 K40676 10/26/99 42.2 0.9 0.909 STL N
ABSA-04 K40678 10/26/99 41.8 0.8 0.685 STL N
ABSA-04 K40679 10/26/99 34.9 0.7 0.36 STL N
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Aquatic Biota 
Sampling Area Sample ID

Date
(mm/dd/yr)

Length
(cm) % Lipids

Total
Aroclor PCBs 

(mg/kg)

Total
Congener PCBs

(mg/kg) Lab ID Split

Table B-1

Area 1, OU5 Kalamazoo River
Smallmouth Bass Skin-On Fillet PCB Data

ABSA-04 K40681 10/26/99 41.7 1 0.504 STL N
ABSA-04 K40682 10/26/99 36.4 0.6 0.603 STL N
ABSA-04 K40703 10/27/99 34.5 1.1 0.95 STL N
ABSA-04 K40704 10/27/99 34.5 0.9 0.85 STL N
ABSA-04 K40705 10/27/99 34.5 0.7 0.92 STL N
ABSA-04 K41146 10/14/09 38.6 0.4 0.383 TestAmerica Burlington N
ABSA-04 K41147 10/14/09 39.6 0.5 0.303 TestAmerica Burlington N
ABSA-04 K41148 10/14/09 36.2 0.4 0.215 TestAmerica Burlington N
ABSA-04 K41149 10/14/09 42.2 0.6 0.199 TestAmerica Burlington N
ABSA-04 K41150 10/14/09 37.5 0.3 0.3 TestAmerica Burlington N
ABSA-04 K41151 10/14/09 42.5 0.4 0.168 TestAmerica Burlington N
ABSA-04 K41152 10/14/09 39.6 0.6 0.131 TestAmerica Burlington N
ABSA-04 K41153 10/14/09 35.9 0.3 0.67 TestAmerica Burlington N
ABSA-04 K41154 10/14/09 36 0.4 0.183 TestAmerica Burlington N
ABSA-04 K41155 10/14/09 37.2 0.7 0.34 TestAmerica Burlington N
ABSA-04 K41156 10/14/09 47.1 1.1 0.52 TestAmerica Burlington N

ABSA-04.5 2000123-S01 (2000123-F001) 08/31/00 26.924 0.32 0.2 NEA N
ABSA-04.5 2000123-S02 (2000123-F002) 08/31/00 27.432 2.2 1.4 NEA N
ABSA-04.5 2000123-S03 (2000123-F003) 08/31/00 28.448 1.7 1.2 NEA N
ABSA-04.5 2000123-S04 (2000123-F004) 08/31/00 28.956 1.2 0.61 NEA N
ABSA-04.5 2000123-S05 (2000123-F005) 08/31/00 29.21 0.88 0.46 NEA N
ABSA-04.5 2000123-S06 (2000123-F006) 08/31/00 28.448 1.3 0.78 NEA N
ABSA-04.5 2000123-S07 (2000123-F007) 08/31/00 30.226 0.42 0.59 NEA N
ABSA-04.5 2000123-S08 (2000123-F008) 08/31/00 30.988 1.5 0.74 NEA N
ABSA-04.5 2000123-S09 (2000123-F009) 08/31/00 31.75 1.5 0.85 NEA N
ABSA-04.5 2000123-S10 (2000123-F010) 08/31/00 36.322 0.79 0.46 NEA N
ABSA-04.5 2000123-S11 (2000123-F011) 08/31/00 38.1 1.1 2.3 NEA N
ABSA-04.5 57947975 (2009404-12) 09/22/09 37.338 0.93 0.31 NEA N
ABSA-04.5 57947976 (2009404-13) 09/22/09 43.18 0.61 0.51 NEA N
ABSA-04.5 57947977 (2009404-14) 09/22/09 33.02 0.62 0.36 NEA N
ABSA-04.5 57947978 (2009404-15) 09/22/09 44.958 0.71 0.67 NEA N
ABSA-04.5 57947979 (2009404-16) 09/22/09 38.862 0.39 0.66 NEA N
ABSA-04.5 57947980 (2009404-17) 09/22/09 37.084 0.5 0.3 NEA N
ABSA-04.5 57947981 (2009404-18) 09/22/09 29.718 0.28 0.18 NEA N
ABSA-04.5 57947982 (2009404-19) 09/22/09 32.258 0.41 0.15 NEA N
ABSA-04.5 57947983 (2009404-20) 09/22/09 30.48 0.2 0.025 NEA N
ABSA-04.5 57947984 (2009404-21) 09/22/09 26.67 0.7 0.39 NEA N
ABSA-04.5 57947985 (2009404-22) 09/22/09 30.48 0.52 0.3 NEA N
ABSA-04.5 FW-063-0-12 09/13/11 28.1 0.14 0.087 MDEQ-ENV N
ABSA-04.5 FW-063-0-13 09/13/11 29.5 0.18 0.129 MDEQ-ENV N
ABSA-04.5 FW-063-0-14 09/13/11 26.5 0.22 0.162 MDEQ-ENV N
ABSA-04.5 FW-063-0-15 09/13/11 26 0.2 0.137 MDEQ-ENV N
ABSA-04.5 FW-063-0-16 09/13/11 28.7 0.55 0.169 MDEQ-ENV N
ABSA-04.5 FW-063-0-17 09/13/11 29.3 0.14 0.113 MDEQ-ENV N
ABSA-04.5 FW-063-0-18 09/13/11 34 0.34 0.201 MDEQ-ENV N
ABSA-04.5 FW-063-0-19 09/13/11 37 0.28 0.18 MDEQ-ENV N
ABSA-04.5 FW-063-0-20 09/13/11 40.2 0.14 0.46 MDEQ-ENV N
ABSA-04.5 FW-063-0-21 09/13/11 47.2 0.34 0.319 MDEQ-ENV N
ABSA-04.5 FW-063-0-22 09/13/11 47.2 0.64 0.414 MDEQ-ENV N
ABSA-04.6 2009401-12 09/14/09 31.4 0.198 0.07695* MDCH Y
ABSA-04.6 2009401-13 09/14/09 34.4 0.079 0.0509 MDCH Y
ABSA-04.6 2009401-14 09/14/09 31 0.099 0.093 MDCH Y
ABSA-04.6 2009401-15 09/14/09 30.7 0.08 0.06225* MDCH Y
ABSA-04.6 2009401-16 09/21/09 38.4 0.28 0.1032 MDCH Y
ABSA-04.6 2009401-17 09/21/09 34.7 0.18 0.13 MDCH Y
ABSA-04.6 2009401-18 09/21/09 32.5 0.14 0.135 MDCH Y
ABSA-04.6 2009401-19 09/21/09 32 0.16 0.05555* MDCH Y
ABSA-04.6 57948002 (2009401-12) 09/14/09 31.496 0.74 0.47 NEA Y
ABSA-04.6 57948003 (2009401-13) 09/14/09 34.29 0.37 0.14 NEA Y
ABSA-04.6 57948004 (2009401-14) 09/14/09 30.988 0.47 0.31 NEA Y
ABSA-04.6 57948005 (2009401-15) 09/14/09 30.734 0.47 0.54 NEA Y
ABSA-04.6 57948006 (2009401-16) 09/21/09 38.354 0.65 0.3 NEA Y
ABSA-04.6 57948007 (2009401-17) 09/21/09 34.798 0.61 0.38 NEA Y
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Table B-1

Area 1, OU5 Kalamazoo River
Smallmouth Bass Skin-On Fillet PCB Data

ABSA-04.6 57948008 (2009401-18) 09/21/09 32.512 0.62 0.41 NEA Y
ABSA-04.6 57948009 (2009401-19) 09/21/09 32.004 0.62 0.34 NEA Y
ABSA-04.6 57948010 (2009401-20) 09/21/09 29.21 0.57 0.17 NEA N
ABSA-04.6 57948011 (2009401-21) 09/21/09 27.178 0.56 0.22 NEA N
ABSA-04.6 57948012 (2009401-22) 09/21/09 28.194 0.46 0.34 NEA N
ABSA-04.6 FW-082-0-12 09/15/11 27.8 0.11 0.14 MDEQ-ENV N
ABSA-04.6 FW-082-0-13 09/15/11 27 0.12 0.221 MDEQ-ENV N
ABSA-04.6 FW-082-0-14 09/15/11 29.2 0.14 0.278 MDEQ-ENV N
ABSA-04.6 FW-082-0-15 09/15/11 35.8 0.12 0.055 MDEQ-ENV N
ABSA-04.6 FW-082-0-16 09/15/11 32.3 0.13 0.065 MDEQ-ENV N
ABSA-04.6 FW-082-0-17 09/15/11 32.5 0.14 0.09 MDEQ-ENV N
ABSA-04.6 FW-082-0-18 09/15/11 37.5 0.15 0.073 MDEQ-ENV N
ABSA-04.6 FW-082-0-19 09/15/11 32.5 0.12 0.189 MDEQ-ENV N
ABSA-04.6 FW-082-0-20 10/21/11 30 0.1 0.238 MDEQ-ENV N
ABSA-04.6 FW-082-0-21 10/21/11 29.1 0.09 0.174 MDEQ-ENV N
ABSA-04.6 FW-082-0-22 10/21/11 31.6 0.24 0.159 MDEQ-ENV N
ABSA-05 1999084-S01 (1999084-F001) 10/12/99 25.908 1 0.83 MDCH N
ABSA-05 1999084-S03 (1999084-F002) 10/12/99 25.908 0.4 0.49 MDCH N
ABSA-05 1999084-S05 (1999084-F003) 10/12/99 26.924 0.55 0.7 MDCH N
ABSA-05 1999084-S07 (1999084-F004) 10/12/99 26.67 0.75 0.83 MDCH N
ABSA-05 1999084-S09 (1999084-F005) 10/12/99 26.924 0.45 0.72 MDCH N
ABSA-05 1999084-S11 (1999084-F006) 10/12/99 28.702 0.5 0.35 MDCH N
ABSA-05 1999084-S13 (1999084-F007) 10/12/99 28.702 0.6 0.72 MDCH N
ABSA-05 1999084-S15 (1999084-F008) 10/12/99 29.464 0.7 0.57 MDCH N
ABSA-05 1999084-S17 (1999084-F009) 10/12/99 34.29 1.2 0.71 MDCH N
ABSA-05 1999084-S19 (1999084-F010) 10/12/99 30.226 0.65 1 MDCH N
ABSA-05 1999084-S21 (1999084-F011) 10/12/99 31.496 0.55 0.94 MDCH N
ABSA-05 2001048-S01 (2001048-F001) 09/05/01 24.638 0.57 0.36 NEA N
ABSA-05 2001048-S02 (2001048-F002) 09/05/01 25.4 0.74 0.39 NEA N
ABSA-05 2001048-S03 (2001048-F003) 09/05/01 24.892 1.2 0.54 NEA N
ABSA-05 2001048-S04 (2001048-F004) 09/05/01 27.178 0.48 0.37 NEA N
ABSA-05 2001048-S05 (2001048-F005) 09/05/01 24.892 0.87 0.45 NEA N
ABSA-05 2001048-S06 (2001048-F006) 09/05/01 27.686 0.94 0.62 NEA N
ABSA-05 2001048-S07 (2001048-F007) 09/05/01 28.448 0.67 0.39 NEA N
ABSA-05 2001048-S08 (2001048-F008) 09/05/01 28.448 1 0.62 NEA N
ABSA-05 2001048-S09 (2001048-F009) 09/05/01 30.734 1 1 NEA N
ABSA-05 2001048-S10 (2001048-F010) 09/05/01 36.322 0.67 0.27 NEA N
ABSA-05 2001048-S11 (2001048-F011) 09/05/01 41.148 0.7 1.1 NEA N
ABSA-05 2006163-S12 (2006163-F012) 09/22/06 34.036 0.91 0.72 NEA N
ABSA-05 2006163-S13 (2006163-F013) 09/22/06 38.608 1.5 0.83 NEA N
ABSA-05 2006163-S14 (2006163-F014) 09/22/06 37.084 0.59 0.59 NEA N
ABSA-05 2006163-S15 (2006163-F015) 09/22/06 32.004 2.5 2.4 NEA N
ABSA-05 2006163-S16 (2006163-F016) 09/22/06 32.512 0.92 0.98 NEA N
ABSA-05 2006163-S17 (2006163-F017) 09/22/06 39.624 1.2 1.2 NEA N
ABSA-05 2006163-S18 (2006163-F018) 09/22/06 27.94 0.99 0.91 NEA N
ABSA-05 2006163-S19 (2006163-F019) 09/22/06 30.734 1.6 1.1 NEA N
ABSA-05 2006163-S20 (2006163-F020) 09/22/06 32.258 1.3 0.76 NEA N
ABSA-05 2006163-S21 (2006163-F021) 09/22/06 32.004 0.88 0.47 NEA N
ABSA-05 2006163-S22 (2006163-F022) 09/22/06 29.21 1.5 0.84 NEA N
ABSA-05 2009402-12 09/14/09 30.6 0.08 0.0487 MDCH Y
ABSA-05 2009402-13 09/14/09 35.5 0.24 0.2791 MDCH Y
ABSA-05 2009402-14 09/14/09 36.3 0.28 0.1895 MDCH Y
ABSA-05 2009402-15 09/14/09 30.7 0.14 0.0885 MDCH Y
ABSA-05 2009402-16 09/14/09 32 0.18 0.1936 MDCH Y
ABSA-05 2009402-17 09/14/09 45.6 0.06 0.5627 MDCH Y
ABSA-05 2009402-18 09/14/09 37.4 0.3 0.2789 MDCH Y
ABSA-05 2009402-19 09/14/09 27.4 0.08 0.0679 MDCH Y
ABSA-05 2009402-20 09/14/09 27.5 0.06 0.1182 MDCH Y
ABSA-05 2009402-21 09/14/09 29 0.12 0.061 MDCH Y
ABSA-05 2009402-22 09/14/09 24.9 0.18 0.0775 MDCH Y
ABSA-05 57947921 (2009402-12) 09/14/09 30.48 0.39 0.31 NEA Y
ABSA-05 57947922 (2009402-13) 09/14/09 35.56 0.93 1.1 NEA Y
ABSA-05 57947923 (2009402-14) 09/14/09 36.322 0.85 0.67 NEA Y
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ABSA-05 57947924 (2009402-15) 09/14/09 30.734 1.1 1.1 NEA Y
ABSA-05 57947925 (2009402-16) 09/14/09 32.004 0.75 0.55 NEA Y
ABSA-05 57947926 (2009402-17) 09/14/09 45.72 0.34 3 NEA Y
ABSA-05 57947927 (2009402-18) 09/14/09 37.338 0.85 0.88 NEA Y
ABSA-05 57947928 (2009402-19) 09/14/09 27.432 0.65 0.46 NEA Y
ABSA-05 57947929 (2009402-20) 09/14/09 27.432 0.59 0.4 NEA Y
ABSA-05 57947930 (2009402-21) 09/14/09 28.956 0.52 0.73 NEA Y
ABSA-05 57947931 (2009402-22) 09/14/09 29.972 0.95 0.46 NEA Y
ABSA-05 85052-S15 (85052-F015) 07/01/85 27.432 1.2 3.3 MDCH N
ABSA-05 FW-032-0-12 09/20/11 36.4 0.12 0.183 MDEQ-ENV N
ABSA-05 FW-032-0-13 09/20/11 35.8 0.11 0.167 MDEQ-ENV N
ABSA-05 FW-032-0-14 09/20/11 40.7 0.1 0.125 MDEQ-ENV N
ABSA-05 FW-032-0-15 09/20/11 33.6 0.31 0.29 MDEQ-ENV N
ABSA-05 FW-032-0-16 09/20/11 30.1 0.23 0.265 MDEQ-ENV N
ABSA-05 K40351F 10/14/93 39 1 1.352 Aquatec N
ABSA-05 K40352F 10/14/93 30 0.61 1.32 Aquatec N
ABSA-05 K40353F 10/14/93 29 1.55 3.89 Aquatec N
ABSA-05 K40354F 10/14/93 29 2.36 1.66 Aquatec N
ABSA-05 K40369F 10/14/93 38 1.03 2.26 Aquatec N
ABSA-05 K40370F 10/14/93 36 0.8 1.48 Aquatec N
ABSA-05 K40371F 10/14/93 36 1.04 1.58 Aquatec N
ABSA-05 K40372F 10/14/93 34 1.39 1.74 Aquatec N
ABSA-05 K40373F 10/14/93 39 1.38 2.2 Aquatec N
ABSA-05 K40374F 10/14/93 36 0.85 1.44 Aquatec N
ABSA-05 K40375F 10/14/93 34 0.81 0.678 Aquatec N
ABSA-05 K40596 10/23/97 38 0.2 0.344 Aquatec N
ABSA-05 K40597 10/23/97 38 0.3 0.499 Aquatec N
ABSA-05 K40598 10/23/97 35 0.1 0.09 Aquatec N
ABSA-05 K40599 10/23/97 35.5 0.2 0.129 Aquatec N
ABSA-05 K40600 10/23/97 39 0.6 1.42 Aquatec N
ABSA-05 K40601 10/23/97 36 0.4 0.763 Aquatec N
ABSA-05 K40602 10/23/97 37 0.2 0.268 Aquatec N
ABSA-05 K40603 10/23/97 37.5 0.1 0.357 Aquatec N
ABSA-05 K40605 10/23/97 36 0.3 0.262 Aquatec N
ABSA-05 K40606 10/23/97 36.5 0.3 0.444 Aquatec N
ABSA-05 K40607 10/23/97 35.5 0.2 0.486 Aquatec N
ABSA-05 K40832 11/10/99 34.5 0.8 0.65 STL N
ABSA-05 K40902 11/11/99 34.9 0.4 1.125 STL N
ABSA-05 K40903 11/11/99 35.7 0.5 0.51 STL N
ABSA-05 K41040 08/12/99 39 0.3 0.84 STL N
ABSA-05 K41041 08/12/99 36.9 0.2 0.626 STL N
ABSA-05 K41042 08/12/99 39.3 0.3 0.186 STL N
ABSA-05 K41043 08/12/99 44.3 0.4 0.619 STL N
ABSA-05 K41044 08/12/99 38.4 0.4 0.192 STL N
ABSA-05 K41045 08/12/99 43.1 0.3 0.237 STL N
ABSA-05 K41046 08/12/99 40.6 0.3 0.166 STL N
ABSA-05 K41047 08/12/99 39.6 0.2 0.226 STL N

Notes:

PREPARED/DATE: LAB 5/17/13
CHECKED/DATE: PPV 5/27/13

STL- Standards Testing Laboratory
MDEQ-ENV- Michigan Department of Environmental Quality 
Y- Yes; N- No
Additional Note:  Aquatec and STL are now TestAmerica; NEA is now Pace Analytical Services Inc.

ABSA- Aquatic Biota Sampling Area
* Total congener value was not detected and is therefore recorded as 1/2 the detection limit.
MDCH- Michigan Department of Community Health
NEA- Northeast Analytical Laboratory
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ABSA-03.5 14136 (FW-062-0-18A _ FW-062-0-18D) 08/29/2000 8.5 4.4 -- 1.3 NEA N
ABSA-03.5 90055 (FW-062-0-23A _ FW-062-0-23D) 09/20/2006 8.7 4.8 -- 1.2 NEA N
ABSA-03.5 90056 (FW-062-0-24A _ FW-062-0-24D) 09/20/2006 8.6 3.4 -- 0.7 NEA N
ABSA-03.5 90057 (FW-062-0-25A _ FW-062-0-25D) 09/20/2006 9.1 3.8 -- 0.89 NEA N
ABSA-03.5 90058 (FW-062-0-26A _ FW-062-0-26D) 09/20/2006 8.4 4.1 -- 1 NEA N
ABSA-03.5 90059 (FW-062-0-27A _ FW-062-0-27D) 09/20/2006 8.7 3.1 -- 0.84 NEA N
ABSA-03.5 57950579 (FW-062-0-23A -- FW-062-0-23D) 12/9/2011 9.3 3.2 -- 0.5 MDCH N
ABSA-03.5 57950580 (FW-062-0-24A -- FW-062-0-24D) 12/9/2011 8.5 3.5 -- 1.1 MDCH N
ABSA-03.5 57950581 (FW-062-0-25A -- FW-062-0-25D) 12/9/2011 8.9 2.9 -- 0.6 MDCH N
ABSA-03.5 57950582 (FW-062-0-26A -- FW-062-0-26D) 12/9/2011 9.1 3.8 -- 0.6 MDCH N
ABSA-03.5 57950583 (FW-062-0-27A -- FW-062-0-27D) 12/9/2011 9.4 3.4 -- 0.7 MDCH N
ABSA-03.5 57950712 (FW-062-0-23A -- FW-062-0-23D) 12/9/2011 9.3 3.5 -- 0.7 MDCH N
ABSA-04 57948871 (FW-032-0-23A -- FW-032-0-23D) 09/14/2009 8.5 3.2 -- 0.855 MDCH Y
ABSA-04 57948872 (FW-032-0-24A -- FW-032-0-24D) 09/14/2009 8.8 3.0 -- 0.8494 MDCH Y
ABSA-04 57948873 (FW-032-0-25A -- FW-032-0-25D) 09/14/2009 9.0 2.3 -- 0.644 MDCH Y
ABSA-04 57948874 (FW-032-0-26A -- FW-032-0-26D) 09/14/2009 9.0 2.9 -- 0.713 MDCH Y
ABSA-04 57948875 (FW-032-0-27A -- FW-032-0-27D) 09/14/2009 9.3 2.8 -- 0.703 MDCH Y
ABSA-04 57948924 (FW-082-0-23A -- FW-082-0-23D) 09/21/2009 8.9 2.3 -- 0.649 MDCH Y
ABSA-04 57948925 (FW-082-0-24A -- FW-082-0-24D) 09/21/2009 8.5 3.0 -- 0.705 MDCH Y
ABSA-04 57948926 (FW-082-0-25A -- FW-082-0-25D) 09/21/2009 8.3 2.5 -- 0.608 MDCH Y
ABSA-04 57948927 (FW-082-0-26A -- FW-082-0-26D) 09/21/2009 8.4 2.3 -- 0.628 MDCH Y
ABSA-04 57948928 (FW-082-0-27A -- FW-082-0-27D) 09/21/2009 8.5 2.6 -- 0.56 MDCH Y
ABSA-04 57950606 (FW-063-0-23A -- FW-063-0-23D) 09/13/2011 9.6 4.2 -- 0.7 MDCH N
ABSA-04 57950607 (FW-063-0-24A -- FW-063-0-24D) 09/13/2011 10.2 4.0 -- 0.8 MDCH N
ABSA-04 57950608 (FW-063-0-25A -- FW-063-0-25D) 09/13/2011 10.1 3.9 -- 0.7 MDCH N
ABSA-04 57950609 (FW-063-0-26A -- FW-063-0-26D) 09/13/2011 10.0 3.8 -- 0.7 MDCH N
ABSA-04 57950610 (FW-063-0-27A -- FW-063-0-27D) 09/13/2011 9.7 3.4 -- 0.6 MDCH N
ABSA-04 57950656 (FW-082-0-23A -- FW-082-0-23D) 09/15/2011 9.2 2.7 -- 0.8577 MDCH N
ABSA-04 57950657 (FW-082-0-24A -- FW-082-0-24D) 09/15/2011 9.6 2.2 -- 0.7343 MDCH N
ABSA-04 57950658 (FW-082-0-25A -- FW-082-0-25D) 09/15/2011 9.4 2.6 -- 0.6779 MDCH N
ABSA-04 57950659 (FW-082-0-26A -- FW-082-0-26D) 09/15/2011 9.5 3.1 -- 0.6481 MDCH N
ABSA-04 57950660 (FW-082-0-27A -- FW-082-0-27D) 09/15/2011 9.1 2.8 -- 0.7339 MDCH N

ABSA-04.5 57947986 (FW-063-0-23A _ FW-063-0-23D) 09/22/2009 8.8 4.7 -- 1 NEA Y
ABSA-04.5 57947987 (FW-063-0-24A _ FW-063-0-24D) 09/22/2009 9.1 5.3 -- 1.4 NEA Y
ABSA-04.5 57947988 (FW-063-0-25A _ FW-063-0-25D) 09/22/2009 8.8 4.4 -- 1.1 NEA Y
ABSA-04.5 57947989 (FW-063-0-26A _ FW-063-0-26D) 09/22/2009 11.9 5.2 -- 1.3 NEA Y
ABSA-04.5 57947990 (FW-063-0-27A _ FW-063-0-27D) 09/22/2009 9.1 4.6 -- 1.1 NEA Y
ABSA-04.6 57948013 (FW-082-0-23A _ FW-082-0-23D) 09/14/2009 8.9 4.4 -- 1.3 NEA Y
ABSA-04.6 57948014 (FW-082-0-24A _ FW-082-0-24D) 09/21/2009 8.5 4.8 -- 1.2 NEA Y
ABSA-04.6 57948015 (FW-082-0-25A _ FW-082-0-25D) 09/21/2009 8.3 4.8 -- 1.3 NEA Y
ABSA-04.6 57948016 (FW-082-0-26A _ FW-082-0-26D) 09/21/2009 8.4 4.7 -- 1.3 NEA Y
ABSA-04.6 57948017 (FW-082-0-27A _ FW-082-0-27D) 09/21/2009 8.5 4.5 -- 1.2 NEA Y
ABSA-05 13656 (FW-032-0-01 A _ FW-032-0-01 H) 8/10/1999 9.1 3.9 2.3 2.5 NEA N
ABSA-05 13662 (FW-032-0-02 B _ FW-032-0-02 E) 12/10/1999 11.5 5.3 2.7 2.7 NEA N
ABSA-05 13677 (FW-032-0-27 A _ FW-032-0-27 E) 12/10/1999 10.2 3.7 2.3 2.4 NEA N
ABSA-05 13695 (FW-032-025 F _ FW-032-0-25 E) 10/29/1999 10.5 4.0 2.4 2.5 NEA N
ABSA-05 13701 (FW-032-0-26 A _ FW-032-0-26 G) 10/29/1999 10.1 4.3 2.4 2.5 NEA N
ABSA-05 20205 (fw-032-0-07a _ fw-032-0-07d) 08/27/2001 9.3 3.3 -- 1.3 NEA N
ABSA-05 20206 (fw-032-0-12a _ fw-032-0-12d) 08/30/2001 9.0 3.2 -- 1.7 NEA N
ABSA-05 20207 (fw-032-0-13a _ fw-032-0-13f) 08/30/2001 8.5 3.2 -- 1.7 NEA N
ABSA-05 20210 (fw-032-0-24a _ fw-032-0-24d) 5/9/2001 9.6 4.2 -- 2 NEA N
ABSA-05 20211 (fw-032-0-25a _ fw-032-0-25e) 5/9/2001 9.4 3.6 -- 2 NEA N
ABSA-05 57947932 (FW-032-0-23A _ FW-032-0-23D) 09/14/2009 8.5 5.6 -- 1.6 NEA Y
ABSA-05 57947933 (FW-032-0-24A _ FW-032-0-24D) 09/14/2009 8.8 5.4 -- 1.7 NEA Y
ABSA-05 57947934 (FW-032-0-25A _ FW-032-0-25D) 09/14/2009 9.0 4.4 -- 1.4 NEA Y
ABSA-05 57947935 (FW-032-0-26A _ FW-032-0-26D) 09/14/2009 9.0 5.5 -- 1.5 NEA Y
ABSA-05 57947936 (FW-032-0-27A _ FW-032-0-27D) 09/14/2009 9.3 5.6 -- 2 NEA Y
ABSA-05 57948903 (FW-063-0-23A -- FW-063-0-23D) 09/22/2009 8.8 2.3 -- 0.455 MDCH Y
ABSA-05 57948904 (FW-063-0-24A -- FW-063-0-24D) 09/22/2009 9.1 3.1 -- 0.702 MDCH Y
ABSA-05 57948905 (FW-063-0-25A -- FW-063-0-25D) 09/22/2009 8.8 2.5 -- 0.592 MDCH Y
ABSA-05 57948906 (FW-063-0-26A -- FW-063-0-26D) 09/22/2009 11.9 3.2 -- 0.638 MDCH Y
ABSA-05 57948907 (FW-063-0-27A -- FW-063-0-27D) 09/22/2009 9.1 2.6 -- 0.542 MDCH Y
ABSA-05 57950385 (FW-032-0-17A -- FW-032-0-17D) 09/20/2011 9.8 4.6 -- 0.5 MDCH N
ABSA-05 57950386 (FW-032-0-18A -- FW-032-0-18D) 09/20/2011 10.0 3.6 -- 0.5 MDCH N
ABSA-05 57950387 (FW-032-0-19A -- FW-032-0-19D) 09/20/2011 10.1 3.7 -- 0.9 MDCH N

Table B-2
Smallmouth Bass Whole Body (Composite) PCB Data

Area 1, OU5 Kalamazoo River
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Aquatic Biota 
Sampling Area Sample ID

Date
mm/dd/yr)

Length
(cm) % Lipids

Total
Aroclor PCBs 

(mg/kg)

Total
Congener
(mg/kg) Lab ID Split

Table B-2
Smallmouth Bass Whole Body (Composite) PCB Data

Area 1, OU5 Kalamazoo River

ABSA-05 57950388 (FW-032-0-20A -- FW-032-0-20D) 09/20/2011 10.3 3.6 -- 0.7 MDCH N
ABSA-05 57950389 (FW-032-0-21A -- FW-032-0-21D) 09/20/2011 9.6 4.0 -- 0.8 MDCH N
ABSA-05 57950711 (FW-032-0-20A -- FW-032-0-20D) 09/20/2011 10.3 3.8 -- 0.4 MDCH N
ABSA-05 90029 (FW-032-0-23A _ FW-032-0-23D) 09/20/2006 10.0 4.3 -- 1.6 NEA N
ABSA-05 90030 (FW-032-0-24A _ FW-032-0-24D) 09/20/2006 9.7 3.9 -- 1.4 NEA N
ABSA-05 90031 (FW-032-0-25A _ FW-032-0-25D) 09/20/2006 9.7 5.2 -- 1.9 NEA N
ABSA-05 90032 (FW-032-0-26A _ FW-032-0-26D) 09/20/2006 9.4 4.4 -- 1.4 NEA N
ABSA-05 90033 (FW-032-0-27A _ FW-032-0-27D) 09/20/2006 9.5 4.6 -- 1.5 NEA N
ABSA-05 K40608-C 10/23/1997 16.7 2.0 2.74 -- Aquatec N
ABSA-05 K40609-C 10/23/1997 16.1 1.6 3.23 -- Aquatec N
ABSA-05 K40610-C 10/23/1997 15.6 1.9 3.22 -- Aquatec N
ABSA-05 K40611-C 10/23/1997 16.0 1.7 2.38 -- Aquatec N
ABSA-05 K40612-C 10/23/1997 15.3 1.7 1.154 -- Aquatec N

Notes:

Y- Yes; N- No

PREPARED/DATE: PPV 5/15/13
CHECKED/DATE: LAB 5/27/13

Additional Note:  Aquatec is now TestAmerica; NEA is now Pace Analytical Services Inc.

ABSA- Aquatic Biota Sampling Area
NEA- Northeastern Analytical Laboratory
MDCH- Michigan Department of Community Health 
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ABSA-03 K40034F 08/26/1993 59 3.31 7.5 Aquatec N
ABSA-03 K40035F 08/26/1993 63 0.89 1.4 Aquatec N
ABSA-03 K40036F 08/26/1993 65 3.26 8.2 Triangle Labs N
ABSA-03 K40037F 08/26/1993 55 3.49 3.04 Aquatec N
ABSA-03 K40038F 08/26/1993 59 1.89 4.1 Aquatec N
ABSA-03 K40039F 08/26/1993 59 4.75 7.3 Aquatec N
ABSA-03 K40040F 08/26/1993 51 1.73 4.26 Aquatec N
ABSA-03 K40041F 08/26/1993 51 6.82 3.4 Aquatec N
ABSA-03 K40042F 08/26/1993 48 7.4 3.25 Aquatec N
ABSA-03 K40043F 08/26/1993 54 1.85 2.72 Aquatec N
ABSA-03 K40044F 08/26/1993 53 3.6 3.51 Aquatec N

ABSA-03.5 2006162-S06 (2006162-F006) 09/20/2006 62.5 4.1 1.7 NEA N
ABSA-03.5 2006162-S07 (2006162-F007) 09/20/2006 62.5 4.3 1.5 NEA N
ABSA-03.5 2006162-S08 (2006162-F008) 09/20/2006 64.5 14 9.6 NEA N
ABSA-03.5 2006162-S09 (2006162-F009) 09/20/2006 80 14 8.1 NEA N
ABSA-03.5 2006162-S10 (2006162-F010) 09/20/2006 63.2 7.9 5.8 NEA N
ABSA-03.5 2006162-S11 (2006162-F011) 09/20/2006 66 3.9 4.4 NEA N
ABSA-03.5 FW-062-0-01 12/9/2011 57.5 8.84 10200 MDCH/ MDEQ
ABSA-03.5 FW-062-0-02 12/9/2011 54 0.51 190 MDCH/ MDEQ
ABSA-03.5 FW-062-0-03 12/9/2011 66.1 3.2 6320 MDCH/ MDEQ
ABSA-03.5 FW-062-0-04 12/9/2011 63 6.53 2810 MDCH/ MDEQ
ABSA-03.5 FW-062-0-05 12/9/2011 76.3 2.89 1850 MDCH/ MDEQ
ABSA-03.5 FW-062-0-06 12/9/2011 57.5 1.95 2410 MDCH/ MDEQ
ABSA-03.5 FW-062-0-07 12/9/2011 62 2.08 384 MDCH/ MDEQ
ABSA-03.5 FW-062-0-08 12/9/2011 63.5 2.52 680 MDCH/ MDEQ
ABSA-03.5 FW-062-0-09 12/9/2011 62.5 3.23 1810 MDCH/ MDEQ
ABSA-03.5 FW-062-0-10 12/9/2011 52.8 1.76 770 MDCH/ MDEQ
ABSA-03.5 FW-062-0-11 12/9/2011 60 2.19 1070 MDCH/ MDEQ
ABSA-04 83006-S01 (83006-F001) 1/7/1983 48.3 2.2 3.2 MDCH N
ABSA-04 83006-S02 (83006-F002) 1/7/1983 47 2.4 3.1 MDCH N
ABSA-04 83006-S03 (83006-F003) 1/7/1983 47 4 6.5 MDCH N
ABSA-04 83006-S04 (83006-F004) 1/7/1983 43.2 1 1.6 MDCH N
ABSA-04 83006-S05 (83006-F005) 1/7/1983 38.1 0.64 1.5 MDCH N
ABSA-04 83006-S06 (83006-F006) 1/7/1983 45.7 4.3 6 MDCH N
ABSA-04 83006-S07 (83006-F007) 1/7/1983 50.8 2.5 4.3 MDCH N
ABSA-04 83006-S08 (83006-F008) 1/7/1983 43.2 1.4 0.98 MDCH N
ABSA-04 83006-S09 (83006-F009) 1/7/1983 48.3 4.3 3.8 MDCH N
ABSA-04 83006-S10 (83006-F010) 1/7/1983 50.8 2.2 1.9 MDCH N
ABSA-04 83006-S11 (83006-F011) 1/7/1983 53.3 0.59 1.8 MDCH N
ABSA-04 85051-S03 (85051-F003) 1/7/1985 45.7 1.3 5.2 MDCH N
ABSA-04 85051-S04 (85051-F004) 1/7/1985 44.5 0.5 3.3 MDCH N
ABSA-04 85051-S06 (85051-F006) 1/7/1985 49.5 3.5 6.4 MDCH N
ABSA-04 85051-S07 (85051-F007) 1/7/1985 46.2 1.9 4.1 MDCH N
ABSA-04 85051-S08 (85051-F008) 1/7/1985 45.2 1.2 4.5 MDCH N
ABSA-04 85051-S09 (85051-F009) 1/7/1985 44.2 1 6.1 MDCH N
ABSA-04 85051-S10 (85051-F010) 1/7/1985 47.8 3.7 4.6 MDCH N
ABSA-04 85051-S11 (85051-F011) 1/7/1985 47 3.3 5.6 MDCH N
ABSA-04 85051-S12 (85051-F012) 1/7/1985 50 4.8 10 MDCH N
ABSA-04 85051-S13 (85051-F013) 1/7/1985 47 1.5 3.6 MDCH N
ABSA-04 85051-S14 (85051-F014) 1/7/1985 46.7 0.25 4.6 MDCH N
ABSA-04 85051-S15 (85051-F015) 1/7/1985 45.2 1.4 7.2 MDCH N
ABSA-04 85051-S16 (85051-F016) 1/7/1985 45.7 9.4 11 MDCH N
ABSA-04 85051-S17 (85051-F017) 1/7/1985 41.9 0.2 1.4 MDCH N
ABSA-04 85051-S18 (85051-F018) 1/7/1985 45.7 0.7 2.7 MDCH N
ABSA-04 85051-S19 (85051-F019) 1/7/1985 48.3 0.2 2.8 MDCH N
ABSA-04 85051-S20 (85051-F020) 1/7/1985 45.7 0.3 3.3 MDCH N
ABSA-04 85051-S22 (85051-F022) 1/7/1985 45.7 0.8 5.1 MDCH N
ABSA-04 86024-S01 (86024-F001) 7/7/1986 48.3 1.3 2.3 MDCH N
ABSA-04 86024-S02 (86024-F002) 7/7/1986 44.5 2.7 2.3 MDCH N
ABSA-04 86024-S03 (86024-F003) 7/7/1986 41.9 0.2 1.6 MDCH N
ABSA-04 86024-S04 (86024-F004) 7/7/1986 47.5 5.7 9.2 MDCH N
ABSA-04 86024-S05 (86024-F005) 7/7/1986 49.8 2.6 3.4 MDCH N
ABSA-04 86024-S06 (86024-F006) 7/7/1986 46.5 3.5 4.5 MDCH N

Table B-3

Area 1, OU5 Kalamazoo River
Common Carp Skin-Off Fillet PCB Data
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ABSA-04 86024-S07 (86024-F007) 7/7/1986 47.5 2.7 2.7 MDCH N
ABSA-04 86024-S08 (86024-F008) 7/7/1986 43.9 5.2 5 MDCH N
ABSA-04 86024-S09 (86024-F009) 7/7/1986 45.7 3.3 1.5 MDCH N
ABSA-04 86024-S10 (86024-F010) 7/7/1986 49.8 2.1 3.6 MDCH N
ABSA-04 86024-S11 (86024-F011) 7/7/1986 49.5 7.4 7.6 MDCH N
ABSA-04 86024-S12 (86024-F012) 7/7/1986 43.4 6.1 5.7 MDCH N
ABSA-04 86024-S13 (86024-F013) 7/7/1986 48.3 1.8 2.5 MDCH N
ABSA-04 86024-S14 (86024-F014) 7/7/1986 42.9 2.2 2.7 MDCH N
ABSA-04 86024-S15 (86024-F015) 7/7/1986 50.3 6.1 4.2 MDCH N
ABSA-04 86024-S16 (86024-F016) 7/7/1986 46.5 5.1 5.7 MDCH N
ABSA-04 86024-S17 (86024-F017) 7/7/1986 47 11 11 MDCH N
ABSA-04 86024-S18 (86024-F018) 7/7/1986 46.7 8 11 MDCH N
ABSA-04 86024-S19 (86024-F019) 7/7/1986 49.5 2.9 4.6 MDCH N
ABSA-04 86024-S20 (86024-F020) 7/7/1986 45.2 2.3 2.6 MDCH N
ABSA-04 FW-063-0-01 9/13/2011 77 1.43 2180 MDCH/ MDEQ
ABSA-04 FW-063-0-02 9/13/2011 71.2 20.03 7200 MDCH/ MDEQ
ABSA-04 FW-063-0-03 9/13/2011 74.2 8.16 3320 MDCH/ MDEQ
ABSA-04 FW-063-0-04 9/13/2011 60.2 8.5 5550 MDCH/ MDEQ
ABSA-04 FW-063-0-05 9/13/2011 86 6.73 7160 MDCH/ MDEQ
ABSA-04 FW-063-0-06 9/13/2011 79 10.52 6230 MDCH/ MDEQ
ABSA-04 FW-063-0-07 9/13/2011 75.5 7.04 7400 MDCH/ MDEQ
ABSA-04 FW-063-0-08 9/13/2011 63.5 11.86 16200 MDCH/ MDEQ
ABSA-04 FW-063-0-09 9/13/2011 80 3.4 4050 MDCH/ MDEQ
ABSA-04 FW-063-0-10 9/13/2011 73.5 3.85 3950 MDCH/ MDEQ
ABSA-04 FW-063-0-11 9/13/2011 81 6.9 6100 MDCH/ MDEQ
ABSA-04 K40391F 10/15/1993 51 4.32 2.59 Aquatec
ABSA-04 K40677 10/26/1999 53.1 8.4 6.48 GP
ABSA-04 K40680 10/26/1999 54.5 13.5 21.7 GP
ABSA-04 K40683 10/26/1999 63 5.9 6.55 GP
ABSA-04 K40695 10/26/1999 56.1 3.6 2.9 GP
ABSA-04 K40696 10/26/1999 53.5 4.7 3.68 GP
ABSA-04 K40697 10/26/1999 63.7 7.1 6.01 GP
ABSA-04 K40698 10/26/1999 65.7 11.1 4.65 GP
ABSA-04 K40699 10/26/1999 54.2 5.4 3.17 GP
ABSA-04 K40700 10/26/1999 50.5 4.6 2.23 GP
ABSA-04 K40701 10/26/1999 69.5 6 6.4 GP
ABSA-04 K40702 10/26/1999 67.7 11.9 7.51 GP
ABSA-04 K41157 10/14/2009 66 6.8 6.67 Test America Burlington N
ABSA-04 K41158 10/14/2009 66.8 8.4 6.92 Test America Burlington N
ABSA-04 K41159 10/14/2009 49.3 1.8 0.39 Test America Burlington N
ABSA-04 K41160 10/14/2009 61.5 28.8 15.6 Test America Burlington N
ABSA-04 K41161 10/14/2009 55.8 11.8 7.33 Test America Burlington N
ABSA-04 K41162 10/14/2009 60.5 14.2 11.2 Test America Burlington N
ABSA-04 K41163 10/14/2009 49.4 4.8 8 Test America Burlington N
ABSA-04 K41164 10/14/2009 55 5.8 1.82 Test America Burlington N
ABSA-04 K41165 10/14/2009 69.4 12 10.8 Test America Burlington N
ABSA-04 K41166 10/14/2009 52.8 1.2 0.38 Test America Burlington N
ABSA-04 K41167 10/14/2009 52.7 1.5 0.69 Test America Burlington N

ABSA-04.5 2000123-S12 (2000123-F012) 08/31/2000 66.5 0.37 1.2 NEA N
ABSA-04.5 2000123-S13 (2000123-F013) 08/31/2000 64 22 10 NEA N
ABSA-04.5 2000123-S14 (2000123-F014) 08/31/2000 70.1 17 8.6 NEA N
ABSA-04.5 2000123-S15 (2000123-F015) 08/31/2000 78.2 17 9.8 NEA N
ABSA-04.5 2000123-S16 (2000123-F016) 08/31/2000 77.2 13 8.8 NEA N
ABSA-04.5 57947964 (2009405-05) 09/22/2009 67.6 3.8 2.8 NEA N
ABSA-04.5 57947965 (2009405-11) 09/22/2009 73.9 4.4 3.7 NEA N
ABSA-04.5 57947966 (2009405-08) 09/22/2009 72.4 9.1 11 NEA N
ABSA-04.5 57947967 (2009405-07) 09/22/2009 72.9 6.8 8.1 NEA N
ABSA-04.5 57947968 (2009405-14) 09/22/2009 33.5 5.1 4.8 NEA N
ABSA-04.5 57947969 (2009405-09) 09/22/2009 73.9 9.8 4.7 NEA N
ABSA-04.5 57947970 (2009405-10) 09/22/2009 70.9 13 13 NEA N
ABSA-04.5 57947971 (2009405-03) 09/22/2009 59.9 4.3 1 NEA N
ABSA-04.5 57947972 (2009405-01) 09/22/2009 53.1 1 0.36 NEA N
ABSA-04.5 57947973 (2009405-12) 09/22/2009 74.4 3.4 3.2 NEA N
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ABSA-04.5 57947974 (2009405-16) 09/22/2009 32 9.5 9.4 NEA N
ABSA-04.6 57947991 (2009407-11) 09/14/2009 71.9 5.3 4.9 NEA Y
ABSA-04.6 57947992 (2009407-14) 09/14/2009 77.1 7.7 3.7 NEA Y
ABSA-04.6 57947993 (2009407-16) 09/14/2009 74.5 18 9.3 NEA Y
ABSA-04.6 57947994 (2009407-7) 09/14/2009 59.9 4.5 2.2 NEA Y
ABSA-04.6 57947995 (2009407-3) 09/14/2009 49.5 4 2.7 NEA N
ABSA-04.6 57947996 (2009407-8) 09/14/2009 67.3 6.8 8.2 NEA Y
ABSA-04.6 57947997 (2009407-9) 09/14/2009 68.3 6.9 3.5 NEA Y
ABSA-04.6 57947998 (2009407-10) 09/14/2009 69.1 3.6 3.8 NEA Y
ABSA-04.6 57947999 (2009407-5) 09/14/2009 59.4 8.2 3.3 NEA N
ABSA-04.6 57948000 (2009407-12) 09/14/2009 74.9 5.9 5.1 NEA Y
ABSA-04.6 57948001 (2009407-01) 09/21/2009 50.3 1.6 0.53 NEA N
ABSA-04.6 57948908 (2009407-11) 09/14/2009 72 3.77 2.946 MDCH Y
ABSA-04.6 57948909 (2009407-14) 09/14/2009 77.1 8.22 2.992 MDCH Y
ABSA-04.6 57948910 (2009407-16) 09/14/2009 74.5 18.79 7.203 MDCH Y
ABSA-04.6 57948911 (2009407-7) 09/14/2009 60 3.18 1.436 MDCH Y
ABSA-04.6 57948912 (2009407-8) 09/14/2009 67.3 3.24 3.297 MDCH Y
ABSA-04.6 57948913 (2009407-9) 09/14/2009 68.3 5.77 2.849 MDCH Y
ABSA-04.6 57948914 (2009407-10) 09/14/2009 69 2.33 2.384 MDCH Y
ABSA-04.6 57948915 (2009407-12) 09/14/2009 75 4.58 2.949 MDCH Y
ABSA-04.6 FW-082-0-01 9/15/2011 62.8 1.44 1270 MDCH/ MDEQ
ABSA-04.6 FW-082-0-02 9/15/2011 63.8 3.64 2750 MDCH/ MDEQ
ABSA-04.6 FW-082-0-03 9/15/2011 67.3 2.46 2000 MDCH/ MDEQ
ABSA-04.6 FW-082-0-04 9/15/2011 75.3 8.67 7400 MDCH/ MDEQ
ABSA-04.6 FW-082-0-05 9/15/2011 74.5 4.52 2300 MDCH/ MDEQ
ABSA-04.6 FW-082-0-06 9/15/2011 68.6 1.59 413 MDCH/ MDEQ
ABSA-04.6 FW-082-0-07 9/15/2011 58 1.53 1180 MDCH/ MDEQ
ABSA-04.6 FW-082-0-08 9/15/2011 68.1 3.35 3310 MDCH/ MDEQ
ABSA-04.6 FW-082-0-09 9/15/2011 56.6 0.79 943 MDCH/ MDEQ
ABSA-04.6 FW-082-0-10 9/15/2011 58 6.24 3390 MDCH/ MDEQ
ABSA-04.6 FW-082-0-11 9/15/2011 67.2 0.19 150 MDCH/ MDEQ
ABSA-05 1999084-S23 (1999084-F012) 12/10/1999 45.5 2.3 1.3 MDCH Y
ABSA-05 1999084-S25 (1999084-F013) 12/10/1999 58.9 6.1 4.8 MDCH N
ABSA-05 1999084-S27 (1999084-F014) 12/10/1999 71.4 11 7 MDCH Y
ABSA-05 1999084-S29 (1999084-F015) 12/10/1999 68.1 9.1 8.8 MDCH N
ABSA-05 1999084-S31 (1999084-F016) 12/10/1999 72.9 9 22 MDCH N
ABSA-05 1999084-S33 (1999084-F017) 12/10/1999 64.5 5.6 3.9 MDCH N
ABSA-05 1999084-S35 (1999084-F018) 12/10/1999 71.9 15 9 MDCH N
ABSA-05 1999084-S37 (1999084-F019) 12/10/1999 66.8 23 15 MDCH Y
ABSA-05 1999084-S39 (1999084-F020) 12/10/1999 74.9 14 19 MDCH N
ABSA-05 1999084-S41 (1999084-F021) 12/10/1999 75.4 18 12 MDCH N
ABSA-05 1999084-S43 (1999084-F022) 12/10/1999 75.7 16 12 MDCH Y
ABSA-05 2001048-S12 (2001048-F012) 5/9/2001 51.1 2.8 1.4 NEA N
ABSA-05 2001048-S13 (2001048-F013) 5/9/2001 58.9 1.3 2.8 NEA N
ABSA-05 2001048-S14 (2001048-F014) 5/9/2001 62.5 5.3 2.6 NEA N
ABSA-05 2001048-S15 (2001048-F015) 5/9/2001 63 8.3 11 NEA N
ABSA-05 2001048-S16 (2001048-F016) 5/9/2001 67.1 19 18 NEA N
ABSA-05 2001048-S17 (2001048-F017) 5/9/2001 71.1 14 12 NEA N
ABSA-05 2001048-S18 (2001048-F018) 5/9/2001 71.1 8.6 11 NEA N
ABSA-05 2001048-S19 (2001048-F019) 5/9/2001 73.9 4.9 5.7 NEA N
ABSA-05 2001048-S20 (2001048-F020) 5/9/2001 74.9 13 13 NEA N
ABSA-05 2001048-S21 (2001048-F021) 5/9/2001 76.5 15 21 NEA N
ABSA-05 2001048-S22 (2001048-F022) 5/9/2001 75.9 5.4 10 NEA N
ABSA-05 2006163-S01 (2006163-F001) 09/20/2006 83.1 25 18 NEA N
ABSA-05 2006163-S02 (2006163-F002) 09/20/2006 75.9 19 14 NEA N
ABSA-05 2006163-S03 (2006163-F003) 09/20/2006 78 0.95 2.9 NEA N
ABSA-05 2006163-S04 (2006163-F004) 09/20/2006 69.6 20 12 NEA N
ABSA-05 2006163-S05 (2006163-F005) 09/20/2006 61.5 3.9 2.1 NEA N
ABSA-05 2006163-S06 (2006163-F006) 09/20/2006 60.2 14 5.4 NEA N
ABSA-05 2006163-S07 (2006163-F007) 09/20/2006 79 7.7 7.7 NEA N
ABSA-05 2006163-S08 (2006163-F008) 09/20/2006 48 4.3 1.4 NEA N
ABSA-05 2006163-S09 (2006163-F009) 09/20/2006 66.3 13 4.8 NEA N
ABSA-05 2006163-S10 (2006163-F010) 09/20/2006 75.9 19 12 NEA N
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ABSA-05 2006163-S11 (2006163-F011) 09/20/2006 68.3 14 6.7 NEA N
ABSA-05 57944858 (2009406-16) 09/14/2009 81.5 5.39 4.970 MDCH Y
ABSA-05 57947910 (2009406-01) 09/14/2009 45 3.3 1.6 NEA Y
ABSA-05 57947911 (2009406-03) 09/14/2009 73.2 1.8 1 NEA Y
ABSA-05 57947912 (2009406-05) 09/14/2009 54.9 5.4 2.4 NEA Y
ABSA-05 57947913 (2009406-11) 09/14/2009 72.7 6.1 9.1 NEA Y
ABSA-05 57947914 (2009406-10) 09/14/2009 75.2 5.4 4.4 NEA Y
ABSA-05 57947915 (2009406-07) 09/14/2009 58.5 12 6.9 NEA Y
ABSA-05 57947916 (2009406-14) 09/14/2009 81 8.7 7.9 NEA Y
ABSA-05 57947917 (2009406-09) 09/14/2009 73.1 16 13 NEA Y
ABSA-05 57947918 (2009406-12) 09/14/2009 80 3 3.7 NEA Y
ABSA-05 57947919 (2009406-08) 09/14/2009 71.5 9 15 NEA Y
ABSA-05 57947920 (2009406-16) 09/14/2009 81.5 6.9 6.5 NEA Y
ABSA-05 57948578 (2009406-01) 09/14/2009 45 1.26 0.697 MDEQ-ENV Y
ABSA-05 57948579 (2009406-03) 09/14/2009 73.2 0.665 0.243 MDEQ-ENV Y
ABSA-05 57948580 (2009406-05) 09/14/2009 54.9 3.44 1.340 MDCH Y
ABSA-05 57948581 (2009406-11) 09/14/2009 72.7 3.78 5.810 MDCH Y
ABSA-05 57948582 (2009406-10) 09/14/2009 75.2 3.58 4.380 MDEQ-ENV Y
ABSA-05 57948583 (2009406-07) 09/14/2009 58.5 10.1 4.520 MDCH Y
ABSA-05 57948585 (2009406-09) 09/14/2009 73.1 13.7 9.500 MDEQ-ENV Y
ABSA-05 57948586 (2009406-12) 09/14/2009 80 1.43 2.120 MDCH Y
ABSA-05 57948587 (2009406-08) 09/14/2009 71.5 6.86 10.07 MDCH Y
ABSA-05 57948588 (2009406-14) 09/14/2009 81.5 7.28 6.000 MDEQ-ENV Y
ABSA-05 57948849 (2009406-01) 09/14/2009 45 1.78 0.8766 MDCH Y
ABSA-05 57948850 (2009406-03) 09/14/2009 73.2 0.81 0.5113 MDCH Y
ABSA-05 57948851 (2009406-05) 09/14/2009 54.9 3.81 1.419 MDCH Y
ABSA-05 57948852 (2009406-11) 09/14/2009 72.7 4.12 6.1818 MDCH Y
ABSA-05 57948853 (2009406-10) 09/14/2009 75.2 3.61 4.2802 MDCH Y
ABSA-05 57948854 (2009406-07) 09/14/2009 58.5 10.03 4.1677 MDCH Y
ABSA-05 57948856 (2009406-09) 09/14/2009 73.1 13.97 10.0762 MDCH Y
ABSA-05 57948857 (2009406-12) 09/14/2009 80 1.52 3.2518 MDCH Y
ABSA-05 57948858 (2009406-08) 09/14/2009 71.5 7.22 10.8063 MDCH Y
ABSA-05 57948859 (2009406-14) 09/14/2009 81.5 7.36 5.9989 MDCH Y
ABSA-05 57948859 (2009406-16) 09/14/2009 81.5 4.92 4.203 MDCH Y
ABSA-05 83005-S01 (83005-F001) 1/7/1983 53.3 1.2 3.6 MDCH N
ABSA-05 83005-S02 (83005-F002) 1/7/1983 53.3 0.06 0.92 MDCH N
ABSA-05 83005-S03 (83005-F003) 1/7/1983 45.7 1.7 3.7 MDCH N
ABSA-05 83005-S04 (83005-F004) 1/7/1983 57.2 1.6 3.5 MDCH N
ABSA-05 83005-S05 (83005-F005) 1/7/1983 47 2.3 4.1 MDCH N
ABSA-05 83005-S06 (83005-F006) 1/7/1983 42.4 1.5 3.1 MDCH N
ABSA-05 83005-S07 (83005-F007) 1/7/1983 45.7 2.6 5.2 MDCH N
ABSA-05 83005-S08 (83005-F008) 1/7/1983 50.8 3.3 7.6 MDCH N
ABSA-05 83005-S09 (83005-F009) 1/7/1983 57.2 1.2 0.88 MDCH N
ABSA-05 83005-S10 (83005-F010) 1/7/1983 61 8.6 12 MDCH N
ABSA-05 83005-S11 (83005-F011) 1/7/1983 43.2 6.8 16 MDCH N
ABSA-05 85052-S01 (85052-F001) 1/7/1985 41.9 3 3.2 MDCH N
ABSA-05 85052-S02 (85052-F002) 1/7/1985 48.3 0.3 1.6 MDCH N
ABSA-05 85052-S03 (85052-F003) 1/7/1985 47 2.8 6 MDCH N
ABSA-05 85052-S04 (85052-F004) 1/7/1985 48.3 1.4 2.9 MDCH N
ABSA-05 85052-S05 (85052-F005) 1/7/1985 47 2.2 7.6 MDCH N
ABSA-05 85052-S06 (85052-F006) 1/7/1985 47.2 1.5 3.6 MDCH N
ABSA-05 85052-S07 (85052-F007) 1/7/1985 48.3 1.4 2.3 MDCH N
ABSA-05 85052-S08 (85052-F008) 1/7/1985 41.4 0.4 1.6 MDCH N
ABSA-05 85052-S09 (85052-F009) 1/7/1985 44.5 4.3 10 MDCH N
ABSA-05 85052-S10 (85052-F010) 1/7/1985 46.7 0.4 3.2 MDCH N
ABSA-05 85052-S11 (85052-F011) 1/7/1985 44.5 2.5 3.6 MDCH N
ABSA-05 85052-S12 (85052-F012) 1/7/1985 47 4.4 4.9 MDCH N
ABSA-05 85052-S13 (85052-F013) 1/7/1985 48.3 1.8 4.2 MDCH N
ABSA-05 85052-S14 (85052-F014) 1/7/1985 47.2 2.6 6.6 MDCH N
ABSA-05 85052-S16 (85052-F016) 1/7/1985 48.8 6.4 13 MDCH N
ABSA-05 85052-S17 (85052-F017) 1/7/1985 45.2 2.1 4.4 MDCH N
ABSA-05 85052-S18 (85052-F018) 1/7/1985 44.5 3.5 8.8 MDCH N
ABSA-05 85052-S19 (85052-F019) 1/7/1985 43.9 1.2 3.2 MDCH N
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Aquatic
Biota

Sampling
Area Sample ID

Date
(mm/dd/yr)

Length
(cm) % Lipids

Total
Aroclor PCBs

(mg/kg)

Total
Congener
(mg/kg) Lab ID Split

Table B-3

Area 1, OU5 Kalamazoo River
Common Carp Skin-Off Fillet PCB Data

ABSA-05 85052-S20 (85052-F020) 1/7/1985 47.8 5.6 9.2 MDCH N
ABSA-05 85052-S21 (85052-F021) 1/7/1985 45.7 0.1 5.4 MDCH N
ABSA-05 86025-S01 (86025-F001) 8/7/1986 44.5 0.3 4.1 MDCH N
ABSA-05 86025-S02 (86025-F002) 8/7/1986 46.2 3.5 5.4 MDCH N
ABSA-05 86025-S03 (86025-F003) 8/7/1986 47 0.8 1.3 MDCH N
ABSA-05 86025-S04 (86025-F004) 8/7/1986 47.5 1.1 2.5 MDCH N
ABSA-05 86025-S05 (86025-F005) 8/7/1986 46 3 0.5 MDCH N
ABSA-05 86025-S06 (86025-F006) 8/7/1986 48.3 2.4 3.8 MDCH N
ABSA-05 86025-S07 (86025-F007) 8/7/1986 46.5 0.4 3.3 MDCH N
ABSA-05 86025-S08 (86025-F008) 8/7/1986 46.7 5.2 8 MDCH N
ABSA-05 86025-S09 (86025-F009) 8/7/1986 53.1 3.7 6.3 MDCH N
ABSA-05 86025-S10 (86025-F010) 8/7/1986 49.5 2.2 4.9 MDCH N
ABSA-05 86025-S11 (86025-F011) 8/7/1986 46.2 3.2 4.9 MDCH N
ABSA-05 86025-S12 (86025-F012) 8/7/1986 49 1 3.7 MDCH N
ABSA-05 86025-S13 (86025-F013) 8/7/1986 53.3 6.3 9.5 MDCH N
ABSA-05 86025-S14 (86025-F014) 8/7/1986 47 6.3 7.1 MDCH N
ABSA-05 86025-S15 (86025-F015) 8/7/1986 42.4 1.7 1.9 MDCH N
ABSA-05 86025-S16 (86025-F016) 8/7/1986 43.9 1.4 2.5 MDCH N
ABSA-05 86025-S17 (86025-F017) 8/7/1986 40.1 1.6 1.1 MDCH N
ABSA-05 86025-S18 (86025-F018) 8/7/1986 47.2 1.9 2.3 MDCH N
ABSA-05 86025-S19 (86025-F019) 8/7/1986 45.2 5.7 6.1 MDCH N
ABSA-05 86025-S20 (86025-F020) 8/7/1986 44.5 1.1 1.3 MDCH N
ABSA-05 86025-S21 (86025-F021) 8/7/1986 53.3 5.2 6 MDCH N
ABSA-05 87044-S01 (87044-F001) 07/14/1987 59.9 19 17 MDCH N
ABSA-05 87044-S02 (87044-F002) 07/14/1987 47 1.5 1.2 MDCH N
ABSA-05 87044-S03 (87044-F003) 07/14/1987 51.1 3 4.9 MDCH N
ABSA-05 87044-S04 (87044-F004) 07/14/1987 55.9 2.2 3.3 MDCH N
ABSA-05 87044-S05 (87044-F005) 07/14/1987 48 4.1 5.2 MDCH N
ABSA-05 87044-S06 (87044-F006) 07/14/1987 48 3.3 3.5 MDCH N
ABSA-05 87044-S07 (87044-F007) 07/14/1987 48 3.7 7 MDCH N
ABSA-05 87044-S08 (87044-F008) 07/14/1987 51.1 2 2.8 MDCH N
ABSA-05 87044-S09 (87044-F009) 07/14/1987 54.1 1.6 1.7 MDCH N
ABSA-05 FW-032-0-01 9/20/2011 57.4 8.27 2730 MDCH/ MDEQ
ABSA-05 FW-032-0-02 9/20/2011 63.6 2.01 850 MDCH/ MDEQ
ABSA-05 FW-032-0-03 9/20/2011 80 10.03 18600 MDCH/ MDEQ
ABSA-05 FW-032-0-04 9/20/2011 76.4 1.96 830 MDCH/ MDEQ
ABSA-05 FW-032-0-05 9/20/2011 56.6 2.62 1520 MDCH/ MDEQ
ABSA-05 FW-032-0-06 9/20/2011 58.3 4.44 1970 MDCH/ MDEQ
ABSA-05 FW-032-0-07 9/20/2011 57.4 0.84 510 MDCH/ MDEQ
ABSA-05 FW-032-0-08 9/20/2011 59.8 5.09 1190 MDCH/ MDEQ
ABSA-05 FW-032-0-09 9/20/2011 52.7 3.54 4290 MDCH/ MDEQ
ABSA-05 FW-032-0-10 9/20/2011 58.3 1.87 1240 MDCH/ MDEQ
ABSA-05 FW-032-0-11 9/20/2011 54.1 4.48 2030 MDCH/ MDEQ
ABSA-05 K40359F 10/14/1993 60 2.86 6 Aquatec
ABSA-05 K40360F 10/14/1993 63 12.03 6.7 Aquatec
ABSA-05 K40361F 10/14/1993 61 11.53 17.2 Triangle Labs
ABSA-05 K40362F 10/14/1993 62 7.04 7.9 Aquatec
ABSA-05 K40363F 10/14/1993 55 2.6 2.14 Aquatec
ABSA-05 K40364F 10/14/1993 55 3.95 3 Aquatec
ABSA-05 K40365F 10/14/1993 58 4.09 4.9 Aquatec
ABSA-05 K40366F 10/14/1993 54 5.9 5.7 Aquatec
ABSA-05 K40367F 10/14/1993 50 2.21 2.26 Aquatec
ABSA-05 K40368F 10/14/1993 52 3.84 6.7 Aquatec
ABSA-05 K40584 10/23/1997 75 14 17.34 GP
ABSA-05 K40585 10/23/1997 64 8.8 7.17 GP
ABSA-05 K40586 10/23/1997 72 10 11.6 GP
ABSA-05 K40587 10/23/1997 67 3 3.9 GP
ABSA-05 K40588 10/23/1997 55 5.3 3.35 GP
ABSA-05 K40589 10/23/1997 55 1.6 2.45 GP
ABSA-05 K40591 10/23/1997 57.5 1.1 1.85 GP
ABSA-05 K40592 10/23/1997 50 0.5 1.12 GP
ABSA-05 K40593 10/23/1997 53 1.3 1.39 GP
ABSA-05 K40594 10/23/1997 51.5 2.2 1.29 GP

Page 11 of 12

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Study

December 19, 2014 

Project No.: 3293131541 B-18



Aquatic
Biota

Sampling
Area Sample ID

Date
(mm/dd/yr)

Length
(cm) % Lipids

Total
Aroclor PCBs

(mg/kg)

Total
Congener
(mg/kg) Lab ID Split

Table B-3

Area 1, OU5 Kalamazoo River
Common Carp Skin-Off Fillet PCB Data

ABSA-05 K40595 10/23/1997 71 14.8 13.78 GP
ABSA-05 K41029 8/12/1999 73.5 9.4 7.68 STL
ABSA-05 K41030 8/12/1999 75 2.3 10.29 STL
ABSA-05 K41031 8/12/1999 62.9 4.4 7.26 STL
ABSA-05 K41032 8/12/1999 64 11.9 10.33 STL
ABSA-05 K41033 8/12/1999 68.7 5.1 5.05 STL
ABSA-05 K41034 8/12/1999 67.3 15 9.72 STL
ABSA-05 K41035 8/12/1999 65.5 19.9 10.52 STL
ABSA-05 K41036 8/12/1999 67.7 12.9 16.45 STL
ABSA-05 K41037 8/12/1999 64.1 9.7 8.6 STL
ABSA-05 K41038 8/12/1999 68.8 22.1 10.8 STL
ABSA-05 K41039 8/12/1999 69 13.7 12.54 STL
ABSA-05 KZOO056/1999084-23/FW-032-0-05 8/10/1999 45.5 2.56 1.2378 NEA Y
ABSA-05 KZOO058/1999084-27/ FW-032-0-04 8/10/1999 71.5 13.9 9.415 NEA Y
ABSA-05 KZOO063/1999084-37/FW-032-0-11 8/10/1999 66.8 20.8 15.35 NEA Y
ABSA-05 KZOO066/1999084-43/FW-032-0-03 8/10/1999 75.8 17.2 14.86 NEA Y

Notes:

PREPARED/DATE: PPV 5/21/13
CHECKED/DATE: LAB 5/27/13

Additional Note:  NEA is now Pace Analytical Services Inc. & Aquatec Laboratories-Inchcape Testing Services Environmental is now TestAmerica
Y- Yes; N- No
In 1999, 4 split samples were conducted, two were analyzed by MDCH and the other two were analyzed by NEA.  In 2009, the split samples were analyzed by 

ABSA- Aquatic Biota Sampling Area
MDCH- Michigan Department of Community Health 
NEA- Northeast Analytical Laboratory
MDEQ-ENV- Michigan Department of Environmental Quality
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Smallmouth Bass Fillet

Intercept Intercept SE Slope Slope SE percent decline Adj. R2 p Intercept Intercept S Slope Slope SEpercent decline Adj. R2 p C0 C0 SE k k SE  SE percent decline
ABSA-01 119.16 ± 34.9 -0.06 ± 0.017 5.1% 0.14 0.001 753 ± 288 -0.37 ± 0.14 7.7% 0.08 0.012 9.87 ± 1.4 0.098 ± 0.623 0.68 ± 3.2 5.3%
ABSA-02 -15.72 ± 24.1 0.01 ± 0.01203 -0.97% 0 0.434 -642 ± 766 0.34 ± 0.38 -1.0% 0 0.382 27.85 ± 5.9 -0.060 ± 8.0 0.50 ± 39.0 -1.1%
ABSA-03 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- --

Smallmouth Bass YOY WB

Intercept Intercept SE Slope Slope SE percent decline Adj. R2 p Intercept Intercept S Slope Slope SEpercent decline Adj. R2 p C0 C0 SE k k SE  SE percent decline
ABSA-01 79.01 ± 46.9 -0.04 ± 0.023 3.5% 0.08 0.114 238 ± 164 -0.12 ± 0.082 3.7% 0.05 0.169
ABSA-02 -29.78 ± 30.6 0.02 ± 0.015 -1.7% 0.01 0.304 -461 ± 440 0.24 ± 0.22 -1.5% 0.01 0.295
ABSA-03* -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- --

Common Carp

Intercept Intercept SE Slope Slope SE percent decline Adj. R2 p Intercept Intercept S Slope Slope SEpercent decline Adj. R2 p C0 C0 SE k k SE  SE percent decline
ABSA-01 2.64 ± 42.4 -0.00033 ± 0.021 0.03% 0 0.988 -275 ± 1078 0.14 ± 0.54 -1.3% 0.00 0.793
ABSA-02 71.78 ± 20.1 -0.03 ± 0.010 3.1% 0.10 0.001 2566 ± 1059 -1.26 ± 0.53 3.4% 0.05 0.019
ABSA-03 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- --

Notes:
YOY WB = young of year whole body
Mixed-order Model uses Equation 5 in Stow et al. 1999: Ct = {C0

(1-q)-kt(1-q)}(1/(1-q))

p  <0.05 indicates a slope significantly different than zero
Adj. R2 = Adjusted R-squared
-- Only one year of data so regressions cannot be run.
*Values for fish collected immediately downstream of Morrow Dam (Sampling Location ABSA-03.0), not farther downstream in this ABSA.

PREPARED/DATE: LSV 6/17/13
CHECKED/DATE: NTG 2/20/14

Does Not Converge

Area 1, OU5 Kalamazoo River

Table B-4
Summary of Regression Statistics for Fish Trends in Reference Areas

Does Not Converge

Does Not Converge

Linear ModelLog-Linear Model Mixed-order Model

Linear ModelLog-Linear Model

Mixed-order Model

Mixed-order Model

Log-Linear Model Linear Model

Does Not Converge
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SMB Fillet SMB YOY WB Carp Fillet SMB Fillet SMB YOY WB Carp Fillet
Reference

ABSA-01 0.76 3.9 2.1 0.66 4.3 1.8
ABSA-02 0.64 2.7 1.5 0.68 2.3 1.9
ABSA-03* 1.3 NA 3.5 NA NA NA

Area 1
ABSA-03 0.78 3.7 4.6 0.68 3.6 4.9
Urban 0.61 3.9 6.6 0.48 3.9 6.1
ABSA-04 0.61 4.0 7.1 0.41 4.0 6.6
Dams 0.64 4.3 7.6 0.62 4.5 6.7
ABSA-05 0.72 4.3 8.2 0.84 4.5 8.0

Notes:
SMB = Smallmouth Bass
SMB YOY WB = Smallmouth Bass Young of Year Whole Body
Urban includes fish sampled from Kalamazoo Avenue to D Avenue
Dams includes fish sampled from Plainwell Dam No. 2 to the former Plainwell Dam

NA = not available

ABSA-01 SMB Fillet years: 1993, 1997, 1999, 2000, 2001, 2006
ABSA-02 SMB Fillet years: 1993, 1997, 1999, 2001, 2006, 2009, 2012
ABSA-03* SMB Fillet years: 1993
ABSA-03 SMB Fillet years: 1993, 2000, 2006, 2011
ABSA-04 SMB Fillet years: 1993, 1999, 2000, 2001, 2009, 2011
ABSA-05 SMB Fillet years: 1993, 1997, 1999, 2001, 2006, 2009, 2011
Urban SMB Fillet years: 1993, 1999, 2000, 2001, 2006, 2009, 2011
Dams SMB Fillet years: 1993, 1997, 1999, 2001, 2006, 2009, 2011

ABSA-01 SMB WB years: 1999, 2000, 2001, 2006
ABSA-02 SMB WB years: 1999, 2001, 2006
ABSA-03* SMB WB years: NA
ABSA-03 SMB WB years: 2000, 2006, 2011
ABSA-04 SMB WB years: 2009, 2011
ABSA-05 SMB WB years: 1999, 2001, 2006, 2009, 2011
Urban SMB WB years: 2000, 2006, 2009, 2011
Dams SMB WB years: 1999, 2001, 2006, 2009, 2011

ABSA-01 Carp years: 1993, 1997, 1999, 2000, 2001, 2006
ABSA-02 Carp years: 1993, 1997, 1999, 2001, 2006, 2009, 2011, 2012
ABSA-03* Carp years: 1993
ABSA-03 Carp years: 1993, 2000, 2006, 2011
ABSA-04 Carp years: 1993, 1999, 2000, 2009, 2011
ABSA-05 Carp years: 1987, 1993, 1997, 1999, 2001, 2006, 2009, 2011
Urban Carp years: 1993, 1999, 2000, 2006, 2009, 2011
Dams Carp years: 1987, 1993, 1997, 1999, 2001, 2006, 2009, 2011

PREPARED/DATE: LSV 6/07/13
CHECKED/DATE: NTG 2/20/14

Table B-5
Summary of Mean Percent Lipids for Reference and Area 1 Fish

Area 1, OU5 Kalamazoo River

*Values for fish collected immediately downstream of Morrow Dam at station ABSA-03.0, not farther 
downstream in this ABSA.

1993-2012 2006-2012

Page 2 of 2

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Study

December 19, 2014 

Project No.: 3293131541 B-21



Aquatic Biota 
Sampling Area Sample ID Sub-sample ID Date (mm/dd/yr)

Length
(cm) % Lipids

Total Aroclor PCBs 
(mg/kg) Lab ID

ABSA-01 13573 FW-031-0-15 6/10/1999 31 0.5 0.025 MDCH
ABSA-01 13574 FW-031-0-16 6/10/1999 35.3 0.35 0.031 MDCH
ABSA-01 13586 FW-031-0-17 7/10/1999 27.7 0.7 0.04 MDCH
ABSA-01 13587 FW-031-0-18 7/10/1999 39 0.95 0.03* MDCH
ABSA-01 13588 FW-031-0-19 7/10/1999 31 0.85 0.034 MDCH
ABSA-01 13589 FW-031-0-20 7/10/1999 29.2 0.6 0.027 MDCH
ABSA-01 13590 FW-031-0-21 7/10/1999 25.7 0.8 0.027 MDCH
ABSA-01 13591 FW-031-0-22 7/10/1999 28.5 0.75 0.028 MDCH
ABSA-01 13592 FW-031-0-23 7/10/1999 26 0.65 0.026 MDCH
ABSA-01 13593 FW-031-0-24 7/10/1999 25.5 0.85 0.027 MDCH
ABSA-01 13594 FW-031-0-25 7/10/1999 33.8 0.75 0.025 MDCH
ABSA-01 14225 FW-031-0-12 09/21/2000 38.8 0.513 0.02685* NEA
ABSA-01 14226 FW-031-0-13 09/21/2000 38.2 0.108 0.02565* NEA
ABSA-01 14227 FW-031-0-14 09/21/2000 33.5 0.164 0.0256* NEA
ABSA-01 14228 FW-031-0-15 09/21/2000 34.5 0.289 0.02675* NEA
ABSA-01 14229 FW-031-0-16 09/21/2000 24.2 0.363 0.0267* NEA
ABSA-01 14230 FW-031-0-17 09/21/2000 29.5 0.858 0.02515* NEA
ABSA-01 14231 FW-031-0-18 09/21/2000 32.5 0.339 0.02545* NEA
ABSA-01 14232 FW-031-0-19 09/21/2000 23.4 0.445 0.0268* NEA
ABSA-01 14233 FW-031-0-20 09/21/2000 30.1 0.268 0.0271* NEA
ABSA-01 14234 FW-031-0-21 09/21/2000 23.6 0.358 0.02775* NEA
ABSA-01 14235 FW-031-0-22 09/21/2000 28.4 0.248 0.0261* NEA
ABSA-01 20140 2001042-11 11/10/2001 43.9 1.54 0.0818 NEA
ABSA-01 20141 2001042-10 11/10/2001 42.7 1.04 0.025* NEA
ABSA-01 20144 2001042-09 11/10/2001 39.6 1.16 0.025* NEA
ABSA-01 20146 2001042-08 11/10/2001 37.8 1.22 0.0818 NEA
ABSA-01 20148 2001042-07 11/10/2001 36.3 1.07 0.025* NEA
ABSA-01 20149 2001042-06 11/10/2001 35.2 1.3 0.025* NEA
ABSA-01 20150 2001042-05 11/10/2001 29.2 0.98 0.025* NEA
ABSA-01 20151 2001042-04 11/10/2001 29.6 0.646 0.025* NEA
ABSA-01 20152 2001042-03 11/10/2001 26.2 0.654 0.025* NEA
ABSA-01 20153 2001042-02 11/10/2001 25.5 0.393 0.025* NEA
ABSA-01 20155 2001042-01 09/21/2001 28.1 0.286 0.025* NEA
ABSA-01 88867 KZOO011/1999082-21 7/10/1999 39 1.08 0.0258* NEA
ABSA-01 90272 FW-031-0-12 08/28/2006 42.5 1.35 0.02685* NEA
ABSA-01 90273 FW-031-0-13 08/28/2006 44 0.746 0.0257* NEA
ABSA-01 90274 FW-031-0-14 08/28/2006 49 0.631 0.0664 NEA
ABSA-01 90275 FW-031-0-15 08/28/2006 44.2 0.585 0.0266* NEA
ABSA-01 90276 FW-031-0-16 08/28/2006 45 1.02 0.0269* NEA
ABSA-01 90277 FW-031-0-17 08/28/2006 39 0.806 0.026* NEA
ABSA-01 90278 FW-031-0-18 08/28/2006 32 0.493 0.02595* NEA
ABSA-01 90279 FW-031-0-19 08/28/2006 27.2 0.476 0.02505* NEA
ABSA-01 90280 FW-031-0-20 08/28/2006 31.3 0.208 0.026* NEA
ABSA-01 90281 FW-031-0-21 08/28/2006 30 0.559 0.0254* NEA
ABSA-01 90282 FW-031-0-22 08/28/2006 27.8 0.359 0.02565* NEA
ABSA-01 K40239F 10/10/1993 38 0.9 0.084 Aquatec
ABSA-01 K40240F 10/10/1993 40 2.27 0.262 Aquatec
ABSA-01 K40241F 10/10/1993 38 2.33 0.309 Triangle Labs
ABSA-01 K40242F 10/10/1993 41 1.48 0.093 Aquatec
ABSA-01 K40243F 10/10/1993 36 1.02 0.049 Aquatec
ABSA-01 K40244F 10/10/1993 36 1.26 0.147 Aquatec
ABSA-01 K40245F 10/10/1993 38 0.96 0.098 Aquatec
ABSA-01 K40246F 10/10/1993 37 1.99 0.138 Aquatec
ABSA-01 K40247F 10/10/1993 35 0.82 0.064 Aquatec
ABSA-01 K40248F 10/10/1993 33 1.46 0.106 Aquatec
ABSA-01 K40249F 10/10/1993 30 1.06 0.131 Aquatec
ABSA-01 K40623 10/28/1997 44 0.3 0.048 Aquatec
ABSA-01 K40624 10/28/1997 40.5 0.9 0.08 Aquatec
ABSA-01 K40625 10/28/1997 36 0.5 0.027 Aquatec
ABSA-01 K40626 10/28/1997 39 0.3 0.025* Aquatec
ABSA-01 K40627 10/28/1997 37 0.6 0.037 Aquatec
ABSA-01 K40628 10/28/1997 38.5 0.2 0.056 Aquatec
ABSA-01 K40635 10/29/1997 36 0.7 0.075 Aquatec
ABSA-01 K40636 10/29/1997 39.5 0.8 0.046 Aquatec
ABSA-01 K40637 10/29/1997 39 0.4 0.052 Aquatec
ABSA-01 K40638 10/29/1997 36.5 0.4 0.027 Aquatec
ABSA-01 K40639 10/29/1997 35 0.4 0.043 Aquatec
ABSA-02 13645 FW-029-0-17 5/11/1999 32.1 1.2 0.244 MDCH
ABSA-02 13646 FW-029-0-18 5/11/1999 29.5 0.6 0.084 MDCH
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Aquatic Biota 
Sampling Area Sample ID Sub-sample ID Date (mm/dd/yr)
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Total Aroclor PCBs 
(mg/kg) Lab ID

Table B-6
Smallmouth Bass Skin-On Fillet PCB Data from Reference ABSAs

Area 1, OU-5 Kalamazoo River

ABSA-02 13647 FW-029-0-19 5/11/1999 31.7 0.5 0.142 MDCH
ABSA-02 13648 FW-029-0-20 5/11/1999 32.4 0.35 0.261 MDCH
ABSA-02 13649 FW-029-0-21 5/11/1999 25.5 0.5 0.107 MDCH
ABSA-02 13650 FW-029-0-22 5/11/1999 31.4 0.65 0.205 MDCH
ABSA-02 13651 FW-029-0-23 5/11/1999 32.2 0.55 0.14 MDCH
ABSA-02 13652 FW-029-0-24 12/11/1999 24.8 0.85 0.176 MDCH
ABSA-02 13653 FW-029-0-25 12/11/1999 27.7 0.6 0.142 MDCH
ABSA-02 13654 FW-029-0-26 12/11/1999 27.3 0.7 0.082 MDCH
ABSA-02 13655 FW-029-0-27 12/11/1999 28.5 0.8 0.132 MDCH
ABSA-02 20268 2001043-01 08/17/2001 25.3 0.298 0.025* NEA
ABSA-02 20269 2001043-02 08/20/2001 25.2 0.171 0.025* NEA
ABSA-02 20272 2001043-03 08/17/2001 24.9 0.105 0.025* NEA
ABSA-02 20273 2001043-04 08/17/2001 25.2 0.372 0.025* NEA
ABSA-02 20275 2001043-05 8/20/2001 24.8 0.185 0.025* NEA
ABSA-02 20276 2001043-06 08/17/2001 27.2 0.113 0.025* NEA
ABSA-02 20277 2001043-07 08/17/2001 29.4 0.132 0.025* NEA
ABSA-02 20278 2001043-08 08/17/2001 31.6 0.574 0.0692 NEA
ABSA-02 20279 2001043-09 08/17/2001 32.7 0.286 0.0523 NEA
ABSA-02 20280 2001043-10 08/17/2001 33.5 0.996 0.154 NEA
ABSA-02 20281 2001043-11 08/20/2001 41.6 0.332 0.121 NEA
ABSA-02 88894 KZOO042/1999083-39 5/11/1999 31.4 0.761 0.3106 NEA
ABSA-02 88895 KZOO044/1999083-43 5/11/1999 32.1 1.21 0.198 NEA
ABSA-02 88896 KZOO043/1999083-41 5/11/1999 32.2 0.717 0.144 NEA
ABSA-02 90250 FW-029-0-12 08/30/2006 35 0.654 0.306 NEA
ABSA-02 90251 FW-029-0-13 08/30/2006 32 0.253 0.2176 NEA
ABSA-02 90252 FW-029-0-14 08/30/2006 32.6 0.328 0.0849 NEA
ABSA-02 90253 FW-029-0-15 08/30/2006 31 0.234 0.1986 NEA
ABSA-02 90254 FW-029-0-16 08/30/2006 29.2 0.257 0.2159 NEA
ABSA-02 90255 FW-029-0-17 08/30/2006 24.5 0.443 0.269 NEA
ABSA-02 90256 FW-029-0-18 08/30/2006 29.7 0.276 0.242 NEA
ABSA-02 90257 FW-029-0-19 08/30/2006 27.6 0.284 0.1869 NEA
ABSA-02 90258 FW-029-0-20 08/30/2006 28.2 0.253 0.0829 NEA
ABSA-02 90259 FW-029-0-21 08/30/2006 27.4 0.342 0.1797 NEA
ABSA-02 90260 FW-029-0-22 08/30/2006 28 0.34 0.1809 NEA
ABSA-02 K40012F 08/24/1993 46 0.47 0.246 Aquatec
ABSA-02 K40013F 08/24/1993 39 1.52 0.153 Aquatec
ABSA-02 K40014F 08/24/1993 35 0.67 0.123 Aquatec
ABSA-02 K40015F 08/24/1993 32 0.79 0.352 Aquatec
ABSA-02 K40025F 08/25/1993 39 0.62 0.244 Aquatec
ABSA-02 K40026F 08/25/1993 36 1.9 0.67 Triangle Labs
ABSA-02 K40027F 08/25/1993 34 0.44 0.267 Aquatec
ABSA-02 K40387F 10/14/1993 32 0.55 0.139 Aquatec
ABSA-02 K40388F 10/14/1993 31 0.49 0.1 Aquatec
ABSA-02 K40389F 10/14/1993 29 0.58 0.239 Aquatec
ABSA-02 K40390F 10/14/1993 29 1.41 0.557 Aquatec
ABSA-02 K40527 10/15/1997 33 0.8 0.343 Aquatec
ABSA-02 K40528 10/15/1997 45 0.3 0.155 Aquatec
ABSA-02 K40529 10/15/1997 33.5 0.4 0.11 Aquatec
ABSA-02 K40558 10/20/1997 43 0.6 0.072 Aquatec
ABSA-02 K40559 10/20/1997 36.5 0.2 0.028 Aquatec
ABSA-02 K40560 10/20/1997 33.5 0.4 0.078 Aquatec
ABSA-02 K40561 10/20/1997 34.5 0.3 0.172 Aquatec
ABSA-02 K40562 10/20/1997 34 0.4 0.044 Aquatec
ABSA-02 K40563 10/20/1997 33.5 0.3 0.083 Aquatec
ABSA-02 K40615 10/28/1997 33 0.3 0.034 Aquatec
ABSA-02 K40617 10/28/1997 34 0.4 0.04 Aquatec
ABSA-02 K40653 10/25/1999 34.6 0.6 0.044 STL
ABSA-02 K40659 10/25/1999 40 0.7 0.069 STL
ABSA-02 K40660 10/25/1999 43.8 1.5 1.08 STL
ABSA-02 K40661 10/25/1999 36.3 0.8 0.13 STL
ABSA-02 K40670 10/26/1999 42.3 0.9 0.041 STL
ABSA-02 K40671 10/26/1999 40.7 0.8 0.12 STL
ABSA-02 K40672 10/26/1999 34.5 0.8 0.11 STL
ABSA-02 K40828 8/11/1999 40 0.5 0.17 STL
ABSA-02 K40830 8/11/1999 36.5 0.5 0.23 STL
ABSA-02 K41008 1/12/1999 42.2 0.6 0.314 STL
ABSA-02 K41009 1/12/1999 37.5 1.5 0.196 STL
ABSA-02 K41060 12/10/2009 35.5 0.9 0.18 TestAmerica Burlington
ABSA-02 K41061 12/10/2009 36.2 1.2 0.404 TestAmerica Burlington
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Table B-6
Smallmouth Bass Skin-On Fillet PCB Data from Reference ABSAs

Area 1, OU-5 Kalamazoo River

ABSA-02 K41062 12/10/2009 34.9 0.5 0.125 TestAmerica Burlington
ABSA-02 K41063 12/10/2009 35.7 0.6 0.105 TestAmerica Burlington
ABSA-02 K41357 10/21/2009 35 1 0.238 TestAmerica Burlington
ABSA-02 K41358 10/21/2009 36.2 0.8 0.136 TestAmerica Burlington
ABSA-02 K41359 10/21/2009 36.5 0.7 0.541 TestAmerica Burlington
ABSA-02 K41360 10/21/2009 42 1 0.083 TestAmerica Burlington
ABSA-02 K41361 10/21/2009 36.2 0.8 0.088 TestAmerica Burlington
ABSA-02 K41362 10/21/2009 36.1 1.7 0.266 TestAmerica Burlington
ABSA-02 K41363 10/21/2009 37.8 0.9 0.19 TestAmerica Burlington
ABSA-02 K41385 5/11/2012 36 1.3 0.24 TestAmerica Burlington
ABSA-02 K41386 5/11/2012 34.3 0.82 0.278 TestAmerica Burlington
ABSA-02 K41387 5/11/2012 35.8 0.93 0.12 TestAmerica Burlington
ABSA-02 K41388 5/11/2012 33.3 0.66 0.23 TestAmerica Burlington
ABSA-02 K41389 5/11/2012 39 1 0.23 TestAmerica Burlington
ABSA-02 K41390 5/11/2012 35.7 0.56 0.093 TestAmerica Burlington
ABSA-02 K41391 5/11/2012 39.1 0.25 0.215 TestAmerica Burlington
ABSA-02 K41392 5/11/2012 33.7 0.89 0.24 TestAmerica Burlington
ABSA-02 K41393 5/11/2012 35 0.87 0.26 TestAmerica Burlington
ABSA-02 K41394 5/11/2012 38.1 1 0.17 TestAmerica Burlington
ABSA-02 K41395 5/11/2012 39.3 0.27 0.075* TestAmerica Burlington

Notes:

PREPARED/DATE: PPV 5/20/13
CHECKED/DATE: LAB 5/24/13

MDCH = Michigan Department of Community Health
Aquatec and STL are now TestAmerica; NEA is now Pace Analytical Services Inc.

* Total aroclor PCBs value was not detected and is therefore recorded as 1/2 the detection limit.
ABSA = Aquatic Biota Sampling Area
STL = Standards Testing Laboratory
NEA = Northeast Analytical Laboratory
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ABSA-01 K40630-C 10/28/97 15.4 1.2 0.169 -- Aquatec
ABSA-01 K40631-C 10/28/97 15.8 2.1 0.273 -- Aquatec
ABSA-01 K40632-C1 10/29/97 15.6 1.4 0.327 -- Aquatec
ABSA-01 K40633-C1 10/29/97 15.0 1.8 0.255 -- Aquatec
ABSA-01 K40634-C1 10/29/97 15.5 1.7 0.198 -- Aquatec
ABSA-02 K40517-C 10/15/97 17.9 0.4 0.239 -- Aquatec
ABSA-02 K40518-C 10/15/97 15.8 0.5 0.368 -- Aquatec
ABSA-02 K40519-C 10/15/97 16.1 0.6 0.273 -- Aquatec
ABSA-02 K40520-C 10/15/97 16.3 0.6 0.246 -- Aquatec
ABSA-02 K40551-C 10/20/97 13.2 1.6 0.22 -- Aquatec

ABSA-02 K40665 10/25/99 10.9 2.6 0.46 -- STL
ABSA-02 K40666 10/25/99 10.3 4.0 0.7 -- STL
ABSA-02 K40667 10/26/99 9.9 3.5 0.467 -- STL
ABSA-02 K40668 10/26/99 10.4 3.6 0.43 -- STL
ABSA-02 K40669 10/26/99 9.5 2.9 0.33 -- STL

ABSA-01 FW-031-0-01 10/06/99 9.7 3.8 0.125 0.1332577 NEA
ABSA-01 FW-031-0-02 10/06/99 9.3 4.2 0.139 0.1539264 NEA
ABSA-01 FW-031-0-03 10/06/99 8.8 4.0 0.104 0.1427764 NEA
ABSA-01 FW-031-0-03 08/28/01 8.8 2.2 -- 0.106218368 NEA
ABSA-01 FW-031-0-07 09/07/01 9.0 2.2 -- 0.095698379 NEA
ABSA-01 FW-031-0-10 09/21/01 8.7 3.9 -- 0.087314494 NEA
ABSA-01 FW-031-0-11 09/07/01 8.5 3.7 -- 0.084569298 NEA
ABSA-01 FW-031-0-12 09/07/01 8.5 4.4 -- 0.142289281 NEA
ABSA-01 FW-031-0-23 09/21/00 7.5 4.6 -- 0.163806066 NEA
ABSA-01 FW-031-0-23 08/28/06 10.5 3.0 -- 0.14532274 NEA
ABSA-01 FW-031-0-24 09/21/00 7.9 3.9 -- 0.150400177 NEA
ABSA-01 FW-031-0-24 08/28/06 10.3 2.8 -- 0.116996557 NEA
ABSA-01 FW-031-0-25 09/21/00 7.6 4.3 -- 0.146640331 NEA
ABSA-01 FW-031-0-25 08/29/06 9.2 4.8 -- 0.140197426 NEA
ABSA-01 FW-031-0-26 11/08/99 9.8 3.0 0.083 0.1577867 NEA
ABSA-01 FW-031-0-26 09/21/00 7.6 4.0 -- 0.154669151 NEA
ABSA-01 FW-031-0-26 08/29/06 9.1 5.4 -- 0.11276383 NEA
ABSA-01 FW-031-0-27 11/08/99 10.0 2.9 0.09 0.1572878 NEA
ABSA-01 FW-031-0-27 09/21/00 8.3 4.5 -- 0.171456158 NEA
ABSA-01 FW-031-0-27 08/29/06 9.0 5.7 -- 0.117248096 NEA
ABSA-02 FW-029-0-01 09/28/99 8.7 3.3 0.363 0.34566 NEA
ABSA-02 FW-029-0-02 09/28/99 8.7 3.4 0.401 0.4282433 NEA
ABSA-02 FW-029-0-03 09/28/99 9.5 4.1 0.51 0.4854309 NEA
ABSA-02 FW-029-0-15 11/05/99 9.8 2.4 0.293 0.3934528 NEA
ABSA-02 FW-029-0-16 11/05/99 10.6 2.7 0.453 0.5135441 NEA
ABSA-02 FW-029-0-23 08/17/01 9.5 1.8 -- 0.282115966 NEA
ABSA-02 FW-029-0-23 08/30/06 9.5 2.2 -- 0.338607639 NEA
ABSA-02 FW-029-0-24 08/17/01 9.5 1.8 -- 0.255426139 NEA
ABSA-02 FW-029-0-24 08/30/06 9.8 1.4 -- 0.265333414 NEA
ABSA-02 FW-029-0-25 08/17/01 10.2 1.8 -- 0.304408759 NEA
ABSA-02 FW-029-0-25 08/30/06 9.9 2.0 -- 0.336586535 NEA
ABSA-02 FW-029-0-26 08/17/01 9.9 2.2 -- 0.363447219 NEA
ABSA-02 FW-029-0-26 08/31/06 8.7 2.8 -- 0.307547063 NEA
ABSA-02 FW-029-0-27 08/17/01 9.6 2.3 -- 0.260074079 NEA
ABSA-02 FW-029-0-27 10/04/06 9.7 3.1 -- 0.514812469 NEA

Notes:

NEA = Northeastern Analytical PREPARED/DATE: PPV 5/21/13
Aquatec and STL CHECKED/DATE: LAB 5/27/13

ABSA = Aquatic Biota Sampling Area
STL = Standards Testing Laboratory

Area 1, OU-5 Kalamazoo River

Table B-7
Smallmouth Bass PCB Data from Reference ABSAs

Whole Body

Yearling

Young of the Year
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ABSA-01 2001042-12 08/28/2001 60.2 2.55 0.3071 NEA
ABSA-01 2001042-13 09/21/2001 56 4.63 0.3223 NEA
ABSA-01 2001042-14 7/9/2001 56.3 3.9 0.3889 NEA
ABSA-01 2001042-15 08/28/2001 59 3.34 0.3371 NEA
ABSA-01 2001042-16 7/9/2001 58.4 1.06 0.1373 NEA
ABSA-01 2001042-17 11/10/2001 56.7 3.92 0.582 NEA
ABSA-01 2001042-18 11/10/2001 60.7 4.08 0.3663 NEA
ABSA-01 2001042-19 11/10/2001 60 4.97 0.2935 NEA
ABSA-01 2001042-20 7/9/2001 60 4.13 0.4788 NEA
ABSA-01 2001042-21 11/10/2001 62.6 2.63 0.0621 NEA
ABSA-01 2001042-22 11/10/2001 60.3 0.817 1.165 NEA
ABSA-01 FW-031-0-01 09/21/2000 61.8 5.48 0.3767 NEA
ABSA-01 FW-031-0-01 08/28/2006 66 1.68 0.1259 NEA
ABSA-01 FW-031-0-02 09/21/2000 57.6 1.72 0.107 NEA
ABSA-01 FW-031-0-02 08/28/2006 64 1.1 0.0708 NEA
ABSA-01 FW-031-0-03 09/21/2000 54 2.78 0.2231 NEA
ABSA-01 FW-031-0-03 08/28/2006 65 2.14 0.1306 NEA
ABSA-01 FW-031-0-04 6/10/1999 56.4 2.85 0.116 MDCH
ABSA-01 FW-031-0-04 09/21/2000 58.5 1.73 0.0844 NEA
ABSA-01 FW-031-0-04 08/28/2006 56.5 1.48 0.243 NEA
ABSA-01 FW-031-0-05 6/10/1999 62.3 6.85 0.288 MDCH
ABSA-01 FW-031-0-05 09/21/2000 59.2 4.25 0.37 NEA
ABSA-01 FW-031-0-05 08/28/2006 68 3.74 0.277 NEA
ABSA-01 FW-031-0-06 6/10/1999 48.5 2.55 0.047 MDCH
ABSA-01 FW-031-0-06 09/21/2000 50.4 4.79 0.109 NEA
ABSA-01 FW-031-0-06 08/28/2006 64.5 2.14 0.0708 NEA
ABSA-01 FW-031-0-07 6/10/1999 60.8 1.9 0.072 MDCH
ABSA-01 FW-031-0-07 09/21/2000 58.4 2.82 0.2298 NEA
ABSA-01 FW-031-0-07 08/28/2006 67 2.64 0.251 NEA
ABSA-01 FW-031-0-08 6/10/1999 50.2 1.1 0.053 MDCH
ABSA-01 FW-031-0-08 09/21/2000 57.4 2.78 0.1999 NEA
ABSA-01 FW-031-0-08 08/28/2006 56.6* 0.521 0.02605 NEA
ABSA-01 FW-031-0-09 6/10/1999 57.1 2.3 0.11 MDCH
ABSA-01 FW-031-0-09 09/21/2000 57.4 2.76 0.2284 NEA
ABSA-01 FW-031-0-09 08/28/2006 65 0.843 0.1304 NEA
ABSA-01 FW-031-0-10 6/10/1999 57.5 2.3 0.065 MDCH
ABSA-01 FW-031-0-10 09/21/2000 60 1.37 0.0636 NEA
ABSA-01 FW-031-0-10 08/28/2006 63 1.94 0.1153 NEA
ABSA-01 FW-031-0-11 6/10/1999 56 1.6 0.04 MDCH
ABSA-01 FW-031-0-11 09/21/2000 57.9 3.34 0.256 NEA
ABSA-01 FW-031-0-11 08/28/2006 65 1.28 0.094 NEA
ABSA-01 FW-031-0-12 6/10/1999 46.5 3.7 0.048 MDCH
ABSA-01 FW-031-0-13 6/10/1999 58 1.75 0.078 MDCH
ABSA-01 FW-031-0-14 6/10/1999 62.2 1.95 0.055 MDCH
ABSA-01 K40421F 9/11/1993 65 0.81 0.055 Aquatec
ABSA-01 K40422F 9/11/1993 59 1.21 0.09 Aquatec
ABSA-01 K40423F 9/11/1993 59 1.42 0.102 Aquatec
ABSA-01 K40424F 9/11/1993 61 3.19 0.169 Aquatec
ABSA-01 K40425F 9/11/1993 59 1.44 0.083 Aquatec
ABSA-01 K40426F 9/11/1993 55 1.08 0.055 Aquatec
ABSA-01 K40427F 9/11/1993 51 0.46 0.058 Aquatec
ABSA-01 K40428F 9/11/1993 54 0.35 0.09 Aquatec
ABSA-01 K40429F 9/11/1993 54 1.3 0.101 Aquatec
ABSA-01 K40430F 9/11/1993 55 0.77 0.055 Aquatec
ABSA-01 K40431F 9/11/1993 53 1.44 0.057 Aquatec
ABSA-01 K40640 10/11/1997 54 0.7 0.046 Aquatec
ABSA-01 K40641 10/11/1997 57.5 0.6 0.058 Aquatec
ABSA-01 K40643 10/11/1997 60 0.7 0.103 Aquatec
ABSA-01 K40644 10/11/1997 59.5 0.4 0.06 Aquatec

Table B-8
Common Carp Skin-Off Fillet PCB Data from Reference ABSAs

Area 1, OU-5 Kalamazoo River
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Table B-8
Common Carp Skin-Off Fillet PCB Data from Reference ABSAs

Area 1, OU-5 Kalamazoo River

ABSA-01 K40645 10/11/1997 53 0.5 0.039 Aquatec
ABSA-01 K40646 10/11/1997 60 0.9 0.073 Aquatec
ABSA-01 K40647 10/11/1997 59 1.3 0.123 Aquatec
ABSA-01 K40648 10/11/1997 50 0.7 0.116 Aquatec
ABSA-01 K40649 10/11/1997 54.5 0.3 0.035 Aquatec
ABSA-01 K40650 10/11/1997 53 1.5 0.266 Aquatec
ABSA-01 K40651 10/11/1997 51 0.7 0.047 Aquatec
ABSA-01 KZOO012/1999082-23 6/10/1999 50.2 1.22 0.0624 NEA
ABSA-01 KZOO013/1999082-25 6/10/1999 48.5 2.63 0.0739 NEA
ABSA-02 2001043-13 08/17/2001 44.2 1.24 0.5504 NEA
ABSA-02 2001043-14 08/17/2001 46.8 1 0.2818 NEA
ABSA-02 2001043-15 08/17/2001 46.8 1.2 0.479 NEA
ABSA-02 2001043-16 08/17/2001 47.4 4.22 1.995 NEA
ABSA-02 2001043-17 08/17/2001 53.7 1.1 0.4346 NEA
ABSA-02 2001043-18 08/17/2001 54.3 2.71 0.833 NEA
ABSA-02 2001043-19 08/17/2001 55.9 1.54 0.6757 NEA
ABSA-02 2001043-20 08/17/2001 57.9 3.85 1.16 NEA
ABSA-02 2001043-21 08/17/2001 54.3 1.66 0.59 NEA
ABSA-02 2001043-22 08/17/2001 74.4 2.98 0.8293 NEA
ABSA-02 2001043-23 08/17/2001 68.1 4 0.1645 NEA
ABSA-02 2011403-S11 08/29/2011 43.4 1.34 0.217 MDEQ-ENV
ABSA-02 2011403-S12 08/29/2011 46.2 2.46 1.230 MDEQ-ENV
ABSA-02 2011403-S13 08/29/2011 45.9 2.07 1.010 MDEQ-ENV
ABSA-02 2011403-S14 08/29/2011 45.5 0.96 0.497 MDEQ-ENV
ABSA-02 2011403-S15 08/29/2011 47.4 0.23 0.134 MDEQ-ENV
ABSA-02 2011403-S16 08/29/2011 46.6 3.48 1.550 MDEQ-ENV
ABSA-02 2011403-S17 08/29/2011 48.5 1.9 0.990 MDEQ-ENV
ABSA-02 2011403-S18 08/29/2011 48.9 0.92 0.232 MDEQ-ENV
ABSA-02 2011403-S19 08/29/2011 53.3 3.26 0.970 MDEQ-ENV
ABSA-02 2011403-S20 08/29/2011 57.1 4.09 1.490 MDEQ-ENV
ABSA-02 FW-029-0-01 08/29/2006 50.2 2.45 0.578 NEA
ABSA-02 FW-029-0-02 08/29/2006 54.6 1.16 0.329 NEA
ABSA-02 FW-029-0-03 08/29/2006 65.2 3.05 0.338 NEA
ABSA-02 FW-029-0-04 09/28/1999 47 1.2 0.321 MDCH
ABSA-02 FW-029-0-04 08/29/2006 59.6 0.497 0.0682 NEA
ABSA-02 FW-029-0-05 09/28/1999 51.2 1.05 0.147 MDCH
ABSA-02 FW-029-0-05 08/29/2006 49.6 1.65 0.305 NEA
ABSA-02 FW-029-0-06 09/28/1999 48.5 1.25 0.218 MDCH
ABSA-02 FW-029-0-06 08/30/2006 49.1 9.67 2.263 NEA
ABSA-02 FW-029-0-07 09/28/1999 48 1.55 0.22 MDCH
ABSA-02 FW-029-0-07 08/30/2006 49 1.57 0.793 NEA
ABSA-02 FW-029-0-08 09/28/1999 53.2 0.85 0.102 MDCH
ABSA-02 FW-029-0-08 08/30/2006 47.5 1.86 0.892 NEA
ABSA-02 FW-029-0-09 09/28/1999 44.3 2.8 0.563 MDCH
ABSA-02 FW-029-0-09 08/30/2006 51 0.813 0.0582 NEA
ABSA-02 FW-029-0-10 09/28/1999 45.4 0.95 0.274 MDCH
ABSA-02 FW-029-0-10 08/30/2006 46.8 1.68 0.568 NEA
ABSA-02 FW-029-0-11 09/28/1999 44 1 0.249 MDCH
ABSA-02 FW-029-0-11 08/30/2006 51 1.03 0.298 NEA
ABSA-02 FW-029-0-12 09/28/1999 48.5 0.6 0.083 MDCH
ABSA-02 FW-029-0-13 09/28/1999 56.8 0.55 0.118 MDCH
ABSA-02 FW-029-0-14 09/28/1999 63.8 0.3 0.122 MDCH
ABSA-02 K40001F 08/24/1993 66 1.05 1.12 Aquatec
ABSA-02 K40002F 08/24/1993 70 0.95 0.42 Aquatec
ABSA-02 K40003F 08/24/1993 58 1.07 0.34 Aquatec
ABSA-02 K40004F 08/24/1993 59 0.4 0.45 Aquatec
ABSA-02 K40005F 08/24/1993 54 0.86 0.63 Aquatec
ABSA-02 K40006F 08/24/1993 56 0.67 0.35 Aquatec
ABSA-02 K40007F 08/24/1993 70 0.69 0.3 Aquatec
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Aquatic Biota 
Sampling Area Sample ID Date (mm/dd/yr) Length (cm) % Lipids

Total Aroclor 
PCBs

(mg/kg) Lab ID

Table B-8
Common Carp Skin-Off Fillet PCB Data from Reference ABSAs

Area 1, OU-5 Kalamazoo River

ABSA-02 K40008F 08/24/1993 76 1.31 1 Aquatec
ABSA-02 K40009F 08/24/1993 69 4.24 1.9 Aquatec
ABSA-02 K40010F 08/24/1993 52 0.16 0.083 Aquatec
ABSA-02 K40011F 08/24/1993 52 0.22 0.168 Aquatec
ABSA-02 K40521 10/15/1997 53 0.3 0.061 Aquatec
ABSA-02 K40522 10/15/1997 53 0.3 0.156 Aquatec
ABSA-02 K40523 10/15/1997 62.5* 0.3 0.075 Aquatec
ABSA-02 K40525 10/15/1997 54.5 0.2 0.103 Aquatec
ABSA-02 K40526 10/15/1997 52 0.4 0.188 Aquatec
ABSA-02 K40552 10/20/1997 70 0.4 0.27 Aquatec
ABSA-02 K40553 10/20/1997 69 0.2 0.121 Aquatec
ABSA-02 K40554 10/20/1997 73 1 0.65 Aquatec
ABSA-02 K40555 10/20/1997 51.5 0.6 0.39 Aquatec
ABSA-02 K40556 10/20/1997 47.5 0.8 0.62 Aquatec
ABSA-02 K40557 10/20/1997 69 0.3 0.172 Aquatec
ABSA-02 K40652 10/25/1999 54.3 2.9 0.74 STL
ABSA-02 K40654 10/25/1999 52.8 0.8 0.201 STL
ABSA-02 K40655 10/25/1999 48.6 2.4 0.759 STL
ABSA-02 K40656 10/25/1999 49 2.2 0.518 STL
ABSA-02 K40657 10/25/1999 50.5 0.9 0.21 STL
ABSA-02 K40658 10/25/1999 47.9 1.2 0.287 STL
ABSA-02 K40824 8/11/1999 82 1.2 1.04 STL
ABSA-02 K40825 8/11/1999 62.8 1.1 0.813 STL
ABSA-02 K40826 8/11/1999 58.3 0.5 0.169 STL
ABSA-02 K40827 8/11/1999 81.5 0.6 0.216 STL
ABSA-02 K40938 11/17/1999 65.6 0.2 0.42 STL
ABSA-02 K41071 12/10/2009 51.8 4.9 0.59 TestAmerica Burlington
ABSA-02 K41072 12/10/2009 57.2 1.9 0.45 TestAmerica Burlington
ABSA-02 K41073 12/10/2009 49.2 1.3 0.312 TestAmerica Burlington
ABSA-02 K41074 12/10/2009 45.5 0.9 0.315 TestAmerica Burlington
ABSA-02 K41075 12/10/2009 49.7 1.7 0.52 TestAmerica Burlington
ABSA-02 K41076 12/10/2009 47.8 0.7 1.06 TestAmerica Burlington
ABSA-02 K41077 12/10/2009 59.8 2 0.316 TestAmerica Burlington
ABSA-02 K41078 12/10/2009 61.5 1.5 0.227 TestAmerica Burlington
ABSA-02 K41079 12/10/2009 59.3 1.6 0.418 TestAmerica Burlington
ABSA-02 K41080 12/10/2009 62.8 0.5 1.01 TestAmerica Burlington
ABSA-02 K41081 12/10/2009 58 0.5 0.084 TestAmerica Burlington
ABSA-02 K41374 5/11/2012 60.5 1.6 0.3 TestAmerica Burlington
ABSA-02 K41375 5/11/2012 59.8 0.51 0.086 TestAmerica Burlington
ABSA-02 K41376 5/11/2012 61.6 1.7 0.37 TestAmerica Burlington
ABSA-02 K41377 5/11/2012 65.8 1.8 0.366 TestAmerica Burlington
ABSA-02 K41378 5/11/2012 59.5 3.2 0.62 TestAmerica Burlington
ABSA-02 K41379 5/11/2012 53.1 1.4 0.29 TestAmerica Burlington
ABSA-02 K41380 5/11/2012 55.3 0.68 0.202 TestAmerica Burlington
ABSA-02 K41381 5/11/2012 53.1 1.7 0.28 TestAmerica Burlington
ABSA-02 K41382 5/11/2012 48.8 1.1 0.21 TestAmerica Burlington
ABSA-02 K41383 5/11/2012 49 1.4 0.293 TestAmerica Burlington
ABSA-02 K41384 5/11/2012 49 1.1 0.17 TestAmerica Burlington

Notes:

PREPARED/DATE: LAB 5/21/13
CHECKED/DATE: PPV 5/24/13

Aquatec and STL are now TestAmerica; NEA is now Pace Analytical Services Inc.

MDCH = Michigan Department of Community Health
STL = Standards Testing Laboratory

NEA = Northeast Analytical Laboratory

* Total aroclor PCBs value was not detected and is therefore recorded as 1/2 the detection limit.
ABSA = Aquatic Biota Sampling Area

MDEQ-ENV- Michigan Department of Environmental Quality
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OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site December 19, 2014 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 2 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  1 

Photographer: Mark Prytula 

Description:      
42.851279 N 
85.559898 W 
 
Facing upstream/northwest at 
upstream end of area one. 
 
Railroad yard with rocky 
riverbank 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 2 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  2 

Photographer: Mark Prytula 

Description:    
42.851279 N 
85.559898 W 
 
Facing upstream/northwest at 
upstream end of area one. 
 
Railroad yard with rocky 
riverbank 
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OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site December 19, 2014 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 2 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  3 

Photographer: Mark Prytula 

Description:      
 
42.291924 N 
85.562552 W 
 
Schoolyard stream bank in 
what appears to be an 
erosional area on the left hand 
bank as one goes 
downstream 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 2 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  4 

Photographer: Mark Prytula 

Description:      
 
42.292792 N 
85.564882 W 
 
Booms along the rail line bank 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 2 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  5 

Photographer: Mark Prytula 

Description:    
 
 
42.293212 N 
85.566945 W 
 
Brick wall just upstream of mill 
street bridge, left bank as one  
goes downstream 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 2 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  6 

Photographer: Mark Prytula 

Description:      
 
42.293611 N 
85.569205 W 
 
Concrete wall along the left 
bank as one heads down 
stream 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 2 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  7 

Photographer: Mark Prytula 

Description:    
 
Downstream of 
42.293611 N 
85.569205 W 
 
Storm outfall along the left 
bank as one heads down 
 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 2 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  8 

Photographer: Mark Prytula 

Description:      
 
42.29528 N 
85.572675  W 
 
Portage creek confluence 
looking upstream 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 
 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 2 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  9 

Photographer: Mark Prytula 

Description:    
 
42.29528 N 
85.572675  W 
 
Portage creek confluence 
looking downstream 
 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  10 

Photographer: Mark Prytula 

Description:      
 
 
42.299013 N 
85.572581 W 
 
Outfall along left bank as one 
faces down stream, just 
downstream of Gull street 
bridge 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  11 

Photographer: Mark Prytula 

Description:    
 
42.299013 N 
85.572581 W 
 
Concrete riverbank support 
around trees along left bank 
as one faces down stream, 
just downstream of Gull street 
bridge 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  12 

Photographer: Mark Prytula 

Description:      
 
42.300174 N 
85.572927W 
 
Old outfall along left bank as 
one faces down stream 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  13 

Photographer: Mark Prytula 

Description:    
 
42.301106 N 
85.572058 W 
 
residential area near launch 
point along flat floodplain on 
right bank as one faces 
downstream 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  14 

Photographer: Mark Prytula 

Description:      
 
42.304721 N 
85.571081 W 
 
Wall on river at graphics 
packaging. 
 
 

  

  Prepared by:   KM 7/17/13  
  Checked by: CED 7/21/13 

 

Project No.: 3293131541 
 C-7  

 



OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site December 19, 2014 
Area 1 Feasibility Study   
   

SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  15 

Photographer: Mark Prytula 

Description:    
 
42.308069 N 
85.57187 W 
 
FF-19/KRT5 hotspot looking 
upstream into inlet on the right 
bank of the river as one faces 
downstream 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  16 

Photographer: Mark Prytula 

Description:    
 
42.308069 N 
85.57187 W 
 
Downstream of the FF-
19/KRT5 hotspot inlet looking 
downstream.  
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  17 

Photographer: Mark Prytula 

Description:      
 
42.308069 N 
85.57187 W 
 
Downstream of the FF-
19/KRT5 hotspot looking at 
the Kalamazoo sewage 
treatment plant  on the left 
bank as one heads 
downstream 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  18 

Photographer: Mark Prytula 

Description:    
 
42.308069 N 
85.57187 W 
 
Downstream of the FF-
19/KRT5 hotspot looking at 
the Kalamazoo sewage 
treatment plant  on the left 
bank as one heads 
downstream 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  19 

Photographer: Mark Prytula 

Description:      
 
42.308936 N  
85.572019 W 
 
Inlet channel along the right 
bank as one heads 
downstream, across from the 
Kalamazoo sewage treatment 
plant 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  20 

Photographer: Mark Prytula 

Description:    
 
42.30948 N 
85.57242 W 
 
Possibly erosional stream 
bank along the Kalamazoo 
sewage treatment plant on the 
left side of the river as one 
heads down stream 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  21 

Photographer: Mark Prytula 

Site:  Kalamazoo River 
 
42.310669 N 
85.572125 W 
 
Flat floodplain and powerline.  
Along right side as one looks 
down river. 
 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  22 

Photographer: Mark Prytula 

Site:  Kalamazoo River 
 
42.3101        N 
85.572048   W 
 
Possible erosional area. Along 
right side as one looks down 
river. 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  23 

Photographer: Mark Prytula 

Description:    
 
42.313176  N 
85.571667 W 
 
Wooded floodplain and 
swamp.  Along left side as 
one looks down river. 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  24 

Photographer: Mark Prytula 

Description:      
 
42.314793 N 
85.571709 W 
 
No trees, only grasses and 
scrub. Along right side as one 
looks down river. 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  25 

Photographer: Mark Prytula 

Description:    
 
 
42.314793 N 
85.571709 W 
 
No trees, only grasses and 
scrub. Along right side as one 
looks down river. 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  26 

Photographer: Mark Prytula 

Description:      
 
42.314793 N 
85.571709 W 
 
Grasses and scrub. Along 
right side as one looks down 
river. 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  27 

Photographer: Mark Prytula 

Description:    
 
42.315963 N 
85.572806 W 
 
Floodplain along bank of river.  
Along left side as one looks 
down river. 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  28 

Photographer: Mark Prytula 

Description:      
 
42.315963 N 
85.572806 W 
 
Floodplain along bank of river.  
Along left side as one looks 
down river. 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 3 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  29 

Photographer: Mark Prytula 

Description:    
 
42.315963 N 
85.572806 W 
 
Floodplain along bank of river.  
Along left side as one looks 
down river. 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  30 

Photographer: Mark Prytula 

Description:      
 
42.317185 N 
85.572883 W 
 
Power line corridor just south 
of Mosel Ave bridge 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  31 

Photographer: Mark Prytula 

Description:    
 
 
42.317185 N 
85.572883 W 
 
Power line corridor just south 
of Mosel Ave bridge 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  32 

Photographer: Mark Prytula 

Description:      
 
42.317300 N 
85.573024  W 
 
Steep bank near the city of 
Parchment, on the right side 
of the river as one looks 
downstream 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  33 

Photographer: Mark Prytula 

Description:    
 
42.319273 N 
85.573088 W 
 
Low Railroad bridge over river 
near city of Parchment 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  34 

Photographer: Mark Prytula 

Description:      
 
42.322665 N 
85.572732 W 
 
Right side bank as looking 
downstream. 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  35 

Photographer: Mark Prytula 

Description:    
 
42.322665 N 
85.572732 W 
 
Left side bank as looking 
downstream near.  
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  36 

Photographer: Mark Prytula 

Description:      
 
42.322665 N 
85.572732 W 
 
Inside bank, right side of river 
as heading downstream near 
Parchment 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  37 

Photographer: Mark Prytula 

Description:    
 
42.322953 N 
85.57253   W 
 
Stream bank near Parchment 
from river.  Right side of river 
as looking downstream. 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  38 

Photographer: Mark Prytula 

Description:      
 
42.323523 N 
85.572805 W 
 
Photo of inside turn in a low 
swampy area, on the left side 
of the river as looking 
downstream. 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  39 

Photographer: Mark Prytula 

Description:    
 
42.323968 N 
85.573372 W 
 
Point bar hot spot, on the left 
side of the river as looking 
downstream. 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  40 

Photographer: Mark Prytula 

Description:      
 
42.324008 N 
85.575447 W 
 
Wooded floodplain, on the left 
side of the river as looking 
downstream. 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  41 

Photographer: Mark Prytula 

Description:    
 
 
42.324008 N 
85.575447 W 
 
Wooded floodplain, on the 
right side of the river as 
looking downstream. 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  42 

Photographer: Mark Prytula 

Description:      
 
 
42.324008 N 
85.575447 W 
 
Wooded floodplain, on the left 
side of the river as looking 
downstream. 
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  Checked by: CED 7/21/13 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  43 

Photographer: Mark Prytula 

Description:    
 
 
42.3257      N 
85.579706 W 
 
Natural state of river, looking 
downriver 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  44 

Photographer: Mark Prytula 

Description:   
 
42.32677    N 
85.579741  W 
 
Natural state of river, looking 
downriver, just as top of 
island. 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  45 

Photographer: Mark Prytula 

Description:   
 
42.339844 N 
85.579552 W 
 
Crown Vantage Landfill, and 
right side of river as looking 
downstream 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  46 

Photographer: Mark Prytula 

Description:      
 
42.339844 N 
85.579552 W 
 
Crown Vantage Landfill, right 
side of river as looking 
downstream 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  47 

Photographer: Mark Prytula 

Description:    
 
42.339741 N 
85.57939   W 
 
Crown Vantage Landfill side 
channel.   

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  48 

Photographer: Mark Prytula 

Description:      
 
42.339741 N 
85.57939   W 
 
Crown Vantage Landfill from 
side channel 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  49 

Photographer: Mark Prytula 

Description:    
   
42.340511  N 
85.578298  W 
 
Power line downstream of 
Crown Vantage Landfill, on 
right side of river as looking 
downstream. 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  50 

Photographer: Mark Prytula 

Description:    
 
42.357667 
85.577071 
 
Fallen tree rootmass, on right 
side of the river as looking 
downstream. 
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  Checked by: CED 7/21/13 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  51 

Photographer: Mark Prytula 

Description:      
 
General character of the river. 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  52 

Photographer: Mark Prytula 

Description:    
 
General character of the river. 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  53 

Photographer: Mark Prytula 

Description:      
 
42.360553 N 
85.576347 W 
 
Rootmass of fallen tree on the 
right hand side of the river as 
looking downstream.  Across 
the river from the Kalamazoo 
Nature Reserve observation 
platform 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 4 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  54 

Photographer: Mark Prytula 

Description:      
 
42.363321 N 
85.575719 W 
 
General character of the river, 
river has broadened, slowed, 
and is shallower 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 5 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  55 

Photographer: Mark Prytula 

Description:    
 
Boat launch just downriver of 
Avenue D bridge on right bank 
as looking downstream.  River 
becomes faster moving 
downstream of Avenue D 
bridge 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 5 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  56 

Photographer: Mark Prytula 

Description:  
 
42.385474 N 
85.582958  W 
 
Inlet/sandbar on right bank as 
one goes downstream  
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 5 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  57 

Photographer: Mark Prytula 

Description:    
 
42.402799 N 
85.585891 W 
 
Point bar, left side as one 
goes downstream 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 5 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  58 

Photographer: Mark Prytula 

Description:      
 
42.406093 N 
85.589155 W 
 
Farm on right side as one 
goes downstream 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 5 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  59 

Photographer: Mark Prytula 

Description:      
 
 
42.406587 N 
85.589321 W 
 
Tree roots upturned. 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 5 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  60 

Photographer: Mark Prytula 

Description:    
 
42.411743 N 
85.586783 W 
 
Eroding bank along right side 
(outer bank of curve) as one 
goes downstream. 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 5 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  61 

Photographer: Mark Prytula 

Description:    
 
42.411743 N 
85.586783 W 
 
Eroding bank along right side 
(outer bank of curve) as one 
goes downstream. 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 5 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  62 

Photographer: Mark Prytula 

Description:    
 
42.413061 N 
85.587275 W 
 
Eroding bank 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 5 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  63 

Photographer: Mark Prytula 

Description:      
 
42.413173 N 
85.589585 W 
 
Storage shed. 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 5 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  64 

Photographer: Mark Prytula 

Description:      
 
 
42.414717 N 
85.59682  W 
 
Bank at playground with dock 
on left side of river as looking 
downstream. 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 5 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  65 

Photographer: Mark Prytula 

Description:    
 
 
42.414717 N 
85.59682  W 
 
Bank at playground with dock 
on left side of river as looking 
downstream. 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 5 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  66 

Photographer: Mark Prytula 

Description:      
 
42.417705 N 
85.603424 W 
 
Sandbar 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 5 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  67 

Photographer: Mark Prytula 

Description:    
 
42.421046 N 
85.606413 W 
 
Shoal, flat bank 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 5 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  68 

Photographer: Mark Prytula 

Description:      
 
 
42.423559 N 
85.611644 W 
 
Sediment bar 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 5 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  69 

Photographer: Mark Prytula 

Description:    
 
 
42.4268211 N 
85.617816   W 
 
Low railroad bridge 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 6 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  70 

Photographer: Mark Prytula 

Description:      
 
42.425729 N 
85.619744 W 
 
Plainwell Area 2 Time Critical 
Removal Action (TCRA), 
upstream end, on right bank 
of river as looking 
downstream 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 6 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  71 

Photographer: Mark Prytula 

Description:   
 
42.425729 N 
85.619744 W 
 
Plainwell Area 2 Time Critical 
Removal Action (TCRA), 
upstream end, on right bank 
of river as looking 
downstream 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 6 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  72 

Photographer: Mark Prytula 

Description:      
 
42.424773 N 
85.6239     W 
 
Rock habitat in Plainwell Area 
2 TCRA on right bank of river 
as looking downstream 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 6 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  73 

Photographer: Mark Prytula 

Description:    
 
42.426005 N 
85.623975 W 
 
Small erosional area in 
Plainwell Area 2 TCRA on 
right bank of river as looking 
downstream 
 
 

 

 

Site:  Kalamazoo River 

Location: Area 1/Section 6 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  74 

Photographer: Mark Prytula 

Description:      
 
 
42.426843 N 
85.625075 W 
 
Plainwell Area 2 TCRA work 
staging areas, right side of 
river as one goes downstream 
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SITE VISIT 
AREA 1 – KALAMAZOO RIVER 

June 6, 2013 
 

 

 

PHOTOLOG SHEET 

Site:  Kalamazoo River 

Location: Area 1/Section 8 

Project:   Kalamazoo River 

Date:  6/11/2013 

Photo #:  75 

Photographer: Mark Prytula 

Description:    
 
Plainwell Area 1 TCRA as 
seen from the Plainwell 
sewage property looking 
toward US-131 bridge. 
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Kalamazoo Risk and Hazard Calculation Spreadsheets

Common Term Calculations by Exposure Scenario

Cancer Risks fillet/meal meals/year Reduction FactorFraction IngestedED BW AT

Constant 
Term

Scenario (kg) (yr) (kg) (days) (mg/kg-d)^-1 or mg/kg/d)

Sport Angler CTE 0.227 24 0.5 1 30 70 25550 2 9.14E-05
Sport Angler High End 0.227 125 0.5 0.5 30 70 25550 2 2.38E-04
Subsistance Angler 0.227 179 0.5 1 30 70 25550 2 6.82E-04

Non-Cancer Hazards (Reproductive 
Endpoint)
Scenario
Sport Angler CTE 0.227 24 0.5 1 2 70 730 0.00007 1.52
Sport Angler High End 0.227 125 0.5 0.5 2 70 730 0.00007 3.97
Subsistance Angler 0.227 179 0.5 1 2 70 730 0.00007 11.36

Non-Cancer Hazards (Immunological  
Endpoint)
Scenario
Sport Angler CTE 0.227 24 0.5 1 30 70 10950 0.00002 5.33
Sport Angler High End 0.227 125 0.5 0.5 30 70 10950 0.00002 13.88
Subsistance Angler 0.227 179 0.5 1 30 70 10950 0.00002 39.76

For risk and hazard calculations, exposure point concentrations were multiplied by the appropriate constant term.

Slope Factor or Reference 

Dose
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ABSA-Specific Fish Fillet Data ABSA

Max fillet 

concentratio

n

Avg fillet 

concentration

76/24 Diet 

(Bass/Carp) 

Maximum 

Concentrations

Sport Angler 

(CTE) Risk 

Max

Sport Angler 

(CTE) Repro. 

Endpoint 

Hazard Max

Sport Angler 

(CTE) Immo. 

Endpoint 

Hazard Max

Sport Angler 

High End Risk 

Max

Sport Angler 

High End 

Repro. 

Endpoint 

Hazard Max

Sport Angler 

High End Immo. 

Endpoint Hazard 

Max

Subsistence 

Angler Risk 

Max

Subsistence 

Angler Repro. 

Endpoint 

Hazard Max

Subsistence 

Angler 

Immno. 

Endpoint 

Hazard Max
Carp 1 1 1.7E-01 8.3E-02 2.8E-01 2.5E-05 4.2E-01 1.5E+00 6.6E-05 1.1E+00 3.8E+00 1.9E-04 3.1E+00 1.1E+01
Carp 2 2 1.9E+00 6.1E-01 9.7E-01 8.8E-05 1.5E+00 5.1E+00 2.3E-04 3.8E+00 1.3E+01 6.6E-04 1.1E+01 3.8E+01
Carp 3 8.2E+00 6.1E-01 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
Carp 4 1.3E+01 6.6E+00 (ABSA 3,4&5) N/A N/A N/A N/A N/A N/A N/A N/A N/A
Carp 5 (EPC is maximum for 3,4&5) 3,4,5 1.7E+01 5.8E+00 7.1E+00 6.5E-04 1.1E+01 3.8E+01 1.7E-03 2.8E+01 9.8E+01 4.8E-03 8.0E+01 2.8E+02
Carp 6 6 8.0E+00 3.4E+00 4.7E+00 4.3E-04 7.2E+00 2.5E+01 1.1E-03 1.9E+01 6.5E+01 3.2E-03 5.3E+01 1.9E+02
Carp 7 7 6.4E+00 2.7E+00 4.4E+00 4.0E-04 6.7E+00 2.3E+01 1.0E-03 1.7E+01 6.1E+01 3.0E-03 5.0E+01 1.7E+02
Carp 8 8 9.6E+00 4.6E+00 5.5E+00 5.0E-04 8.4E+00 2.9E+01 1.3E-03 2.2E+01 7.6E+01 3.7E-03 6.2E+01 2.2E+02
Carp 9 9 6.5E+00 1.8E+00 6.0E+00 5.5E-04 9.1E+00 3.2E+01 1.4E-03 2.4E+01 8.3E+01 4.1E-03 6.8E+01 2.4E+02
Carp 10 10 1.7E+01 7.6E+00 5.9E+00 5.4E-04 9.0E+00 3.2E+01 1.4E-03 2.3E+01 8.2E+01 4.0E-03 6.7E+01 2.4E+02
Carp 11 11 9.1E+00 4.9E+00 2.8E+00 2.6E-04 4.3E+00 1.5E+01 6.7E-04 1.1E+01 3.9E+01 1.9E-03 3.2E+01 1.1E+02
Carp 12 12 8.8E+00 3.4E+00 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
 Small Mouth Bass 1 1 3.1E-01 1.3E-01 N/A 2.8E-05 4.7E-01 1.6E+00 7.4E-05 1.2E+00 4.3E+00 2.1E-04 3.5E+00 1.2E+01
 Small Mouth Bass 2 2 6.7E-01 2.8E-01 N/A 6.1E-05 1.0E+00 3.6E+00 1.6E-04 2.7E+00 9.3E+00 4.6E-04 7.6E+00 2.7E+01
 Small Mouth Bass 3 3.2E+00 1.1E+00 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
 Small Mouth Bass 4 7.2E-01 4.8E-01 (ABSA 3,4&5) N/A N/A N/A N/A N/A N/A N/A N/A N/A
 Small Mouth Bass 5 (EPC is maximum for 3,4&5) 3,4,5 3.9E+00 1.8E+00 3.9E+00 3.6E-04 5.9E+00 2.1E+01 9.3E-04 1.5E+01 5.4E+01 2.7E-03 4.4E+01 1.5E+02
 Small Mouth Bass 6 6 3.7E+00 9.9E-01 N/A 3.3E-04 5.6E+00 2.0E+01 8.7E-04 1.5E+01 5.1E+01 2.5E-03 4.2E+01 1.5E+02
 Small Mouth Bass 7 7 3.7E+00 1.5E+00 N/A 3.4E-04 5.7E+00 2.0E+01 8.9E-04 1.5E+01 5.2E+01 2.5E-03 4.2E+01 1.5E+02
 Small Mouth Bass 8 8 4.2E+00 1.9E+00 N/A 3.8E-04 6.4E+00 2.2E+01 1.0E-03 1.7E+01 5.8E+01 2.9E-03 4.8E+01 1.7E+02
 Small Mouth Bass 9 9 5.8E+00 3.3E+00 N/A 5.3E-04 8.8E+00 3.1E+01 1.4E-03 2.3E+01 8.1E+01 4.0E-03 6.6E+01 2.3E+02
 Small Mouth Bass 10 10 2.4E+00 1.9E+00 N/A 2.2E-04 3.7E+00 1.3E+01 5.8E-04 9.6E+00 3.4E+01 1.6E-03 2.7E+01 9.6E+01
 Small Mouth Bass 11 11 8.3E-01 5.4E-01 N/A 7.6E-05 1.3E+00 4.4E+00 2.0E-04 3.3E+00 1.2E+01 5.7E-04 9.4E+00 3.3E+01

Risk and hazard calculations were not performed individually for ABSAs 3, 4 & 5.  As described in the text, these ABSAs were considered a single biological exposure unit.
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ABSA-Specific Fish Fillet Data ABSA

Max fillet 

concentratio

n

Avg fillet 

concentration

76/24 Diet 

(Bass/Carp) 

Average 

Concentrations

Sport Angler 

(CTE) Risk 

Avg

Sport Angler 

(CTE) Repro. 

Endpoint 

Hazard Avg

Sport Angler 

(CTE) Immo. 

Endpoint 

Hazard Avg

Sport Angler 

High End Risk 

Avg

Sport Angler 

High End 

Repro. 

Endpoint 

Hazard Avg

Sport Angler 

High End Immo. 

Endpoint Hazard 

Avg

Subsistence 

Angler Risk 

Avg

Subsistence 

Angler Repro. 

Endpoint 

Hazard Avg

Subsistence 

Angler 

Immno. 

Endpoint 

Hazard Avg
Carp 1 1 1.7E-01 8.3E-02 1.2E-01 1.1E-05 1.9E-01 6.5E-01 2.9E-05 4.9E-01 1.7E+00 8.3E-05 1.4E+00 4.9E+00
Carp 2 2 1.9E+00 6.1E-01 3.6E-01 3.3E-05 5.5E-01 1.9E+00 8.6E-05 1.4E+00 5.0E+00 2.5E-04 4.1E+00 1.4E+01
Carp 3 8.2E+00 6.1E-01 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
Carp 4 1.3E+01 6.6E+00 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
Carp 5 (EPC is average for 3,4&5) 3,4,5 1.7E+01 5.8E+00 1.9E+00 1.7E-04 2.9E+00 1.0E+01 4.5E-04 7.5E+00 2.6E+01 1.3E-03 2.1E+01 7.5E+01
Carp 6 6 8.0E+00 3.4E+00 1.6E+00 1.4E-04 2.4E+00 8.4E+00 3.7E-04 6.2E+00 2.2E+01 1.1E-03 1.8E+01 6.3E+01
Carp 7 7 6.4E+00 2.7E+00 1.8E+00 1.6E-04 2.7E+00 9.4E+00 4.2E-04 7.0E+00 2.5E+01 1.2E-03 2.0E+01 7.0E+01
Carp 8 8 9.6E+00 4.6E+00 2.6E+00 2.4E-04 3.9E+00 1.4E+01 6.1E-04 1.0E+01 3.6E+01 1.8E-03 2.9E+01 1.0E+02
Carp 9 9 6.5E+00 1.8E+00 2.9E+00 2.7E-04 4.5E+00 1.6E+01 7.0E-04 1.2E+01 4.1E+01 2.0E-03 3.3E+01 1.2E+02
Carp 10 10 1.7E+01 7.6E+00 3.3E+00 3.0E-04 5.0E+00 1.7E+01 7.8E-04 1.3E+01 4.5E+01 2.2E-03 3.7E+01 1.3E+02
Carp 11 11 9.1E+00 4.9E+00 1.6E+00 1.5E-04 2.4E+00 8.5E+00 3.8E-04 6.3E+00 2.2E+01 1.1E-03 1.8E+01 6.3E+01
Carp 12 12 8.8E+00 3.4E+00 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
 Small Mouth Bass 1 1 3.1E-01 1.3E-01 N/A 1.2E-05 2.1E-01 7.2E-01 3.2E-05 5.3E-01 1.9E+00 9.2E-05 1.5E+00 5.4E+00
 Small Mouth Bass 2 2 6.7E-01 2.8E-01 N/A 2.6E-05 4.3E-01 1.5E+00 6.7E-05 1.1E+00 3.9E+00 1.9E-04 3.2E+00 1.1E+01
 Small Mouth Bass 3 3.2E+00 1.1E+00 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
 Small Mouth Bass 4 7.2E-01 4.8E-01 N/A N/A N/A N/A N/A N/A N/A N/A N/A N/A
 Small Mouth Bass 5 (EPC is average for 3,4&5) 3,4,5 3.9E+00 1.8E+00 1.1E+00 1.0E-04 1.7E+00 5.9E+00 2.7E-04 4.4E+00 1.5E+01 7.6E-04 1.3E+01 7.1E+01
 Small Mouth Bass 6 6 3.7E+00 9.9E-01 N/A 9.0E-05 1.5E+00 5.3E+00 2.3E-04 3.9E+00 1.4E+01 6.7E-04 1.1E+01 3.9E+01
 Small Mouth Bass 7 7 3.7E+00 1.5E+00 N/A 1.4E-04 2.3E+00 7.9E+00 3.5E-04 5.9E+00 2.1E+01 1.0E-03 1.7E+01 5.9E+01
 Small Mouth Bass 8 8 4.2E+00 1.9E+00 N/A 1.8E-04 3.0E+00 1.0E+01 4.6E-04 7.7E+00 2.7E+01 1.3E-03 2.2E+01 7.7E+01
 Small Mouth Bass 9 9 5.8E+00 3.3E+00 N/A 3.0E-04 5.0E+00 1.8E+01 7.8E-04 1.3E+01 4.6E+01 2.2E-03 3.7E+01 1.3E+02
 Small Mouth Bass 10 10 2.4E+00 1.9E+00 N/A 1.7E-04 2.9E+00 1.0E+01 4.5E-04 7.5E+00 2.6E+01 1.3E-03 2.1E+01 7.5E+01
 Small Mouth Bass 11 11 8.3E-01 5.4E-01 N/A 4.9E-05 8.2E-01 2.9E+00 1.3E-04 2.1E+00 7.5E+00 3.7E-04 6.1E+00 2.1E+01

Risk and hazard calculations were not performed individually for ABSAs 3, 4 & 5.  As described in the text, these ABSAs were considered a single biological exposure unit.

Exposure Point Concentrations in Shaded Boxes
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KALAMAZOO RISK ASSESSMENT
CALCULATIONS FOR RESIDENTIAL SCENARIO

Residential Scenario

Constant Term Calculations for Cancer Risk

FC EFi EFd EFinhal IRsoil IRair DF AEi AEd AEinhal VF PEF CSFo CSFinhal CF AT Multiplier

1 350 245 350 114 7.52 353 1 0.14 1 7.30E-07 6.90E-12 2 0.4 1.00E-06 25550 4.07E-06

Area

Maximum 

Concentration

Average 

Concentration

Cancer 

Risk 

(Max)

Cancer Risk 

(Ave) RBCcancer

Plainwell 85 10.864 3.5E-04 4.4E-05 2.5

Otsego 36 8.396 1.5E-04 3.4E-05 2.5

Trowbridge 81.1 12.308 3.3E-04 5.0E-05 2.5

Constant Term Calculations for Hazard Quotients

FC EFi EFd EFinhal IRsoil IRair DF AEi AEd AEinhal VF PEF RfDrepro RfDImmuno CF AT Multiplier

1 350 245 350 114 7.52 353 1 0.14 1 7.30E-07 6.90E-12 0.00007 0.00002 1.00E-06 10950 6.79E-02 Reproductive Endpoint

1 350 245 350 7.6 0.50 23.5 1 0.14 1 7.30E-07 6.90E-12 0.00007 0.00002 1.00E-06 730 2.37E-01 Immunological Endpoint

Area

Maximum 

Concentration

Average 

Concentration

Hazard 

(Max)

Hazard 

Average

Hazard 

(Max)

Hazard 

Average RBCrepro RBCimmuno

Reproductive Immunological

Plainwell 85 10.864 5.8E+00 7.4E-01 2.0E+01 2.6E+00 15 4

Otsego 36 8.396 2.4E+00 5.7E-01 8.5E+00 2.0E+00 15 4

Trowbridge 81.1 12.308 5.5E+00 8.4E-01 1.9E+01 2.9E+00 15 4

Note:  Exposure duration for the immunological endpoint is 2 years. IRair, IRsoil and DF for this endpoint are multiplied by 2/30 to correct for this shorter exposure period.

RBCs in Shaded Cells
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KALAMAZOO RISK ASSESSMENT
CALCULATIONS FOR RECREATIONAL SCENARIO

Recreational Exposure

Constant Term Calculations for Cancer Risk

FC EFi EFd EFinhal IRsoil IRair DF AEi AEd AEinhal VF PEF CSFo CSFinhal CF AT Multiplier

1 128 128 128 34.29 1.37 61.73 1 0.14 1 7.30E-07 6.90E-12 2 0.4 1.00E-06 25550 4.30E-07

Area

Maximum 

Concentr

ation

Average 

Concentr

ation

Cancer 

Risk 

(Max)

Cancer 

Risk 

(Ave) RBCcancer

Plainwell 85 10.864 3.7E-05 4.7E-06 23

Otsego 36 8.396 1.5E-05 3.6E-06 23

Trowbridge 81.1 12.308 3.5E-05 5.3E-06 23

Constant Term Calculations for Hazard Quotients

FC EFi EFd EFinhal IRsoil IRair DF AEi AEd AEinhal VF PEF RfDrepro RfDImmuno CF AT Multiplier

1 128 128 128 34.3 1.4 61.7 1 0.14 1 7.30E-07 6.90E-12 0.00007 0.00002 1.00E-06 10950 7.17E-03 Reproductive Endpoint

1 128 128 128 2.9 0.11 5.1 1 0.14 1 7.30E-07 6.90E-12 0.00007 0.00002 1.00E-06 730 3.14E-02 Immunological Endpoint

Area

Maximum 

Concentr

ation

Average 

Concentr

ation

Hazard 

(Max)

Hazard 

Average

Hazard 

(Max)

Hazard 

Average RBCrepro RBCimmuno

Reproductive Immunological

Plainwell 85 10.864 6.1E-01 7.8E-02 2.7E+00 3.4E-01 139 32

Otsego 36 8.396 2.6E-01 6.0E-02 1.1E+00 2.6E-01 139 32

Trowbridge 81.1 12.308 5.8E-01 8.8E-02 2.5E+00 3.9E-01 139 32

Calculated Terms

Cancer Risk & Reproductive Hazard

Parameter SA AhF IRinhal ET IRo ED BW Value

IRsoil 100 24 70 34.29

IRair 1 4 24 70 1.37

DF 2572 0.07 24 70 61.73

Immunological Hazard

Parameter SA AhF IRinhal ET IRo ED BW Value

IRsoil 100 2 70 2.86

IRair 1 4 2 70 0.114

DF 2572 0.07 2 70 5.14

RBCs in Shaded Cells

OU-5 Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Study

December 19, 2014 
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Calculation of Confidence Intervals for RBCsed

Bass Only Consumption

Scenario Cancer End-point Non-Cancer End-point (Immunological)

LCL Mean UCL LCL Mean UCL

Sport Angler - CTE 0.74 0.51 0.35 1.27 0.88 0.61

Sport Angler - High End 0.29 0.2 0.14 0.49 0.34 0.23

Subsistence Angler 0.10 0.07 0.05 0.17 0.12 0.08

Bass/Carp Exposure

Scenario Cancer End-point Non-Cancer End-point (Immunological)

LCL Mean UCL LCL Mean UCL

Sport Angler - CTE 0.43 0.3 0.21 0.75 0.52 0.36

Sport Angler - High End 0.17 0.12 0.08 0.29 0.2 0.14

Subsistence Angler 0.06 0.04 0.03 0.10 0.07 0.05

OU-5 Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Study

December 19, 2014 
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Sediment and TOC Data Used in Calculation of BSAF

ABSA PCB

0.025

0.0255
0.026

0.026
0.026
0.026

0.026
0.026

0.026
0.0265
0.0265
0.0265
0,0265
0.0265
0.0265
0.0265
0.0265

0.027

0.027
0.027
0.027
0.027
0.027
0.027
0.027

0.0275

0.0275
0.0275

0.0275

0.0275
0.0275
0.0275
0.0275

0.028
0.028
0.028
0.028
0.028
0.028

0.0285

0.0285
0.0285
0.0285
0.0285
0.0285
0.0285
0.0285
0.0285

TOCpct PCBNORM
3

3
3
3
3

3

3
3

3
3
3
3
3
3

3
3
3

3

3
3
3

3
3
3
3
3
3

3
3

3
3
3
3
3
3
3
3
3

3
3
3

3
3
3
3
3
3

3

0.27

0.53
2.97

0.78
0.33

0.18

0.15
0,005
0.005

1.71
1.38
0.92
0.62
0.56

0.0055
0.0055
0.0055

4.47

3.33
0.94
0.26

0.0524
0.0055
0.0055
0.0055

1.65

1.42
1.11
0.81
0.75
0.74

0.0055
0.0055

2.66
0.43

0.3
0.0055
0.0055
0.0055

1.18
1.02
0.92
0.59

0.562
0.521

0.51
0.49
0.45

9.26
4.81
0.88
3.33
7.88

14.44
17.33

520.00
520.00

1.55
1.92
2.88
4.27
4.73

481.82
481.82
481.82

0.60
0.81

2.87
10.38
51.53

490.91
490.91
490.91

1.67
1.94
2.48
3.40
3.67
3.72

500.00
500.00

1.05
6.51
9.33

509.09
509.09
509.09

2.42
2.79
3.10
4.83
5.07
5.47
5.59
5.82
6.33

H H RASedimentandFishData
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Sediment and TOC Data Used in Calculation of BSAF

3
3

3

3
3

3
3
3
3
3
3

3

0.0285

0.0285

0.0285

0.0285
0.0285

0.0285
0.029
0.029

0.029
0.029
0.029
0.029

0.0295
0.0295

0.0295
0.0295

0.03
0.03
0.03

0.03

0.0305
0.0305
0.031
0.031

0.0315
0.0315
0.0315

0.032
0.0325

0.033

0.0335

0.034

0.034
0.034
0.034
0.034

0.0345

0.035
0.0355

0.037
0038

0.038

0.038
0.0385
0.0425
0.046
0.046
0.049
0.059

0.38

0.15

0.09

0.006
0.00575

0.0055
1.38

0.92
0.16
0.15

0.006
0.005

0.62

0.16
0.006

0.0059
1.73
0.84
0.31
0.14
0.69
0.15
0.86

0.0063
1.89
0.19

0.0065
2.59

0.471
0.005

0.23
0.98

0.311
0.311
0.311
0.311

0.25
0.0055

0.93
1.99
0.94
0.22

0.00755
3.48
3.31
0.79

0.005
0.27
0.05

7.50
19.00
31.67

475.00

495.65
518.18

2.10
3.15

18.13
19.33

483.33

580.00
4.76

18.44
491.67
500.00

1.73
3.57
9.68

21.43

4.42
20.33

3.60
492.06

1.67
16.58

484.62
1.24
6.90

660.00

14.57
3.47

10.93
10.93
10.93
10.93

13.80
636.36

3.82
1.86
4.04

17.27
503.31

1.11
1.28
5.82

920.00
18.15

118.00

3
3

3
3
3

3

3
3
3
3
3
3
3
3
3
3

3

3
3
3
3
3

3
3
3
3
3

3
3
3
3
3

3
3

H H RASedimentandFish Data

HHRASedimentCOM Cain" Dresser & McKee Inc.
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Sediment and TOC Data Used in Calculation of BSAF

3

3

3
3

3

3
3
3
3

3
3
3

0.059

0.059

0.059

0.061
0.063

0.071
0.073
0.075
0.077
0.086

0.094
0.097
0.097
0.102

0.103
0.11
0.11

0.116
0.12

0.124

0.124
0.163

0.172
0.184
0.205
0.207
0.207
0.207
0.207
0.209
0.209

0.209
0.209

0.223
0.26

0.264
0.276
0.292
0.315
0.37
0.37
0.37

0.37
0.378

0.39
0.43

0.475
0.53
0.54

0.05

0.05

0.05
0.13

0.56
0.83
0.15
0.62
3.9

0.81
0.006

1.87
1.37

0.00555

0.48
0.76

0.5
0.0062

0.2
0.103

0.00635
7.05

3.81
0.35
1.49

0.3
0.3
0.3
0.3

0.52
0.52

0.52
0.52
0.25
1.71
1.33

0.0065
0.2

1.06

6..11
6.11
6.11
6.11
0.69

0.236
0.27
0.18
0.29

0.006

118.00

118.00

118.00

46.92
11.25

8.55
48.67
12.10

1.97
10.62

1566.67
5.19
7.08

1837.84

21.46
14.47
22.00

1870.97
60.00

120.39

1952.76
2.31
4.51

52.57
13.76

69.00
69.00
69.00
69.00
40.19
40.19

40.19
40.19
89.20

15.20
19.85

4246.15
146.00

29.72
6.06
6.06
6.06

6.06
54.78

165.25
159.26
263.89
182.76

9000.00

3
3
3
3
3
3
3
3
3
3
3
3

3
3
3
3
3
3

3
3
3
3

3
3
3
3
3
3
3

3
3
3
3
3
3
3

H H RASedimentand FishData
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Sediment and TOC Data Used in Calculation of BSAF

3

3

3
3
3
3
3

3

0.54

0.54

0.54

0.59
0.59
0.67

0.683

0.832
1.069

1.19
1.218
1.559

1.62
2.43
2.53

3.7
6.6
6.6
6.6
6.6
44

86
0.0255

0.026
0.026
0.026

0.0265

0.0265
0.027
0.027
0.027
0.027

0.027
0.027

0.027

0.027
0.027
0.027

0.0275

0.0275
0.0275

0.028
0.028
0.028
0.028
0.028
0.028

0.0285
0.029

0.006

0.006

0.006
2.05

0.23
0.14

0.075
1.01
2.1

0.15

3.12
1.03

.0.27
18.6
1.35
0.76
11.4
11.4

11.4
11.4

4.17

7.9
5.33

1.33
1.16
0.79

0.202

0.005
2.65
1.31

0.844
0.59
0.39
0.36
0.32
0.14
0.14

0.0055
0.7

0.51
0.11

0.5
0.45

0.36
0.34

0.324
0.32
0.96
0.37

9000.00
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Sediment and TOC Data Used in Calculation of BSAF
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Sediment and TOC Data Used in Calculation of BSAF
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Sediment and TOC Data Used in Calculation of BSAF
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Sediment and TOC Data Used in Calc.uJation of BSAF

9
9
9
9
9

9
9
9
9
9
9
9
9
9
9

10
10
10

3.95

4.56

4.6
4.9
5.3

5.5
5.6
6.5

7

7.2
9.4
15

41.3

49

73
0.0265
0.027
0.036

8.04
4.76
5.86

10.65
16.9
2.48
31.8
1.99
9.45
9.82
6.12
7.39
6.31
6.74
8.34
0.23

0.042
0.86

49.13
95.80
78.50
46.01
31.36

221.77
17.61

326.63
74.07
73.32

153.59
202.98
654.52
727.00
875.30

11.52
64.29
4.19
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1
1
1
1
1

0.055

0.055
0.055

0.057

0.058

0.083
0.09

0.09
0.101
0.102
0.169
0.083
0.168

0.3

0.34

0.35
0.42
0.45
0.63

1

1.12
1.9
1.4

2.72
3.04

3.25
3.4

3.51
4.1

4.26
7.3
7.5
8.2

1.17
2.59
4.09

4.98
5.21

7.2
7.23-

7.3
8.35

11.36
12.6
1.44
2.14
2.26

3

1.08
0.81

0.77

1.44

0.46
1.44
1.21

0.35
1.3

1.42
3.19
0.16
0.22

0.69
1.07
0.67
0.95

0.4
0.86
1.31
1.05
4.24
0.89
1.85
3.49
7.4

6.82
3.6

1.89
1.73
4.75

3.31
3.26
0.74
4.32
2.22

3.76
2.84
5.07
7.73
8.56
8.88
9.1

13.83
1.42

2.6
2.21

3.95

5.09

6.79

7.14

3.96

12.61
5.76
7.44

25.71
7.77
7.18
5.30

51.88
76.36
43.48
31.78
52.24
44.21

112.50
73.26
76.34

106.67
44.81

157.30
147.03
87.11

43.92
49.85
97.50

216.93

246.24
153.68

226.59
251.53
158.11

59.95
184.23

132.45
183.45
142.01

93.53
85.28
94.03

124.84
91.11

101.41

82.31
102.26

75.95

1
1
1
1
1
2
2
2

2
2
2
2
2
2
2
2
3
3
3

3
3
3
3

3
3
3

3
4

4
4

4
4
4
4
4
4
4
4
5

5
5
5

H H RASedimentandFishData
HHRAFillet

COM Camp Dre"~r 1$0. McKee Inc.

Estimates for BSAF
SPECIES ABSA PCB FAT PCBNORM

CARP

CARP

CARP

CARP
CARP

CARP

CARP

CARP
CARP
CARP
CARP

CARP
CARP
CARP

CARP

CARP

CARP
CARP
CARP
CARP

CARP

CARP
CARP
CARP

CARP

CARP
CARP

CARP
CARP

CARP
CARP

CARP
CARP
CARP
CARP
CARP

CARP

CARP
CARP
CARP
CARP
CARP

CARP
CARP
CARP

CARP
CARP

CARP
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H H RASedimentandFishData

HHRAFilietCOM Camp Dres.-;er & McKee Inc.

Estimates for BSAF
CARP 5 4.9 4.09 119.80

CARP 5 5.7 5.9 96.61

CARP 5 6 2.86 209.79

CARP 5 6.7 12.03 55.69

CARP 5 6.7 3.84 174.48

CARP 5 7.9 7.04 112.22
CARP 5 17.2 11.53 149.18

CARP 6 1.05 1.18 88.98

CARP 6 1.15 0.81 141.98

CARP 6 1.41 0.89 158.43
CARP 6 1.44 7.67 18.77

CARP 6 1.89 4.91 38.49
CARP 6 2.98 0.95 313.68

CARP 6 3.5 1.86 188.17
CARP 6 4.16 1.33 312.78
CARP 6 4.97 1.57 316.56

CARP 6 7.3 7.83 93.23

CARP 6 8.03 2.5 321.20

CARP 7 0.56 0.94 59.57

CARP 7 0.71 3.88 18.30
CARP 7 0.99 0.8 123.75

CARP 7 t.15 0.9 127.78

CARP 7 1.93 1.78 108.43
CARP 7 2.6 2.51 103.59

CARP 7 2.84 1.06 267.92
CARP 7 3.14 2.01 156.22
CARP 7 3.9 2.76 141.30

CARP 7 5.4 2.16 250.00

CARP 7 6.4 6.84 93.57
CARP 8 1.31 0.51 256.86
CARP 8 2.13 0.66 322.73
CARP 8 2.31 1.32 175.00

CARP 8 2.46 2.24 109.82
CARP 8 2.61 0.97 269.07
CARP 8 4.16 0.6 693.33

CARP 8 4.18 0.86 486.05
CARP 8 5.7 -1.05 542.86
CARP 8 6.5 1.04 625.00

CARP 8 9.1 3.07 296.42

.CARP 8 9.6 5.65 169.91

CARP 9 0.099 0.38 26.05
CARP 9 0.569 0.5 113.80
CARP 9 0.686 0.83 82.65
CARP 9 0.705 0.75 94.00
CARP 9 0.79 0.9 87.78
CARP 9 0.983 1.11 88.56

CARP 9 1.018 2.03 50.15
CARP 9 1.03 0.65 158.46

CARP 9 1.07 0.82 130.49

OU-5, Allied Paper Inc./Portage Creek/Kalamazoo River Superfund Site 
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H H RASedimentandFish Data

HHRAFiliet
COM Camp Dr.,,;.'!:r & McKee Inc.

Estimates for BSAF
CARP 9 1.08 0.53 203.77
CARP 9 1.12 1.25 89.60

CARP 9 1.16 0.55 210.91
CARP 9 1.24 2.76 44.93

CARP 9 1.33 0.95 140.00
CARP 9 1.55 0.9 172.22

CARP 9 1.93 1 193.00

CARP 9 2.35 1.03 228.16

CARP 9 2.5 1.6 156.25
CARP 9 3.64 0.9 404.44

CARP 9 6.5 2.79 232.97

CARP 9 6.5 1.8 361.11
CARP 10 1.93 1 193.00

CARP 10 2.05 20.2 10.15
CARP 10 2.79 24.8 11.25

CARP 10 4.08 2.56 159.38
CARP 10 4.36 2.6 167.69
CARP 10 6.4 2.07 309.18

CARP 10 7.93 4.52 175.44
CARP 10 10.5 18.8 55.85

CARP 10 12.2 30.7 39.74
CARP 10 14.4 4.05 355.56

CARP 10 17 2.87 592.33
CARP 11 1.39 17.9 7.77
CARP 11 2.16 10.1 21.39
CARP 11 2.58 2.37 108.86
CARP 11 2.89 22.2 13.02
CARP 11 3 3.95 75.95
CARP 11 3.5 6.75 51.85

CARP 11 3.72 4.23 87.94
CARP 11 8.5 4.9 173.47
CARP 11 8.7 6.96 125.00
CARP 11 8.88 2.66 333.83
CARP 11 9.1 7.5 121.33
CARP 12 1.52 1.3 116.92
CARP 12 1.59 0.75 212.00
CARP 12 1.99 2.24 88.84

CARP 12 2 1.07 186.92
CARP 12 2.13 1.51 141.06

.CARP 12 3.06 1.26 242.86
CARP 12 3.14 1.65 190.30
CARP 12 4.31 1.41 305.67
CARP 12 4.4 2.31 190.48
CARP 12 4.69 1.62 289.51
CARP 12 8.79 1.44 610.42
SMAL 1 0.049 1.02 4.80
SMAL 1 0.064 0.82 7.80
SMAL 1 0.084 0.9 9.33
SMAL 1 0.093 1.48 6.28
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H H RASedimentandFish Data

HHRAFilletCOM Camp Dre...er os.. McKee Inc.

Estimates for BSAF
SMAL 1 0.098 0.96 10.21

SMAL 1 0.106 1.46 7.26

SMAL 1 0.131 1.06 12.36

SMAL 1 0.138 1.99 6.93
SMAL 1 0.147 1.26 11.67
SMAL 1 0.262 2.27 11.54
SMAL 1 0.309 2.33 13.26

SMAL 2 0.1 0.49 20.41

SMAL 2 0.123 0.67 18.36
SMAL 2 0.139 0.55 25.27

SMAL 2 0.153 1.52 10.07
SMAL 2 0.239 0.58 41.21

SMAL 2 0.244 0.62 39.35
SMAL 2 0.246 0.47 52.34
SMAL 2 0.267 0.44 60.68
SMAL 2 0.352 0.79 44.56

SMAL 2 0.557 1.41 39.50
SMAL 2 0.67 1.9 35.26

SMAL 3 0.384 0.52 73.85
SMAL 3 0.416 1.04 40.00

SMAL 3 0.608 0.97 62.68
SMAL 3 0.749 0.9 83.22

SMAL 3 0.75 0.56 133.93
SMAL 3 0.82 0.67 122.39

SMAL 3 0.89 1.13 78.76
SMAL 3 0.99 1.36 72.79
SMAL 3 1.39 1.49 93.29
SMAL 3 1.71 2.68 63.81
SMAL 3 3.23 2.62 123.28

SMAL 4 0.163 0.44 37.05

SMAL 4 0.283 0.43 65.81
SMAL 4 0.318 0.66 48.18
SMAL 4 0.438 0.62 70.65

SMAL 4 0.44 0.32 137.50
SMAL 4 0.55 0.66 83.33

SMAL 4 0.56 1.49 37.58
SMAL 4 0.574 0.78 73.59
SMAL 4 0.623 0.91 68.46
SMAL 4 0.625 1.34 46.64

.SMAL 4 0.72 1.14 63.16

SMAL 5 0.678 0.a1- 83.70

SMAL 5 1.32 0.61 216.39
SMAL 5 1.352 1 135.20
SMAL 5 1.44 0.85 169.41
SMAL 5 1.48 0.8 185.00
SMAL 5 1.58 1.04 151.92
SMAL 5 1.66 2.36 70.34
SMAL 5 1.74 1.39 125.18
SMAL 5 2.2 1.38 159.42
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H H RASedimentandFishData
HHRAFillet

COM Camp Dr"""er & McKee Inc.

Estimates for 8SAF
SMAL 5 2.26 1.03 219.42

SMAL 5 3.89 1.55 250.97

SMAL 6 0.274 3.73 7.35

SMAL 6 0.319 1.42 22:46
SMAL 6 0.359 0.81 44.32

SMAL 6 0.59 0.84 70.24
SMAL 6 0.63 0.85 74.12

SMAL 6 0.74 3.08 24.03
SMAL 6 0.9 0.51 176.47

SMAL 6 1.04 1 104.00
SMAL 6 1.05 1.66 63.25

SMAL 6 1.28 1.8 71.11
SMAL 6 3.66 1.44 254.17

SMAL 7 0.39 0.26 150.00

SMAL 7 0.535 0.51 104.90
SMAL 7 0.721 0.5 144.20

SMAL 7 1.07 0.74 144.59
SMAL 7 1.203 0.56 214.82

SMAL 7 1.42 1.42 100.00

SMAL 7 1.68 0.69 243.48
SMAL 7 1.68 0.5 336.00

SMAL 7 1.85 1.34 138.06

SMAL 7 1.98 1.05 188.57
SMAL 7 3.73 1.92 194.27

SMAL 8 0.74 0.34 217.65
SMAL 8 1.159 0.61 190.00
SMAL 8 1.51 0.96 157.29
SMAL 8 1.51 0.78 193.59
SMAL 8 1.55 0.36 430.56
SMAL 8 1.58 0.52 303.85
SMAL 8 1.77 0.58 305.17
SMAL 8 2.17 1.19 182.35
SMAL 8 2.51 1.11 226.13
SMAL 8 2.75 1.59 172.96

SMAL 8 4.19 1.63 257.06
SMAL 9 1.58 1.23 128.46
SMAL 9 1.76 1.85 95.14
SMAL 9 2.14 2.37 90.30
SMAL 9 2.18 2.23 97.76

.SMAL 9 3 3.72 80.65
SMAL 9 3.2 2.33 137.34
SMAL 9 3.4 4.06 83.74
SMAL 9 3.4 1.66 204.82
SMAL 9 4.05 4.71 85.99
SMAL 9 5.7 3.65 156.16
SMAL 9 5.8 4.26 136.15
SMAL 10 1.05 0.87 120.69

SMAL 10 1.47 2.68 54.85
SMAL 10 1.56 0.93 167.74

OU-5, Allied Paper Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Study

December 19, 2014 

D-26



Data for Fish Fillet and Lipid Used in Risk/Hazard Calculation and

Estimates for BSAF
SMAL 10 1.699 1.19 142.77
SMAL 10 1.72 1.69 101.78

SMAL 10 1.95 1.71 114.04

SMAL 10 2.11 2 105.50

SMAL 10 2.2 2.65 83.02
SMAL 10 2.23 1.59 140.25

SMAL 10 2.4 2.2 109.09
SMAL 10 2.42 1.93 125.39

SMAL 11 0.13 0.73 17.81
SMAL 11 0.311 0.66 47.12
SMAL 11 0.44 0.8 55.00

SMAL 11 0.47 0.69 68.12
SMAL 11 0.478 1.37 34.89
SMAL 11 0.48 0.52 92.31

SMAL 11 0.576 1.06 54.34
SMAL 11 0.59 0.94 62.77
SMAL 11 0.79 0.73 108.22
SMAL 11 0.81 1.11 72.97
SMAL 11 0.83 0.92 90.22

HH RASedimentandFish Data
HHRAFillet
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Sample Start End Depth Result
Dataset Sample ID Date Location Depth Depth Unit Result Qualifier Unit

MDEQ 29 12/8/1999 Kalamazoo River just 
below Ceresco Dam 0 2 in 7.1554E-05 mg/kg

MDEQ 57
4/21/2000

Kalamazoo River 
upstream of Morrow 
Lake 0.00016365 mg/kg

MDEQ BTL-1 3/28/1994 Upper Morrow Lake 0 0.5 ft 1.13 J mg/kg
MDEQ BTL-2 3/28/1994 Upper Morrow Lake 0 0.5 ft 0.051 J mg/kg
MDEQ ML1-3 7/19/2000 Upper Morrow Lake 0 2 in 0.15 J mg/kg
MDEQ ML1-4 7/19/2000 Upper Morrow Lake 0 2 in 0.038 J mg/kg
MDEQ ML1-2 7/19/2000 Upper Morrow Lake 0 2 in 0.11 J mg/kg
MDEQ ML1-1 7/19/2000 Upper Morrow Lake 0 2 in 0.071 J mg/kg
MDEQ ML1-4 9/14/2000 Upper Morrow Lake 2 6 in 0.042 J mg/kg
MDEQ ML1-1 9/14/2000 Upper Morrow Lake 2 6 in 0.1 J mg/kg
MDEQ ML1-3 9/14/2000 Upper Morrow Lake 2 6 in 0.15 mg/kg
MDEQ ML1-2 9/14/2000 Upper Morrow Lake 2 6 in 0.11 J mg/kg
MDEQ 31 12/8/1999 Morrow Lake 0 2 in 2.113E-05 mg/kg
MDEQ MLG-1 3/23/2000 Morrow Lake 0 1 cm 0.21 J mg/kg
MDEQ MLG-1 3/23/2000 Morrow Lake 1 2 cm 0.36 mg/kg
MDEQ MLG-1 3/23/2000 Morrow Lake 2 3 cm 0.52 mg/kg
MDEQ MLG-1 3/23/2000 Morrow Lake 3 4 cm 0.39 mg/kg
MDEQ MLG-1 3/23/2000 Morrow Lake 4 5 cm 0.32 mg/kg
MDEQ MLG-1 3/23/2000 Morrow Lake 5 6 cm 0.5 J mg/kg
MDEQ MLG-1 3/23/2000 Morrow Lake 6 7 cm 0.31 mg/kg
MDEQ MLG-1 3/23/2000 Morrow Lake 7 8 cm 0.5 J mg/kg
MDEQ MLG-1 3/23/2000 Morrow Lake 8 9 cm 0.54 J mg/kg
MDEQ MLG-1 3/23/2000 Morrow Lake 9 10 cm 0.39 mg/kg
MDEQ MLG-1 3/23/2000 Morrow Lake 10 12 cm 0.61 J mg/kg
MDEQ MLG-1 3/23/2000 Morrow Lake 12 14 cm 0.636 J mg/kg
MDEQ MLG-1 3/23/2000 Morrow Lake 14 16 cm 0.41 mg/kg
MDEQ MLG-2 3/23/2000 Morrow Lake 0 1 cm 0.21 mg/kg
MDEQ MLG-2 3/23/2000 Morrow Lake 1 2 cm 0.28 mg/kg
MDEQ MLG-2 3/23/2000 Morrow Lake 2 3 cm 0.34 mg/kg
MDEQ MLG-2 3/23/2000 Morrow Lake 3 4 cm 0.16 J mg/kg
MDEQ MLG-2 3/23/2000 Morrow Lake 4 5 cm 0.32 mg/kg
MDEQ MLG-2 3/23/2000 Morrow Lake 5 6 cm 0.22 mg/kg
MDEQ MLG-2 3/23/2000 Morrow Lake 6 7 cm 0.18 U mg/kg
MDEQ MLG-2 3/23/2000 Morrow Lake 7 8 cm 0.22 U mg/kg
MDEQ MLG-2 3/23/2000 Morrow Lake 8 9 cm 0.2 U mg/kg
MDEQ MLG-2 3/23/2000 Morrow Lake 9 10 cm 0.33 mg/kg
MDEQ MLG-2 3/23/2000 Morrow Lake 10 12 cm 0.78 J mg/kg
MDEQ MLG-2 3/23/2000 Morrow Lake 12 14 cm 0.578 J mg/kg
MDEQ MLG-2 3/23/2000 Morrow Lake 14 16 cm 0.91 J mg/kg
MDEQ 57 4/21/2000 Morrow Lake 4.3462E-07 mg/kg
MDEQ 57 4/26/2000 Morrow Lake 7.2181E-05 mg/kg
MDEQ ML2-1 7/19/2000 Morrow Lake 0 2 in 0.11 mg/kg
MDEQ ML2-2 7/19/2000 Morrow Lake 0 2 in 0.22 mg/kg
MDEQ ML2-3 7/19/2000 Morrow Lake 0 2 in 0.079 U mg/kg
MDEQ ML2-4 7/19/2000 Morrow Lake 0 2 in 0.062 U mg/kg
MDEQ ML3-3 7/19/2000 Morrow Lake 0 2 in 0.32 mg/kg
MDEQ ML3-4 7/19/2000 Morrow Lake 0 2 in 0.47 mg/kg
MDEQ ML3-1 9/11/2000 Morrow Lake 0 2 in 0.572 J mg/kg
MDEQ ML3-2 9/11/2000 Morrow Lake 0 2 in 0.063 U mg/kg
MDEQ ML4-1 9/11/2000 Morrow Lake 0 2 in 0.61 J mg/kg
MDEQ ML4-2 9/11/2000 Morrow Lake 0 2 in 3.87 mg/kg
MDEQ ML4-3 9/11/2000 Morrow Lake 0 2 in 0.87 J mg/kg
MDEQ ML4-4 9/11/2000 Morrow Lake 0 2 in 0.52 mg/kg
MDEQ ML3-2 9/14/2000 Morrow Lake 2 6 in 0.032 J mg/kg
MDEQ ML3-1 9/14/2000 Morrow Lake 2 6 in 0.78 J mg/kg
MDEQ ML4-1 9/14/2000 Morrow Lake 2 6 in 1.13 mg/kg

Table E-1
Background Sediment Dataset
Area 1, OU5 Kalamazoo River
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Table E-1
Background Sediment Dataset
Area 1, OU5 Kalamazoo River

MDEQ ML4-2 9/14/2000 Morrow Lake 2 6 in 0.88 J mg/kg
MDEQ ML4-4 9/14/2000 Morrow Lake 2 6 in 0.79 J mg/kg
MDEQ ML3-4 9/14/2000 Morrow Lake 2 6 in 0.28 mg/kg
MDEQ ML2-4 9/14/2000 Morrow Lake 2 6 in 0.068 J mg/kg
MDEQ ML2-1 9/14/2000 Morrow Lake 2 6 in 0.086 mg/kg
MDEQ ML3-3 9/14/2000 Morrow Lake 2 6 in 0.32 mg/kg
MDEQ ML2-2 9/14/2000 Morrow Lake 2 6 in 0.18 mg/kg
MDEQ ML2-3 9/14/2000 Morrow Lake 2 6 in 0.04 J mg/kg
MDEQ ML4-3 9/14/2000 Morrow Lake 2 6 in 0.6 mg/kg

MDEQ MLP-1 3/28/1994 Morrow Lake, upstream 
face of dam 0 0.5 ft 0.059 U mg/kg

MDEQ MLP-2 3/28/1994 Morrow Lake, upstream 
face of dam 0 0.5 ft 0.048 J mg/kg

Prepared By/Date: MKB 6/21/2013
Checked By/Date: LSV 07/19/2013

Revised By/Date: MTP 07/26/2013
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Outlier Tests for Selected Variables
User Selected Options
From File   ProUCL Inputs.wst
Full Precision   OFF
Test for Suspected Outliers with Dixon test   1
Test for Suspected Outliers for Rosner test   3

Rosner's Outlier Test for PCBs-Bkg Sed

Mean 0.373
Standard Deviation 0.522
Number of data 67
Number of suspected outliers 3

Potential Obs. Test Critical Critical
# Mean sd outlier Number value value (5%) value (1%)

1 0.373 0.518 3.87 51 6.745 3.242 3.602
2 0.32 0.293 1.13 13 2.76 3.232 3.599
3 0.308 0.278 1.13 57 2.963 3.232 3.592

For 5% Significance Level, there is 1 Potential Outlier
Therefore, Observation 3.87 is a Potential Statistical Outlier

For 1% Significance Level, there is 1 Potential Outlier
Therefore, Observation 3.87 is a Potential Statistical Outlier

Prepared By/Date: LMS 07/18/2013
Checked By/Date: LWC 07/18/2013

Table E-2
ProUCL Output: Background Sediment Dataset Outlier Test

Area 1, OU5 Kalamazoo River
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66 59

2

4.3462E-07 -14.65
1.13 0.122

0.351 -2.115
0.295 2.844

-2.83
-1.514

0.4697

0.115 0.115

0.32 -2.203
2.705

0.786 8.097
0.813 10.44
0.696 3.542
0.803 9.464
1.003 59.81

0.86

0.875
0.896 10.35
0.742
0.882 9.345
1.145 63.8

Table E-3
Pro UCL Ouput: Background Sediment Dataset (outlier removed)

Area 1, OU5 Kalamazoo River

General Background Statistics for Data Sets with Non-Detects
User Selected Options

From File   ProUCL Inputs.wst
Full Precision   OFF

Confidence Coefficient   0.95
Coverage   0.9

Different or Future K Values   
Number of Bootstrap Operations   

PCBs-Bkg Sed

General Statistics
Number of Valid Data Number of Detected Data

Number of Distinct Detected Data
Tolerance Factor Percent Non-Detects

Number of Missing Values

Raw Statistics Log-transformed Statistics
Minimum Detected Minimum Detected

Maximum Detected Maximum Detected
Mean of Detected Mean of Detected

SD of Detected SD of Detected
Minimum Non-Detect Minimum Non-Detect
Maximum Non-Detect Maximum Non-Detect

Data with Multiple Detection Limits
Note: Data have multiple DLs - Use of KM Method is recommended

For all methods (except KM, DL/2, and ROS Methods), Number treated as Detected with Single DL
Observations < Largest ND are treated as NDs Single DL Non-Detect Percentage

Background Statistics
Normal Distribution Test with Detected Values Only Lognormal Distribution Test with Detected Values Only

Lilliefors Test Statistic Lilliefors Test Statistic
5% Lilliefors Critical Value 5% Lilliefors Critical Value

Data not Normal at 5% Significance Level Data not Lognormal at 5% Significance Level

Assuming Normal Distribution Assuming Lognormal Distribution
DL/2 Substitution Method DL/2 Substitution Method

Mean Mean (Log Scale)
SD SD (Log Scale)
   95% UTL   90% Coverage    95% UTL   90% Coverage

   95% UPL (t)    95% UPL (t)
90% Percentile (z) 90% Percentile (z)
95% Percentile (z) 95% Percentile (z)
99% Percentile (z) 99% Percentile (z)

Maximum Likelihood Estimate(MLE) Method Log ROS Method
Mean Mean in Original Scale

SD SD in Original Scale
   95% UTL with   90% Coverage    95% UTL with   90% Coverage

   95% BCA UTL with   90% Coverage
   95% Bootstrap (%) UTL with   90% Coverage

   95% UPL (t)    95% UPL (t)
90% Percentile (z) 90% Percentile (z)
95% Percentile (z) 95% Percentile (z)
99% Percentile (z) 99% Percentile (z)

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 
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Table E-3
Pro UCL Ouput: Background Sediment Dataset (outlier removed)

Area 1, OU5 Kalamazoo River

0.563

66.47

2.979
0.808

0.17 0.318
0.122 0.293

0.0365
0.784

0.811
0.315 0.694

0.25 0.801

   95% WH Approx. Gamma UTL with    90% Coverage 1.102
90% Percentile 0.9    95% HW Approx. Gamma UTL with   90% Coverage 1.355
95% Percentile 1.338
99% Percentile 2.447

Note: DL/2 is not a recommended method.

Prepared By/Date: LMS 7/18/2013
Checked By/Date: LWC 07/18/2013

Gamma Distribution Test with Detected Values Only Data Distribution Test with Detected Values Only
k star (bias corrected) Data do not follow a Discernable Distribution (0.05)

Theta Star
nu star

A-D Test Statistic Nonparametric Statistics
5% A-D Critical Value Kaplan-Meier (KM) Method

K-S Test Statistic Mean
5% K-S Critical Value SD

Data not Gamma Distributed at 5% Significance Level SE of Mean
   95% KM UTL with    90% Coverage

Assuming Gamma Distribution    95% KM Chebyshev UPL
Gamma ROS Statistics with Extrapolated Data    95% KM UPL (t)

Mean 90% Percentile (z)

   95% Percentile of Chisquare (2k)

Median 95% Percentile (z)
SD

k star
Theta star

Nu star
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Figure E-1
Ranked Plot of Background Surface Sediment PCB Data

from Morrow Lake, Ceresco Reservoir, and Battle Creek Area
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Dataset ID Matrix ID Station ID Sample ID
Collection 

Date Sample Description
Start 

Depth
End 

Depth
Depth 
Unit Parameter Result Result Flag

Detection 
Limit Units Easting Northing

ARCADIS Floodplain Soil KF2-1 K10013 7/8/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 2.99 J 0 mg/kg 12795988.06 321113

ARCADIS Floodplain Soil KF2-2 K10016 7/8/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 0.039 J 0 mg/kg 12795935.61 321115

ARCADIS Floodplain Soil KF2-3 K10019 7/8/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 0.054 J 0 mg/kg 12795887.14 321116

ARCADIS Floodplain Soil KF2-4 K10021 7/8/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 0 U 0.27 mg/kg 12795832.07 321117

ARCADIS Floodplain Soil KF2-5 K10024 7/8/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 0 U 0.19 mg/kg 12795774.52 321118

ARCADIS Floodplain Soil KF2-6 K10026 7/8/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 0.13 J 0 mg/kg 12795715.99 321120

ARCADIS Floodplain Soil KF2-7 K10028 7/8/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 0.15 J 0 mg/kg 12795658.94 321121

ARCADIS Floodplain Soil KF2-8 K10030 7/8/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 0 U 0.052 mg/kg 12795599.99 321122

ARCADIS Floodplain Soil KF1-1 K10197 8/3/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 0.469 J 0 mg/kg 12797483.71 294800

ARCADIS Floodplain Soil KF1-2 K10200 8/3/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 0.026 J 0 mg/kg 12797440.87 294806

ARCADIS Floodplain Soil KF1-3 K10204 8/3/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 0.49 J 0 mg/kg 12797346.13 294819

ARCADIS Floodplain Soil KF1-4 K10207 8/3/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 0 UJ 0.052 mg/kg 12797253.24 294831

ARCADIS Floodplain Soil KF1-5 K10209 8/3/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 0 UJ 0.064 mg/kg 12797157.44 294844

ARCADIS Floodplain Soil KF1-6 K10211 8/3/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 0 UJ 0.053 mg/kg 12797027.74 294862

ARCADIS Floodplain Soil KF1-7 K10213 8/3/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 0 UJ 0.053 mg/kg 12796999.1 294866

ARCADIS Floodplain Soil KF1-8 K10216 8/3/93
Kalamazoo River/Portage Creek 
Floodplain Soils 0 0.5 ft Total PCBs 0 UJ 0.052 mg/kg 12796883.64 294881

ARCADIS Floodplain Soil FF-31 K10631 5/22/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 0.213 J 0 mg/kg 12795934.85 321189

ARCADIS Floodplain Soil FF-32 K10635 5/22/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 2.21 0 mg/kg 12795093.04 323288

ARCADIS Floodplain Soil FF-12 K10669 6/1/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 0.971 J 0 mg/kg 12800616.85 289620

ARCADIS Floodplain Soil FF-21 K10654 6/1/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 0.559 J 0 mg/kg 12796860.3 302334

ARCADIS Floodplain Soil FF-26 K10659 6/1/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 0 UJ 0.094 mg/kg 12794787.25 305772

ARCADIS Floodplain Soil FF-36 K10679 6/1/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 1.4 0 mg/kg 12794351.18 329805

ARCADIS Floodplain Soil FF-37 K10676 6/1/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 5.08 0 mg/kg 12794536.54 330452

ARCADIS Floodplain Soil FF-40 K10665 6/1/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 5.79 0 mg/kg 12790174.7 337103

ARCADIS Floodplain Soil FF-43 K10682 6/1/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 1.48 0 mg/kg 12788659.1 338457

ARCADIS Floodplain Soil FF-49 K10741 6/7/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 0.369 J 0 mg/kg 12780977.47 342077

ARCADIS Floodplain Soil FF-51 K10721 6/7/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 3.26 0 mg/kg 12780914.24 345183

 Floodplain Soil Dataset:  Surrogates for Estimating Residential Exposure
Area 1, OU5 Kalamazoo River

Table E-4
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Dataset ID Matrix ID Station ID Sample ID
Collection 

Date Sample Description
Start 

Depth
End 

Depth
Depth 
Unit Parameter Result Result Flag

Detection 
Limit Units Easting Northing

 Floodplain Soil Dataset:  Surrogates for Estimating Residential Exposure
Area 1, OU5 Kalamazoo River

Table E-4

ARCADIS Floodplain Soil FF-22 K10820 7/7/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 0.47 J 0 mg/kg 12796112.37 303452

ARCADIS Floodplain Soil FF-30 K10822 7/7/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 1.43 J 0 mg/kg 12796233.72 311685

ARCADIS Floodplain Soil FF-38 K10828 7/7/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 1.5 J 0 mg/kg 12793522.59 332003

ARCADIS Floodplain Soil FF-27 K10846 7/19/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 1.32 0 mg/kg 12794660.15 307494

MDEQ SOIL 025RS 7/20/00

MORROW DAM TO MAIN ST 
BRIDGE - PLAINWELL, UP TO 
CORK STREET - PORTAGE 
CREEK 0.0 2.0 in Total PCBs 7.42 AD,AF,DF 0 mg/kg 12789241.25 336616.7193

ARCADIS Floodplain Soil FF-39 K10870 7/21/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 0 U 0.1 mg/kg 12791104.24 336100

ARCADIS Floodplain Soil FF-42 K10867 7/21/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 2.7 J 0 mg/kg 12788625.26 337329

MDEQ SOIL LB1 7/21/00

MORROW DAM TO MAIN ST 
BRIDGE - PLAINWELL, UP TO 
CORK STREET - PORTAGE 
CREEK 0.0 2.0 in Total PCBs 4.17 AD,AF,AG,DF 0 mg/kg 12788388.61 337216.0429

MDEQ SOIL LB2 7/21/00

MORROW DAM TO MAIN ST 
BRIDGE - PLAINWELL, UP TO 
CORK STREET - PORTAGE 
CREEK 0.0 2.0 in Total PCBs 0.12 0 mg/kg 12791032.91 336051.1180

MDEQ SOIL LB3 7/21/00

MORROW DAM TO MAIN ST 
BRIDGE - PLAINWELL, UP TO 
CORK STREET - PORTAGE 
CREEK 0.0 2.0 in Total PCBs 0.06 0 mg/kg 12793690.55 335236.0759

MDEQ SOIL LB4 7/21/00

MORROW DAM TO MAIN ST 
BRIDGE - PLAINWELL, UP TO 
CORK STREET - PORTAGE 
CREEK 0.0 2.0 in Total PCBs 61.20 AD,AF,DF 0 mg/kg 12794850.21 325137.7877

ARCADIS Floodplain Soil FF-47 K10876 8/4/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 5.85 J 0 mg/kg 12781379.68 342614

ARCADIS Floodplain Soil FF-50 K10873 8/4/00
Kalamazoo River/Portage Creek 
Floodplain Soils 0 6 in Total PCBs 0.126 J 0 mg/kg 12780843.19 342520

MDEQ SOIL SL002 E30H1 5/31/01
MAIN ST BRIDGE-PLAINWELL 
TO PLAINWELL DAM 0.0 6.0 in Total PCBs 5330.00 0 ug/kg 12778321.30 347890.8000

MDEQ SOIL SD023 E30K0 6/1/01
MAIN ST BRIDGE-PLAINWELL 
TO PLAINWELL DAM 0.0 6.0 in Total PCBs 669.00 0 ug/kg 12779000.15 347178.1414

MDEQ SOIL SD024 E30K8 6/1/01
MAIN ST BRIDGE-PLAINWELL 
TO PLAINWELL DAM 0.0 4.0 in Total PCBs 2410.00 0 ug/kg 12779056.18 347299.7026

ARCADIS Floodplain Soil KRT12-TB-A K25807 1/8/08 Floodplain Soil Sampling 0 6 in Total PCBs 9.16 0 mg/kg 12780512.8 342951
ARCADIS Floodplain Soil KRT12-TB-B K25811 1/8/08 Floodplain Soil Sampling 0 6 in Total PCBs 2.54 0 mg/kg 12780626.3 343045
ARCADIS Floodplain Soil KRT13-TB-B K25814 1/8/08 Floodplain Soil Sampling 0 6 in Total PCBs 0.594 0 mg/kg 12780299.9 346666
ARCADIS Floodplain Soil KRT14-TB-A K25816 1/8/08 Floodplain Soil Sampling 0 6 in Total PCBs 0 U 0.059 mg/kg 12780403.4 342489
ARCADIS Floodplain Soil KRT14-TB-B K25820 1/8/08 Floodplain Soil Sampling 0 6 in Total PCBs 0 U 0.059 mg/kg 12780443.7 342588
ARCADIS Floodplain Soil KRT15-TB-A K25823 1/8/08 Floodplain Soil Sampling 0 6 in Total PCBs 0.071 0 mg/kg 12778276.4 344589
ARCADIS Floodplain Soil KRT15-TB-B K25826 1/8/08 Floodplain Soil Sampling 0 6 in Total PCBs 4.8 0 mg/kg 12778341.8 344621
ARCADIS Floodplain Soil P2BN-03 K26341 6/23/08 Top-of-Bank Soil Sampling 0 6 in Total PCBs 0.041 J 0 mg/kg 12780907.3 342058
ARCADIS Floodplain Soil P2BS-02 K26371 6/23/08 Top-of-Bank Soil Sampling 0 6 in Total PCBs 0 U 0.056 mg/kg 12780211.5 342609
ARCADIS Floodplain Soil P2BN-01 K26427 6/24/08 Top-of-Bank Soil Sampling 0 6 in Total PCBs 0 U 0.052 mg/kg 12779758.3 343094
ARCADIS Floodplain Soil P2BS-01 K26430 6/24/08 Top-of-Bank Soil Sampling 0 6 in Total PCBs 0 U 0.054 mg/kg 12779706.2 343037

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Study

December 19, 2014 

Project No.: 3293131541 E-8



Dataset ID Matrix ID Station ID Sample ID
Collection 

Date Sample Description
Start 

Depth
End 

Depth
Depth 
Unit Parameter Result Result Flag

Detection 
Limit Units Easting Northing

 Floodplain Soil Dataset:  Surrogates for Estimating Residential Exposure
Area 1, OU5 Kalamazoo River

Table E-4

ARCADIS Soil CVS-01 K26440B 7/7/09
2009/2010 Crown Vantage 
Investigation 0 6 in Total PCBs 0 U 0.053 mg/kg 12795140.9 305875

ARCADIS Soil CVS-02 K26443 7/7/09
2009/2010 Crown Vantage 
Investigation 0 6 in Total PCBs 0.2 0 mg/kg 12794852.2 306189

ARCADIS Soil CVS-03 K26447 7/7/09
2009/2010 Crown Vantage 
Investigation 0 6 in Total PCBs 0.11 0 mg/kg 12794794.5 306261

ARCADIS Soil CVS-04 K26451 7/7/09
2009/2010 Crown Vantage 
Investigation 0 6 in Total PCBs 0.283 J 0 mg/kg 12794623.7 307200

ARCADIS Soil CVS-05 K26454 7/7/09
2009/2010 Crown Vantage 
Investigation 0 6 in Total PCBs 0.207 J 0 mg/kg 12794607 307285

ARCADIS Soil CVS-06 K26456 7/7/09
2009/2010 Crown Vantage 
Investigation 0 6 in Total PCBs 0 U 0.091 mg/kg 12794764.4 307360

ARCADIS Soil CVS-07 K26460 7/8/09
2009/2010 Crown Vantage 
Investigation 0 6 in Total PCBs 0 U 0.09 mg/kg 12794754.5 307485

ARCADIS Soil CVS-08 K26463 7/8/09
2009/2010 Crown Vantage 
Investigation 0 6 in Total PCBs 1.55 0 mg/kg 12794732.3 307676

ARCADIS Soil CVS-09 K26467 7/8/09
2009/2010 Crown Vantage 
Investigation 0 6 in Total PCBs 0 U 0.074 mg/kg 12795126.3 307518

ARCADIS Soil CVS-10 K26470 7/8/09
2009/2010 Crown Vantage 
Investigation 0 6 in Total PCBs 0.143 J 0 mg/kg 12795121.4 307571

Prepared By/Date:  MKB 07/11/2013
Checked By/Date: LSV 07/11/2013
Revised By/Data: MTP 07/26/2013
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64 45

41 19

0.2969

0.03 -3.507

61.2 4.114

3.114 -0.338

9.133 1.772

0.052 -2.957

0.27 -1.309

34

30

0.5313

0.323 0.966

0.945 0.945

2.202 -1.223

7.763 2.035

3.822 5.148

N/A

-1.239

2.056

2.201

7.763

3.821

4.02

5.109

5.365

Table E-5
ProUCL Output:  Floodplain Soil Surrogate Data for Residential Exposure (all data points)

Area 1, OU5 Kalamazoo River

   95% H-UCL

   95% t UCL

   95% Percentile Bootstrap UCL

   95% BCA Bootstrap UCL

SD in Log Scale

Mean in Original Scale

SD in Original Scale

Maximum Likelihood Estimate(MLE) Method Log ROS Method

MLE yields a negative mean Mean in Log Scale

Mean Mean

SD SD

   95% DL/2 (t) UCL    95%  H-Stat (DL/2) UCL

Assuming Normal Distribution Assuming Lognormal Distribution

DL/2 Substitution Method DL/2 Substitution Method

Shapiro Wilk Test Statistic Shapiro Wilk Test Statistic

5% Shapiro Wilk Critical Value 5% Shapiro Wilk Critical Value

Data not Normal at 5% Significance Level Data appear Lognormal at 5% Significance Level

Observations < Largest ND are treated as NDs Single DL Non-Detect Percentage

UCL Statistics

Normal Distribution Test with Detected Values Only Lognormal Distribution Test with Detected Values Only

Note: Data have multiple DLs - Use of KM Method is recommended Number treated as Non-Detect

For all methods (except KM, DL/2, and ROS Methods), Number treated as Detected

SD of Detected SD of Detected

Minimum Non-Detect Minimum Non-Detect

Maximum Non-Detect Maximum Non-Detect

Minimum Detected Minimum Detected

Maximum Detected Maximum Detected

Mean of Detected Mean of Detected

Number of Distinct Detected Data Number of Non-Detect Data

Percent Non-Detects

Raw Statistics Log-transformed Statistics

PCBs FP

General Statistics

Number of Valid Data Number of Detected Data

Full Precision   OFF

Confidence Coefficient   0.95

Number of Bootstrap Operations   2000

General UCL Statistics for Data Sets with Non-Detects

User Selected Options

From File   WorkSheet.wst

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Study
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Table E-5
ProUCL Output:  Floodplain Soil Surrogate Data for Residential Exposure (all data points)

Area 1, OU5 Kalamazoo River

0.425

7.325

38.27

1.444

0.828

0.828 2.203

0.14 7.702

0.974

3.828

3.804

3.823

0.000001 7.682

61.2 4.139

2.19 4.106

0.205 6.447

7.766 8.283

0.153 11.89

14.27

19.64

10.58 6.447

4.063

4.123

Prepared By/Date:  MKB 07/26/2013
Checked By/Date: LMS 07/26/2013

Note: Suggestions regarding the selection of a 95% UCL are provided to help the user to select the most appropriate 95% UCL.

These recommendations are based upon the results of the simulation studies summarized in Singh, Maichle, and Lee (2006).

For additional insight, the user may want to consult a statistician.

   95% Gamma Approximate UCL (Use when n >= 40)

   95% Adjusted Gamma UCL (Use when n < 40)

Note: DL/2 is not a recommended method.

Theta star

Nu star Potential UCLs to Use

AppChi2    95% KM (Chebyshev) UCL

Median 95% KM (Chebyshev) UCL

SD 97.5% KM (Chebyshev) UCL

k star 99% KM (Chebyshev) UCL

Minimum    95% KM (bootstrap t) UCL

Maximum    95% KM (BCA) UCL

Mean    95% KM (Percentile Bootstrap) UCL

   95% KM (t) UCL

Assuming Gamma Distribution    95% KM (z) UCL

Gamma ROS Statistics using Extrapolated Data    95% KM (jackknife) UCL

K-S Test Statistic Mean

5% K-S Critical Value SD

Data follow Appr. Gamma Distribution at 5% Significance Level SE of Mean

A-D Test Statistic Nonparametric Statistics

5% A-D Critical Value Kaplan-Meier (KM) Method

k star (bias corrected) Data Follow Appr. Gamma Distribution at 5% Significance Level

Theta Star

nu star

Gamma Distribution Test with Detected Values Only Data Distribution Test with Detected Values Only

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 
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63 44

40 19

1 30.16%

0.03 -3.507

9.16 2.215

1.794 -0.439

2.259 1.656

0.052 -2.957

0.27 -1.309

34

29

53.97%

0.773 0.94

0.944 0.944

1.266 -1.308

2.049 1.934

1.697 3.665

N/A

-1.285

1.913

1.266

2.049

1.697

1.704

1.751

3.546   95% H-UCL

   95% t UCL

   95% Percentile Bootstrap UCL

   95% BCA Bootstrap UCL

SD in Log Scale

Mean in Original Scale

SD in Original Scale

Maximum Likelihood Estimate(MLE) Method Log ROS Method

MLE yields a negative mean Mean in Log Scale

Mean Mean

SD SD

   95% DL/2 (t) UCL    95%  H-Stat (DL/2) UCL

Assuming Normal Distribution Assuming Lognormal Distribution

DL/2 Substitution Method DL/2 Substitution Method

Shapiro Wilk Test Statistic Shapiro Wilk Test Statistic

5% Shapiro Wilk Critical Value 5% Shapiro Wilk Critical Value

Data not Normal at 5% Significance Level Data not Lognormal at 5% Significance Level

Observations < Largest ND are treated as NDs Single DL Non-Detect Percentage

UCL Statistics

Normal Distribution Test with Detected Values Only Lognormal Distribution Test with Detected Values Only

Note: Data have multiple DLs - Use of KM Method is recommended Number treated as Non-Detect

For all methods (except KM, DL/2, and ROS Methods), Number treated as Detected

SD of Detected SD of Detected

Minimum Non-Detect Minimum Non-Detect

Maximum Non-Detect Maximum Non-Detect

Minimum Detected Minimum Detected

Maximum Detected Maximum Detected

Mean of Detected Mean of Detected

Number of Distinct Detected Data Number of Non-Detect Data

Number of Missing Values Percent Non-Detects

Raw Statistics Log-transformed Statistics

PCBs FP

General Statistics

Number of Valid Data Number of Detected Data

Table E-6
ProUCL Output:  Floodplain Soil Surrogate Data for Residential Exposure (high excluded)

Area 1, OU5 Kalamazoo River

Full Precision   OFF

Confidence Coefficient   95%

Number of Bootstrap Operations   2000

General UCL Statistics for Data Sets with Non-Detects

User Selected Options

From File   WorkSheet.wst
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Table E-6
ProUCL Output:  Floodplain Soil Surrogate Data for Residential Exposure (high excluded)

Area 1, OU5 Kalamazoo River

0.577

3.109

50.78

0.729

0.804

0.804 1.266

0.14 2.032

0.259

1.699

1.692

1.697

0.000001 1.826

9.16 1.722

1.253 1.717

0.2 2.395

2.056 2.884

0.165 3.843

7.612

20.74

11.4 1.722

2.28

2.313

Prepared By/Date:  MKB 07/26/2013
Checked By/Date: LMS 07/26/2013

Note: Suggestions regarding the selection of a 95% UCL are provided to help the user to select the most appropriate 95% UCL.

These recommendations are based upon the results of the simulation studies summarized in Singh, Maichle, and Lee (2006).

For additional insight, the user may want to consult a statistician.

   95% Gamma Approximate UCL (Use when n >= 40)

   95% Adjusted Gamma UCL (Use when n < 40)

Note: DL/2 is not a recommended method.

Theta star

Nu star Potential UCLs to Use

AppChi2    95% KM (BCA) UCL

Median 95% KM (Chebyshev) UCL

SD 97.5% KM (Chebyshev) UCL

k star 99% KM (Chebyshev) UCL

Minimum    95% KM (bootstrap t) UCL

Maximum    95% KM (BCA) UCL

Mean    95% KM (Percentile Bootstrap) UCL

   95% KM (t) UCL

Assuming Gamma Distribution    95% KM (z) UCL

Gamma ROS Statistics using Extrapolated Data    95% KM (jackknife) UCL

K-S Test Statistic Mean

5% K-S Critical Value SD

Data appear Gamma Distributed at 5% Significance Level SE of Mean

A-D Test Statistic Nonparametric Statistics

5% A-D Critical Value Kaplan-Meier (KM) Method

k star (bias corrected) Data appear Gamma Distributed at 5% Significance Level

Theta Star

nu star

Gamma Distribution Test with Detected Values Only Data Distribution Test with Detected Values Only
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n % n %

Backwater 1 25% 3 75%
Confluence 1 25% 3 75%
Left Channel 45 23% 153 77%
Mid Channel 4 3% 126 97%
Right Channel 25 15% 145 85%

Backwater 1 25% 3 75%
Confluence 1 25% 3 75%
Left Channel 24 12% 174 88%
Mid Channel 3 2% 127 98%
Right Channel 9 5% 161 95%

Backwater 1 25% 3 75%
Confluence 1 25% 3 75%
Left Channel 17 9% 181 91%
Mid Channel 2 2% 128 98%
Right Channel 6 4% 164 96%

Backwater 0 0% 4 100%
Confluence 0 0% 4 100%
Left Channel 9 5% 189 95%
Mid Channel 2 2% 128 98%
Right Channel 6 4% 164 96%

Backwater 0 0% 4 100%
Confluence 0 0% 4 100%
Left Channel 4 2% 194 98%
Mid Channel 2 2% 128 98%
Right Channel 4 2% 166 98%

PREPARED/DATE: LSV 7/23/13
CHECKED/DATE: NTG 7/23/13

Table F-1
Shallow Sediment (0-6") PCB RAL Analysis by Transverse Location Category

Area 1 Sections 2-4, OU5 Kalamazoo River

Channel Location
Samples

Above RAL
Samples Below or 

Equal to RAL

RAL = 1 mg/kg PCB

RAL = 2 mg/kg PCB

RAL = 5 mg/kg PCB

RAL = 10 mg/kg PCB

RAL = 50 mg/kg PCB

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Study

December 19, 2014 
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n % n %

Backwater 1 25% 3 75%
Confluence 3 100% 0 0%
Left Channel 38 33% 78 67%
Mid Channel 7 11% 58 89%
Right Channel 12 14% 73 86%

Backwater 1 25% 3 75%
Confluence 2 67% 1 33%
Left Channel 31 27% 85 73%
Mid Channel 6 9% 59 91%
Right Channel 7 8% 78 92%

Backwater 1 25% 3 75%
Confluence 1 33% 2 67%
Left Channel 22 19% 94 81%
Mid Channel 4 6% 61 94%
Right Channel 5 6% 80 94%

Backwater 0 0% 4 100%
Confluence 1 33% 2 67%
Left Channel 20 17% 96 83%
Mid Channel 2 3% 63 97%
Right Channel 5 6% 80 94%

Backwater 0 0% 4 100%
Confluence 0 0% 3 100%
Left Channel 10 9% 106 91%
Mid Channel 0 0% 65 100%
Right Channel 2 2% 83 98%

PREPARED/DATE: LSV 7/23/13
CHECKED/DATE: NTG 7/23/13

Table F-2

Area 1 Sections 2-4, OU5 Kalamazoo River

Channel Location
Samples 

Above RAL
Samples Below or 

Equal to RAL

Deep Sediment (>6") PCB RAL Analysis by Transverse Location Category

RAL = 1 mg/kg PCB

RAL = 2 mg/kg PCB

RAL = 5 mg/kg PCB

RAL = 10 mg/kg PCB

RAL = 50 mg/kg PCB

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 
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n % n %

low 35 17% 174 83%
moderate 13 8% 150 92%
high 18 20% 71 80%

low 18 9% 191 91%
moderate 4 2% 159 98%
high 11 12% 78 88%

low 14 7% 195 93%
moderate 4 2% 159 98%
high 7 8% 82 92%

low 9 4% 200 96%
moderate 2 1% 161 99%
high 6 7% 83 93%

low 4 2% 205 98%
moderate 1 1% 162 99%
high 5 6% 84 94%

PREPARED/DATE: LSV 7/23/13
CHECKED/DATE: NTG 7/23/13

Table F-3

Slope
Category

RAL = 1 mg/kg PCB

RAL = 2 mg/kg PCB

RAL = 5 mg/kg PCB

RAL = 10 mg/kg PCB

RAL = 50 mg/kg PCB

Shallow Sediment (0-6") PCB RAL Analysis by Slope Category
Area 1 Sections 2-4, OU5 Kalamazoo River

Samples
Above RAL

Samples Below or
Equal to RAL
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n % n %

low 32 24% 101 76%
moderate 5 8% 59 92%
high 18 35% 34 65%

low 24 18% 109 82%
moderate 2 3% 62 97%
high 17 33% 35 67%

low 17 13% 116 87%
moderate 2 3% 62 97%
high 11 21% 41 79%

low 14 11% 119 89%
moderate 2 3% 62 97%
high 10 19% 42 81%

low 6 5% 127 95%
moderate 0 0% 64 100%
high 6 12% 46 88%

PREPARED/DATE: LSV 7/23/13
CHECKED/DATE: NTG 7/23/13

Table F-4
Deep Sediment (>6") PCB RAL Analysis by Slope Category

Area 1 Sections 2-4, OU5 Kalamazoo River

Samples
Above RAL

Samples Below or
Equal to RALSlope

Category

RAL = 2 mg/kg PCB

RAL = 5 mg/kg PCB

RAL = 10 mg/kg PCB

RAL = 50 mg/kg PCB

RAL = 1 mg/kg PCB

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 
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n % n %

Inside Curve 24 24% 77 76%
Midchannel in Curve 2 3% 72 97%
Outside Curve 18 18% 82 82%
Straight 31 14% 192 86%

Inside Curve 13 13% 88 87%
Midchannel in Curve 2 3% 72 97%
Outside Curve 8 8% 92 92%
Straight 14 6% 209 94%

Inside Curve 9 9% 92 91%
Midchannel in Curve 2 3% 72 97%
Outside Curve 6 6% 94 94%
Straight 9 4% 214 96%

Inside Curve 9 9% 92 91%
Midchannel in Curve 2 3% 72 97%
Outside Curve 5 5% 95 95%
Straight 1 0% 222 100%

Inside Curve 5 5% 96 95%
Midchannel in Curve 2 3% 72 97%
Outside Curve 3 3% 97 97%
Straight 0 0% 223 100%

PREPARED/DATE: LSV 7/23/13
CHECKED/DATE: NTG 7/23/13

Table F-5
Shallow Sediment (0-6") PCB RAL Analysis by Curve Position Category

Area 1 Sections 2-4, OU5 Kalamazoo River

Samples
Above RAL

Samples Below or
Equal to RALCurve Position

RAL = 50 mg/kg PCB

RAL = 10 mg/kg PCB

RAL = 5 mg/kg PCB

RAL = 2 mg/kg PCB

RAL = 1 mg/kg PCB

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 
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December 19, 2014 
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n % n %

Inside Curve 26 40% 39 60%
Midchannel in Curve 5 13% 33 87%
Outside Curve 8 16% 41 84%
Straight 19 17% 94 83%

Inside Curve 24 37% 41 63%
Midchannel in Curve 4 11% 34 89%
Outside Curve 6 12% 43 88%
Straight 11 10% 102 90%

Inside Curve 16 25% 49 75%
Midchannel in Curve 3 8% 35 92%
Outside Curve 5 10% 44 90%
Straight 8 7% 105 93%

Inside Curve 15 23% 50 77%
Midchannel in Curve 1 3% 37 97%
Outside Curve 5 10% 44 90%
Straight 7 6% 106 94%

Inside Curve 10 15% 55 85%
Midchannel in Curve 0 0% 38 100%
Outside Curve 1 2% 48 98%
Straight 1 1% 112 99%

PREPARED/DATE: LSV 7/23/13
CHECKED/DATE: NTG 7/23/13

Figure F-6
Deep Sediment (>6") PCB RAL Analysis by Curve Position Category

Area 1 Sections 2-4, OU5 Kalamazoo River

Curve Position
Samples

Above RAL
Samples Below or

Equal to RAL

RAL = 1 mg/kg PCB

RAL = 2 mg/kg PCB

RAL = 5 mg/kg PCB

RAL = 10 mg/kg PCB

RAL = 50 mg/kg PCB

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 
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Figure F-1 
Box and Whisker Plots of Shallow (0-6”) PCB Data by Transverse Location 

 
Notes: 
1. Boxes extend from lower quartile value (25%) to upper quartile value (75%). The median value is shown as a bold 

line inside the box. Whiskers extend 1.5 times the inter-quartile range (i.e., box height) above and below the box. 
Whiskers do not appear equal length due to log scale. 

2. Numbers inside each box represent the total number of data points in that geomorphic category. 
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Figure F-2 
Box and Whisker Plots of Deep (>6”) PCB Data by Transverse Location 

 
 

Notes: 
1. Boxes extend from lower quartile value (25%) to upper quartile value (75%). The median value is shown as a bold 

line inside the box. Whiskers extend 1.5 times the inter-quartile range (i.e., box height) above and below the box. 
Whiskers do not appear equal length due to log scale. 

2. Numbers inside each box represent the total number of data points in that geomorphic category. 
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Figure F-3 
Box and Whisker Plots of Shallow (0-6”) PCB Data by Slope Category 

 

Notes: 
1. Boxes extend from lower quartile value (25%) to upper quartile value (75%). The median value is 

shown as a bold line inside the box. Whiskers extend 1.5 times the inter-quartile range (i.e., box 
height) above and below the box. Whiskers do not appear equal length due to log scale. 

2. Numbers inside each box represent the total number of data points in that geomorphic category. 
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Figure F-4 
Box and Whisker Plots of Deep (>6”) PCB Data by Slope Category 

 

 

Notes: 
1. Boxes extend from lower quartile value (25%) to upper quartile value (75%). The median value is 

shown as a bold line inside the box. Whiskers extend 1.5 times the inter-quartile range (i.e., box 
height) above and below the box. Whiskers do not appear equal length due to log scale. 

2. Numbers inside each box represent the total number of data points in that geomorphic category. 
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Figure F-5 
Box and Whisker Plots of Shallow (0-6”) PCB Data by Curve Position 

 
 

Notes: 
1. Boxes extend from lower quartile value (25%) to upper quartile value (75%). The median value is shown as a bold 

line inside the box. Whiskers extend 1.5 times the inter-quartile range (i.e., box height) above and below the box. 
Whiskers do not appear equal length due to log scale. 

2. Numbers inside each box represent the total number of data points in that geomorphic category. 
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Figure F-6 
Box and Whisker Plots of Deep (>6”) PCB Data by Curve Position 

 
 

Notes: 
3. Boxes extend from lower quartile value (25%) to upper quartile value (75%). The median value is shown as a bold 

line inside the box. Whiskers extend 1.5 times the inter-quartile range (i.e., box height) above and below the box. 
Whiskers do not appear equal length due to log scale. 

4. Numbers inside each box represent the total number of data points in that geomorphic category. 
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Appendix G 
Summary of PCB RAL Evaluation for Floodplain Soil 
Source: Area 1 Alternatives Screening Technical Memorandum (ARCADIS 2012b) 

A range of RALs was considered to compare incremental risk reduction to the current post-TCRA 
conditions. Candidate PCB RALs of 0.5, 5, 10, 15, 20, and 25 mg/kg were evaluated for floodplain 
soil within the formerly-inundated area in the former Plainwell Impoundment and Plainwell No. 2 
Dam Area (evaluation areas). The evaluation of each RAL began with identification of areas 
where surface (0-6 inch depth interval) soil PCB concentrations are currently greater than the 
specified RAL. The identification of areas was based on the spatially interpolated surface (natural 
neighbor interpolation) soil PCB concentration map developed for the Area 1 TBERA (ARCADIS 
2012d) for post-removal action conditions in the former Plainwell Impoundment and the Plainwell 
No. 2 Dam Area. Discontinuous areas smaller than ¼ acre were not included in the footprint 
identified for each RAL. A sensitivity analysis was conducted to determine if this quarter acre size-
cut off had a significant impact on the estimation of area, and it was found to have little impact. 
Further detail is presented in Attachment 1 of this Appendix. 

The distribution of available soil PCB concentrations in the natural floodplain outside of the two 
TCRA areas was evaluated and compared to the PRG. A detailed RAL analysis was not 
conducted for those areas due to the small data set and the generally lower soil PCB 
concentrations observed. Only one out of 68 samples exhibited PCB concentrations above the 
selected 11 mg/kg PRG. These data along with a 95% UCL exposure concentration (2.55 – 6.28 
mg/kg) are presented in Section 6.0. 

The RAL analysis was performed by identifying areas greater than a quarter acre with soil 
concentrations exceeding each RAL within the evaluation area. Sample locations within the 
identified areas that were greater than each RAL were then replaced with a post-excavation PCB 
concentration of 0.078 mg/kg, which represents the assumed PCB concentration of clean backfill 
placed after excavation.  A circular-shaped moving window of 1, 2, and 11 acres centered on grid 
points spaced in 1-foot increments was then run over the evaluation area with the replacement 
value data to calculate post-remediation EPCs.  A moving window of 1 acre represents the home 
range for the shrew.  A 2-acre moving window represents the home range for the American robin 
and house wren, and an 11–acre moving window represents the home range for the American 
woodcock.   

An array of 1acre home ranges placed in non-overlapping adjacent circles across the former 
Plainwell Impoundment produces 57, 1-acre home ranges in this area. The array of 1-acre 
overlapping home ranges centered on the 1-foot grid produces over 2.5 million possible EPCs. 
The latter approach was used to estimate exposure area boundaries exceeding each RAL (i.e., 
with a  one-foot resolution) to prevent underestimation of EPCs as a result of arbitrary placement 
of home range boundaries. Analysis of the EPCs generated for all three home range sizes 
indicated that the use of 1- and 2- acre moving windows results in higher EPC estimates than 
using an 11acre moving window (Figure G-1). Therefore, this evaluation focused on the 1- and 2-
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acre estimates because they are considered protective of the American woodcock. Further details 
on this process are included in Attachment 1.  

Implementation of an RAL of 0.5 mg/kg would result in removal of the vast majority of the 
unremediated portions of the floodplain soil in both the former Plainwell Impoundment 
(Figure G-2) and Plainwell No. 2 Dam Area (Figure G-3), as well as large areas of the natural 
floodplain in other parts of Area 1. The resulting EPCs based on 1- and 2-acre moving windows 
would fall below 0.5 mg/kg. As such, the 0.5 mg/kg RAL scenario would be protective of 100% of 
the home ranges of the receptors (i.e., soil PCB concentrations would be below the RBC for the 
most sensitive receptor, see below). Thus, a formal moving window home range analysis was not 
necessary for this scenario. The remainder of the RAL evaluation focuses on the RALs of 5, 10, 
15, 20 and 25 mg/kg.  

Figure G-4 shows the distribution of EPCs for the evaluation area, based on the 1-acre and 2-acre 
moving windows for pre-TCRA conditions, current (post-TCRA) conditions, and each RAL 
scenario. As shown on this graph, the completed TCRA actions in the former Plainwell 
Impoundment and the Plainwell No. 2 Dam Area resulted in a significant reduction in EPCs, 
reducing the 75th percentile EPC from approximately 10 mg/kg to 4 mg/kg under current 
conditions for the 1acre scenario. A similar reduction is observed for the 2-acre moving window 
EPCs.  

 Figure G-5 shows cumulative frequency plots of the EPCs based on the 1- and 2-acre moving 
windows for the former Plainwell Impoundment and the Plainwell No. 2 Dam Area. Figure G-6 
provides a summary of the performance of each candidate RAL based on percent of possible 
home ranges within a given area that are below the RBC values for the various ecological 
receptors. 

To provide risk managers with an understanding of the relationships among the candidate RALs 
and the full range of ecological receptor RBCs (independent of relative uncertainty considerations 
among RBC values), the results are also presented in comparison to a series of concentration 
intervals that are not based on the Area 1 TBERA results, but span the range of RBCs for the 
types of receptors found to potentially be at risk, if present in these areas. The 1- and 2-acre 
moving window results for the two evaluation areas are shown on Figures G-7 through G9. 

Area and Volume Estimates 
The areas and volumes associated with each of the candidate RAL scenarios are summarized in 
Table G-1 for two removal scenarios.  The volumes shown in Table G-1 may vary from those 
used to estimate costs in Section 5 and Appendix H, because the latter volumes were increased 
by a factor to account for additional excavation needed to reach a given location and adjustments 
that may be made in the field.  

The first scenario is based on an assumed uniform soil removal thickness of 1 foot, presuming 
that one foot of clean backfill would be placed over the excavation area to provide at least 6 
inches of new soil habitat to reduce ecological exposure risk. The second scenario provides 
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approximate removal volumes associated with achieving a cleanup goal of 5 mg/kg. The second 
scenario volumes were calculated using a natural neighbor interpolation between sample data 
within the former impoundment area to estimate the excavation depths that would be needed to 
remove PCB concentrations greater than 5 mg/kg within the area of remediation. Figure G-10 
illustrates the interpolation performed to identify the depth required to capture PCB concentrations 
greater than 5 mg/kg for the former Plainwell Impoundment.  

 
Table G-1. Surface Areas and Volumes within the former Plainwell  
Impoundment and the Plainwell No. 2 Dam Area Associated with  

5, 10, 15, 20, and 25 mg/kg Candidate RAL Scenarios 

RAL (mg/kg) 
Area of 

Remediation 
(acres) 

Volume to  
1 foot depth  
(cubic yards) 

Volume to  
< 5 mg/kg 

(cubic yards) 
Former Plainwell Impoundment 

5 26 43,000 42,000 
10 17 28,000 31,000 
15 12 19,000 24,000 
20 7 11,000 15,000 
25 4 6,600 9,000 

Plainwell No. 2 Dam Area 
5 12 19,000 8,800 

10 3 5,000 3,100 
 

The areas and volumes associated with the RAL of 0.5 mg/kg are summarized in Table G-2. The 
volumes in Table G-2 are based on an assumed uniform soil removal depth of 1 foot (see 
rationale for Table G-1 scenario 1 above). 

 

Table G-2. Areas and Volumes Associated with the 0.5 mg/kg RAL Scenario 

Area Area of Remediation 
(acres) 

Volume  
(cubic yards) 

Former Plainwell Impoundment  39 63,000 
Plainwell No. 2 Dam Area 75 120,000 
Natural floodplain upstream of 
Plainwell No. 2 Dam Area 660 1,100,000 

Natural floodplain between the former 
Plainwell impoundment and Plainwell 
No. 2 Dam Area 

75 120,000 

Total: 850 1,400,000 
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Assessment of RALs and Receptor RBCs 
The evaluation of each RAL is based on the protectiveness to potential receptors and the scale of 
the possible remedy. Table G-3 summarizes the area, volumes, and protectiveness of each RAL 
scenario for the various ecological receptors for which possible risk was identified in the Area 1 
TBERA (ARCADIS, 2012d). Under current (i.e., post-TCRA) conditions, no unacceptable risk was 
identified for carnivorous birds and mammals and mid-range sensitivity birds. There is also no 
unacceptable risk identified for vermivorous mammals and high sensitivity birds under current 
conditions in the Plainwell No. 2 Dam area.  Below is a summary listing changes in home ranges 
protected following the former Plainwell Impoundment and Plainwell No. 2 Dam area TCRAs. 

Former Plainwell Impoundment (see Attachment 1 Figure A-39) 

• 48% of home ranges were protective for vermivorous mammals pre-TCRA 
• 82% of home ranges were protective for vermivorous mammals in current conditions  
• 59% of home ranges were protective for high sensitivity birds pre-TCRA 
• 96% of home ranges were protective for high sensitivity birds in current conditions 

 
Plainwell No. 2 Dam Area (see Attachment 1 Figure A-40) 

• 97% of home ranges were protective for vermivorous mammals pre-TCRA 
• 100% of home ranges were protective for vermivorous mammals in current conditions  
• 98% of home ranges were protective for high sensitivity birds pre-TCRA 
• 100% of home ranges were protective for high sensitivity birds in current conditions 

 
In addition to the RBCs from the Area 1 TBERA, the original RBC for the American robin (site-
specific NOAEL-based RBC = 6.5 mg/kg; site-specific LOAEL-based RBC = 8.1 mg/kg; geometric 
mean RBC = 7.2 mg/kg) from the Site-Wide BERA (CDM 2003) is also included in this evaluation. 
For highly exposed, high sensitivity species with a predominantly vermivorous diet (i.e., greater 
than 40% terrestrial invertebrates), the RBC from the Site-wide BERA (CDM 2003a) was updated 
in the Area 1 TBERA by revising dietary inputs at the direction of USEPA. The robin-based RBCs 
from the Area 1 TBERA that were calculated with specific input from USEPA to reduce uncertainty 
in the model used in the Site-Wide BERA (site-specific NOAEL-based RBC = 13 mg/kg; site-
specific LOAEL-based RBC = 16 mg/kg; geometric mean RBC = 14 mg/kg) are included as a 
means of considering additional uncertainty that may exist with the exposure models. The 
protectiveness percentages shown in Table G-3 are based on the geometric mean of NOAEL and 
LOAEL-based RBCs to facilitate comparison between RALs. The NOAEL, LOAEL, and geometric 
mean values considered for each approach for each receptor are listed in Table G-4.  

RAL Analysis Summary 
The current conditions and the associated incremental risk reduction for each RAL scenario are 
summarized below based on the home range analyses performed for the former Plainwell 
Impoundment and Plainwell No. 2 Dam Area. The RAL analysis is based on residual (post-TCRA) 
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soil PCB concentrations in these areas. Home range analysis for each of the candidate RALs 
from 5 to 25 mg/kg was performed for the former Plainwell Impoundment. Home range analysis 
for the Plainwell No. 2 Dam Area was performed only for RALs of 5 mg/kg and 10 mg/kg because 
residual (post-TCRA) soil PCB concentrations are already below 15 mg/kg in this area. Only the 
RAL of 0.5 mg/kg was considered for all of Area 1 (including both TCRA areas), though a formal 
home range analysis was not performed for this RAL as it would result in residual PCB 
concentrations throughout Area 1 that are below the RBCs for the highest sensitivity receptors.  

Current Conditions: As shown in Table G-3, current conditions are protective of a high 
percentage of possible home ranges evaluated based on the range of RBCs for dietary exposure 
calculated in the TBERA (i.e., 82% for vermivorous mammals to 99% for insectivorous birds for 
the former Plainwell Impoundment and 100% for all receptors for the Plainwell No. 2 Dam Area); 
while the percentages of home ranges protected for egg-based approaches are very low (2% to 
5% for the former Plainwell Impoundment and 1% to 9% for the Plainwell No. 2 Dam Area). As 
discussed in Attachment 1, there is lower confidence in the RBCs for egg-based approaches due 
to the relatively high uncertainty associated with exposure and effect inputs. RBCs for the 
American robin from the Site-Wide BERA have also been considered. However, there is lower 
confidence in these RBCs relative to those calculated in the TBERA. By comparison, updated 
RBCs for the American robin (i.e., vermivorous birds) calculated in the TBERA, which have higher 
confidence, are protective of 96% of home ranges for the former Plainwell Impoundment and 
100% of home ranges for the Plainwell No. 2 Dam Area under current conditions. Both of these 
vermivorous bird RBC values are based on the assumption that highly exposed, high sensitivity 
vermivores are present in Area 1, when none have been observed or documented.  Current 
conditions are also protective of carnivorous birds and mammals.  Local populations are not likely 
adversely affected by PCBs in soil under current conditions because of the conservative nature of 
the risk estimates and the fact that the actual habitat area, that would support a local bird 
population, is much larger than the two TCRA areas evaluated herein.  

RAL 25 mg/kg: This RAL was evaluated only for the former Plainwell Impoundment because 
residual (post-TCRA) soil PCB concentrations were already below 25 mg/kg in the Plainwell No. 2 
Dam Area.  

Remediating residual soil in the former Plainwell Impoundment with PCB concentrations greater 
than 25 mg/kg results in:  

• 89% of home ranges for vermivorous mammals being protected based on the dietary RBC 
from the Area 1 TBERA 

• 100% of home ranges for insectivorous/vermivorous birds being protected based on the 
dietary RBC from the Area 1 TBERA.  
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• 75% of possible home ranges being protected based on the original RBC from the Site-
Wide BERA (CDM 2003a), which has higher uncertainty1  

• 3% to 6% of possible home ranges being protected based on the egg-based approaches, 
which have a higher degree of uncertainty than the dietary approaches2 

The potential remediation area and volume for this scenario are approximately 4 acres and 9,000 
cy of soil, respectively.    

RAL 20 mg/kg: This RAL was evaluated only for the former Plainwell Impoundment because 
residual (post-TCRA) soil PCB concentrations were already below 20 mg/kg in the Plainwell No. 2 
Dam Area.  
 
Remediating residual soil with PCB concentrations greater than 20 mg/kg in the former Plainwell 
Impoundment results in:  

• 95% of home ranges for vermivorous mammals being protected based on the dietary 
RBCs from the Area 1 TBERA 

• 100% of home ranges for insectivorous/vermivorous birds being protected based on the 
dietary RBCs from the Area 1 TBERA.  

• 83% of possible home ranges being protected based on the original RBC from the original 
Site-Wide BERA (CDM 2003a), which has higher uncertainty1 

• 4% to 9% of possible home ranges protected based on the egg-based approaches, which 
have a higher degree of uncertainty than the dietary approaches2 

The potential remediation area and volume for this scenario are approximately 7 acres in area and 
15,000 cy of floodplain soil, respectively. The additional 3 acres and associated incremental 
volume of floodplain soil removal compared to the RAL of 25 mg/kg scenario are accompanied by 
an approximate 6% decrease in risk based on vermivorous mammals for the former Plainwell 
Impoundment area. 

RAL 15 mg/kg: This RAL was evaluated only for the former Plainwell Impoundment because all 
residual (post-TCRA) soil PCB concentrations were already below 15 mg/kg in the Plainwell No. 2 
Dam Area. 

  

1 The RBC for highly exposed, high sensitivity species with a predominantly vermivorous diet (i.e. greater than 40% terrestrial 
invertebrates) from the Site-wide BERA (CDM 2003a) was later updated in the Area 1 TBERA by revising dietary inputs at the direction 
of USEPA. 
2 Uncertainty in the egg injection studies arises from the unnatural process of injection in the laboratory which is not a natural 
bioaccumulation process, and among other limitations imparts relatively greater uncertainty than dietary based estimates supported by 
site-specific data. 
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Remediating residual soil with PCB concentrations greater than 15 mg/kg in the former Plainwell 
Impoundment results in: 

• 100% of home ranges being protected for all receptors based on the dietary RBC from the 
Area 1 TBERA 

• 99% of possible home ranges being protected based on the original RBC from the Site-
Wide BERA (CDM 2003a), which has higher uncertainty1 

• 4% to 10% of possible home ranges being protected based on the egg-based approaches, 
which have a higher degree of uncertainty than the dietary approaches2 

The potential remediation area and volume for this scenario are approximately 12 acres in area 
and approximately 24,000 cy of floodplain soil, respectively. These quantities are almost double 
that of the 20 mg/kg RAL while the relative risk reduction achieved by this lower RAL is 
approximately 5% in the former Plainwell Impoundment based on vermivorous mammals. Little 
additional risk reduction is achieved at a substantial increase in the area and volume of soils that 
would potentially be remediated. 

RAL 10 mg/kg: This RAL was evaluated in both the former Plainwell Impoundment and the 
Plainwell No. 2 Dam Area.  

Remediating residual soil with PCB concentrations greater than 10 mg/kg in the Plainwell No. 2 
Dam Area results in: 

• 100% of home ranges for all birds and mammals being protected based on the dietary 
RBCs from the Area 1 TBERA and the original Site-Wide BERA 

• 1% to 10% of possible home ranges being protected based on the egg-based approaches, 
which have a higher degree of uncertainty than the dietary approaches2 

Remediating residual soil with PCB concentrations greater than 10 mg/kg in the former Plainwell 
Impoundment results in: 

• 100% of home ranges for all birds and mammals being protected based on the dietary 
RBCs from the Area 1 TBERA and the original Site-Wide BERA 

• 14% to 26% of possible home ranges protected based on the egg-based approaches, 
which have a higher degree of uncertainty than the dietary approaches2 

The potential remediation area and volume for this scenario are approximately 17 acres and 
approximately 31,000 cy of floodplain soil for the former Plainwell Impoundment and 
approximately 3 acres and approximately 3,100 cy of floodplain soil for the Plainwell No. 2 Dam 
Area, respectively. The increase in potential remediation effort to implement an RAL of 10 mg/kg   
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almost triples the area as compared to the 20 mg/kg RAL, while the risk reduction achieved by 
this lower RAL is approximately 5% in the former Plainwell Impoundment based on vermivorous 
mammals. 

RAL 5 mg/kg: This RAL was evaluated in both the former Plainwell Impoundment and the 
Plainwell No. 2 Dam Area. 

Remediating residual soil with PCB concentrations greater than 5 mg/kg in the Plainwell No. 2 
Dam Area results in: 

• 100% of home ranges for all birds and mammals being protected based on the dietary 
RBCs from the Area 1 TBERA and the original Site-Wide BERA 

• 2% to 13% of possible home ranges being protected based on the egg-based approaches, 
which have a higher degree of uncertainty than the dietary approaches2 

Remediating residual soil with PCB concentrations greater than 5 mg/kg in the former Plainwell 
Impoundment results in: 

• 100% of home ranges for all birds and mammals being protected based on the dietary 
RBCs from the Area 1 TBERA and the original Site-Wide BERA 

• 27% to 50% of possible home ranges being protected based on the egg-based 
approaches, which have a higher degree of uncertainty than the dietary approaches2 

The potential remediation area and volume for this scenario are approximately 26 acres and 
approximately 42,000 cy of floodplain soil for the former Plainwell Impoundment and 
approximately 12 acres and approximately 8,800 cy of floodplain soil for the Plainwell No. 2 Dam 
Area, respectively. These quantities are over three times that of the 20 mg/kg RAL while the 
relative risk reduction achieved by this lower RAL is approximately 5% in the former Plainwell 
Impoundment based on vermivorous mammals.  

RAL 0.5 mg/kg: A home range analysis was not necessary for an RAL of 0.5 mg/kg because the 
majority of soils in both the former Plainwell Impoundment and the Plainwell No. 2 Dam Area 
contain PCB concentrations above this value, as do large areas of the natural floodplains 
upstream of the formerly impounded areas. Remediation concentrations greater than 0.5 mg/kg 
would encompass large areas of the floodplains and potentially involve large volumes of soil. 
Remediation to this level would result in essentially 100% of home ranges for birds and mammals 
being protected based on all RBCs, including the most conservative values, regardless of the 
uncertainty in their application. The remediation area and volume for this scenario in the former 
Plainwell Impoundment and the Plainwell No. 2 Dam Area would be approximately 39 acres and 
involve approximately 63,000 cy of floodplain soil and approximately 75 acres and approximately 
120,000 cy of floodplain soil, respectively. Applied to all of Area 1, the potential remediation area 
is estimated to exceed 850 acres and involve more than 1,400,000 cy of floodplain soil. This RAL 

 

Project No.: 3293131541 
 G-8  
 



OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site December 19, 2014 
Area 1 Feasibility Study  
 

offers only a 5% improvement in risk reduction in the former Plainwell Impoundment area for 
vermivorous mammals as compared to the 20 mg/kg RAL scenario. Greater improvement would 
be achieved for avian protection under the egg-based models; however, as described in 
Attachment 1, there is considerable uncertainty and a lower confidence associated with the egg-
based approaches.        

Selection of RALs for Alternatives Development 
The Area 1-wide RAL of 0.5 mg/kg was evaluated to provide an upper bound on potential 
remedial actions.  A soil PCB RAL of 20 mg/kg is recommended; USEPA, MDEQ and GP have 
agreed that 20 mg/kg is an appropriate RAL value for constructing a range of alternatives for soils 
to be evaluated in the FS. An RAL of 20 mg/kg is recommended based on assessment of the 
incremental risk reduction, protecting 95% to 100% of the receptors (shrew, wren, and robin under 
the dietary model) and the incremental area and soil volume associated with each value.  

Following the TCRAs in the former Plainwell Impoundment and Plainwell No. 2 Dam Area, 82% 
and 100% of possible 1-acre vermivorous mammal home range EPCs are less than the selected 
floodplain surface soil PRG of 11 mg/kg, respectively in these two areas (see Table G-3). 
Implementing a floodplain soil RAL of 20 mg/kg results in 95% of the possible 1-acre vermivorous 
mammal home ranges in the former Plainwell Impoundment having soil PCB concentrations 
below the selected floodplain surface soil PRG of 11 mg/kg. The PRG of 11 mg/kg PCBs is also 
assumed to be protective of avian receptors as it represents a balance between risk and 
uncertainty associated with the various methodologies and assumptions used in the TBERA to 
calculate risk to avian receptors (see Section 2.4.7).  Development and evaluation of floodplain 
soil remedial alternatives using RALs of 0.5 and 20 mg/kg PCBs are provided in Sections 3.0 and 
5.0, respectively.  
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RAL
0.5

RAL
5

RAL
10

RAL
15

RAL
20

RAL
25

Current 
Conditions3

RAL
0.5

RAL
5

RAL
10

Current 
Conditions3

Vermivorous Mammals Shrew Dietary 11 Area 1 TBERA 100% 100% 100% 100% 95% 89% 82% 100% 100% 100% 100%

HS Insectivorous Birds Wren Dietary 17 Area 1 TBERA 100% 100% 100% 100% 100% 100% 99% 100% 100% 100% 100%

HS Vermivorous Birds Robin4 Dietary4 14 Area 1 TBERA 100% 100% 100% 100% 100% 100% 96% 100% 100% 100% 100%

HS Vermivorous Birds Robin4,5 Dietary4,5 7.2 Site-Wide BERA 100% 100% 100% 99% 83% 75% 5% 100% 100% 100% 100%

HS Vermivorous or 
Insectivorous Birds Avian Species Egg-Based 0.6 Area 1 TBERA 100% 50% 26% 10% 9% 6% 5% 100% 13% 10% 9%

HS Vermivorous Birds Robin4 Combination4,6 0.3 Area 1 TBERA 100% 27% 14% 4% 4% 3% 2% 100% 2% 1% 1%

39 26 17 12 7 4 75 12 3

63,000 7 42,000 31,000 24,000 15,000 9,000 120,000 7 8,800 3,100

Prepared/Date: LSV 03/24/2014
Notes: Checked/Date: MTP 03/24/2014

No species of this sensitivity category have been documented to be present at the Site
HS = High Sensitivity
Area 1 TBERA = Area 1 Terrestrial Baseline Ecological Risk Assessment (ARCADIS 2012b Appendix B)
Site-Wide BERA = Final (Revised) Site-Wide Baseline Ecological Risk Assessment (CDM 2003a)
LOAEL – Lowest Observed Adverse Effect Level 
NOAEL – No Observed Adverse Effect Level

1

2

3

4

5

6

7

Plainwell No. 2 Dam Area

Assessment Endpoint
Representative 

Receptor
Exposure

Model
Geomean 
of RBCs2

Source of RBC 
values

Combination of egg and dietary composition exposure models.
The Site-wide BERA completed by CDM (2003a) used the robin as a representative receptor, assuming high sensitivity to PCBs. The robin RBC values from CDM 2003a have been updated in the TBERA with 

                            

Estimated based on assumed excavation depth of 1 foot where surface soil PCB concentrations are greater than 0.5 mg/kg. Actual removal volumes would be higher if removal depths in the formerly impounded 
            

Percent of Home Ranges Protected for each Candidate Remedial Action Level (RAL) (mg/kg)1

Table G-3
Summary of RAL Scenarios for Floodplain Soil (Vermivorous Mammals and High Sensitivity Vermivorous/Insectivorous Birds) 

Area 1, OU-5 Kalamazoo River

The extent of habitat area supporting local populations of receptors has not been quantified, but is known to be larger than the limits of the former Plainwell Impoundment and Plainwell No. 2 Dam Areas.
LOAEL and NOAEL RBC values are presented in Table G-4. RBC value for the shrew is between the geometric mean and the arithmetic mean of the NOAEL- and LOAEL-based RBCs.
Current Conditions following completion of TCRAs.
Robins have been shown to be moderately sensitive to dioxin-like effects of PCBs. No highly-sensitive species with a predominantly vermivorous diet (i.e. greater than 40% worms) have been documented at the Site 

                               

Volume to depth < 5 mg/kg Clean Up Goal for Removal Areas (cy): 

Area of Potential Remediation (acres): 

Former Plainwell Impoundment
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Category1 Receptor
Applicable 
Moving 
Window

Exposure Estimate TRV Endpoint RBC
Maximum 

EPC Current 
Conditions

Protectiveness2 

Under Current 
Conditions

Comments

LOAEL 18 100%

Geomean 11 94%

NOAEL 6 84%

LOAEL 27 100%

Geomean 9 90%

NOAEL 3 59%

LOAEL 56 100%

Geomean 33 100%

NOAEL 19 100%

LOAEL 16 100%

Geomean 14 99%

NOAEL 13 98%

LOAEL 35 100%

Geomean 25 100%

NOAEL 17 100%

LOAEL 0.5 5%

Geomean 0.3 1%

NOAEL 0.2
0%

3 Vermivorous Bird 
(Robin) 2 acre Approach 3 - 

Dietary/Egg-based High Sensitivity TEQ 20

These values are considred to have high uncertainty because no 
high sensitivity vermivorous birds (i.e., species with greater than 40% 
worms in diet) have been observed at the site in over 30 years of 
survey data.  Specific values not carried forward, but range is 
evaluated in the RAL of 0.5 mg/kg scenario

2 Vermivorous Bird 
(Robin)

Mid-Range tPCB 20

2 acre Approach 3 - 
Dietary/Egg-based Mid-Range TEQ 20

Dietary approach found to have lower uncertainty than egg-based 
approaches.Values not carried forward because current conditions 
are protective.

3 Vermivorous Bird 
(Robin) 2 acre Dietary Exposure High Sensitivity tPCB

Approach 3 found to have moderate uncertainty relative to 
Approaches 1 and 2. Values not carried forward because current 
conditons are protective.

RBC Evaluation Summary for the Former Plainwell Impoundment and Plainwell No. 2 Dam Area Combined
Area 1, OU-5 Kalamazoo River

Table G-4

1 Vermivorous Mammal 
(shrew) 1 acre Dietary Exposure tPCB 24

Dietary tPCB approach found to have lower uncertainty than TEQ-
based approach because TEQs were extrapolated from tPCB 
concentrations based on an assumption of a site-specific relationship 
between tPCB and TEQ.  Range carried forward.

2 Vermivorous Mammal 
(shrew) 1 acre Dietary Exposure TEQ 24

Because the tPCB NOAEL is well below the lowest LOAEL, that 
value is an appropriate lower bound. Current conditions are 
protective at the LOAEL and the geomean is encompassed by the 
tPCB range. Thus values not carried foward.  

20

While dietary exposure appraoch has lower relative uncertainty than 
egg-based approaches, these values are considred to have high 
uncertainty because no high sensitivity vermivorous birds (i.e., 
species with greater than 40% worms in diet) have been observed at 
the site in over 30 years of survey data.  

1 Vermivorous Bird 
(Robin) 2 acre Dietary Exposure
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Category1 Receptor
Applicable 
Moving 
Window

Exposure Estimate TRV Endpoint RBC
Maximum 

EPC Current 
Conditions

Protectiveness2 

Under Current 
Conditions

Comments

RBC Evaluation Summary for the Former Plainwell Impoundment and Plainwell No. 2 Dam Area Combined
Area 1, OU-5 Kalamazoo River

Table G-4

LOAEL 62 100%

Geomean 51 100%

NOAEL 43 100%

LOAEL 65 100%

Geomean 46 100%

NOAEL 32 100%

LOAEL 2 48%

Geomean 1.4 30%

NOAEL 1 17%

LOAEL 1 17%

Geomean 0.6 7%

NOAEL 0.3 2%

LOAEL 20 100%

Geomean 11 100%

NOAEL 7 97%

LOAEL 5.5 95%

Geomean 4.9 91%

NOAEL 4.4 86%

LOAEL 20 100%

Geomean 17 100%

NOAEL 16 100%

LOAEL 70 100%

Geomean 41 100%

NOAEL 23 100%

1 Insectivorous Bird 
(wren) 2 acre Dietary Exposure

High Sensitivity tPCB 19.9
Dietary approach found to have lower uncertainty than egg-based 
approaches.  High Sensitivity Insectivores identified at the site 
(catbird and starling)

Mid-Range tPCB 20 These values not carried forward current conditions are protective 

3 Vermivorous Bird 
(woodcock) 11 acre Dietary Exposure High Sensitivity tPCB 9

While dietary exposure appraoch has lower relative uncertainty than 
egg-based approaches, these values are considred to have high 
uncertainty because no high sensitivity vermivorous birds have been 
observed at the site in 30+ years of survey.  

1 Vermivorous Bird 
(woodcock) 11 acre Dietary Exposure Mid-Range tPCB 9

Approach 2 considered to have highest uncertainty of the 
approaches because of the lack of spatial and species specificity in 
the exposure model.  Values not carried forward becusae current 
conditions are protective.

Mid-Range TEQ

High Sensitivity tPCB

20

Approach 2 considered to have highest uncertainty of the 
approaches because of the lack of spatial and species specificity in 
the exposure model.  Specific values not carried forward but the 
range of values is evaluated by the 0.5 mg/kg RAL scenario. 

High Sensitivity TEQ

Dietary approach found to have lower uncertainty than egg-based 
approaches.

3 Vermivorous Bird 
(Robin) 2 acre Approach 2 egg-based

Mid-Range tPCB

17
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Category1 Receptor
Applicable 
Moving 
Window

Exposure Estimate TRV Endpoint RBC
Maximum 

EPC Current 
Conditions

Protectiveness2 

Under Current 
Conditions

Comments

RBC Evaluation Summary for the Former Plainwell Impoundment and Plainwell No. 2 Dam Area Combined
Area 1, OU-5 Kalamazoo River

Table G-4

LOAEL 62 100%

Geomean 51 100%

NOAEL 43 100%

LOAEL 65 100%

Geomean 46 100%

NOAEL 32 100%

LOAEL 2 48%

Geomean 1.4 30%

NOAEL 1 17%

LOAEL 1 17%

Geomean 0.6 7%

NOAEL 0.3 2%

LOAEL 133 100%

Geomean 77 100%

NOAEL 44 100%

LOAEL 51 100%

Geomean 30 100%

NOAEL 17 100%

Notes:
1 Category based on detailed uncertainty analysis provided and approved in the Area 1 TBERA EPC = exposure point concentration RBC = risk based concentration

3 - highest 
uncertainty

2 - moderate    
uncertainy

1 - least 
uncertainty Geomean = geometric mean of the NOAEL and LOAEL RBCs TEQs = toxicity equivalents

2 Protectiveness expressed as a percent of possible home ranges below respective RBC. LOAEL = lowest observed adverse effects level tPCB = total polychlorinated biphenyls

NOAEL = no observed adverse effects level

Source: ARCADIS 2012b

1

Red-Tailed Hawk site-wide Dietary Exposure Mid-Range tPCB 8 These values not carried forward as PRGs because current 
conditions are protective 

Fox site-wide Dietary Exposure Mid-Range tPCB 8 These values not carried forward as PRGs because current 
conditions are protective 

3 2 acre Approach 2 egg-based

Mid-Range tPCB

17

Approach 2 considered to have highest uncertainty of the 
approaches because of the lack of spatial and species specificity in 
the exposure model. Values not carried forward because current 
conditions are protective

Mid-Range TEQ

High Sensitivity tPCB

20

Approach 2 considered to have highest uncertainty of the 
approaches because of the lack of spatial and species specificity in 
the exposure model.  Specific values not carried forward but the 
range of values is evaluated by the 0.5 mg/kg RAL scenario. 

High Sensitivity TEQ

Insectivorous Bird 
(wren)
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

CUMULATIVE FREQUENCY DISTRIBUTIONS OF EPCS (1 
ACRE, 2 ACRE, AND 11 ACRE MOVING WINDOWS) 

FORMER PLAINWELL IMPOUNDMENT AND PLAINWELL 
NO. 2 DAM AREA COMBINED

FIGURE
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Figure A-08 Floodplain Soil Areas Greater than 20 mg/kg Based on Natural Neighbor 
Interpolated Surface. Former Plainwell Impoundment 



 

 

G:\COMMON\64524\11 Draft Reports and Presentations\2012 Area 1 Feasibility Study\Appendix A-Revised ASTM\Appendix A\Area 1 Alts Screening Memo Appendix A_103012.docx 

Project Number: B0064539.0003.00645 ii 

 
Table of Contents 

DRAFT FOR FEDERAL AND STATE REVIEW 

Figure A-09 Floodplain Soil Areas Greater than 15 mg/kg Based on Natural Neighbor 
Interpolated Surface. Former Plainwell Impoundment 

Figure A-10 Floodplain Soil Areas Greater than 10 mg/kg Based on Natural Neighbor 
Interpolated Surface. Former Plainwell Impoundment 

Figure A-11 Floodplain Soil Areas Greater than 5 mg/kg Based on Natural Neighbor 
Interpolated Surface. Former Plainwell Impoundment 

Figure A-12 Interpolated Floodplain Soil PCB Concentration. 1 Acre Moving Window. 
Former Plainwell Impoundment – 25 mg/kg Hill top 

Figure A-13 Interpolated Floodplain Soil PCB Concentration. 1 Acre Moving Window. 
Former Plainwell Impoundment – 20 mg/kg Hill top 

Figure A-14 Interpolated Floodplain Soil PCB Concentration. 1 Acre Moving Window. 
Former Plainwell Impoundment – 15 mg/kg Hill top 

Figure A-15 Interpolated Floodplain Soil PCB Concentration. 1 Acre Moving Window. 
Former Plainwell Impoundment – 10 mg/kg Hill top 

Figure A-16 Interpolated Floodplain Soil PCB Concentration. 1 Acre Moving Window. 
Former Plainwell Impoundment – 5 mg/kg Hill top 

Figure A-17 Interpolated Floodplain Soil PCB Concentration. 2 Acre Moving Window. 
Former Plainwell Impoundment – 25 mg/kg Hill top 

Figure A-18 Interpolated Floodplain Soil PCB Concentration. 2 Acre Moving Window. 
Former Plainwell Impoundment – 20 mg/kg Hill top 

Figure A-19 Interpolated Floodplain Soil PCB Concentration. 2 Acre Moving Window. 
Former Plainwell Impoundment – 15 mg/kg Hill top 

Figure A-20 Interpolated Floodplain Soil PCB Concentration. 2 Acre Moving Window. 
Former Plainwell Impoundment – 10 mg/kg Hill top 

Figure A-21 Interpolated Floodplain Soil PCB Concentration. 2 Acre Moving Window. 
Former Plainwell Impoundment – 5 mg/kg Hill top 

Figure A-22 Sensitivity of 20 mg/kg Hill top to Contiguous Area Size Restriction. Former 
Plainwell Impoundment 

Figure A-23 Sensitivity of 20 mg/kg Hill top to Contiguous Area Size Restriction. 1 Acre 
Moving Window. Former Plainwell Impoundment 

Figure A-24 Sensitivity of 20 mg/kg Hill top to Contiguous Area Size Restriction. 2 Acre 
Moving Window. Former Plainwell Impoundment 

Figure A-25 Interpolated Floodplain Soil PCB Concentrations. Plainwell No. 2 Dam Area – 
Post-TCRA 

Figure A-26 Interpolated Floodplain Soil PCB Concentration 1 Acre Moving Window. 
Plainwell No. 2 Dam Area – Pre-TCRA 

Figure A-27 Interpolated Floodplain Soil PCB Concentration 1 Acre Moving Window. 
Plainwell No. 2 Dam Area – Post-TCRA 
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Acronyms and Abbreviations 

Area 1 ASTM   Area 1 Alternatives Screening Technical Memorandum  

Area 1 TBERA   Terrestrial Baseline Ecological Risk Assessment for Area 1  

BAF bioaccumulation factor 

BERA    Baseline Ecological Risk Assessment  

EPCs    exposure point concentrations  

FS    Feasibility Study  

LOAEL    lowest observed adverse effect level 

mg/kg    milligrams per kilogram  

NOAEL    no observable adverse effect level 

PCB    polychlorinated biphenyl  

PRGs    Preliminary Remedial Goals  

RALs    Remedial Action Levels  

Site or Superfund Site  Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

TCRA    Time-Critical Removal Action  

TEQ    toxicity equivalent  

TRVs  Toxicity Reference Values 

USEPA    U.S. Environmental Protection Agency  
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1. Approach 

To further evaluate the range of potential Preliminary Remedial Goals (PRGs) for 
floodplain soils in Area 1, a range of candidate Remedial Action Level (RAL) values 
was evaluated on the basis of percent of home ranges protected within the formerly 
inundated areas of the former Plainwell Impoundment and the Plainwell No. 2 Dam. 
Consideration of a range of RALs facilitates the assessment of incremental risk 
reduction that might be achieved with selection of a particular RAL. For floodplain 
soil, candidate polychlorinated biphenyl (PCB) RALs of 5, 10, 15, 20 and 25 
milligrams per kilogram (mg/kg) were evaluated in the former Plainwell Impoundment 
and Plainwell No. 2 Dam Area. An RAL of 0.5 mg/kg was also included at the request 
of the U.S. Environmental Protection Agency (USEPA). The analysis was not 
conducted for natural floodplain areas outside of the former impoundments due to 
the low soil PCB concentrations. The evaluation of each RAL started with 
identification of areas where surface (0-6 inch depth interval) soil PCB concentrations 
are currently greater than the given RAL. Identification of areas was based on the 
spatially interpolated surface (natural neighbor interpolation) soil PCB concentration 
map developed for the Terrestrial Baseline Ecological Risk Assessment for Area 1 
(Area 1 TBERA, presented as Appendix B to the Area 1 Supplemental Remedial 
Investigation Report [ARCADIS 2012])1. Areas less than a quarter acre in size were 
excluded from the remedial footprint as described in Section 1.1.1.  

The evaluation of candidate RALs was conducted using a “hill-topping” approach. Hill 
topping is a term of art used to describe the process of representing remediation of 
all PCB concentrations above a chosen action level. The sequence of steps in the hill 
topping analysis is described here. Once all of the areas greater than a quarter acre 
with soil concentrations exceeding each RAL were delineated, the PCB 
concentration in each polygon from the natural neighbor surface greater than a given 
RAL was replaced with the assumed backfill concentration of 0.078 mg/kg2 to 
simulate remediation. The moving windows of 1 or 2 acres3 were then run over this 
altered surface to calculate post-remediation exposure point concentrations (EPCs) 
across the area (See section 5.2.1 of the Area 1 Alternatives Screening Technical 

                                                      

1 It is noted that the final remedial footprint for any selected option will be further developed during feasibility 
study and design efforts. 
2 A series of samples from backfill soils were analyzed for PCB and the highest reporting limit was 0.078 
mg/kg. 
3 The 11 acre moving window results in lower EPCs than the 1 and 2 acre moving windows, therefore this 
evaluation focuses on the 1 and 2 acre results.  
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Memorandum [Area 1 ASTM] document for additional description of the methods for 
calculating EPCs to evaluate receptor home ranges), which are then compared to the 
range of PRG values. Based on this comparison, the performance of each candidate 
RAL value is assessed based on percentage of home ranges protected at the 
various PRG values compared to the existing post-time critical removal action 
(TCRA) exposures, both for the 1 acre and 2 acre home range results. The hill-
topping analysis was performed for both the former Plainwell Impoundment and the 
Plainwell No. 2 Dam Area. Each area has already been the focus of completed 
removal actions. The hill topping analysis was not conducted for natural floodplain 
areas outside of the former impoundments due to the low soil PCB concentrations. 
Natural floodplain surface soil PCB concentrations upstream of the Plainwell No. 2 
Dam Area averaged 0.76 mg/kg and only 2 samples had PCB concentrations greater 
than 5 mg/kg (the lowest of the RAL values for which hill topping analysis was 
performed). See Section 5.2 of the Area 1 ASTM for a description of soil alternatives 
that address natural floodplain soils above 0.5 mg/kg. 

1.1 Former Plainwell Impoundment 

Figure A-01 presents the former Plainwell Impoundment post-TCRA (i.e., current 
conditions) spatially interpolated surface concentration map and Figures A-02 
through A-05 show the pre- and post-TCRA 1 acre and 2 acre moving window 
average data. The potential areas of remediation associated with each candidate 
RAL (except 0.5 mg/kg) are shown for the former Plainwell Impoundment on Figures 
A-06 through A-11. The figure showing RAL areas greater than 0.5 mg/kg is included 
in the ASTM (Figure 5-15). Figures A-12 through A-21 show the 1 and 2 acre moving 
window results for each candidate RAL scenario, except 0.5 mg/kg. The moving 
window was not employed for the 0.5 mg/kg RAL because almost the entirety 
(greater than 99 percent including the areas already remediated and those covered 
under the 0.5 mg/kg RAL scenario) of both areas (the former Plainwell Impoundment 
and Plainwell No. 2 Dam Area) would be within the remedial footprint under this 
scenario and the resulting mean values for each home range would all be the same 
(i.e., the concentration assumed for backfill of 0.078 mg/kg).  

1.1.1 Sensitivity to Quarter Acre Exclusion 

Areas less than a quarter acre in size were excluded from the remedial footprint 
evaluated in the hill-topping analysis under the assumption that possible future 
remedial project design considerations would not address small discontiguous areas 
due to practical issues and a lower cost: benefit associated with accessing such 
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areas for remediation. This was done so as not to overstate the benefit of a given 
RAL if in the end, the entire area would not be addressed in a remedial action.  

In order to evaluate the sensitivity of the overall footprint to exclusion of contiguous 
areas less than a quarter acre in size, an analysis was conducted on the former 
Plainwell Impoundment data using a range of size restrictions, including a quarter 
acre minimum, a tenth of an acre minimum, and no size restriction. The footprint 
based on each of these size restrictions was identified (Figure A-22) and then the 1 
and 2 acre moving window was used to estimate EPCs for each scenario (Figures A-
23 and A-24). As shown in figures A-22 through A-24, exclusion of small areas 
results did not have a large effect on the resulting EPCs for the area. For example, at 
an RAL of 20 mg/kg, 1 total acre of small discontiguous areas less than one quarter 
acre in size were excluded, and 0.8 acres were excluded when a size threshold of 
one tenth acre was used. A quarter acre size limit for contiguous areas was applied 
for each RAL hill-topping scenario evaluated herein. Development of boundaries of 
areas to be included in alternatives evaluated in the Feasibility Study (FS) Report 
may use other considerations in addition to a size threshold for identifying what areas 
are included in the alternative. For example, small areas, even if less than a quarter 
acre may be included if they are in close proximity to larger areas – thereby allowing 
access without appreciable loss of cost: benefit. Final remediation area boundaries 
will be evaluated during the FS in consultation with the Agencies. 

1.2 Plainwell No. 2 Dam Area 

Figure A-25 presents the Plainwell No. 2 Dam Area post-TCRA (i.e., current 
conditions) spatially interpolated surface concentration map and Figures A-26 
through A-29 show the pre- and post-TCRA 1 acre and 2 acre moving window 
average data. The potential areas of remediation associated with each candidate 
RAL and the resulting 1 and 2 acre moving windows for the Plainwell No. 2 Dam 
Area are illustrated in Figures A-30 through A-36. The area greater than the 0.5 
mg/kg RAL is shown in Figure 5-16 in the ASTM. As described above for the former 
Plainwell Impoundment, moving windows for this scenario were not evaluated. For 
the Plainwell No. 2 Dam Area, the candidate RALs of 15, 20 and 25 mg/kg were not 
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evaluated because no surface soil PCB concentrations are currently greater than 15 
mg/kg within a contiguous area greater than a quarter acre4. 

1.3 RAL Evaluation “Hill topping” Results 

Figures A-37 and A-38 present the protectiveness of each of the RBCs for high-
sensitivity birds and vermivorous mammals under current conditions in the former 
Plainwell Impoundment and the Plainwell No. 2 Dam Area, respectively. 

Figures A-39 and A-40 provide a summary of the performance of each candidate 
RAL based on percent of possible home ranges within a given area that are below 
the various PRG values, along with the same information for the pre-TCRA and 
current (post-TCRA) conditions for the 1 and 2 acre moving windows. These figures 
show the results for the former Plainwell Impoundment (Figure A-39) and the 
Plainwell No. 2 Dam Area (Figure A-40). A combined-area figure is provided in 
Section 5 of the Area 1 ASTM (Figure 5-19).  

Figures A-41 and A-42 show the cumulative frequency distributions of possible EPCs 
within the former Plainwell Impoundment, and the Plainwell No. 2 Dam Area, 
respectively for the 1, 2, and 11 acre-based EPCs  

Figures A-43 and A-44 present a summary of the EPCs for the former Plainwell 
Impoundment and the Plainwell No. 2 Dam Area, respectively based on the 1 acre 
and 2 acre moving windows for pre-TCRA, current conditions, and each RAL 
scenario. As shown on these graphs, the completed TCRA actions in the former 
Plainwell Impoundment and the Plainwell No. 2 Dam Area resulted in a significant 
reduction in EPCs, reducing the median EPC from approximately 12 mg/kg to 4 
mg/kg under current conditions for the 1 acre scenario in the former Plainwell 
Impoundment. A similar reduction is observed in the former Plainwell Impoundment 
based on the 2 acre moving window EPCs.  

Figures A-45 and A-46 show cumulative frequency plots of the EPCs based on the 1 
and 2 acre moving windows for the former Plainwell Impoundment and the Plainwell 
No. 2 Dam Area, respectively.  

                                                      

4 Remaining areas above 15 mg/kg but less than a quarter acre are located primarily along the edges of 
areas that have already been remediated, and range in size up to 0.15 acres 
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2. Uncertainty in Identified PRG Concentration Ranges 

The concentration ranges shown on all of the moving window figures and graphics 
that depict protectiveness are based on the potential PRGs identified in Table 5-5 of 
the Area 1 ASTM. These values are based on the Risk-Based Concentrations 
(RBCs) calculated in the Area 1 TBERA (ARCADIS 2012). However, there is some 
degree of uncertainty associated with each of these concentration ranges. Lower 
uncertainty is present in applying certain values, while higher uncertainty is present 
in applying other values – as explained in the summary of the risk assessment in the 
Area 1 TBERA (ARCADIS 2012). The Area 1 TBERA was conducted to reduce 
uncertainty in conclusions regarding risks, as well as the associated RBCs from the 
Site-Wide BERA (CDM 2003). In addition, even within the TBERA, there are greater 
levels of uncertainty associated with RBCs based on some approaches compared to 
others. The RBCs from the Site-Wide BERA and their associated uncertainty and the 
uncertainties associated with the RBCs from the Area 1 TBERA are discussed in 
Sections 2.1 and 2.2, below. The recommended PRGs are selected from the RBCs 
as explained in Section 5.2.3 of the Area 1 ASTM.  

2.1 RBCs and Uncertainty from the Site-Wide BERA  

RBCs5 were calculated in the Site-Wide BERA (CDM 2003) for the receptors 
evaluated as part of that assessment. For terrestrial species, this included the white-
footed mouse, the red fox, and the American robin.  

The resulting RBCs from the Site-Wide BERA are: 

Receptor NOAEL RBC (mg/kg) LOAEL RBC (mg/kg) 

White-Footed Mouse 21 63 

Red Fox 5.9 29 

American Robin 6.5 8.1 

                                                      

5 The back-calculated protective soil concentrations in the Site-Wide BERA were called PRGs in that 
document. They are referred to as RBCs in this Area 1 ASTM for consistency in comparing values with the 
RBCs in the TBERA. The general method for calculating both sets of values is the same. 
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Uncertainties associated with the evaluations of these receptors are as follows: 

· The primary uncertainty associated with the mouse values is that the mouse may 
not represent the high end of the exposure for other small mammals. The shrew 
was added to the Area 1 TBERA to address this uncertainty.  

· For the red fox, the primary uncertainty was associated with modeling the bird 
prey tissue component of the diet. This uncertainty was addressed in the Area 1 
TBERA by using measured adult bird tissue for house wrens as the basis for this 
estimate, rather than a literature-based model.  

· For the American robin, the two primary uncertainties identified were the 
ingestion rate and the dietary composition used in the calculation. Revisions to 
these two parameters in the Area 1 TBERA were made at the request of the 
agencies by using specific analysis provided by USEPA during the development 
of the Area 1 Work Plan Supplement: Baseline Ecological Risk Assessment 
Work Plan (Area 1 BERA Work Plan; ARCADIS 2010).  

One additional uncertainty that affects all three receptors is associated with the 
bioaccumulation factors (BAFs) used to estimate prey tissue concentrations in the 
food web models. The BAFs used in the Site-Wide BERA were based on data for soil 
and biota data available at the time. Since the completion of that report, additional 
data collected in the former Trowbridge Impoundment were subjected to a formal 
peer review. Based on the recommendations of the peer review panel (Dickson et al. 
2008), these data were included along with the data used in the Site-Wide BERA to 
develop BAFs for use in the Area 1 TBERA. The inclusion of a broader dataset is 
expected to reduce uncertainty associated with the BAFs.  

2.2 Uncertainties Associated with the TBERA RBCs 

Because the Area 1 TBERA includes significant updates to address the specific 
uncertainties in the Site-wide BERA (CDM 2003) described above, the RBCs from 
the Site-Wide BERA are considered to have a comparatively higher degree of 
uncertainty. However, it is recognized that any modeled concentration will have some 
degree of inherent uncertainty. The following discussion provides a detailed analysis 
of uncertainty recognized in the evaluation of the relative confidence in each 
approach. The relative confidence in each approach is summarized Table 5-4 of the 
Area 1 ASTM.  
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2.2.1 Mammalian Receptors 

For mammalian receptors, dietary exposure was evaluated based on the shrew. The 
shrew was selected because it has a relatively high ingestion rate and a high percent 
of worms in its diet compared to other small mammals. Thus, this receptor 
represents the high end of exposure for small mammals. The specific exposure 
parameters selected (e.g., the ingestion rate, dietary composition, and home range) 
were selected and agreed upon in the USEPA-approved Area 1 BERA Work Plan 
(ARCADIS 2010) to minimize the possibility of underestimating exposure. In addition, 
the toxicity reference values (TRVs) selected for the shrew were half of those 
selected for use in the Site-Wide BERA (CDM 2003). As a result, the exposure and 
effects elements of the RBC calculation for the shrew developed for the Area 1 
TBERA are conservative and have lower uncertainty than the mammal values 
presented in the Site-Wide BERA.  

For shrews, RBCs were calculated based on both total PCB and toxicity equivalents 
(TEQs). Because the RBCs for TEQs include an additional modeling step over the 
total PCB values, the TEQ RBCs are considered more uncertain than the total PCB-
based values.  

2.2.2 Avian Receptors 

For avian receptors, three different approaches were used to calculate RBCs in the 
Area 1 TBERA. These included a dietary foodweb model (Approach 1), an egg-
based exposure model (Approach 2), and an approach that combined certain dietary 
assumptions with an egg-based model (Approach 3). For each approach, there are a 
number of elements of uncertainty associated with both the exposure and effects 
estimates. The key uncertainties that differ among approaches for avian receptors 
are summarized below, and the relative confidence associated with the key elements 
of each approach is summarized in Table 5-4 of the Area 1 ASTM. 

For the exposure estimates, key uncertainties that differ between approaches include 
exposure parameters used in each model and the tissue EPC calculations based on 
BAFs. For the dietary exposure, exposure factors are considered to have a similar 
level of uncertainty across species. In most cases, parameters were selected from a 
range of available values presented in species-specific field studies. Comparing 
dietary exposure estimates (Approach 1) to the Approach 2 egg-based exposure 
estimates, the egg-based exposure estimates are considered relatively more 
uncertain. One of the primary uncertainties associated with the Approach 2 egg 
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concentration estimates is the lack of species-specific inputs to the model. As a 
result, exposure estimates for all species would be identical. Many factors can affect 
PCB accumulation, including differential accumulation of specific congeners through 
the foodweb (Blankenship et al. 2005). This is evident from the variable PCB 
concentrations observed in bird eggs from the former Trowbridge Impoundment for 
house wrens and blue birds (Blankenship et al. 2005). In addition to the lack of 
species-specific inputs, the Approach 2 model is also considered uncertain because 
the BAFs, which are the primary input to the exposure estimate, are based on data 
that are not specifically spatially related (i.e., the BAF is based on an impoundment-
wide soil EPC compared to a mean egg tissue concentration for all house wren eggs 
collected). Thus, while these BAFs provide a general, broad scale estimate of egg 
concentrations, the application of these BAFs on the scale of the moving window 
employed in the Area 1 TBERA (i.e., 2 acre moving windows spaced in 1-foot 
increments) introduces uncertainty. As such, the Approach 2 model is considered 
less certain than the Approach 1 model.  

EPCs for prey tissue and egg tissue were estimated by applying BAFs to the 
floodplain soil EPCs. Uncertainty with floodplain soil EPCs is low because over 2.5 
million mean EPCs are calculated – as a result, the chance that the actual population 
mean has not been captured is very low. This parameter is same across all 
approaches. The uncertainty associated with BAFs used to estimate prey tissue 
concentrations is a differentiating factor among approaches. The BAFs used to 
estimate prey tissue for the dietary exposure model (Approach 1) are considered 
more certain than the BAFs used to estimate egg tissue concentrations for Approach 
2. The prey tissue BAFs are estimated from soil and tissue data that are more 
spatially related, because prey tissue and soil were either co-located or collected 
from a discrete grid. The egg BAF used for Approach 2 is based on an 
impoundment-wide mean floodplain soil concentration relative to house wren egg 
tissue concentrations measured in the former Trowbridge Impoundment. Thus, the 
prey tissue EPCs for Approach 1 are considered more certain than egg tissue EPCs 
for Approach 2.  

In comparison, Approach 3 employs two modeling steps. The first uses prey-tissue 
BAFs to estimate a PCB concentration in diet. The second applies a diet to egg 
biomagnification factor (BMF) to the dietary estimate to derive an egg concentration. 
This model relies on the assumption that uptake from diet to eggs is both constant 
and the same for all species. Specifically, it is based on the assumption that the 
BMF, defined by the ratio of mean non-worm terrestrial invertebrates and mean 
house wren eggs from the former Trowbridge Impoundment, is predictive for the 
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American robin, which eats plants, worms, and other terrestrial invertebrates. Due to 
the added uncertainty associated with the BMF, the uncertainties associated with 
Approach 3 EPCs are considered similar to Approach 2, and both are higher than the 
uncertainty for Approach 1. 

In addition to the specific uncertainties associated with BAFs used to estimate tissue 
concentrations in each approach, egg EPCs were estimated based on both total 
PCBs and TEQs. Because TEQ concentrations are estimated from the modeled total 
PCB estimates for egg tissue, this additional modeling step adds uncertainty to the 
TEQ exposure estimates for Approaches 2 and 3. Given these uncertainties, TEQ 
exposure estimates are considered to have higher uncertainty than total PCB 
exposure estimates. 

Each TRV used in the hazard quotient (HQ) calculations has some level of 
uncertainty associated with the quality of the underlying toxicity dataset upon which it 
is based, and on the relevance of the endpoint to biological affects that may impact 
receptor populations. For high-sensitivity species, the total PCB dietary TRVs 
developed by Dr. James Chapman of USEPA and employed in the Site-Wide BERA 
(CDM 2003) were used. The primary uncertainty with these values is that they were 
extrapolated by combining results from multiple studies that incorporated different 
methodologies. The selected values are not specific effect levels observed from a 
specific study, but were extrapolated from a dose-response curve compiled based on 
data results that may or may not be comparable. Nevertheless, the underlying 
dataset is considered sufficient, and the reproductive endpoint evaluated (reduced 
hatchability) is considered relevant to population-level effects. For mid-range 
sensitivity avian species, the total PCB dietary TRV dataset includes eight studies. 
The selected value is based on a high-quality study conducted across two breeding 
seasons in which a number of relevant reproductive effects (egg production, fertility, 
and hatchability) were measured. The lowest observed adverse effect level (LOAEL) 
was based on an observed reduction in hatchability. While the no observable adverse 
effect level (NOAEL) is extrapolated from the LOAEL, it is bounded by a screech owl 
study with a NOAEL for egg production, hatch, and fledge.  

For egg-based total PCB TRVs, the dataset considered included five studies for high-
sensitivity species and four studies for mid-range sensitivity species. For the high-
sensitivity avian species, two of the five studies did not clearly report effect 
concentrations for eggs, and values were estimated from graphs and text. For two 
other studies, the effect levels had to be extrapolated to whole egg values from yolk 
concentrations, and the study selected as the basis for the TRV was one of these 
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studies. The LOAEL selected is based on a relevant endpoint (hatchability). While 
there is some uncertainty with this study because of the extrapolation required, a 
similar effect level was also observed in another study in which whole egg 
concentrations were measured. For mid-range sensitivity species, none of the 
identified studies resulted in bounded effect or no effect levels. While the quality of 
the studies is considered adequate and the endpoints measured relevant, this lack of 
bounded effect levels results in uncertainty with these TRVs.  

For egg-based TEQ TRVs, the datasets are more robust than for egg-based total 
PCB TRVs for both mid- and high-sensitivity species (15 and 24 studies, 
respectively). The primary uncertainty associated with these TRVs is the egg-
injection method of dosing. How PCB concentrations achieved by a single injection 
relate to concentrations resulting from maternal deposition over time is uncertain. In 
addition, there is some level of uncertainty associated with reliance on toxic 
equivalency factors  to convert dioxin and other PCB congeners to TEQs. While this is 
a well-accepted method, recent research suggests that the actual potency of dioxin 
and furan congeners may be variable across species (Cohen-Barnhouse et al. 2011). 
For the high-sensitivity TEQ TRV, the measured endpoint was slightly reduced 
growth in chicks at 4 weeks. The biological relevance of this endpoint to population 
effects is uncertain. However, other studies indicate more relevant effects (e.g., 
hatchability) at similar TEQ concentrations.  

A more detailed analysis of all of these uncertainties can be found in Section 6.2 of 
the Area 1 TBERA. Table 5-4 (in the ASTM) summarizes the uncertainties for each 
of these elements to demonstrate relative confidence in each approach. Based on 
the uncertainties outlined above for each Approach and set of TRVs, Approach 1 – 
the dietary total PCB approach – has the least uncertainty (i.e., the highest level of 
confidence) of the three options. Comparing the two egg-based approaches, the 
level of certainty is similar due to the uncertainties associated with exposure 
modeling and conversion of total PCB exposure estimates to TEQs. 
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3. Risk Management Summary 

To provide risk managers with an understanding of the relationships among the 
candidate RALs and the full range of potential PRGs (independent of relative 
uncertainty considerations among PRG values), the hill-topping results are also 
presented in comparison to a series of concentration intervals that are not based on 
the risk assessment results, but span the range of RBCs for the types of receptors 
found to potentially be at risk, if present in these areas. Figures A-47 and A-48 
present the 1 and 2 acre moving window results in this manner. In addition, Figures 
A-41 and A-42 present the EPCs and their probability of occurring within a specified 
area. The percent of EPCs (i.e., home ranges) greater than any concentration can be 
deduced from these plots.  
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL
PCB CONCENTRATIONS FORMER 

PLAINWELL IMPOUNDMENT - POST-TCRA

A-01
FIGURE

1.  INTERPOLATION PERFORMED USING NATURAL NEIGHBOR
     TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING APPROPRIATE
     AREAS WITH EITHER CONFIRMATION GRID CONCENTRATIONS
     OR BACKFILL CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

4.  SURFACE SAMPLES GENERALLY FROM 0-6 INCH LAYER.  

LEGEND:
SAMPLE LOCATIONS INSIDE 
REMOVAL/BACKFILL AREA
TCRA ACCESS ROAD AND STAGING AREA
TCRA REMOVAL AREA
KALAMAZOO RIVER

SOIL PCB (MG/KG) AT SAMPLING LOCATIONS:
< 1
>1 and < 5
>5 and < 10
>10 and < 15
>15 and < 20
>20 and < 35
>35 and < 50
>50

SOIL PCB (MG/KG):
< 1
>1 and < 5
>5 and < 10
>10 and < 15
>15 and < 20
>20 and < 35
>35 and < 50
>50
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 1 ACRE MOVING WINDOW

FORMER PLAINWELL IMPOUNDMENT - PRE-TCRA

A-02
FIGURE

1.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

*1 CONCENTRATION RANGES ARE BASED ON RECEPTOR-
    SPECIFIC RISK-BASED CONCENTRATIONS PROVIDED 
    IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT AN AVERAGE 
    OF A 1 ACRE CIRCULAR HOME RANGE CENTERED ON 
    POINTS SPACED AT 1 FOOT RESOLUTION ACROSS THE
    AREA. APPROXIMATELY 57 ACRES.

LEGEND:
SOIL PCB (MG/KG)*1,2:

< 0.5
> 0.5 and < 6
> 6 and < 11
> 11 and < 18
> 18
KALAMAZOO RIVER

1 
ACRE
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 1 ACRE MOVING WINDOW

FORMER PLAINWELL IMPOUNDMENT - POST-TCRA

A-03
FIGURE

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 1 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT
    1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 57 ACRES.

LEGEND:
SOIL PCB (MG/KG)*1,2:

< 0.5
> 0.5 and < 6
> 6 and < 11
> 11 and < 18
> 18
KALAMAZOO RIVER

1 
ACRE

1.  INTERPOLATION PERFORMED USING NATURAL 
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 2 ACRE MOVING WINDOW

FORMER PLAINWELL IMPOUNDMENT - PRE-TCRA

A-04
FIGURE

1.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

*1 CONCENTRATION RANGES ARE BASED ON RECEPTOR-
    SPECIFIC RISK-BASED CONCENTRATIONS PROVIDED 
    IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT AN AVERAGE 
    OF A 2 ACRE CIRCULAR HOME RANGE CENTERED ON 
    POINTS SPACED AT 1 FOOT RESOLUTION ACROSS THE
    AREA. APPROXIMATELY 57 ACRES.

LEGEND:
SOIL PCB (MG/KG)*1,2:

≤ 0.5
> 0.5 AND ≤ 13
> 13 AND ≤ 16
> 16 AND ≤ 20
> 20
KALAMAZOO RIVER

2
ACRE
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 2 ACRE MOVING WINDOW

FORMER PLAINWELL IMPOUNDMENT - POST-TCRA

A-05
FIGURE

LEGEND:
SOIL PCB (MG/KG)*1,2:

≤ 0.5
> 0.5 AND ≤ 13
> 13 AND ≤ 16
> 16 AND ≤ 20
> 20
KALAMAZOO RIVER

2
ACRE

*1 CONCENTRATION RANGES ARE BASED ON 
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 2 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT 
   1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 57 ACRES.

1.  INTERPOLATION PERFORMED USING NATURAL 
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM
FLOODPLAIN SOIL AREAS GREATER THAN 
SPECIFIED CONCENTRATION BASED ON 

NATURAL NEIGHBOR INTERPOLATED SURFACE
FORMER PLAINWELL IMPOUNDMENT

A-06
FIGURE1.  CONTIGUOUS AREAS OF OVER 1/4 ACRE GREATER 

     THAN SPECIFIED CONCENTRATIONS.

2.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

LEGEND:
AREA OVER 1/4 ACRE AND >25 mg/kg
AREA OVER 1/4 ACRE AND AREA >20 mg/kg
AREA OVER 1/4 ACRE AND AREA >15 mg/kg
AREA OVER 1/4 ACRE AND AREA >10 mg/kg
AREA OVER 1/4 ACRE AND AREA >5 mg/kg
AREA OVER 1/4 ACRE AND AREA >0.5 mg/kg
TCRA ACCESS ROAD AND STAGING AREA
KALAMAZOO RIVER
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

FLOODPLAIN SOIL AREAS GREATER THAN 25 MG/KG 
BASED ON NATURAL NEIGHBOR INTERPOLATED 
SURFACE FORMER PLAINWELL IMPOUNDMENT

A-07
FIGURE

1.  CONTIGUOUS AREAS OF OVER 1/4 ACRE GREATER 
     THAN 25 MG/KG.

2.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

3.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

4.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

LEGEND:
SOIL PCB (MG/KG):

< 1
> 1 and < 5
> 5 and < 10
> 10 and < 15
> 15 and < 20
> 20 and <25
> 25

AREA OVER 1/4 ACRE AND >25 mg/kg
TCRA ACCESS ROAD AND STAGING AREA
KALAMAZOO RIVER
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

FLOODPLAIN SOIL AREAS GREATER THAN 20 MG/KG 
BASED ON NATURAL NEIGHBOR INTERPOLATED
SURFACE FORMER PLAINWELL IMPOUNDMENT

A-08
FIGURE

1.  CONTIGUOUS AREAS OF OVER 1/4 ACRE GREATER 
     THAN 20 MG/KG.

2.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

3.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

4.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

LEGEND:
SOIL PCB (MG/KG):

< 1
> 1 and < 5
> 5 and < 10
> 10 and < 15
> 15 and < 20
> 20 and <25
> 25

AREA OVER 1/4 ACRE AND AREA >20 mg/kg
TCRA ACCESS ROAD AND STAGING AREA
KALAMAZOO RIVER
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

FLOODPLAIN SOIL AREAS GREATER THAN 15 MG/KG
BASED ON NATURAL NEIGHBOR INTERPOLATED 
SURFACE FORMER PLAINWELL IMPOUNDMENT

A-09
FIGURE

1.  CONTIGUOUS AREAS OF OVER 1/4 ACRE GREATER 
     THAN 15 MG/KG.

2.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

3.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

4.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

LEGEND:
SOIL PCB (MG/KG):

< 1
> 1 and < 5
> 5 and < 10
> 10 and < 15
> 15 and < 20
> 20 and <25
> 25

AREA OVER 1/4 ACRE AND AREA >15 mg/kg
TCRA ACCESS ROAD AND STAGING AREA
KALAMAZOO RIVER



DRAFT

0 700 1,400
Feet

NOTES:

GRAPHIC SCALE

City: SYR  Div/Group: SWG   Created By: J.Rapp  Last Saved By:  bdeclercq   
KRSG (64539.3.645)
Q:\KRSG\MorrowDamToPlainwellDam\AlternativesScreeningTechMemo\mxd\ContiguousAreaConcentrations_Hilltop_NN_grt10_v3.mxd 4/13/2012 10:20:47 AM

GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

FLOODPLAIN SOIL AREAS GREATER THAN 10 MGKG
BASED ON NATURAL NEIGHBOR INTERPOLATED 
SURFACE FORMER PLAINWELL IMPOUNDMENT

A-10
FIGURE

1.  CONTIGUOUS AREAS OF OVER 1/4 ACRE GREATER 
     THAN 10 MG/KG.

2.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

3.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

4.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

LEGEND:
SOIL PCB (MG/KG):

< 1
> 1 and < 5
> 5 and < 10
> 10 and < 15
> 15 and < 20
> 20 and <25
> 25

AREA OVER 1/4 ACRE AND AREA >10 mg/kg
TCRA ACCESS ROAD AND STAGING AREA
KALAMAZOO RIVER
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

FLOODPLAIN SOIL AREAS GREATER THAN 5 MG/KG 
BASED ON NATURAL NEIGHBOR INTERPOLATED
SURFACE FORMER PLAINWELL IMPOUNDMENT

A-11
FIGURE

1.  CONTIGUOUS AREAS OF OVER 1/4 ACRE GREATER 
     THAN 5 MG/KG.

2.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

3.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

4.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

LEGEND:
SOIL PCB (MG/KG):

< 1
> 1 and < 5
> 5 and < 10
> 10 and < 15
> 15 and < 20
> 20 and <25
> 25

AREA OVER 1/4 ACRE AND AREA >5 mg/kg
TCRA ACCESS ROAD AND STAGING AREA
KALAMAZOO RIVER
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 1 ACRE MOVING WINDOW FORMER

PLAINWELL IMPOUNDMENT-25 MG/KG HILL TOP

A-12
FIGURE

1.  INTERPOLATION PERFORMED USING NATURAL 
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

LEGEND:
SOIL PCB (MG/KG)*1,2:

< 0.5
> 0.5 and < 6
> 6 and < 11
> 11 and < 18
> 18
KALAMAZOO RIVER

1 
ACRE

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 1 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT 
   1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 57 ACRES.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 1 ACRE MOVING WINDOW FORMER

PLAINWELL IMPOUNDMENT-20 MG/KG HILL TOP

A-13
FIGURE

LEGEND:
SOIL PCB (MG/KG)*1,2:

< 0.5
> 0.5 and < 6
> 6 and < 11
> 11 and < 18
> 18
KALAMAZOO RIVER

1 
ACRE

1.  INTERPOLATION PERFORMED USING NATURAL 
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 1 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT 
    1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 57 ACRES.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 1 ACRE MOVING WINDOW FORMER

PLAINWELL IMPOUNDMENT-15 MG/KG HILL TOP

A-14
FIGURE

LEGEND:
SOIL PCB (MG/KG)*1,2:

< 0.5
> 0.5 and < 6
> 6 and < 11
> 11 and < 18
> 18
KALAMAZOO RIVER

1 
ACRE

1.  INTERPOLATION PERFORMED USING NATURAL 
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 1 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT
    1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 57 ACRES.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 1 ACRE MOVING WINDOW FORMER

PLAINWELL IMPOUNDMENT-10 MG/KG HILL TOP

A-15
FIGURE

LEGEND:
SOIL PCB (MG/KG)*1,2:

< 0.5
> 0.5 and < 6
> 6 and < 11
> 11 and < 18
> 18
KALAMAZOO RIVER

1 
ACRE

1.  INTERPOLATION PERFORMED USING NATURAL 
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 1 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT
    1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 57 ACRES.
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NOTES:

GRAPHIC SCALE

City: SYR  Div/Group: SWG   Created By: J.Rapp  Last Saved By:  bdeclercq   
KRSG (64539.3.645)
Q:\KRSG\MorrowDamToPlainwellDam\AlternativesScreeningTechMemo\mxd\1AcreMovingWindow_ofNatNeighbor_Interpolation_Plainwell(hiltop5ppm)_v2.mxd 4/13/2012 1:05:01 PM

GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 1 ACRE MOVING WINDOW FORMER

PLAINWELL IMPOUNDMENT-5 MG/KG HILL TOP

A-16
FIGURE

LEGEND:
SOIL PCB (MG/KG)*1,2:

< 0.5
> 0.5 and < 6
> 6 and < 11
> 11 and < 18
> 18
KALAMAZOO RIVER

1 
ACRE

1.  INTERPOLATION PERFORMED USING NATURAL 
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.. 

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 1 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT
    1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 57 ACRES.



DRAFT

0 700 1,400
Feet

NOTES:
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City: SYR  Div/Group: SWG   Created By: J.Rapp  Last Saved By:  bdeclercq   
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Q:\KRSG\MorrowDamToPlainwellDam\AlternativesScreeningTechMemo\mxd\2AcreMovingWindow_ofNatNeighbor_Interpolation_Plainwell(hiltop25ppm)_v2.mxd 4/13/2012 1:05:45 PM

GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 2 ACRE MOVING WINDOW FORMER

PLAINWELL IMPOUNDMENT-25 MG/KG HILL TOP

A-17
FIGURE

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 2 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT
    1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 57 ACRES.

LEGEND:
SOIL PCB (MG/KG)*1,2:

≤ 0.5
> 0.5 AND ≤ 13
> 13 AND ≤ 16
> 16 AND ≤ 20
> 20
KALAMAZOO RIVER

2
ACRE

1.  INTERPOLATION PERFORMED USING NATURAL 
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.
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Q:\KRSG\MorrowDamToPlainwellDam\AlternativesScreeningTechMemo\mxd\2AcreMovingWindow_ofNatNeighbor_Interpolation_Plainwell(hiltop20ppm)_v2.mxd 4/13/2012 1:15:05 PM

GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 2 ACRE MOVING WINDOW FORMER

PLAINWELL IMPOUNDMENT-20 MG/KG HILL TOP

A-18
FIGURE

LEGEND:
SOIL PCB (MG/KG)*1,2:

≤ 0.5
> 0.5 AND ≤ 13
> 13 AND ≤ 16
> 16 AND ≤ 20
> 20
KALAMAZOO RIVER

2
ACRE

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 2 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT
    1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 57 ACRES.

1.  INTERPOLATION PERFORMED USING NATURAL 
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 2 ACRE MOVING WINDOW FORMER

PLAINWELL IMPOUNDMENT-15 MG/KG HILL TOP

A-19
FIGURE

1.  INTERPOLATION PERFORMED USING NATURAL 
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

LEGEND:
SOIL PCB (MG/KG)*1,2:

≤ 0.5
> 0.5 AND ≤ 13
> 13 AND ≤ 16
> 16 AND ≤ 20
> 20
KALAMAZOO RIVER

2
ACRE

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 2 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT
    1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 57 ACRES.
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NOTES:

GRAPHIC SCALE

City: SYR  Div/Group: SWG   Created By: J.Rapp  Last Saved By:  bdeclercq   
KRSG (64539.3.645)
Q:\KRSG\MorrowDamToPlainwellDam\AlternativesScreeningTechMemo\mxd\2AcreMovingWindow_ofNatNeighbor_Interpolation_Plainwell(hiltop10ppm)_v2.mxd 4/13/2012 1:06:57 PM

GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 2 ACRE MOVING WINDOW FORMER

PLAINWELL IMPOUNDMENT-10 MG/KG HILL TOP

A-20
FIGURE

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 2 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT
    1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 57 ACRES.

LEGEND:
SOIL PCB (MG/KG)*1,2:

≤ 0.5
> 0.5 AND ≤ 13
> 13 AND ≤ 16
> 16 AND ≤ 20
> 20
KALAMAZOO RIVER

2
ACRE

1.  INTERPOLATION PERFORMED USING NATURAL 
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.
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Q:\KRSG\MorrowDamToPlainwellDam\AlternativesScreeningTechMemo\mxd\2AcreMovingWindow_ofNatNeighbor_Interpolation_Plainwell(hiltop5ppm)_v2.mxd 10/18/2012 3:24:24 PM

GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 2 ACRE MOVING WINDOW FORMER

PLAINWELL IMPOUNDMENT-5 MG/KG HILL TOP

A-21
FIGURE

LEGEND:
SOIL PCB (MG/KG)*1,2:

≤ 0.5
> 0.5 AND ≤ 13
> 13 AND ≤ 16
> 16 AND ≤ 20
> 20
KALAMAZOO RIVER

2
ACRE

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 2 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT
    1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 57 ACRES.

1.  INTERPOLATION PERFORMED USING NATURAL 
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.



D
R

A
FT

0 1,000 2,000
Feet

NOTES:
1.  INTERPOLATION PERFORMED USING NATURAL NEIGHBOR 
     TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING APPROPRIATE
     AREAS WITH EITHER CONFIRMATION GRID CONCENTRATIONS
     OR BACKFILL CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS APPROXIMATELY 
     57 ACRES.
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AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

SENSITIVITY OF 20 MG/KG HILL TOP
TO CONTIGUOUS AREA SIZE RESTRICTION

FORMER PLAINWELL IMPOUNDMENT

A-22
FIGURE

LEGEND:
AREA >20 mg/kg, 1/4 ACRE LIMIT 

SOIL PCB (MG/KG):
< 1

> 1 and < 5

> 5 and < 10

> 10 and < 15

> 15 and < 20

> 20

LEGEND:
AREA > 20 mg/kg, 1/10 ACRE LIMIT

SOIL PCB (MG/KG):
< 1

> 1 and < 5

> 5 and < 10

> 10 and < 15

> 15and < 20

> 20

LEGEND:
AREA > 20 mg/kg, NO LIMIT

SOIL PCB (MG/KG):
< 1

> 1 and < 5

> 5 and < 10

> 10 and < 15

> 15 and < 20

> 20

1/4 ACRE LIMIT

1/10 ACRE LIMIT

NO RESTRICTION



D
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FT

0 1,000 2,000
Feet

NOTES:
1.  INTERPOLATION PERFORMED USING NATURAL NEIGHBOR TECHNIQUE 
     AND SURFACE SAMPLES.
2.  REMEDIATION ACCOUNTED FOR BY REPLACING APPROPRIATE  AREAS 
     WITH EITHER CONFIRMATION GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).
3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS APPROXIMATELY  57 ACRES.
*1 CONCENTRATION RANGES ARE BASED ON RECEPTOR-SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.
*2 CONCENTRATIONS SHOWN REPRESENT AN AVERAGE OF A 1 ACRE CIRCULAR 
    HOME RANGE CENTERED ON POINTS SPACED AT 1 FOOT RESOLUTION ACROSS 
    THE AREA.

GRAPHIC SCALE
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AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

SENSITIVITY OF 20 MG/KG HILL TOP TO 
CONTIGUOUS AREA SIZE RESTRICTION 1 ACRE 

MOVING WINDOW FORMER PLAINWELL IMPOUNDMENT

A-23
FIGURE

LEGEND:
SOIL PCB (MG/KG)*1,2:
1/4 ACRE LIMIT

< 0.5

> 0.5 and < 6

> 6 and < 11

> 11 and < 18

> 18

LEGEND:
SOIL PCB  (MG/KG)*1,2:
1/10 ACRE LIMIT

< 0.5

> 0.5 and < 6

> 6 and < 11

> 11 and < 18

> 18

LEGEND:
SOIL PCB  (MG/KG)*1,2:
NO LIMIT

< 0.5

> 0.5 and < 6

> 6 and < 11

> 11 and < 18

> 18

1
ACRE

1
ACRE

1
ACRE

1/4 ACRE LIMIT

1/10 ACRE LIMIT

NO RESTRICTION
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AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

SENSITIVITY OF 20 MG/KG HILL TOP TO 
CONTIGUOUS AREA SIZE RESTRICTION 2 ACRE 

MOVING WINDOW FORMER PLAINWELL IMPOUNDMENT

A-24
FIGURE

LEGEND:
SOIL PCB (MG/KG)*1,2:
1/4 ACRE LIMIT

≤ 0.5

> 0.5 AND ≤ 13

> 13 AND ≤ 16

> 16 AND ≤ 20

> 20

LEGEND:
SOIL PCB (MG/KG)*1,2:
1/10 ACRE LIMIT

≤ 0.5

> 0.5 AND ≤ 13

> 13 AND ≤ 16

> 16 AND ≤ 20

> 20

LEGEND:
SOIL PCB (MG/KG)*1,2:
NO LIMIT

≤ 0.5

> 0.5 AND ≤ 13

> 13 AND ≤ 16

> 16 AND ≤ 20

> 20

2
ACRE

2
ACRE

2
ACRE

1/4 ACRE LIMIT

1/10 ACRE LIMIT

NO RESTRICTION

1.  INTERPOLATION PERFORMED USING NATURAL NEIGHBOR TECHNIQUE 
     AND SURFACE SAMPLES.
2.  REMEDIATION ACCOUNTED FOR BY REPLACING APPROPRIATE  AREAS 
     WITH EITHER CONFIRMATION GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).
3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS APPROXIMATELY  57 ACRES.
*1 CONCENTRATION RANGES ARE BASED ON RECEPTOR-SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.
*2 CONCENTRATIONS SHOWN REPRESENT AN AVERAGE OF A 2 ACRE CIRCULAR 
    HOME RANGE CENTERED ON POINTS SPACED AT 1 FOOT RESOLUTION ACROSS 
    THE AREA.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN
SOIL PCB CONCENTRATIONS

PLAINWELL NO. 2 DAM AREA - POST-TCRA

A-25
FIGURE

1.  INTERPOLATION PERFORMED USING NATURAL NEIGHBOR 
     TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING APPROPRIATE
     AREAS WITH EITHER CONFIRMATION GRID CONCENTRATIONS
    OR BACKFILL CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS APPROXIMATELY
     89 ACRES.

4.  SURFACE SAMPLES GENERALLY FROM 0-6 INCH LAYER.  

LEGEND:
TCRA ACCESS ROAD
TCRA REMOVAL AREA
KALAMAZOO RIVER

SOIL PCB (MG/KG) AT SAMPLING LOCATIONS:
< 1
>1 and < 5
>5 and < 10
>10 and < 15
>15 and < 20
>20 and < 35
>35 and < 50
> 50

SOIL PCB (MG/KG):
< 1
>1 and < 5
>5 and < 10
>10 and < 15
>15 and < 20
>20 and < 35
>35 and < 50
> 50
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 1 ACRE MOVING WINDOW

PLAINWELL NO. 2 DAM AREA - PRE-TCRA

A-26
FIGURE

1.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  AREA OF FORMER INUNDATION IS APPROXIMATELY 89
     ACRES.

*1 CONCENTRATION RANGES ARE BASED ON RECEPTOR-
    SPECIFIC RISK-BASED CONCENTRATIONS PROVIDED 
    IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT AN AVERAGE 
    OF A 1 ACRE CIRCULAR HOME RANGE CENTERED ON 
    POINTS SPACED AT 1 FOOT RESOLUTION ACROSS THE
    AREA. APPROXIMATELY 89 ACRES.

LEGEND:
SOIL PCB (MG/KG)*1,2:

< 0.5
0.5 - 6
6 - 11
11 - 18
> 18
KALAMAZOO RIVER

1
ACRE
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 1 ACRE MOVING WINDOW
PLAINWELL NO. 2 DAM AREA - POST-TCRA

A-27
FIGURE

1.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER INUNDATION IS APPROXIMATELY 
     89 ACRES.

LEGEND:
SOIL PCB (MG/KG)*1,2:

≤ 0.5
> 0.5 AND ≤ 6
> 6 AND ≤ 11
> 11 AND ≤ 18
> 18
KALAMAZOO RIVER

1
ACRE

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 1 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT
    1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 89 ACRES.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB
CONCENTRATION 2 ACRE MOVING WINDOW

PLAINWELL NO. 2 DAM AREA - PRE-TCRA

A-28
FIGURE

1.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  AREA OF FORMER INUNDATION IS APPROXIMATELY 89
     ACRES.

*1 CONCENTRATION RANGES ARE BASED ON RECEPTOR-
    SPECIFIC RISK-BASED CONCENTRATIONS PROVIDED 
    IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT AN AVERAGE 
    OF A 2 ACRE CIRCULAR HOME RANGE CENTERED ON 
    POINTS SPACED AT 1 FOOT RESOLUTION ACROSS THE
    AREA. APPROXIMATELY 89 ACRES.

LEGEND:
SOIL PCB (MG/KG)*1,2:

≤ 0.5
> 0.5 AND ≤ 13
> 13 AND ≤ 16
> 16 AND ≤ 20
> 20
KALAMAZOO RIVER

2
ACRE
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 2 ACRE MOVING WINDOW
PLAINWELL NO. 2 DAM AREA - POST-TCRA

A-29
FIGURE

LEGEND:
SOIL PCB (MG/KG)*1,2:

≤ 0.5
> 0.5 AND ≤ 13
> 13 AND ≤ 16
> 16 AND ≤ 20
> 20
KALAMAZOO RIVER

2
ACRE

1.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER INUNDATION IS APPROXIMATELY 
     89 ACRES.

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 2 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT
    1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 89 ACRES.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

FLOODPLAIN SOIL AREAS GREATER THAN SPECIFIED
CONCENTRATION  BASED ON NATURAL NEIGHBOR

INTERPOLATED SURFACE PLAINWELL NO. 2 DAM AREA

A-30
FIGURE

LEGEND:
AREA OVER 1/4 ACRE AND AREA > 10 mg/kg
AREA OVER 1/4 ACRE AND AREA > 5 mg/kg
AREA OVER 1/4 ACRE AND AREA > 0.5 mg/kg
TCRA ACCESS ROAD
KALAMAZOO RIVER

1.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER INUNDATION IS APPROXIMATELY 
     89 ACRES.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

FLOODPLAIN SOIL AREAS GREATER THAN 10 MGKG 
BASED ON NATURAL NEIGHBOR INTERPOLATED 

SURFACE PLAINWELL NO. 2 DAM AREA

A-31
FIGURE

LEGEND:
SOIL PCB (MG/KG):

< 1
> 1 and < 5
> 5 and < 10
> 10 and < 15
> 15 and < 20
> 20 and <25
> 25

AREA OVER 1/4 ACRE AND AREA > 10 mg/kg
TCRA ACCESS ROAD
KALAMAZOO RIVER

1.  CONTIGUOUS AREAS OF OVER 1/4 ACRE GREATER 
     THAN 10 MG/KG.

2.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

3.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

4.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 89 ACRES.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

FLOODPLAIN SOIL AREAS GREATER THAN 5 MGKG 
BASED ON NATURAL NEIGHBOR INTERPOLATED 

SURFACE PLAINWELL NO. 2 DAM AREA

A-32
FIGURE

LEGEND:
SOIL PCB (MG/KG):

< 1
> 1 and < 5
> 5 and < 10
> 10 and < 15
> 15 and < 20
> 20 and <25
> 25

AREA OVER 1/4 ACRE AND AREA > 5 mg/kg
TCRA ACCESS ROAD
KALAMAZOO RIVER

1.  CONTIGUOUS AREAS OF OVER 1/4 ACRE GREATER 
     THAN 5 MG/KG.

2.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

3.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

4.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 89 ACRES.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 1 ACRE MOVING WINDOW

PLAINWELL NO. 2 DAM AREA - 10 MG/KG HILL TOP

A-33
FIGURE

1.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER INUNDATION IS APPROXIMATELY 
     89 ACRES.

LEGEND:
SOIL PCB (MG/KG)*1,2:

≤ 0.5
> 0.5 AND ≤ 6
> 6 AND ≤ 11
> 11 AND ≤ 18
> 18
KALAMAZOO RIVER

1
ACRE

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 1 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT
   1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 89 ACRES.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 1 ACRE MOVING WINDOW

PLAINWELL NO. 2 DAM AREA - 5 MG/KG HILL TOP

A-34
FIGURE

LEGEND:
SOIL PCB (MG/KG)*1,2:

≤ 0.5
> 0.5 AND ≤ 6
> 6 AND ≤ 11
> 11 AND ≤ 18
> 18
KALAMAZOO RIVER

1
ACRE

1.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER INUNDATION IS APPROXIMATELY 
     89 ACRES.

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 1 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT
    1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 89 ACRES.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 2 ACRE MOVING WINDOW

PLAINWELL NO. 2 DAM AREA - 10 MG/KG HILL TOP

A-35
FIGURE

LEGEND:
SOIL PCB (MG/KG)*1,2:

≤ 0.5
> 0.5 AND ≤ 13
> 13 AND ≤ 16
> 16 AND ≤ 20
> 20
KALAMAZOO RIVER

2
ACRE

1.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER INUNDATION IS APPROXIMATELY 
     89 ACRES.

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 2 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT
    1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 89 ACRES.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING TECHNICAL MEMORANDUM

INTERPOLATED FLOODPLAIN SOIL PCB 
CONCENTRATION 2 ACRE MOVING WINDOW

PLAINWELL NO. 2 DAM AREA - 5 MG/KG HILL TOP

A-36
FIGURE

LEGEND:
SOIL PCB (MG/KG)*1,2:

≤ 0.5
> 0.5 AND ≤ 13
> 13 AND ≤ 16
> 16 AND ≤ 20
> 20
KALAMAZOO RIVER

2
ACRE

1.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER INUNDATION IS APPROXIMATELY 
     89 ACRES.

*1 CONCENTRATION RANGES ARE BASED ON
    RECEPTOR- SPECIFIC RISK-BASED 
    CONCENTRATIONS PROVIDED IN TABLE 5-6.

*2 CONCENTRATIONS SHOWN REPRESENT 
    AN AVERAGE OF A 2 ACRE CIRCULAR HOME 
    RANGE CENTERED ON POINTS SPACED AT
    1 FOOT RESOLUTION ACROSS THE AREA. 
    APPROXIMATELY 89 ACRES.



GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

PERCENT OF HOME RANGES WITH EPCs > OR 

≤  RESPECTIVE RBCs – CURRENT CONDITIONS 
FORMER PLAINWELL IMPOUNDMENT

FIGURE

A-37
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

PERCENT OF HOME RANGES WITH EPCs > OR ≤  
RESPECTIVE RBCs – CURRENT CONDITIONS

PLAINWELL NO. 2 DAM AREA 

FIGURE

A-38

DRAFT

\\
a
rc

a
d
is

-u
s
\o

ff
ic

e
d
a
ta

\B
ri
g
h
to

n
-M

I\
C

O
M

M
O

N
\6

4
5
2
4
\1

1
 D

ra
ft
 R

e
p
o
rt

s 
a
n
d
 P

re
se

n
ta

ti
o
n
s\

2
0
1
2
 A

re
a
 1

 F
e
a
si

b
ili

ty
 S

tu
d
y\

A
p
p
e
n
d
ix

 A
-R

e
vi

se
d
 A

S
T

M
\A

p
p
e
n
d
ix

 A
\S

o
u
rc

e
 F

ile
s\

A
re

a
 1

 A
S

T
M

 A
p
p
 A

 F
ig

u
re

s.
cd

r

B
0
0
6
4
5
3
9
.0

0
0
3
.0

0
6
4
5



GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

SUMMARY OF PROTECTIVENESS OF EACH RAL 
SCENARIO – 1 AND 2 ACRE MOVING WINDOWS

FORMER PLAINWELL IMPOUNDMENT

FIGURE

A-39
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

SUMMARY OF PROTECTIVENESS OF EACH RAL 
SCENARIO – 1 AND 2 ACRE MOVING WINDOWS

PLAINWELL NO. 2 DAM AREA

FIGURE

A-40
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

CUMULATIVE FREQUENCY DISTRIBUTIONS OF 
EPCS (1 ACRE, 2 ACRE, AND 11 ACRE MOVING 

WINDOWS) FORMER PLAINWELL IMPOUNDMENT

FIGURE

A-41
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

CUMULATIVE FREQUENCY DISTRIBUTIONS OF 
EPCS (1 ACRE, 2 ACRE, AND 11 ACRE MOVING 

WINDOWS) PLAINWELL NO. 2 DAM AREA

FIGURE

A-42
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

SUMMARY OF EPCS BASED ON 1 AND 2 ACRE MOVING 
WINDOWS FOR 5, 10, 15, 20, AND 25 MG/KG CANDIDATE 

RALS, CURRENT POST-TCRA CONDITIONS AND PRE-TCRA 
SCENARIOS FORMER PLAINWELL IMPOUNDMENT

FIGURE

A-43

DRAFT

Notes: 
EPC = Exposure point concentration for total PCBs based on 1 and 2 acre moving windows
*  pre-TCRA scenario 95% tail is cut-off to improve scale for other scenarios
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

SUMMARY OF EPCS BASED ON 1 AND 2 ACRE MOVING 
WINDOWS FOR 5, 10, 15, 20, AND 25 MG/KG CANDIDATE 

RALS, CURRENT POST-TCRA CONDITIONS AND PRE-TCRA 
SCENARIOS PLAINWELL NO. 2 DAM AREA

FIGURE

A-44

DRAFT

Notes: 
EPC = Exposure point concentration for total PCBs based on 1 and 2 acre moving windows. 
*Only Candidate RALs of 5 and 10 mg/kg are presented as no contiguous areas greater than 1/4 acre 
with SWACs greater than 15, 20, and 25 mg/kg are present under current conditions in the 
Plainwell No. 2 Dam Area.
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

CUMULATIVE FREQUENCY DISTRIBUTIONS OF EPCS VS. 
CANDIDATE RALS FOR THE SHREW (1 ACRE MOVING 

WINDOW) AND FOR THE AMERICAN ROBIN AND HOUSE 
WREN (2 ACRE MOVING WINDOW) 

FORMER PLAINWELL IMPOUNDMENT

FIGURE

A-45

DRAFT
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

CUMULATIVE FREQUENCY DISTRIBUTIONS OF EPCS VS. 
CANDIDATE RALS FOR THE SHREW (1 ACRE MOVING 

WINDOW) AND FOR THE AMERICAN ROBIN AND HOUSE 
WREN (2 ACRE MOVING WINDOW) 

PLAINWELL NO. 2 DAM AREA

FIGURE

A-46

DRAFT
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

SUMMARY OF THE PROTECTIVENESS OF EACH RAL 
SCENARIO USING GENERIC CONCENTRATION RANGES 

– 1 AND 2 ACRE MOVING WINDOWS 
FORMER PLAINWELL IMPOUNDMENT

FIGURE

A-47

DRAFT
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

SUMMARY OF THE PROTECTIVENESS OF EACH RAL 
SCENARIO USING GENERIC CONCENTRATION RANGES 

– 1 AND 2 ACRE MOVING WINDOWS
PLAINWELL NO. 2 DAM AREA

FIGURE

A-48

DRAFT
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GRAPHIC SCALE

City: SYR  Div/Group: SWG   Created By: J.Rapp  Last Saved By:  cody.simpson   
KRSG (B0064539.0003.00640)
G:\Kalamazoo\mxds\Area 1\Appendix G\Fig G2 ContiguousAreaConcentrations_Hilltop_NN_grtpt5.mxd 3/13/2014 5:11:14 PM

1.  CONTIGUOUS AREAS OF OVER 1/4 ACRE GREATER 
     THAN 0.5 MG/KG.

2.  INTERPOLATION PERFORMED USING NATURAL
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

3.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

4.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

LEGEND:
SOIL PCB (MG/KG):

< 1
> 1 and < 5
> 5 and < 10
> 10 and < 15
> 15 and < 20
> 20 and <25
> 25

AREA OVER 1/4 ACRE AND AREA >0.5 mg/kg
TCRA ACCESS ROAD AND STAGING AREA
KALAMAZOO RIVER

³

GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE
AREA 1 FEASIBILITY STUDY REPORT –MORROW DAM TO FORMER PLAINWELL DAM

FLOODPLAIN SOILS AREAS GREATER THAN 0.5 MG/KG
BASED ON NATURAL NEIGHBOR INTERPOLATED
SURFACE FORMER PLAINWELL IMPOUNDMENT

FIGURE
G-2

Prepared by/Date:
CLS 03/13/14

Checked by/Date:
MTP 07/15/13

Project Number:
3293131541

Source: Area 1 Alternatives Screening Technical Memorandum (ARCADIS 2012b)
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GRAPHIC SCALE

City: SYR  Div/Group: SWG   Created By: J.Rapp  Last Saved By:  jason.muhlbauer   
KRSG (B0064539.0003.00640)
G:\Kalamazoo\mxds\Area 1\Appendix G\Fig G-3 ContiguousAreaConcentrations_gtpt5_Hilltop_NN_No2DamArea_v2.mxd 5/30/2014 1:46:20 PM

LEGEND:
SOIL PCB (MG/KG):

< 1
> 1 and < 5
> 5 and < 10
> 10 and < 15
> 15 and < 20
> 20 and <25
> 25

AREA OVER 1/4 ACRE AND AREA > 0.5 mg/kg
TCRA ACCESS ROAD
KALAMAZOO RIVER

1.  CONTIGUOUS AREAS OF OVER 1/4 ACRE GREATER      THAN 0.5 MG/KG.
2.  INTERPOLATION PERFORMED USING NATURAL     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.
3.  REMEDIATION ACCOUNTED FOR BY REPLACING      APPROPRIATE  AREAS WITH EITHER CONFIRMATION      GRID CONCENTRATIONS OR BACKFILL      CONCENTRATION ESTIMATES (0.078 MG/KG).
4.  AREA OF PLAINWELL NO. 2 FLOODPLAIN STUDY     AREA BOUNDARY IS APPROXIMATELY 89 ACRES.

GEORGIA-PACIFIC LLCALLIED PAPER, INC./PORTAGE CREEK/KALAMAZOO RIVER SUPERFUND SITE
AREA 1 FEASIBILITY STUDY REPORT –MORROW DAM TO FORMER PLAINWELL DAM

FLOODPLAIN SOILS AREAS GREATER THAN 0.5 MG/KG
BASED ON NATURAL NEIGHBOR INTERPOLATED

SURFACE PLAINWELL NO. 2 DAM AREA
FIGURE
G-3

Prepared by/Date:
CLS 03/13/14

Checked by/Date:
MTP 07/15/13

Project Number:
3293131541



GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

SUMMARY OF EPCS BASED ON 1 AND 2 ACRE MOVING 
WINDOWS FOR 5, 10, 15, 20, AND 25 MG/KG CANDIDATE 

RALS, CURRENT POST-TCRA CONDITIONS AND PRE-TCRA 
SCENARIOS FORMER PLAINWELL IMPOUNDMENT AND 

PLAINWELL NO. 2 DAM AREA COMBINED

Note: 
EPC = Exposure point concentration for total PCBs based on 1 and 2 acre moving windows 
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

CUMULATIVE FREQUENCY DISTRIBUTIONS OF EPCS 
COMPARED TO RBCS FOR THE SHREW (1 ACRE MOVING 
WINDOW) AND FOR THE AMERICAN ROBIN AND HOUSE 
WREN (2 ACRE MOVING WINDOW). FORMER PLAINWELL 

IMPOUNDMENT AND PLAINWELL NO. 2 DAM AREA COMBINED

FIGURE

5-22

DRAFT
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

SUMMARY OF PROTECTIVENESS OF EACH RAL 
SCENARIO – 1 AND 2 ACRE MOVING WINDOWS

FORMER PLAINWELL IMPOUNDMENT AND PLAINWELL 
NO. 2 DAM AREA COMBINED

FIGURE

5-23
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GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE

AREA 1 ALTERNATIVES SCREENING 
TECHNICAL MEMORANDUM

SUMMARY OF PROTECTIVENESS OF EACH RAL SCENARIO – 
USING GENERIC CONCENTRATION RANGES – 1 AND 2 ACRE 

MOVING WINDOWS. FORMER PLAINWELL IMPOUNDMENT 
AND PLAINWELL NO. 2 DAM AREA COMBINED

FIGURE

5-24
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GRAPHIC SCALE

City: SYR  Div/Group: SWG   Created By: J.Rapp  Last Saved By:  cody.simpson   
KRSG (64539.3.645)
G:\Kalamazoo\mxds\Area 1\Appendix G\Fig G-81AcreMovingWindow_ofNatNeighbor_Interpolation_Plainwell(hiltop20ppm)_genericbins.mxd 3/17/2014 10:31:12 AM

LEGEND:
SOIL PCB (MG/KG)*1:

< 2
> 2 and < 4
> 4 and < 6
> 6 and < 8
> 8 and < 10
> 10 and < 12
> 12 and < 15
> 15 and < 20
> 20

KALAMAZOO RIVER

1 
ACRE

1.  INTERPOLATION PERFORMED USING NATURAL 
     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.

2.  REMEDIATION ACCOUNTED FOR BY REPLACING 
     APPROPRIATE  AREAS WITH EITHER CONFIRMATION 
     GRID CONCENTRATIONS OR BACKFILL 
     CONCENTRATION ESTIMATES (0.078 MG/KG).

3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

*1 CONCENTRATIONS SHOWN REPRESENT AN AVERAGE 
    OF A 1 ACRE CIRCULAR HOME RANGE CENTERED ON 
    POINTS SPACED AT 1 FOOT RESOLUTION ACROSS 
    THE AREA. APPROXIMATELY 57 ACRES.

GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE
AREA 1 FEASIBILITY STUDY REPORT –MORROW DAM TO FORMER PLAINWELL DAM

INTERPOLATED FLOODPLAIN SOIL PCB CONCENTRATION
1 ACRE MOVING WINDOW FORMER PLAINWELL

IMPOUNDMENT - 20 MG/KG HILLTOP USING GENERIC BINS

FIGURE
G-8

Prepared by/Date:
CLS 03/13/14

Checked by/Date:
MTP 07/15/13

Project Number:
3293131541

Source: Area 1 Alternatives Screening Techinal Memorandum (ARCADIS 2012b)
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GRAPHIC SCALE

City: SYR  Div/Group: SWG   Created By: J.Rapp  Last Saved By:  jason.muhlbauer   
KRSG (64539.3.645)
G:\Kalamazoo\mxds\Area 1\Appendix G\Fig G-9 2 Acre Moving Window of Natural Neighbor Interpolation.mxd 5/23/2014 2:01:08 PM

1.  INTERPOLATION PERFORMED USING NATURAL     NEIGHBOR TECHNIQUE AND SURFACE SAMPLES.
2.  REMEDIATION ACCOUNTED FOR BY REPLACING      APPROPRIATE  AREAS WITH EITHER CONFIRMATION      GRID CONCENTRATIONS OR BACKFILL      CONCENTRATION ESTIMATES (0.078 MG/KG).
3.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS     APPROXIMATELY 57 ACRES.
* CONCENTRATIONS SHOWN REPRESENT AN AVERAGE  OF A 2 ACRE CIRCULAR HOME RANGE CENTERED ON  POINTS SPACED AT 1 FOOT RESOLUTION ACROSS  THE AREA APPROXIMATELY 57 ACRES.

LEGEND:
SOIL PCB (MG/KG)*:

< 1
> 1 and < 5
> 5 and < 10
> 10 and < 15
> 15 and < 20
> 20 and <25
> 25

KALAMAZOO RIVER

GEORGIA-PACIFIC LLCALLIED PAPER, INC./PORTAGE CREEK/KALAMAZOO RIVER SUPERFUND SITE
AREA 1 FEASIBILITY STUDY REPORT –MORROW DAM TO FORMER PLAINWELL DAM

INTERPOLATED FLOODPLAIN SOIL PCB CONCENTRATION
2 ACRE MOVING WINDOW FORMER PLAINWELL

IMPOUNDMENT-20 MG/KG HILLTOP USING GENERIC BINS

FIGURE
G-9

Prepared by/Date:
JRM 05/21/14

Checked by/Date:
MTP 05/21/14

Project Number:
3293131541Source: Area 1 Alternatives Screening Technical Memorandum (ARCADIS 2012b)
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GRAPHIC SCALE

City: SYR  Div/Group: SWG   Created By: J.Rapp  Last Saved By:  cody.simpson   
KRSG (64539.3.645)
G:\Kalamazoo\mxds\Area 1\Appendix G\Fig G-10 SurfaceAreaConcentrations_5_Hilltop_NN_grt20_v2.mxd 3/17/2014 11:08:50 AM

1.  INTERPOLATION OF DEPTH TO 5 MG/KG PERFORMED 
     USING NATURAL NEIGHBOR TECHNIQUE.

2.  AREA OF FORMER IMPOUNDMENT BOUNDARY IS
     APPROXIMATELY 57 ACRES.

LEGEND:
5 MG/KG SURFACE DEPTH CONCENTRATION

< 6"

> 6" and < 12"

> 12" and < 24"

> 24" and < 36"

> 36" and < 48"

> 48" and < 60"

> 60"

AREA OVER 1/4 ACRE AND AREA >20 mg/kg

TCRA REMOVAL AREA

KALAMAZOO RIVER

GEORGIA-PACIFIC LLC
ALLIED PAPER, INC./PORTAGE CREEK/
KALAMAZOO RIVER SUPERFUND SITE
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APPENDIX H: COST ESTIMATE ASSUMPTIONS  

GENERAL NOTES 
The cost estimates presented herein have been developed at an accuracy of -30 to +50%, in 
accordance with USEPA guidance (USEPA 2000).  

• Total costs represent an estimated capital cost associated with individual items. 

• Unit costs are in 2013 dollars and estimated from standard estimating guides (e.g., 
means site work and landscape cost data, vendors, professional judgment, and/or 
experience from other similar projects [i.e., TCRAs]). 

• These estimates have been developed using current and generally accepted 
engineering cost estimation methods. These estimates are based on assumptions 
concerning future events and actual costs may be affected by known and unknown risks 
including, but not limited to, changes in general economic and business conditions, site 
conditions that were unknown at the time the estimates were performed, future changes 
in site conditions, regulatory or enforcement policy changes, and delays in performance. 

A detailed description of assumptions for each alternative listed is provided below. 

ASSUMPTIONS FOR SEDIMENT ALTERNATIVES 

Alternative S-2: MNR, ICs, and ECs 
• Long-term monitoring (LTM) operation and maintenance (O&M) costs include fish tissue, 

sediment, and surface water sampling and verification of institutional controls. LTM 
samples would be collected once a year for the first 5 years and then once every 5 years 
until year 30. The samples would be submitted for laboratory analysis for PCBs 
(Aroclors) and fish tissue would also be analyzed for lipids. Fish tissue sampling would 
include 7 locations spanning Area 1 and background/ reference areas with a total of 6 
fish of each species/type (smallmouth bass fillet, smallmouth bass whole, and carp) 
collected per location; for a total of 126 fish per sampling event. Sediment sampling 
would be performed using and incremental sampling method to compile samples 
representing three depth intervals in Area 1 Sections 2, 3, 4, 7, and 8 (15 incremental 
samples) plus QA/QC samples. Surface water sampling costs include the collection 10 
analytical samples plus 4 QA/QC samples per sampling event. Verification of ICs would 
include verifying the status of the ICs and replacing controls (signs) annually until year 
30. Initial installation and a one-time maintenance action in year 15 for erosion control 
are also included. It is assumed that very minor repairs of the river bank in Area 1 will be 
needed during the 30-year monitoring period. The river bank erosion control would 
consist of placement of coir logs or rock armor stone at the median water level, 
installation of erosion control blanket from the median water level to the top of slope, and 
plantings if necessary or as needed. Data results reporting and 5-year reviews of the 
LTM program would be completed throughout the MNR period. 

• A 20% allowance is included for contingency (e.g., scope and bid) to provide for 
unforeseen circumstances or variability in estimated areas and costs, and is applied to 
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the O&M Program costs. A 15% allowance for project management and technical 
support is also included. 

• The estimated cost for the LTM program is calculated using the present worth analysis 
process outlined by the USEPA (2000). A discount rate of 7% is used for the present 
worth calculation, and expenditures are assumed to occur at the start of the first LTM 
event. 

Alternative S-3A: Removal of Hot Spot Areas and Crown Vantage Side Channel, 
MNR, ICs, and ECs 

• Mobilization/demobilization includes mobilization and demobilization of labor, equipment, 
and materials necessary to perform remedial activities. Estimate assumes 5% of capital 
costs excluding transportation and disposal related costs. 

• Site preparation cost includes labor, equipment, and materials necessary to perform 
clearing, installing temporary erosion and sedimentation controls, constructing material 
staging and decontamination areas, constructing temporary access roads, and preparing 
the site for construction. Access roads would be constructed 20 feet wide, underlain with 
woven geotextile, and would consist of a 1-foot-thick stone base. Cost assumes 
approximately 5,000 feet of access roads. Five material staging areas would be 
required, one each for S-IM1 and Crown Vantage and three for the other four hot spot 
areas. Each would measure approximately 1/2-acre in size and would be constructed 
with an average 1.5-foot-thick stone base, and underlain with nonwoven geotextile, 
40-mil flexible membrane liner. Each staging area would be sloped to a sump for staging 
removed material to facilitate material dewatering and compartmented with concrete bin 
blocks to support material handling and stabilization. Material staging areas would also 
be equipped with decontamination areas. 

• Resuspension controls cost includes labor, equipment, and materials necessary to install 
turbidity curtains, sheetpile deflection walls equipped with turbidity curtains, and/or 
sheetpile enclosures. Due to the variability and uncertainty of site conditions, the cost 
estimate assumes a resuspension control for removal area(s) of 70% turbidity curtains, 
25% deflection walls with turbidity curtains, and 5% sheetpile enclosures. 

• Debris removal cost includes labor, materials, equipment, and services necessary for 
handling/removing obstacles and debris (e.g., boulders, remnant concrete slabs, etc.) 
from remediation areas prior to removal. Assumes 4 acres of debris removal area. 

• Mechanical removal activities cost includes labor, materials, equipment, and services 
necessary to complete excavation of impacted material. Excavated material would be 
transported via barge to a material staging area for dewatering and stabilization. 
Removal of impacted material is assumed using conventional construction equipment 
(e.g., excavators, cranes equipped with clamshell buckets, etc.). Assumes one crew with 
a daily production rate of 200 cy per day. The removal volume was estimated at 
19,500 cy and incorporates additional volume to account for constructability and 
implementation constraints per Section 3.4.3 of the Technical Guidelines for 
Environmental Dredging of Contaminated Sediments (Palermo, et al. 2008). 

• Material dewatering and handling activities cost includes the dewatering and stabilization 
of material following excavation activities. Dewatering would occur passively at the 
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material staging area. A stabilization admixture (e.g., portland cement) would be added 
at a ratio of 12% of the volume of material to be stabilized. It is assumed that water 
generated in association with material management would be treated onsite via a 
temporary water treatment system. 

• Water treatment cost includes installation and operation. Cost estimate assumes a 
100-gallon per minute (gpm) water treatment system including pumps, influent piping 
and hoses, frac tanks, carbon filters, bag filters, discharge piping and hoses, and flow 
meter. Cost estimate assumes daily bag filter change outs. Estimate assumes treated 
water would be discharge back to the Kalamazoo River. Duration based on assumed 
excavation rate and associated river work activities (i.e., survey, confirmation sampling, 
etc.). Duration also includes an additional two months for a system startup and testing 
period and system demobilization. 

• Post-removal confirmation sampling cost includes labor, materials, and laboratory 
analytical costs necessary to collect and analyze sediment samples confirming the PCB 
levels achieved. Consistent with the TCRAs, cost assumes sampling frequency of one 
per 500 square feet of removal area. 

• Residuals management cost includes procurement, transportation of material, and 
placement of a clean cover layer over the removal area. Material placement is assumed 
via barge and excavator or a crane equipped with a clamshell bucket. The layer would 
consist of a 6-inch thin lift of clean sand placed over the removal area. Assumes a daily 
production rate of 300 cy and 20% additional material to account for loss during 
transportation and placement. It is assumed that 100% of the removal area would 
require cover placement. 

• Transportation and disposal of material cost assumes materials would be disposed off 
site. Disposal volume estimate assumes removed in situ materials bulked due to 
stabilization agent. Assumes removed materials would be 15% TSCA and 85% non-
TSCA by weight. TSCA material would be disposed at a landfill located approximately 
140 miles from the site. Non-TSCA material would be disposed at a landfill located 
approximately 70 miles from the site. Sampling includes the analysis of samples 
(including TCLP metals, PCBs, volatile organic compounds (VOCs), semivolatile organic 
compounds (SVOCs), ignitability, reactivity, and corrosivity); however, waste 
characterization analyses are subject to change based on the selection of final disposal 
facility. Costs assume that waste characterization samples would be collected at a 
frequency of one sample per every 500 tons of material destined for off-site 
treatment/disposal. 

• Environmental monitoring cost, consistent with the TCRAs, includes labor and 
equipment necessary to perform air and water column monitoring during remediation. Air 
monitoring activities would include perimeter air monitoring for particulates at the 
material staging area and real-time continuous particulate air monitoring at the active 
work zone. Water column monitoring would consist of real-time turbidity monitoring at 
three locations (one upstream and two downstream) and water column sampling would 
consist of total suspended solids (TSS) and PCB (Aroclors) at the three locations weekly 
during removal and cap (TSS only) activities. 

• Survey cost includes performing field surveys documenting pre- and post-construction 
conditions of the remediation. The remedial area surveys would include pre-construction, 
interim, and final surveys using either multi-beam acoustic depth measurement 
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techniques in accordance with the USACE Hydrographic Surveying Engineering Manual 
(USACE 2004) and/or conventional survey methods, as dictated by field conditions. In 
addition, conventional surveys of the disturbed areas to support the construction (i.e., 
access roads, material staging areas) would also be performed pre- and post-
construction. Documentation of the limits of restoration would be included. 

• Restoration cost includes labor, equipment, and materials to restore upland, wetland, 
and riverbank habitat areas disturbed during the remediation. The habitat areas would 
be restored with native seed mixes, woody plantings, and topsoil. Bank restoration 
assumes  the disturbed banks would receive coir logs placed at the median water level, 
installation of erosion control blanket from the median water level to the top of slope, and 
restoration plantings at a density of 300 plants per acre (consistent with the TCRAs). In 
addition, it is assumed that 50% of the banks would receive river rock armor stone and a 
geotextile filter layer installed from the median water level to toe of slope. The assumed 
width of restored bank is 25 feet. 

• A 35% allowance is included for construction contingency (e.g., scope and bid) to 
provide for unforeseen circumstances or variability in estimated areas, volumes, and 
costs, and is applied to the sum of itemized subtotaled capital costs. A 15% allowance 
for project management (5%), remedial design (5%), and construction management 
(5%) is also included. Pre-remedial design sampling costs assume sample collection 
from 30 transects spanning the remedial reach. 

• Restoration monitoring includes performing erosion inspections of the disturbed areas 
annually for the first 5 years and then once every 5 years until year 30 and would include 
visual inspections. Reporting would be included as a component of the LTM, and would 
summarize the results of the monitoring activities. Cost does not include exotic/invasive 
species control. 

• LTM O&M cost assumptions are consistent with Alternative S-2 (MNR, ICs, and ECs) 

• A 20% allowance is included for contingency, and project management/technical support 
at 15% is applied to the O&M Program costs. 

• The estimated cost for the LTM program is calculated using the present worth analysis 
process outlined by the USEPA (2000). A discount rate of 7% is used for the present 
worth calculation, and expenditures are assumed to occur at the end of construction. 

Alternative S-3B: Removal of Hot Spot Areas and Capping Crown Vantage Side 
Channel, MNR, ICs, and ECs 

• Cost assumptions are consistent with Alternative S-3A for hot spots excavation.  

• Costs for Crown Vantage side channel cap include labor and materials for the 
procurement and transportation necessary for the placement of cap materials. Cap 
material placement is assumed using a barge and excavator or a crane equipped with a 
clamshell bucket. The cap will consist of a 1.5-foot-thick soil cap comprised of a 1-foot 
thick layer of clean sand followed by a 0.5-foot thick layer of gravel armor stone. 
Assumes a daily production rate of 300 cubic yards and 20% additional material to 
account for loss during transportation and placement. 

• Cap monitoring and maintenance cost includes cap inspections at a frequency of once 
every year for the first 5 years and then once every 5 years until year 30. A one-time 
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maintenance event for erosion control is assumed and the cost is based on 10% of the 
total costs for LTM. It is assumed that cap maintenance activities would be performed 
concurrent with the cap monitoring activities. Reporting and a 5-year review of the cap 
monitoring and maintenance program would be completed throughout the 30 years. 

Alternative S-4A: Removal of Hot Spot Areas, Crown Vantage Side Channel, and 
Section 3 River Edges, MNR, ICs, and ECs 

• Mobilization/demobilization cost assumptions are consistent with Alternative S-3A 
(Removal of Hot Spot Areas and Crown Vantage Side Channel, MNR, ICs, and ECs). 

• Site preparation cost assumptions are consistent with Alternative S-3A. Cost assumes 
approximately 10,000 linear feet of access roads.  

• Resuspension controls cost assumptions are consistent with Alternative S-3A, with 
application extending through Section 3 for edge removal activities. 

• Debris removal cost assumptions are consistent with Alternative S-3A. 

• Mechanical removal activities cost assumptions are consistent with S-3A. The removal 
volume was estimated at 63,900 cy and incorporates additional volume to account for 
constructability and implementation constraints per Section 3.4.3 of the Technical 
Guidelines for Environmental Dredging of Contaminated Sediments, 2008 - 
ERDC/ELTR-08-29.  

• Material dewatering and handling activities cost assumptions are consistent with 
Alternative S-3A. 

• Water treatment cost assumptions are consistent with Alternative S-3A.  

• Post-removal confirmation sampling cost includes labor, materials, and laboratory 
analytical costs necessary to collect and analyze sediment samples confirming the PCB 
levels achieved. Consistent with the TCRAs, cost assumes sampling frequency of one 
per 500 square feet of removal area. 

• Residuals management cost assumptions are consistent with Alternative S-3A.  

• Transportation and disposal of material cost assumptions are consistent with Alternative 
S-3A. 

• Environmental monitoring cost assumptions are consistent with Alternative S-3A. 

• Survey cost assumptions are consistent with Alternative S-3A. 

• Restoration cost assumptions are consistent with Alternative S-3A, with post-excavation 
sand cover applied to 100% of hot spot excavation footprint, and 50% of edge removal 
areas, revegetation of staging areas and 25 ft along the bank of edge removal areas, 
and armoring along 50% of the edge removal length. 

• A 35% allowance is included for construction contingency (e.g., scope and bid) to 
provide for unforeseen circumstances or variability in estimated areas, volumes, and 
costs, and is applied to the sum of itemized subtotaled capital costs. In addition, 15% 
allowance for project management (5%), remedial design (5%), and construction 
management (5%) is included. Pre-remediation remedial design sampling for the 
remedial reach is consistent with Alternative S-3A. 
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• Restoration monitoring cost assumptions are consistent with Alternative S-3A. 

• LTM O&M cost assumptions are consistent with Alternative S-2 9MNR, ICs, and ECs). 

• A 20% allowance is included for contingency and project management/technical support 
at 15% is applied to the O&M Program costs. 

• The estimated cost for the LTM program is calculated using the present worth analysis 
process outlined by the USEPA (2000). A discount rate of 7% is used for the present 
worth calculation, and expenditures are assumed to occur at the end of construction. 

Alternative S-4B: Removal of Hot Spot Areas, Section 3 River Edges, and Capping 
Crown Vantage Side Channel, MNR, ICS, and ECS 

• Cost assumptions are consistent with Alternative S-4A for hot spot and edge removal 
activities, and with Alternative S-3B for additional Crown Vantage Side channel capping 
and LTM activities.  

Alternative S-5: Area 1-Wide Removal (RAL = 1 mg/kg) 
• Mobilization/demobilization cost assumptions are consistent with Alternative S-3A.  

• Site preparation cost assumptions are consistent with Alternative S-3A. Cost assumes 
approximately 58,000 linear feet of access roads. At least 20 material staging areas 
would be required to address the locations with sediments containing PCBs > 1 mg/kg.  

• Resuspension controls cost assumptions are consistent with Alternative S-3A. 

• Debris removal cost assumptions are consistent with Alternative S-3A. 

• Mechanical removal activities cost assumptions are consistent with Alternative S-3A. 
The removal volume was estimated at 485,650 cy and incorporates additional volume to 
account for constructability and implementation constraints per Section 3.4.3 of the 
Technical Guidelines for Environmental Dredging of Contaminated Sediments (Palermo, 
et al, 2008). 

• Material dewatering and handling activities cost assumptions are consistent with 
Alternative S-3A. 

• Water treatment cost assumptions are consistent with Alternative S-3A. 

• Post-Removal confirmation sampling cost assumptions are consistent with Alternative 
S-3A. 

• Residuals management cost assumptions are consistent with Alternative S-3A. 

• Transportation and disposal of material cost assumptions are consistent with Alternative 
S-3A. 

• Environmental monitoring cost assumptions are consistent with Alternative S-3A. Survey 
cost assumptions are consistent with Alternative S-3A. 

• Restoration cost is consistent with Alternative S-3A. 

• A 45% allowance is included for construction contingency (e.g., scope and bid) to 
provide for unforeseen circumstances or variability in estimated areas, volumes, and 
costs, and is applied to the sum of itemized subtotaled capital costs. In addition, 25% 

 

Project No.:  3293131541 
 H-6  

 



OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site December 19, 2014 
Area 1 Feasibility Study   
 
 

allowance for project management (10%), remedial design (5%), and construction 
management (10%) is included. Pre-remedial design sampling for all of Area 1 (22 
miles) is proportional to cost for the remedial reach sampling effort for the 3-mile 
remedial reach in the other remedial alternatives. 

• Restoration monitoring cost assumptions are consistent with Alternative S-3A.   

• Due to the large scope of work required to implement this alternative (S-5), it is assumed 
that construction activities and costs would be allocated over a 10-year period. Regular 
inspections of completed work and erosion controls would be performed throughout the 
10 year construction period. 

• LTM O&M cost assumptions are consistent with Alternative S-3A, excluding sediment 
sampling. Long term monitoring would be performed annually for the first 5 years starting 
in year 11, and every 5 years thereafter.  River bank erosion control activities would be 
performed in year 20. It is assumed that 50% of the river banks in Area 1 would need 
erosion control measures.  The erosion control measures would consist of placement of 
coir logs or rock armor stone at the median water level, installation of erosion control 
blanket and geotextile filter layer from the median water level to the top of slope, and 
plantings. The cost of performing erosion control measures is assumed to be 10% of the 
capital costs. 

• A 20% allowance is included for contingency and project management/technical support 
at 15% is applied to the O&M Program costs. 

• The estimated cost for the LTM program was calculated using the present worth analysis 
process outlined by the USEPA (2000). A discount rate of 7% was used for the present 
worth calculation and expenditures are assumed to occur at the end of construction. 

ASSUMPTIONS FOR FLOODPLAIN ALTERNATIVES 

Alternative FPS-2: MNR, ECs, AND ICs 
• Floodplain exposure sampling costs include sampling of representative residential 

exposure units (i.e., residential backyards or equivalent exposure unit area on a non-
residential property) by incremental sampling methodology (ISM).  Scope includes 
sampling 10% of the non-state-owned parcels (i.e., 10% of the residential, agricultural, 
and commercial/industrial zoned parcels) in Area 1 outside the former TCRA study 
areas. ISM samples will be collected at two depth intervals (0-6” and 6”-12”) for analysis. 
Sampling and analytical costs are based on 2013 ISM sampling performed in Area 3, 
and include site access agreements QC samples. Costs also include desktop 
evaluations to identify representative parcels for sampling (flood modeling, geomorphic 
landforms assessment, parcel zoning/land use evaluation, title searches, etc.), site 
reconnaissance, data validation, data evaluation, and reporting; plus a 20% contingency. 

• LTM costs include collection of soil samples and visual inspection of the floodplain area. 
Visual inspections would be performed annually for the first 5 years and then once every 
5 years until year 30. It is assumed that a baseline core sampling event would occur at 
year 0 and then be repeated at year 5 to estimate natural recovery rates. Cost includes 
10 sample locations within a 7-acre area with PCB concentrations greater than 20 mg/kg 
at four depth intervals of 0″-1″, 1″-2″, 2″-4″, and 4″-6″.  
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• A contingency of 10% (scope of work and bidding) and project management/technical 
support cost of 15% is assumed.  

• The estimated cost for the LTM program is calculated using the present worth analysis 
process outlined by the USEPA (2000). A discount rate of 7% is used for the present 
worth calculation, and expenditures are assumed to occur at the start of the first LTM 
event. 

Alternative FPS-3: Capping (RAL = 20 mg/kg), ECs and ICs 
• Mobilization/demobilization includes mobilization and demobilization of labor, equipment, 

and materials necessary to perform remedial activities. Estimate assumes 5% of capital 
costs excluding transportation- and disposal-related costs. 

• Site preparation cost includes labor, equipment, and materials necessary to perform 
clearing of the area to be capped, installing temporary erosion and sedimentation 
controls, constructing material staging and decontamination areas, constructing 
temporary access roads, and otherwise preparing the site for construction. Cleared 
vegetation would be chipped and left onsite. Access roads would be constructed 20 feet 
wide, underlain with woven geotextile and would consist of a 1-foot-thick stone base. 
Cost assumes approximately 1 mile of access road. Three material staging areas would 
be required; each would measure approximately 1/2-acre. Each would be constructed 
with an average 1.5-foot-thick stone base, underlain with nonwoven geotextile, and 
sloped to a sump for drainage. Material staging areas would also be equipped with 
decontamination areas. 

• Cap cost includes labor and materials for the procurement and transportation necessary 
for the placement of cap materials. Cap material placement is assumed using 
conventional construction equipment (e.g., excavator). The cap would consist of a 1.0-
foot-thick system consisting of a 0.5-foot-thick layer of clean borrow fill followed by a 0.5-
foot thick layer of topsoil. Prior to placement of the cap, a nonwoven geotextile layer 
would be placed over the existing ground surface. Assumes one crew with a daily 
production rate of 750 cy and approximately 20% additional material to account for loss 
during transportation and placement and 3% additional geotextile material to account for 
overlapping of adjacent panels. 

• Environmental monitoring cost includes labor and equipment necessary to perform air 
monitoring during site preparation and construction. Air monitoring activities would 
include perimeter air monitoring for particulates at the material staging area, real-time 
particulate air monitoring at the active work zone, health and safety related monitoring, 
and daily inspections. 

• Restoration cost includes labor, equipment, and materials to restore upland and wetland 
areas disturbed during the remediation. The habitat areas would be restored with native 
seed mixes, woody plantings, and topsoil. Restoration plantings would be at a density of 
300 plants per acre, consistent with the TCRAs. Cost assumes restoration of 
approximately 11 acres of disturbance. 

• Survey cost includes performing conventional surveys documenting pre- and post-
construction conditions. In addition, conventional surveys of the disturbed areas (i.e., 
access roads, material staging area) to support the construction would also be 

 

Project No.:  3293131541 
 H-8  

 



OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site December 19, 2014 
Area 1 Feasibility Study   
 
 

performed. Documentation of the limits of restoration would also be included. Survey 
cost assumes survey of approximately 11 acres of disturbance. 

• A 35% allowance is included for construction contingency (e.g., scope and bid) to 
provide for unforeseen circumstances or variability in estimated areas, volumes, and 
costs, and is applied to the sum of itemized subtotaled capital costs. In addition, a 15% 
allowance is included for project management (5%), remedial design (5%), and 
construction management (5%). Pre-remedial design sampling assumes collection and 
analysis of 180 samples for PCBs in the former Plainwell Impoundment area. 

• Floodplain exposure sampling costs include sampling of representative residential 
exposure units (i.e., residential backyards or equivalent exposure unit area on a non-
residential property) by incremental sampling methodology (ISM).  Scope includes 
sampling 10% of the non-state-owned parcels (i.e., 10% of the residential, agricultural, 
and commercial/industrial zoned parcels) in Area 1 outside the former TCRA study 
areas. ISM samples will be collected at two depth intervals (0-6” and 6”-12”) for analysis. 
Sampling and analytical costs are based on 2013 ISM sampling performed in Area 3, 
and include site access agreements QC samples. Costs also include desktop 
evaluations to identify representative parcels for sampling (flood modeling, geomorphic 
landforms assessment, parcel zoning/land use evaluation, title searches, etc.), site 
reconnaissance, data validation, data evaluation, and reporting; plus a 20% contingency. 

• LTM includes performing visual inspections of the approximately 11 acres of disturbed 
areas annually for the first 5 years and then once every 5 years until year 30. Cost does 
not include exotic/invasive species control. Cap inspections would consist of visual 
observation of cap materials and erosion. Cap maintenance is a one-time cost based on 
approximately 10% of the capital cost of the cap placement; a contingency of 10% and 
project management/technical support at 10% are applied to the maintenance event. 
Reporting would be included as a component of the LTM event. Five-year reviews would 
be completed throughout the 30 years. 

• The estimated cost for the LTM program was calculated using the present worth analysis 
process outlined by the USEPA (2000). A discount rate of 7% was used for the present 
worth calculation, and expenditures are assumed to occur at the end of construction. 

Alternative FPS-4A: Removal (RAL = 20 mg/kg) AND ICs 
• Mobilization/demobilization cost assumptions are consistent with Alternative FPS-3. 

• Site preparation cost includes labor, equipment, and materials necessary to perform 
clearing of the area to be excavated, installing temporary erosion and sedimentation 
controls, constructing material staging and decontamination areas, constructing 
temporary access roads, and preparing the site for construction. Cleared vegetation 
would be chipped and left onsite. Access roads would be constructed 20 feet wide, 
underlain with woven geotextile, and would consist of a 1-foot-thick stone base. Cost 
assumes approximately 1 mile of access road. Three material staging areas would be 
required; each would measure approximately 1 acre. Each would be constructed with an 
average 1.5-foot-thick stone base, underlain with nonwoven geotextile, 40-mil flexible 
membrane liner. Each staging area would be sloped to a sump for staging excavated 
material to facilitate material dewatering and compartmented with concrete bin blocks to 
support material handling and stabilization. Material staging areas would also be 
equipped with decontamination areas. 
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• Floodplain soil excavation activities cost includes labor, materials, equipment, and 
services necessary to complete excavation of impacted material. Excavated material 
would be transported via off-road articulated dump trucks to a material staging area for 
dewatering and stabilization. Removal of impacted material is assumed using 
conventional construction equipment (e.g., excavators, etc.). Assumes one crew with a 
daily production rate of 500 cy. The removal volume of 12,100 cy assumes a factor of 
approximately 1.1 times the neat volume to account for constructability and 
implementation constraints. 

• Backfill cost includes labor and materials for the procurement and transportation 
necessary for the placement of materials. Backfill placement is assumed using 
conventional construction equipment (e.g., excavator). The backfill would consist of a 1-
foot-thick system comprised of a 0.5-foot-thick layer of clean general borrow fill followed 
by a 0.5-foot-tick layer of topsoil. Assumes one crew with a daily production rate of 750 
cy working in parallel with excavation activities (i.e., the time for backfill activities does 
not contribute to the total duration of the alternative) and approximately 20% additional 
material to account for loss during transportation and placement. 

• Material dewatering and handling activities cost includes the dewatering and stabilization 
of material following excavation activities. Dewatering would occur passively at the 
material staging area. Stabilization admixture (e.g., Portland cement) would be added at 
a ratio of 7% of the volume of material to be stabilized. It is assumed that 25% of the 
excavated material would require a stabilization admixture. It is assumed that any water 
generated in association with material management would be treated onsite via a 
temporary water treatment system. 

• Water treatment cost includes installation and operation of a temporary water treatment 
system. Cost estimate assumes a 50-gpm water treatment system including pumps, 
influent piping and hoses, frac tanks, carbon filters, bag filters, discharge piping and 
hoses, and flow meter. Cost estimate assumes daily bag filter change outs. Estimate 
assumes treated water would be discharge to the Kalamazoo River. Duration is based 
on assumed excavation rate and associated work activities (i.e., survey, confirmation 
sampling, etc.). Duration also includes 2 months allotted for a system startup and testing 
period and system demobilization. 

• Post-removal confirmation sampling cost includes labor, materials, and laboratory 
analytical costs necessary to collect and analyze soil samples confirming the PCB levels 
achieved. Consistent with the TCRAs, cost assumes sampling frequency of one per 500 
square feet of removal area. 

• Transportation and disposal of excavated material cost assumes materials would be 
disposed offsite. Disposal volume estimate assumes removed in situ materials bulked by 
7% due to stabilization agent. Assumes removed materials would be15% TSCA and 
85% non-TSCA by weight. TSCA material would be disposed of at a landfill located 
approximately 140 miles from the site. Non-TSCA material would be disposed at a 
landfill located approximately 70 miles from the site. Sampling includes the analysis of 
samples (including, but not limited to, TCLP metals, PCBs, VOCs, SVOCs, ignitability, 
reactivity, and corrosivity). Cost assumes that waste characterization samples would be 
collected at a frequency of one sample per every 500 tons of material destined for off-
site treatment/disposal. 
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• Environmental monitoring cost assumptions are consistent with Alternative FPS-3 
(Capping (RAL = 20 mg/kg), ECs and ICs). 

• Restoration cost assumptions are consistent with Alternative FSP-3. 

• Survey cost assumptions are consistent with Alternative FSP-3. 

• A 35% allowance is included for construction contingency (e.g., scope and bid) to 
provide for unforeseen circumstances or variability in estimated areas, volumes, and 
costs, and is applied to the sum of itemized subtotaled capital costs. In addition, a 15% 
allowance is included for project management (5%), remedial design (5%), and 
construction management (5%). 

• Floodplain exposure sampling costs include sampling of representative residential 
exposure units (i.e., residential backyards or equivalent exposure unit area on a non-
residential property) by incremental sampling methodology (ISM).  Scope includes 
sampling 10% of the non-state-owned parcels (i.e., 10% of the residential, agricultural, 
and commercial/industrial zoned parcels) in Area 1 outside the former TCRA study 
areas. ISM samples will be collected at two depth intervals (0-6” and 6”-12”) for analysis. 
Sampling and analytical costs are based on 2013 ISM sampling performed in Area 3, 
and include site access agreements QC samples. Costs also include desktop 
evaluations to identify representative parcels for sampling (flood modeling, geomorphic 
landforms assessment, parcel zoning/land use evaluation, title searches, etc.), site 
reconnaissance, data validation, data evaluation, and reporting; plus a 20% contingency. 

• LTM cost assumptions are consistent with Alternative FPS-3. Maintenance is a one-time 
cost based on approximately 30% of the capital cost of the backfill installation and 
includes erosion maintenance. A contingency of 10% and project management/technical 
support at 10% is applied to the maintenance event.  

• The estimated cost for the LTM program is calculated using the present worth analysis 
process outlined by the USEPA (2000). A discount rate of 7% is used for the present 
worth calculation, and expenditures are assumed to occur at the end of construction. 

Alternative FPS-4B: Removal (RAL = 0.5 mg/kg) AND ICs 
• Mobilization/demobilization cost assumptions are consistent with Alternative FPS-3. 

• Site preparation cost assumptions are consistent with Alternative FPS-3. Assumes 
construction of approximately 33 miles of access roads. A total of 32 material staging 
areas, four 1-acre and twenty-eight 1/2-acre material staging areas would be required. 
Floodplain soil excavation cost assumptions are consistent with Alternative FPS-4A. 
Assumes two crews operating in parallel with a total daily production rate of 1,000 cy. 
The removal volume of 1,540,000 cy assumes a factor of 1.1 times the neat volume to 
account for constructability and implementation constraints. 

• Backfill cost assumptions are consistent with Alternative FPS-4A. 

• Material dewatering and handling activities cost assumptions are consistent with 
Alternative FPS-4A. 

• Water treatment cost assumptions are consistent with Alternative FPS-4A. 
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• Post-removal confirmation sampling cost assumptions are consistent with Alternative 
FPS-4A. 

• Transportation and disposal of excavated material cost assumptions are consistent with 
Alternative FPS-4A. 

• Environmental monitoring cost assumptions are consistent with Alternative FPS-4A. 

• Restoration cost assumptions are consistent with Alternative FPS-4A. Cost assumes 
restoration of approximately 949 acres of disturbance. 

• Survey cost assumptions are consistent with Alternative FPS-4A. Survey cost assumes 
survey of approximately 950 acres of disturbance. 

• A 35% allowance is included for construction contingency (e.g., scope and bid) to 
provide for unforeseen circumstances or variability in estimated areas, volumes, and 
costs, and is applied to the sum of itemized subtotaled capital costs. In addition, a 15% 
allowance is included for project management (5%), remedial design (5%), and 
construction management (5%). 

• Due to the large scope of work required to implement this alternative (FPS-4B), it is 
assumed that construction activities would be carried out and cost allocated over a 10-
year period. 

• Floodplain exposure sampling costs include sampling of representative residential 
exposure units (i.e., residential backyards or equivalent exposure unit area on a non-
residential property) by incremental sampling methodology (ISM).  Scope includes 
sampling 10% of the non-state-owned parcels (i.e., 10% of the residential, agricultural, 
and commercial/industrial zoned parcels) in Area 1 outside the former TCRA study 
areas. ISM samples will be collected at two depth intervals (0-6” and 6”-12”) for analysis. 
Sampling and analytical costs are based on 2013 ISM sampling performed in Area 3, 
and include site access agreements QC samples. Costs also include desktop 
evaluations to identify representative parcels for sampling (flood modeling, geomorphic 
landforms assessment, parcel zoning/land use evaluation, title searches, etc.), site 
reconnaissance, data validation, data evaluation, and reporting; plus a 20% contingency. 

• LTM cost assumptions are consistent with Alternative FPS-4A. Long term monitoring 
would be performed annually for the first 5 years starting in year 11, and every 5 years 
thereafter.  A onetime maintenance of disturbed areas would be performed in year 20. It 
is assumed that 10% of the disturbed areas would need repair due to erosion. The repair 
would consist of backfilling the eroded areas with clean fill and topsoil and revegetation. 
The cost of performing maintenance is assumed to be 20% of the capital costs for clean 
borrow fill and topsoil. 

• The estimated cost for the LTM program is calculated using the present worth analysis 
process outlined by the USEPA (2000). A discount rate of 7% is used for the present 
worth calculation, and expenditures are assumed to occur at the end of construction. 
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Appendix I 
Fish Tissue Projections Methods and Calculations 
 
Fish Projection Methodology 
Fish trending was conducted for five groupings of fish samples defined herein as fish trending 
Aquatic Biota Sampling Areas (ABSAs).  These fish trending ABSAs were chosen to represent 
Area 1 as presented in the FS and are named as follows: ABSA-03, ABSA-04, ABSA-05, Urban, 
and Dams.  The Urban and Dams designations were used to separate the river into two 
segments where Urban represents the free-flowing portion of the Kalamazoo starting in an 
urban area near Portage Creek, and Dams represents the quiescent portion of the Kalamazoo 
near the two Plainwell dams.  The regression equations for these five fish trending ABSAs were 
used to project future fish tissue concentrations in Area 1.  The original ABSA boundaries were 
established in Final (Revised) Baseline Ecological Risk Assessment – Allied Paper, Inc./Portage 
Creek/Kalamazoo River Superfund Site (Site-wide BERA) CDM (2003a) and the Urban and 
Dams fish trending ABSAs were developed during discussions with the Kalamazoo Work 
Group, which consists of representatives from Georgia-Pacific, USEPA, and MDEQ.  The fish 
trending ABSAs are defined as follows: 
 
ABSA-03:  Morrow Lake Dam to Mosel Avenue 
ABSA-04:  Mosel Avenue to Hwy 131 Bridge 
ABSA-05:  Hwy 131 Bridge to Former Plainwell Dam 
Urban:  Kalamazoo Avenue to D Avenue 
Dams:  D Avenue to Former Plainwell Dam 
 
Each ABSA included one or more fish collection location(s).  These collection locations are 
included in the fish trending ABSAs as follows: 

Fish 
Trending 
ABSAs 

Fish Sampling Locations 
ABSA-3 

Downstream of 
Morrow Dam 

ABSA-3.5 
Kalamazoo 

Avenue 

ABSA-4 
Mosel 

Avenue 

ABSA-4.5 
D Avenue 

 

ABSA-4.6 
Plainwell #2 
Dam Area 

ABSA-5 
Former Plainwell 

Dam Area 
ABSA-03 X X     
ABSA-04   X X X  
ABSA-05      X 
Urban  X X X   
Dams     X X 
 
 
Initial Fish Concentrations 
Initial fish tissue concentrations were based on the median fish tissue concentrations for the 
Urban and Dams Areas from the 2006 - 2011 data.  Starting concentrations are: 
 

Areas Smallmouth Bass 
Fillet* 

Smallmouth Bass Young of Year 
Whole Body* 

Common Carp 
Fillet* 

Urban 0.22 0.73 4.1 
Dams 0.38 1.3 3.3 
*All concentrations are in mg/kg 
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Fish Concentration Risk Thresholds and Reference Concentrations 
A number of fish concentration thresholds and reference concentrations were identified to aid 
the risk manager in selecting the remedial alternative.  These concentrations are based on 
reference concentrations upstream of Area 1, ecological or human health risk-based 
concentrations, and State of Michigan fish consumption advisory level guidelines.  Upstream 
reference concentrations were calculated as the median of the most recent year of data for each 
fish type for fish collected in Morrow Lake and in Ceresco Reservoir.  The concentrations used 
as thresholds are: 
 
 Smallmouth 

Bass Fillet 
Smallmouth Bass Young 

of Year Whole Body 
Common 

Carp Fillet§ 
Mink RBC* NA 0.60 NA 
Morrow Lake Reference* 0.23 (2012) 0.34 (2006) 0.29 (2012) 
MDCH Fish Consumption 
Advisory: 2 meals per month* 0.11 NA 0.11 

Human Health Fish 
Consumption RBC: High End 
Sports Angler (HQ = 1)* 

0.072 NA 0.072 

Human Health Fish 
Consumption RBC: High End 
Sports Angler (10-5)* 

0.042 NA 0.042 

Ceresco Reservoir Reference* 0.026 (2006) 0.12 (2006) 0.13 (2006) 
RBC = Risk-based Concentration NA = Not applicable 
*All concentrations are in mg/kg (Year) of median concentration 
§MDCH does not currently recommend eating common carp from this section of the 
Kalamazoo.  These values are presented as future goals. 
 
 
SWAC Calculations 
SWAC values for the top six inches (Interval 1) were used to represent the potential exposure of 
fish to sediment pre- and post-remediation.  SWACs were calculated by arithmetic and GIS-
based methods with upper and lower bounds as discussed during the November 21, 2013 
meeting between GP/AMEC, USEPA, and MDEQ.  The SWACs specific to Sections 2, 3 and 4 
were used for remedial alternatives S-3 and S-4 projection calculations in the Urban Area 
because only these sections will be affected by these alternatives.  The Interval 1 SWACs 
calculated using the arithmetic and GIS-based methods are (also see Table 4-4): 
 

  Remedial Reach SWACs (mg/kg) 
Alternative S-3 Interval 1 
  LCL Best Est.(S-3C) UCL 
Pre Remediation 0.49 1.76 2.33 
Post Remediation 0.35 1.09 1.06 
      Remedial Reach SWACs (mg/kg) 
Alternative S-4 Interval 1 
  LCL Best Est. (S-4F) UCL 
Pre Remediation 0.49 1.76 2.23 
Post Remediation 0.34 0.60 0.90 

 

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Studay

December 19, 2015 

Project No.: 3293131541 I-2



The area-wide SWACs were used for the remedial alternative S-5 projection calculations for the 
Urban and Dams Areas because S-5 affects Area 1 river-wide.  The area-wide SWAC 
calculations for remedial alternative S-5 resulted in a pre-remediation SWAC of 0.59 mg/kg and 
post-remediation SWAC of 0.23 mg/kg and were used as the basis for the step down 
calculations in the fish projections. 
 
 
Remediation and Step Down 
Remedial activities, and the estimated time frame within which these occur, are discussed in 
Section 4.3 through 4.5 of the Area 1 FS.  To project recovery times under each alternative, 
step down concentrations were calculated via two methods:  a log-linear regression equation 
and a 10 percent fish to sediment ratio (fish:sediment). 

The data from OU-5 indicate that a percent change in sediment concentration does not directly 
result in an equivalent percent change in fish tissue concentration because the biota-sediment 
accumulation factor (BSAF) does not remain constant with varying PCB concentrations in 
sediment.  This is based on two lines of evidence:  1) a statistical evaluation provided by Kern 
(Enclosure 1 of MDEQ comments; MDEQ, 2013) and 2) data from the Bryant Mill Pond 
remediation area in Portage Creek, a tributary flowing into the Kalamazoo River in Area 1. 

BSAF values from the Kalamazoo River were shown to exhibit a statistically significant 
difference as a function of sediment concentrations (MDEQ, 2013).  In this evaluation, a log-
linear regression equation was developed to express the relationship between fish tissue and 
sediment PCB concentrations.  The log-linear regression equation was used to predict the 
Lower Bound scenario and Mid scenario for the step down in fish tissue concentration resulting 
from the change in sediment SWAC values associated with each remedial alternative.  The log-
linear regression equation (Equation 1) used to calculate fish concentrations after remedial 
activities are completed was calculated based on sediment concentrations pre- and post-
remediation, fish concentrations prior to remedial activities, and the regression coefficient 
provided for each species (MDEQ, 2013) as follows: 
 

𝐶𝐶𝑓𝑓𝑓𝑓𝑓𝑓ℎ(𝑝𝑝𝑝𝑝𝑓𝑓𝑝𝑝) =  𝐶𝐶𝑓𝑓𝑓𝑓𝑓𝑓ℎ(𝑝𝑝𝑝𝑝𝑝𝑝) ∗  �𝐶𝐶𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠 (𝑝𝑝𝑝𝑝𝑠𝑠𝑠𝑠)

𝐶𝐶𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠 (𝑝𝑝𝑝𝑝𝑠𝑠)
�
𝛽𝛽3

 Equation 1 

 
Where C = concentration of designated media, β3 = 0.62 for smallmouth bass fillets, β3 = 0.61 
for smallmouth bass young of year whole body, and β3 = 0.73 for common carp fillets. 
 
Empirical data from Bryant Mill Pond were used to predict the Upper Bound scenario for the 
step down for each fish species.  The 10 percent fish:sediment ratio, based on Bryant Mill Pond 
data that was used to calculate the predicted step down in fish concentrations is dependent on 
the change in sediment concentrations from pre- to post-remedial activities.  Post-remediation 
TCRA sediment concentrations decreased by two orders of magnitude from pre-remediation 
TCRA sediment concentrations at Bryant Mill Pond (Enclosure 1 of MDEQ comments; MDEQ, 
2013).  Post-remediation fish concentrations decreased by one order of magnitude from pre-
remediation fish concentrations at Bryant Mill Pond (Enclosure 1 of MDEQ comments; MDEQ, 
2013).  This results in a ratio of 0.10 (fish:sediment) or 10 percent.  The change in fish 
concentrations was calculated as 10 percent of the difference in pre- and post-remedial activity 
SWACs for sediment (Equation 2).   
 

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Studay

December 19, 2015 

Project No.: 3293131541 I-3



𝐶𝐶𝑓𝑓𝑓𝑓𝑓𝑓ℎ(𝑝𝑝𝑝𝑝𝑓𝑓𝑝𝑝) =  𝐶𝐶𝑓𝑓𝑓𝑓𝑓𝑓ℎ(𝑝𝑝𝑝𝑝𝑝𝑝) −  ��𝐶𝐶𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠(𝑝𝑝𝑝𝑝𝑠𝑠)− 𝐶𝐶𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠(𝑝𝑝𝑝𝑝𝑠𝑠𝑠𝑠)�
𝐶𝐶𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠𝑠(𝑝𝑝𝑝𝑝𝑠𝑠)

∗ 𝑅𝑅𝑅𝑅𝑅𝑅𝑅𝑅𝑅𝑅 ∗  𝐶𝐶𝑓𝑓𝑓𝑓𝑓𝑓ℎ(𝑝𝑝𝑝𝑝𝑝𝑝)� Equation 2 

 
The SWACs specific to the remedial reach in Sections 2, 3 and 4 were used for S-3 and S-4 
projection calculations in the Urban Area and the area-wide SWACs were used for S-5 
projection calculations for the Urban and Dams Areas. 
 
The step down calculation method and inputs are specific for each fish type and provide Mid, 
Upper Bound, and Lower Bound Scenarios as follows: 
 
Smallmouth bass fillet, smallmouth bass young of year whole body, and common carp fillet 
tissues: 

• The 10 percent fish:sediment ratio was used to calculate the step down for the Upper 
Bound scenario 

• The log-linear regression equation was used to calculate the step down for the Mid and 
Lower Bound scenarios 
 

No change in concentrations is shown during the majority of the time period in which sediment 
remedial activities occur.  The step down is shown as occurring during the last year of the 
remedial action period. 
 
 
Projected Fish Concentration Reductions 
Regression equations from fish trending ABSAs in the urban/free-flowing portions of the river 
(ABSA-03, ABSA-04, or Urban 1) were used to project fish concentrations for each of the 
remedial alternatives that affect the urban/free-flowing environment.  Regression equations from 
fish trending ABSAs in the impounded or previously impounded portions of the river (ABSA-05 
or Dams) were used to project fish concentrations for each of the remedial alternatives that 
affect the Dams Area.  The following criteria were used to select the appropriate regression 
equations for the six ABSAs representative of Area 1.  Regression equation selections are 
summarized on Tables I-1.1a, I-2.1a, and I-3.1a.  Tables I-1.1b, I-2.1b, and I-3.1b present the 
reduction percentages associated with each selected regression equation. 
 
 
Projection Criteria: 
 

1. Regression equations were statistically tested for significance and those significantly 
different than zero (p < 0.05) were considered for potential use to project declines for the 
most likely concentration reduction scenario (Mid). If the available regression equations 
did not include a p-value < 0.05, an equation with a p-value approaching 0.05 was used.  

2. Monitored Natural Recovery (MNR) percentages were selected as follows: 
• The regression equation that resulted in the median average annual percent 

decline (AAPD) was selected to represent the Mid-line. If only two significant 
regression equations were available, the lower of the AAPDs was selected to 
calculate a conservative projection.  

• The lower confidence limit (LCL) of the regression equation with the lowest 
AAPD was selected to represent the “upper bound” of time. 

• The upper confidence limit (UCL) of the regression equation with the highest 
AAPD was selected to represent the “lower bound” of time.  

3. Recovery percentages were selected as follows: 
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• Upper Bound:  The AAPD was used from the Mid scenario for MNR. 
• Mid:  An AADP was used with a power equation (i.e., calculated like reverse 

compound interest) and produces a curve with a decreasing slope over time. The 
selected AAPD was greater than the Mid AAPD for MNR and less than the AAPD 
for the lower bound. 

• Lower Bound:  The UCL of the highest AAPD from MNR was retained for the 
“lower bound”. 

 
 
Rationale for Regression Line Selection 
 
Smallmouth Bass Fillet – Urban Area 
S-2 (MNR): 

Mid:  Used the only significant (at an alpha of 0.05) AAPD available (ABSA-03). 
Upper Bound:  At least one regression was not significantly different than zero; an AAPD of 
zero was used to indicate no change in fish concentrations. 
Lower Bound:  The ABSA-03 regression line was significantly different than zero; the UCL of 
this regression was used to project the fastest potential rate of tissue decline for the lower 
bound. 

 
S-3 (Removal of Hotspots in the Remedial Reach): 

Mid:  Used the only significant AAPD available (ABSA-03).  A value of 4 percent for recovery 
was between the upper and lower bounds and, based on the scale of the remedial 
alternative, selected for use in a power equation. Step down due to remediation quantified 
by using the log-linear regression equation. 
Upper Bound:  At least one regression was not significantly different than zero; an AAPD of 
zero was used to indicate no change in fish concentrations.  The ABSA-03 regression was 
used to calculate the recovery percentage.  Step down due to remediation quantified by 
using the 10 percent fish:sediment ratio. 
Lower Bound:  The ABSA-03 regression line was significantly different than zero; the UCL of 
this regression was used to project the fastest potential rate of tissue decline for the lower 
bound.  The ABSA-03 UCL of the regression was used to calculate the recovery 
percentage.  Step down due to remediation quantified by using the log-linear regression 
equation. 

 
S-4 (Removal of Hotspots in the Remedial Reach and Section 3 River Channel Edges): 

Mid:  Used the only significant AAPD available (ABSA-03).  A value of 4 percent for recovery 
was between the upper and lower bounds and, based on the scale of the remedial 
alternative, selected for use in a power equation.  Step down due to remediation quantified 
by using the log-linear regression equation. 
Upper Bound:  At least one regression was not significantly different than zero; an AAPD of 
zero was used to indicate no change in fish concentrations.  The ABSA-03 regression was 
used to calculate the recovery percentage.  Step down due to remediation quantified by 
using the 10 percent fish:sediment ratio. 
Lower Bound:  The ABSA-03 regression line was significantly different than zero; the UCL of 
this regression was used to project the fastest potential rate of tissue decline for the lower 
bound.  The ABSA-03 UCL of the regression was used to calculate the recovery 
percentage.  Step down due to remediation quantified by using the log-linear regression 
equation. 
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S-5 (Area 1-wide Removal): 
Mid:  Used the only significant AAPD available (ABSA-03).  A value of 4.5 percent for 
recovery was between the upper and lower bounds and, based on the scale of the remedial 
alternative, selected for use in a power equation.  Step down due to remediation quantified 
by using the log-linear regression equation. 
Upper Bound:  At least one regression was not significantly different than zero; an AAPD of 
zero was used to indicate no change in fish concentrations.  The ABSA-03 regression was 
used to calculate the recovery percentage.  Step down due to remediation quantified by 
using the 10 percent fish:sediment ratio. 
Lower Bound:  The ABSA-03 regression line was significantly different than zero; the UCL of 
this regression was used to project the fastest potential rate of tissue decline for the lower 
bound.  The ABSA-03 UCL of the regression was used to calculate the recovery 
percentage.  Step down due to remediation quantified by using the log-linear regression 
equation. 

 
Smallmouth Bass Fillet – Dams Area 
S-2 (MNR): 

Mid:  Used the lower of the two AAPDs from regression lines that were significantly different 
than zero. 
Upper Bound:  Used the lowest LCL of the two AAPDs from regression lines that were 
significantly different than zero. 
Lower Bound:  Used the highest UCL of the two AAPDs from regression lines that were 
significantly different than zero. 

 
S-3 (Removal of Hotspots in the Remedial Reach): 

No time projection calculated for this scenario because no remedial activities are planned to 
occur in the Dams Area for this alternative. 

 
S-4 (Removal of Hotspots in the Remedial Reach and Section 3 River Channel Edges): 

No time projection calculated for this scenario because no remedial activities are planned to 
occur in the Dams Area for this alternative. 

 
S-5 (Area 1-wide Removal): 

Mid:  Used the lower of the two AAPDs from regression lines that were significantly different 
than zero.  A value of 4 percent for recovery consistent with the Urban Area recovery was 
selected for use in a power equation.  Step down due to remediation quantified by using the 
log-linear regression equation. 
Upper Bound:  Used the lowest LCL of the two AAPDs from regression lines that were 
significantly different than zero.  The ABSA-05 regression was used to calculate the 
recovery percentage.  Step down due to remediation quantified by using the 10 percent 
fish:sediment ratio. 
Lower Bound:  Used the highest UCL of the two AAPDs from regression lines that were 
significantly different than zero.  The Dams UCL of the regression was used to calculate the 
recovery percentage.  Step down due to remediation quantified by using the log-linear 
regression equation. 
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Smallmouth Bass Young of Year Whole Body – Urban Area 
S-2 (MNR): 

Mid:  None of the calculated regression lines were significantly different than zero.  The 
regression for ABSA-03 was used because the regression was significantly different than 
zero (p = 0.057) at an alpha of 0.10. 
Upper Bound:  None of the calculated regression lines were significantly different than zero; 
an AAPD of zero was used to indicate no change in fish concentrations. 
Lower Bound:  None of the calculated regression lines were significantly different than zero.  
The UCL of the regression for ABSA-03 was used because it was the only regression 
significantly different than zero (p = 0.057) when an alpha value of 0.10 was considered. 

 
S-3 (Removal of Hotspots in the Remedial Reach): 

Mid:  None of the calculated regression lines were significantly different than zero.  The 
regression for ABSA-03 was used because the regression was significantly different than 
zero (p = 0.057) at an alpha of 0.10.  A value of 4 percent for recovery was between the 
upper and lower bounds and based on the scale of the remedial alternative was selected for 
use in a power equation.  Step down due to remediation quantified by using the log-linear 
regression equation. 
Upper Bound:  None of the calculated regression lines were significantly different than zero; 
an AAPD of zero was used to indicate no change in fish concentrations.  The ABSA-03 
regression line was used to calculate the recovery percentage.  Step down due to 
remediation quantified by using the 10 percent fish:sediment ratio. 
Lower Bound:  None of the calculated regression lines were significantly different than zero.  
The regression for ABSA-03 was used because it was the only regression significantly 
different than zero (p = 0.057) when an alpha value of 0.10 was considered.  The ABSA-03 
UCL of the regression was used to calculate the recovery percentage.  Step down due to 
remediation quantified by using the log-linear regression equation. 

 
S-4 (Removal of Hotspots in the Remedial Reach and Section 3 River Channel Edges): 

Mid:  None of the calculated regression lines were significantly different than zero.  The 
regression for ABSA-03 was used because the regression was significantly different than 
zero (p = 0.057) at an alpha of 0.10.  A value of 4 percent for recovery was between the 
upper and lower bounds and based on the scale of the remedial alternative was selected for 
use in a power equation. Step down due to remediation quantified by using the log-linear 
regression equation. 
Upper Bound:  None of the calculated regression lines were significantly different than zero; 
an AAPD of zero was used to indicate no change in fish concentrations.  The ABSA-03 
regression was used to calculate the recovery percentage.  Step down due to remediation 
quantified by using the 10 percent fish:sediment ratio. 
Lower Bound:  None of the calculated regression lines were significantly different than zero.  
The regression for ABSA-03 was used because it was the only regression significantly 
different than zero (p = 0.057) when an alpha value of 0.10 was considered.  The ABSA-03 
UCL of the regression was used to calculate the recovery percentage.  Step down due to 
remediation quantified by using the log-linear regression equation. 

 
S-5 (Area 1-wide Removal): 

Mid:  None of the calculated regression lines were significantly different than zero.  The 
regression for ABSA-03 was used because the regression was significantly different than 
zero (p = 0.057) at an alpha of 0.10.  A value of 4.5 percent for recovery that was between 
the upper and lower bounds and based on the scale of the remedial alternative was selected 
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for use in a power equation.  Step down due to remediation quantified by using the log-linear 
regression equation. 
Upper Bound:  None of the calculated regression lines were significantly different than zero; 
an AAPD of zero was used to indicate no change in fish concentrations.  The ABSA-03 
regression was used to calculate the recovery percentage.  Step down due to remediation 
quantified by using the 10 percent fish:sediment ratio. 
Lower Bound:  None of the calculated regression lines were significantly different than zero.  
The regression for ABSA-03 was used because it was the only regression significantly 
different than zero (p = 0.057) when an alpha value of 0.10 was considered.  The ABSA-03 
UCL of the regression was used to calculate the recovery percentage.  Step down due to 
remediation quantified by using the log-linear regression equation. 

 
Smallmouth Bass Young of Year Whole Body – Dams Area 
S-2 (MNR): 

Mid:  Used the lower of the two AAPDs from regression lines that were significantly different 
than zero. 
Upper Bound:  Used the lowest LCL of the two AAPDs from regression lines that were 
significantly different than zero. 
Lower Bound:  Used the highest UCL of the two AAPDs from regression lines that were 
significantly different than zero. 

 
S-3 (Removal of Hotspots in the Remedial Reach): 

No time projection calculated for this scenario because no remedial activities are planned to 
occur in the Dams Area for this alternative. 

 
S-4 (Removal of Hotspots in the Remedial Reach and Section 3 River Channel Edges): 

No time projection calculated for this scenario because no remedial activities are planned to 
occur in the Dams Area for this alternative. 

 
S-5 (Area 1-wide Removal): 

Mid:  Used the lower of the two AAPDs from regression lines that were significantly different 
than zero.  A value of 8 percent for recovery was between the upper and lower bounds and 
based on the scale of the remedial alternative was selected for use in a power equation.  
Step down due to remediation quantified by using the log-linear regression equation. 
Upper Bound:  Used the lowest LCL of the two AAPDs from regression lines that were 
significantly different than zero.  The Dams regression was used to calculate the recovery 
percentage.  Step down due to remediation quantified by using the 10 percent fish:sediment 
ratio. 
Lower Bound:  Used the highest UCL of the two AAPDs from regression lines that were 
significantly different than zero.  The ABSA-05 UCL of the regression was used to calculate 
the recovery percentage.  Step down due to remediation quantified by using the log-linear 
regression equation. 

 
Common Carp Fillet – Urban Area 
S-2 (MNR): 

Mid:  The median AAPD was used. 
Upper Bound:  The lowest LCL of the regression lines was used. 
Lower Bound:  The highest UCL of the regression lines was used. 
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S-3 (Removal of Hotspots in the Remedial Reach): 
Mid:  The median AAPD was used.  A value of 3.5 percent for recovery that was between 
the upper and lower bounds and based on the scale of the remedial alternative was selected 
for use in a power equation.  Step down due to remediation quantified by using the log-linear 
regression equation. 
Upper Bound:  The lowest LCL of the regression lines was used.  The Urban 1regression 
was used to calculate the recovery percentage.  Step down due to remediation quantified by 
using the 10 percent fish:sediment ratio. 
Lower Bound:  The highest UCL of the regression lines was used. The ABSA-03 UCL of the 
regression was used to calculate the recovery percentage.  Step down due to remediation 
quantified by using the log-linear regression equation. 

 
S-4 (Removal of Hotspots in the Remedial Reach and Section 3 River Channel Edges): 

Mid:  The median AAPD was used.  A value of 3.5 percent for recovery that was between 
the upper and lower bounds and based on the scale of the remedial alternative was selected 
for use in a power equation.  Step down due to remediation quantified by using the log-linear 
regression equation. 
Upper Bound:  The lowest LCL of the regression lines was used.  The Urban 1 regression 
was used to calculate the recovery percentage.  Step down due to remediation quantified by 
using the 10 percent fish:sediment ratio. 
Lower Bound:  The highest UCL of the regression lines was used.  The ABSA-03 UCL of the 
regression was used to calculate the recovery percentage.  Step down due to remediation 
quantified by using the log-linear regression equation. 

 
S-5 (Area 1-wide Removal): 

Mid:  The median AAPD was used.  A value of 4.5 percent for recovery was between the 
upper and lower bounds and based on the scale of the remedial alternative was selected for 
use in a power equation.  Step down due to remediation quantified by using the log-linear 
regression equation. 
Upper Bound:  The lowest LCL of the regression lines was used.  The Urban 1 regression 
was used to calculate the recovery percentage.  Step down due to remediation quantified by 
using the 10 percent fish:sediment ratio. 
Lower Bound:  The highest UCL of the regression lines was used.  The ABSA-03 UCL of the 
regression was used to calculate the recovery percentage. Step down due to remediation 
quantified by using the log-linear regression equation. 

 
Common Carp Fillet – Dams Area 
S-2 (MNR): 

Mid:  Used the lower of the two AAPDs from regression lines that were significantly different 
than zero. 
Upper Bound:  Used the lower LCL of the two AAPDs from regression lines that were 
significantly different than zero. 
Lower Bound:  Used the higher UCL of the two AAPDs from regression lines that were 
significantly different than zero. 

 
S-3 (Removal of Hotspots in the Remedial Reach): 

No time projection calculated for this scenario because no remedial activities are planned to 
occur in the Dams Area for this alternative. 
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S-4 (Removal of Hotspots in the Remedial Reach and Section 3 River Channel Edges): 
No time projection calculated for this scenario because no remedial activities are planned to 
occur in the Dams Area for this alternative. 

 
S-5 (Area 1-wide Removal): 

Mid:  Used the lower of the two AAPDs from regression lines that were significantly different 
than zero.  A value of 3.5 percent for recovery was between the upper and lower bounds 
and based on the scale of the remedial alternative was selected for use in a power equation.  
Step down due to remediation quantified by using the log-linear regression equation. 
Upper Bound:  Used the lower LCL of the two AAPDs from regression lines that were 
significantly different than zero.  The Dams regression was used to calculate the recovery 
percentage.  Step down due to remediation quantified by using the 10 percent fish:sediment 
ratio. 
Lower Bound:  Used the higher UCL of the two AAPDs from regression lines that were 
significantly different than zero.  ABSA-05 UCL of the regression was used to calculate the 
recovery percentage.  Step down due to remediation quantified by using the log-linear 
regression equation. 
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Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
MNR 0% ABSA-03 ABSA-03 UCL ABSA-05 LCL ABSA-05 Dams UCL

Recovery 0% ABSA-03 ABSA-03 UCL ABSA-05 LCL ABSA-05 Dams UCL

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR 0% ABSA-03 ABSA-03 UCL -- -- --

2 Year Step Down 0.1 LogLinear LogLinear -- -- --
Recovery ABSA-03 (power) ABSA-03 UCL -- -- --

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR 0% ABSA-03 ABSA-03 UCL -- -- --

4 Year Step Down 0.1 LogLinear LogLinear -- -- --
Recovery ABSA-03 (power) ABSA-03 UCL -- -- --

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR 0% ABSA-03 ABSA-03 UCL ABSA-05 LCL ABSA-05 Dams UCL

10 Year Step Down 0.1 LogLinear LogLinear 0.1 LogLinear LogLinear
Recovery ABSA-03 (power) ABSA-03 UCL ABSA-05 (power) Dams UCL

Notes:
ABSA notation refers to the fish regression equations for Aquatic Biota Sampling Areas (ABSA) presented in Appendix B
-- Not calculated

Prepared by/Date: LSV 10/30/13
Checked by/Date: EFC 10/30/13
Revised by/Date: NSR 10/29/14
Checked by/Date: EFC 10/29/14

S-5  (Includes Urban and Dam)

Table I-1.1a Smallmouth Bass Fillet Equations

S-2 (Includes Urban and Dam)
Urban Area Dams Area

S-3 (Includes Urban Only)

S-4  (Includes Urban Only)
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Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
MNR 0% 3.4% 5.1% 0.33% 2.3% 4.1%

Recovery 0% 3.4% 5.1% 0.33% 2.3% 4.1%

Notes:
Percentages with no (explanation) calculated from the log-linear regression

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR (%) 0% 3.4% 5.1% -- -- --

2 Year Step Down (mg/kg) 0.0063 0.049 0.066 -- -- --
Recovery (%) 3.4% 4% (power) 5.1% -- -- --

Notes:
Used SWACs based on GIS and Arithmetic approaches for Remedial Reach (see Table 4-4 for SWAC values)
-- Not calculated
Percentages with no (explanation) calculated from the log-linear regression

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR (%) 0% 1.9% 5.1% -- -- --

4 Year Step Down (mg/kg) 0.0067 0.092 0.075 -- -- --
Recovery (%) 3.4% 4% (power) 5.1% -- -- --

Notes:
Used SWACs based on GIS and Arithmetic approaches for Remedial Reach (see Table 4-4 for SWAC values)
-- Not calculated
Percentages with no (explanation) calculated from the log-linear regression

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR (%) 0% 1.9% 5.1% 0.33% 2.3% 4.1%

10 Year Step Down (mg/kg) 0.013 0.084 0.077 0.023 0.15 0.14
Recovery (%) 3.4% 4.5% (power) 5.1% 2.3% 4% (power) 4.1%

Notes:
Used Area 1 Wide SWAC (see Section 4.7.2.1)
Percentages with no (explanation) calculated from a log-linear regression

Prepared by/Date: NHS 01/14/14
Checked by/Date: LSV 01/14/14
Revised by/Date: NSR 10/29/14
Checked by/Date: EFC 10/29/14

S-5  (Includes Urban and Dam)

Table I-1.1b Smallmouth Bass Fillet Percentages

S-2 (Includes Urban and Dam)
Urban Area Dams Area

S-4  (Includes Urban Only)

S-3 (Includes Urban Only)
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Urban Dam Urban Dam Urban Dam Urban Dam Urban Dam

S-2 Lower Bound S-2: (MNR) Achieved 9 9 25 17 35 26 47 34 57

S-2: (MNR) Achieved 18 16 47 29 65 43 87 56 106

Upper Bound S-2: (MNR) Achieved 151 NA 375 NA 504 NA 667 NA 813

S-3 Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down) Achieved NC 2 NC 9 NC 18 NC 26 NC

S-3: Section 2-4 Hotspots (Mid Approximation Step Down) Achieved NC 7 NC 19 NC 32 NC 43 NC

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down) Achieved NC 19 NC 32 NC 46 NC 59 NC

S-4 Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down) Achieved NC 4 NC 10 NC 19 NC 27 NC

S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down) Achieved NC 4 NC 12 NC 25 NC 36 NC

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down) Achieved NC 21 NC 34 NC 48 NC 61 NC

S-5 Lower Bound S-5: Area-wide Removal (Lower Bound Step Down) Achieved 10 10 20 15 30 24 42 32 52

S-5: Area-wide Removal (Mid Approximation Step Down) Achieved 10 10 23 19 34 30 47 41 59

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down) Achieved 29 26 56 39 74 53 96 66 115

Notes:
NA = Not Achievable under this scenario
NC = Not Calculated 
RBC = Risk-Based Concentration
MDCH = Michigan Department of Community Health Prepared by/Date: NHS 11/14/13
mg/kg = milligrams per kilogram Checked by/Date: NTG 01/11/14

Revised by/Date: NSR 10/29/14
Checked by/Date: EFC 10/29/14

Fish Concentration Thresholds

2006 Ceresco Reservoir 
Reference Concentration

0.026 mg/kg

Area 1, OU5 Kalamazoo River
Summary of Years from Initiation of Remediation to Achieve Smallmouth Bass Fillet Concentration Thresholds

Table I-1.2

Human Health Fish 
Consumption RBC: High 
End Sport Angler (HQ =1)

0.072 mg/kg

Human Health Fish 
Consumption RBC: High 
End Sport Angler (10-5)

0.042 mg/kg

Remedial Alternative Scenarios

2012 Morrow Lake 
Reference Concentration 

0.23 mg/kg

MDCH: 
2 Meals Per Month 

0.11 mg/kg
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Current 
Concentration 

(2006 - 2011 median)

2012 Morrow Lake 
Reference 

Concentration

MDCH: 
2 Meals Per 

Month 

Human Health Fish 
Consumption RBC: 

High End Sport 
Angler (HQ =1)

Human Health Fish 
Consumption RBC: 

High End Sport 
Angler (10-5)

2006 Ceresco 
Reservoir 
Reference 

Concentration(a)

Urban 0.22 0.23 0.11 0.072 0.042 0.026
Dams 0.38 0.23 0.11 0.072 0.042 0.026

S-2
0 years for remediation and step down

Urban LCL Slope Dams LCL Slope Urban Mid Slope Dams Mid Slope Urban UCL Slope Dams UCL Slope
S-2 MNR 0 -0.00329 -0.0369 -0.0248 -0.0592 -0.0455

Upper Bound S-2: (MNR)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban Achieved
Dams 151 375 504 667 813

S-2: (MNR)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban Achieved 16 29 43 56
Dams 18 47 65 87 106

Lower Bound S-2: (MNR)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban Achieved 9 17 26 34
Dams 9 25 35 47 57

Yearsd Urban Dams Urban Dams Urban Dams
2011 Current 0.22 0.38 Current 0.22 0.38 Current 0.22 0.38
2012 MNR 0.22 0.38 MNR 0.21 0.37 MNR 0.21 0.36

0 MNR 0.22 0.38 MNR 0.20 0.36 MNR 0.20 0.35
1 MNR 0.22 0.38 MNR 0.20 0.35 MNR 0.18 0.33
2 MNR 0.22 0.38 MNR 0.19 0.34 MNR 0.17 0.32
3 MNR 0.22 0.37 MNR 0.18 0.34 MNR 0.16 0.30
4 MNR 0.22 0.37 MNR 0.18 0.33 MNR 0.15 0.29
5 MNR 0.22 0.37 MNR 0.17 0.32 MNR 0.15 0.28
6 MNR 0.22 0.37 MNR 0.16 0.31 MNR 0.14 0.26
7 MNR 0.22 0.37 MNR 0.16 0.30 MNR 0.13 0.25
8 MNR 0.22 0.37 MNR 0.15 0.30 MNR 0.12 0.24
9 MNR 0.22 0.37 MNR 0.15 0.29 MNR 0.11 0.23

10 MNR 0.22 0.37 MNR 0.14 0.28 MNR 0.11 0.22
11 MNR 0.22 0.36 MNR 0.14 0.28 MNR 0.10 0.21
12 MNR 0.22 0.36 MNR 0.13 0.27 MNR 0.10 0.20
13 MNR 0.22 0.36 MNR 0.13 0.26 MNR 0.090 0.19
14 MNR 0.22 0.36 MNR 0.12 0.26 MNR 0.085 0.18
15 MNR 0.22 0.36 MNR 0.12 0.25 MNR 0.080 0.18
16 MNR 0.22 0.36 MNR 0.11 0.24 MNR 0.076 0.17
17 MNR 0.22 0.36 MNR 0.11 0.24 MNR 0.071 0.16
18 MNR 0.22 0.36 MNR 0.11 0.23 MNR 0.067 0.15
19 MNR 0.22 0.35 MNR 0.10 0.23 MNR 0.063 0.15
20 MNR 0.22 0.35 MNR 0.10 0.22 MNR 0.060 0.14
21 MNR 0.22 0.35 MNR 0.094 0.21 MNR 0.056 0.13
22 MNR 0.22 0.35 MNR 0.091 0.21 MNR 0.053 0.13
23 MNR 0.22 0.35 MNR 0.087 0.20 MNR 0.050 0.12
24 MNR 0.22 0.35 MNR 0.084 0.20 MNR 0.047 0.12
25 MNR 0.22 0.35 MNR 0.081 0.19 MNR 0.044 0.11
26 MNR 0.22 0.35 MNR 0.078 0.19 MNR 0.042 0.11
27 MNR 0.22 0.35 MNR 0.075 0.18 MNR 0.039 0.10
28 MNR 0.22 0.34 MNR 0.073 0.18 MNR 0.037 0.10
29 MNR 0.22 0.34 MNR 0.070 0.18 MNR 0.035 0.093
30 MNR 0.22 0.34 MNR 0.068 0.17 MNR 0.033 0.089
31 MNR 0.22 0.34 MNR 0.065 0.17 MNR 0.031 0.085
32 MNR 0.22 0.34 MNR 0.063 0.16 MNR 0.029 0.081
33 MNR 0.22 0.34 MNR 0.060 0.16 MNR 0.028 0.077
34 MNR 0.22 0.34 MNR 0.058 0.16 MNR 0.026 0.074
35 MNR 0.22 0.34 MNR 0.056 0.15 MNR 0.071
36 MNR 0.22 0.34 MNR 0.054 0.15 MNR 0.068
37 MNR 0.22 0.33 MNR 0.052 0.14 MNR 0.065
38 MNR 0.22 0.33 MNR 0.050 0.14 MNR 0.062
39 MNR 0.22 0.33 MNR 0.048 0.14 MNR 0.059
40 MNR 0.22 0.33 MNR 0.047 0.13 MNR 0.056
41 MNR 0.22 0.33 MNR 0.045 0.13 MNR 0.054
42 MNR 0.22 0.33 MNR 0.043 0.13 MNR 0.051
43 MNR 0.22 0.33 MNR 0.042 0.12 MNR 0.049

Calculation of Smallmouth Bass Fillet Tissue Projections for Remedial Alternative S-2
Table I-1.3a

Area 1, OU5 Kalamazoo River

Process 
Occurring

Process 
Occurring

Process 
Occurring

Upper Bound S-2: (MNR)

Years to Reach:

Years to Reach:

Years to Reach:

Concentration Not Achievable

S-2: (MNR) Lower Bound S-2: (MNR)

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Studay

December 19, 2015 

Project No.: 3293131541 I-14



Current 
Concentration 

(2006 - 2011 median)

2012 Morrow Lake 
Reference 

Concentration

MDCH: 
2 Meals Per 

Month 

Human Health Fish 
Consumption RBC: 

High End Sport 
Angler (HQ =1)

Human Health Fish 
Consumption RBC: 

High End Sport 
Angler (10-5)

2006 Ceresco 
Reservoir 
Reference 

Concentration(a)

Urban 0.22 0.23 0.11 0.072 0.042 0.026
Dams 0.38 0.23 0.11 0.072 0.042 0.026

S-2
0 years for remediation and step down

Urban LCL Slope Dams LCL Slope Urban Mid Slope Dams Mid Slope Urban UCL Slope Dams UCL Slope
S-2 MNR 0 -0.00329 -0.0369 -0.0248 -0.0592 -0.0455

Upper Bound S-2: (MNR)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban Achieved
Dams 151 375 504 667 813

S-2: (MNR)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban Achieved 16 29 43 56
Dams 18 47 65 87 106

Lower Bound S-2: (MNR)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban Achieved 9 17 26 34
Dams 9 25 35 47 57

Yearsd Urban Dams Urban Dams Urban Dams

Calculation of Smallmouth Bass Fillet Tissue Projections for Remedial Alternative S-2
Table I-1.3a

Area 1, OU5 Kalamazoo River

Process 
Occurring

Process 
Occurring

Process 
Occurring

Upper Bound S-2: (MNR)

Years to Reach:

Years to Reach:

Years to Reach:

Concentration Not Achievable

S-2: (MNR) Lower Bound S-2: (MNR)

44 MNR 0.22 0.33 MNR 0.040 0.12 MNR 0.047
45 MNR 0.22 0.33 MNR 0.039 0.12 MNR 0.045
46 MNR 0.22 0.32 MNR 0.037 0.12 MNR 0.043
47 MNR 0.22 0.32 MNR 0.036 0.11 MNR 0.041
48 MNR 0.22 0.32 MNR 0.035 0.11 MNR 0.039
49 MNR 0.22 0.32 MNR 0.033 0.11 MNR 0.037
50 MNR 0.22 0.32 MNR 0.032 0.10 MNR 0.036
51 MNR 0.22 0.32 MNR 0.031 0.10 MNR 0.034
52 MNR 0.22 0.32 MNR 0.030 0.10 MNR 0.033
53 MNR 0.22 0.32 MNR 0.029 0.10 MNR 0.031
54 MNR 0.22 0.32 MNR 0.028 0.095 MNR 0.030
55 MNR 0.22 0.32 MNR 0.027 0.092 MNR 0.028
56 MNR 0.22 0.31 MNR 0.026 0.090 MNR 0.027
57 MNR 0.22 0.31 MNR 0.088 MNR 0.026
58 MNR 0.22 0.31 MNR 0.086
59 MNR 0.22 0.31 MNR 0.083
60 MNR 0.22 0.31 MNR 0.081
61 MNR 0.22 0.31 MNR 0.079
62 MNR 0.22 0.31 MNR 0.077
63 MNR 0.22 0.31 MNR 0.076
64 MNR 0.22 0.31 MNR 0.074
65 MNR 0.22 0.30 MNR 0.072
66 MNR 0.22 0.30 MNR 0.070
67 MNR 0.22 0.30 MNR 0.068
68 MNR 0.22 0.30 MNR 0.067
69 MNR 0.22 0.30 MNR 0.065
70 MNR 0.22 0.30 MNR 0.064
71 MNR 0.22 0.30 MNR 0.062
72 MNR 0.22 0.30 MNR 0.060
73 MNR 0.22 0.30 MNR 0.059
74 MNR 0.22 0.30 MNR 0.057
75 MNR 0.22 0.29 MNR 0.056
76 MNR 0.22 0.29 MNR 0.055
77 MNR 0.22 0.29 MNR 0.053
78 MNR 0.22 0.29 MNR 0.052
79 MNR 0.22 0.29 MNR 0.051
80 MNR 0.22 0.29 MNR 0.050
81 MNR 0.22 0.29 MNR 0.048
82 MNR 0.22 0.29 MNR 0.047
83 MNR 0.22 0.29 MNR 0.046
84 MNR 0.22 0.29 MNR 0.045
85 MNR 0.22 0.29 MNR 0.044
86 MNR 0.22 0.28 MNR 0.043
87 MNR 0.22 0.28 MNR 0.042
88 MNR 0.22 0.28 MNR 0.041
89 MNR 0.22 0.28 MNR 0.040
90 MNR 0.22 0.28 MNR 0.039
91 MNR 0.22 0.28 MNR 0.038
92 MNR 0.22 0.28 MNR 0.037
93 MNR 0.22 0.28 MNR 0.036
94 MNR 0.22 0.28 MNR 0.035
95 MNR 0.22 0.28 MNR 0.034
96 MNR 0.22 0.28 MNR 0.033
97 MNR 0.22 0.27 MNR 0.032
98 MNR 0.22 0.27 MNR 0.032
99 MNR 0.22 0.27 MNR 0.031

100 MNR 0.22 0.27 MNR 0.030
101 MNR 0.22 0.27 MNR 0.029
102 MNR 0.22 0.27 MNR 0.029
103 MNR 0.22 0.27 MNR 0.028
104 MNR 0.22 0.27 MNR 0.027
105 MNR 0.22 0.27 MNR 0.027
106 MNR 0.22 0.27 MNR 0.026
107 MNR 0.22 0.27
108 MNR 0.22 0.26
109 MNR 0.22 0.26
110 MNR 0.22 0.26
111 MNR 0.22 0.26
112 MNR 0.22 0.26
113 MNR 0.22 0.26
114 MNR 0.22 0.26
115 MNR 0.22 0.26
116 MNR 0.22 0.26
117 MNR 0.22 0.26

Notes:
(a) Ceresco Reservoir fish concentration is less than MDCH Fish Consumption Advisory Level.  Therefore, MDCH value is concentration to achieve.
(b) See Calculation Below
(c) Years calculated since remediation started, for S-2 this is at Year 0
(d) Years includes time for Record of Decision (ROD) issuance, Remedial Design (RD), and MNR occuring since last fish samples collected.
RBC =  Risk-based Concentration
MDCH = Michigan Department of Community Health 
MNR = Monitored Natural Recovery 
LCL = Lower Confidence Limit Prepared by/Date: NHS 11/15/13
UCL = Upper Confidence Limit Checked by/Date: NTG 01/11/14
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Current Concentration 
(2006 - 2011 median)

2012 Morrow 
Lake Reference 
Concentration

MDCH: 
2 Meals Per Month 

Human Health Fish 
Consumption RBC: High 
End Sport Angler (HQ =1)

Human Health Fish 
Consumption RBC: High 
End Sport Angler (10-5)

2006 Ceresco Reservoir 
Reference Concentration(a)

Urban 0.22 0.23 0.11 0.072 0.042 0.026

S-3
2 years for remediation and step down LCL Mid UCL

Pre SWAC = 0.49 Pre SWAC = 1.76 Pre SWAC = 2.33
Post SWAC = 0.35 Post SWAC = 1.09 Post SWAC = 1.06

Urban LCL Slope Urban Mid Slope Urban UCL Slope
S-3 MNR 0 -0.0369 -0.0592

S-3 Recovery -0.0369 4 -0.0592

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 19 32 46 59

S-3: Section 2-4 Hotspots (Mid Approximation Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 7 19 32 43

Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 2 9 18 26

Yearsd

2011 Current 0.22 Current 0.22 Current 0.22
2012 MNR 0.22 MNR 0.21 MNR 0.21
2013 MNR 0.22 MNR 0.20 MNR 0.20

2014/ROD MNR 0.22 MNR 0.20 MNR 0.18
RD 1 MNR 0.22 MNR 0.19 MNR 0.17

1 0.22 0.19 0.17
2 0.21 0.14 0.11
3 Recovery 0.21 Recovery 0.14 Recovery 0.10
4 Recovery 0.20 Recovery 0.13 Recovery 0.095
5 Recovery 0.19 Recovery 0.12 Recovery 0.089
6 Recovery 0.18 Recovery 0.12 Recovery 0.084
7 Recovery 0.18 Recovery 0.11 Recovery 0.079
8 Recovery 0.17 Recovery 0.11 Recovery 0.075
9 Recovery 0.17 Recovery 0.11 Recovery 0.070

10 Recovery 0.16 Recovery 0.10 Recovery 0.066
11 Recovery 0.15 Recovery 0.098 Recovery 0.063
12 Recovery 0.15 Recovery 0.094 Recovery 0.059
13 Recovery 0.14 Recovery 0.090 Recovery 0.056
14 Recovery 0.14 Recovery 0.086 Recovery 0.052
15 Recovery 0.13 Recovery 0.083 Recovery 0.049
16 Recovery 0.13 Recovery 0.080 Recovery 0.046
17 Recovery 0.12 Recovery 0.076 Recovery 0.044
18 Recovery 0.12 Recovery 0.073 Recovery 0.041
19 Recovery 0.11 Recovery 0.070 Recovery 0.039
20 Recovery 0.11 Recovery 0.068 Recovery 0.037
21 Recovery 0.11 Recovery 0.065 Recovery 0.035
22 Recovery 0.10 Recovery 0.062 Recovery 0.033
23 Recovery 0.098 Recovery 0.060 Recovery 0.031
24 Recovery 0.095 Recovery 0.057 Recovery 0.029
25 Recovery 0.091 Recovery 0.055 Recovery 0.027
26 Recovery 0.088 Recovery 0.053 Recovery 0.026
27 Recovery 0.085 Recovery 0.051
28 Recovery 0.082 Recovery 0.049
29 Recovery 0.079 Recovery 0.047
30 Recovery 0.076 Recovery 0.045
31 Recovery 0.073 Recovery 0.043
32 Recovery 0.071 Recovery 0.041
33 Recovery 0.068 Recovery 0.040
34 Recovery 0.066 Recovery 0.038
35 Recovery 0.063 Recovery 0.037
36 Recovery 0.061 Recovery 0.035
37 Recovery 0.059 Recovery 0.034
38 Recovery 0.057 Recovery 0.032
39 Recovery 0.055 Recovery 0.031
40 Recovery 0.053 Recovery 0.030
41 Recovery 0.051 Recovery 0.029

2 years for Removal 
Action and Step Down

2 years for Removal 
Action and Step Down

2 years for Removal Action 
and Step Down

Upper Bound S-3: Section 2-4 Hotspots 
(Upper Bound Step Down)

Lower Bound S-3: Section 2-4 
Hotspots (Lower Bound Step 

Down)
Process 

Occurring
Process 

Occurring
Process 

Occurring

S-3: Section 2-4 Hotspots 
(Mid Approximation Step 

Down)

Years to Reach:

Years of 
MNR

Years of 
MNR

Years of 
MNR

Table I-1.3b
Calculation of Smallmouth Bass Fillet Tissue Projections for Remedial Alternative S-3

Area 1, OU5 Kalamazoo River

Years to Reach:

Years to Reach:
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Current Concentration 
(2006 - 2011 median)

2012 Morrow 
Lake Reference 
Concentration

MDCH: 
2 Meals Per Month 

Human Health Fish 
Consumption RBC: High 
End Sport Angler (HQ =1)

Human Health Fish 
Consumption RBC: High 
End Sport Angler (10-5)

2006 Ceresco Reservoir 
Reference Concentration(a)

Urban 0.22 0.23 0.11 0.072 0.042 0.026

S-3
2 years for remediation and step down LCL Mid UCL

Pre SWAC = 0.49 Pre SWAC = 1.76 Pre SWAC = 2.33
Post SWAC = 0.35 Post SWAC = 1.09 Post SWAC = 1.06

Urban LCL Slope Urban Mid Slope Urban UCL Slope
S-3 MNR 0 -0.0369 -0.0592

S-3 Recovery -0.0369 4 -0.0592

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 19 32 46 59

S-3: Section 2-4 Hotspots (Mid Approximation Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 7 19 32 43

Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 2 9 18 26

Yearsd
Upper Bound S-3: Section 2-4 Hotspots 

(Upper Bound Step Down)

Lower Bound S-3: Section 2-4 
Hotspots (Lower Bound Step 

Down)
Process 

Occurring
Process 

Occurring
Process 

Occurring

S-3: Section 2-4 Hotspots 
(Mid Approximation Step 

Down)

Years to Reach:

Years of 
MNR

Years of 
MNR

Years of 
MNR

Table I-1.3b
Calculation of Smallmouth Bass Fillet Tissue Projections for Remedial Alternative S-3

Area 1, OU5 Kalamazoo River

Years to Reach:

Years to Reach:

42 Recovery 0.049 Recovery 0.028
43 Recovery 0.047 Recovery 0.026
44 Recovery 0.045
45 Recovery 0.044
46 Recovery 0.042
47 Recovery 0.041
48 Recovery 0.039
49 Recovery 0.038
50 Recovery 0.036
51 Recovery 0.035
52 Recovery 0.034
53 Recovery 0.033
54 Recovery 0.031
55 Recovery 0.030
56 Recovery 0.029
57 Recovery 0.028
58 Recovery 0.027
59 Recovery 0.026
60
61
62
63
64
65
66
67
68
69
70
71
72
73
74
75
76
77
78
79
80
81
82
83
84
85
86
87
88
89
90
91
92
93
94
95
96
97
98
99

100
101
102
103
104
105
106
107
108
109
110
111
112
113
114
115

Notes:
(a) Ceresco Reservoir fish concentration is less than MDCH Fish Consumption Advisory Level.  Therefore, MDCH value is concentration to achieve.
(b) See Calculation Below
(c) Years calculated since remediation started, for S-2 this is at Year 0
(d) Years includes time for Record of Decision (ROD) issuance, Remedial Design (RD), and MNR occuring since last fish samples collected.
RBC =  Risk-based Concentration
MDCH = Michigan Department of Community Health 
MNR = Monitored Natural Recovery 
LCL = Lower Confidence Limit Prepared by/Date: NHS 11/15/13
UCL = Upper Confidence Limit Checked by/Date: NTG 01/11/14
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Current 
Concentration 

(2006 - 2011 median)

2012 Morrow 
Lake Reference 
Concentration

MDCH: 
2 Meals Per 

Month

Human Health Fish 
Consumption RBC: High 
End Sport Angler (HQ =1)

Human Health Fish 
Consumption RBC: 

High End Sport 
Angler (10-5)

2006 Ceresco Reservoir 
Reference Concentration(a)

Urban 0.22 0.23 0.11 0.072 0.042 0.026

S-4
4 years for remediation and step down LCL Mid UCL

Pre SWAC = 0.49 Pre SWAC = 1.76 Pre SWAC = 2.23
Post SWAC = 0.34 Post SWAC = 0.60 Post SWAC = 0.90

Urban LCL Slope Urban Mid Slope Urban UCL Slope
S-4 MNR 0 -0.0369 -0.0592

S-4 Recovery -0.0369 4 -0.0592

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 21 34 48 61

S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 4 12 25 36

Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 4 10 19 27

Yearsd

2011 Current 0.22 Current 0.22 Current 0.22
2012 MNR 0.22 MNR 0.21 MNR 0.21
2013 MNR 0.22 MNR 0.20 MNR 0.20

2014/ROD MNR 0.22 MNR 0.20 MNR 0.18
RD 1 MNR 0.22 MNR 0.19 MNR 0.17

1 0.22 0.19 0.17
2 0.22 0.19 0.17
3 0.22 0.19 0.17
4 0.21 0.097 0.099
5 Recovery 0.21 Recovery 0.093 Recovery 0.093
6 Recovery 0.20 Recovery 0.090 Recovery 0.088
7 Recovery 0.19 Recovery 0.086 Recovery 0.083
8 Recovery 0.18 Recovery 0.083 Recovery 0.078
9 Recovery 0.18 Recovery 0.079 Recovery 0.074

10 Recovery 0.17 Recovery 0.076 Recovery 0.069
11 Recovery 0.16 Recovery 0.073 Recovery 0.065
12 Recovery 0.16 Recovery 0.070 Recovery 0.062
13 Recovery 0.15 Recovery 0.067 Recovery 0.058
14 Recovery 0.15 Recovery 0.065 Recovery 0.055
15 Recovery 0.14 Recovery 0.062 Recovery 0.052
16 Recovery 0.14 Recovery 0.060 Recovery 0.049
17 Recovery 0.13 Recovery 0.057 Recovery 0.046
18 Recovery 0.13 Recovery 0.055 Recovery 0.043
19 Recovery 0.12 Recovery 0.053 Recovery 0.041
20 Recovery 0.12 Recovery 0.051 Recovery 0.038
21 Recovery 0.11 Recovery 0.049 Recovery 0.036
22 Recovery 0.11 Recovery 0.047 Recovery 0.034
23 Recovery 0.11 Recovery 0.045 Recovery 0.032
24 Recovery 0.10 Recovery 0.043 Recovery 0.030
25 Recovery 0.10 Recovery 0.041 Recovery 0.029
26 Recovery 0.095 Recovery 0.040 Recovery 0.027
27 Recovery 0.091 Recovery 0.038 Recovery 0.025
28 Recovery 0.088 Recovery 0.037
29 Recovery 0.085 Recovery 0.035
30 Recovery 0.082 Recovery 0.034
31 Recovery 0.079 Recovery 0.032
32 Recovery 0.076 Recovery 0.031
33 Recovery 0.073 Recovery 0.030
34 Recovery 0.070 Recovery 0.029
35 Recovery 0.068 Recovery 0.027
36 Recovery 0.065 Recovery 0.026
37 Recovery 0.063
38 Recovery 0.061
39 Recovery 0.059
40 Recovery 0.056
41 Recovery 0.054

4 years for Removal 
Action and Step Down

Process 
Occurring

4 years for 
Removal Action 
and Step Down

4 years for Removal 
Action and Step Down

Lower Bound S-4: Section 2-4 
Hotspots and Section 3 Edges 

(Lower Bound Step Down)
Process 

Occurring

Upper Bound S-4: Section 2-4 Hotspots 
and Section 3 Edges (Upper Bound 

Step Down)
Process 

Occurring

S-4: Section 2-4 Hotspots 
and Section 3 Edges (Mid 

Approximation Step Down)

Table I-1.3c
Calculation of Smallmouth Bass Fillet Tissue Projections for Remedial Alternative S-4

Area 1, OU5 Kalamazoo River

Years to Reach:

Years to Reach:

Years to Reach:Years of 
MNR

Years of 
MNR

Years of 
MNR
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Current 
Concentration 

(2006 - 2011 median)

2012 Morrow 
Lake Reference 
Concentration

MDCH: 
2 Meals Per 

Month

Human Health Fish 
Consumption RBC: High 
End Sport Angler (HQ =1)

Human Health Fish 
Consumption RBC: 

High End Sport 
Angler (10-5)

2006 Ceresco Reservoir 
Reference Concentration(a)

Urban 0.22 0.23 0.11 0.072 0.042 0.026

S-4
4 years for remediation and step down LCL Mid UCL

Pre SWAC = 0.49 Pre SWAC = 1.76 Pre SWAC = 2.23
Post SWAC = 0.34 Post SWAC = 0.60 Post SWAC = 0.90

Urban LCL Slope Urban Mid Slope Urban UCL Slope
S-4 MNR 0 -0.0369 -0.0592

S-4 Recovery -0.0369 4 -0.0592

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 21 34 48 61

S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 4 12 25 36

Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 4 10 19 27

Yearsd
Process 

Occurring

Lower Bound S-4: Section 2-4 
Hotspots and Section 3 Edges 

(Lower Bound Step Down)
Process 

Occurring

Upper Bound S-4: Section 2-4 Hotspots 
and Section 3 Edges (Upper Bound 

Step Down)
Process 

Occurring

S-4: Section 2-4 Hotspots 
and Section 3 Edges (Mid 

Approximation Step Down)

Table I-1.3c
Calculation of Smallmouth Bass Fillet Tissue Projections for Remedial Alternative S-4

Area 1, OU5 Kalamazoo River

Years to Reach:

Years to Reach:

Years to Reach:Years of 
MNR

Years of 
MNR

Years of 
MNR

42 Recovery 0.052
43 Recovery 0.051
44 Recovery 0.049
45 Recovery 0.047
46 Recovery 0.045
47 Recovery 0.044
48 Recovery 0.042
49 Recovery 0.041
50 Recovery 0.039
51 Recovery 0.038
52 Recovery 0.036
53 Recovery 0.035
54 Recovery 0.034
55 Recovery 0.032
56 Recovery 0.031
57 Recovery 0.030
58 Recovery 0.029
59 Recovery 0.028
60 Recovery 0.027
61 Recovery 0.026

Notes:
(a) Ceresco Reservoir fish concentration is less than MDCH Fish Consumption Advisory Level.  Therefore, MDCH value is concentration to achieve.
(b) See Calculation Below
(c) Years calculated since remediation started, for S-2 this is at Year 0
(d) Years includes time for Record of Decision (ROD) issuance, Remedial Design (RD), and MNR occuring since last fish samples collected.
RBC =  Risk-based Concentration
MDCH = Michigan Department of Community Health 
MNR = Monitored Natural Recovery 
LCL = Lower Confidence Limit Prepared by/Date: NHS 11/15/13
UCL = Upper Confidence Limit Checked by/Date: NTG 01/11/14
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Current Concentration 
(2006 - 2011 median)

2012 Morrow 
Lake Reference 
Concentration

MDCH: 
2 Meals Per Month 

Human Health Fish 
Consumption RBC: High 
End Sport Angler (HQ =1)

Human Health Fish 
Consumption RBC: High 
End Sport Angler (10-5)

2006 Ceresco 
Reservoir Reference 

Concentration(a)

Urban 0.22 0.23 0.11 0.072 0.042 0.026
Dams 0.38 0.23 0.11 0.072 0.042 0.026

S-5
10 years for remediation and step down LCL Mid UCL

Pre SWAC = 0.59 Pre SWAC = 0.59 Pre SWAC = 0.59
Post SWAC = 0.23 Post SWAC = 0.23 Post SWAC = 0.23

Urban LCL Slope Dams LCL Slope Urban Mid Slope Dams Mid Slope Urban UCL Slope Dams UCL Slope
S-5 MNR 0 -0.00329 -0.0369 -0.0248 -0.0592 -0.0455

S-5 Recovery -0.0369 -0.0248 4.5 4 -0.0592 -0.0455

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 26 39 53 66
Dams 2 29 56 74 96 115

S-5: Area-wide Removal (Mid Approximation Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 10 19 30 41
Dams 2 10 23 34 47 59

Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 10 15 24 32
Dams 2 10 20 30 42 52

Yearsd Urban Dams Urban Dams Urban Dams
2011 Current 0.22 0.38 Current 0.22 0.38 Current 0.22 0.38
2012 MNR 0.22 0.38 MNR 0.21 0.37 MNR 0.21 0.36
2013 MNR 0.22 0.38 MNR 0.20 0.36 MNR 0.20 0.35

2014/ROD MNR 0.22 0.38 MNR 0.20 0.35 MNR 0.18 0.33
RD 1 MNR 0.22 0.38 MNR 0.19 0.34 MNR 0.17 0.32

1 0.22 0.38 0.19 0.34 0.17 0.32
2 0.22 0.38 0.19 0.34 0.17 0.32
3 0.22 0.38 0.19 0.34 0.17 0.32
4 0.22 0.38 0.19 0.34 0.17 0.32
5 0.22 0.38 0.19 0.34 0.17 0.32
6 0.22 0.38 0.19 0.34 0.17 0.32
7 0.22 0.38 0.19 0.34 0.17 0.32
8 0.22 0.38 0.19 0.34 0.17 0.32
9 0.22 0.38 0.19 0.34 0.17 0.32

10 0.21 0.35 0.11 0.19 0.10 0.18
11 Recovery 0.20 0.34 Recovery 0.10 0.18 Recovery 0.091 0.17
12 Recovery 0.19 0.34 Recovery 0.10 0.18 Recovery 0.086 0.16
13 Recovery 0.18 0.33 Recovery 0.092 0.17 Recovery 0.081 0.15
14 Recovery 0.18 0.32 Recovery 0.088 0.16 Recovery 0.076 0.15
15 Recovery 0.17 0.31 Recovery 0.084 0.16 Recovery 0.072 0.14
16 Recovery 0.17 0.30 Recovery 0.080 0.15 Recovery 0.068 0.13
17 Recovery 0.16 0.30 Recovery 0.077 0.14 Recovery 0.064 0.13
18 Recovery 0.15 0.29 Recovery 0.073 0.14 Recovery 0.060 0.12
19 Recovery 0.15 0.28 Recovery 0.070 0.13 Recovery 0.057 0.12
20 Recovery 0.14 0.27 Recovery 0.067 0.13 Recovery 0.054 0.11
21 Recovery 0.14 0.27 Recovery 0.064 0.12 Recovery 0.050 0.11
22 Recovery 0.13 0.26 Recovery 0.061 0.12 Recovery 0.048 0.10
23 Recovery 0.13 0.25 Recovery 0.058 0.11 Recovery 0.045 0.10
24 Recovery 0.12 0.25 Recovery 0.056 0.11 Recovery 0.042 0.093
25 Recovery 0.12 0.24 Recovery 0.053 0.10 Recovery 0.040 0.089
26 Recovery 0.11 0.24 Recovery 0.051 0.10 Recovery 0.038 0.085
27 Recovery 0.11 0.23 Recovery 0.048 0.10 Recovery 0.035 0.082
28 Recovery 0.11 0.23 Recovery 0.046 0.092 Recovery 0.033 0.078
29 Recovery 0.10 0.22 Recovery 0.044 0.088 Recovery 0.031 0.074
30 Recovery 0.10 0.21 Recovery 0.042 0.085 Recovery 0.030 0.071
31 Recovery 0.095 0.21 Recovery 0.040 0.081 Recovery 0.028 0.068
32 Recovery 0.092 0.20 Recovery 0.038 0.078 Recovery 0.026 0.065
33 Recovery 0.088 0.20 Recovery 0.037 0.075 Recovery 0.062
34 Recovery 0.085 0.19 Recovery 0.035 0.072 Recovery 0.059
35 Recovery 0.082 0.19 Recovery 0.033 0.069 Recovery 0.057
36 Recovery 0.079 0.18 Recovery 0.032 0.066 Recovery 0.054
37 Recovery 0.076 0.18 Recovery 0.031 0.064 Recovery 0.052
38 Recovery 0.073 0.18 Recovery 0.029 0.061 Recovery 0.049
39 Recovery 0.071 0.17 Recovery 0.028 0.059 Recovery 0.047
40 Recovery 0.068 0.17 Recovery 0.027 0.056 Recovery 0.045
41 Recovery 0.066 0.16 Recovery 0.025 0.054 Recovery 0.043

10 years for 
Removal Action 
and Step Down

10 years for 
Removal Action 
and Step Down

10 years for Removal 
Action and Step Down

Process 
Occurring

S-5: Area-wide Removal (Mid Approximation 
Step Down) Process 

Occurring

Lower Bound S-5: Area-wide Removal (Lower 
Bound Step Down)Process 

Occurring

Upper Bound S-5: Area-wide Removal 
(Upper Bound Step Down)

Years to Reach:

Table I-1.3d

Area 1, OU5 Kalamazoo River
Calculation of Smallmouth Bass Fillet Tissue Projections for Remedial Alternative S-5

Years to Reach:

Years of 
MNR

Years of 
MNR

Years of 
MNR

Years to Reach:
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Current Concentration 
(2006 - 2011 median)

2012 Morrow 
Lake Reference 
Concentration

MDCH: 
2 Meals Per Month 

Human Health Fish 
Consumption RBC: High 
End Sport Angler (HQ =1)

Human Health Fish 
Consumption RBC: High 
End Sport Angler (10-5)

2006 Ceresco 
Reservoir Reference 

Concentration(a)

Urban 0.22 0.23 0.11 0.072 0.042 0.026
Dams 0.38 0.23 0.11 0.072 0.042 0.026

S-5
10 years for remediation and step down LCL Mid UCL

Pre SWAC = 0.59 Pre SWAC = 0.59 Pre SWAC = 0.59
Post SWAC = 0.23 Post SWAC = 0.23 Post SWAC = 0.23

Urban LCL Slope Dams LCL Slope Urban Mid Slope Dams Mid Slope Urban UCL Slope Dams UCL Slope
S-5 MNR 0 -0.00329 -0.0369 -0.0248 -0.0592 -0.0455

S-5 Recovery -0.0369 -0.0248 4.5 4 -0.0592 -0.0455

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 26 39 53 66
Dams 2 29 56 74 96 115

S-5: Area-wide Removal (Mid Approximation Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 10 19 30 41
Dams 2 10 23 34 47 59

Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

0.23 mg/kg(b,c) 0.11 mg/kg(b,c) 0.072 mg/kg(b,c) 0.042 mg/kg(b,c) 0.026 mg/kg(b,c)

Urban 2 Achieved 10 15 24 32
Dams 2 10 20 30 42 52

Yearsd Urban Dams Urban Dams Urban Dams
Process 

Occurring

S-5: Area-wide Removal (Mid Approximation 
Step Down) Process 

Occurring

Lower Bound S-5: Area-wide Removal (Lower 
Bound Step Down)Process 

Occurring

Upper Bound S-5: Area-wide Removal 
(Upper Bound Step Down)

Years to Reach:

Table I-1.3d

Area 1, OU5 Kalamazoo River
Calculation of Smallmouth Bass Fillet Tissue Projections for Remedial Alternative S-5

Years to Reach:

Years of 
MNR

Years of 
MNR

Years of 
MNR

Years to Reach:

42 Recovery 0.063 0.16 Recovery 0.052 Recovery 0.041
43 Recovery 0.061 0.16 Recovery 0.050 Recovery 0.039
44 Recovery 0.059 0.15 Recovery 0.048 Recovery 0.038
45 Recovery 0.057 0.15 Recovery 0.046 Recovery 0.036
46 Recovery 0.055 0.14 Recovery 0.044 Recovery 0.034
47 Recovery 0.053 0.14 Recovery 0.042 Recovery 0.033
48 Recovery 0.051 0.14 Recovery 0.041 Recovery 0.031
49 Recovery 0.049 0.13 Recovery 0.039 Recovery 0.030
50 Recovery 0.047 0.13 Recovery 0.037 Recovery 0.029
51 Recovery 0.045 0.13 Recovery 0.036 Recovery 0.027
52 Recovery 0.044 0.12 Recovery 0.035 Recovery 0.026
53 Recovery 0.042 0.12 Recovery 0.033
54 Recovery 0.041 0.12 Recovery 0.032
55 Recovery 0.039 0.12 Recovery 0.031
56 Recovery 0.038 0.11 Recovery 0.029
57 Recovery 0.036 0.11 Recovery 0.028
58 Recovery 0.035 0.11 Recovery 0.027
59 Recovery 0.034 0.10 Recovery 0.026
60 Recovery 0.033 0.10
61 Recovery 0.031 0.10
62 Recovery 0.030 0.10
63 Recovery 0.029 0.094
64 Recovery 0.028 0.092
65 Recovery 0.027 0.090
66 Recovery 0.026 0.088
67 Recovery 0.085
68 Recovery 0.083
69 Recovery 0.081
70 Recovery 0.079
71 Recovery 0.077
72 Recovery 0.075
73 Recovery 0.074
74 Recovery 0.072
75 Recovery 0.070
76 Recovery 0.068
77 Recovery 0.067
78 Recovery 0.065
79 Recovery 0.063
80 Recovery 0.062
81 Recovery 0.060
82 Recovery 0.059
83 Recovery 0.057
84 Recovery 0.056
85 Recovery 0.055
86 Recovery 0.053
87 Recovery 0.052
88 Recovery 0.051
89 Recovery 0.049
90 Recovery 0.048
91 Recovery 0.047
92 Recovery 0.046
93 Recovery 0.045
94 Recovery 0.044
95 Recovery 0.043
96 Recovery 0.042
97 Recovery 0.041
98 Recovery 0.040
99 Recovery 0.039

100 Recovery 0.038
101 Recovery 0.037
102 Recovery 0.036
103 Recovery 0.035
104 Recovery 0.034
105 Recovery 0.033
106 Recovery 0.032
107 Recovery 0.032
108 Recovery 0.031
109 Recovery 0.030
110 Recovery 0.029
111 Recovery 0.029
112 Recovery 0.028
113 Recovery 0.027
114 Recovery 0.027
115 Recovery 0.026

Notes:
(a) Ceresco Reservoir fish concentration is less than MDCH Fish Consumption Advisory Level.  Therefore, MDCH value is concentration to achieve.
(b) See Calculation Below
(c) Years calculated since remediation started, for S-2 this is at Year 0
(d) Years includes time for Record of Decision (ROD) issuance, Remedial Design (RD), and MNR occuring since last fish samples collected.
RBC =  Risk-based Concentration
MDCH = Michigan Department of Community Health 
MNR = Monitored Natural Recovery 
LCL = Lower Confidence Limit Prepared by/Date: NHS 11/15/13
UCL = Upper Confidence Limit Checked by/Date: NTG 01/11/14
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Figure I-1.1a
Fish Tissue Projections for S-2:

Smallmouth Bass Fillet in Urban Area

Upper Bound S-2: (MNR)
S-2: (MNR)
Lower Bound S-2: (MNR)

Upper Bound

Lower
Bound

2012 Morrow Lake Reference Concentration = 0.23 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (HQ = 1) = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-4) = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-5) = 0.042 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.026 mg/kg
Refer to Table I-1.1 for definition of segments 
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Figure I-1.1b
Fish Tissue Projections for S-2:

Smallmouth Bass Fillet in Dams Area

Upper Bound S-2: (MNR)

S-2: (MNR)

Lower Bound S-2: (MNR)

Upper Bound

Lower
Bound

2012 Morrow Lake Reference Concentration = 0.23 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (HQ = 1) = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-4) = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-5) = 0.042 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.026 mg/kg
Refer to Table I-1.1 for definition of segments 

RBC: High End Sport Angler 10-5
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Figure  I-1.2
Fish Tissue Projections for S-3:

Smallmouth Bass Fillet in Urban Area

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down)
S-3: Section 2-4 Hotspots (Mid Approximation Step Down)
Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down)

Upper Bound

Lower
Bound

2012 Morrow Lake Reference Concentration = 0.23 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (HQ = 1) = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-4) = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-5) = 0.042 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.026 mg/kg
Refer to Table I-1.2 for definition of segments 

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Studay

December 19, 2015 

Project No.: 3293131541 I-24



2012 Morrow Lake Reference 
Concentration

MDCH: 
2 Meals Per Month 

RBC: High End Sport Angler 
HQ =1

RBC: High End Sport Angler    
(10-5)

2006 Ceresco Reservoir 
Reference Concentration

0.00

0.05

0.10

0.15

0.20

0.25

-2 3 8 13 18 23 28 33 38 43 48 53 58 63 68 73 78 83 88 93 98

To
ta

l P
CB

 C
on

ce
nt

ra
tio

n 
(m

g/
kg

)

Years to Achieve PRG after ROD Issuance

Figure  I-1.3
Fish Tissue Projections for S-4:

Smallmouth Bass Fillet in Urban Area

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down)
S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down)
Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down)

Upper Bound

Lower Bound

2012 Morrow Lake Reference Concentration = 0.23 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (HQ = 1) = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-4) = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-5) = 0.042 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.026 mg/kg
Refer to Table I-1.3 for definition of segments 
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Figure  I-1.4a
Fish Tissue Projections for S-5:

Smallmouth Bass Fillet in Urban Area

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)

S-5: Area-wide Removal (Mid Approximation Step Down)

Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

Upper Bound

Lower
Bound

2012 Morrow Lake Reference Concentration = 0.23 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (HQ = 1) = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-4) = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-5) = 0.042 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.026 mg/kg
Refer to Table I-1.4 for definition of segments 
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Figure  I-1.4b
Fish Tissue Projections for S-5:

Smallmouth Bass Fillet in Dams Area

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)

S-5: Area-wide Removal (Mid Approximation Step Down)

Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

Upper Bound

Lower
Bound

2012 Morrow Lake Reference Concentration = 0.23 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (HQ = 1) = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-4) = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-5) = 0.042 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.026 mg/kg
Refer to Table I-1.4 for definition of segments 
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Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
MNR 0% ABSA-03 ABSA-03 UCL Dams LCL Dams ABSA-05 UCL

Recovery 0% ABSA-03 ABSA-03 UCL Dams LCL Dams ABSA-05 UCL

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR 0% ABSA-03 ABSA-03 UCL -- -- --

2 Year Step Down 0.1 LogLinear LogLinear -- -- --
Recovery ABSA-03 (power) ABSA-03 UCL -- -- --

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR 0% ABSA-03 ABSA-03 UCL -- -- --

4 Year Step Down 0.1 LogLinear LogLinear -- -- --
Recovery ABSA-03 (power) ABSA-03 UCL -- -- --

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR 0% ABSA-03 ABSA-03 UCL Dams LCL Dams ABSA-05 UCL

10 Year Step Down 0.1 LogLinear LogLinear 0.1 LogLinear LogLinear
Recovery ABSA-03 (power) ABSA-03 UCL Dams (power) ABSA-05 UCL

Notes:
ABSA denotation refers to the fish regression equations for Aquatic Biota Sampling Areas (ABSA) presented in Appendix B
-- Not calculated

Prepared by/Date: LSV 11/07/13
Checked by/Date: MKB 11/07/13
Revised by/Date: NSR 11/06/14
Checked by/Date: LSV 11/06/14

S-5  (Includes Urban and Dam)

Table I-2.1a Smallmouth Bass Whole Body (Young of Year) Equations

S-2 (Includes Urban and Dam)
Urban Area Dams Area

S-3 (Includes Urban Only)

S-4  (Includes Urban Only)

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 
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Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
MNR (%) 0% 3.2% 5.7% 6.3% 7.5% 8.9%

Recovery (%) 0% 3.2% 5.7% 6.3% 7.5% 8.9%

Notes:
SWAC Area 1 Wide
Percentages with no (explanation) calculated from the log-linear regression

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR (%) 0% 3.2% 5.7% -- -- --

2 Year Step Down (mg/kg) 0.021 0.16 0.21 -- -- --
Recovery (%) 3.2% 4% (power) 5.7% -- -- --

Notes:
Used SWACs based on GIS and Arithmetic approaches for Remedial Reach (see Table 4-4 for SWAC values)
-- Not calculated
Percentages with no (explanation) calculated from the log-linear regression

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR (%) 0% 3.2% 5.7% -- -- --

4 Year Step Down (mg/kg) 0.022 0.30 0.24 -- -- --
Recovery (%) 3.2% 4% (power) 5.7% -- -- --

Notes:
Used SWACs based on GIS and Arithmetic approaches for Remedial Reach (see Table 4-4 for SWAC values)
-- Not calculated
Percentages with no (explanation) calculated from the log-linear regression

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR (%) 0% 3.2% 5.7% 6.3% 7.5% 8.9%

10 Year Step Down (mg/kg) 0.045 0.28 0.24 0.059 0.39 0.36
Recovery (%) 3.2% 4.5% (power) 5.7% 7.5% 8% (power) 8.9%

Notes:
Used Area 1 Wide SWAC (see Section 4.7.2.1)
Percentages with no (explanation) calculated from a log-linear regression Prepared by/Date: NHS 01/14/14

Checked by/Date: LSV 01/14/14
Revised by/Date: NSR 11/06/14
Checked by/Date: LSV 11/06/14

S-5  (Includes Urban and Dam)

Table I-2.1b Smallmouth Bass Whole Body (Young of Year) Percentages

S-2 (Includes Urban and Dam)
Urban Area Dams Area

S-3 (Includes Urban Only)

S-4  (Includes Urban Only)
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Urban Dam Urban Dam Urban Dam

S-2 Lower Bound S-2: (MNR) 1 5 10 10 25 18

S-2: (MNR) 4 7 20 13 49 24

Upper Bound S-2: (MNR) NA 9 NA 16 NA 30

S-3 Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down) Achieved NC 3 NC 18 NC

S-3: Section 2-4 Hotspots (Mid Approximation Step Down) 2 NC 10 NC 35 NC

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down) 7 NC 23 NC 52 NC

S-4 Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down) Achieved NC 4 NC 19 NC

S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down) 4 NC 4 NC 28 NC

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down) 9 NC 25 NC 54 NC

S-5 Lower Bound S-5: Area-wide Removal (Lower Bound Step Down) Achieved 10 10 13 24 22

S-5: Area-wide Removal (Mid Approximation Step Down) 10 10 11 15 33 27

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down) 14 15 30 21 59 32

Notes:
NA = Not Achievable under this scenario
NC = Not Calculated 
RBC = Risk-Based Concentration
MDCH = Michigan Department of Community Health Prepared by/Date: NHS 11/14/13
mg/kg = milligrams per kilogram Checked by/Date: NTG 01/17/14

Revised by/Date: NSR 11/06/14
Checked by/Date: LSV 11/06/14

Table I-2.2
Summary of Years from Initiation of Remediation to Achieve Smallmouth Bass Young of Year Whole Body Concentration Thresholds

Area 1, OU5 Kalamazoo River

Remedial Alternative Scenarios

Mink RBC
0.60 mg/kg

2006 Morrow Lake 
Reference Concentration 

0.34 mg/kg

2006 Ceresco Reservoir 
Reference Concentration 

0.12 mg/kg

Fish Concentration Thresholds

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 
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Figure I-2.1a
Fish Tissue Projections for S-2:

Smallmouth Bass Young of Year Whole Body in Urban Area

Upper Bound S-2: (MNR)
S-2: (MNR)
Lower Bound S-2: (MNR)

Upper Bound

Mink RBC = 0.60 mg/kg
2006 Morrow Lake Reference Concentration = 0.34 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.12 mg/kg
Refer to Table I-2.1 for definition of segments

Lower Bound
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Figure I-2.1b
Fish Tissue Projections for S-2:

Smallmouth Bass Young of Year Whole Body in Dams Area

Upper Bound S-2: (MNR)

S-2: (MNR)

Lower Bound S-2: (MNR)

Upper Bound

Lower
Bound

Mink RBC = 0.60 mg/kg
2006 Morrow Lake Reference Concentration = 0.34 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.12 mg/kg
Refer to Table I-2.1 for definition of segments
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Figure I-2.2
Fish Tissue Projections for S-3:

Smallmouth Bass Young of Year Whole Body in Urban Area

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down)
S-3: Section 2-4 Hotspots (Mid Approximation Step Down)
Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down)

Upper Bound

Lower
Bound

Mink RBC = 0.60 mg/kg
2006 Morrow Lake Reference Concentration = 0.34 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.12 mg/kg
Refer to Table I-2.2 for definition of segments
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Figure I-2.3
Fish Tissue Projections for S-4:

Smallmouth Bass Young of Year Whole Body in Urban Area

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down)

S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down)

Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down)

Upper Bound

Lower
Bound

Mink RBC = 0.60 mg/kg
2006 Morrow Lake Reference Concentration = 0.34 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.12 mg/kg
Refer to Table I-2.3 for definition of segments
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Figure I-2.4a
Fish Tissue Projections for S-5:

Smallmouth Bass Young of Year Whole Body in Urban Area

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)

S-5: Area-wide Removal (Mid Approximation Step Down)

Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

Upper Bound

Lower Bound

Mink RBC = 0.60 mg/kg
2006 Morrow Lake Reference Concentration = 0.34 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.12 mg/kg
Refer to Table I-2.4 for definition of segments
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Figure I-2.4b
Fish Tissue Projections for S-5:

Smallmouth Bass Young of Year Whole Body in Dams Area

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)

S-5: Area-wide Removal (Mid Approximation Step Down)

Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

Upper Bound

Lower Bound

Mink RBC = 0.60 mg/kg
2006 Morrow Lake Reference Concentration = 0.34 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.12 mg/kg
Refer to Table I-2.4 for definition of segments
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Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
MNR Urban 1 LCL Urban 1 ABSA-03 UCL ABSA-05 LCL Dams ABSA-05 UCL

Recovery Urban 1 LCL Urban 1 ABSA-03 UCL ABSA-05 LCL Dams ABSA-05 UCL

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR Urban 1 LCL Urban 1 ABSA-03 UCL -- -- --

2 Year Step Down 0.1 LogLinear LogLinear -- -- --
Recovery Urban 1 (power) ABSA-03 UCL -- -- --

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR Urban 1 LCL Urban 1 ABSA-03 UCL -- -- --

4 Year Step Down 0.1 LogLinear LogLinear -- -- --
Recovery Urban 1 (power) ABSA-03 UCL -- -- --

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR Urban 1 LCL Urban 1 ABSA-03 UCL ABSA-05 LCL Dams ABSA-05 UCL

10 Year Step Down 0.1 LogLinear LogLinear 0.1 LogLinear LogLinear
Recovery Urban 1 (power) ABSA-03 UCL Dams (power) ABSA-05 UCL

Notes:
ABSA denotation refers to the fish regression equations for Aquatic Biota Sampling Areas (ABSA) presented in Appendix D
-- Not calculated

Prepared by/Date: LSV 11/07/13
Checked by/Date: MKB 11/07/13
Revised by/Date: NSR 10/29/14
Checked by/Date: EFC 10/29/14

S-5  (Includes Urban and Dam)

Table I-3.1a Common Carp Fillet Equations

S-2 (Includes Urban and Dam)
Urban Area Dams Area

S-3 (Includes Urban Only)

S-4  (Includes Urban Only)

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 
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Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
MNR (%) 0.58% 2.2% 6.1% 1.6% 2.8% 3.9%

Recovery (%) 0.58% 2.2% 6.1% 1.6% 2.8% 3.9%

Notes:
Percentages with no (explanation) calculated from a log-linear regression

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR (%) 0.58% 2.2% 6.1% -- -- --

2 Year Step Down (mg/kg) 0.11 1.1 1.3 -- -- --
Recovery (%) 2.2% 3.5% (power) 6.1% -- -- --

Notes:
Used SWACs based on GIS and Arithmetic approaches for Remedial Reach (see Table 4-3 for SWAC values)
-- Not calculated
Percentages with no (explanation) calculated from a log-linear regression

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR (%) 0.58% 2.2% 6.1% -- -- --

4 Year Step Down (mg/kg) 0.12 2.0 1.5 -- -- --
Recovery (%) 2.2% 3.5% (power) 6.1% -- -- --

Notes:
Used SWACs based on GIS and Arithmetic approaches for Remedial Reach (see Table 4-3 for SWAC values)
-- Not calculated
Percentages with no (explanation) calculated from a log-linear regression

Upper Bound Mid Lower Bound Upper Bound Mid Lower Bound
2 Year MNR (%) 0.58% 2.2% 6.1% 1.6% 2.8% 3.9%

10 Year Step Down (mg/kg) 0.24 1.9 1.5 0.19 1.5 1.4
Recovery (%) 2.2% 4.5% (power) 6.1% 2.8% 3.5% (power) 3.9%

Notes:
Used Area 1 Wide SWAC (see Section 4.7.2.1)
Percentages with no (explanation) calculated from a log-linear regression

Prepared by/Date: NHS 01/14/14
Checked by/Date: LSV 01/14/14
Revised by/Date: NSR 10/29/14
Checked by/Date: EFC 10/29/14

S-5  (Includes Urban and Dam)

Table I-3.1b Common Carp Fillet Percentages

S-2 (Includes Urban and Dam)
Urban Area Dams Area

S-3 (Includes Urban Only)

S-4  (Includes Urban Only)

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 
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Urban Dam Urban Dam Urban Dam Urban Dam Urban Dam

S-2 Lower Bound S-2: (MNR) 35 53 45 71 48 75 54 85 61 98

S-2: (MNR) 110 80 143 106 150 111 169 127 192 145

Upper Bound S-2: (MNR) 447 144 584 193 612 203 684 229 775 261

S-3 Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down) 27 NC 37 NC 40 NC 46 NC 53 NC

S-3: Section 2-4 Hotspots (Mid Approximation Step Down) 64 NC 86 NC 90 NC 103 NC 118 NC

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down) 112 NC 145 NC 151 NC 170 NC 192 NC

S-4 Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down) 28 NC 38 NC 44 NC 47 NC 54 NC

S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down) 54 NC 76 NC 80 NC 93 NC 108 NC

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down) 113 NC 147 NC 153 NC 172 NC 194 NC

S-5 Lower Bound S-5: Area-wide Removal (Lower Bound Step Down) 33 46 44 64 46 67 52 78 60 90

S-5: Area-wide Removal (Mid Approximation Step Down) 51 56 68 78 71 82 81 95 93 110

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down) 118 87 151 114 158 119 176 135 199 153

Notes:
NA = Not Achievable under this scenario
NC = Not Calculated 
RBC = Risk-Based Concentration
MDCH = Michigan Department of Community Health Prepared by/Date: NHS 11/14/13
mg/kg = milligrams per kilogram Checked by/Date: NTG 01/11/14

Revised by/Date: NSR 10/29/14
Checked by/Date: EFC 10/29/14

2006 Ceresco Reservoir 
Reference Concentration 

0.13 mg/kg

Table I-3.2
Summary of Years From Initiation of Remediation to Achieve Common Carp Fillet Concentration Thresholds

Area 1, OU5 Kalamazoo River

Fish Concentration Thresholds

Remedial Alternative Scenarios

2012 Morrow Lake 
Reference Concentration 

0.29 mg/kg

MDCH: 
2 Meals Per Month 

0.11 mg/kg

Human Health Fish 
Consumption RBC: High 
End Sport Angler (HQ =1) 

0.072 mg/kg

Human Health Fish 
Consumption RBC: High 
End Sport Angler (10-5) 

0.042 mg/kg

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Studay
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Current Concentration 
(Median of 2006 - 2011)

2012 Morrow Lake 
Reference 

Concentration

2006 Ceresco 
Reservoir Reference 

Concentration
MDCH: 2 Meals 

Per Month

Human Health Fish 
Consumption RBC: High 
End Sport Angler HQ = 1

Human Health Fish 
Consumption RBC: High 

End Sport Angler 10-5

Urban 4.1 0.29 0.13 0.11 0.072 0.042
Dams 3.3 0.29 0.13 0.11 0.072 0.042

S-2 
0 years for remediation and step down

Urban LCL Slope Dams LCL Slope Urban Mid Slope Dams Mid Slope Urban UCL Slope Dams UCL Slope
S-2 MNR -0.00589 -0.0166 -0.0237 -0.0297 -0.0729 -0.0440

Upper Bound S-2: (MNR)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 447 584 612 684 775
Dams 144 193 203 229 261

S-2: (MNR)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 110 143 150 169 192
Dams 80 106 111 127 145

Lower Bound S-2: (MNR)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 35 45 48 54 61
Dams 53 71 75 85 98

Yearsc Urban Dams Urban Dams Urban Dams
2011 Current 4.1 3.3 Current 4.1 3.3 Current 4.1 3.3
2012 MNR 4.1 3.2 MNR 4.0 3.2 MNR 3.8 3.2

0 MNR 4.1 3.2 MNR 3.9 3.1 MNR 3.5 3.0
1 MNR 4.0 3.1 MNR 3.8 3.0 MNR 3.3 2.9
2 MNR 4.0 3.1 MNR 3.7 2.9 MNR 3.1 2.8
3 MNR 4.0 3.0 MNR 3.6 2.8 MNR 2.8 2.6
4 MNR 4.0 3.0 MNR 3.6 2.8 MNR 2.6 2.5
5 MNR 3.9 2.9 MNR 3.5 2.7 MNR 2.5 2.4
6 MNR 3.9 2.9 MNR 3.4 2.6 MNR 2.3 2.3
7 MNR 3.9 2.8 MNR 3.3 2.5 MNR 2.1 2.2
8 MNR 3.9 2.8 MNR 3.2 2.5 MNR 2.0 2.1
9 MNR 3.8 2.7 MNR 3.2 2.4 MNR 1.8 2.0
10 MNR 3.8 2.7 MNR 3.1 2.3 MNR 1.7 1.9
11 MNR 3.8 2.7 MNR 3.0 2.2 MNR 1.6 1.9
12 MNR 3.8 2.6 MNR 2.9 2.2 MNR 1.5 1.8
13 MNR 3.8 2.6 MNR 2.9 2.1 MNR 1.4 1.7
14 MNR 3.7 2.5 MNR 2.8 2.1 MNR 1.3 1.6
15 MNR 3.7 2.5 MNR 2.7 2.0 MNR 1.2 1.6
16 MNR 3.7 2.4 MNR 2.7 1.9 MNR 1.1 1.5
17 MNR 3.7 2.4 MNR 2.6 1.9 MNR 1.0 1.4
18 MNR 3.6 2.4 MNR 2.6 1.8 MNR 0.95 1.4
19 MNR 3.6 2.3 MNR 2.5 1.8 MNR 0.89 1.3
20 MNR 3.6 2.3 MNR 2.4 1.7 MNR 0.82 1.3
21 MNR 3.6 2.3 MNR 2.4 1.7 MNR 0.77 1.2
22 MNR 3.6 2.2 MNR 2.3 1.6 MNR 0.71 1.1
23 MNR 3.5 2.2 MNR 2.3 1.6 MNR 0.66 1.1
24 MNR 3.5 2.1 MNR 2.2 1.5 MNR 0.62 1.1
25 MNR 3.5 2.1 MNR 2.2 1.5 MNR 0.57 1.0
26 MNR 3.5 2.1 MNR 2.1 1.4 MNR 0.53 0.96
27 MNR 3.5 2.0 MNR 2.1 1.4 MNR 0.49 0.92
28 MNR 3.4 2.0 MNR 2.0 1.4 MNR 0.46 0.88
29 MNR 3.4 2.0 MNR 2.0 1.3 MNR 0.43 0.84
30 MNR 3.4 1.9 MNR 1.9 1.3 MNR 0.40 0.81
31 MNR 3.4 1.9 MNR 1.9 1.2 MNR 0.37 0.77
32 MNR 3.4 1.9 MNR 1.8 1.2 MNR 0.34 0.74
33 MNR 3.3 1.8 MNR 1.8 1.2 MNR 0.32 0.71
34 MNR 3.3 1.8 MNR 1.7 1.1 MNR 0.30 0.68
35 MNR 3.3 1.8 MNR 1.7 1.1 MNR 0.28 0.65
36 MNR 3.3 1.8 MNR 1.7 1.1 MNR 0.26 0.62
37 MNR 3.3 1.7 MNR 1.6 1.0 MNR 0.24 0.59
38 MNR 3.2 1.7 MNR 1.6 1.0 MNR 0.22 0.57
39 MNR 3.2 1.7 MNR 1.6 0.98 MNR 0.21 0.54
40 MNR 3.2 1.6 MNR 1.5 0.95 MNR 0.19 0.52
41 MNR 3.2 1.6 MNR 1.5 0.92 MNR 0.18 0.50
42 MNR 3.2 1.6 MNR 1.4 0.89 MNR 0.17 0.48
43 MNR 3.1 1.6 MNR 1.4 0.87 MNR 0.15 0.46
44 MNR 3.1 1.5 MNR 1.4 0.84 MNR 0.14 0.44
45 MNR 3.1 1.5 MNR 1.3 0.82 MNR 0.13 0.42
46 MNR 3.1 1.5 MNR 1.3 0.79 MNR 0.12 0.40
47 MNR 3.1 1.5 MNR 1.3 0.77 MNR 0.12 0.38
48 MNR 3.1 1.4 MNR 1.3 0.75 MNR 0.11 0.37
49 MNR 3.0 1.4 MNR 1.2 0.72 MNR 0.10 0.35
50 MNR 3.0 1.4 MNR 1.2 0.70 MNR 0.092 0.34
51 MNR 3.0 1.4 MNR 1.2 0.68 MNR 0.086 0.32
52 MNR 3.0 1.3 MNR 1.1 0.66 MNR 0.080 0.31
53 MNR 3.0 1.3 MNR 1.1 0.64 MNR 0.074 0.29
54 MNR 2.9 1.3 MNR 1.1 0.62 MNR 0.069 0.28
55 MNR 2.9 1.3 MNR 1.1 0.61 MNR 0.064 0.27
56 MNR 2.9 1.3 MNR 1.0 0.59 MNR 0.060 0.26
57 MNR 2.9 1.2 MNR 1.0 0.57 MNR 0.056 0.25
58 MNR 2.9 1.2 MNR 0.99 0.55 MNR 0.052 0.24
59 MNR 2.9 1.2 MNR 0.97 0.54 MNR 0.048 0.23
60 MNR 2.8 1.2 MNR 0.95 0.52 MNR 0.045 0.22
61 MNR 2.8 1.2 MNR 0.92 0.51 MNR 0.041 0.21
62 MNR 2.8 1.1 MNR 0.90 0.49 MNR 0.20
63 MNR 2.8 1.1 MNR 0.88 0.48 MNR 0.19
64 MNR 2.8 1.1 MNR 0.86 0.46 MNR 0.18
65 MNR 2.8 1.1 MNR 0.84 0.45 MNR 0.17
66 MNR 2.7 1.1 MNR 0.82 0.44 MNR 0.17
67 MNR 2.7 1.1 MNR 0.80 0.42 MNR 0.16
68 MNR 2.7 1.0 MNR 0.78 0.41 MNR 0.15
69 MNR 2.7 1.0 MNR 0.76 0.40 MNR 0.15
70 MNR 2.7 1.0 MNR 0.75 0.39 MNR 0.14
71 MNR 2.7 0.98 MNR 0.73 0.38 MNR 0.13
72 MNR 2.7 0.97 MNR 0.71 0.37 MNR 0.13
73 MNR 2.6 0.95 MNR 0.70 0.36 MNR 0.12
74 MNR 2.6 0.94 MNR 0.68 0.34 MNR 0.12
75 MNR 2.6 0.92 MNR 0.66 0.33 MNR 0.11
76 MNR 2.6 0.91 MNR 0.65 0.32 MNR 0.11
77 MNR 2.6 0.89 MNR 0.63 0.32 MNR 0.10
78 MNR 2.6 0.88 MNR 0.62 0.31 MNR 0.10
79 MNR 2.5 0.86 MNR 0.60 0.30 MNR 0.094
80 MNR 2.5 0.85 MNR 0.59 0.29 MNR 0.090
81 MNR 2.5 0.83 MNR 0.58 0.28 MNR 0.086
82 MNR 2.5 0.82 MNR 0.56 0.27 MNR 0.082
83 MNR 2.5 0.81 MNR 0.55 0.26 MNR 0.079
84 MNR 2.5 0.79 MNR 0.54 0.26 MNR 0.075
85 MNR 2.5 0.78 MNR 0.52 0.25 MNR 0.072
86 MNR 2.4 0.77 MNR 0.51 0.24 MNR 0.069
87 MNR 2.4 0.75 MNR 0.50 0.23 MNR 0.066
88 MNR 2.4 0.74 MNR 0.49 0.23 MNR 0.063
89 MNR 2.4 0.73 MNR 0.48 0.22 MNR 0.060

Process 
Occurring

Upper Bound S-2: (MNR) S-2: (MNR) Lower Bound S-2: (MNR)

Years to Reach:

Years to Reach:

Years to Reach:

Process 
Occurring

Process 
Occurring

Table I-3.3a
Calculation of Common Carp Tissue Projections for Remedial Alternative S-2

Area 1, OU5 Kalamazoo River
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Current Concentration 
(Median of 2006 - 2011)

2012 Morrow Lake 
Reference 

Concentration

2006 Ceresco 
Reservoir Reference 

Concentration
MDCH: 2 Meals 

Per Month

Human Health Fish 
Consumption RBC: High 
End Sport Angler HQ = 1

Human Health Fish 
Consumption RBC: High 

End Sport Angler 10-5

Urban 4.1 0.29 0.13 0.11 0.072 0.042
Dams 3.3 0.29 0.13 0.11 0.072 0.042

S-2 
0 years for remediation and step down

Urban LCL Slope Dams LCL Slope Urban Mid Slope Dams Mid Slope Urban UCL Slope Dams UCL Slope
S-2 MNR -0.00589 -0.0166 -0.0237 -0.0297 -0.0729 -0.0440

Upper Bound S-2: (MNR)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 447 584 612 684 775
Dams 144 193 203 229 261

S-2: (MNR)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 110 143 150 169 192
Dams 80 106 111 127 145

Lower Bound S-2: (MNR)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 35 45 48 54 61
Dams 53 71 75 85 98

Yearsc Urban Dams Urban Dams Urban Dams
Process 

Occurring
Upper Bound S-2: (MNR) S-2: (MNR) Lower Bound S-2: (MNR)

Years to Reach:

Years to Reach:

Years to Reach:

Process 
Occurring

Process 
Occurring

Table I-3.3a
Calculation of Common Carp Tissue Projections for Remedial Alternative S-2

Area 1, OU5 Kalamazoo River

90 MNR 2.4 0.72 MNR 0.47 0.21 MNR 0.058
91 MNR 2.4 0.71 MNR 0.45 0.21 MNR 0.055
92 MNR 2.4 0.69 MNR 0.44 0.20 MNR 0.053
93 MNR 2.3 0.68 MNR 0.43 0.20 MNR 0.051
94 MNR 2.3 0.67 MNR 0.42 0.19 MNR 0.049
95 MNR 2.3 0.66 MNR 0.41 0.18 MNR 0.046
96 MNR 2.3 0.65 MNR 0.40 0.18 MNR 0.044
97 MNR 2.3 0.64 MNR 0.39 0.17 MNR 0.043
98 MNR 2.3 0.63 MNR 0.39 0.17 MNR 0.041
99 MNR 2.3 0.62 MNR 0.38 0.16
100 MNR 2.2 0.61 MNR 0.37 0.16
101 MNR 2.2 0.60 MNR 0.36 0.15
102 MNR 2.2 0.59 MNR 0.35 0.15
103 MNR 2.2 0.58 MNR 0.34 0.15
104 MNR 2.2 0.57 MNR 0.33 0.14
105 MNR 2.2 0.56 MNR 0.33 0.14
106 MNR 2.2 0.55 MNR 0.32 0.13
107 MNR 2.2 0.54 MNR 0.31 0.13
108 MNR 2.1 0.53 MNR 0.30 0.13
109 MNR 2.1 0.52 MNR 0.30 0.12
110 MNR 2.1 0.52 MNR 0.29 0.12
111 MNR 2.1 0.51 MNR 0.28 0.11
112 MNR 2.1 0.50 MNR 0.28 0.11
113 MNR 2.1 0.49 MNR 0.27 0.11
114 MNR 2.1 0.48 MNR 0.26 0.11
115 MNR 2.1 0.47 MNR 0.26 0.10
116 MNR 2.0 0.47 MNR 0.25 0.10
117 MNR 2.0 0.46 MNR 0.25 0.10
118 MNR 2.0 0.45 MNR 0.24 0.093
119 MNR 2.0 0.44 MNR 0.23 0.091
120 MNR 2.0 0.44 MNR 0.23 0.088
121 MNR 2.0 0.43 MNR 0.22 0.085
122 MNR 2.0 0.42 MNR 0.22 0.083
123 MNR 2.0 0.42 MNR 0.21 0.080
124 MNR 2.0 0.41 MNR 0.21 0.078
125 MNR 1.9 0.40 MNR 0.20 0.076
126 MNR 1.9 0.39 MNR 0.20 0.074
127 MNR 1.9 0.39 MNR 0.19 0.071
128 MNR 1.9 0.38 MNR 0.19 0.069
129 MNR 1.9 0.38 MNR 0.18 0.067
130 MNR 1.9 0.37 MNR 0.18 0.065
131 MNR 1.9 0.36 MNR 0.18 0.063
132 MNR 1.9 0.36 MNR 0.17 0.062
133 MNR 1.9 0.35 MNR 0.17 0.060
134 MNR 1.8 0.35 MNR 0.16 0.058
135 MNR 1.8 0.34 MNR 0.16 0.056
136 MNR 1.8 0.33 MNR 0.16 0.055
137 MNR 1.8 0.33 MNR 0.15 0.053
138 MNR 1.8 0.32 MNR 0.15 0.051
139 MNR 1.8 0.32 MNR 0.15 0.050
140 MNR 1.8 0.31 MNR 0.14 0.048
141 MNR 1.8 0.31 MNR 0.14 0.047
142 MNR 1.8 0.30 MNR 0.14 0.046
143 MNR 1.7 0.30 MNR 0.13 0.044
144 MNR 1.7 0.29 MNR 0.13 0.043
145 MNR 1.7 0.29 MNR 0.13 0.042
146 MNR 1.7 0.28 MNR 0.12
147 MNR 1.7 0.28 MNR 0.12
148 MNR 1.7 0.27 MNR 0.12
149 MNR 1.7 0.27 MNR 0.12
150 MNR 1.7 0.27 MNR 0.11

Notes:
(a) See Calculation Below
(b) Years calculated since remediation started, for S-2 this is at Year 0
(c) Years includes time for Record of Decision (ROD) issuance, Remedial Design (RD), and MNR occuring since last fish samples collected. 

RBC = Risk-Based Concentration
MNR = Monitored Natural Recovery
LCL = Lower Confidence Limit
UCL = Upper Confidence Limit Prepared by/Date: NHS 11/15/13
MDCH = Michigan Department of Community Health Checked by/Date: NTG 01/11/14

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 
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Current Concentration 
(Median of 2006 - 2011)

2012 Morrow 
Lake Reference 
Concentration

2006 Ceresco Reservoir 
Reference Concentration

MDCH: 
2 Meals Per Month

Human Health Fish 
Consumption RBC: High 
End Sport Angler HQ = 1

Human Health Fish Consumption RBC: 
High End Sport Angler 10-5

Urban 4.1 0.29 0.13 0.11 0.072 0.042

S-3 
2 years for remediation and step down LCL Mid UCL

Pre SWAC = 0.49 Pre SWAC = 1.76 Pre SWAC = 2.33
Post SWAC = 0.35 Post SWAC = 1.09 Post SWAC = 1.06

Urban LCL Slope Urban Mid Slope Urban UCL Slope
S-3 MNR -0.00589 -0.0237 -0.0729

S-3 Recovery -0.0237 3.5 -0.0729

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 112 145 151 170 192

S-3: Section 2-4 Hotspots (Mid Approximation Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 64 86 90 103 118

Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 27 37 40 46 53

Yearsc

2011 Current 4.1 Current 4.1 Current 4.1
2012 MNR 4.1 MNR 4.0 MNR 3.8
2013 MNR 4.1 MNR 3.9 MNR 3.5

2014/ ROD MNR 4.0 MNR 3.8 MNR 3.3
RD 1 MNR 4.0 MNR 3.7 MNR 3.1

1 4.0 3.7 3.1
2 3.9 2.6 1.7
3 Recovery 3.8 Recovery 2.5 Recovery 1.6
4 Recovery 3.7 Recovery 2.4 Recovery 1.5
5 Recovery 3.6 Recovery 2.4 Recovery 1.4
6 Recovery 3.5 Recovery 2.3 Recovery 1.3
7 Recovery 3.5 Recovery 2.2 Recovery 1.2
8 Recovery 3.4 Recovery 2.1 Recovery 1.1
9 Recovery 3.3 Recovery 2.0 Recovery 1.0

10 Recovery 3.2 Recovery 2.0 Recovery 0.96
11 Recovery 3.1 Recovery 1.9 Recovery 0.89
12 Recovery 3.1 Recovery 1.8 Recovery 0.83
13 Recovery 3.0 Recovery 1.8 Recovery 0.77
14 Recovery 2.9 Recovery 1.7 Recovery 0.72
15 Recovery 2.9 Recovery 1.7 Recovery 0.67
16 Recovery 2.8 Recovery 1.6 Recovery 0.62
17 Recovery 2.7 Recovery 1.5 Recovery 0.58
18 Recovery 2.7 Recovery 1.5 Recovery 0.54
19 Recovery 2.6 Recovery 1.4 Recovery 0.50
20 Recovery 2.5 Recovery 1.4 Recovery 0.46
21 Recovery 2.5 Recovery 1.3 Recovery 0.43
22 Recovery 2.4 Recovery 1.3 Recovery 0.40
23 Recovery 2.4 Recovery 1.2 Recovery 0.37
24 Recovery 2.3 Recovery 1.2 Recovery 0.35
25 Recovery 2.3 Recovery 1.2 Recovery 0.32
26 Recovery 2.2 Recovery 1.1 Recovery 0.30
27 Recovery 2.2 Recovery 1.1 Recovery 0.28
28 Recovery 2.1 Recovery 1.0 Recovery 0.26
29 Recovery 2.1 Recovery 1.0 Recovery 0.24
30 Recovery 2.0 Recovery 0.97 Recovery 0.22
31 Recovery 2.0 Recovery 0.94 Recovery 0.21
32 Recovery 1.9 Recovery 0.90 Recovery 0.19
33 Recovery 1.9 Recovery 0.87 Recovery 0.18
34 Recovery 1.8 Recovery 0.84 Recovery 0.17
35 Recovery 1.8 Recovery 0.81 Recovery 0.16
36 Recovery 1.7 Recovery 0.78 Recovery 0.14
37 Recovery 1.7 Recovery 0.76 Recovery 0.13
38 Recovery 1.7 Recovery 0.73 Recovery 0.12
39 Recovery 1.6 Recovery 0.70 Recovery 0.12
40 Recovery 1.6 Recovery 0.68 Recovery 0.11
41 Recovery 1.5 Recovery 0.66 Recovery 0.10
42 Recovery 1.5 Recovery 0.63 Recovery 0.093
43 Recovery 1.5 Recovery 0.61 Recovery 0.087
44 Recovery 1.4 Recovery 0.59 Recovery 0.081
45 Recovery 1.4 Recovery 0.57 Recovery 0.075
46 Recovery 1.4 Recovery 0.55 Recovery 0.070
47 Recovery 1.3 Recovery 0.53 Recovery 0.065
48 Recovery 1.3 Recovery 0.51 Recovery 0.060
49 Recovery 1.3 Recovery 0.49 Recovery 0.056
50 Recovery 1.2 Recovery 0.48 Recovery 0.052
51 Recovery 1.2 Recovery 0.46 Recovery 0.048
52 Recovery 1.2 Recovery 0.44 Recovery 0.045
53 Recovery 1.2 Recovery 0.43 Recovery 0.042
54 Recovery 1.1 Recovery 0.41
55 Recovery 1.1 Recovery 0.40
56 Recovery 1.1 Recovery 0.38
57 Recovery 1.1 Recovery 0.37
58 Recovery 1.0 Recovery 0.36
59 Recovery 1.01 Recovery 0.35
60 Recovery 0.99 Recovery 0.33
61 Recovery 0.96 Recovery 0.32
62 Recovery 0.94 Recovery 0.31
63 Recovery 0.92 Recovery 0.30
64 Recovery 0.90 Recovery 0.29
65 Recovery 0.88 Recovery 0.28
66 Recovery 0.86 Recovery 0.27
67 Recovery 0.84 Recovery 0.26
68 Recovery 0.82 Recovery 0.25
69 Recovery 0.80 Recovery 0.24
70 Recovery 0.78 Recovery 0.23
71 Recovery 0.76 Recovery 0.22
72 Recovery 0.74 Recovery 0.22
73 Recovery 0.73 Recovery 0.21
74 Recovery 0.71 Recovery 0.20
75 Recovery 0.69 Recovery 0.20
76 Recovery 0.68 Recovery 0.19
77 Recovery 0.66 Recovery 0.18
78 Recovery 0.64 Recovery 0.18
79 Recovery 0.63 Recovery 0.17
80 Recovery 0.61 Recovery 0.16
81 Recovery 0.60 Recovery 0.16
82 Recovery 0.59 Recovery 0.15
83 Recovery 0.57 Recovery 0.15
84 Recovery 0.56 Recovery 0.14
85 Recovery 0.55 Recovery 0.14
86 Recovery 0.53 Recovery 0.13
87 Recovery 0.52 Recovery 0.13

2 years for Removal 
Action and Step Down

2 years for Removal Action 
and Step Down

2 years for Removal Action 
and Step Down

Process 
Occurring

Process 
Occurring

Lower Bound S-3: Section 2-4 Hotspots 
(Lower Bound Step Down)

Upper Bound S-3: Section 2-4 Hotspots 
(Upper Bound Step Down)

Process 
Occurring

S-3: Section 2-4 Hotspots (Mid 
Approximation Step Down)

Years to Reach:

Years to Reach:

Years to Reach:

Years of 
MNR

Years of 
MNR

Years of 
MNR

Table I-3.3b
Calculation of Common Carp Tissue Projections for Remedial Alternative S-3

Area 1, OU5 Kalamazoo River

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Studay

December 19, 2015 

Project No.: 3293131541 I-42



Current Concentration 
(Median of 2006 - 2011)

2012 Morrow 
Lake Reference 
Concentration

2006 Ceresco Reservoir 
Reference Concentration

MDCH: 
2 Meals Per Month

Human Health Fish 
Consumption RBC: High 
End Sport Angler HQ = 1

Human Health Fish Consumption RBC: 
High End Sport Angler 10-5

Urban 4.1 0.29 0.13 0.11 0.072 0.042

S-3 
2 years for remediation and step down LCL Mid UCL

Pre SWAC = 0.49 Pre SWAC = 1.76 Pre SWAC = 2.33
Post SWAC = 0.35 Post SWAC = 1.09 Post SWAC = 1.06

Urban LCL Slope Urban Mid Slope Urban UCL Slope
S-3 MNR -0.00589 -0.0237 -0.0729

S-3 Recovery -0.0237 3.5 -0.0729

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 112 145 151 170 192

S-3: Section 2-4 Hotspots (Mid Approximation Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 64 86 90 103 118

Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 27 37 40 46 53

Yearsc
Process 

Occurring
Process 

Occurring
Lower Bound S-3: Section 2-4 Hotspots 

(Lower Bound Step Down)
Upper Bound S-3: Section 2-4 Hotspots 

(Upper Bound Step Down)
Process 

Occurring
S-3: Section 2-4 Hotspots (Mid 

Approximation Step Down)

Years to Reach:

Years to Reach:

Years to Reach:

Years of 
MNR

Years of 
MNR

Years of 
MNR

Table I-3.3b
Calculation of Common Carp Tissue Projections for Remedial Alternative S-3

Area 1, OU5 Kalamazoo River

88 Recovery 0.51 Recovery 0.12
89 Recovery 0.50 Recovery 0.12
90 Recovery 0.49 Recovery 0.11
91 Recovery 0.47 Recovery 0.11
92 Recovery 0.46 Recovery 0.11
93 Recovery 0.45 Recovery 0.10
94 Recovery 0.44 Recovery 0.10
95 Recovery 0.43 Recovery 0.10
96 Recovery 0.42 Recovery 0.092
97 Recovery 0.41 Recovery 0.089
98 Recovery 0.40 Recovery 0.086
99 Recovery 0.39 Recovery 0.083

100 Recovery 0.38 Recovery 0.080
101 Recovery 0.37 Recovery 0.077
102 Recovery 0.37 Recovery 0.075
103 Recovery 0.36 Recovery 0.072
104 Recovery 0.35 Recovery 0.069
105 Recovery 0.34 Recovery 0.067
106 Recovery 0.33 Recovery 0.065
107 Recovery 0.32 Recovery 0.062
108 Recovery 0.32 Recovery 0.060
109 Recovery 0.31 Recovery 0.058
110 Recovery 0.30 Recovery 0.056
111 Recovery 0.30 Recovery 0.054
112 Recovery 0.29 Recovery 0.052
113 Recovery 0.28 Recovery 0.050
114 Recovery 0.28 Recovery 0.049
115 Recovery 0.27 Recovery 0.047
116 Recovery 0.26 Recovery 0.045
117 Recovery 0.26 Recovery 0.044
118 Recovery 0.25 Recovery 0.042
119 Recovery 0.24
120 Recovery 0.24
121 Recovery 0.23
122 Recovery 0.23
123 Recovery 0.22
124 Recovery 0.22
125 Recovery 0.21
126 Recovery 0.21
127 Recovery 0.20
128 Recovery 0.20
129 Recovery 0.19
130 Recovery 0.19
131 Recovery 0.18
132 Recovery 0.18
133 Recovery 0.18
134 Recovery 0.17
135 Recovery 0.17
136 Recovery 0.16
137 Recovery 0.16
138 Recovery 0.16
139 Recovery 0.15
140 Recovery 0.15
141 Recovery 0.15
142 Recovery 0.14
143 Recovery 0.14
144 Recovery 0.14
145 Recovery 0.13
146 Recovery 0.13
147 Recovery 0.13
148 Recovery 0.12

Notes:
(a) See Calculation Below
(b) Years calculated since remediation started, for S-2 this is at Year 0
(c) Years includes time for Record of Decision (ROD) issuance, Remedial Design (RD), and MNR occuring since last fish samples collected. 

RBC = Risk-Based Concentration
MNR = Monitored Natural Recovery
LCL = Lower Confidence Limit
UCL = Upper Confidence Limit Prepared by/Date: NHS 11/15/13
MDCH = Michigan Department of Community Health Checked by/Date: NTG 01/11/14

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Studay

December 19, 2015 

Project No.: 3293131541 I-43



Current Concentration 
(Median of 2006 - 2011)

2012 Morrow 
Lake Reference 
Concentration

2006 Ceresco Reservoir 
Reference Concentration

MDCH: 
2 Meals Per Month

Human Health Fish 
Consumption RBC: High 
End Sport Angler HQ = 1

Human Health Fish 
Consumption RBC: High End 

Sport Angler 10-5

Urban 4.1 0.29 0.13 0.11 0.072 0.042

S-4
4 years for remediation and step down LCL Mid UCL

Pre SWAC = 0.49 Pre SWAC = 1.76 Pre SWAC = 2.23
Post SWAC = 0.34 Post SWAC = 0.60 Post SWAC = 0.90

Urban LCL Slope Urban Mid Slope Urban UCL Slope
S-4 MNR -0.00589 -0.0237 -0.0729

S-4 Recovery -0.0237 3.5 -0.0729

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 113 147 153 172 194

S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 54 76 80 93 108

Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 28 38 44 47 54

Yearsc

2011 Current 4.1 Current 4.1 Current 4.1
2012 MNR 4.1 MNR 4.0 MNR 3.8
2013 MNR 4.1 MNR 3.9 MNR 3.5

2014/ ROD MNR 4.0 MNR 3.8 MNR 3.3
RD 1 MNR 4.0 MNR 3.7 MNR 3.1

1 4.0 3.7 3.1
2 4.0 3.7 3.1
3 4.0 3.7 3.1
4 3.9 1.7 1.6
5 Recovery 3.8 Recovery 1.6 Recovery 1.5
6 Recovery 3.7 Recovery 1.6 Recovery 1.4
7 Recovery 3.6 Recovery 1.5 Recovery 1.3
8 Recovery 3.5 Recovery 1.5 Recovery 1.2
9 Recovery 3.4 Recovery 1.4 Recovery 1.1

10 Recovery 3.4 Recovery 1.4 Recovery 1.0
11 Recovery 3.3 Recovery 1.3 Recovery 0.95
12 Recovery 3.2 Recovery 1.3 Recovery 0.88
13 Recovery 3.1 Recovery 1.2 Recovery 0.82
14 Recovery 3.1 Recovery 1.2 Recovery 0.76
15 Recovery 3.0 Recovery 1.1 Recovery 0.71
16 Recovery 2.9 Recovery 1.1 Recovery 0.66
17 Recovery 2.9 Recovery 1.1 Recovery 0.61
18 Recovery 2.8 Recovery 1.0 Recovery 0.57
19 Recovery 2.7 Recovery 1.0 Recovery 0.53
20 Recovery 2.7 Recovery 0.96 Recovery 0.49
21 Recovery 2.6 Recovery 0.93 Recovery 0.46
22 Recovery 2.5 Recovery 0.90 Recovery 0.43
23 Recovery 2.5 Recovery 0.86 Recovery 0.40
24 Recovery 2.4 Recovery 0.83 Recovery 0.37
25 Recovery 2.4 Recovery 0.80 Recovery 0.34
26 Recovery 2.3 Recovery 0.78 Recovery 0.32
27 Recovery 2.3 Recovery 0.75 Recovery 0.30
28 Recovery 2.2 Recovery 0.72 Recovery 0.27
29 Recovery 2.1 Recovery 0.70 Recovery 0.26
30 Recovery 2.1 Recovery 0.67 Recovery 0.24
31 Recovery 2.0 Recovery 0.65 Recovery 0.22
32 Recovery 2.0 Recovery 0.63 Recovery 0.20
33 Recovery 2.0 Recovery 0.61 Recovery 0.19
34 Recovery 1.9 Recovery 0.58 Recovery 0.18
35 Recovery 1.9 Recovery 0.56 Recovery 0.16
36 Recovery 1.8 Recovery 0.54 Recovery 0.15
37 Recovery 1.8 Recovery 0.52 Recovery 0.14
38 Recovery 1.7 Recovery 0.51 Recovery 0.13
39 Recovery 1.7 Recovery 0.49 Recovery 0.12
40 Recovery 1.7 Recovery 0.47 Recovery 0.11
41 Recovery 1.6 Recovery 0.46 Recovery 0.11
42 Recovery 1.6 Recovery 0.44 Recovery 0.10
43 Recovery 1.5 Recovery 0.42 Recovery 0.092
44 Recovery 1.5 Recovery 0.41 Recovery 0.085
45 Recovery 1.5 Recovery 0.39 Recovery 0.079
46 Recovery 1.4 Recovery 0.38 Recovery 0.074
47 Recovery 1.4 Recovery 0.37 Recovery 0.069
48 Recovery 1.4 Recovery 0.35 Recovery 0.064
49 Recovery 1.3 Recovery 0.34 Recovery 0.059
50 Recovery 1.3 Recovery 0.33 Recovery 0.055
51 Recovery 1.3 Recovery 0.32 Recovery 0.051
52 Recovery 1.2 Recovery 0.31 Recovery 0.048
53 Recovery 1.2 Recovery 0.30 Recovery 0.044
54 Recovery 1.2 Recovery 0.29 Recovery 0.041
55 Recovery 1.2 Recovery 0.28
56 Recovery 1.1 Recovery 0.27
57 Recovery 1.1 Recovery 0.26
58 Recovery 1.1 Recovery 0.25
59 Recovery 1.1 Recovery 0.24
60 Recovery 1.0 Recovery 0.23
61 Recovery 1.01 Recovery 0.22
62 Recovery 0.98 Recovery 0.22
63 Recovery 0.96 Recovery 0.21
64 Recovery 0.94 Recovery 0.20
65 Recovery 0.92 Recovery 0.19
66 Recovery 0.90 Recovery 0.19
67 Recovery 0.87 Recovery 0.18
68 Recovery 0.85 Recovery 0.17
69 Recovery 0.83 Recovery 0.17
70 Recovery 0.81 Recovery 0.16
71 Recovery 0.80 Recovery 0.16
72 Recovery 0.78 Recovery 0.15
73 Recovery 0.76 Recovery 0.15
74 Recovery 0.74 Recovery 0.14
75 Recovery 0.72 Recovery 0.14
76 Recovery 0.71 Recovery 0.13
77 Recovery 0.69 Recovery 0.13
78 Recovery 0.67 Recovery 0.12
79 Recovery 0.66 Recovery 0.12
80 Recovery 0.64 Recovery 0.11
81 Recovery 0.63 Recovery 0.11
82 Recovery 0.61 Recovery 0.11
83 Recovery 0.60 Recovery 0.10
84 Recovery 0.59 Recovery 0.098
85 Recovery 0.57 Recovery 0.095
86 Recovery 0.56 Recovery 0.092
87 Recovery 0.55 Recovery 0.088

Years to Reach:

Years to Reach:

Years to Reach:

4 years for Removal 
Action and Step 

Down

Process 
Occurring

S-4: Section 2-4 Hotspots and 
Section 3 Edges (Mid 

Approximation Step Down)
Process 

Occurring

Lower Bound S-4: Section 2-4 
Hotspots and Section 3 Edges 

(Lower Bound Step Down)

4 years for Removal Action 
and Step Down

4 years for Removal Action 
and Step Down

Process Occurring
Upper Bound S-4: Section 2-4 Hotspots and 
Section 3 Edges (Upper Bound Step Down)

Area 1, OU5 Kalamazoo River

Years of 
MNR

Years of 
MNR

Years of 
MNR

Table I-3.3c
Calculation of Common Carp Tissue Projections for Remedial Alternative S-4

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Studay

December 19, 2015 

Project No.: 3293131541 I-44



Current Concentration 
(Median of 2006 - 2011)

2012 Morrow 
Lake Reference 
Concentration

2006 Ceresco Reservoir 
Reference Concentration

MDCH: 
2 Meals Per Month

Human Health Fish 
Consumption RBC: High 
End Sport Angler HQ = 1

Human Health Fish 
Consumption RBC: High End 

Sport Angler 10-5

Urban 4.1 0.29 0.13 0.11 0.072 0.042

S-4
4 years for remediation and step down LCL Mid UCL

Pre SWAC = 0.49 Pre SWAC = 1.76 Pre SWAC = 2.23
Post SWAC = 0.34 Post SWAC = 0.60 Post SWAC = 0.90

Urban LCL Slope Urban Mid Slope Urban UCL Slope
S-4 MNR -0.00589 -0.0237 -0.0729

S-4 Recovery -0.0237 3.5 -0.0729

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 113 147 153 172 194

S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 54 76 80 93 108

Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 28 38 44 47 54

Yearsc

Years to Reach:

Years to Reach:

Years to Reach:

Process 
Occurring

S-4: Section 2-4 Hotspots and 
Section 3 Edges (Mid 

Approximation Step Down)
Process 

Occurring

Lower Bound S-4: Section 2-4 
Hotspots and Section 3 Edges 

(Lower Bound Step Down)Process Occurring
Upper Bound S-4: Section 2-4 Hotspots and 
Section 3 Edges (Upper Bound Step Down)

Area 1, OU5 Kalamazoo River

Years of 
MNR

Years of 
MNR

Years of 
MNR

Table I-3.3c
Calculation of Common Carp Tissue Projections for Remedial Alternative S-4

88 Recovery 0.53 Recovery 0.085
89 Recovery 0.52 Recovery 0.082
90 Recovery 0.51 Recovery 0.079
91 Recovery 0.50 Recovery 0.077
92 Recovery 0.48 Recovery 0.074
93 Recovery 0.47 Recovery 0.071
94 Recovery 0.46 Recovery 0.069
95 Recovery 0.45 Recovery 0.066
96 Recovery 0.44 Recovery 0.064
97 Recovery 0.43 Recovery 0.062
98 Recovery 0.42 Recovery 0.060
99 Recovery 0.41 Recovery 0.058
100 Recovery 0.40 Recovery 0.056
101 Recovery 0.39 Recovery 0.054
102 Recovery 0.38 Recovery 0.052
103 Recovery 0.37 Recovery 0.050
104 Recovery 0.36 Recovery 0.048
105 Recovery 0.36 Recovery 0.047
106 Recovery 0.35 Recovery 0.045
107 Recovery 0.34 Recovery 0.043
108 Recovery 0.33 Recovery 0.042
109 Recovery 0.32
110 Recovery 0.32
111 Recovery 0.31
112 Recovery 0.30
113 Recovery 0.29
114 Recovery 0.29
115 Recovery 0.28
116 Recovery 0.27
117 Recovery 0.27
118 Recovery 0.26
119 Recovery 0.26
120 Recovery 0.25
121 Recovery 0.24
122 Recovery 0.24
123 Recovery 0.23
124 Recovery 0.23
125 Recovery 0.22
126 Recovery 0.22
127 Recovery 0.21
128 Recovery 0.21
129 Recovery 0.20
130 Recovery 0.20
131 Recovery 0.19
132 Recovery 0.19
133 Recovery 0.18
134 Recovery 0.18
135 Recovery 0.18
136 Recovery 0.17
137 Recovery 0.17
138 Recovery 0.16
139 Recovery 0.16
140 Recovery 0.16
141 Recovery 0.15
142 Recovery 0.15
143 Recovery 0.14
144 Recovery 0.14
145 Recovery 0.14
146 Recovery 0.14
147 Recovery 0.13
148 Recovery 0.13

Notes:
(a) See Calculation Below
(b) Years calculated since remediation started, for S-2 this is at Year 0
(c) Years includes time for Record of Decision (ROD) issuance, Remedial Design (RD), and MNR occuring since last fish samples collected. 

RBC = Risk-Based Concentration
MNR = Monitored Natural Recovery
LCL = Lower Confidence Limit
UCL = Upper Confidence Limit Prepared by/Date: NHS 11/15/13
MDCH = Michigan Department of Community Health Checked by/Date: NTG 01/11/14

OU-5, Allied Paper, Inc./Portage Creek/Kalamazoo River Superfund Site 

Area 1 Feasibility Studay

December 19, 2015 

Project No.: 3293131541 I-45



Current Concentration 
(Median of 2006 - 2011)

2012 Morrow Lake 
Reference 

Concentration
2006 Ceresco Reservoir 

Reference Concentration
MDCH: 2 Meals 

Per Month

Human Health Fish 
Consumption RBC: High 
End Sport Angler HQ = 1

Human Health Fish 
Consumption RBC: High 

End Sport Angler 10-5

Urban 4.1 0.29 0.13 0.11 0.072 0.042
Dams 3.3 0.29 0.13 0.11 0.072 0.042

S-5
10 years for remediation and step down LCL Mid UCL

Pre SWAC = 0.59 Pre SWAC = 0.59 Pre SWAC = 0.59
Post SWAC = 0.23 Post SWAC = 0.23 Post SWAC = 0.23

Urban LCL Slope Dams LCL Slope Urban Mid Slope Dams Mid Slope Urban UCL Slope Dams UCL Slope
S-5 MNR -0.00589 -0.0166 -0.0237 -0.0297 -0.0729 -0.0440

S-5 Recovery -0.0237 -0.0297 4.5 3.5 -0.0729 -0.0440

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 118 151 158 176 199
Dams 2 87 114 119 135 153

S-5: Area-wide Removal (Mid Approximation Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 51 68 71 81 93
Dams 2 56 78 82 95 110

Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 33 44 46 52 60
Dams 2 46 64 67 78 90

Yearsc Urban Dams Urban Dams Urban Dams
2011 Current 4.1 3.3 Current 4.1 3.3 Current 4.1 3.3
2012 MNR 4.1 3.2 MNR 4.0 3.2 MNR 3.8 3.2
2013 MNR 4.1 3.2 MNR 3.9 3.1 MNR 3.5 3.0

2014/ ROD MNR 4.0 3.1 MNR 3.8 3.0 MNR 3.3 2.9
RD 1 MNR 4.0 3.1 MNR 3.7 2.9 MNR 3.1 2.8

1 4.0 3.1 3.7 2.9 3.1 2.8
2 4.0 3.1 3.7 2.9 3.1 2.8
3 4.0 3.1 3.7 2.9 3.1 2.8
4 4.0 3.1 3.7 2.9 3.1 2.8
5 4.0 3.1 3.7 2.9 3.1 2.8
6 4.0 3.1 3.7 2.9 3.1 2.8
7 4.0 3.1 3.7 2.9 3.1 2.8
8 4.0 3.1 3.7 2.9 3.1 2.8
9 4.0 3.1 3.7 2.9 3.1 2.8

10 3.8 2.9 1.9 1.5 1.5 1.4
11 Recovery 3.7 2.8 Recovery 1.8 1.4 Recovery 1.4 1.3
12 Recovery 3.6 2.7 Recovery 1.7 1.4 Recovery 1.3 1.3
13 Recovery 3.5 2.7 Recovery 1.6 1.3 Recovery 1.2 1.2
14 Recovery 3.4 2.6 Recovery 1.6 1.3 Recovery 1.2 1.2
15 Recovery 3.3 2.5 Recovery 1.5 1.2 Recovery 1.1 1.1
16 Recovery 3.3 2.4 Recovery 1.4 1.2 Recovery 0.99 1.1
17 Recovery 3.2 2.4 Recovery 1.4 1.1 Recovery 0.92 1.0
18 Recovery 3.1 2.3 Recovery 1.3 1.1 Recovery 0.86 1.0
19 Recovery 3.0 2.2 Recovery 1.2 1.1 Recovery 0.80 0.94
20 Recovery 3.0 2.2 Recovery 1.2 1.0 Recovery 0.74 0.90
21 Recovery 2.9 2.1 Recovery 1.1 1.0 Recovery 0.69 0.86
22 Recovery 2.8 2.0 Recovery 1.1 0.96 Recovery 0.64 0.82
23 Recovery 2.8 2.0 Recovery 1.0 0.93 Recovery 0.60 0.79
24 Recovery 2.7 1.9 Recovery 0.98 0.89 Recovery 0.55 0.75
25 Recovery 2.6 1.9 Recovery 0.94 0.86 Recovery 0.52 0.72
26 Recovery 2.6 1.8 Recovery 0.90 0.83 Recovery 0.48 0.69
27 Recovery 2.5 1.7 Recovery 0.86 0.80 Recovery 0.45 0.66
28 Recovery 2.5 1.7 Recovery 0.82 0.78 Recovery 0.41 0.63
29 Recovery 2.4 1.6 Recovery 0.78 0.75 Recovery 0.39 0.60
30 Recovery 2.3 1.6 Recovery 0.75 0.72 Recovery 0.36 0.58
31 Recovery 2.3 1.6 Recovery 0.71 0.70 Recovery 0.33 0.55
32 Recovery 2.2 1.5 Recovery 0.68 0.67 Recovery 0.31 0.53
33 Recovery 2.2 1.5 Recovery 0.65 0.65 Recovery 0.29 0.51
34 Recovery 2.1 1.4 Recovery 0.62 0.63 Recovery 0.27 0.48
35 Recovery 2.1 1.4 Recovery 0.59 0.60 Recovery 0.25 0.46
36 Recovery 2.0 1.3 Recovery 0.57 0.58 Recovery 0.23 0.44
37 Recovery 2.0 1.3 Recovery 0.54 0.56 Recovery 0.21 0.42
38 Recovery 1.9 1.3 Recovery 0.52 0.54 Recovery 0.20 0.41
39 Recovery 1.9 1.2 Recovery 0.49 0.52 Recovery 0.19 0.39
40 Recovery 1.8 1.19 Recovery 0.47 0.51 Recovery 0.17 0.37
41 Recovery 1.8 1.15 Recovery 0.45 0.49 Recovery 0.16 0.36
42 Recovery 1.8 1.12 Recovery 0.43 0.47 Recovery 0.15 0.34
43 Recovery 1.7 1.09 Recovery 0.41 0.45 Recovery 0.14 0.33
44 Recovery 1.7 1.06 Recovery 0.39 0.44 Recovery 0.13 0.31
45 Recovery 1.6 1.02 Recovery 0.37 0.42 Recovery 0.12 0.30
46 Recovery 1.6 0.99 Recovery 0.36 0.41 Recovery 0.11 0.29
47 Recovery 1.6 0.97 Recovery 0.34 0.39 Recovery 0.10 0.27
48 Recovery 1.5 0.94 Recovery 0.33 0.38 Recovery 0.10 0.26
49 Recovery 1.5 0.91 Recovery 0.31 0.37 Recovery 0.090 0.25
50 Recovery 1.5 0.88 Recovery 0.30 0.35 Recovery 0.083 0.24
51 Recovery 1.4 0.86 Recovery 0.28 0.34 Recovery 0.077 0.23
52 Recovery 1.4 0.83 Recovery 0.27 0.33 Recovery 0.072 0.22
53 Recovery 1.4 0.81 Recovery 0.26 0.32 Recovery 0.067 0.21
54 Recovery 1.3 0.78 Recovery 0.25 0.31 Recovery 0.062 0.20
55 Recovery 1.3 0.76 Recovery 0.24 0.30 Recovery 0.058 0.19
56 Recovery 1.3 0.74 Recovery 0.23 0.29 Recovery 0.054 0.18
57 Recovery 1.2 0.72 Recovery 0.22 0.28 Recovery 0.050 0.18
58 Recovery 1.2 0.70 Recovery 0.21 0.27 Recovery 0.046 0.17
59 Recovery 1.2 0.68 Recovery 0.20 0.26 Recovery 0.043 0.16
60 Recovery 1.2 0.66 Recovery 0.19 0.25 Recovery 0.040 0.15
61 Recovery 1.1 0.64 Recovery 0.18 0.24 Recovery 0.15
62 Recovery 1.1 0.62 Recovery 0.17 0.23 Recovery 0.14
63 Recovery 1.1 0.60 Recovery 0.16 0.22 Recovery 0.14
64 Recovery 1.0 0.58 Recovery 0.16 0.22 Recovery 0.13
65 Recovery 1.0 0.57 Recovery 0.15 0.21 Recovery 0.12
66 Recovery 1.0 0.55 Recovery 0.14 0.20 Recovery 0.12
67 Recovery 0.98 0.53 Recovery 0.14 0.19 Recovery 0.11
68 Recovery 0.95 0.52 Recovery 0.13 0.19 Recovery 0.11
69 Recovery 0.93 0.50 Recovery 0.12 0.18 Recovery 0.10
70 Recovery 0.91 0.49 Recovery 0.12 0.17 Recovery 0.10
71 Recovery 0.89 0.47 Recovery 0.11 0.17 Recovery 0.10
72 Recovery 0.87 0.46 Recovery 0.11 0.16 Recovery 0.091
73 Recovery 0.85 0.45 Recovery 0.10 0.16 Recovery 0.087
74 Recovery 0.83 0.43 Recovery 0.10 0.15 Recovery 0.083
75 Recovery 0.81 0.42 Recovery 0.094 0.15 Recovery 0.080
76 Recovery 0.79 0.41 Recovery 0.090 0.14 Recovery 0.076
77 Recovery 0.77 0.40 Recovery 0.086 0.14 Recovery 0.073
78 Recovery 0.75 0.38 Recovery 0.082 0.13 Recovery 0.070
79 Recovery 0.74 0.37 Recovery 0.078 0.13 Recovery 0.067
80 Recovery 0.72 0.36 Recovery 0.075 0.12 Recovery 0.064
81 Recovery 0.70 0.35 Recovery 0.071 0.12 Recovery 0.061
82 Recovery 0.68 0.34 Recovery 0.068 0.11 Recovery 0.059
83 Recovery 0.67 0.33 Recovery 0.065 0.11 Recovery 0.056
84 Recovery 0.65 0.32 Recovery 0.062 0.11 Recovery 0.054
85 Recovery 0.64 0.31 Recovery 0.059 0.10 Recovery 0.051
86 Recovery 0.62 0.30 Recovery 0.057 0.10 Recovery 0.049
87 Recovery 0.61 0.29 Recovery 0.054 0.095 Recovery 0.047

Years to Reach:

Years to Reach:

Years to Reach:Years of 
MNR

Years of 
MNR

Years of 
MNR

10 years for Removal 
Action and Step Down

Process 
Occurring

Process 
Occurring

S-5: Area-wide Removal (Mid Approximation 
Step Down)

Upper Bound S-5: Area-wide Removal (Upper 
Bound Step Down)

10 years for 
Removal Action and 

Step Down

10 years for Removal Action 
and Step Down

Area 1, OU5 Kalamazoo River

Lower Bound S-5: Area-wide Removal 
(Lower Bound Step Down)Process 

Occurring

Table I-3.3d
Calculation of Common Carp Tissue Projections for Remedial Alternative S-5
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Current Concentration 
(Median of 2006 - 2011)

2012 Morrow Lake 
Reference 

Concentration
2006 Ceresco Reservoir 

Reference Concentration
MDCH: 2 Meals 

Per Month

Human Health Fish 
Consumption RBC: High 
End Sport Angler HQ = 1

Human Health Fish 
Consumption RBC: High 

End Sport Angler 10-5

Urban 4.1 0.29 0.13 0.11 0.072 0.042
Dams 3.3 0.29 0.13 0.11 0.072 0.042

S-5
10 years for remediation and step down LCL Mid UCL

Pre SWAC = 0.59 Pre SWAC = 0.59 Pre SWAC = 0.59
Post SWAC = 0.23 Post SWAC = 0.23 Post SWAC = 0.23

Urban LCL Slope Dams LCL Slope Urban Mid Slope Dams Mid Slope Urban UCL Slope Dams UCL Slope
S-5 MNR -0.00589 -0.0166 -0.0237 -0.0297 -0.0729 -0.0440

S-5 Recovery -0.0237 -0.0297 4.5 3.5 -0.0729 -0.0440

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 118 151 158 176 199
Dams 2 87 114 119 135 153

S-5: Area-wide Removal (Mid Approximation Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 51 68 71 81 93
Dams 2 56 78 82 95 110

Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

0.29 mg/kg(a,b) 0.13 mg/kg(a,b) 0.11 mg/kg (a,b) 0.072 mg/kg(a,b) 0.042 mg/kg(a,b)

Urban 2 33 44 46 52 60
Dams 2 46 64 67 78 90

Yearsc Urban Dams Urban Dams Urban Dams

Years to Reach:

Years to Reach:

Years to Reach:Years of 
MNR

Years of 
MNR

Years of 
MNR

Process 
Occurring

Process 
Occurring

S-5: Area-wide Removal (Mid Approximation 
Step Down)

Upper Bound S-5: Area-wide Removal (Upper 
Bound Step Down)

Area 1, OU5 Kalamazoo River

Lower Bound S-5: Area-wide Removal 
(Lower Bound Step Down)Process 

Occurring

Table I-3.3d
Calculation of Common Carp Tissue Projections for Remedial Alternative S-5

88 Recovery 0.59 0.29 Recovery 0.052 0.091 Recovery 0.045
89 Recovery 0.58 0.28 Recovery 0.049 0.088 Recovery 0.043
90 Recovery 0.57 0.27 Recovery 0.047 0.085 Recovery 0.041
91 Recovery 0.55 0.26 Recovery 0.045 0.082
92 Recovery 0.54 0.25 Recovery 0.043 0.079
93 Recovery 0.53 0.25 Recovery 0.041 0.077
94 Recovery 0.52 0.24 Recovery 0.074
95 Recovery 0.50 0.23 Recovery 0.071
96 Recovery 0.49 0.23 Recovery 0.069
97 Recovery 0.48 0.22 Recovery 0.066
98 Recovery 0.47 0.21 Recovery 0.064
99 Recovery 0.46 0.21 Recovery 0.062
100 Recovery 0.45 0.20 Recovery 0.060
101 Recovery 0.44 0.19 Recovery 0.058
102 Recovery 0.43 0.19 Recovery 0.056
103 Recovery 0.42 0.18 Recovery 0.054
104 Recovery 0.41 0.18 Recovery 0.052
105 Recovery 0.40 0.17 Recovery 0.050
106 Recovery 0.39 0.17 Recovery 0.048
107 Recovery 0.38 0.16 Recovery 0.046
108 Recovery 0.37 0.16 Recovery 0.045
109 Recovery 0.36 0.15 Recovery 0.043
110 Recovery 0.35 0.15 Recovery 0.042
111 Recovery 0.34 0.14
112 Recovery 0.34 0.14
113 Recovery 0.33 0.14
114 Recovery 0.32 0.13
115 Recovery 0.31 0.13
116 Recovery 0.31 0.12
117 Recovery 0.30 0.12
118 Recovery 0.29 0.12
119 Recovery 0.29 0.11
120 Recovery 0.28 0.11
121 Recovery 0.27 0.11
122 Recovery 0.27 0.10
123 Recovery 0.26 0.10
124 Recovery 0.25 0.098
125 Recovery 0.25 0.095
126 Recovery 0.24 0.092
127 Recovery 0.24 0.090
128 Recovery 0.23 0.087
129 Recovery 0.23 0.084
130 Recovery 0.22 0.082
131 Recovery 0.21 0.080
132 Recovery 0.21 0.077
133 Recovery 0.20 0.075
134 Recovery 0.20 0.073
135 Recovery 0.20 0.071
136 Recovery 0.19 0.069
137 Recovery 0.19 0.067
138 Recovery 0.18 0.065
139 Recovery 0.18 0.063
140 Recovery 0.17 0.061
141 Recovery 0.17 0.059
142 Recovery 0.17 0.057
143 Recovery 0.16 0.056
144 Recovery 0.16 0.054
145 Recovery 0.15 0.052
146 Recovery 0.15 0.051
147 Recovery 0.15 0.049
148 Recovery 0.14 0.048

Notes:
(a) See Calculation Below
(b) Years calculated since remediation started, for S-2 this is at Year 0
(c) Years includes time for Record of Decision (ROD) issuance, Remedial Design (RD), and MNR occuring since last fish samples collected. 

RBC = Risk-Based Concentration
MNR = Monitored Natural Recovery
LCL = Lower Confidence Limit
UCL = Upper Confidence Limit Prepared by/Date: NHS 11/15/13
MDCH = Michigan Department of Community Health Checked by/Date: NTG 01/11/14
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MDCH: 2 Meals per Month RBC: High End Sport Angler 10-5
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Figure I-3.1a
Fish Tissue Projections for S-2:

Common Carp Fillet in Urban Area

Upper Bound S-2: (MNR)
S-2: (MNR)
Lower Bound S-2: (MNR)

RBC:  High End Sport Angler HQ = 1

Upper Bound

Lower 
Bound

2012 Morrow Lake 
Reference Concentration

2012 Morrow Lake Reference Concentration = 0.29 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.13 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg   
Human Health Fish Consumption RBC: High End Sport Angler HQ =1  = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler 10-4 = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler 10-5 = 0.042 mg/kg
Refer to Table I-3.1 for definition of segments

2006 Ceresco Reservoir Reference Concentration
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RBC: High End Sport Angler 
HQ =1
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Figure  I-3.1b
Fish Tissue Projections for S-2:

Common Carp Fillet in Dams Area

Upper Bound S-2: (MNR)
S-2: (MNR)
Lower Bound S-2: (MNR)

RBC:  High End 
Sport Angler 10-5

Upper Bound

Lower 
Bound

2012 Morrow Lake 
Reference Concentration

2012 Morrow Lake Reference Concentration = 0.29 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.13 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg   
Human Health Fish Consumption RBC: High End Sport Angler HQ = 1  = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler 10-4 = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler 10-5 = 0.042 mg/kg
Refer to Table I-3.1 for definition of segments

2006 Ceresco Reservoir Reference Concentration

MDCH: 2 Meals Per Month
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RBC: High End Sport Angler HQ =1
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Figure  I-3.2
Fish Tissue Projections for S-3:

Common Carp Fillet in Urban Area

Upper Bound S-3: Section 2-4 Hotspots (Upper Bound Step Down)

S-3: Section 2-4 Hotspots (Mid Approximation Step Down)

Lower Bound S-3: Section 2-4 Hotspots (Lower Bound Step Down)

Upper Bound

Lower 
Bound

2012 Morrow Lake 
Reference Concentration

RBC: High End Sport Angler 10-5 2006 Ceresco Reservoir Reference Concentration

2012 Morrow Lake Reference Concentration = 0.29 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.13 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg   
Human Health Fish Consumption RBC: High End Sport Angler HQ = 1  = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler 10-4 = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler 10-5 = 0.042 mg/kg
Refer to Table I-3.2 for definition of segments

MDCH: 2 Meals Per Month
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RBC: High End Sport Angler 10-5
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Figure I-3.3
Fish Tissue Projections for S-4:

Carp Fillet in Urban Area

Upper Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Upper Bound Step Down)
S-4: Section 2-4 Hotspots and Section 3 Edges (Mid Approximation Step Down)
Lower Bound S-4: Section 2-4 Hotspots and Section 3 Edges (Lower Bound Step Down)

2012 Morrow Lake 
Reference Concentration

RBC: High End 
Sport Angler HQ = 1

2006 Ceresco Reservoir
Reference Concentration

Lower 
Bound

Upper Bound

2012 Morrow Lake Reference Concentration = 0.29 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.13 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg   
Human Health Fish Consumption RBC: High End Sport Angler (HQ =1) = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-4) = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-5) = 0.042 mg/kg
Refer to Table I-3.3 for definition of segments

MDCH: 2 Meals Per Month
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MDCH: 2 Meals per MonthRBC: High End Sport Angler HQ =1
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Figure  I-3.4a
Fish Tissue Projections for S-5:

Common Carp Fillet in Urban Area

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)
S-5: Area-wide Removal (Mid Approximation Step Down)
Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

2012 Morrow Lake 
Reference Concentration

RBC: High End 
Sport Angler 10-5

2006 Ceresco Reservoir Reference Concentration

Lower
Bound 

Upper Bound 

2012 Morrow Lake Reference Concentration = 0.29 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.13 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg   
Human Health Fish Consumption RBC: High End Sport Angler (HQ =1) = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-4) = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-5) = 0.042 mg/kg
Refer to Table I-3.4 for definition of segments
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MDCH: 2 Meals per Month

RBC: High End Sport Angler HQ =1
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Figure I-3.4b
Fish Tissue Projections for S-5:

Common Carp Fillet in Dams Area

Upper Bound S-5: Area-wide Removal (Upper Bound Step Down)
S-5: Area-wide Removal (Mid Approximation Step Down)
Lower Bound S-5: Area-wide Removal (Lower Bound Step Down)

Upper Bound 

Lower 
Bound 

2012 Morrow Lake
Reference Concentration

RBC: High End Sport Angler 10-5

2006 Ceresco Reservoir Reference Concentration

2012 Morrow Lake Reference Concentration = 0.29 mg/kg
2006 Ceresco Reservoir Reference Concentration = 0.13 mg/kg
MDCH: 2 Meals Per Month = 0.11 mg/kg   
Human Health Fish Consumption RBC: High End Sport Angler (HQ =1) = 0.072 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-4) = 0.42 mg/kg
Human Health Fish Consumption RBC: High End Sport Angler (10-5) = 0.042 mg/kg
Refer to Table I-3.4 for definition of segments
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Interval 1 Interval 2 Interval 3 All Intervals
Description (0-6 in) (6-12 in) (12-24 in) (0-24 in)

S-3A
Stream tube method, unmodified tubes, SWAC based only on transect 
data, excavated tubes replaced with a concentration of 1 mg/kg.

Pre-Remediation SWAC 1.44 2.44 11.24 4.37
Post-Remediation SWAC 1.09 1.12 1.83 1.30

S-3B Stream tubes extended or truncated to fit hot spot footprint3, SWAC based 
only on transect data, excavated footprint replaced with 1 mg/kg. 

Pre-Remediation SWAC 1.16 1.37 2.45 1.57
Post-Remediation SWAC 1.08 1.10 0.97 1.06

S-3C
Stream tubes extended or truncated to fit hot spot footprint3, average 
IPWCs inside hot spot footprint include both transect and non-transect 
data  (pre-excavation), excavated footprint replaced with 1 mg/kg.

Pre-Remediation SWAC 1.76 2.35 2.66 2.21
Post-Remediation SWAC 1.09 1.12 1.00 1.07

Notes:

RM = River Mile
IPWC = Interval Participation Weighted Concentration
SWAC = Surface-area Weighted Average Concentration PREPARED/DATE: MTP 12/18/2013

CHECKED/DATE: CED 12/18/2013

2. The Remedial Reach extends approximately 3 miles, from RM72.4 (upstream of KPT 19) to RM69.4 (downstream of S-IM1).
3. For S-3B and S-3C, a value of 1 mg/kg was applied to truncated stream tubes outside of the remediation footprint in both pre- and
     post-remediation SWAC calculations. 

1. Alternativve S-3 (Hot Spot Removal) includes excavation of KPT-19, KPT-20, KRT-4, KRT-5, and S-IM1.

Table J-1
 GIS-based method: Pre and Post-Remediation SWACs for Alternative S-31

Area 1, OU5 Kalamazoo River

Remedial Reach2

Calculation 
ID

OU-5, Allied Paper, Inc./Portage Creek/Kalamzoo River Superfund Site 
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Interval 1 Interval 2 Interval 3 Interval 1 Interval 2 Interval 3 Interval 1 Interval 2 Interval 3 LCL Average UCL

Pre Remediation 0.49 0.20 0.18 1.41 2.46 1.55 2.33 4.73 2.91 0.87 1.92 2.96
Post Remediation 0.35 0.06 0.00 0.71 1.57 0.56 1.06 3.07 1.27 0.39 1.06 1.73

Notes:
LCL - lower confidence limit
UCL - upper confidence limit
SWAC - Surface area weighted average concentration 
IPWCs - Interval participation weighted concentrations

2.  Pre SWAC equation:  C hotspot * Ahot spot + Creach * Areach Where C hotspot = Average concentration in hot spots
Atotal Creach = Average concentration in the remainder of the remedial reach

Ahotspot = Area of the hot spots
Areach = Area of the remaider of the remedial reach
Atotal = Total area of the remedial reach

3. Post SWAC equation:  Used Pre SWAC equation where Chotspot was replaced with 1 mg/kg. 

Interval 1 = 0" to 6"
Interval 2 = 6" to 12"
Interval 3 = 12" to 24"

PREPARED/DATE: LSV 12/17/13
CHECKED/DATE: NTG 12/18/13

Table J-2
Arithmetic Method: Pre- and Post-Remediation SWAC and Bounds in Remedial Reach for Remedial Alternative S-3

Area 1, OU5 Kalamazoo River

4. The Remedial Reach extends approximately 3 miles, from RM72.4 (upstream of KPT 19) to RM69.4 (downstream of S-IM1)
      and includes hot spots KPT-19, KPT-20, KRT-4, KRT-5, and S-IM1.

SWAC (mg/kg)
Lower Confidence Limit Average Upper Confidence Limit Combined Intervals

1. Arithmetic Method- IPWCs for all data (transect and non-transect) were grouped into two categories:1) those in the hot spot area to be removed 
    and 2) those in the remainder of the remedial reach.  See below for SWAC equation.

OU-5, Allied Paper, Inc./Portage Creek/Kalamzoo River Superfund Site 
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Interval 1 Interval 2 Interval 3 All Intervals
Description (0-6 in) (6-12 in) (12-24 in) (0-24 in)

S-4A Stream tube method, unmodified tubes, SWAC based only on transect data, excavated tubes 
(whole) containing hot spots or with any part within 30 ft of the bank in Section 3 replaced with a 
concentration of 1 mg/kg.

Pre-Remediation SWAC 1.44 2.44 11.24 4.37
Post-Remediation SWAC 0.55 0.42 0.38 0.46

S-4B Stream tubes extended or truncated to fit hot spot footprint2, SWAC based only on transect data, 
excavated hot spot footprint and whole edge tubes with any part within 30 ft of bank in Section 3 
replaced with 1 mg/kg. 

Pre-Remediation SWAC 1.16 1.37 2.45 1.57
Post-Remediation SWAC 0.36 0.41 0.38 0.38

S-4C
Stream tubes extended or truncated to fit hot spot footprint2, average IPWCs inside hot spot 
footprint include both transect and non-transect data  (pre-excavation), excavated hot spot 
footprint and whole edge tubes with any part within 30 ft of bank in Section 3 replaced with 
1 mg/kg.

Pre-Remediation SWAC 1.76 2.35 2.66 2.21
Post-Remediation SWAC 0.37 0.43 0.41 0.40

S-4D Same as S-4A, except edge tubes in Section 3 sliced so that edges include only portions of tubes 
within 30 ft of bank.

Pre-Remediation SWAC 1.44 2.44 11.24 4.37
Post-Remediation SWAC 0.59 0.73 1.32 0.83

S-4E Same as S-4B, except edge tubes in Section 3 sliced so that edges include only portions of tubes 
within 30 ft of bank.  

Pre-Remediation SWAC 1.16 1.37 2.45 1.57
Post-Remediation SWAC 0.36 0.41 0.38 0.38

S-4F Same as S-4C, except edge tubes in Section 3 sliced so that edges include only portions of tubes 
within 30 ft of bank. 

Pre-Remediation SWAC 1.76 2.35 2.66 2.21
Post-Remediation SWAC 0.60 0.72 0.56 0.63

Notes:

RM = River Mile
IPWC = Interval Participation Weighted Concentration
SWAC = Surface-area Weighted Average Concentration PREPARED/DATE: MTP 12/18/2013

CHECKED/DATE: CED 12/18/2013

2. The Remedial Reach extends approximately 3 miles, from RM72.4 (upstream of KPT 19) to RM69.4 (downstream of S-IM1).
3. For S-3B and S-3C, a value of 1 mg/kg was applied to truncated stream tubes outside of the remediation footprint in both pre- and
     post- remediation SWAC calculations. 

1. Alternative S-4 (Hot Spot and Edge Removal) includes excavation of hot spots KPT-19, KPT-20, KRT-4, KRT-5, and S-IM1 and river 
    edges in Section 3 (30' on each bank).

Table J-3
GIS-based method: Pre and Post-Remediation SWACs for Alternative S-41

Area 1, OU5 Kalamazoo River

Calculation 
ID

Remedial Reach2
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Interval 1 Interval 2 Interval 3 Interval 1 Interval 2 Interval 3 Interval 1 Interval 2 Interval 3 LCL Average UCL

Pre Remediation 0.49 0.30 0.25 1.36 1.81 1.39 2.23 3.32 2.53 0.86 1.58 2.31
Post Remediation 0.34 0.43a 0.00 0.62 0.61 0.36 0.90 0.79 0.81 0.50 0.60 0.71

Notes:

LCL - lower confidence limit (2.5%)
UCL - upper confidence limit (97.5%)
SWAC - Surface area weighted average concentration 
IPWCs - Interval participation weighted concentrations

2.  Pre SWAC equation:  C hotspot&edges * Ahotspot&edges + Creach * Areach Where C hotspot&edges = Average concentration in hot spots
Atotal Creach = Average concentration in the remainder of the remedial reach

Ahotspot&edges = Area of the hot spots
Areach = Area of the remaider of the remedial reach
Atotal = Total area of the remedial reach

3. Post SWAC equation:  Used Pre SWAC equation where Chotspot&edges was replaced with 1 mg/kg. 

Interval 1 = 0" to 6"
Interval 2 = 6" to 12"
Interval 3 = 12" to 24"

PREPARED/DATE: LSV 12/17/13
CHECKED/DATE: NTG 12/18/13

Table J-4
 Arithmetic Method: Pre- and Post-Remediation SWAC and Bounds in Remedial Reach for Remedial Alternative S-4

Area 1, OU5 Kalamazoo River

1. Arithmetic Method- IPWCs for all data (transect and non-transect) were grouped into two categories:1) those in the hot spot area and Section 3 edges to be 
removed and 2) those in the remainder of the remedial reach.  Edges defined as 30 feet from river shore in Section 3. See below for SWAC equation.

4. The Remedial Reach extends approximately 3 miles, from RM72.4 (upstream of KPT 19) to RM69.4 (downstream of S-IM1)
      and includes hot spots KPT-19, KPT-20, KRT-4, KRT-5, and S-IM1.

SWAC (mg/kg)
Lower Confidence Limit Average Upper Confidence Limit Combined Intervals

a - Post-remediation SWACs do not include sample variability from hotspots and edges. LCL and UCL values calculated solely on sample variability of 
the remaining reach concentrations. For interval 2, this results in a slightly higher post-remediation LCL than the pre-remediation LCL.

OU-5, Allied Paper, Inc./Portage Creek/Kalamzoo River Superfund Site 
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Alternative S-3
LCL Best Est.(S-3C) UCL LCL Best Est.(S-3C) UCL LCL Best Est.(S-3C) UCL LCL Best Est.(S-3C) UCL

Pre Remediation 0.49 1.76 2.33 0.20 2.35 4.73 0.18 2.66 2.91 0.87 2.21 2.96
Post Remediation 0.35 1.09d 1.06 0.06 1.12 3.07 0.00 1.00 1.27 0.39 1.07 1.73

Alternative S-4
LCL Best Est. (S-4F) UCL LCL Best Est. (S-4F) UCL LCL Best Est. (S-4F) UCL LCL Best Est. (S-4F) UCL

Pre Remediation 0.49 1.76 2.23 0.30 2.35 3.32 0.25 2.66d 2.53 0.86 2.21 2.31
Post Remediation 0.34 0.60 0.90 0.43c 0.72 0.79 0.00 0.56 0.81 0.50 0.63 0.71

Notes:
LCL - lower confidence limit
UCL - upper confidence limit
SWAC - Surface area weighted average concentration 
IPWCs - Interval participation weighted concentrations

Interval 1 = 0" to 6"
Interval 2 = 6" to 12" PREPARED/DATE: MTP 12/18/2013
Interval 3 = 12" to 24" CHECKED/DATE: CED 12/18/2013

Table J-5
Summary of SWAC bounds for Remedial Alternatives S-3 and S-4

Area 1, OU5 Kalamazoo River

Remedial Reach SWACs (mg/kg)

Remedial Reacha SWACs (mg/kg)
Interval 1 Interval 2 Interval 3 Combined Intervals

c. Post-remediation SWACs do not include sample variability from hotspots and edges. LCL and UCL values calculated solely on sample variability of the
    remaining reach concentrations. For interval 2, this results in a slightly higher post-remediation LCL than the pre-remediation LCL.
d. Best estimate in this scenario is slightly above the UCL calculated.  The difference between these two methods is that one weights each hot spot area 
    separately and the other weights the aggregate average hot spot concentration.  The UCL is based on the latter, which has lower variability.

Interval 1 Interval 2 Interval 3 Combined Intervals

a. The Remedial Reach extends approximately 3 miles, from RM72.4 (upstream of KPT 19) to RM69.4 (downstream of S-IM1) and includes hot spots KPT-19,
    KPT-20, KRT-4, KRT-5, and S-IM1.
b. Best Estimate corresponds to calculation methods S-3C and S-4F, which are the most representative of site conditions based on the available data by
    limiting the post-remediation "credit" for removal to the actual footprint of excavation (rather than whole stream tubes), and consider all of the available
    sediment data within a hot spot area.
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Hot Spot
ID

Depth 
Interval

Average PCB 
IPWCa

(mg/kg)
Number of 

Observations

Minimum 
IPWC

(mg/kg)

Maximum 
IPWC

(mg/kg)
1 1.38 21 0.115 8.9
2 1.54 20 0.0670 19.7
3 6.60 15 0.0575 45.8
1 32.7 3 1.88 72.2
2 12.6 4 0.0530 39.0
3 39.2 1 39.2 39.2
1 13.9 4 0.124 54.1
2 36.3 4 0.168 142
3 36.0 4 0.145 122
1 14.7 8 0.112 113
2 41.7 8 0.151 290
3 36.3 7 0.0750 181
1 59.2 7 0.533 178
2 47.9 7 0.425 142
3 34.6 7 0.0133 97.5

Notes:
a. Average interval IPWC for all sample cores within hotspot.
IPWC = Interval participation weighted concentration
SWAC - Surface-area weighted average concentration
mg/kg = milligrams per kilograms
Interval 1 = 0" to 6"
Interval 2 = 6" to 12" PREPARED/DATE: LSV 12/17/13
Interval 3 = 12" to 24" CHECKED/DATE: NTG 12/18/13

KRT4

KRT5

S-IM1

Table J-6
Individual Hot Spot Concentrations Used in GIS-Based Post-Remediation SWAC Estimate

Area 1, OU5 Kalamazoo River

KPT19

KPT20

OU-5, Allied Paper, Inc./Portage Creek/Kalamzoo River Superfund Site 

Area 1 Feasibility Study
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Depth Interval
Area
(ft2)

Number of 
Samples 

Average PCB 
Concentrationa

 Concentration 
LCL

Concentration 
UCL

Post-
Remediation 

Concentration 

Interval 1 119,790 43 16.6 4.12 29.1 1
Interval 2 119,790 43 20.8 3.94 37.7 1
Interval 3 119,790 34 22.9 8.43 37.4 1

Combined Intervals 119,790 120 19.9 11.6 28.2 1

Interval 1 2,532,578 31 0.692 0.323 1.06 na
Interval 2 2,532,578 32 1.59 0.0190 3.17 na
Interval 3 2,532,578 10 0.535 0.000 1.28 na

Combined Intervals 2,532,578 73 1.07 0.366 1.76 na

Notes:
a. average concentration of all individual samples within each area and interval.
all concentrations reported in mg/kg
LCL - lower confidence limit
UCL - upper confidence limit
SWAC - Surface-area weighted average concentration 
mg/kg = milligrams per kilograms
ft2 = Square feet 
Interval 1 = 0" to 6"
Interval 2 = 6" to 12" PREPARED/DATE: LSV 12/17/13
Interval 3 = 12" to 24" CHECKED/DATE: NTG 12/18/13

Mid-River Area (remainder of river excluding hot spots)

Combined Hot Spot Areas

Table J-7
Inputs for S-3 Arithmetic Method Calculations for Hot Spot Concentrations in the Remedial Reach

Area 1, OU5 Kalamzaoo River
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Depth Interval
Area
(ft2)

Number of 
Samples 

Average PCB 
Concentrationa

 Concentration 
LCL

Concentration 
UCL

Post-
Remediation 

Concentration 

Interval 1 523,347 20 0.77 0.19 1.3 1
Interval 2 523,347 20 2.3 0 4.8 1
Interval 3 523,347 6 0.76 0 2.2 1

Interval 1 119,790 43 16.6 4.1 29.1 1
Interval 2 119,790 43 20.8 3.9 37.7 1
Interval 3 119,790 34 22.9 8.4 37.4 1

Interval 1 1,889,441 11 0.56 0.35 0.77 na
Interval 2 1,889,441 12 0.48 0.23 0.72 na
Interval 3 1,889,441 4 0.20 0 0.43 na

Notes:
a. average concentration of all individual samples within each area and interval.
all concentrations reported in mg/kg
LCL - lower confidence limit
UCL - upper confidence limit
SWAC - Surface-area weighted average concentration
mg/kg = milligrams per kilograms
ft2 = Square feet 
Interval 1 = 0" to 6"
Interval 2 = 6" to 12" PREPARED/DATE: LSV 12/17/13
Interval 3 = 12" to 24" CHECKED/DATE: NTG 12/18/13

River Edges (extend 30 feet from each bank)

Mid-River Area (remainder of river excluding hot spots)

Combined Hot Spot Areas 

Table J-8

Area 1, OU5 Kalamazoo River
 Inputs for S-4 Arithmetic Method Calculations for Hot Spot and 30-foot Edge Concentrations in the Remedial Reach
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Percent solids to bulk density conversion:

dSdWP Where: rBdry = dry bulk density (kg-dry/CY)

dS - (dS-dW)P dS = density of sediment solids (2.65 kg/L)

or dW = density of water (1.0 kg/L)
2026P P = solids fraction (% solids ÷ 100)

2.65 - 1.65P C = 764.55 L/CY

Alternative S-3:
Inputs: 

KPT-19 KPT-20 KRT-4 KRT-5 SIM-1

Interval
Avg.

% Solids
Avg. PCBa

(mg/kg-dry)
Avg.

% Solids
Avg. PCBa

(mg/kg-dry)
Avg.

% Solids
Avg. PCBa

(mg/kg-dry)
Avg.

% Solids
Avg. PCBa

(mg/kg-dry)
Avg.

% Solids
Avg. PCBa

(mg/kg-dry)
0-6" 76.0 1.13 54.3 48.0 66.9 16.2 72.1 13.1 57.9 61.9
6-12" 78.7 1.33 54.2 22.3 66.9 26.3 65.3 35.6 49.8 48.7
12-24" 72.1 9.09 41.5 39.2 62.0 22.5 56.3 50.1 60.9 41.9
> 24" 60.3 40.3 0 0 70.8 3.37 52.8 130.7 76.3 18.0

avg. tot. Depth (in) 36 24 30 40 24
Area (ft2) 41,030 3,430 16,680 45,330 13,320

Calculations:
KPT-19 KPT-20 KRT-4 KRT-5 SIM-1

Interval CY
Est. PCB
mass (kg) CY

Est. PCB
mass (kg) CY

Est. PCB
mass (kg) CY

Est. PCB
mass (kg) CY

Est. PCB
mass (kg)

0-6" 759.8 0.943 63.52 1.91 308.9 4.39 839.4 11.0 246.7 10.6
6-12" 759.8 1.19 63.52 0.887 308.9 7.12 839.4 25.1 246.7 6.63
12-24" 1,520 13.8 127.0 2.13 617.8 10.7 1,679 55.7 493.3 15.5
> 24" 1,520 45.1 0 0 308.9 1.01 2,239 176 0.0 0

Hot Spot Total (kg PCB): 4,559 61.1 254.1 4.93 1,544 23.2 5,596 268 986.7 32.7

CY kg PCB
S-3 Totals: 12,940 390

Alternative S-4:

30-ft Edges (longitudinally sliced tubes)

Interval
Avg.

% Solids
Avg. PCBa,b

(mg/kg-dry) Area (ft2) CY
Est. PCB
mass (kg)

0-6" 70.2 1.46 523,347 9,692 13.5
6-12" 72.9 1.89 523,347 9,692 18.7
12-24" 74.9 2.08 523,347 9,692 21.6
> 24" 73.1 0.29 0 0 0

S-4 Totalsc: 29,075 54

a. Average PCB concentration of individual samples within area and interval. Prepared by/Date: MTP 01/30/2014
b. Edge tube interval averages are exclusive of hot spot sample data Checked by/Date: JNM 01/31/2014
c. Incremental totals for 30-ft edges in addition to hot spot volume and mass calculated for Alternative S-3 Checked by/Date: LSV 02/11/2014

Appendix K:  Estimated PCB Mass Removed Calculations
Area 1, OU-5, Kalamazoo River

Hot Spot

Hot Spot

rBdry = x C

rBdry = 
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